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9 Germar Rudolf : The Chemistry of Auschwitz 
Preface 


While I was making the last changes to this book in preparation for its publi- 
cation, yet another Holocaust Remembrance Day — January 27th — passed with 
its many commemoration events. On that memorable day in 1945, the Red 
Army overran the infamous Auschwitz Camp. For the Politics of Memory, it 
is business as usual. Those equipped with finely tuned societal seismographs, 
however, have noticed that something is afoot. 

The most-recent indicator for this was an article written by Jewish activist 
David Cole, and published in the conservative mainstream periodical Taki’s 
Magazine (Cole 2016). Cole had been dabbling for a while in Auschwitz re- 
search, and had burned his fingers in the process. Yet he had gained some 
insights which are worth considering. We will encounter him and his work 
later in the present book. In the just-mentioned article, Cole had the following 
to say about Auschwitz: 

“Ah, Auschwitz. Yes, here’s where we still have a problem. [...| there are gen- 
uine problems with what is commonly claimed to be part 3 [of the Holo- 
caust]—that in 1943 Auschwitz-Birkenau was ‘renovated’ to become an ultra- 
super be-all end-all extermination facility. To me, the evidence just isn’t there, 
and the evidence that does exist calls that claim into question. [...Orthodox 
historians] backed themselves into a corner by putting Auschwitz, with its pho- 
ny, postwar tourist-attraction ‘gas chamber’ and its complete lack of docu- 
mentary evidence supporting a killing program, front and center as the heart 
of the Holocaust. They’re in so deep at this point that they can’t back off: 

It’s surprisingly easy to get the leading lights of anti-denial to admit as much 

one-on-one. Rick Eaton has been the senior researcher at the Simon Wiesen- 

thal Center for thirty years. He’s as 
major a player in the fight against 

Holocaust denial as anyone on 

earth. Two years ago, I corre- 

sponded with him (under a pseudo- 
nym, of course... he’d never speak 
directly with the likes of me!) re- 

garding the Auschwitz problem. I 

explained my thesis to him, that 

Auschwitz, having various ‘issues’ 

that call the credibility of extermi- 

nation claims into question, should 
not be used to represent the Holo- 
caust. He agreed [...]. 

Keep in mind that even though I 

was using a pseudonym, I was not David Cole 
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falsely claiming to be anyone of note. In other words, Eaton made that admis- 

sion to a complete nobody, a total stranger. One gets the feeling that many of 

these experts are secretly longing for the day when they can be open about the 

‘Auschwitz problem’ and move past it [...].” 

If you want to find out why we have a problem with Auschwitz, the answer is 
in your hands, because the research forming the basis of the present study is 
what made Cole and other Jewish intellectuals take a closer, critical look into 
the orthodox Auschwitz narrative. In fact, in order to get an update on the 
latest research results, Cole got in touch with me in order to get some input 
before preparing the above article, among other things. 

So, if the historian Eaton from the Simon Wiesenthal Center and Cole can 
acknowledge that this research has revealed a profound problem with the 
mainstream Auschwitz narrative, can’t we all do the same? 

Of course we can. 

But when I started to take a look at that “problem” in the late 1980s, it 
wasn’t a matter of course at all. A good part of that trail had yet to be blazed, 
and it wasn’t going to be easy. Let me briefly describe my journey along that 
path as a primer to what you are going to read in this book. 

As a German citizen, I started my journey in that country. In 1985, while I 
was studying in West Germany’s capital Bonn, the West-German parliament 
discussed whether the law should be tightened in order to make things more 
difficult for Holocaust deniers. At that time, I was merely 20 years old and 
still in the first half of my university studies of chemistry. I did not object to 
tightening the law against Holocaust deniers. After all, who could argue 
against outlawing the vile propaganda lies of Nazis, anti-Semites and other 
extremists? For justice’s sake, however, I thought back then that such laws 
should be applied equally against the deniers of all genocides. 

Roughly a year later and by mere coincidence, I actually met such a denier 
for the first time, a self-declared right-wing radical. Discussing the topic with 
him at a bar under the influence of a couple of beers left some bad-tasting 
memories. His arguments, for instance that it wasn’t six but “only” three mil- 
lion victims, seemed crass at best. Although I agreed with his analysis that the 
Holocaust is misused to suppress patriotic movements in particular in Germa- 
ny, his evident political motives made me deem him untrustworthy. 

Another three years later, a libertarian friend of mine gave me the book 
Was ist Wahrheit? (What Is Truth?) by Paul Rassinier. Rassinier, a French 
socialist, had established his own pacifist resistance group against the German 
occupiers during the Second World War. In that context, he helped Jews flee 
to Switzerland. He was caught by the Germans and promptly deported to the 
Buchenwald Camp. A short while later, he was sent to the underground pro- 
duction facility of the so-called “V-Waffen” (retaliation weapons = missiles) of 
the Mittelbau Concentration Camp under terrible circumstances. He survived 
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the war only barely. What would you expect such a person to write about his 
experiences in the camps? 

What I read in this book was the opposite of what I had expected. Rassinier 
accuses his fellow inmates of exaggerations and lies, and he profoundly chal- 
lenges the traditional Holocaust narrative. He gives all kinds of reasons for 
this, and although I considered them comprehensible, they were difficult to 
verify. His book could not so easily be swept aside as the drivel of a Nazi and 
anti-Semite, simply because Rassinier was not a Nazi, quite to the contrary. 
He was not a perpetrator, but rather a victim; not an anti-Semite, but someone 
who had risked his life to help Jews. This book turned my moral worldview 
upside down. But because I was not a historian, I neither felt called upon nor 
competent to do anything about the matter. 

A few months after that, in the summer of 1989, I read another book which 
dealt with the political misuse of Germany’s attempt to come to terms with its 
past. The author was the Swiss political scientist Dr. Armin Mohler, who had 
researched and published on this topic since the 1960s. I had read earlier edi- 
tions of his relevant studies. Yet what I read in this new edition was a little too 
much to digest: Mohler reports in it that a U.S. expert for execution technolo- 
gies had recently (1988) written an expert report, in which he claimed to have 
proved that the purported gas chambers at Auschwitz and Majdanek could 
neither have functioned nor been used as such. One of his arguments were 
chemical analyses that showed that no traces of the poison gas used back then 
— “Zyklon B” — could be detected in the walls of the gas chambers. 

Excuse me? How can you look for traces of gas 45 years later and expect 
to find anything in the first place? GAS! Hello?!? Gas blows away; it’s that 
simple. 

Or maybe it’s not that simple. Back then I was in the process of writing my 
master’s thesis, hence was about to become an accredited chemist. But I was 
too stupid to understand why somebody would carry out analyses like that. 
Therefore, I went to the library of the research center where I was working at 
that time, and I consulted a chemical encyclopedia. Question: What is “Zyklon 
B”? Next question: Can this substance cause a chemical reaction which makes 
it possible to find chemical traces in exposed masonry in the long run? And if 
so, what kind of reaction? And under what circumstances? And which factors 
would influence that reaction? And how stable are the products of that reac- 
tion? And, and, and... 

These questions were all basically chemical in nature, hence within my 
field of professional expertise. The problems were hair-raising, and the reper- 
cussions of any solution to this problem were possibly far-reaching. What 
should I do? This time I could not talk my way out of it by claiming that I am 
not a chemist and could therefore not contribute anything. 
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As a first step, I got myself a copy of the report by that U.S. expert. That in 
itself was an obstacle course, because it turned out that the German edition of 
this technical report had been banned in Germany where the constitution ex- 
pressly says that censorship does not exist. Well, great! I instantly asked my- 
self: “Where the heck do we live?” So, I got myself an English edition instead, 
which I translated step by step. While so doing, I found factual mistakes and 
deficiencies galore which, as it turned out later, were only the tip of the ice- 
berg (on this see my footnotes and comments in Leuchter et al. 2017). Some- 
thing had to be done to iron out those shortcomings and to put that entire mat- 
ter on a solid foundation. But who would tackle such a hot potato? 

If I get involved in that matter, doesn’t that amount to my admitting indi- 
rectly that the question “Were there any homicidal gas chambers at Ausch- 
witz?” could by answered any differently than with a YES? By taking that 
question seriously, doesn’t that turn me into a doubter? Doesn’t that make me 
already half a denier? A justifier of the propaganda of Nazis, anti-Semites, 
right-wing radicals, and so on? Do I want that? 

I was raised in a society which indoctrinates people that they must not 
doubt the orthodox Holocaust narrative; that doubting it is evil. Hence, I felt 
guilty only because Rassinier and this U.S. execution expert had aroused 
doubts in my mind. At the same time, however, I was convinced that this feel- 
ing of guilt wasn’t right; that a society which condemns doubt and ostracizes 
doubters puts itself in the wrong. An enlightened society welcomes doubts and 
answers them with rational arguments. Only dictatorships suppress doubts and 
counterarguments, and persecute doubters and dissidents. 

I was facing an interesting challenge that evidently went far beyond the 
chemical issues raised. How far it reached I did not quite fathom initially. 
This, however, was exactly what made the matter even more enticing. Hence, 
I accepted the challenge. The result of this you are now holding in your hands 
(or viewing on your screen) in an updated and greatly expanded edition. 

I have described the events leading to the present book more thoroughly 
elsewhere, to which I refer the interested reader to Rudolf 2016c. Allow me to 
add a few words here about the history of this study. An early version of the 
present book had been written on request of a defense lawyer in the style of an 
expert report. Since late 1991, it was presented as evidence in criminal pro- 
ceedings against so-called “Holocaust deniers,” and I myself appeared as a 
chemistry expert witness at various trials. I was never allowed to testify in 
court about that topic, though. Although German courts of law are not allowed 
to reject expert witnesses who are already in the courtroom and who can testi- 
fy expertly on the case’s matters of fact, that did not bother the respective 
judges at all. They simply violated German procedural rules, and one of these 
judges even threatened me with prosecution in case I dared testify along the 
lines of the defense’s motion — before I had uttered even the slightest peep. 


13 Germar Rudolf : The Chemistry of Auschwitz 


All kinds of personalities of pub- 
lic life pulled out all the stops to pre- 
vent me from continuing my activi- 
ties as an expert witness. In the end, 
the German Federal Supreme Court 
even changed case law by determin- 
ing that in Germany no one is any- 
more allowed under the threat of 
prosecution to even merely file a 
motion to introduce evidence which 
argues along the line of the present 
book. 

The reason for this was explained 
to me in 1993 by Prof. Dr. Arndt 
Simon, at that time managing director 
at the Max Planck Institute for Solid 


State Research, where I worked on ‘ f 


my PhD thesis back then: Prof. Dr. Arndt Simon 


“Every era has its taboo. Even we 

researchers have to observe the taboo of our era. We Germans may not ad- 

dress this topic; others have to do this. We have to accept that we Germans 

have less rights than the others.” 
That can’t be true, can it? Would you accept it, dear reader, if someone said, 
“Negroes have less rights than the others’? Or “Jews have less rights than the 
others”? If not, then why are some of you may be merely shrugging your 
shoulders when it is directed against Germans? 

Hence, I wouldn’t let go. Consequently, my situation grew increasingly 
precarious. I had even reason to fear that they would lock me up for my re- 
search and throw away the keys. Finally, the pressure on me became so un- 
bearable that in 1996 I decided to leave Germany for good, which I succeeded 
in doing after quite a steeplechase. I have described the details of this post- 
history of the present book, which is considerably more dramatic than its pre- 
history, elsewhere as well (Rudolf 2016, 2016c). 

In the present edition of this study, I could not include the biographical 
background of this book, which might be even more interesting to some than 
my technical and chemical studies. Doing so would have inflated the book to 
more than 700 pages. That was out of the question also because one version of 
this edition has been printed throughout in four colors due to the more than 
one hundred color illustrations. My biographical essays, however, hardly have 
any illustrations, hence it would have been inefficient in terms of production 
costs and hence sales price to include them here. I may point out, though, that 
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both of my autobiographical books can be downloaded from the internet as 
free PDF files: 
— Hunting Germar Rudolf: http://germarrudolf.com/?p=3764 


— Resistance Is Obligatory: http://germarrudolf.com/?p=1504 
With that said, I wish you happy reading! 


Germar Rudolf, Red Lion, Pennsylvania, USA, February 5, 2017 
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1. Prelude 


1.1. Slow Death in U.S. Gas Chambers 


On June 15, 1994, dramatic events unfolded during the carrying out of a death 
sentence. David Lawson, sentenced to death for a capital felony, was sched- 
uled to be killed by hydrogen cyanide in the gas chamber located in the state 
prison of Raleigh, North Carolina — but the prisoner refused to assist his exe- 
cutioners.' Lawson repeatedly held his breath for as long as possible and took 
only short breaths in between.” Lawson exhibited enormous willpower, calling 
out to both executioners and witnesses throughout his execution: 


, 


“Tam human.’ 


At first his cry was clearly audible, but as the minutes went by he became less 
and less understandable and finally, more than ten minutes into the execution, 
there was just a mutter. He was declared dead only after eighteen minutes. The 
witnesses to the execution were horrified. The warden of the prison, who had 
also supervised the execution, was so shaken that he resigned. Because of this 
execution fiasco, executions with poison gas have been abandoned for a short 
period of time in the USA and replaced with lethal injections. 

By early March 1999, however, this horror had already been forgotten. 


1 selected by the N.C. Low 
Enforcement Olficers Association 
5 chosen by Lawson. 


North Carolina’s gas chamber. 


| The mask: 
= \ A leather mosk is strapped over Lowson’s lace 
| The mask covers his lace excep! lor o nose hole 


How it works 


Moments after the keys are turned, a 
trap door, beneath the chair’s seat, 
opens. A container of poison drops 
into a container of acid 


J The chair: 
4 The chair Lawson will sit in os he dies 
a 1 wos formerly the state’s electric choir. 


| One pound of 
=a Potassium 
“cyanide, 


wrapped in 
pantyhose 


Previous executions in North 
Carolina under current law: 


March 1984 James W. Hutchins 
Nov. 1984 Velme M. Barfield 
Sept. 1986. John Williom Rook 
Oct.1991 Michael McDougall 
Oct. 1992 John S, Gardner, 


26 ounces of 
water ond 126 


BN ounces of 
; 1 sulfuric acid 
x: concentrate 


The resulting fumes will be visible fora 
few seconds. Prison officials say Lawson will 
be dead within 10 to 14 minutes alter the 
chemicols mre 


* lolol ever executed in IC: 367 

* Total prisoners now on death row: 103 

First gos chamber execution: January 1936 
Last gas chamber execution: October 1961 
# First elechic choir execution: March 1910 

* Lost electric choir execution: July 1938 

+ First lethol injection execution: March 1984 


After Lawson's heart has stopped for five 
mnutes, the warden wall signal for the 
chamber to be cleared. Ammonia, which 
will render the porsonous yas inet, will be 
injected into the room for 15 minutes 
Prison staffers won't enter the room until 30 
minutes later—-and even then, they'll wear 
breathing apparatus 


Figure 1: Schematic drawing of the U.S. execution gas chamber in North Carolina.* 


For a detailed description of this execution see Krueger 1994. 
2 “Killing Me...” 1993; The New York Times, October 6, 1994, p. A20; ibid., June 16, 1994, p. 
A23. 
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This time, the victim was a German national. Despite intervention by the Ger- 
man government, Walter LaGrand was executed in the state prison at Florence, 
Arizona. LaGrand’s death struggle against lethal cyanide gas lasted eighteen 
minutes. Thirty witnesses peered through a bulletproof window as the con- 
fessed, convicted murderer died horribly behind a steel-reinforced door.* 

It is now clear to the experts, and especially to those still waiting on death 
row, that a quick and painless execution by gas requires the cooperation of the 
intended victim. Prisoners about to be gassed were usually encouraged to in- 
hale deeply as soon as the cyanide was released in order to make their deaths 
come easily. However, if an intended victim was uncooperative, the execution 
could easily become a fiasco. By simply refusing to take the deep breaths 
needed to quickly inhale a lethal dose of cyanide, the agony could last for 
more than eighteen minutes, even under ideal conditions. Publications in the 
United States reveal that executions lasting from 10 to 14 minutes are the rule, 
rather than the exception. Amnesty International calls them “botched execu- 
tions.”*° 

The method used in US-American execution gas chambers was introduced 
in 1924. The expense to kill just one single person is tremendously high, since 
neither the witnesses, nor the prison personnel or the environment may be 
endangered by the poison gas released for such an execution. Reinforced-glass 
windows, massive, heavy, hermetically-sealed steel doors, powerful ventila- 
tion systems with a device to burn the evacuated poisonous gases, and a chem- 
ical treatment of the chamber interior to neutralize all remaining traces of the 
poison make this execution method the most cumbersome of all.’ 

During the last two decades of the 20th century, the only technical expert 
in the United States specializing in building and maintaining this equipment 
was Frederick A. Leuchter Jr., sometimes referred to in the media as “Mr. 
Death,”® since his profession was the design, construction and maintenance of 
various kinds of execution devices.” 


3 Freitag 1999; Mannheimer Morgen, March 5, 1999. 

4 The News & Observer, Raleigh (N.C.), June 11, 1994, p. 14A (according to the prison war- 
den, normally 10-14 min.). 

5 Duffy 1962, p. 101 (13-15 min.); Duffy was warden of San Quentin Prison for almost 12 
years, during which time he conducted the execution of 88 men and 2 women, many of them 
executed in the local gas chamber. 

6 Trombley 1992, p. 13 (approximately 10 minutes or more.); Amnesty International, Botched 
Executions, Fact Sheet December 1996, distributed by Amnesty International USA (more 
than 7 min). See also more recently Christianson 2010; this last book will be quoted more 
often in Section 7.1., where I will discuss this issue more thoroughly. On the cruelty of gas- 
chamber executions see also the interview with the executioner of the US penitentiary at 
Parchman, Mississippi, Donald Cabana: https://youtu.be/bVpB1ZJKbzY; as well as his 
memoirs: Cabana 1996. 

7 Re. the technical proceedings see Leuchter/Faurisson/Rudolf 2017, pp. 195-226. 

Such is the title of a documentary movie directed by Errol Morris about Fred Leuchter, 

shown at the Sundance Film Festival in Park City (Utah, USA) on January 27, 1999 (see 

Morris 1999/2001/2003. The original version first shown on Jan. 27, 1999 during the Sun- 
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Figure 2: View into the execution gas chamber of the State Penitentiary in Florence, 
Arizona, USA. 


dance Film Festivals was reworked after protests. 


° The following paragraphs were adapted from M. Weber 1998. 
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Figure 3: Execution gas chamber of the State Penitentiary in Jefferson City, Missouri, 
USA. 


A feature article in The Atlantic Monthly (Feb. 1990), for example, factual- 
ly described Leuchter as 
“the nation’s only commercial supplier of execution equipment. [...] A trained 
and accomplished engineer, he is versed in all types of execution equipment. 
He makes lethal-injection machines, gas chambers, and gallows, as well as 
electrocution systems [...]” 
Similarly, a lengthy New York Times article (October 13, 1990), complete 
with a front-page photo of Leuchter, called him “The nation’s leading adviser 
on capital punishment.” 
In his book about “America’s Capital Punishment Industry,” Stephen 
Trombley confirms that Leuchter is, in fact, 
“America’s first and foremost supplier of execution hardware. His products 
include electric chairs, gas chambers, gallows, and lethal injection machines. 
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He offers design, construction, installation, staff training and maintenance.” 
(Trombley, p. 8) 
Killing someone in a gas chamber is very dangerous for those who carry out 
the execution, above all because the dead body of the victim is saturated with 
lethal gas. After the execution, explains Leuchter (ibid., p. 98): 
“You go in. The inmate has to be completely washed down with chlorine 
bleach or with ammonia. The poison exudes right out through his skin. And if 
you gave the body to an undertaker, you’d kill the undertaker. You've got to 
go in, you've got to completely wash the body.” 
Bill Armontrout, warden of the Missouri State Penitentiary in Jefferson City, 
confirms the danger (ibid., p. 102): 
“One of the things that cyanide gas does, it goes in the pores of your skin. You 
hose the body down, see. You have to use rubber gloves, and you hose the 
body down to decontaminate it before you do anything [else]”’ 
In Leuchter’s opinion, gas-chamber use should be discontinued, not just be- 
cause of the cruelty of this method of execution, but because of his beliefs 
relating to gas chambers as such (ibid., p. 13): 
“They’re dangerous. They’re dangerous to the people who have to use them, 
and they’re dangerous for the witnesses. They ought to take all of them and cut 
them in half with a chain saw and get rid of them.” 
With a career built on the motto “Capital punishment, not capital torture,” 
Leuchter took pride in his work. He was glad to be able to ensure that con- 
demned prisoners die painlessly, that the personnel who carried out executions 
were not endangered, and that taxpayer dollars were saved. 


1.2. Hydrogen Cyanide — a Dangerous Poison 


Hydrogen cyanide, is not, of course, utilized solely for the purpose of execu- 
tions in U.S. gas chambers, but for much more beneficial purposes as well. 
Since approximately the end of WWI, hydrogen cyanide, or HCN, has been 
used to exterminate vermin such as bedbugs, lice, corn weevils, termites, 
cockroaches, and other pests. It is, of course, important to be extremely cau- 
tious while applying hydrogen cyanide in order to avoid disaster, because it is 
in many ways a highly dangerous poison. 

The residents of a house in Los Angeles, California, had to learn this in a 
quite painful way shortly before Christmas 1947. They had hired the Guaran- 
tee Fumigation Company to destroy the termites which threatened to eat up 
the wooden structure. The pest controllers, however, were apparently not very 
competent, because when using a container of pressurized HCN to fill the 
house, which had been wrapped up like a Christmas present, they exceeded 
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hydrogen cyanide. The gas is piped into the house from a pressurized bottle. 


safe limits and pumped in too much gas. (Figure 4).'° Due to unknown rea- 
sons, the mixture of air and HCN, which can be highly explosive under certain 
circumstances, ignited during the fumigation. The resulting explosion de- 
stroyed the entire dwelling.'' 

However, hydrogen cyanide has yet another insidious characteristic: it is 
highly mobile. This mobility is highly welcome when it comes to killing ver- 
min: Wherever fleas and bugs try to hide, the gas will still reach them! Unfor- 
tunately, hydrogen cyanide does not restrict itself to attacking vermin. Rather, 
it indiscriminately seeps into the smallest cracks and even penetrates porous 
substances such as felt sealing materials and thin walls, thereby leaking into 
areas where it is not welcome. Failures on the part of disinfestors to ensure that 
all places to be fumigated are adequately sealed off have been described in toxi- 
cological literature (Moeschlin 1986, p. 300): 


10 A gassing requires 1-2% by volume, while an explosion requires 6% by volume or more; 
see, in this regard, Section 6.3. 

‘| “How to get rid of termites,” Life, Dec. 22, 1947, p. 31; a much smaller accident occurred 
during an attempt to euthanize a cat, whose intense scratching on the execution-chamber 
walls created a spark that made the poison gas, which evidently had been administered in too 
high a concentration, explode. The cat escaped. The press did not report the kind of poison 
gas used, though (“Lethal Gas Chamber...” 1936). 


Germar Rudolf : The Chemistry of Auschwitz 


Figure 5: How not to get rid of ennites: The concentration of hydrogen cyanide used 
was too high. One single spark, and the entire house blew up. 


“Example: J.M., a 21-year-old female home decorator, was working in the 
basement of the house, the second floor of which was being treated for vermin 
with cyanide gas. Due to insufficient sealing during fumigation, the gas pene- 
trated the corridors, where it poisoned the disinfestor, and reached the cellar 
through air shafts. Mrs. M. suddenly experienced an intense itching sensation 
in her throat followed by headache and dizziness. Her two fellow workers no- 
ticed the same symptoms and they all left the cellar. After half an hour, Mrs. 
M. returned to the cellar whereupon she suddenly collapsed and fell uncon- 
scious. Mrs. M. was taken to a hospital together with the unconscious extermi- 
nator. Mrs. M. recovered and was released. The exterminator, by contrast, 
was pronounced dead on arrival.” 


The dangers of this type of poison gas are not merely restricted to persons in 
the same house in which fumigation is taking place. Large quantities of gas 
may penetrate the open air and endanger the entire neighborhood, as shown by 


an accident in the fall of 1995 in a Croatian holiday resort:!* 


2 DPA 1995, p. 7. Research has failed to determine which toxic gas was involved. Since hy- 
drogen cyanide is one of the most poisonous and most rapidly diffusing of all gases used in 
disinfestation, the reported damage would have been at least as great if caused by hydrogen 
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Figure 6: Church of the Holy Juraj (St. George) in Lovran, 
Croatia (Aconcagua, Wiki Commons) 


“That failed profoundly. Three local residents suffering from symptoms of poi- 
soning and a number of surviving woodworms were the results of the botched 
action against vermin in a church in the Croatian holiday resort of Lovran, 
close to Rijeka. The exterminator’s clumsy work necessitated the evacuation of 
several hundred residents of the locality. 

The exterminators tried to treat the Church of the Holy Juraj for woodworms 
during the night, using the highly toxic gas. But since they failed to seal off the 
church appropriately, the gas seeped into surrounding houses in which people 
were already asleep. ‘Fortunately, the people woke up immediately because of 


cyanide, even if hydrogen cyanide was not in fact involved in this accident. A number of ad- 
ditional examples are described by K. Naumann 1941. 
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sudden attacks of nausea — that’s what saved them from certain death,’ wrote 
the newspaper Vecernji List. Three residents nevertheless suffered severe in- 
toxication. The mayor decided to evacuate the center of the town. The extermi- 
nators were arrested. The woodworms survived. dpa” 


But that is still not all: on top of this, hydrogen cyanide is also a persistent 
poison. It adheres wherever it is utilized, especially in a moist environment. 
Deadly cyanide gas continues to evaporate slowly from moist objects for 
hours and days, involving a long-term environmental hazard where sufficient 
ventilation cannot be assured. 

A 1935 case of accidental HCN poisoning in the USA highlights this. A 
residential home had been fumigated with HCN, and subsequently thoroughly 
ventilated for 24 hours. However, that wasn’t good enough, because the 
workmen hired to recondition the premises who entered the house right after- 
wards “complained of sickness during their work.” 

This led to an extended scientific study, in the course of which several 
standard-size houses were fumigated with HCN and subsequently ventilated 
for 24 hours. After this, the HCN quantities remaining at various locations in 
these houses were measured meticulously. Some of these houses were fur- 
nished and filled with the usual personal property; others were unfurnished. 
One series of gassings occurred during the summer, the other during the win- 
ter. The results of these scientific experiments were published four years later 
and stated among other things (Page/Lubatti/Gloyns, p. 31): 

“7, All windows should be kept open for 24 hr. unless this leads to the entry of 

rain or snow. 

2. A ventilation period of 24 hr. is generally sufficient for an empty house of 

normal construction. A longer period may be required for a furnished house or 

for a house which (a) is damp, (b) contains an unusual proportion of dead 
space, (c) contains rooms without windows providing adequate communica- 
tion with the open air. 

(c) Precautions 

1. Fumigation of clothing and particularly of bedding in a house, as a regular 

practice, is definitely undesirable. 

2. Upholstered furniture should be placed in such a position as best to facili- 

tate airing. Cushions, etc. should be spread out singly on furniture which is 

not upholstered. [...] 

4. If the house contains a considerable quantity of absorbent material or if the 

fabric is likely to be unusually absorptive, e.g. if partitions of insulating board 

are employed, or if the construction of the house, or any other circumstances, 
suggest that a period of 24 hr. airing may not be sufficiently long, all doors 
and windows should be closed after performing the tests with benzidine ace- 
tate—copper acetate, and these tests should be repeated after the house has 
remained closed for 2 hr. This will allow absorbed gas to be given off and to 
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build up a concentration in the air space. If this is still not greater than [...] 

0.0009 % by vol., reoccupation may be permitted.” 
Later in the present study, we will encounter moist rooms, chock-full of moist 
objects and without appropriate means of ventilation, which are said to have 
been filled with HCN. 

The danger of lingering amounts of hydrogen cyanide is also emphasized 
by an especially dramatic and simultaneously macabre accident in the United 
States in the fall of 1998 (S. Ball 1998): 


Sos Angeles Cimes 
Oct. 13, 1998 | STEVE BALL, TIMES STAFF WRITER 


9 Hurt after Student’s 
Apparent Suicide by Cyanide 


Toxic fumes produced when a college student from Orange County died 
of an apparent suicide Monday forced the evacuation of an Iowa dormi- 
tory and the hospitalization of nine people, authorities said. 

Carl T. Grimm, 20, a sophomore from Placentia, ingested potassium 
cyanide about 7:30 a.m. in his dormitory room at Grinnell College, a pri- 
vate liberal arts school about 50 miles east of Des Moines, Iowa, Grinnell 
Fire Chief Jerry Barns said. 

Four paramedics who responded to the call at Younkers Hall came in 
contact with fumes from the poison, as did two college staff members and 
three other students. 

Grimm was taken to Grinnell Regional Medical Center, where he was 
pronounced dead. [...] 

The others who became ill on the Iowa campus were treated and re- 
leased from the hospital. [...] 

Firefighters sent to the dormitory evacuated the three-story structure 
until the Des Moines Hazardous Materials Unit arrived to ventilate the 
building. 

Authorities could not say immediately where or how Grimm acquired 
the potassium cyanide. 


Another case, which occurred somewhat differently, nevertheless led to an 
accident which was no less tragic. Salts of cyanide, which release cyanide gas 
in the presence of moisture, are used for the separation of gold and silver dur- 
ing the processing of precious metals. In the case in question, a company was 
engaged in the processing of the cyanide-rich residues of such chemical reac- 
tions contained in large tanks, which is not without risk. The employer irre- 
sponsibly directed the workers, who were not equipped with gas masks or 
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protective clothing, to go into the tanks, which were still releasing cyanide 
gas. The consequences were tragic: 


Department of Pustice 


Department of Justice National News Release 
MONDAY, MAY 10, 1999 


On May 7, the jury in Pocatello, ID, found that Allan Elias ordered 
employees of Evergreen Resources, a fertilizer manufacturing company 
he owned, to enter and clean out a 25,000-gallon storage tank containing 
cyanide without taking required precautions to protect his employees. 
Occupational Safety and Health Administration inspectors repeatedly 
had warned Elias about the dangers of cyanide and explained the precau- 
tions he must take before sending his employees into the tank, such as 
testing for hazardous materials and giving workers protective gear. 

Scott Dominguez, an Evergreen Resources employee, was overcome by 
hydrogen cyanide gas while cleaning the tank and sustained permanent 
brain damage as a result of cyanide poisoning. [...] 

Over a period of two days in August 1996, Elias directed his employees 
— wearing only jeans and T-shirts — to enter an 11-foot-high, 36-foot-long 
storage tank and clean out cyanide waste from a mining operation he 
owned. Elias did not first test the material inside the tank for its toxicity, 
nor did he determine the amount of toxic gases present. After the first 
day of working inside the tank, several employees met with Elias and told 
him that working in the tank was giving them sore throats, which is an 
early symptom of exposure to hydrogen cyanide gas. 

The employees asked Elias to test the air in the tank for toxic gases 
and bring them protective gear — which is required by OSHA and which 
was available to the defendant free of charge in this case. Elias did not 
provide the protective gear, and he ordered the employees to go back into 
the tank, falsely assuring them that he would get them the equipment 
they sought. Later that morning, Dominguez collapsed inside the tank. 
And he could not be rescued for nearly an hour because Elias also had 
not given employees the required rescue equipment."?! 


Even this example fails to convey the full scope of the insidious nature of 
cyanide gas, since it does not just kill by means of inhalation; even a gas mask 
may prove insufficient, especially if a person is sweating heavily. Hydrogen 
cyanide is dissolved most readily on moist surfaces, and it easily penetrates 


'3 Occupational Safety & Health Administration, news release, May 10, 1999; Allan Elias was 
sentenced to 17 years in prison on April 28, 2000, 
www.justice. gov/archive/opa/pr/2000/A pril/239enrd.htm; an entire book has been written 
about the case: Hilldorfer/Dugoni 2004. The cyanide-contaminated sludge in the tank also 
contained phosphoric acid, resulting in the accelerated release of cyanide gas. 
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the skin. This was proven by a dramatic accident in 1995 in a cave in the 
French city of Montérolier (“Un expert...,” 1998): 

“The death of nine persons on June 21, 1995, in the cave of Montérolier 

(Seine-Maritime) was said to have been caused by the release of cyanide gas 

originating from the poison gas used during the First World War, the so-called 

Vincennite. This was announced Wednesday by former Professor of Physical 

Chemistry Louis Soulié. [...] At a press conference in Buchy, he said that ‘nei- 

ther the children nor the firemen rushing to the rescue — one of whom wore a 

gas mask — died of carbon monoxide poisoning.’ 

[...] ‘Even six days after their deaths, a cyanide concentration twice as high as 

the fatal dose was still observed in the victims’ blood.’ 

According to the professor’s remarks, the three children lit a fire in the cave 

and threw a Vincennite bomb found in the cave into the fire. The bomb explod- 

ed. The gas caused the deaths of three children, four firemen, the father of one 
of the children and an amateur spelunker. 

According to Prof. Soulié, the deaths of the firemen looking for the children in 

the cave, including the fireman wearing a gas mask, were due to the fact that 

hydrogen cyanide dissolves in the sweat and penetrates the body through the 

skin, where it causes poisoning.” 
Similar to this was a case in the late 1990s that occurred in the storage space 
of a Hong Kong company trading in industrial chemicals. Three small flasks 
containing a dilute solution of hydrogen cyanide had been left out in a room 
uncovered overnight. The next day, a 19-year old female employee who had 
been in the room for four hours was found unconscious on the floor. The own- 
er of the company, a physicist, rescued the girl and returned to the room to 
open windows for ventilation. After having spent some 10 minutes in that 
room, he also entered into an intensive care unit due to severe dizziness. Both 
patients were discharged days later from the hospital. 

Other victims of hydrogen-cyanide poisoning included the firemen called 
onto the scene. Four firemen, ranging in ages from 25 to 35, wearing a self- 
contained breathing apparatus along with the normal structural fire-fighter’s 
protective outfit, experienced mild symptoms of HCN poisoning after spend- 
ing from 5 to 30 minutes in the affected room. Their symptoms included 
flushing, dizziness, headache, throat discomfort, chest tightness, and skin and 
eye irritation, and gave cause for them to be treated at the hospital. Another 
50-year-old fireman wearing no such protective clothing or breathing appa- 
ratus, who stood 100 feet outside of the room in a corridor, developed chest 
discomfort, flushing, headache, and eye and skin itchiness, and had to be de- 
contaminated at the hospital as well. 

The authors describing the case concluded (Lam/Lau 2000): 


“Rescuers should wear full protective clothing and SCBA [self-contained 
breathing apparatus] to avoid poisoning themselves during rescue attempts. 
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Because cyanide is readily absorbed from routes including the skin, mucous 
membranes, and by inhalation, structural firefighter’s protective clothing is 
not ideal as the ears are exposed and the hydrogen cyanide gas diffuses 
through the fabrics. [...] in the animal study, hydrogen cyanide gas was ab- 
sorbed through skin of dogs and guinea pigs and caused fatal outcomes. It is 
highly likely that the toxic symptoms in cases three to six [fire fighters inside 
room] are because of absorption of highly concentrated hydrogen cyanide gas 
through their intact skin. Therefore, firemen should wear special chemical 
protective clothing covering all parts of the body before entering the contami- 
nated site. Case number 7 [fire fighters outside room] also alerts us to the ex- 
tensiveness of cyanide gas’s diffusion.” 


Even coroners who autopsy victims of hydrocyanic-acid or cyanide poisoning 
risk getting poisoned (Padmakumar 2010, p. 80): 


“Whatever be the manner of poisoning, in medical settings the persons in- 
volved in postmortem examination of cases of death of cyanide poisoning are 
exposed to significant degree of cyanide remaining in the body cavities and 
tissues of the deceased. This risk is not only for the persons attending postmor- 
tem examination but also for the first respondents like police, rescue persons 
and also persons extending emergency care both outside and within hospital. 
Hydrocyanic acid is rapidly absorbed from all mucous surfaces and even from 
unabraded skin. Hence attending a case of cyanide poisoning involves a haz- 


ard of inhalation of cyanide gas from the victim.” 


1.3. The Acid That Causes Blue Stains 


Great excitement was caused by a 
strange occurrence in a Protestant 
church at Wiesenfeld, Upper Franco- 
nia, Germany, in the spring and 
summer of 1977. The congregation 
had renovated the deteriorating 
church at great expense during the 
previous year, but now they faced a 
disaster. Huge blue stains were found 
to have formed in all parts of the 
plastered interior of the church. The 
experts having renovated the church 
were now called in for consultation, 
and found themselves confronted by 
a riddle which was only solved by a 
chemical analysis of the stained por- 
tions of the walls. The entire interior 


Figure 7: In 1972, the Catholic church in 
Untergriesbach, Bavaria, was fumigated 
with Zyklon B. Subsequently the entire 
plaster turned patchy blue (Konrad 
Lackerbeck; Wikipedia commons). 
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surface of the church was impreg- 
nated by Iron Blue.'* No explana- 
tion could be found for this in the 
literature. It nevertheless proved 
possible to reconstruct the se- 
quence of events. 

A few weeks after the re- 
plastering of the church with a 
water-resistant cement mortar, the 
entire church had been fumigated 
with Zyklon B (hydrogen cyanide) 
to exterminate woodworms in the 
choir stalls. The hydrogen cyanide 
released by the Zyklon B did not 
just kill the woodworms: it also 
reacted chemically with the plas- 
ter. The hydrogen cyanide con- 
tained in the Zyklon reacted with 
the iron oxides contained in con- 
centrations of 1-2% in all plasters, 
thus forming Iron Blue, a highly 


stable compound well known for Figure 8: In August 1976, the Protestant 
centuries. !5 church at D-96484 Meeder-Wiesenfeld was 
: fumigated with Zyklon B. Subsequently, 

Another nae had occurred five blue-colored stains appeared all over the 
years earlier in 1972 in the Catho- plaster (see Figure 9). 


lic church of St. Michael in Un- 
tergriesbach, Bavaria. Here, too, the church had been recently refurbished with 
fresh plaster, which turned blue after the church had been gassed with Zyklon 
B to combat woodworms, just as it would happen in Wiesenfeld five years 
later.'° 

Reports of blue pigmentation of walls resulting from fumigation with hy- 
drogen cyanide for the destruction of vermin in areas with moist, ferrous plas- 


'4 Tron Blue is the ISO term (ISO 2495) for iron cyanide blue pigments of various composition, 
which are also known as Berlin Blue, Turnbull’s Blue, Prussian Blue, Vossen Blue®, Milori 
Blue, Paris Blue, French Blue, China Blue, Bronze Blue, Steel Blue, Ink Blue, among others, 
and as ferric ferrocyanide. 

'5 G. Zimmermann 1981, relating to the case of building damage occurring in August 1976 in 
the Protestant church at D-96484 Meeder-Wiesenfeld. I wish to thank Mr. W. Liiftl, Vienna, 
for discovering this information, as well as Mr. K. Fischer, Hochstadt am Main, who was 
held liable for damages as responsible architect, and who supplied me with further details. In 
English, with comments: Helmut Weber, “Wood Preservation through Fumigation with Hy- 
drogen Cyanide: Blue Discoloration of Lime- and Cement-Based Interior Plaster,” in: Ru- 
dolf 2019, pp. 565-570. 

‘6 www.pfarrei-untergriesbach.de/pfarrbrief 1 1.htm. 
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ter are not unknown in technical literature, as shown by a recent survey.'’ The 
prerequisite for this reaction appears to be that the fumigated plaster must be 
new and must contain high humidity. In other cases, there was also damage to 
the structure and interior installations, but no blue stains, perhaps because the 
plaster was old and had already set.'* 


Figure 9: yb ilies stains on the plaster of a ee fumigated with 
hydrogen cyanide (black and white only in G. Zimmermann 1981). 


7 Emmerling 1995. Whether the examples cited in the paper may perhaps refer to the above- 
mentioned case only in a roundabout way, must remain open for the time being. Carl Her- 
mann Christmann reports the case of a farm building belonging to an 18th century monas- 
tery; the farm building was sold to a farmer following deconsecration, and the farmer then 
used it as a barn. Approximately 20 years ago, an investor converted the beautiful Baroque 
building into a luxury holiday restaurant. The existing interior plaster was repaired and 
painted white. After some time, blue stains appeared in the white paint; the stains were iden- 
tified by a consulting expert as Iron Blue. The expert assumed that the former owner must 
have fumigated the building with hydrogen cyanide between 1920 and 1940, which then 
caused the stains 40-50 years later. Personal communication from C.H. Christmann accord- 
ing to his recollection on July 13, 1999; Mr. Christmann was unfortunately unable to relocate 
the source of the information. I would be extremely grateful for any references to passages in 
the literature in relation to this or any other similar case. 

'8 Tn one case, the fumigation of a church freshly painted with iron-free lime paint led to dark 
stains caused by the polymerization of hydrogen cyanide: Grosser/Rofmann 1974. 
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2. The Coup 


2.1. Fred Leuchter on Auschwitz and Majdanek 


On February 3, 1988, Fred Leuchter received an unexpected visitor at his 
home in Boston, Massachusetts. A professor of French, Greek and Latin, as 
well as critic of testimonies, texts and documents, from the University of Lyon 
II — Dr. Robert Faurisson — had an unusual assignment in mind: He wanted to 
persuade Leuchter, in his capacity as an expert in execution technology, to 
prepare a professional opinion to be used in a criminal trial then taking place 
in Toronto, Canada.'? More precisely, Dr. Faurisson wanted to convince 
Leuchter to determine whether or not the generally alleged mass extermina- 
tions with hydrogen-cyanide gas in the concentration camps of the Third 
Reich were technically possible. Until that time, Leuchter had never ques- 
tioned the existence of German homicidal gas chambers. When Prof. Fauris- 
son showed him some mostly technical documents, however, Leuchter began 
to have doubts about the technical feasibility of the alleged homicidal gassings 
and agreed to come to Toronto to view additional documentation.” 

After this meeting and on the assignment of defense counsel, he then trav- 
eled to Poland with his wife (who was also his secretary), his draftsman, a 
video cameraman and a translator, to make a technical examination of the 
concentration camps at Auschwitz, Auschwitz-Birkenau and Majdanek for the 
above trial. He returned to the United States and wrote a 192-page report (in- 
cluding appendices).”! He also brought 32 test samples taken from the mason- 
ry in the crematoria at Auschwitz and Birkenau, or rather their ruins. These 
are the locations where the alleged gassings are said to have taken place. As a 
control sample, he also took a sample from a Zyklon-B-disinfestation cham- 
ber, where only lice had been killed. The background of these samples is as 
follows: 

Almost all the concentration camps of the Third Reich contained facilities 
for the disinfestation of lice carried by inmate clothing. Various methods were 
used to accomplish this objective: hot air, hot steam, several different poison 
gases, and towards the end of the war even microwaves. Delousing was ur- 
gently needed in particular because lice carry epidemic typhus, a disease with 
a history of repeated outbreaks in eastern and central Europe. Epidemic typhus 
appeared again during WWII, where it claimed hundreds of thousands of vic- 


'9 Re. background and course of the criminal proceedings, viewed from the perspective of the 
defense see Lenski 1990; a longer compilation of the entire trial: Kulaszka 2019. As far as I 
know, the plaintiff has not published anything about this case. 

20 Parts of this section are based on Faurisson’s description of how the Leuchter Report came 
to be: Faurisson 1988. 

1 According to a private communication by Robert Faurisson, most of Leuchter’s text was 
actually written by Faurisson himself. 
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Figure 10: Single door to an execution 
gas chamber for one single person per 
gassing procedure using HCN 
(Mississippi State Penitentiary in 
Parchman, Miss., USA; built in the 
1950s, designed in the 1930s). The 
execution of a single person with 
hydrogen cyanide is inevitably far more 
complicated than the fumigation of 
clothing. (Leuchter et al. 2017, p. 220) 


Figure 11: Door in the room of 
Crematorium | at Auschwitz (Main 
Camp) which has been presented for 
decades to museum visitors as a 
homicidal gas chamber. This unstable, 
leaking door with a window pane once 
separated the washroom from the 
laying-out room. It could never have 
served as a gas-chamber door. Such 
discrepancies between what Leuchter 
expected to find in Auschwitz and what 
he found induced him to write his expert 
report. 


tims, not only in the concentration camps and prisoner-of-war camps, but 
among soldiers at the front. Since WWI, the most-effective and the most- 
widely used means for the extermination of lice and other pests, was hydrogen 
cyanide, marketed under the trade name Zyklon B (see Leipprand 2008). 

It has been known for decades that, within buildings in which Zyklon B is 
known to have been used to delouse inmate clothing, the walls exposed to 
hydrogen cyanide exhibit massive, blotchy, bluish discoloration. I will discuss 
these stained walls in more details in Section 6.2. At this point it suffices to 
state that this blue discoloration is due to Iron Blue, which I mentioned al- 
ready in Section 1.3. As mentioned there, this blue pigment is formed in a 
chemical reaction by hydrogen cyanide with certain components of masonry, 
if the conditions favor it. This substance can still be observed in surviving 
delousing facilities today, hence is obviously a very stable compound. Which 
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exact conditions are conducive to the 
formation of this pigment, and how 
stable it really is, will be discussed in 
detail in Chapter 6. 

Professor Faurisson was the first 
person to point out that this blue dis- 
coloration is absent from the sup- 
posed homicidal gas chambers at 
Auschwitz. Faurisson’s idea was to 
analyze samples from the masonry in 
the alleged homicidal gas chambers 
for traces of poison gas or its com- 
pounds (cyanides) and compare them 
with samples taken from the delous- 
ing chambers. Fred Leuchter fol- 
lowed this suggestion when doing his 
on-site investigations in Auschwitz in 
1988. 

On April 20 and 21, 1988, Leuch- 


Figure 12: Fred A. Leuchter, around the 
; 1990s, probably the world’s only expert 
ter took the stand as an expert witness on cyanide gas chambers. 


in the courtroom in Toronto. He re- 


ported on his research and developed his conclusions. The atmosphere in the 
courtroom was tense. Leuchter’s testimony was straightforward and at the 
same time sensational: According to Leuchter, there had never been any pos- 
sibility of mass extermination of human beings by gassing either in Ausch- 
witz, or in Birkenau, or in Majdanek (Leuchter/Faurisson/Rudolf 2017, p. 56): 

“Tt is the best engineering opinion of this author that the alleged gas chambers 

at the inspected sites could not have then been, or now, be utilized or seriously 

considered to function as execution gas chambers.” 

Shortly before Leuchter, another witness was questioned: Bill Armontrout, 
warden of the Maximum-Security Prison in Jefferson City, Missouri. It was 
Armontrout who, at the request of Defense Attorney Barbara Kulaszka, point- 
ed out that no one in the United States understood the operation of gas cham- 
bers better than Fred A. Leuchter. Armontrout himself confirmed in court the 
great difficulties involved in killing people with poison gas, as Robert Fauris- 
son had done before him. 

Following Leuchter, Prof. James Roth, director of a chemical laboratory in 
Ashland, Massachusetts, also took the witness stand to describe the results of 
his analysis of the 32 masonry samples, the origins of which had been un- 
known to him: All samples taken from the gas chambers supposedly used for 
mass human extermination exhibited either no or only negligible traces of 
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cyanide, while the sample from the delousing chambers taken as a control 
exhibited enormously high cyanide concentrations. 


2.2. First Reactions 


Leuchter’s report and subsequent testimony shook the foundations of Holo- 
caust history, the story of the “Nazi gas chambers.” It cannot surprise that his 
expert report spread quickly among all those who had always harbored a “dif- 
ferent” view about the Third Reich and the minorities persecuted by it. But its 
impact reached beyond that, because for the first time revisionist claims found 
attention, if not even acceptance, among wider circles of the general populace 
(see Nolte 1993; R. Czernin 1998). 

Alarmed by this development, those opposing any Revision of the ortho- 
dox Holocaust narrative began to systematically destroy Leuchter’s reputation 
and thus his livelihood. Among other things, he was falsely accused of having 
claimed to be an engineer, which he wasn’t.” He was even sued, although the 
case was settled outside of court with an agreement between Leuchter and the 
litigating Engineering Board by Leuchter declaring that he will be a law- 
abiding citizen, as he had been all his life. The settlement included an un- 
published declaration by Leuchter, with which he stated that had never 
claimed to have been a registered, professional engineer, that he will not do it 
in the future either, and that he will not “recant or change anything he ever did 
or said.””* The mainstream media did not report the fact that these proceedings 
against Leuchter ended without a whimper. 

Attacks against Leuchter as a person may be impressive for many, but they 
are absolutely irrelevant when it comes to the facts of the matter. After all, 
whether the claims Leuchter made in his expert report are correct or not does 
not depend on which academic degree he has. What matters are his factual 
arguments. 

When I first heard about the existence of the Leuchter Report, I was not at 
all interested in who its author was or in which context he had prepared the 
report. I wanted to read it and verify its validity. Back then I worked my way 
through the report sentence by sentence. While doing so, I noticed several 
obvious technical mistakes which suggested that the author could not possibly 
have an education as a scientist or a technician. I therefore considered the 
entire expert report as potentially unreliable. In addition, this work contained 
only very few sources allowing the reader to verify what Leuchter claims. All 
in all, I considered this expert report fascinating, if its claims were true, but 
not convincing. My reaction to it was not, however, to nag about the deficien- 


22 See the extensive documentation at http://en.wikipedia.org/wiki/Fred_A. Leuchter; 
http://de.wikipedia.org/wiki/Fred_A. Leuchter, 
3. See http://codoh.com/library/document/757/#leuchter 
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cies of the Leuchter Report, but rather to do a better job with the present work. 
I began the initial literature research for it in the fall of 1990. 

In addition, in 2005 I issued the first edition of a critically commented edi- 
tion of the Leuchter Report which is suffused with correcting and supplement- 
ing footnotes to such a degree that the text in the footnotes is almost as long as 
the original report (Leuchter/Faurisson/Rudolf). The text of the original 
Leuchter Report was left intact, since by now it has become a historical docu- 
ment itself. Yet I hope that this unchanged text will not mislead the reader to 
take every one of Leuchter’s words at face value, because when discussing the 
topic along Leuchter’s line of argument, this would only lead to embarrass- 
ments when facing critical and knowledgeable individuals. For details about 
my critique of Leuchter’s report, I direct the reader’s attention to this critical 
edition. 

Of course, I was not the only one who noticed the deficiencies of the 
Leuchter Report. I will subsequently list some of the responses which have 
come to my knowledge, and I will make brief comments about them. A more- 
thorough discussion of the most-relevant among these responses can be found 
in Section 8.4 toward the end of this first part of the present book, after I have 
presented the facts relevant to the matter at hand. 


2.3. Attempts at Refutation and Their Assessment 


First of all, it is striking that many of the critiques of Leuchter’s expert report 
appeared in hardly accessible, at times even obscure publications. It is also 
indicative that Leuchter’s opponents pick every aspect of his work to pieces, 
whereas his supporters often tend to justify him uncritically and to remain 
silent about his mistakes. Neither side in this exchange seems to be willing or 
able to weigh Leuchter’s arguments objectively and critically and to both crit- 
icize his work where it is due and to admit to it where it is correct. While it is 
a heresy in orthodox circles to even refer to Leuchter as a person to be taken 
seriously, it is according to my experience almost a 
sacrilege in revisionist circles to criticize him. Both 
attitudes are profoundly wrong. 

A fact-oriented discussion of the technical argu- 
ments on the Holocaust brought to the public by the 
Leuchter Report was started in France by an attempt 
at refutation by the French pharmacist Jean-Claude 
Pressac in the periodical Jour Juif.4 However, Pres- 
sac’s article could hardly qualify as an expert discus- 


. . ; : Figure 13: 
sion, because he did not back up any of his technical Jean-Claude Pressac 


24 Pressac 1988; English: Pressac, “The Deficiencies and Inconsistencies of ‘The Leuchter 
Report’,” in: Shapiro 1990, pp. 31-60. 
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or scientific claims with evidence or specific scientific argumentation. Though 
he did point out several deficiencies in the Leuchter Report, he made several 
errors himself in chemical and engineering questions due to his own lack of 
expertise.” 

Next came the late Dr. Georges Wellers, who was 
both Professor for Physiology and Biochemistry at 
France’s National Center for Scientific Research 
(Centre National de la Recherche Scientifique, CNRS) 
and president of the historical commission of the Cen- 
ter for Contemporary Jewish Documentation (Centre 
de Documentation Juive Contemporaine, CDJC) in 
Paris. He wrote an article narrowly focusing on only a 
few aspects of the Leuchter Report (Wellers 1989; 
German 1991). His paper is characterized by wishful Figure 14: 
thinking running contrary to physical reality and ig- _Dr Georges Wellers 
noring what witnesses claimed about the alleged homicidal gassings.”° 

The first response from Germany came in 1989 from Germany’s official 
Institute for Contemporary History (Institut fiir Zeitgeschichte).”’ It was based 
on Pressac’s work, did not bother to back up any of its claims with evidence, 
and was therefore hardly useful, also due to the all-too-apparent lack of tech- 
nical expertise of its author, historian Hellmuth Auerbach.”* 

A little later, in 1990, a contribution on the Leuchter Report appeared in an 
anthology on the Third Reich, authored by a 90-year-old German retired social 
worker Werner Wegner, who had qualifications neither in chemistry nor civil 
engineering, nor did he back up his technical claims (Wegner 1990). Instead 
of seeking the advice of qualified people on these matters, he drew his own 
conclusions — to his own massive embarrassment.” On my question why 
German historian Dr. Rainer Zitelmann, the responsible editor of this antholo- 
gy, included this ridiculous piece in his otherwise well-researched compila- 
tion, he indicated in a personal letter to me that he had to include the paper to 
avoid opposition to his book due to the fact that the other papers were ‘revi- 
sionist’ in tone. 

At the end of 1991, Austrian chemist Dr. Josef Bailer critiqued the Leuch- 
ter Report in a contribution to a booklet published in Austria (1991, pp. 47- 
52). This work is notable for largely ignoring the witness testimony on the 


25 On this cf. Grubach 1992; see also in German: Schuster 1991. 

26 See my critique “Fantasies of a Biochemist,” in: Rudolf/Mattogno 2016, pp. 37-45. 

27 H. Auerbach, Institut fiir Zeitgeschichte, letter to Bundespriifstelle, Munich, Oct. 10, 1989; 

Auerbach, November 1989 (no day given), both published in Walendy 1990, pp. 32 and 34; 

somewhat shortened in Benz 1995, pp. 147-149. 

In this regard, see my technical appraisal, first reprinted in Anntohn/Roques 1995, pp. 431- 

435; updated as “Institut fiir Zeitlegenden” in Rudolf 2016a, pp. 15-27. 

22 G. Rudolf, “Ein Sozialoberrat schreibt Geschichte,” in Rudolf, 2016a, pp. 55-72; Haberle 
1991; Stéglich 1991. 
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procedures supposedly used during the gas- 
sings at Auschwitz and for the author’s 
surprising ignorance of the chemical pro- 
cess involved. Despite criticism directed at 
his study,*” Bailer repeated his unsustaina- 
ble objections in a later publication without 
responding to his critics*’. I will address 
Bailer’s critique more thoroughly in Sub- 
section 8.4.1. 

Roughly around the same time, the 
Auschwitz State Museum, motivated by 
chemical investigations conducted by 
Leuchter, ordered an expert report to be 
compiled. The Jan Sehn Institute for Foren- 
sic Research, Toxicology Division of Kra- 
kow, Poland, named after the late judge Jan 
Sehn, prepared a pilot study, which was 
confined to the analysis of masonry sam- 
ples, on September 24, 1990, under the late Dr. Jan Markiewicz, professor for 
technical testing (Markiewicz et al. 1991). The report concluded that the rea- 
son why Leuchter’s samples from the homicidal gas chambers were mostly 
negative with respect to traces of cyanide was because the cyanide compounds 
had been exposed for more than 40 years to weathering, which these com- 
pounds were allegedly unable to withstood. Three of these authors from the 
Jan Sehn Institute later published additional findings (Markiewicz et al. 1994). 
Both studies, however, were based on a verifiably incorrect analytical method, 
so that their results were false.*? Correspondence with the authors failed to 
elucidate the reasons for the deliberate use of an incorrect method.** I will 
return to this probably most important reaction to the Leuchter Report in Sub- 
section 8.4.2. 

In 1997, two reactions worth mentioning resulted from the distribution of a 
French translation of the first edition of the present work in France. Of them, 
only one addressed factual claims of my study (Clair 1997), without, however, 
addressing the scientific issues involved in a valid manner (Rudolf 1997a). 
The Chemistry Section of the French Academy of Sciences was only able to 
muster a declaration full of political polemics and personal vituperations 
without addressing any factual issues (La Vieille Taupe/Guillaume 1997). 


Figure 15: Dr. Jan Markiewicz%? 


30 Gauss 1993a; 1993b, pp. 290-293. 

3! Bailer 1995, pp. 112-118; see my renewed critique “Liige und Auschwitz-Wahrheit,” Rudolf 
2016a, pp. 187-227. 

www.ies. gov.pl/index.php/pl/o-instytucie/historia-1/104-historia/222-jan-sehn-2 

33 G. Rudolf, “Polish Pseudo-Scientists,” in: Rudolf/Mattogno 2016, pp. 47-69. 

34 Ibid., pp. 59-67. 
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The first critique of the Leuchter Report 
that deserved to be called at least partially 
scientific was published on the Internet in 
1998 by an American Ph.D. chemist, Dr. 
Richard J. Green. Green also criticized the 
first German-language edition of the present 
study, unfortunately engaging in massive 
political name-calling as well (Green 
1998a&b). In the ensuing exchange* Green 
avoided any discussion of the central is- 
sues.*° This reaction from the U.S. will be 
analyzed more closely in Subsection 8.4.4. 

In 1999, the Dutch cultural historian Dr. 
Robert Jan van Pelt, professor of the history 
of architecture in Canada, produced an ex- Figure 16: Prot. Dr. Robert Jan 
pert report on Auschwitz for the defense in es 
the libel case of British Historian David 
Irving against U.S. author Deborah Lipstadt (van Pelt 1999; cf. Rudolf 
2000a&b). It appeared in a revised and expanded version as a book in 2002 
(van Pelt 2002). This is the first book in the English language which discusses 
various revisionist arguments, although it fails to mention even one of the 
many books and papers written by Carlo Mattogno, the most prolific and 
knowledgeable revisionist researcher. Van Pelt rests his case mainly on Pres- 
sac’s works (primarily the one of 1989), although he hardly ever mentions 
him. He deals with chemical and toxicological issues only in passing, referring 
to the papers by R. Green. Since the works by van Pelt don’t bring up new 
arguments of interest in the present context, I will not discuss them here in 
more detail. Anyone interested in a thorough critique ought to read Mat- 
togno’s The Real Case for Auschwitz (2019). 

The last contribution critical about the Leuchter Report and also about my 
present work which is known to me and was published prior to the present 
book going to press was authored by the biochemist Dr. Achim Trunk (Trunk 
2011). On the little more than two pages, however, where he addresses the 
topic, he merely repeats briefly some of the arguments proffered by Josef 
Bailer and Richard Green, which is why I won’t address Trunk in the present 
study.*’ 


35 For a detailed essay on the deficiencies of these contributions see Rudolf 1998, 1999a. 

36 Green/McCarthy 1999. About a third of the article consists of political accusations and 
vilification. For a response, see Rudolf 1999b; Green’s reaction to this (Green 2000), was 
again filled with political polemics and evasions of the core issues; see my rebuttal: Rudolf 
2003c; see also G. Rudolf, “Green Sees Red,” in: Rudolf/Mattogno 2016, pp. 71-88. 

37 Trunk’s contribution was discussed in Mattogno 201 6c, pp. 24-37; as well as Rudolf 2016a, 
pp. 373-381. 
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Most of the above-mentioned attempted refutations of the Leuchter Report 
and subsequent discussion with other revisionists are marred by personal in- 
sinuations about the motivations of persons making use of revisionist argu- 
ments, or by polemical digressions, neither of which is conducive to the scien- 
tific discussion. The reason for this irrational behavior is that the topic ad- 
dressed here is emotionally highly charged and fraught with ideologies. Only 
if one can control one’s emotions and can exclude political prejudices and 
wishful thinking, however, will it be possible to get closer to the truth. 
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3. No Politics 


The question of whether or not systematic mass killings of Jews in homicidal 
gas chambers specifically constructed for the purpose of accomplishing their 
extermination took place under the National Socialist regime is apparently still 
viewed as a political issue, as might have been at least understandable during 
the war during which it arose. Whether or not a moral appraisal of the Nation- 
al Socialist regime depends on the existence or non-existence of gas chambers 
is disputable. A political evaluation of the Third Reich may significantly de- 
pend upon this moral evaluation. Since the present discussion contains neither 
a moral nor political evaluation of a long-defunct regime, I shall make no 
moral or political statements. Personally, I am inclined to judge a politician or 
political system of the past on the basis of what s/he, or it, was able to leave 
behind for their respective nation — everything else follows from this. That 
must suffice at this point. 

Revisionists are repeatedly accused of wanting to whitewash National So- 
cialism, redeem it, or even resurrect nationalistic-authoritarian political sys- 
tems, or assist in a breakthrough of nationalism. That may be true for some 
revisionists, but certainly not for all of them. But be that as it may, the fact is 
that political suspicions do not contribute anything to the factual debate, as 
they cannot refute factual arguments. When it comes to discussing facts, it is 
therefore irrelevant both what the revisionists want and what others accuse 
them of wanting. 

While researching, our highest goal must at all times be to discover how 
historical events actually occurred — as the 19th-Century German historian 
Leopold Ranke maintained. For example, historians should not place research 
in the service of making criminal accusations against Genghis Khan and the 
Mongol hordes, nor to whitewash any of their wrong-doings. Anybody insist- 
ing that research be barred from exonerating Genghis Khan of criminal accu- 
sations would be the object of ridicule and would be subject to the suspicion 
that he was, in fact, acting out of political motives. If this were not so, why 
would anyone insist that our historical view of Genghis Khan forever be de- 
fined solely by Khan’s victims and enemies? 

The same reasoning applies to Hitler and the Third Reich. Both revisionists 
and their adversaries are entitled to their political views. The accusation, how- 
ever, that revisionists are only interested in exonerating National Socialism 
and that such an effort is reprehensible or even criminal, is a boomerang: This 
accusation implies that it is deemed unacceptable to partially exonerate Na- 
tional Socialism historically, and by so doing, always also morally. But by 
declaring any hypothetical exoneration based on possible facts as unaccepta- 
ble, one admits openly not to be interested in the quest for the truth, but in 
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incriminating National Socialism historically and morally under any circum- 
stances and at all costs. And the motivation behind this can only be political. 
Hence, those accusing revisionists of misusing their research for political ends 
have themselves been proven guilty of exactly this offense. It is therefore not 
necessarily the revisionists who are guided by political motives — though quite 
a few of them certainly are — but with absolute certainty all those who accuse 
the revisionists of harboring reprehensible motives. Although many consider 
the anti-fascist motives of those combatting revisionism as morally worth- 
while, they remain political motives that are hostile to discovering and evalu- 
ating the factual issues at hand. 

In short, our research must never be concerned with the possible “moral” 
spin-off effects of our findings in relation to politicians or regimes of the past 
or present, but solely with the facts. Anyone who argues otherwise is the ene- 
my of knowledge. 
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4. A Brief History of Forensic Examinations of 
Auschwitz 


4.1. Introduction 


On June 7, 1993, the Max Planck Institute for Solid State Research in Stuttgart 
issued an internal memorandum informing its employees that a doctoral can- 
didate there — the author of this book — had been dismissed because of private 
research he had done on Auschwitz. The institute explained in its memoran- 
dum, among other things: 

“In light of the terrible genocide committed by the rulers of the Third Reich, 

we consider current investigations about the exact procedure of the murders 

just as reprehensible as speculations about the number of those murdered.” 
Hence one of the world’s leading scientific research institutes stated to its 
personnel that it is not only unethical, but reprehensible and a cause for dis- 
missal, should they dare to determine exact numbers and procedures. This is 
not without irony, since it is coming from an institute whose only right to exist 
is its scientists’ determining exact numbers and procedures. 

This does not change the fact, however, that many people are deeply 
moved by the question whether or not the monstrous crime alleged should be 
the subject to careful scrutiny by means of thorough forensic analysis. The 
following is an attempt to answer this question by offering a brief overview on 
forensic examinations of the purported crime scenes at Auschwitz which have 
been conducted thus far. 


4.2. The Moral Obligation of Forensic Examination 


Does it really matter how many Jews lost their lives in the German sphere of 
influence during the Second World War? Is it so important, after so many 
years, to attempt painstakingly to investigate just how they died? After all, it is 
surely morally correct that even one victim is too many; and nobody seriously 
denies that many individuals fell victim to National Socialism. 

To affirm these things, however, is not to raise a valid objection — moral or 
otherwise — to the scientific investigation of a crime held to be unique and 
unparalleled in the history of mankind. Even a crime that is alleged to be 
uniquely reprehensible must be open to a procedure that is standard for any 
other crime: namely, that it can be — must be — subjected to a detailed material 
investigation. I will go even one step further: whoever wants to postulate that 
a crime is unique must be prepared for a uniquely thorough investigation of 
the alleged crime before its uniqueness is accepted as fact. 
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If, on the other hand, someone sought to shield so allegedly unparalleled a 
crime from investigation by erecting a taboo of moral outrage, the creators of 
that taboo would, at least morally, themselves commit a singular offense: im- 
puting unparalleled guilt, beyond any critique and defense. For if the principle 
behind this were elevated to a general one, this would mean that everyone who 
is accused of an extreme, unique crime loses all rights to any defense. That 
would be the end of all rule of law. 

To demonstrate just what kind of double standard is being applied to “the 
Holocaust” (generally defined as the purposeful annihilation, chiefly by gas- 
sing, of millions of Jews by the National Socialists), let us note the interna- 
tional reaction to several recent examples of mass murder or “crimes against 
humanity.” 

In 1949, a trial started in southwest France which caused as much attention 
in France as did the Nuremberg War Crimes Trial: Mme. Marie Besnard was 
accused of having murdered twelve people with arsenic. During this extraor- 
dinary court battle, 15 experts on medical, chemical, geological and analytical 
forensic made exhaustive analyses and time-consuming, extensive experi- 
ments with the aim of verifying whether the arsenic traces found in the buried 
victims stemmed from poison or were the result of as-yet-unknown concentra- 
tion processes in buried corpses. Finally, after twelve years of research and 
argument of the fifteen experts, of whom eight were professors and one even a 
Nobel Prize laureate, Mme. Besnard was acquitted due to lack of evidence 
(Kelleher/Kelleher 1998; cf. Miiller 2000). 

After the collapse of the Soviet Union in 1991, numerous mass graves, 
containing altogether hundreds of thousands of bodies of victims of the Sovi- 
ets, were discovered, excavated, and investigated. Not only was the number of 
victims determined, but in many cases the specific cause of death as well. In 
the same regions where many of these mass graves were found, some one 
million Jews are said to have been shot by the Einsatzgruppen during World 
War II. Yet no such grave has ever been reported found, let alone dug and 
investigated, in the more than half a century during which these areas have 
been controlled by the USSR and its successor states.*® 

During the conflict in Kosovo in 1998-1999, rumors about mass killings by 
Serbs spread around the world, with claims of thousands of victims in huge 
mass graves. After the fighting was over, an international forensic commission 
arrived in Kosovo, searching, excavating and forensically investigating mass 
graves. These graves proved to be not only fewer than the Serbs’ Albanian 
opponents had alleged, but to contain only small fractions of the number of 
victims claimed.*” But be that as it may, fact is that those crimes were exten- 
sively investigated. 


38. This has changed only insignificantly in the 21st century; see Desbois 2010; and in response 
to earlier papers by Desbois: Mattogno 2015b. 
39 See https://en.wikipedia.org/wiki/War_ crimes in the Kosovo War. 
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Did the Allies attempt, during the Second World War and in the years im- 
mediately following, to find and to investigate mass graves of persons said to 
have been victims of the Germans? So far as is known, they made such at- 
tempts public only once:*° at Katyn. But the findings of the Soviet forensic 
commission, which blamed the mass murder of several thousand Polish offic- 
ers buried there on the Germans, are today generally considered a fabrication. 
The report of the international forensic commission invited by the Germans in 
1943, on the other hand, which found that the Soviets had carried out this 
mass murder, is today considered accurate even by the Russia’s government 
(Sanford 2005). 

Why weren’t similar investigations launched during the various postwar 
tribunals dealing with events that are said to have unfolded at Auschwitz and 
elsewhere? Why has no defense lawyer ever demanded during those and simi- 
lar proceedings what is common for any other murder trial, namely the sub- 
mission of expert reports on the claimed murder weapon and the victims’ 
cause of death? Why did the world have to wait until 1988 to see such an ex- 
pert report for the first time, no matter how flawed it may be? Well, the truth 
is that some forensic research was indeed done right after the war, but the 
results were not widely publicized. I’Il cover that in Section 4.4. 


4.3. A Definition of Forensic Science 


Forensic science is generally regarded as a supporting science of criminology. 
Its aim is to collect and to identify physical remnants of a crime, and from 
these to draw conclusions about the victim(s), the perpetrator(s), the weap- 
on(s), time and location of the crime as well as how it was committed, if at all. 
This science is relatively new and entered the courtrooms only in 1902, when 
fingerprint evidence was accepted, in an English court, for the first time. The 
1998 CD-ROM Encyclopedia Britannica writes about forensic science: 
“A broad range of scientific techniques is available to law enforcement agen- 
cies attempting to identify suspects or to establish beyond doubt the connection 
between a suspect and the crime in question. Examples include the analysis of 
bloodstains and traces of other body fluids (such as semen or spittle) that may 
indicate some of the characteristics of the offender. Fibers can be analyzed by 
microscopy or chemical analysis to show, for instance, that fibers found on the 
victim or at the scene of the crime are similar to those in the clothing of the 
suspect. Hair samples, and particularly skin cells attached to hair roots, can 
be compared chemically and genetically to those of the suspect. Many inor- 
ganic substances, such as glass, paper, and paint, can yield considerable in- 
formation under microscopic or chemical analysis. Examination of a docu- 


40 Where “public” is the key. On the unsuccessful and unpublished search for mass graves in 
the former German alleged extermination camp Treblinka see for instance Mattogno/Graf 
2016, pp. 77-90; Neumaier/Rudolf 2018, pp. 504-506. 
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ment in question may reveal it to be a forgery, on the evidence that the paper 
on which it is written was manufactured by a technique not available at the 
time to which it allegedly dates. The refractive index of even small particles of 
glass may be measured to show that a given item or fragment of glass was part 
of a particular batch manufactured at a particular time and place.” 
Hence, forensic research is exactly what revisionists, starting with Robert 
Faurisson, have called the search for material evidence. The revisionists’ de- 
mand for such material evidence is entirely consistent with the normal practice 
of modern law enforcement. Also, as is generally acknowledged, forensic 
evidence is more conclusive than witness testimony or documentary evidence. 
Even though forensic methods have hardly been applied with regard to 
Auschwitz, and certain conclusions of it may be illegal to publicize in several 
countries, there are a few examples which I shall discuss briefly in the follow- 
ing chapter. 


4.4. Forensic Science and Auschwitz 
4.4.1. Forensics in the Courts 
4.4.1.1. The Polish Auschwitz Trials of 1946/1947 


Politically influenced criminal proceedings conducted in the Stalinist Eastern 
Bloc have always been problematic. In particular, the trials against alleged 
German war criminals usually had the character of show trials (cf. for instance 
Bourtman 2008). Even the forensic “evidence” presented during those trials 
was often unsound, irrelevant or fabricated. For this it suffices to remind the 
reader of the Soviet mass murder at Katyn and elsewhere. The Soviet autopsy 
results were outright forgeries and lies designed to blame this crime on the 
Germans. Although Poles were victims of this crime, the result of this judicial 
farce was nevertheless accepted by the communist regime in Poland without 
scrutiny. 

The Polish trials against German defendants accused of deeds allegedly 
committed during the German occupation are no exception from this Stalinist 
judicial travesty of the postwar period. They not only had the character of 
Stalinist show trials, but were also fraught with strong Polish nationalism, 
which during that period in time was genocidally anti-German in nature. 

Considering this background, forensic testimony originating from Stalinist- 
communist sources ought to be viewed with a healthy amount of skepticism. 
With that said, let us now turn to such forensic testimony. 

Between May 10, 1945 and September 26, 1946, the Polish investigating 
judge Jan Sehn and the Polish engineer Dr. Roman Dawidowski worked to- 
gether to forensically investigate the crimes claimed to have been committed 
at Auschwitz. The result was a lengthy report which listed and explained ma- 
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terial and documentary evidence in support 
of the mass murder claim.*! This report con- 
tains most of the evidence which the French 
researcher Jean-Claude Pressac listed dec- 
ades later in his 1989 book as “criminal 
traces” in support of mass-murder claims for | \ 
Auschwitz. We will encounter and discuss a 4 f » 
number of these “criminal traces” in the Figure 17: Jan Sehn 
course of the present study. An exhaustive 

analysis of all of these traces, however, has already been published by Mat- 
togno (2019), to whom the interested reader’s attention is directed. 

In the present context, I would like to focus on chemical research initiated 
by Jan Sehn. On June 4, 1945, Jan Sehn and the Polish prosecutor Edward 
Pachalski sent several objects found at the Auschwitz Camp to Dr. Jan Z. 
Robel of the Institute for Forensic Research (nstytut Ekspertyz Sqdowych) in 
Krakow, requesting that they be tested for cyanide residues. Dr. Robel did as 
he was asked and submitted his results with a report dated December 15, 
1945, which was submitted in evidence in the 1946 Polish trial against Rudolf 
Hoss, one of the former Auschwitz camp commandants.” 

The Krakow forensic investigator received from Jan Sehn a large bag of 
hair, presumably cut from the heads of Auschwitz inmates, which also con- 
tained other objects (hair clips, hair needles, and a temple stem of some eye- 
glasses). Tested for cyanide residues, both hair and clips showed positive re- 
sults. Mortar removed from the side wall of Morgue No. 1 (the alleged homi- 
cidal gas chamber) of Crematorium II at Birkenau was also submitted, but Dr. 
Robel did not mention this sample in his report at all. Finally, zinc-plated ven- 
tilation covers allegedly found in the ruins of that same room were tested for 
cyanide and found to have a positive result as well. 

The tests conducted by the institute were mere qualitative, not quantitative, 
analyses. In other words, they could only determine whether cyanide was pre- 
sent, but not how much of it was there. As to whether or not homicidal gassing 
with hydrogen cyanide took place in Auschwitz, these analyses are worthless, 
for the following reasons: 

1. There is no way of determining the origin and history of the hair and oth- 
er objects contained in the bags in Auschwitz. Assuming that the analytic 
results are correct, from a chemical point of view the following can be 
noted: A positive test for cyanide in human hair proves only that the hair 
has been exposed to HCN (hydrogen cyanide). But that result does not 
suffice to establish that the persons from whom the hair came were killed 


41 Files of the Hiss Trial, APMO, Vol. 11, pp. 1-57. 

42 Appendix No. 12 of Vol. 11a of the trial files; the text of both the requesting letter and Dr. 
Robel’s results were published in German in Dokumentationszentrum... 1991, pp. 38-40; 
Bailer-Galanda et al. 1995, pp. 82-86. 
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by cyanide. It is a good deal more likely that the hair had already been cut 

when it was exposed to the gas: in German as well as in Allied camps, it 

was standard to cut off prisoners’ hair for hygienic reasons. If hair over a 

certain length was later reused — a German wartime document indicates 

that this was common practice*’ — it had to be deloused beforehand (often 
with Zyklon B, the active ingredient of which is hydrogen cyanide). 

Hence, positive cyanide results from loose hair or objects found in it do 

not prove human gassings. 

2. We face a similar problem with the zinc-plated covers: their exact origin 
and history is unknown. In addition, Robel wrote that his tests resulted in a 
“light, greenish-blue discoloration” of the test solution caused by Iron Blue. 
Noticeable cyanide traces, however, would have led to an intensely blue 
discoloration, large amounts even to a dark discoloration with subsequent 
precipitation of the pigment. It can therefore be concluded that he found on- 
ly small traces, if even that. 

3. It would have been much preferable for the Krakow Institute to have ana- 
lyzed wall samples of the alleged gas chambers — or to have mentioned the 
results of their analysis of the one wall sample that was actually submitted 
— rather than to have focused on the zinc-plated ventilation covers, for the 
following reasons: 

a. Whereas the origin and history of these metal covers are uncertain, the 
origin and (at least partly) the history of the walls of the morgues alleg- 
edly used as homicidal gas chambers are known. 

b. In contrast to cement and concrete, zinc-plated metal covers prevent the 
formation of stable iron-cyanide compounds.“* The developing zinc- 
cyanide compounds are relatively unstable and must be expected to 
vanish in a short period of time.” In all likelihood, this renders Robel’s 
test irreproducible today. 

c. The tendency of porous wall material in moist underground rooms to 
accumulate and to bind hydrogen cyanide, physically as well as chemi- 
cally, is hundreds of times higher than that of sheet metal (see Section 
6.7). In addition, the pigment forming in wall material is extremely 
long-term stable, hence such tests are reproducible even today (see Sec- 
tion 6.6). 


“3 Letter from the SS-Wirtschafts- und Verwaltungshauptamt, Oranienburg, to concentration 
camp commanders, August 6, 1942, USSR-511, IMT Vol. 39, pp. 552f. The letter ordered 
the recycling of prisoners’ hair twenty centimeters or more in length; but see also the critical 
remarks by Carlos W. Porter, www.cwporter.com/gussr511.htm. 

44 Zinc prevents the formation of rust, which is required to form long-term-stable iron cya- 
nides. 

45 Like earth alkaline cyanides, zinc cyanides are slowly decomposed by humidity. 
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d.If the reason for Dr. Robel’s not mentioning the mortar sample is the 
fact that he found no noticeable cyanide traces in them, then this sheds 
a bad light on his honesty and thus on his entire report. 
4.One important aspect of analytical forensics is that its results need to be 
reproducible. As mentioned before, this is not the case for the metal co- 
vers already for chemical reasons, even if they still exist, can be identified 
and their history ascertained. 


4.4.1.2. The 1963-1966 Frankfurt Auschwitz Trial 


Several expert reports were prepared during the so-called first Frankfurt 
Auschwitz trial, the best known being those of the Munich Jnstitut fiir Zeitges- 
chichte (Institute for Contemporary History; Buchheim et al. 1964). However, 
none of these reports was forensic in nature. They addressed legal, historical, 
or psychological topics. Throughout this mammoth trial, the court, the prose- 
cution*® and the defense*’ never suggested that material traces of the alleged 
crime be secured and investigated. The prosecution had at its disposal numer- 
ous statements by witnesses and confessions by perpetrators, and it considered 
this material entirely sufficient to establish beyond reasonable doubt the exist- 
ence of a program to exterminate Jews at Auschwitz and elsewhere during the 
Third Reich.** The abundance of such evidence has since been used to argue 
that the lack of documentary and material evidence is irrelevant. That no ma- 
terial evidence was presented during the Frankfurt Auschwitz Trial was freely 
conceded by the court in its ruling:”” 


“The court lacked almost all possibilities of discovery available in a normal 
murder trial to create a true picture of the actual event at the time of the mur- 
der. It lacked the bodies of the victims, autopsy records, expert reports on the 
cause of death and the time of death; it lacked any trace of the murderers, 
murder weapons, etc. An examination of the witness testimony was only possi- 
ble in rare cases. Where the slightest doubt existed or the possibility of a con- 
fusion could not be excluded with certainty, the court did not evaluate the tes- 


” 


timony of witnesses [...] 


46 Throughout his writings, Adalbert Riickerl, one of the most prominent German prosecutors 
in “Holocaust cases,” dispenses with any mention of material evidence. Instead, he declares 
documentary evidence the best and most important form of evidence, even in the absence of 
material evidence for the authenticity and correctness of the documents themselves (in We- 
ber/Steinbach 1984, p. 77). Riickerl reports that it is practically impossible to find a suspect 
guilty solely on documentary evidence, so that, especially given the increasing time span 
separating alleged crimes from trial, it is almost always necessary to fall back on witness tes- 
timony, even though its unreliability is clear, particularly in trials of so-called “National So- 
cialist violent crimes” (Riickerl 1984, p. 249; 1978, p. 34; Ritickerl 1972, pp. 27, 29, 31). 

47 Such total naiveté, combined with legal incompetence, on behalf of the defense is best ex- 
emplified in Laternser 1966. 

48 One of the most prominent German advocates of this thesis was Professor Ernst Nolte (1993, 
pp. 290, 293, 297). 

49 Ref. 50/4 Ks 2/63; cf. Sagel-Grande/Fuchs/Riiter 1979, p. 434. 
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4.4.1.3. The 1972 Vienna Auschwitz Trial 


Between January 18 and March 10, 1972, two architects responsible for the 
design and construction of the crematoria in Auschwitz-Birkenau, Walter 
Dejaco and Fritz Ertl, were put on trial in Vienna, Austria.°’ During the trial, 
an expert report by the Austrian accredited engineer Gerhard Dubin on the 
possible interpretation of the blueprints of the alleged gas chambers of the 
Auschwitz and Birkenau crematoria was presented to the court at the court’s 
own initiative. The report concluded that the rooms in question could not have 
been gas chambers, nor could they have been converted into gas chambers.” 
Thanks to this first methodically sound expert report on Auschwitz, the de- 
fendants were acquitted. 


4.4.2. Forensics outside the Courts 
4.4.2.1. In Search of Mass Graves 


In 1965 the Auschwitz State Museum commissioned the Polish company Hy- 
drokop to drill the soil of the former Auschwitz-Birkenau Camp and to ana- 
lyze the samples. It is not known whether this research was done in the con- 
text of the first Frankfurt Auschwitz trial, the main hearings of which had 
been concluded with the announcement of the verdict in August of 1965. The 
results of these soil probings, however, vanished into the museum’s archives. 
They have never been released, which by itself is revealing enough. Years 
later, however, several pages from this report were photocopied and sent to the 
German revisionist publisher Udo Walendy, who published them with com- 
mentary in an issue of his periodical (Walendy 1993, pp. 7-10). Traces of 
bones and hair allegedly found at several places might indicate mass graves. 
The few pages published by Walendy, however, do not reveal whether these 
findings led to an excavation or a subsequent forensic study of the traces. It is 
not even evident whether the bone and hair samples collected were human or 
animal remains. (Since Birkenau had a butcher shop to provide the camp with 
meat, animal offal might have been disposed of in garbage trenches in the 
camp’s vicinity.°*) In 1994, Franciszek Piper of the Auschwitz Museum con- 
firmed those drillings, hiding it in a footnote.** 


50 District Court Vienna (ref. 20 Vr 3806/64), Jan. 18 to March 10, 1972; cf. Loitfellner 2002, 
pp. 163-168; 2006, pp. 183-197. 

Personal communications by Walter Liiftl, who interviewed Gerhard Dubin. See Liiftl 2004. 
52 Mattogno 2005, pp. 171f.; “Bestandplan des provisorischen Schlachthauses BW 33B,” 
GARF, 7021-108-48, p. 14. 

Gutman/Berenbaum 1994, p. 179, note 39; according to this, 42 of 303 samples “contained 
traces of human ashes, bones, and hair.” This investigation still awaits analysis. 
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4.4.2.2. Leuchter and the Consequences 


As a result of the Leuchter report, forensic research on Auschwitz increased 
after 1988. Each time a researcher came to a conclusion contradicting the 
widely held views, he was socially ostracized and persecuted, like Prof. 
Faurisson, Fred Leuchter and the author of the present study, but when the 
results confirmed the reigning paradigms, the researchers were darlings of the 
media and politicians, like Jean-Claude Pressac, the researchers from the Jan 
Sehn Institute in Krakow (Markiewicz et al. 1994), and more recently Prof. 
Robert van Pelt (2002). 

It must therefore be stated that forensic research on Auschwitz is not at all 
reprehensible, quite contrary to what the Max Planck Institute in Stuttgart 
wrote about this. Such research has always been done, more or less intensive- 
ly. What is often considered to be reprehensible, however, is a research result 
that is unwanted by the authorities. This is an unfortunate bias, because sci- 
ence can prosper only where any result is openly and freely published and 
discussed without researchers fearing punitive measures. 

The present book is an attempt to give the reader an update about the re- 
sults of the ongoing forensic research on the two major camps of Auschwitz, 
the Stammlager or Main Camp close to the town of Auschwitz itself, and the 
Birkenau Camp some 3 km to the northwest of the town. May it not lead to 
more persecution and ostracism of its author than he already has experi- 
enced. 


4.4.2.3. Autopsies 


In a normal murder case, the forensic investigation of a victim’s body is ex- 
traordinarily important. Unfortunately, after the occupation of Auschwitz by 
the Red Army on January 27, 1945, no investigation of corpses seems to have 
been carried out with regard to the question of whether they died due to the 
effects of poison gas. In fact, such an examination could not really be ex- 
pected, because the bodies of all gassing victims are said to have been cremat- 
ed in one way or another. Of course, the lack of evidence does not support the 
charge, but rather contradicts it. 


54 For this, see Rudolf 2016, 2016c. 


53 Germar Rudolf : The Chemistry of Auschwitz 


5. Auschwitz 


5.1. On the History of the Camp 
5.1.1. The Camp 


Although the name of Auschwitz, a town in Polish Upper Silesia, is utilized as 
a synonym for the alleged National Socialist crime of an assembly-line exter- 
mination of Jews — frequently described as “unique” — thus far, worldwide, 
there has never been any comprehensive and balanced description of this con- 
centration camp. In my opinion, only a few books, from the thousands on the 
subject written by orthodox historians, are worth selecting for the present dis- 
cussion. 

Danuta Czech’s Kalendarium (1989 & 
1990), a work of Polish-Communist post- 
war propaganda, resembles a sort of cata- 
logue of chronological listing of actual and 
invented individual events. The sources 
used to compile this work consist of Ger- 
man wartime documents selected according 
to unknown criteria, and of witness state- 
ments. When assembling her material, 
Czech did not attempt to draw a consistent 
image of the camp’s history by critically 
reviewing her material. The first version of 
this book was compiled by the Polish State 
Museum of Auschwitz in preparation and support of the first, large Auschwitz 
trial held in Frankfurt, Germany, between 1963 and 1965. It appeared in a 
number of issues of the German-language periodical Hefte von Auschwitz 
(later renamed into Auschwitz Studies) which had been established by the 
Auschwitz Museum for that specific purpose. Already the language chosen 
points at the target of this publication, since Poland at that time was radically 
anti-German and had basically outlawed the public use of the German lan- 
guage. This work must therefore be treated with the corresponding caution. It 
is nevertheless of great value, particularly if one wants to get a chronological 
overview of the orthodox interpretation of events at the Auschwitz Camp. 

Jean-Claude Pressac’s works (1989 & 1993/1994) focus almost exclusively 
on only five buildings in the camp, the crematoria as locations of the claimed 
mass murder, but due to his lack of technical and architectural expertise, he 
nevertheless fails miserably in his self-appointed task of explaining the “tech- 
nique and operation” of these buildings.** On the upside, his books contain a 


Figure 18: Danuta Czech 


55 For a criticism of Pressac’s first book, see Faurisson 1991la&b; F.A. Leuchter, “The Fourth 
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plethora of document reproductions and photographs which are very valuable 
for the interested researcher. 

Robert van Pelt and Deborah Dwork, in their history of the city of Ausch- 
witz, deal only superficially with the subject of the concentration camp.°° Van 
Pelt’s more recent book (2002) is narrowly focused on homicidal gassings, 
does not really go beyond what Pressac already presented, and exhibits a crass 
inaptitude to deal with the historical documentation, as Mattogno has demon- 
strated (2019). 

In 1995, the Auschwitz Museum published a major collection of contribu- 
tions on the camp’s history in a five-volume work, which in 2000 also ap- 
peared in English (Dtugoborski/Piper 1995/2000). The topic at the center of 
our interest here are discussed in volume 3 subtitled “Mass Murder,” which 
has some 280 pages. Unfortunately, the depth of this treatise leaves much to 
be desired, especially when considering that revisionists have presented stud- 
ies on that topic which altogether are almost ten times as voluminous. 

Books available on bookstore shelves are — for the most part — a compen- 
dium of witness reports, scattered amongst serious attempts at documentation 
and literary pretensions.*” 

Only in the very early 1990s, i.e., since the collapse of the Communist re- 
gime in Eastern Europe, did the files of those agencies of the Third Reich 
become freely accessible for a certain period of time which allow a reliable 
history of the Auschwitz Camp to be written.°* Especially important in this 
regard are the files of the Zentralbauleitung der Waffen SS und Polizei Ausch- 
witz (Central Construction Office of the Waffen SS and Police at Auschwitz), 
which are located in Moscow,” the files of the Kriegsarchiv der Waffen SS 
(War Archives of the Waffen SS) in the Military-Historical Archives in Pra- 
gue, and the files of Auschwitz Concentration Camp, located at the Auschwitz 
Museum. Since there are more than one hundred thousand documents in these 
archives, it will be necessary to wait for several years for the appearance of a 
seriously documented work on the topic. It must be considered certain that 


Leuchter Report,” in: Leuchter et al. 2017, pp. 227-245; for a critique of Pressac’s second 
book see: Rudolf 2016b; for a critique of the principles underlying Pressac’s method, see G. 
Rudolf, “Pressac: From Paul to Pseudo-Saul,” in: Rudolf/Mattogno 2016, pp. 25-36; for a 
general critique see also Mattogno 2019; Pressac has also been the target of massive attacks 
from Jewish quarters for his unscientific methods; see also Rivarol, March 22, 1996, p. 8; 
ibid., April 12, 1996, p. 4; see also the criticism by Guillaume 1995; summarized by Boisde- 
feu 2009, esp. pp. 85-88. 

6 van Pelt/Dwork 1996; see also the review by Mattogno 2000a. 

7 Finkelstein 2000, p. 55: “Articulating the key Holocaust dogmas, much of the literature on 
Hitler’s ‘final solution’ is worthless as scholarship.” 

58 Since the late 1990s, these archives have again been inaccessible to independent researchers, 

after the German government had exerted pressure to deny them access. 

Rossiiskii Gosudarstvennii Vojennii Archiv (Russian national war archives, hereafter 

RGVA); in earlier years this archive bore the name “Tsentr Chranenija Istoriko- 

dokumental’nich Kollektsii’”; see also the documents in the Gosudarstwenny Archiv Rossis- 

koy Federatsii (National archives of the Russian federation, hereafter GARF). 
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such research, which is only just beginning, will lead to a further massive 
revision of our image of the Auschwitz concentration camp.” 

As far as the brief survey of the history of Auschwitz is concerned, I will 
rely in the following upon the statements of Jean-Claude Pressac, where his 
statements are undisputed (1989, 1993). Where corrections are necessary, I 
resort to the extensive research results by Carlo Mattogno.© 

The installations of the Auschwitz I camp, also known as the Stammlager 
(Main Camp) and located on the outskirts of the city of Auschwitz, originally 
formed part of the barracks of the Austro-Hungarian Monarchy (later Poland), 
and were transformed into a concentration camp after the German invasion of 
Poland in September 1939. Camp II, located in the vicinity of the village of 
Birkenau (hence also known as Auschwitz-Birkenau) was erected after the 
start of the Russian campaign, officially as a Waffen SS prisoner-of-war camp 
for the reception of Russian PoWs. Both camps belonged to the same com- 
plex, with many additional smaller camps in Upper Silesia,°' intended to sup- 
ply manpower in the form of slave labor for the industries in the area, among 
them the chemical works built by the Germans on a large scale at Auschwitz, 
in particular the Buna-production works of the German industrial giant I.G. 
Farbenindustrie AG for coal refining (liquefaction and gasification plants for 
artificial rubber, fuel and lubricant production), located close to the settlement 
Monowitz east of Auschwitz, see Figure 22 (p. 63). The Birkenau Camp was 
used, among other things, for the reception of prisoners unfit for labor. The 
intended camp capacity of 200,000, according to the final planning situation, 
was unique among the concentration camps of the Third Reich. This capacity 
was, however, never even approximately achieved in actual construction. 

Cramming together large numbers of people in the most restricted areas of 
camps whose sanitary infrastructure was just being developed caused serious 
health problems in all camps of the Third Reich. Both inmates and hundreds 
of civilians working in the camps (both Germans and Poles) could introduce 
all sorts of parasitic insects into the camp, in particular lice and fleas. Lice are 
the chief carriers of epidemic typhus, which was a widespread disease in East- 
ern Europe. Therefore, the camps were equipped — to the detriment of all 
sometimes only after some delay — with hygienic installations, including ex- 
tensive disinfestation installations, in which the clothing and personal effects 
of inmates, guards and civilian workers were disinfested. One of the insecti- 
cides most frequently used during those years was Zyklon B, which was the 
trade name of liquid hydrogen cyanide absorbed on a porous carrier material. 


60 Carlo Mattogno has compiled an ambitious series about various aspects of the Auschwitz 
Camp, which is still being expanded; see the book entries in the bibliography as well as at 
the end of the present study. 

61 With a maximum of 48 satellite camps in 1944; see 
http://auschwitz.org/en/history/auschwitz-sub-camps/ 
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a » 2 ih oi or i | 
Figure 19: The delousing wing of the inmate shower and disinfestation facility BW 5b 
in Birkenau, Camp Sector B1b. 


gates 


The inmates themselves were given a haircut® upon admission, and were 
made to shower thoroughly. Since the camp was at times insufficiently 
equipped with disinfestation installations and materials, also aided by care- 
lessness during disinfestation on the part of civilians working in the camp, 
typhus epidemics broke out repeatedly, killing large numbers of inmates as 
well as guards. 

Due to the high mortality rate, these camps were equipped with cremation 
facilities. After a devastating typhus epidemic had broken out in the Ausch- 
witz camps in summer 1942, during which 400 to 500 people died every day 
at peak times,” plans were made to build four cremation facilities at Birkenau 
in the hope of being able to cope with the number of corpses. Of these four 
crematoria, however, two were severely damaged shortly after they were put 
into operation. Since it turned out that the capacity of the four Birkenau crem- 
atoria was much higher than needed, one of these crematoria was not repaired 
but was allowed to remain idle. The Auschwitz Main Camp possessed only 
one crematorium installation, which was retired with the opening of the instal- 
lations at Birkenau in 1943. 

Orthodox historians today assume that the above-mentioned cremation in- 
stallations were not only used for the purpose initially planned, i.e., the crema- 
6 Tn the Third Reich, hair cuttings exceeding a certain length is alleged to have been collected 

for industrial purposes, after previous delousing, see Note 43. 

63 According to the Auschwitz Death Books, on August 15, 1942, 401 inmates died; on the 


17th: 390; on the 18th: 477; on the 19th: 504; on the 20th: 498 (Staatliches Museum... 
1995). 
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tion of inmates having died primarily of exhaustion and diseases, but were 
later misused for the mass extermination of inmates. According to these histo- 
rians, the term “arbeitsunfdhig” (unfit for labor), used in relation to prisoners, 
was equivalent in meaning to “undeserving of life.” The further inference was 
made that any arriving inmates who were unable to work were killed immedi- 
ately. For this purpose, human beings are said to have been killed (“gassed”) 
in certain rooms of the crematoria after a few structural modifications. This 
was allegedly done using Zyklon B, which was originally intended exclusively 
for vermin control. After their alleged murder, the victims are said to have 
been burnt, some of them in the cremation furnaces and some in open ditches. 

According to witness accounts, a homicidal gas chamber is supposed to 
have existed in the crematorium of Auschwitz I (Main Camp); this location 
still exists today, intact, but has been the object of serious manipulation, as we 
shall see. Additional homicidal gas chambers are said to have existed in the 
Birkenau Camp, Auschwitz II. These gas chambers were allegedly located in 
the four crematoria of that camp, as well as in two farmhouses outside the 
actual camp itself that had been modified for homicidal gassing purposes. 

Of the installations used for disinfestation in the Birkenau Camp using Zy- 
klon B, only Buildings 5a and b (BW S5a/b) in Construction Sections 1a/b 
(Bauabschnitte 1a/b) remain intact. In these buildings, one wing each was 
temporarily used for the disinfestation of personal effects with hydrogen cya- 
nide. The following Sections 5.2-5.5 will describe the structural features of 
these facilities. On this, see the maps of the Auschwitz Main Camp and the 
Birkenau Camp in Figures 24 and 25. 


5.1.2. The Chemistry 


In the previous subsection, I briefly mentioned the German industrial giant 
I.G. Farbenindustrie AG and its coal-refining activities near Auschwitz. Since 
the present book is about the chemistry of Auschwitz, and because these coal- 
refining activities, which were all chemical in nature, were of crucial im- 
portance to the German war effort, I will now describe in more detail the im- 
portance of the Auschwitz industrial region for Germany during the Second 
World War. 

During World War I, Germany suffered a trauma by being cut off from a 
wide variety of pivotal supplies due to the British sea blockade. As a matter of 
fact, it is no exaggeration to say that Germany lost that war because of this 
blockade. Shortages of fuel and rubber paralyzed the German army, and the 
lack of food with the resulting starvation of the German population caused 
political radicalization and unrest. 

This situation did not improve much after hostilities ended, for England 
and France kept a stranglehold on Germany by limiting much of its trade via 
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the strictures imposed on Germany 
by the Versailles Dictate. Hence, 
efforts to become more independent 
of foreign supplies of food and raw 
materials, which became one of 
Germany’s top priorities during 
World War I, remained very popular 
during the time of the Weimar Re- 
public. 

In order for those ambitions to be 
realized, however, Germany had to 
liberate itself from the shackles of 
Versailles. Once that was accom- = 
plished to a large degree by the Third | 
Reich’s foreign policy in the mid- ae 
1930s, efforts of self-reliance mush- \ efi 
roomed. At the center of those efforts L 
was Germany’s attempt to make = jim 
good use of its abundant coal re- Figure 20: Fritz Hofmann around 1900, 
serves in combination with its chemi- _/nventor of artificial rubber (November 2, 
cal talents, which were unmatched in teSO te CRIP EF re ti (PANSESS 
the world during those decades. Since 
Germany had no natural oil reserves to speak of, and had no reliable way of 
importing any natural rubber either, producing synthetic oil and rubber was 
among Germany’s top priorities, for without them, no industrialized nation 
could function. 

German attempts to produce artificial rubber actually predate even World 
War One, because the first German patent for artificial rubber was filed al- 
ready in 1909 (Imperial Patent No. 250,690, granted to Fritz Hofmann, em- 
ployee of the Bayer Company). It was inspired by the escalating prices of 
natural rubber due to increased worldwide demand with the exponentially 
growing production of tires. Interest in producing artificial rubber spiked for 
the first time in Germany during the First World War, but ceased again at its 
conclusion, only to be revived in 1926, when a more-feasible method of syn- 
thesis was developed based on the use of 1,3-butadiene as a monomer 
(CH2=CH-—CH=CHz; Reichspatent No. 511,145). 

Throughout the early decades of synthetic-rubber production, one of the 
methods to obtain the above monomer, which was also used at the Auschwitz 
plant of the I.G. Farbenindustrie located near the Polish town of Monowitz, 
some 4 km east of Auschwitz (see map on p. 63), started with the production 
of calcium carbide (CaC2 or CaC=C) from coal and quicklime in an electric 
arc furnace: 
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CaO + 3 C > CaC2 + CO 


The rather dirty calcium carbide obtained this way was then hydrolyzed, re- 
sulting in the formation of gaseous acetylene (HC=CH): 


CaC=C + 2 HyO > HC=CH + Ca(OH), 


After German chemist Walter Reppe discovered more-modern methods of 

synthesizing a broad variety of chemicals from acetylene using metal cata- 

lysts, a three-step pathway to the production of 1,3-butadiene was developed 

which was the method of choice used at Auschwitz: 

1. Reppe’s addition of two molecules of formaldehyde in the presence of 
transition metal catalysts to form butynediol: 


HC=CH + 2 CH20 — HO-—CH2—C=C—CH2—OH 
2. During the second step, 1,4-butynediol is hydrogenated to 1,4-butanediol: 
HOCH2—C=C—CH20H + 2 H2 — HOCH2CH2-CH2—-CH20H 


3. The final step (or two steps, if you wish) is the double dehydrolyzation to 
form 1,3-butadiene: 


HOCH2CH2—CH2CH20H — CH2=CH-CH=CH2 + 2 H20 


The last step in the synthesis of rubber, the polymerization, used sodium (Na) 
as a catalyst, which gave the final product the second syllable of its name — 
Buna rubber — and also the plants producing it: Buna factories. 

Although early types of synthetic rubber were of low quality, this changed 
over the years, in particular after it was discovered that adding styrene im- 
proves the quality substantially, although it was still considerably inferior to 
natural rubber. Today, the majority of rubber used worldwide is synthetic in 
origin. 

Even though research had made quite some progress regarding artificial 
rubber by the time Hitler rose to power in Germany, the country did not yet 
have the ability to mass-produce it. The initiative to kick-start mass produc- 
tion actually came from Hitler. In a 1936 memorandum about Germany’s next 
Four Year Plan, Hitler demanded (Treue 1955, p. 208): 


“Tt is also evident to organize and secure the mass production of synthetic 
rubber. The assertion and similar evasions have to stop that the procedures 
are perhaps not entirely clarified. The question is not up for discussion as to 
whether we want to wait any longer, or else we lose time, and we will all be 
surprised by the hour of danger. [...] 

The question of the costs of these raw materials is also utterly irrelevant, be- 
cause it is still better that we produce expensive tires and can actually drive 
them than to sell theoretically cheap tires [...] which due to the lack of raw 
materials cannot be produced, and hence are not driven either.” 
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As a result, construction for Germany’s first artificial-rubber plant under the 
aegis of Germany’s industrial giant I.G. Farbenindustrie was initiated in 1936 
in the German town of Schkopau. Production began a year later. Further 
plants were built at Marl (1938) and Ludwigshafen (January 1941). Auschwitz 
was the fourth in line, for which the first plans were made in March 1941 (see 
Whitby et al. 1954, pp. 937-986; Streb 2003, pp. 97-132). 

Hitler’s foresight was well-founded, for when war broke out, the collapse 
of natural rubber imports did not really affect Germany’s war efforts. In con- 
trast to this, when Japan’s invasion of several south-Asian countries crippled 
the U.S.’s imports of natural rubber, the U.S. faced a serious crisis which 
threatened its war efforts (see Wilson 1943). It was overcome only due to 
concerted efforts to quickly kick-start artificial-rubber production in the U.S., 
based to no small degree on knowledge which the U.S. company Standard Oil 
had gained during their commercial relationships with the German I.G. Farbe- 
nindustrie AG. This cooperation, which had begun in 1927 and covered tech- 
nical cooperation and mutual licensing arrangements, lasted until early 1940, 
thus several months into World War Two. While the U.S. profited hugely 
from these arrangements, Germany gained little, other than helping its main 
enemy defeat it (see esp. Howard 1947). 

Another way of obtaining rubber that is also linked to Auschwitz is the cul- 
tivation of the Russian Dandelion, which initially had a rather low content of 
caoutchouc in its roots, but it is of the same quality as that of the common 
rubber tree. The plant’s valuable rubber content was discovered only in 1929 
in the Soviet Union, but soon many nations started systematic breeding efforts 
to increase the plant’s rubber content. By 1941, the Soviet Union cultivated 
some 20,000 hectares of the plant with a yield between two to ten metric tons 
per hectare (Whaley/Bowen 1947, pp. 11, 142). Another source even reports 
that at that time the Soviet Union produced 30% of its rubber needs on some 
67,000 hectares of land (van Beilen/Poirier 2007). 

Germany had its own dandelion-breeding program, one section of which 
was conducted at an agricultural research station in Rajsko, some 2 km south 
of Auschwitz, where several hundred camp inmates were employed (see map 
on p. 63). One of the men involved in this project was a certain Thies Chris- 
tophersen, who wrote an autobiographical account of his wartime experiences 
at Auschwitz that gained some notoriety because it contested the orthodox 
Auschwitz narrative (Christophersen 1973). Germany’s dandelion-breeding 
program, however, never resulted in any noticeable production of natural rub- 
ber from this source. Germany successfully relied on its chemical prowess 
instead. 

Germany’s chemical rubber factories were not just that, though. The broad 
variety of chemicals that could be synthesized starting with acetylene led to 
the production of a wide gamut of products. The new plant at Auschwitz was 
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also designed to produce more than 
just acetylene. In fact, all of these 
plants were also designed to produce 
oil in a process of coal liquefaction 
following the well-known Fischer- 
Tropsch synthesis, developed by the 
German chemists Franz Fischer and 
Hans Tropsch in the mid-1920s at the 
Kaiser Wilhelm Institute for Coal 
Research at Miilheim (now the Max 
Planck Institute for Coal Research). 
The aim was to make Germany less 
vulnerable in case of foreign conflicts JJ 
by giving it at least a rudimentary Figure 21: Russian dandelion 

supply of crucial chemicals usually — (74"@Xacum kok-saghyz), an emergency 

: ; ; ; source for natural rubber. 
derived from mineral oil: lubricants 
(oil and grease), fuels (gasoline, diesel, kerosene etc.) and paraffin-like sub- 
stances used for further processing. 

The first step in this process of coal liquefaction is the generation of pro- 
cess gas — also called synthesis gas or syngas — by burning coal in the pres- 
ence of moisture and with little oxygen, resulting in a gas which is rich in 
carbon monoxide and hydrogen: 


3C+0O.+H20 S53 CO+H> 


This extremely lethal syngas is subsequently further processed in a number of 
reactions with catalysts to form hydrocarbons of various lengths and complex- 
ities. Since the process is very energy-consuming, it cannot compete with the 
synthesis or distillation of hydrocarbons from natural gas and mineral oil. 
Major efforts to create coal-liquefaction plants were therefore largely limited 
to Germany prior to and during World War Two, and in more-recent times to 
nations facing prolonged oil embargoes, as for instance South Africa during 
apartheid with its SASOL plants. 

I.G. Farben’s Auschwitz plant was to receive its coal supplies from the 
nearby coal mine “Flrstengrube,” whose mining capacity was slated to be 
increased from 550,000 metric tons in 1941 to 1.2 million metric tons in 1943 
in order to cover both the huge energy demand of the process and the raw 
material for the various syntheses.™ 


64 The projected mining capacity as well as the subsequently mentioned production capacities 
of the I.G. Farbenindustrie AG, Auschwitz branch, as well as the reasons why they were 
never achieved result from a number of minutes of construction conferences held at the 
company’s headquarters at Ludwigshafen. They were introduced as evidence during “The 
I.G. Farben Case”, Military Tribunal Case 6, as NI-11115f., ~27, ~30, ~32, ~38, ~43f. Cop- 
ies are apparently archived at the Fritz Bauer Institute, Frankfurt/Main; cf. www.wollheim- 
memorial.de/de/was_sollte_die_ig auschwitz_produzieren. 
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Although the Auschwitz Buna plant was designed to produce some 30,000 
metric tons of Buna-S rubber (a butadiene-styrene copolymer), 75,000 metric 
tons of gasoline, and 50,000 metric tons of diesel fuel per year, neither of 
these production branches was ever finished due to a lack of manpower and 
construction material. While the latter was a result of the general war situa- 
tion, the former was primarily caused by typhus epidemics, which killed tens 
of thousands of the projected slave laborers and which forced the temporary 
shut-down of all activities at the construction site in late summer and early fall 
of 1942. I will return to the problem of epidemics in the next section. The only 
branch of the Auschwitz Buna plant that became operational was the produc- 
tion of methanol, with an output of some 30,000 metric tons in 1944.° 

Had the Auschwitz branch of I.G. Farbenindustrie come online with its pro- 
duction of rubber, fuel and lubricants, it would have increased Germany’s pro- 
duction capacity in this regard by a quarter, hence also its capacity to wage war. 
But it never came to pass. 

The importance that Auschwitz had in Germany’s economic plans can also 
be derived from the summary written right after the war by some of America’s 
greatest experts on German industry (U.S. Strategic..., p. 1): 

“Wartime Germany was a chemical empire built on coal, air, and water. 

Eighty-four and a half per cent of her aviation fuel, 85 per cent of her motor 

gasoline, all but a fraction of 1 per cent of her rubber, 100 per cent of the con- 

centrated nitric acid, basic component of all military explosives, and 99 per 
cent of her equally important methanol were synthesized from these three fun- 
damental raw materials. 

[...] The body of this industrial organism was the gas-generating plants which 

turned coal into process gases; its arms were the many plants that used those 

gases and other materials drawn from the coal to produce synthetic fuels and 

lubricants, chemicals, rubber, and explosive products.” 
The Auschwitz Concentration Camp was meant to provide cheap slave labor 
for that crucial war effort. It should therefore not surprise that the German 
authorities invested enormous amounts of money — almost a billion dollars in 
today’s currency — in erecting and maintaining the camp, and providing for its 
inmates (Gerner et al. 2002). As mentioned before, those unfit for slave labor, 
however, are said to have been killed. The claimed murder weapons for this, 
Zyklon B in homicidal gas chambers, are the object of the present study. 


65 Dr. Giesen, Generalbevollmichtigter fiir Sonderfrage der chemischen Erzeugung — Der 
Beauftragte fiir Methanol und Isooktan, Reinmethanolproduktion 1944, January 6, 1945. 
Bundesarchiv Berlin, R 3112/189. 
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Figure 24: Map of Auschwitz I/Main Camp (concentration camp), according 
to the information brochure of the Auschwitz State Museum in 1991 (top) and 
satellite image by Google Earth (bottom; Dec. 2, 2016). 


Block 1 - 28: inmate barracks h: Crematorium | with “gas chamber” 
a: commandant’s house i: guard station near camp entrance 
b: main guard station gate (block leader room) 
c:camp commandant’s office jicamp kitchen 
d: administration building k: inmate registration building 
e: SS hospital |: camp warehouse, theatre building 


fg: political department (Gestapo) _m: new laundr 
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Figure 25: Map of POW Camp Auschwitz Il/Birkenau, approximately 2 km north-west 
of the Main Camp, construction situation as of the end of 1944. The shaded buildings 
still exist, some of them, however, only in the form of ruins or foundations (Crematoria 
II-V), the rest having been torn down by Polish civilians for building materials and fuel 
after the war. According to the information brochure of the Auschwitz State Museum, 


1991. 
BI-Ill: Construction Sectors | to III KIV: Crematorium IV with “gas chamber” 
Bla/b: women’s camp KV: Crematorium V with “gas chamber” 
Blla: quarantine camp S: ‘Zentralsauna,” hot-air/steam disinfestation 
Bllb: family camp T: pond 
Blic: Hungarian camp 1: Building 5a — Zyklon-B/hot-air disinfestation 
BlIld: men’s camp 2: Building 5b — Zyklon-B disinfestation 
Blle: gypsy camp 3: Inmate Barracks no. 13 
BIlf: inmate hospital 4: Inmate Barracks no. 20 
Kil: Crematorium II with “gas chamber” 5: Inmate Barracks no. 3 


Kill: Crematorium Ill with “gas chamber” 


67 Germar Rudolf - The Chemistry of Auschwitz 


- c% t 


Figure 26: Former PoW Camp Auschwitz II/Birkenau, satellite image by Google 
Earth (Dec. 2, 2016). 


1: Zentralsauna a: fire-fighting pools 

2: ruins of Crematorium II b: sewage treatment plants 

3: ruins of Crematorium III c: pond next to Crematorium IV 
4: ruins of Crematorium IV d: kitchen buildings 


5: ruins of Crematorium V e: postwar memorial 
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5.2. Epidemics and the Defense against Them 
5.2.1. Danger of Epidemics 


Before the era of modern warfare, it had always been taken for granted that 
during a war epidemic disease caused more deaths among the soldiers and 
civilians than the use of weapons. It took the atomic bomb, deployed in a ruth- 
less and criminal manner by the United States against unarmed people (whose 
government had already agreed to surrender) and in contravention to interna- 
tional law, to change this assumption. 

The epidemic most feared in World War I at Germany’s eastern front was 
typhus.°’ Typhus epidemics claimed uncounted thousands of lives among 
German soldiers at the Russian front and could be prevented from spreading 
into German territory after the end of the war only by the most rigorous of 
measures. Since that time, the danger of epidemics has been taken seriously 
by all German medical and military offices and personnel.™ 

For example, the German encyclopedia 
Der Grofe Brockhaus, Vol. VI of the 
1930 Leipzig edition, contains a compre- 
hensive article on epidemic typhus. This 
acute infectious disease is spread only by 
the body louse: 

“The disease is caused by Rickettsia 

prowazeki (discovered in 1910 by Rick- 

etts and in 1913 by Prowazek), a micro- 
organism found in the intestines and sal- 
ivary glands of infected lice. [...] 


Figure 27: Body louse 


After thoroughly describing the symptoms and the course of the disease, the 
encyclopedia continues: 


Epidemic typhus occurs chiefly where unfavorable social and sanitary condi- 
tions prevail: in dank overcrowded living quarters, hospitals, prisons, emigra- 
tion ships, caused by crop failures and price increases, thus also known as 
starvation, hospital, prison, ship or war typhus. Typhus is endemic in Russia, 
the Balkans, northern Africa, Asia Minor, and Mexico. According to Tarras- 


66 The following remarks are largely based on Wallwey 2019, pp. 307-311. 


67 Epidemic Typhus, which is also called European, Classic, or Louse-Borne Typhus, or Jail 
Fever, is a louse-borne disease caused by bacteria belonging to the Rickettsia group (R. 
prowazekii). Whereas Typhus is the term commonly used in English to refer to all diseases 
caused by various Rickettsia bacteria, the German term for Epidemic Typhus is 
“Fleckfieber.” This German term’s literal translation into English — “Spotted Fever” — is 
used only for one type of typhus, the so-called Rocky Mountain Spotted Fever (R. rickettsii) 
which is transferred by ticks (although there are other tick-transmitted bacteria of the same 
family); see Petri 2015. 

von Schjerning 1922, in particular, pp. 266ff: “Sanierungsanstalten an der Reichsgrenze.” 

6 The Brockhaus Encyclopedia refers to Schittenhelm 1925. 
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Chart 1: Typhus cases in Germany as officially recorded and 
published by the German civilian authorities (1939 through 
1943) and as encountered by U.S. troops in their zone of 
occupation (1945). No data is available for 1944. The numbers 
for the years 1939 through 1943 evidently do not include 
typhus cases in German labor or concentration camps, 
otherwise those numbers would be vastly higher. (Gordon 
1948, p. 16) 


sevich, 25-30 million people suffered from epidemic typhus in Russia in 1918- 

1921, which amounts to 20-23% of the population. [...] 

Successful control and prevention of epidemic typhus consists of enforcing all 

measures available to destroy the body louse.” 

The experiences of German physicians during WWII were no different (Wohl- 
rab 1942; Hagen 1973). The topic of epidemics can be found in countless pub- 
lications. Practical experiments were also conducted, which increased know- 
ledge about fighting the causes of this disease. After the war, U.S. occupation- 
al forces collected data about typhus cases in Germany, which shows that the 
situation during World War II went increasingly out of control as the war pro- 
gressed (see Chart 1). 

Professor Dr. F. Konrich was completely justified in stating, in his 1941 
publication “About sanitation facilities of German POW camps,” that epidem- 
ics such as those in question “[...] had long been extinct here [in Germany ].” 
However, it also becomes quite understandable why all of the offices and in- 
stitutions involved over-reacted when epidemic typhus went out of control in 
the Auschwitz Concentration Camp in early July 1942 (Mattogno 2016d, pp. 
42-47, 69f.). Only by drastic measures taken to isolate and eradicate this epi- 
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demic, its spreading to the camp’s nearby civilian population could be pre- 
vented. Tragically, however, the epidemic inside the camp itself was brought 
under control only in the second half of 1943; hence it raged there for an en- 
tire year. 


5.2.2. Epidemic Control with Zyklon B 


One of the most efficient methods to fight lice and thereby to contain and 
eliminate typhus — and to kill other vermin like grain beetles, bugs, cock- 
roaches, termites, mice, rats and many more as well — is their poisoning with 
highly volatile hydrogen cyanide. 

Liquid hydrogen cyanide has a short shelf life and is extremely dangerous 
when handled incorrectly. At the end of the First World War, hydrogen cya- 
nide was introduced onto the market in an easier-to-handle and safer form: 
porous materials soaked with hydrogen cyanide with the addition of a stabi- 
lizer and often also an irritant warning material, intended to warn people of 
low concentrations of hydrogen cyanide, which in lower concentrations has 
only a slight odor that many people cannot even smell at all. 

This product, called Zyklon 
B®, was then packed in tin 
cans that could only be opened 
with a special tool. The num- 
ber of patents filed for the ad- 
ditives to Zyklon B shows that 
there was no simple, clear so- 
lution to the problems relating 
to the stabilizers and irritant 
warming materials. Legally, 
there was a great difference 
between the stabilizer for Zy- 
klon B and the irritant warning 
material. While a stabilizer for 
Zyklon B was required by German law,” an irritant warning material, by con- 
trast, was not legally required.”! 


Figure 28: Close-up of a can of Zyklon B, with 
gypsum pellets in the background. 


7 Deutsche Reichsbahn Eisenbahnverkehrsordnung (EVO, German Reich railway regulations), 
annex C to §54 EVO, Vorschriften tiber die nur bedingt zur Bef6rderung zugelassenen Ge- 
genstdnde vom 1. Okt. 1938 (Regulations on Objects Permissible for Restricted Transport 
Only, dated 1 October 1938), p. 50: 

“Die Blausdure mu durch einen von der Chemisch-Technischen Reichsanstalt nach Art 

und Menge anerkannten Zusatz, der zugleich ein Warnstoff sein kann, bestdndig gemacht 
sein.” (The hydrogen cyanide must be stabilized by an additive, which may also be an ir- 

ritant, in the manner and quantity recognized by the Chemical-Technical Reich’s Founda- 
tion.) 

7 Gassner 1937, pp. 185f. The fact that Auschwitz concentration camp received Zyklon B 
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Figure 29: “We are blocking the entry of destructive insects.” Ad by 
the Degesch depicting its railway disinfestation tunnels in Germany.”8 


Zyklon B was licensed and produced by the Degesch corporation residing 
in Frankfurt.” Until the end of the Second World War, it played an extraordi- 
narily important role in the struggle against insect pests and rodents (Hecht 
1928; Peters/Ganter 1935) in food warehouses, large-scale means of transport 
like trains and ships, both in Europe and in the U.S. (Peters 1938b). For ex- 
ample, Dr. G. Peters reports in his 1933 work Blausdure zur Schddlings- 
bekdmpfung (Hydrogen Cyanide for Pest Control) on the fumigation of ships 
with hydrogen cyanide, which happened in the United States as early as 1910, 
and about tunnel facilities into which entire railway trains could be driven in 
order to be disinfested (see Figures 29 & 30). 

The use of Zyklon B in public buildings, barracks, PoW and concentration 
camps was also featured in the literature of that time (Dotzer 1943; Haag 
1943; Puntigam 1944a; Berg 1988). Of course, there were several other gase- 
ous pest-control agents in addition to Zyklon B.™ Zyklon B continued to play 


without an irritant is therefore not so unusual as sometimes represented in the literature, i.e., 
as a “criminal trace.” The well-known “exceptional” regulations for the Waffen SS are no 
exception; they merely referred to the applicable Reichs regulations and implementation 
provisions regulating the use of Zyklon B; see Deutsches Reich 1941. 

7 Deutsche Gesellschaft fiir Schidlingsbekimpung (German Association for Pest Control), a 
subsidiary of the I.G. Farbenindustrie AG. On the history of the firm, mixed with Holocaust 
historiography, see Kalthoff/Werber 1998. 

®B Anzeiger fiir Schéidlingskunde, 1939, cover; cf. Berg 2014. 

™ Peters 1942a; Degesch 1942, table of properties of the gaseous insecticide/pest control prod- 
uct used by Degesch. 
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an important role even after the war, until it was largely replaced by DDT and 
its successors (Kruse 1948; Kliewe 1951). 

A large number of publications are available from both wartime and pre- 
war periods, to which I refer the interested reader.’”” There are also contempo- 
rary guidelines on the fumigation of goods and rooms, describing the proce- 
dures in detail, both before and afterwards.” These do not considerably differ 
from the regulations in application today.’’ Based upon this, the following is a 
brief discussion of the technology and procedures employed. 

Initially, for the disinfestation of personal effects, ordinary rooms (10 to 30 
m’ surface area) were temporarily modified by making the windows and doors 
as gas-tight as possible by means of felt sealing material and paper strips, 
while providing for proper heating and ventilation of the rooms. Workers 
wearing gas masks spread Zyklon B evenly on the floor of the room contain- 
ing the goods to be disinfested. This procedure was similar to what was then 
the regular fumigation of ordinary rooms for the destruction of vermin. Such 
converted rooms may be seen even today in the Auschwitz Main Camp. The 
use of temporarily sealed rooms for fumigation purposes is not without risk 
since the sealing is never perfect. 

Later, special gas-tight chambers without windows were built, equipped 
with efficient heating and ventilation systems, and later also with circulating- 
air systems for a more-rapid circulation of the gas inside the room (so-called 
“Degesch-Kreislaufverfahren,” Degesch circulation procedure, see Figure 31, 
p. 74; Peters 1936, 1938a). Cans of Zyklon B were opened by means of a re- 
mote mechanism, so that the workers were no longer exposed to danger. The 
bottom of the can was automatically punctured and the preparation fell into a 
basket, into which a fan blew hot air, thus quickly evaporating the hydrogen 
cyanide and dissipating the resultant gas. These Degesch circulation devices 
were relatively small in size, a few m*, to economize on the expensive disin- 
festant. 

Leipprand writes about the widespread use of Zyklon-B-disinfestation fa- 
cilities during the Third Reich (Leipprand 2008, p. 10): 

“In 1940, stationary gas chambers were widespread to such an extent that the 

clothing of 5 million members of the Wehrmacht and prisoners were disinfest- 

ed with hydrogen cyanide in them. The stationary gas chambers and the disin- 
festation procedure had been developed to such a degree that an entire cycle 
of loading, gassing, ventilation and unloading could be achieved within 75 — 

90 minutes in a circulation gas chamber [...].” 


® Peters 1933; 1936, 1938a&b; 1942b; Détzer 1943; Puntigam/Breymesser/Bernfus 1943; 
Puntigam 1944b; Wiistinger 1944; for a more-recent summary of this topic see Berg 1986; 
1988; Ebbinghaus 1999, pp. 29-57. 

76 Entseuchungs-...1939; Richtlinien... 

7 Technische Regeln... 1990. 
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Abb. 2. Innenansicht der Kammer mit dreifach gegliedertem 
Saugrohr (an der Decke) und Druckleitung (am Boden), an der 
fickwand der starke Umwiilz- und Liftangsventilator, 


Figure 30a&b: Railway 
disinfestation tunnel in 
Budapest, Hungary. Top: 
external view. 

Left: internal view with 
blower in the background, 
top, suction duct beneath 
the ceiling and pressure 
duct on the floor (Peters 
1938b, pp. 98f.). 
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A suction line 6 heater 
B pressure line 7 drop pipe 
C ventilation line 8 basket 


D fresh air intake 9 heat insulation 


1 chamber doors 10 insulation = 
2 fan against humidity & 
3 four-way switch 

4 can opener 

5 Zyklon can 


longitudinal section through delousing chamber 
with circulation layout 


Figure 31: Longitudinal section through a Degesch delousing chamber with 
circulation layout (Gassner 1943). 


These professional installations were often part of an entire hygienic complex. 
As a tule, such a building complex consisted of at least four sections, which 
were organized approximately as follows in terms of purpose (see Figure 32; 
Konrich 1941): 

— Undressing room, “dirty side.” People to be deloused removed their soiled 
clothing and handed them over for laundry/disinfestation/ disinfection. 

— Shower. Subjects washed themselves after undressing, plus sometimes oth- 
er procedures, such as haircuts, medical examinations, or at times even in- 
cluding a sauna. 

— Dressing room, “clean side.” Their own cleaned and sanitized clothing was 
given back to the subjects or substitute clothing was issued to them, since 
the cleaning may have lasted many hours. 

— Disinfestation/Disinfection room. An area to clean and process the clothing 
combined with a laundry. 

It was not uncommon for a crematorium to be installed in the same building 
complex, as may still be seen at Dachau Concentration Camp today (near Mu- 
nich), in which the new hygienic installation possesses a series of Degesch 
circulating-air devices for the disinfestation of clothing, with an undressing 
and redressing room to the right and left of the inmate showers, as well as a 


real il Shower! Dressing room 
Y Sauna Clean Side 


Disinfestation/Disinfection/Laundry 


Figure 32: Schematic organization of a hygiene complex: 
thin arrows: clothing pathway; thick arrows: subject pathway 
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crematorium. (The room la- 
beled by the Dachau Museum 
as a “gas chamber” today was 
originally probably an inmate 
shower, which 

is indispensable in the above 
schema. When, by whom and 
why the design changes were 
made to present this room as a 
homicidal gas chamber has not 
been investigated so far.) 

The concentrations of hy- 
drogen cyanide used during the 
disinfestation of textiles might 
be very different according to Figure 33: Look inside a Degesch circulation 
the type of vermin and exterior delousing chamber at the former Dachau Camp. 
conditions, and usually ranged (1998) 
from 5 to 30 g of hydrogen 
cyanide per m? of air. The application time varied just as greatly, from under 
two hours to up to ten hours and more. In the more-modern installations with 
heating (higher than 25°C) and circulating air/ventilation installations, good 
results could be attained with concentrations of 20 g per m* already after 1 to 
2 hours. Disinfestation in ordinary rooms, on the other hand, could require up 
to 24 hours or more. 

Fumigations with Zyklon B were dangerous, as I already explained in Sec- 
tion 1.2. That was no different at Auschwitz. Here is the text of a special order 
by the camp commandant Hoss of Aug. 12, 1942:”8 


“A case of indisposition with slight symptoms of poisoning by hydrocyanic gas 
which occurred today makes it necessary to warn all those participating in 
gassings and all other SS members that particularly upon opening fumigated 
rooms, SS members without mask must keep a distance of 15 meters from the 
chamber for at least five hours. In addition, particular attention should be 
paid to the wind direction.” 
The Auschwitz garrison physician Dr. Eduard Wirths was just as clear in a 
letter on the desinfestation of inmate dwelling quarters:” 
“According to a report by the disinfector commissioned by me, SS Ober- 
scharfiihrer K le hr, a civilian worker, in spite of thorough instructions and 
reprimands, has broken into a dwelling hut by means of a duplicate key on 
Dec. 9, 1943. The hut was just being fumigated, and he could only fortuitously 


78 RGVA 502-1-32, p. 300; see Document 4 in the Appendix. Pressac’s translation, by the way, 
is slightly faulty (1989, p. 201). 
® RGVA 502-1-28, p. 25; see Document 5 in the Appendix. 
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and at the last moment be prevented from stepping into the hut and thus saved 
from certain death. [...] 

The SS Garrison Physician Auschwitz refers to the garrison order according 
to which no dwelling hut may be entered until it has been cleared by the disin- 
fector commissioned by me, SS Oberscharfiihrer Klehr, and that a sentinel has 
to be posted in front of each fumigated dwelling until it has been cleared.” 


5.2.3. Epidemic Control in Auschwitz 


5.2.3.1. Terminology Used and Responsibilities 


We shall use the technical terms established in the 1939 German Army Regu- 
lations (Heeresdienstvorschrift 194),"° since the camp personnel, i.e., the phy- 
sicians and the so-called disinfectors, were legally obligated to follow those 
regulations: 

“Disinfection 

Disinfection means [...]: destroying the disease-(epidemic-)causing agents 

[bacteria] on objects, in rooms, in excretions and on the bodies of infectious 

persons. 

Disinfestation 

Disinfestation means: ridding rooms, objects and people of vermin (small life 

forms) that can transmit pathogens, cause economic damage to or annoy 


” 


man. 


The regulation quoted lists all known physical and chemical means of disinfec- 
tion and disinfestation. Similarly, a “work guideline” was released in 1943 by 
the Sanitation Institute of the Waffen SS: “Entkeimung, Entseuchung und Ent- 
wesung” (Sterilization, Disinfection and Disinfestation; Dotzer 1943). 

The authority in charge of sanitation in the Waffen SS as well as in the con- 
centration camps was the “Hygieneinstitut der Waffen-SS”*° (Sanitation Insti- 
tute of the Waffen SS), established in 1942 in Berlin, which set up a branch 
office in 1943 in Rajsko near Auschwitz with its “Hygienisch—bakteriologi- 
sche Untersuchungsstelle Stidost d. W-SS” (Sanitary and Bacteriological Test- 
ing Station Southeast of Waffen SS). The files from this testing station have 
survived (151 volumes dating from 1943 to 1945).*! 

The garrison physician (army medical officer) and the medical personnel 
were in charge of implementing all sanitary measures. This physician — and 
this was the case at Auschwitz as well — was to be consulted as subject expert 
in all relevant matters of construction planning and other things. Where hy- 
drogen cyanide was to be used, requirements called for specially trained ex- 
pert personnel. In Auschwitz, this role was filled by the “disinfectors.” 

80 RGVA 502-1-26, p. 117. 
8! Boberach et al. 1991. So far, we are aware of approximately 110,000 laboratory examina- 


tions. Many highly informative reproductions can be found in Hefte von Ausch- 
witz/Auschwitz Studies. 
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Fiir alle Zwecke 
der Schédlingsbekampfung in Ge- 
baéuden, geschlossenen RGumen 
und Gaskammern werden unsere 
hochwirksamen Gasverfahren 


bevorzugt: 


Zyklon, Cartox, T-Gas und Tritox 


DEUTSCHE GESELLSCHAFT FUR SCHADLINGSBEKAMPFUNG.M. B.H. FRANKFURT A. M 


Figure 34: Typical advertisement of the firm Degesch of the broad variety of 
applications of gassing methods offered: Flour mills, ships, stores, grain 
elevators, houses, railroad cars, trucks. (Der praktische Desinfektor, Vol. 33, 
No. 2, 1941, inside cover) 


During the time period of primary interest here, Dr. Eduard Wirths was the 
Auschwitz garrison physician starting on Sept. 6, 1942 until the end of the 
camp’s existence in early 1945. 


5.2.3.2. Procedures Used 


Generally, four procedures were used at Auschwitz for disinfestation and dis- 
infection: 

— hot air 

— hot steam 

— hydrogen cyanide 

— microwaves 
Data on the disinfestation and disinfection installations in operation in the 
Auschwitz and Birkenau camps may be taken from a listing dated January 9, 
1943: “Hygienische Einrichtungen im KL und KGL Auschwitz’ (Sanitary 
Facilities in POW and Concentration Camp Auschwitz) directed to the Amts- 
gruppenchef C (Berlin), and an “Aufstellung tiber die im KL. und KGL. Ausch- 
witz eingebauten Entwesungsanlagen Béder und Desinfektionsapparate”™ 
(List of Disinfestation Facilities, Baths and Disinfection Systems Installed in 
POW and Concentration Camp Auschwitz), dated July 30, 1943. 


82 RGVA 502-1-332, pp. 46/46a. 
83 RGVA 502-1-332, pp. 9/10; see Document 6 in the Appendix. 
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Figure 35: Four hot-air disinfestation chambers in the shower and delousing building 
of the Gypsy Camp, Birkenau (1943; Pressac 1989, p. 63). 


The following capacities, taken from the last-mentioned document, relate 
to a 24-hour-a-day operation period. 
a) In the concentration camp (protective-custody camp or Auschwitz Main 

Camp): 

—Block 1: One hot-air-disinfestation installation, manufactured by the 
Klein corporation for 1,800 people and approximately 3,600 blankets, 
since the fall of 1940, together with a large shower facility and a laundry 
between Blocks 1 and 2. 

— Block 3: One hydrogen-cyanide-gas-disinfestation installation (i.e., Zy- 
klon B), for 1,400 people and approximately 20,000 pieces of laundry.** 

— Block 26: One hot-air installation for 2,000 people. 

— Disinfestation building at Deutsche Ausriistungs-Werke (German Equip- 
ment Works, i.e., Kanada I): 1 hydrogen-cyanide-gas-disinfestation in- 
stallation (BW 28) for approximately 30,000 pieces of laundry, blankets, 
etc. (in operation since the summer of 1942). 

— Civilian-worker-disinfestation barracks: One hot-air-disinfestation instal- 
lation, manufactured by the Hochheim corporation, with a daily capacity 
for 2,000 people, with large shower bath installation and disinfection ap- 
paratus, permanently installed. 

b) In the POW camp (K.G.L. Birkenau): 


wa 


84 According to Pressac, in operation since 1941/42 (1989, p. 25). 
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Figure 36: Autoclave for steam disinfection inside the so-called “Zentralsauna” in 
Auschwitz-Birkenau (Leuchter et al. 2017, p. 221). 


— BW Sa in B Ia: One disinfestation apparatus (manufactured by the Wer- 
ner company) and one hot-air apparatus (manufactured by Hochheim) for 
2,000 people with large shower facility and sauna, in operation since 
November 1942. One chamber for hydrogen-cyanide fumigation was 
built for 8,000 blankets and was in operation after the fall of 1942. 

— BW 5b in B Ib: Installation as in BW 5a. 

Furthermore, the following facilities were under construction: 
— BW 32 (Zentralsauna) with 4 hot-air disinfestation chambers (by Topf & 
Sohne) as well as 3 steam-disinfection devices for and a large shower bath 
for 7,000 men; completed in September 1943. 
— Disinfestation building in the Gypsy Camp with 4 hot-air-disinfestation 
chambers (by Umluftapparatebau GmbH) with shower bath for 3,800 men; 
completed on Aug. 15, 1943. 
—A mobile and a stationary shortwave delousing device for altogether 
30,000 men daily (see Paragraph 5.2.3.6), installed in the reception build- 
ing of the Main Camp (delivery was delayed until 1944). 
Apart from this, there were a number of facilities for the SS troops which I 
will not list here in detail. One of them we will encounter again later: a shower 
and disinfestation facility for the troops for 2000 men daily, installed in an 
already existing building in Construction Sector HI of the Birkenau Camp 
(Subsection 5.4.3). 

The facilities BWe 5a and 5b will be discussed more thoroughly in Subsec- 
tion 5.2.4. 
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All the facilities listed therein were subject to modifications. The number 
of sanitary facilities increased with the number of inmates, as the two afore- 
mentioned documents already show. Although Pressac mentions 25 chambers 
operated with Zyklon B (1989, p. 550), he also counted the 19 chambers 
planned for BW 160, the reception building of the Main Camp, which were 
never used as such. 


5.2.3.3. Results 


The results could only be compiled if one knew the number of persons disin- 
fested by means of the installation. These numbers have thus far remained un- 
clear. Although Danuta Czech claims in her 1989 book that such documents on 
large time periods are available in the Auschwitz archive, we have so far been 
unable to examine them. As of the present writing, it is still impossible to make 
a reliable statement as to whether or not the existing disinfestation installations 
were consistently in service for the indicated number of persons. As mentioned 
before, the typhus epidemic reached its tragic peak in the second half of Au- 
gust 1942, but it claamed many more victims for another full year. This clearly 
indicates that the capacity of the facilities available at least at that time did not 
suffice. 


5.2.3.4. Basic Policy Decisions 


Two policy decisions made by the SS-Hauptamt Haushalt und Bauten (SS 
Main Office Budget and Construction) in the Reich Administration of the SS 
and its successor no doubt also influenced the measures taken in the camp. 
The first decision of June 5, 1940*° stated that HCN would no longer be used, 
and replaced instead with a hot-air method. The reason for this was probably 
that the use of HCN in makeshift delousing chambers was not reliable and had 
caused many accidents and was thus deemed too dangerous. The second deci- 
sion, issued on March 11, 1942,°° 21 months later, demanded the exact Oppo- 
site by calling for the “[...] conversion of all delousing facilities to operation 
with HCN,” in which regard it was noted: 

“Deviations therefrom — delousing by means of hot air or hot steam — are only 

permissible insofar as they involve temporary installations, in which the nec- 

essary safety for the handling of HCN is not ensured.” 
A further letter from the Office C VI of February 11, 1943°’ to the Comman- 
dant again expressly states, probably with reference to the letter of June 5, 
1940: “[...] as per the prohibition against the use of HCN for disinfestation 
[...].” This means that all efforts were to be made to convert all facilities to be 
operated with the only really reliable method available - HCN — but that the 


85 RGVA 502-1-333, p. 145. 
86 RGVA 502-1-336, p. 94. 
87 RGVA 502-1-332, p. 37. 
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use of HCN was allowed only where and if the necessary safety and reliability 
of the method was ensured, i.e., makeshift delousing chambers were as a rule 
not allowed to be operated with HCN. 

Men in positions of authority, accustomed to making decisions, and faced 
with a dangerous epidemic capable of spreading to the civilian population 
with incalculable consequences, will always take suitable measures and act 
accordingly. Hydrogen cyanide (= Zyklon B) was the most-reliable disinfesta- 
tion agent of its time (Peters/Rasch 1941a; Peters/Wiistinger 1940). The only 
problem was in finding a safe location for such facilities, perhaps outside the 
actual camp (see Subsection 5.4.3). 


5.2.3.5. The Garrison Physician 


On September 9, 1942, Dr. E. Wirths was stationed in Auschwitz as garrison 
physician. From the records, we may say that he performed his duties correct- 
ly; in this context, reference is made in particular to his massive criticism of 
the highest echelons (see Wieland in Mattogno 2016a). 

As time went by, the number of inmates increased steadily, and unfortu- 
nately there were more than just one epidemic. I shall therefore briefly sum- 
marize, by means of examples, the conclusions reached by this physician and 
the steps he took in response. 

On December 4, 1942, Dr. Wirths reported to headquarters about a discus- 
sion held in the administrative council of Bielitz District. The subject was 
epidemic typhus. A considerable number and range of persons had participat- 
ed in the discussion, including the medical officer, the Wehrmacht, and repre- 
sentatives of the government. This illustrates how seriously the epidemic was 
taken:** 

“He reports that at present three large disinfestation, shower, and sauna facil- 

ities could be put into operation, specifically two facilities for the inmates and 

one for the members of the SS unit. The capacity of these facilities is some 

3,000 to 4,000 persons per 24 hours. Zyklon-B disinfestation has been discon- 

tinued entirely, since it has been found that success is not 100% certain with 

this procedure.” 

Buildings BWe 5a and 5b were intended for the inmates. The capacity of these 
disinfestation facilities was probably adequate for the number of inmates at 
this time. One must consider, however, that at this same time the structural 
shell for another 19 Degesch circulation-fumigation chambers was being 
completed in Building BW 160 of the Main Camp (admissions building). An- 
other paragraph of the above letter states that the garrison physician of Katto- 
witz had provided the loan of two mobile boiler installations. 


88 RGVA 502-1-332, pp. 117/119. 
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On April 18, 1943, Wirths reports 
to the commandant, with warning 
reference to the sewer system in Bir- 
kenau, and concludes that “[...] great 
danger of epidemics is inevitable.”*” 

On May 7, 1943, in a discussion 
with the chief of Amtsgruppe C, SS 
Brigadier General and Major General 
of the Waffen SS Engineer Dr. Kam- 
mler and others, the garrison physi- 
cian set out in Chapter “//. Bauten in 
Zustdndigkeit des Standortarztes” (II. 
Buildings under the Charge of the 
Garrison Physician):”° 

“[...] that the continued health of 
the inmates for the major tasks is 
not guaranteed, due to the poor toi- 
let conditions, an inadequate sewer 
system, the lack of hospital bar- 
racks and separate latrines for the 
sick, and the lack of washing, bath- 
ing, and disinfestation facilities.” 


‘ 6? 


Figure 37: Dr. Eduard Wirths (1943) 


Dr. Wirths clearly pointed out the inadequacies and also how to rectify them. 

At this point we must warn the reader, who may perhaps not be sufficiently 
aware of the historical context, not to jump to false conclusions. The reader 
may well lack an understanding of all the problems that were involved in ob- 
taining materials as well as all the other factors required to build these facili- 
ties in wartime. Figuratively speaking, a written permission was required to 
purchase every brick. 

We must also point out that, in those days in rural areas of Eastern Europe, 
a sewer system of any kind at all was exceptional to start with, and that this is 
all the more true for sewage-treatment facilities, virtually unknown at that 
time in Eastern Europe, which were built for both camps at great expenditure 
in resources and according to high technical standards. The same applies to 
crematoria, which I will discuss later. They were also built for hygienic rea- 
sons but were at that time practically unknown in many European countries. 

The above quoted document continues: 

“The brigadier general acknowledges the foremost urgency of these matters and 

promises to do everything possible to ensure rectification of the shortcomings. 

He is somewhat surprised, however, that the medical side presents him with 


89 RGVA 502-1-332, p. 219. 
% RGVA 502-1-233, pp. 33/38. 
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reports giving a very favorable account of the sanitary and hygienic conditions 

on the one hand, while he is then immediately confronted with reports to the 

exact opposite effect on the other hand. The chief of the Central Construction 

Office is hereby instructed to present suggestions for rectification by May 15, 

1943.” (Emphasis added.) 

It began with the toilet facilities, with regard to which he enforced changes 
that he considered necessary. For example: lids on the toilets, because other- 
wise “[...] a great danger of epidemics is inevitable.”’'! These lids were or- 
dered by the Head of Department C of the SS WVHA (Wirtschafts-Verwal- 
tungshauptamt, Economic Administrative Main Office) on May 10, 1943.” It 
ended with roofing matters related to the gypsy kindergarten:”* 

“For the deteriorated roofs of kindergarten Blocks 29 and 31 in the Gypsy 

Camp I request 100 rolls of roofing felt (very urgent.)” 

In between, on May 28, 1943,” he selected six circulating-air delousing facili- 
ties which — as was noted down in handwriting — were ordered on May 29, 
1943 by the Building Administration’s expert on heating matters Jahrling. 
Then there is an account of a water-quality test on June 1, 1943,” etc. This 
extensive correspondence resulted in separate subject files in the filing system 
of the Central Construction Office, such as “Sanitary Conditions.””° 

The physician’s field of work was great and varied and deserves its own 
monograph. He was even responsible for ensuring that the inmates’ kitchen 
personnel were frequently examined — including laboratory tests of their stool, 
etc. That Dr. Wirths truly saw to absolutely everything is obvious from the 
documents. 

The garrison physician’s reminders and admonitions increased over time. 
On balance, one must conclude that, just as today, while there were opportun- 
ists and careerists in those days, there were also — as our example shows — SS 
men with backbone and a sense of duty, professional ethics and the courage to 
stand up for their beliefs. 

At the end of the comments section of the Memorandum of May 9, 1943, 
we find: 

“As stop-gap measure until that time, the brigadier general provides the loan 

of a new microwave delousing device.” 


°! RGVA 502-1-322, p. 219. 

° RGVA 502-1-322, p. 31. 

°3 Taken from a letter of March 23, 1944 to the Central Construction Office (Zentralbaulei- 
tung) in Auschwitz, RGVA 502-1-332, p. 175. 

4 RGVA 502-1-332, p. 28. 

°° RGVA 502-1-332, p. 212. 

°° RGVA 502-1-149, p. 135. 
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5.2.3.6. Microwave Delousing Facility 


Perhaps one of the most-fascinating aspects of Auschwitz Concentration 
Camp is the installation of a stationary microwave facility, the world’s first 
technological predecessor to the microwave ovens in common use today. This 
technology was invented by Siemens in the late 1930s and developed to mass- 
production readiness during the war. This was a by-product of the powerful 
vacuum tubes built for the television transmission of the Berlin Olympics in 
1936, the energy-rich radio waves of which killed the insects in the vicinity of 
the antenna. The development took place with financial assistance from the 
Wehrmacht, which hoped to achieve a perceptible improvement in the struggle 
against the epidemics raging in the east. 

Since the inmates assigned to the armaments industries in the concentration 
camps were particularly valuable towards the end of the war, the Reich leader- 
ship decided not to put the first installation into operation at the eastern front 
for the disinfestation of soldiers’ clothing, but rather, in the largest labor com- 
plex in the Reich, in Auschwitz. Due to Allied bombing attacks, however, 
there was a one-year delay in the completion of this installation, which proba- 
bly cost the lives of tens of thousands of inmates. The Auschwitz camp ad- 
ministration had anticipated its installation as early as 1943 and had therefore 
postponed other delousing projects. This facility, put into operation during the 
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Figure 38: Document on the microwave delousing facility in the new laundry building 
of the Auschwitz Main Camp. Letter from the SS garrison physician E. Wirths to the 
camp’s administration of Nov. 29, 1944 (RGVA 502-1-255, p. 137): 

“As | have found out, the gas chambers meant to be used for hydrogen-cyanide 
delousing are now to be converted to use Areginal. | point out that | don’t see a need 
for this conversion, since | have plenty of delousing capacity at my disposal with the 
microwave delousing facility currently installed there. Furthermore, the acquisition of 
both Areginal and Cyklon B is difficult already now.” 
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summer of 1944, proved in fact to be of revolutionary effectiveness, both 
quick and cheap: personal effects were moistened and placed on one end of a 
conveyor belt and emerged at the other end a few minutes later, completely 
free of vermin and sterile to boot (see Nowak 1998; Wallwey 2019, pp. 311- 
317; Lamker 1998; M. Weber 1999). In addition to this new technology, new 
insecticides also became widely available in 1944, among them most notably 
the so-called Lauseto (for Lausetod = lice death), which was a German trade- 
name for DDT, produced under license from the Swiss chemical company 
Geigy (Weindling 2000, p. 380). The Auschwitz Camp received it in 1944 as 
well, reducing the need for Zyklon B even further: 9 metric tons in April, 15 
tons in August, and 2 tons in October 1944 (Setkiewicz 2011b, p. 72). 


5.2.4. Disinfestation Installations BWe 5a and 5b 


The only structures remaining intact in Auschwitz-Birkenau today encompass- 
ing a wing for the disinfestation of personal effects with Zyklon B are Build- 
ings (Bauwerk, BW) 5a and 5b in Construction Sections Bla and B1b, respec- 
tively. These buildings were planned as mirror images of each other. The west 
(respectively east) wing of these buildings were used, at least temporarily, for 
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Figure 39: Ground plan of the HCN-disinfestation wing of Building 5a before building 
alterations (mirror image) and BW 5b today. BW 5b sampling locations drawn in 
(Pressac 1989, p. 56). 
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Figure 40: Ground plan of the hot-air disinfestation wing of Building 5a after building 
alterations in 1943. BW 5a sampling locations drawn in (Pressac 1989, p. 58). 


disinfestation with Zyklon B. These rooms were expressly labeled “Gaskam- 
mer” (gas chamber) on the construction blueprints, see Figure 39. 

This is no triviality: rather, it is important proof that, if we follow the ex- 
tant documentation, the term “gas chamber,” at that time, referred exclusively 
to installations for the disinfestation of personal effects, both by architects 
during the planning of such buildings, and by disinfestation experts. The title 
of one of the most important contemporary publications on the subject of cya- 
nide disinfestation by F. Puntigam, H. Breymesser, E. Bernfus was, for exam- 
ple, Blausciuregaskammern [sic] zur Fleckfieberabwehr [hydrogen-cyanide 
gas chambers for the prevention of epidemic typhus], and the term used in an 
advertisement of the firm Degesch was likewise “gas chambers,” see Figure 
34, p. 77. This was simply the ordinary designation for rooms used for the 
disinfestation of personal effects. 

In the absence of proof to the contrary, we must therefore always assume 
that the use of the term “gas chamber” in a German document from this period 
refers to a room for the disinfestation of personal effects! 

For this reason, in the following, the term gas chamber will be placed in 
quotation marks at all times (“gas chamber”), whenever the word refers to 
chambers for the execution of human beings. There are two reasons for this: 
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Figure 41: Building BW 5a, Birkenau, July 1992 (© C. Mattogno). 


1. The German technical term Gaskammer originally pointed exclusively to 
disinfestation chambers operated with toxic gas. To apply the same term to 
chambers intended for the execution of human beings is an incorrect use of 
the term at that time. 

2. Simply for the sake of avoiding confusion as to the meaning of the word 
“gas chamber” in each case, a distinction must be made in writing — unless 
the term is clearly identified with additional words, like execution gas 
chamber or homicidal gas chamber, in which case I will not use quotation 
marks. 

Figure 39 shows the ground plan of the two disinfestation gas chambers of 

Building 5a and 5b approximately in their original condition. The disinfesta- 

tion chamber in Building 5a was transformed in the summer of 1943 and re- 

ceived two small hot-air chambers, as shown in Figure 40.’ The buildings 
have ordinary brick walls and a concrete foundation built level with the 
ground, plastered and whitewashed on the interior with chalk-based mortar. 

The room in Building 5b has no separate ceiling; the roof’s framework is cov- 

ered from underneath with boards of an unknown material (perhaps Heraclite). 

Originally without windows, like building BW 5b today, the disinfestation 

wing of BW 5a was equipped, during the building alterations, with windows 

firmly walled in which cannot be opened. 

In the gable wall of the disinfestation room in BW 5b are two circular 
openings approximately 50 cm in diameter, corresponding to the former venti- 
lation exhaust and air intake channels, Figure 42. The roof has three ventila- 


7 J.-C. Pressac 1989, pp. 55-58: blueprints of Buildings 5a/b; pp. 59f.: exterior photos. I use 
here the designations of these buildings as used by Pressac: BW Sa for the eastern and 5b for 
the western building. The documents in the files of the Central Construction Office are con- 
tradictory in this regard. According to Plan No. 4758 of Oct. 8, 1943 (RGVA, 502-2-58, no 
page number), BW Sa was the western building, acc. to Plan No. 5320 of Oct. 23, 1943 (502- 
2-58, p. 13), the eastern building, and Plan No. 11481 of March 8, 1944 used 5a for both 
buildings (502-1-230, p. 174). The invoice of Deutsche Ausriistungswerke (DAW) of Sep. 
23, 1944 for a hot-air furnace set up on Sep. 14, 1944 “in 2 chambers” refers to 5b (502-1- 
328, p. 142). However, the eastern building was converted to hot-air disinfestation with 2 
chambers already in summer 1943, see Drawing No. 2540 for BW 5a(!) of July 5, 1943 (Plan 
No. 3561 of Sep. 16, 1943; APMO Negative No. 20932/5; Pressac 1989, p. 58). It is there- 
fore unclear where the DAW set up the hot-air furnace a year later — unless the conversion 
took 14 months to complete. 
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Figure 42: Ventilation outlets from the disinfestation wing of Building 5b, without 

equipment today. The ends of the water pipes are visible inside; see also Figure 43. 


tion chimneys; there must have been three furnaces in this room during the 
time of operation (Pressac 1989, p. 53). The double doors, opening inwards 
and drawn onto the plans, have been replaced with single doors, also opening 
inwards. For the time being, one can only speculate on any equipment of the 
former disinfestation chambers, as any equipment has been removed. 

The room has a surface area of approximately 130 m’, is open to the 
framework of the roof, and therefore has a volume of at least 400 m*. Howey- 
er, the space above 2 m in height must be considered unusable dead space, 
resulting in the waste of huge amounts of HCN/Zyklon B, since a quantity of 
Zyklon B of at least 4 to 5 kg (10 g per m*) cyanide content was necessary for 
just one gassing,”* regardless of whether the room contained only a few per- 
sonal effects or whether the available volume was filled. For example, with 
100 fumigation cycles per year (one every 3 or 4 days) approximately 0.8 tons 
of Zyklon B would have been consumed by this installation alone and by 
Building 5a, corresponding to 10% of the entire Zyklon-B deliveries to 
Auschwitz in 1942, with a total delivery of 7.5 tons.” 


°8 The mass given on the label of a Zyklon-B can always referred to the net HCN content of the 
can, i.e., excluding the mass of the carrier material. That means for instance that a 1-kg 
Zyklon-B can consisted of 1 kg HCN, while the gross weight of such a can was 2.65 kg in 
the case of the Erco product (gypsum pellets); see Mattogno 2015c, pp. 69f. 

°° Office of Chief of Counsel for War Crimes, British Military Tribunal, Case against B. Tesch 
et al., here, the sworn statement of A. Zaun, Hamburg Oct. 24, 1945, Document No. NI-11 
396; quoted according to Walendy 1981, p. 62. Documents in the files of the Auschwitz 
camp administration relating to Zyklon B deliveries are fragmentary. For 1942, documents 
pertaining to merely five months have been found with references to a total of some 2.5 met- 


89 Germar Rudolf : The Chemistry of Auschwitz 


When one considers that there 
were other HCN-disinfestation instal- 
lations in Birkenau in addition to this 
one; that the deliveries to Birkenau 
Camp also supplied the related labor 
camps (toward the end of the camp’s 
history, 48 in number); and the fact 
that inmate barracks were also occa- 
sionally fumigated with this insecti- 
cide,'° it becomes clear that the 
quantities of Zyklon B delivered to 
Auschwitz Camp can actually be 
explained by normal delousing activi- 
ties. 

The annual delivery quantities 
were evidently too low to ensure 
successful disinfestation of all per- 
sonal effects and buildings in all 
camps in the Auschwitz complex, 
since typhus epidemics were never 


Figure 43: Water-pipe system with 
shower heads in the disinfestation wing 
of building BW 5b. These water pipes 
have no connection; they terminate in 


the ventilation outlets. See Figure 42. 


entirely eliminated. 

How frequently the delousing 
chambers of BWe 5a and 5b were actually used for HCN disinfestation has to 
remain open for the time being, since no documentation about this has been 
found yet, and also because the document cited above states that the use of 
Zyklon B had to be abandoned as early as December 1942 (at least in unsafe 
installations), i.e., just a few weeks after this installation was put into opera- 
tion (see p. 81). 

A remarkable feature of the disinfestation gas chamber of Building BW 5b 
is a network of the water pipes, suspended by hooks fastened to the roof gird- 
ers, visible in Figure 43. A few of the pipe endings are equipped with shower 
heads. The water pipes have no connection. Paradoxically, they end in the 
above-mentioned ventilation outlets, and can only have been installed after the 
removal of the ventilators installed there. There are, of course, shower rooms 
in these buildings, but in a very different location (see Figure 39). The shower 
installations once in existence there, however, have been entirely removed. 
Since the doors to these rooms were open in the early 1990s, any visitor could 
examine this peculiar construction. The original German drawings and docu- 
ments of this building do not indicate that these pipes were installed during the 


ric tons. See Mattogno 2015c, p. 70. 

100 For each barracks, with a volume of approximately 1,000 m?, this means a requirement of 10 
kg Zyklon B; the 100+ dwelling barracks in Birkenau Camp alone would have required a 
metric ton! See Mattogno 2015c, pp. 78f. 
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German occupation, which means that they were probably installed after the 
war for an unknown reason. Since the camp served temporarily as an intern- 
ment camp for the Polish authorities after the war, it is conceivable that this 
structure served as a makeshift shower after the war. Water might have been 
pumped into the pipes with hoses reaching up to the ventilation holes. 


5.3. “Gas Chamber” in the Auschwitz I Main Camp 


According to Pressac, no material or documentary evidence of the “gas cham- 
ber” allegedly installed in the crematorium of the Main Camp exists, but there 
are many witness accounts (1989, p. 123): 

“As evidence to establish the reality of homicidal gassings there remain only 

the testimonies of participants, [...]” 
These accounts, according to Pressac, are characterized by many contradic- 
tions, technical impossibilities, and general incredibility. He observes a “gen- 
eral tendency to exaggerate,” and explains the gross errors and technical im- 
possibilities in the witness accounts and writings of camp commandant Héss 
by stating (p. 128): 

“He was present, without seeing.” 
That is, Pressac alleges that Héss had no idea of the methods, risks and dan- 
gers involved in the handling of Zyklon B. But this is in contradiction to an 
order issued by commandant Hoss calling for caution during the fumigation of 
barracks with Zyklon B' — caution which had become necessary in view of 
several cases of accidental poisoning. This special order of the commandant 
warning of accidents involving Zyklon B gas, an order which was distributed 


Figure ¢ 44; “Reconstructed” Crematorium | at the Auschwitz Main } 
Camp during the 1990s. 
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Figure 45: Ground plan of Crematorium | in Auschwitz I/Main Camp in its condition 
as of 1942. The morgue is at that time said to have been used as a “gas chamber” 
(Pressac 1989, p. 151). 

1: Vestibule; 2: laying-out room; 3: wash room; 4: morgue; 

5: furnace room; 6: coke; 7: urns 


throughout the camp, indicates a sense of duty to care for those inmates who 
were, allegedly nevertheless doomed to die from the effects of that same gas 
sooner or later. I will return to Héss’s postwar testimony at a later point. 
Pressac, moreover, explains the form and basic tone of the testimony of SS 
Man Pery Broad as incorrect because this testimony is soaked in Polish patri- 
otism, to say nothing of the transparent Polish hatred against SS men, alt- 
hough Broad was an SS man himself and had no links to Poland, and because 
Pressac found out that this “testimony” has been slightly reworked by the 
Poles, the original of which is missing. In other words, this “document,” obvi- 
ously cobbled up by the Poles, is quite worthless insofar as a critical examina- 
tion of its source is concerned. Nevertheless, Pressac considers the basic tes- 
timonies with regard to homicidal gassings to be correct (ibid., pp. 126-128). 
The “gas chamber” in the Main Camp is a room in a ground-level building, 
which replaced a former kitchen building of the former Austro-Hungarian 
barracks located at the same spot (ibid., p. 129). The floor and ceiling of 
Crematorium I are of reinforced concrete, while the exterior walls are of brick 
masonry, insulated on the exterior by a coating of tar. Except for the access 
ways, the building is basically underground due to the fact that soil has been 
piled up against the walls. The interior walls are plastered and whitewashed. 
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Figure 46: Room in Crematorium | of the Auschwitz Main Camp shown today as a 
homicidal gas chamber (history.com). Front left: roughly hewn opening in the wall to 
the furnace room. Background lett: air-lock of air-raid shelter built in 1944. 


Figure 45 shows the floor plan of the building in 1942, originally designed 
to serve as a normal crematorium with a morgue (ibid., pp. 151/153). This also 
explains the piles of earth on its sides, which were intended to ensure a steady, 
cool temperature. For the same reason, the partition between the morgue and 
the furnace room is double-walled with a heat-insulating air barrier in be- 
tween. 

Mattogno has found documentary evidence that this morgue initially had a 
ventilation system that worked rather poorly. This prompted SS Untersturm- 
fiihrer Maximilian Grabner, head of the Auschwitz Political Department, in 
June 1941 to urge the installation of a better system designed expressly to 
remove the unbearable, putrid smell of the corpses from the morgue.'’! A 
much better system had already been offered by the company Topf & Séhne 
in February 1941, but its delivery apparently got delayed. In order to remedy 
the unbearable situation, a makeshift solution was subsequently created whose 
specifications are not entirely clear. That solution must have been good 
enough to make the camp authorities hesitate to install the professional system 
finally delivered by the Topf Company in late 1941, because the documents 
indicate that the professional Topf system had not yet been installed by No- 


101 Letter by M. Grabner to the SS-Neubauleitung Auschwitz, June 7, 1941; RGVA, 502-1-312, 
p. 111; reproduced in Mattogno 2016e, p. 123. 
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Figure 47: Ground plan of Crematorium | Auschwitz | Main Camp after conversion to 
air-raid shelter, 1944 (Pressac 1989, p. 156). 
1: sluice; 2: operating room; 3: former washroom, now air-raid shelter with toilet; 4: 
air-raid shelter; 5: former furnace room. 


vember 30, 1942. On that day, the head of the Central Construction Office 
wrote the following to the Topf Company:'” 

“The fitter you offered can start immediately with the installation of the venti- 

lation system in the old crematorium at Auschwitz concentration camp.” 
The extant documents suggest that this superior Topf system was in fact never 
installed at all.'°° 

In this context, we need to keep in mind that, according to the orthodox 
narrative, this morgue is said to have been converted into a homicidal gas 
chamber sometime between late 1941 and early 1942. The makeshift ventila- 
tion system envisioned by Grabner in June 1941, obviously designed for a 
mere morgue, must therefore have been used as well during the room’s subse- 
quent claimed repurposing as an execution facility. It goes without saying that 
a gas chamber using toxic gases requires a more efficient ventilation system 
than a mere morgue. It may therefore be assumed that the camp authorities 
would have at least installed the Topf system, if not further upgraded it, had 


102 T etter by the head of the Zentralbauleitung, Bischoff, to the Topf Company, Nov. 30, 1942; 
RGVA, 502-1-314, p. 17; Mattogno 2016e, p. 22. 

103 On the history of the ventilation system of the morgue of this crematorium see in general 
Mattogno 2016e, pp. 17-23. 
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they really intended to use the 
morgue for mass gassings. The 
Auschwitz SS decided instead, how- 
ever, to let that system rust away in a 
warehouse. 

The only architectural changes al- 
legedly implemented during the 
claimed conversion to a chemical 
slaughterhouse concerned _ several 
holes in the roof: In order to be able 
to introduce Zyklon B for homicidal 
gassings, several holes are said to 
have been knocked through the roof. 
Although the witnesses don’t agree 
on their number (1, 2 or 6; Mattogno 
2016e, p. 95), the Auschwitz Muse- 
um has ordained that there were four 
of them — a number not mentioned 
by any witness. Pressac also talks 
about several more holes for power- 


Figure 48: Look inside the air lock of the 
: ; former SS air-raid shelter, with the open 
ful fans, although that claim is  air-raid shelter door in the background. 


backed up neither by material evi- 
dence nor by any document (Pressac 1989, pp. 131f.). 

In 1996, Franciszek Piper, at that time head of the Auschwitz Museum, al- 
legedly said the following on the issue of this room’s ventilation system 
(Desjardins 1996): 

“In the case of Crema I there were no ventilators. The doors were opened and 

the gas was allowed to ventilate by convection.” 

If he really said that, one may justly wonder about that historian’s lack of 
competence. 

The question as to whether, and if so when and by whom, holes were 
knocked through the roof of this morgue or “gas chamber” deserves a closer 
look. 

Pressac reproduces a photo of the roof of the crematorium, taken by the 
Soviets shortly after the liberation, in which three dark spots on the roofing 
felt are alleged to be traces of former Zyklon-B introduction holes, allegedly 
now covered up (1989, p. 149). The photograph reproduced in his book is, 
however, too poor in quality to permit anything to be seen with clarity, much 
less permitting any conclusion as to the construction or engineering. Mattogno 
has demonstrated that the locations of these spots have no relation to any 
openings existing back then or today (Mattogno 2016e, pp. 96-98). Pressac’s 
speculation must therefore be viewed as groundless. 
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In the autumn of 1944, the crematorium was converted into an air-raid 
shelter. The alterations made, especially the addition of massive separation 
walls, can be seen in Figure 47 (Pressac 1989, p. 156). The alleged Zyklon-B- 
introduction holes as well as the ventilation holes are alleged to have been 
sealed at that time — provided they ever existed. 

The construction work undertaken for this conversion is described in a doc- 
ument to the smallest detail.'“* There is no mention of any filling in of any old 
existing holes pierced through the roof, but rather of the incorporation of gas- 
tight windows and doors as well as the piercing of new holes: 

“Installation of gas-tight doors, window shutters, and windows, 

Manufacture of openings in the masonry necessary for the heating ovens, as 

well as for the ventilation outlets and intakes and pipes.” 


This is a strong indication that before this time there were neither gas-tight 
doors and windows nor any large openings for a ventilation system or for oth- 
er purposes (Zyklon introduction), because such already-existing openings 
could either have been used, or the necessity to close them would also have 
been mentioned. 

Direct access to the air-raid shelters, which evolved from the multiple divi- 
sion of the morgue/“gas chamber,” was possible through a newly added en- 
trance with sluice/air lock, which until the early 2000s was fraudulently repre- 
sented by the Auschwitz Museum as the entryway taken by the victims, alt- 
hough the “gas chamber” had no entrance in that location — as a matter of fact, 
it had no direct entrance from the outside at all (Pressac 1989, pp. 133f.). Toi- 
lets were likewise built into the former washroom at this time. 

It is unknown in exactly what condition this building was in early 1945 
when it was occupied by the Soviets. Jean-Claude Pressac, who has thorough- 
ly investigated the Auschwitz Museum’s archives with the full support of the 
museum authorities, wrote about that (ibid., p. 133): 

“Tt would appear that the photos of the interior showing the state of the prem- 

ises were not taken at the beginning of 1945, which is a pity because the re- 

structuring of the building back into a Krematorium began immediately after 
the liberation. [...] Because of the lack of original documents and the trans- 
formations that have been made (see the drawing of the present state of the 
premises at the end of this chapter), it was not possible before to materially 
demonstrate the existence of a homicidal gas chamber in the former morgue of 

Krematorium I.” 

We know that the Polish legal authorities initiated large-scale criminal inves- 
tigations against the former camp commandant Rudolf Hoss and against the 


104 “Herstellung der fiir die Beheizungséfen, sowie fiir die Ent- und Beliiftung erforderlichen 
Mauerdurchbriiche und Schlauche,” letter from the Auschwitz Air-Raid Warden, Aug. 26, 
1944, RGVA 502-1-401; see also “Erlauterungsbericht zum Ausbau des alten Krematoriums 
als Luftschutzbunker fiir SS-Revier mit einem Operationsraum im K.L. Auschwitz O/S. BW 
98M,” RGVA 502-2-147. 
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Figure 49: Ground plan of Crematorium | in Auschwitz /Main Camp today, after the 
Polish manipulations of 1947 (Pressac 1989, p. 159). 

1: “Gas chamber’, 2: fake Zyklon-B introduction holes; 3: toilet drains; 4: former 
partition morgue-washroom; 5: ventilation chimney from air-raid shelter; 6: air lock, 
today referred to as victim entryway; 7: urns, 8: coke; 9: reconstructed furnaces; 
10: newly pierced entry to furnace room; painted: old entryway; 11: remains of the old 
furnace; 12: fake chimney. 


entire staff of the Auschwitz camp garrison right after the camp’s Soviet oc- 
cupation. For this they collected all kinds of evidence in support of mass- 
murder claims. Photos of the claimed mass-murder sites as found right after 
the Soviet occupation would have been of the utmost importance, in particular 
if they could support any mass-murder claims. 

The fact that no such photos of the ceiling of the alleged former gas cham- 
ber in Crematorium I exist raises the suspicion that such photos would not 
have shown what the Soviet and Polish authorities wanted the world to be- 
lieve. This suspicion is supported by the fact that no document exists regard- 
ing the changes made to this entire building after the camp’s Soviet occupa- 
tion.’ This indicates that the motivation behind those changes was not to 
meticulously restore something as accurately as possible, but to cover up of 
fraudulent manipulations. 

Today we can infer these post-war changes only by comparing the current 
state with German construction blueprints of the wartime. 


105 In 2016 the Auschwitz Museum admitted that no documentation of any kind exists on altera- 
tions evidently made in 1947; see Mattogno 2016f, p. 15. 
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The undocumented manipulation of evidence central to a criminal investi- 
gation is itself a crime, by the way. Wikipedia writes in its entry on “Spolia- 
tion of evidence” (Oct. 13, 2016): 

“The spoliation of evidence is the intentional, reckless, or negligent withhold- 

ing, hiding, altering, fabricating, or destroying of evidence relevant to a legal 

proceeding. Spoliation has two possible consequences: in jurisdictions where 
it is the (intentional) act is criminal by statute, it may result in fines and incar- 
ceration [...]. 

The spoliation inference is a negative evidentiary inference that a finder of 

fact can draw from a party’s destruction of a document or thing that is rele- 

vant to an ongoing or reasonably foreseeable civil or criminal proceeding: the 
finder of fact can review all evidence uncovered in as strong a light as possi- 
ble against the spoliator and in favor of the opposing party.” 
In most countries, Poland included, tampering with evidence is illegal and can 
thus be prosecuted. Hence, we are not dealing merely with a case of sloppi- 
ness here, but with a potential crime of the Soviet and/or Polish officials in- 
volved in “reconstructing” Crematorium I right after the war, whoever they 
were. 

But let’s now get to the details of these undocumented postwar manipula- 
tions. Figure 49 shows the floor plan of the crematorium in its present condi- 
tion (Pressac 1989, p. 159). Comparing it with the plan of the same building as 
it existed in 1942 reveals all the changes. The access from the morgue/“gas 
chamber” to the present cremation room was newly placed after the war — not 
quite at the original location. The partitions in the air-raid shelter, including 
the wall to the washroom, which was, however, never part of the morgue (the 
later “gas chamber’), were torn down. Accordingly, the perplexed visitor sees 
two discharge pipes from two toilets inside the alleged “gas chamber.” 

About today’s shafts, claimed to have been used for the introduction 
Zyklon B, Pressac writes (ibid., p. 133): 

“Four openings supposedly for pouring Zyklon B were made in the roof (Pho- 

tos 15 and 18) which was covered with roofing felt, thus hiding the traces of 

the original opening.”’ 

He therefore suggests that the new openings were not made at the original 
locations, since they were covered by roof felt and thus could not be found. 
Pressac’s argument must cause astonishment, though, since the roof/ceiling is 
of unplastered bare concrete on the inside. It should have been quite easy to 
determine the locations of the original openings — now allegedly sealed — from 
the interior, and it would also have been quite easy to reopen them at their 
original locations. 

Dr. Franciszek Piper, curator of the Auschwitz Museum, agreed with that 
when he stated in 1993 that the holes broken through the roof after the camp's 
liberation were put into the same locations as the original ones, since traces of 
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Figure 50: One of the four holes in the roof of the so-called “gas chamber” of 
Crematorium | crudely created in 1947 by the Polish Museum authorities. 


the old holes could be seen on the ceiling (Cole 1992, 28:22-28:35). No evi- 
dence exists for this, though, and since Dr. Piper wasn’t present back then (he 
was born in 1941), one wonders where he got this knowledge from, if not 
from mere wishful thinking 

The two cremation furnaces in the cremation room, as well as the chimney, 
which is without any functional connection outside the building, were built 
after the war as a reconstruction for propaganda purposes on the location of 
the original installations (Pressac 1989, p. 133). 

In the summer of 1992, the U.S.-American David Cole, who is himself of 
Jewish descent, recorded on video what he experienced during a visit to 
Auschwitz (Cole 1992). During that visit, he managed to interview Dr. Piper, 
who admitted on camera that the “gas chamber” shown to tourists today is not 
in its original state. On the other hand, Cole also documented, however, how 
the museum’s tour guides tell visitors that this room is in exactly the same 
condition as it was when it was used as a “gas chamber” during the war. This 
dishonesty of the Museum was the main reason why Cole’s documentary at- 
tracted a lot of public attention between 1993 and 1996. 

Evidently inspired by Cole’s video, the French journalist and vociferous 
opponent of revisionism Eric Conan wrote the following about these hitherto- 
concealed postwar manipulations (1995; cf. Faurisson 1995) 

“Another delicate subject: What to do with the falsifications left behind by the 

communist administration? In the 50s and 60s, several buildings which had 
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Figure 51: Inside the “gas chamber,” visitors can admire the toilet-drain pipes and 
marks of the toilet-stall walls on the floor from when the Crematorium | served as an 
air-raid shelter. 


disappeared or had been misappropriated were rebuilt with gross errors and 
displayed as authentic. Some, which were ‘too new,’ have been closed to the 
public. Not to mention the delousing gas chambers, which were sometimes 
presented as homicidal gas chambers. Those aberrations have helped the de- 
niers a lot, who took the essence for their legends out of them. The example of 
Crematorium I is typical. In its morgue, the first gas chamber was installed. It 
operated for a short period of time in early 1942. The blocking of this area, 
which was essential for the gassings, disturbed the operation of the camp. End 
of April 1942, it was therefore decided to move the deadly gassings to Birke- 
nau, where it was conducted on an industrial scale mainly with Jewish victims. 
The Crematory I was subsequently converted into an air-raid shelter with a 
surgery room. In 1948, when the museum was created, Crematory I was re- 
constructed in a supposed original state. Everything in it is false:"°°! the di- 
mensions of the gas chamber, the locations of the doors, the openings for 
pouring in Zyklon B, the furnaces, rebuilt according to the recollections of 
some survivors, the height of the chimney. At the end of the 70s, Robert 
Faurisson exploited those falsifications all the better because at that time the 
museum officials balked at admitting them." An American revisionist!" has 
shot a video in the gas chamber, still presented as authentic: one may see him 
questioning the visitors with his ‘revelations.’ [...] For the moment, things re- 
main as they are, and the visitors are not told anything. This is too complicat- 
ed. One shall see later what to do.”’ (Emphases added.) 


106 Tn the original: “Tout y est faux: [...]” 
107 See Thion 1980, pp. 316f.; Faurisson 198 1a, p. 335. 
108 Cole 1992; cf. Raven 1993; Cole 1993. 
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In view of these false “reconstructions” carried out after the war, the cultural 
historian Robert van Pelt arrived at the following, no-less-unequivocal conclu- 
sions in co-operation with Holocaust historian Deborah Dwork (1996, pp. 
363f.): 


“The architecture designed to enact the metamorphosis from Mensch to Un- 
termensch was intact when the Soviets liberated the camp in 1945. All traces 
of it were removed subsequently. The guidebook for sale in the bookstore does 
not mention the building [Crematorium I] at all. Perhaps the men and women 
who created the museum could not reconcile its implications with their ideolo- 
gy of a resistance: an ideology that denied total victimization. Perhaps it was 
simply a question of resources and the need for tourist services. Whether for 
doctrinal or practical reasons, the destruction of the original arrangement 
within the present visitor reception center is a postwar obfuscation and a loss. 
There have been additions to the camp the Russians found in 1945 as well as 
deletions, and the suppression of the prisoner reception site is matched by the 
reconstruction of Crematorium I just outside the northeast perimeter of the 
present museum camp. With its chimney and its gas chamber, the crematorium 
functions as the solemn conclusion for tours through the camp. Visitors are not 
told that the crematorium they see is largely a postwar reconstruction. 
When Auschwitz was transformed into a museum after the war, the decision 
was taken to concentrate the history of the whole complex into one of its com- 
ponent parts. The infamous crematoria where the mass murders had taken 
place lay in ruins in Birkenau, two miles away. The committee felt that a 
crematorium was required at the end of the memorial journey, and Crematori- 
um I was reconstructed to speak for the history of the incinerators at Birkenau. 
This program usurpation was rather detailed. A chimney, the ultimate symbol 
of Birkenau, was re-created; four hatched openings in the roof, as if for pour- 
ing Zyklon B into the gas chamber below, were installed, and two of the three 
furnaces were rebuilt using original parts. There are no signs to explain these 
restitutions, they were not marked at the time, and the guides remain silent 
about it when they take visitors through this building that is presumed by the 
tourist to be the place where it happened. ”’ 
This argument of the “usurpation” is dynamite, because it suggests that the 
events alleged to have taken place in Crematorium I, events described by wit- 
nesses Rudolf Héss, Pery Broad and a few others, actually never took place at 
this location. By declaring these prominent witnesses to be liars, van Pelt and 
Dwork undermine the credibility of all other witnesses from the very outset, 
including those from Birkenau. We wonder if the authors are aware of this. 
Cole’s video documentary with its many repercussions must have led to a 
change of heart among those responsible at the Auschwitz Museum. Nowa- 
days large signs in front of the crematorium at the Auschwitz Main Camp 
inform visitors vaguely about most of these structural changes by showing 
plans of the conditions during the war and today. Of course, most visitors will 


101 Germar Rudolf : The Chemistry of Auschwitz 


Figures 52 and 53: Two of the four former openings through the flat roof of the 
morgue of Crematorium | in Auschwitz Main Camp, visible at the ceiling. They 
probably served as ventilation openings for the air-raid shelter in 1944. They were 
closed after the war “for museum purposes,” because their location makes it obvious 
that they couldn’t have served as Zyklon-B-introduction holes. 


pay little attention to them and will continue to assume that the room shown to 
them was a gas chamber as labeled on those plans. 

So what exactly was the condition of this building while its morgue is said 
to have served as a homicidal gas chamber? 

It may at least be stated without fear of contradiction that the ceiling, exte- 
rior walls and pillars as well as the foundation of crematorium are in their 
original condition. If Zyklon-B-introduction holes and ventilation openings 
had existed in the reinforced-concrete roof, breaks in the reinforced-concrete 
structure would be visible from the interior in the corresponding places of the 
unplastered ceiling, since these cannot have been made to disappear without 
leaving visible traces. 

In addition to today’s Zyklon-B-introduction shafts there are indeed three 
locations in what is presented today as the “gas chamber,” where the concrete 
has been breached in a circular pattern, which indicates that these may have 
been circular holes. (See Figures 52f. for two examples; a fourth hole is locat- 
ed in the air lock; see Figure 54, 1-4, for their location.) 

The four openings in the concrete in existence today and presented as “Zy- 
klon-B-introduction shafts” (marked A to D in Figure 54) are neither plas- 
tered, nor have the remains of the cut steel reinforcement rods been removed 
in a workmanlike manner. The holes have been planked with wood and sealed 
with tar. Such poor workmanship reflects neither the care required in handling 
a poisonous gas, nor standard German workmanship. 

If the SS had put these holes in the concrete during the war, one must as- 
sume that they would have taken care to evenly distribute these holes in the 
ceiling of the original(!) morgue in order to ensure an even distribution of the 
Zyklon B inside the room. The shafts today, however, are only evenly distrib- 
uted in the ceiling of this room if one considers the washing room, which was 
only incorporated after the war(!), as an integral part of the morgue (“gas 
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Figure 54: Floor plan of the morgue (No. 4) of Crematorium | (situation in 1942, from 
Fig. 45) with surgery room (No. 2) and washing room (No. 3, with opening no. 4). A, 
B, C, D: location of current openings in the roof made after the war. 1, 2, 3, and 4: 
location of original openings of the air-raid shelter for ventilation and heating ducts, 
today closed.'°9 


chamber’; see Figures 45 and 49). The staggered arrangement of the whole 
makes sense only if the area of the air lock added in 1944 was not part of the 
original morgue. But that area was part of the morgue. 

Thus, the arrangement of today’s introduction holes makes sense only if 
they were created especially for their present status as a falsely dimensioned 
“reconstruction for museum purposes” after the war.''? This becomes even 
more evident from Figure 55, which shows the same section of Crematorium I 
as in Figure 54 as a 3D model, yet in the current state. This shows that the 
holes’ locations were chosen with precision in order that crossing pairs are 
equidistant to the nearest transverse wall, leading to all four holes being 
somewhat evenly distributed over this room. This is the decisive evidence that 
these holes were created with regard to the measurements of the accidentally 
enlarged morgue/“gas chamber,” and have nothing to do with the original 
morgue. 

As mentioned earlier, there are four circular spots of some 35 cm in diame- 
ter visible in the ceiling of Crematorium I, which at some point might have 
been holes going all the way through the roof. They have been crudely filled 
with plaster, but since the reinforcement iron bars have not been removed 
from these holes,’ these iron bars are rusting.'!” Due to this the plaster comes 
crumbling down, which the museum’s janitors diligently sweep away. Figure 


109 Following the pattern of Mattogno 2017a, p. 368. 

10 Bailer-Galanda 1991, p. 1, regarding Leuchter’s statements about Crematorium I: “2. He 
confuses museum reconstructions of the gas chamber, which are meant to give the observer 
an impression of the historical events, with real functioning gas chambers.” 

‘Il Since no Zyklon-B pellets were to be filled in through those holes, there was no need to 
remove the reinforcement bars. 

'2 Steel reinforcement rods in concrete are only practicable when the iron is deeply embedded 
in the concrete and therefore protected for decades against corrosion by the very durable al- 
kaline environment of the concrete, since concrete is only slowly carbonated by the carbon 
dioxide (COz) in the environment, resulting in a neutralization of its pH value. The rein- 
forcement rods in the ceiling of the morgue in question have been exposed to the air, and the 
thin patches of mortar of dubitable quality cannot protect it efficiently, so the pH value drops 
quickly (i.e., becomes less alkaline), particularly when rainwater containing CO2 penetrates 
the concrete; see the crack in Figure 52, which would quickly allow the entry of rainwater. 
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Figure 55: Distances of each hole in the morgue’s roof of Crematorium | (today’s 
situation) to the nearest traversal wall (Mattogno 2016f, p. 24). 


54 shows their location (1-4), together with the four openings added after the 
war “for museum purposes” (A-D). The walls shown are as they have been 
when the building’s morgue was allegedly used as a “gas chamber.” It is ob- 
vious that these circular openings, now closed, cannot have anything to do 
with alleged Zyklon-B-introduction holes: 

1. Hole 4 is located in the wash room, not in the morgue, which alone is said 
to have been misused as a “gas chamber.” 

2. Hole 1 is in a corner of the morgue where the air lock of the air-raid shelter 
was located (see. Figure 47), which for decades has been falsely labeled 
“victims’ entry.” It is therefore reasonable to assume that this hole as well 
as the others served as ventilation openings for the shelter. 

3. The steel reinforcement rods have not been removed from these holes. That 
would not have prevented them from being used as ventilation holes for a 
shelter, but it would have made it difficult to render the hole gasproof. 

4. The distribution of the three holes located within the morgue over the 
morgue’s roof/ceiling is so irregular that it can be ruled out with technical 
certainty that they served to distribute anything throughout the former 
morgue. 

5. Mainstream historiography claims that the openings were square or rectan- 
gular. These holes are circular. 

Based on all these arguments, it can be concluded with certainty that at the 

time of the alleged use of this room as a “gas chamber,” there were no open- 

ings for the introduction of Zyklon B. 

Furthermore, there was no direct access to the “gas chamber” from the out- 
side. The victims would have had to enter through the corpse room (laying-out 
room), or through the furnace room. They would, therefore, have had to file 
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past the corpses of their already-murdered | i / ibe ive 
companions in misery — truly a macabre spec- a | 

; aq] 
tacle. There could be no successful deception ii SS 
of the victims and camouflage, nor could there ro 


be any hope of willing co-operation or acquies- 
cence on the part of the inmates under such 
circumstances. 

Another remarkable feature of the room un- 
der consideration results from German wartime 
blueprints: The door between the morgue and 
the furnace room was a door swinging both 
ways. It can be seen both on a construction 
blueprint of November 30, 1940, when the 
room undoubtedly was planned as a morgue, 
and on another blueprint of April 1, 1942 (see 
Figure 56), at a time when the room supposed- 
ly served as a homicidal gas chamber. 

This door was still there when the cremato- 
rium was taken out of commission in the sum- 
mer of 1943, as results from a blueprint of the Se bi eee oe 
building for its conversion to an air-raid shelter Figure 56a&b: Swinging door 
dated September 21, 1944 (Figure 47, p. 93).'!?__ between morgue (bottom) and 


: furnace room (top) in 
When the camp was liberated, that door had Crematorium (ai Auschwitz 


=a 
Pine wap deal odd 


Rt tive 


bar 


been walled up, though, hence the conversion sections from blueprints of 
plan did not fully agree with the actual changes _— Nov. 30, 1940 (top) and April 
implemented. 10, 1942 (Mattogno 2016e, 


pp. 107, 111). 


Such a swinging door makes perfect sense 
when moving heavy loads through that door 
(e.g. corpses). Yet it is technically impossible to make such a door gas-tight 
and to lock up behind it a crowd of hundreds of panicking people. 

A number of testimonies indicate that gas-tight, panic-proof were allegedly 
installed there at the time. For instance, former SS Rottenfiihrer Pery Broad 
wrote in this regard in a report dated July 13, 1945 (Bezwinska/Czech 1984, p. 
176): 

“Suddenly the door was closed. It had been made tight with rubber and se- 

cured with iron fittings. Those inside heard the heavy bolts being secured. 

They were screwed to [sic] with screws, making the door air-tight. A deadly, 

paralysing terror spread among the victims. They started to beat upon the 

door, in helpless rage and despair they hammered with their fists upon it.” 


Rudolf Héss’s autobiography shows only indirectly that the doors must have 


'I3 Nov. 30, 1940: RGVA, 502-1-312, p. 135; April 10, 1942: RGVA, 502-2-146, p. 21; Sept. 21, 
1944: 502-2-147, p. 20, although its orientation is inverted. 
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been very robust, because (ibid., p. 93): " iY 
“When the powder [sic; Zyklon B] was_ |; 
thrown in[to the gas chamber], there were 
cries of ‘Gas!’, then a great bellowing, 
and the trapped prisoners [Russian PoWs 
to be gassed] hurled themselves against 
both the doors. But the doors held.”’ 
H6ss moreover speaks repeatedly of the 
doors being “screwed” shut, (ibid., pp. 96, 
115, 134), which points to a door with 
massive steel fixtures not found on usual 
doors. 
While interrogated in preparation of the 
first Frankfurt Auschwitz Trial, defendant 
Hans Stark made the following statements 


in his deposition about the doors of that Figure 57: Section from a 

room:!!4 construction drawing for a gas-tight 

door. Steel anchor of the frame of 
a sturdy, gas-tight steel door. 


“As early as the autumn of 1941, gas- 
sings were carried out in a room of the 
small crematorium, the room having been fitted for that purpose. It could take 
in some 200-250 people, was higher than a normal living room, had no win- 
dows and only one door that had been made [gas] tight and had a lock like the 
door of an air-raid shelter.” 


Finally, as a late witness — and therefore less credible — we have the former 
Polish Auschwitz inmate Stanistaw Jankowski, who stated regarding the doors 
in that room in a deposition October 3, 1980 (Pressac 1989, p. 124): 

“The two thick wooden doors of the room, one in the side wall, the other in the 

end wall, had been made gas-tight.”’ 
Regardless of whether we are dealing with a solid wooden or even a steel 
door, the frame of such a door needs to be designed to withstand a panicked 
crowd. This means that the frame must be firmly anchored in the wall. Figure 
57 shows a section from a construction drawing of a German company that 
offered massive gas-tight steel doors to the Auschwitz Central Construction 
Office. The enlargement shows a hoop steel anchor with a so-called dovetail 
going some 14 cm (5.5 inches) into the wall.'!° Needless to say, the wall itself 
had to be considerably thicker than 14 cm. 

Turning to the war-time floor plans of this morgue, we see that the wall 
separating the morgue from the adjacent washroom and the wall separating it 
from the furnace room were both very thin: 15 cm, which is the width of a 


'l4 Minutes of interrogation of Hans Stark, Cologne, April 23, 1959. Zentrale Stelle der Landes- 
justizverwaltungen, Ludwigsburg, ref. AR-Z 37/58 SB6, p. 947. 
5 RGVA 502-1-354-8; July 9, 1942; see Rudolf 2019, p. 326. 
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standard brick (plus some plaster on both 
sides of it; see Figure 58). Hence, these 
walls consisted only of one row of bricks 
set lengthwise. The wall separating the 
morgue from the furnace room consisted 
of two such walls with a gap of some 30 
cm in between (for thermal insulation). 

It is not possible to set a steel anchor 
into bricks. In such a case, bricks have to 
be removed, and then the anchor placed 
into a block of cement/concrete. However, 
since these walls consisted only of one 
row of bricks, removing a brick to place 
an anchor embedded in cement in its stead 
would have left this chunk of cement held 
in place by nothing more than the bricks 
on top and at the bottom of it. Such a 


Figure 58: Section enlargement of 
the inventory plan of Crematorium I, 
chunk would have become loose very gated April 10, 1942. (RGVA, 502- 


quickly. Any forceful shaking of the door 2-146, p. 21; Mattogno 2016e, p. 


111). The added grey circles 


would have dislodged those anchors, bent highlight the walls’ width of 15 cm. 


the frame, and made the frame including 
the door fall out of the wall sooner or later. 

In other words, the meager thickness of these walls conclusively proves 
that no sturdy, panic-proof door of any kind could have been installed in them. 

The only option left for the traditionalists is to claim that these walls were 
reinforced to a much thicker width at the very moment the morgue is said to 
have been converted into a homicidal gas chamber, meaning in September 
1941. Yet no evidence exists for this neither in the documental record nor in 
witness testimonies known to me. 

Pressac’s unfounded claim that the room was equipped with a gas-tight 
door in 1941 to make the room fit for its claimed use as an execution gas 
chamber (1989, p. 131) is therefore obviously wrong. His reference to a 
wooden door without a peephole, which is still being kept in Crematorium I, is 
misleading (ibid.). As Mattogno has demonstrated, this door was found among 
the ruins of Crematorium V and is today merely stored in Crematorium I 
(Mattogno 2016e, p. 138), just like a wooden air-raid-shelter door clad with 
some sheet metal (like the one shown in Figure 48), which was perhaps meant 
to be fitted into the door opening leading to the former furnace room when the 
building was converted to an air-raid shelter, but which was not used due to 
the opening having been walled up instead (ibid., p. 137). 

The lack of a direct access to the “gas chamber,” the evident unsuitability, 
for a homicidal gas chamber, of the swinging door between this room and the 
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furnace room as well as the technical impossibility of installing sturdy panic- 
proof doors in the thin partitions of this room prove Robert Faurisson right 
who expressed the problem of the doors in this building succinctly with the 
following words: 


, 


“No doors, no destruction.’ 


5.4. “Gas Chambers” in the Birkenau Camp 
5.4.1. Crematoria II and II 
5.4.1.1. Point of Departure 


These crematoria are entirely comparable in size, equipment, and manner of 
construction to other similar installations built in the Third Reich at that time, 
as well as with those built today.'’® In this connection, reference is made to the 
trial of the builder of the cremation installations in Birkenau Camp. In 1972, 
the court acquitted the two defendants, master builder W. Dejaco and master 
builder F. Ertl, since suspicion of aiding and abetting in mass murder could 
not be sustained. An expert report prepared for this trial and based on the sur- 
viving blueprints and documents on the construction of the crematoria led to 
the conclusion that these buildings could not have been used or modified so as 
to serve as instruments of mass murder (see Paragraph 4.4.1.3). 

In an interview with Walter Liiftl, one of the master builders at Auschwitz, 
senior engineer Walter Schreiber, the former supervisor of Dejaco and Ertl, 
stated as follows on the planning of these crematoria:'"” 

“Liiftl: In which areas were you active? 

Schreiber: As senior engineer, I inspected the civil project of the Huta Corpo- 
ration and negotiated with the Central Construction office of the SS. I also 
audited the invoices of our firm. 

: Did you enter the camp? How did that happen? 
/ Yes. One could walk everywhere without hindrance on the streets of the 
camp and was only stopped by the guards upon entering and leaving the 


“Am 


camp. 
. Did you see or hear anything about killings or mistreatment of inmates? 
S.: No. But lines of inmates in a relatively poor general condition could occa- 
sionally be seen on the streets of the camp. 
L.: What did the Huta Corporation build? 


bh 


'16 The present writer has before him a sketch of the ground plan of the crematorium, built in 
1939, of the Sachsenhausen concentration camp, which is similar in design and dimensions 
to Crematoria II and II at Auschwitz, yet no mass murders are alleged to have occurred at 
Sachsenhausen. Compare with this the construction design of modern crematoria: Boehlke 
1974, in particular, the crematorium plan on p. 117, including a doctor’s office; cf. Neufert 
1962, pp. 423f. 

'I7 Rademacher 2004. Schreiber was the Supervising Engineer at the Kattowitz branch of the 
Huta Corporation, which built the crematoria at Birkenau. He died in 1999. 
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Figure 59: The finished Crematorium Ill. Photo taken in spring of 1943 by SS 
Unterscharftihrer Dietrich Kamann. Source: Yad Vashem Photo Archive, ref. 7741/4. 


S.: Among other things, Crematoria II and ITI with the large morgues. 

L.: The prevalent opinion (considered to be self-evident) is that these large 
morgues were allegedly gas chambers for mass killings. 

S.: Nothing of that sort could be deduced from the plans made available to us. 
The detailed plans and provisional invoices drawn up by us refer to these 
rooms as ordinary cellars. 


L.: Do you know anything about introduction hatches in the reinforced con- 
crete ceilings? 

S.: No, not from memory. But since these cellars were also intended to serve 
as air-raid shelters as a secondary purpose, introduction holes would have 
been counter-productive. I would certainly have objected to such an ar- 
rangement. 

L.: Why were such large cellars built, when the groundwater level in Birkenau 
was so extremely high? 

S.: I don’t know. Originally, however, above-ground morgues were to be built. 
The construction of the cellars caused great problems in water retention 
during the construction time and sealing the walls. 
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Figure 6 60: Grune peas of Pieris 1 ‘alleged 

“gas chamber’) of Crematoria II and III (mirror 

symmetrical) in Auschwitz II/ Birkenau camp. 

(Pressac 1989, p. 327; numbers and letters in 

circles added) 

a: Morgue 1/ “gas chamber,” 30x7x2,40 m 

: Morgue Il/undressing room, 49,5x7,9x2,3 m 
rooms resulting from partition of former Morgue 3 
Corpse lift to the oven room on ground floor 


Concrete pillars 
Concrete beam 
Cellar entrance built later 


b 

C 

d: 

e: Ventilation outlet channel 

i 

g 

h: 

1-3:Sample taking locations of Samples 1-3 


Figure 61: Cross-section of Morgue #1 (alleged “gas chamber’) of Crematoria II and 
Ill (mirror symmetrical) in Auschwitz Il/Birkenau Camp (Pressac 1989, p. 329; 
numbers added). 1: ventilation outlet; 2: ventilation inlet; 3: soil 


L.: Would it be conceivable that you were deceived and that the SS neverthe- 
less had gas chambers built by your firm without your knowledge? 

. Anyone who is familiar with a construction site knows that is impossible. 

- Do you know any gas chambers? 

: Naturally. Everyone in the east knew about disinfestation chambers. We al- 
so built disinfestation chambers, but they looked quite different. We built 
such installations and knew what they looked like after the installation of 
the machinery. As a construction firm, we often had to make changes ac- 
cording to the devices to be installed. 


vann 
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Figure 62: Morgue #1 of Crematorium II in Birkenau, collapsed roof, February 1997. 
Background: the collapsed crematorium building to the right, the memorial to the left. 
Foreground: The last of the seven concrete pillars poking through the roof. A meter or 
so to the left: a hole chopped through the roof to gain access to the area below (see 
Figure 84, p. 139). (February 1997) 
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Figure 63a: Morgue #1 of Crematorium Il in Birkenau, collapsed roof, February 1 997. 
Background: the collapsed crematorium building Foreground: Heavily destroyed roof 
section of the morgue. (February 1997) 
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: When did you learn that your firm was supposed to have built gas cham- 
bers for industrial mass killing? 
: Only after the end of the war. 
: Weren’t you quite surprised about this? 
S.: Yes! After the war, I contacted my former supervisor in Germany and 
asked him about it. 
L.: What did you learn? 


ie 
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Figure 64: Morgue #1 of Cre 


65 


ollapsed roof, somewhat intact 


orium II in Birkenau, c 


rear section. Left: square-shaped hole chiseled through the roof after its destruction, 
with reinforcement bars merely bent back (see Figure 86, p. 142). (February 1997) 


S.: 


“IN 


‘”N 


He also only learned about this after the war, but he assured me that the 
Huta Corporation certainly did not build the cellars in question as gas 
chambers. 


: Would a building alteration be conceivable after the withdrawal of the Hu- 


ta Corporation? 


: Conceivable, sure, but I would rule that out on the basis of time factors. Af- 


ter all, they would have needed construction firms again, the SS couldn't 
do that on their own, even with inmates. Based on the technical require- 
ments for the operation of a gas chamber, which only became known to me 
later, the building erected by us would have been entirely unsuitable for 
this purpose with regard to the necessary machinery and the practical op- 
eration. 


- Why didn’t you publish that? 
: After the war, first, I had other problems. And now it is no longer permit- 


ted. 


: Were you ever interrogated as a witness in this matter? 
: No Allied, German, or Austrian agency has ever shown an interest in my 


knowledge of the construction of Crematoria II and II, or my other activi- 
ties in the former Generalgouvernement [German occupied Poland]. J was 
never interrogated about this matter, although my services for the Huta 
Corporation in Kattowitz were known. I mentioned them in all my later 
CVs and employment applications. Since knowledge about these facts is 
dangerous, however, I never felt any urge to propagate it. But now, as the 
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Figure 65a: Morgue #1 of Crematorium II in Birkenau, collapsed roof, somewhat 
intact rear section still accessible. Top right: The last of the seven concrete pillars 
poking through the roof. A meter or so to the left: a hole chiseled through the roof to 
gain access to the area below (see Figure 84, p. 139). (February 1997) 
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Figure 65c (top): The same crack 
as in the left photo, from beneath. 
Figure 65b (left): Section 
enlargement of the above photo 
showing a major crack in the roof. 


lies are getting increasingly bolder and contemporary witnesses from that 
time like myself are slowly but surely dying off, I am glad that someone is 
willing to listen and to write down the way it really was. I have serious 


heart trouble and could die at any moment; it’s time now.” 


Prof. van Pelt has stated as follows on Crematorium II:!!® 


“Auschwitz is like the holy of holies. I prepared years to go there and to have 
a fool [Leuchter] come in, come in completely unprepared, it’s sacrilege. 


'l8 van Pelt’s testimony in Errol Morris’s documentary movie Mr. Death, internet version; time 
given in [min:sec:frame]. 
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Figure 66: Morgue #1 of Crematorium II in Birkenau, collapsed roof, somewhat-intact 
rear section still accessible. Center: The last of the seven concrete pillars poking 
through the roof. A meter or so to the left: a hole chopped through the roof to gain 

access to the area below (see Figure 84, p. 139). (February 1997) 


, 


Somebody who walks into the holy of holies and doesn’t give a damn.’ 

[00:40:59-00:41:20] 

“Crematorium II is the most lethal building of Auschwitz. In the 2,500 square 

feet of this one room, more people lost their lives than any other place on this 

planet. 500,000 people were killed. If you would draw a map of human suffer- 
ing, if you created a geography of atrocity, this would be the absolute center.” 

[00:55:44-00:56:15] 

Van Pelt’s testimony emphasizes the importance of Crematorium II (and 
Crematorium IL, built as a mirror image of Crematorium II, although alleged- 
ly not used quite as intensively), which will be discussed in the following. 

A special, separate morgue with better ventilation was then used, as is usu- 
al today, as a laying-out room for the victims of possible epidemics. This cel- 
lar is designated as an “Jnfektionsleichenkeller’ (infection-corpse morgue) in 
the technical literature. Figure 60 is the floor plan of Morgue #1 (alleged “gas 
chamber”) of Crematorium II, which was designed mirror-symmetrically to 
Crematorium III. Figure 61 shows the cross section through Morgue #1 (vari- 
ous blueprints in Pressac 1989, pp. 319-329). As may be seen from the cross 
section, these morgues are located almost completely below ground. The long 
and narrow type of construction, the underground location, as well as the lack 
of communication with the cremation rooms result in an even, cool tempera- 
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Figure 67: Morgue #2 of Crematorium II (February 1997). 


ture in these areas. This corresponds to them having been planned as morgues, 
which is how they are labeled in the blueprints. 

The planning of such large cellars is not astonishing when one considers 
that several hundred inmates a day had succumbed during the worst periods of 
the epidemics raging in Auschwitz, and that these corpses had to be stored 
somewhere at least temporarily. The compelling interpretation of the original 
design of these rooms as harmless morgues is shared even by Pressac (ibid., p. 
264). 

The documentation reproduced by Pressac shows that these installations 
were derived from an earlier 1941 plan for a new crematorium in the Main 
Camp (ibid., p. 183). The access road to the crematoria in Birkenau was locat- 
ed on the side of the chimney wing (see Figure 69). The original plan for the 
Main Camp, however, provided for an access road on the other side of the 
building. Moreover, the high groundwater level of the terrain in Birkenau did 
not permit location of the morgue completely underground.''? The cellars 
were therefore raised a little to prevent them from floating on the groundwa- 
ter. Together with the layer of earth on top of the cellars, these had thus be- 
come insurmountable for vehicles and carts. Direct access to the cellars from 
the outside was therefore blocked. For this reason, an additional flight of stairs 
was incorporated to the office rooms of Morgue #3 as well as a flight of stairs 
at the end of Morgue #2 (see Figure 69). 


"19 See Gartner/Rademacher 2003; Mattogno 2003a; both reprinted in Part 3 of Mattogno 
2016g. 
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Possibly as a result of the dramatically altered military situation after the 
German defeat of Stalingrad in the winter of 1942-43, all construction plans 
were reduced in costs and manpower requirements wherever possible. Maybe 
as a result of this, the new stairways did not have corpse chutes as the old 
stairway. Several other cost-reducing changes were made on Crematorium 
IlI.!°° Defects in the quality of the cheap material used for Crematoria IV and 
V might have contributed to their early breakdown (see next chapter). 

The original basement stairways with corpse chutes of Crematoria II and 
Il had already been finished by then, although they might not have been used 
a lot, since there was no direct access from the road. That these stairs were 
built at all indicates a hasty modification of the old plans for the Main Camp 
to the new situation in Birkenau. 

The walls of the morgue consist of double brick masonry with a layer of 
waterproofing in between for insulation (ibid., pp. 325, 327). The interior 
walls are plastered with a hard, cement-rich material, the ceiling and support 
pillars of reinforced concrete show the marks of wooden planking and are 
therefore not plastered. The roof, made of reinforced concrete, is insulated on 
the outside by a layer of tar, which is protected from environmental and me- 
chanical damage by a rather thin, screed-like layer of cement covering it. The 
layers of tar both on top of the roof as well as between the two brick walls 
were indispensable as a water barrier due to the high groundwater in the 
swampy region of Birkenau. Both morgues had several drains. 


5.4.1.2. The Search for “Criminal Traces” 


Jean-Claude Pressac was the first Western researcher to dig through the moun- 
tains of documentation at the Auschwitz Museum and later through the docu- 
mentation of the Central Construction Office stored in Moscow. He was also 
the first to create the now-widely used term “criminal trace.” Due to the total 
absence of documents proving the erection of homicidal “gas chambers,” 
Pressac resorted to a semantic trick by attributing criminal significance to 
harmless documents which were said to constitute circumstantial evidence that 
something was not quite right about the crematoria at Auschwitz. Based on the 
progress in research, however, all these “criminal traces,” which were com- 
piled by Pressac and others using sometimes fantastic cerebral acrobatics, 
have collapsed (cf. esp. Mattogno 2019, pp. 27-205). The most-notable of 
them are listed and briefly refuted in the following. (Page numbers in paren- 
theses refer to Pressac 1989.) 


!20 On the costs and overview of the design of Crematoria II and III see Pressac 1989, p. 187, as 
well as Documents If. in the Appendix. 


117 Germar Rudolf: The Chemistry of Auschwitz 


5.4.1.2.1. New Cellars Stairways 


Fact_1: Additional access ways via stairways from the outside were later 
incorporated into the cellars of Crematoria II and III. 

Incorrect additional allegation: The corpse chute at the old, original stair- 
way entrance was demolished. '*! 

Incorrect _conclusion: The construction of new stairways without corpse 
chutes with the simultaneous demolition of the original corpse chute could 
mean only one thing: no more corpses were to go sliding into the cellars but 
rather people who were still able to walk down a few steps. Hence, they had to 
be alive while entering, and were killed after they had entered the building 
(pp. 213, 218).'”! 

Correct conclusion: The new stairways were necessary based on the altera- 
tion in the plans, see the previous chapter. This is supported by the heading of 
the plan for the new stairways: “Change of cellar access to road side” (pp. 
183f., 302f.).'"" The corpse chute, furthermore, wasn’t even demolished. In 
fact, it appears in all following plans as shown by Pressac himself: 

—Plan 2136 of the Central Construction Office of 22 February 1943 for 

Crematorium II (p. 305); 

— Plan 2197 of the Central Construction Office of 18 March 1943 for Crema- 

torium IT (p. 307); 

— Plan 109/15 of the firm Huta of 24 September 1943 for Crematoria II and 

ILI (p. 327); 

— Plan 109/16A of the firm Huta of 9 October 1943 for Crematoria II and HI 

(p. 328). 

Moreover, Crematoria If and III were undoubtedly used during their entire 
period of operation for the temporary storage of the bodies of persons having 
died of “non-genocidal” causes (epidemics, exhaustion, age, execution etc.), 
awaiting cremation, which amounted to many thousands of bodies, after all. If 
it were true that stairways without chutes could only be used by living persons 
still capable of climbing stairs on their own, then one might be permitted to 
ask: how did the corpses of persons having died of “non-genocidal” causes get 
into the morgue (or wherever they were stored)? Of course, they were carried, 
and sometimes certainly even a few steps up and down — and not only inside 
the crematorium, but also on the way from where they had died to the crema- 
torium. It was therefore possible to get corpses into a building without a chute. 
Missing chutes therefore do not prove that only living people could end up 
there. The fact that the SS did not build a new corpse chute by the new stair- 
way can probably be explained by the fact that the costs of the crematorium 
were running out of control due to the constant changes in plans, and because 
it was desired or necessary to keep the costs down. 


21 Gray 2000, §7.61, 13.76, 13.84. 
'22 With regard to the original plans by Walter Dejaco, see Pressac 1993, Document 9. 
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with easy access "4 completely 
from three sides underground 


Figure 68: Schematic location of the new crematorium as originally planned for the 
Auschwitz Main Camp. 
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Figure 69: Schematic location of Crematorium II, altered plan. To adjust it to the 
higher location of the morgue and the access in Birkenau from the other side 
(mirroring Crematorium III). 


5.4.1.2.2. Gassing Cellar, Undressing Room, and Showers 
Fact 1: There are documents of the SS Central Construction Office which 
mention an “Auskleidekeller” (stripping room) in Crematorium II (pp. 433ff.). 
Fact 2: There is a document which mentions a “Vergasungskeller” (gassing 
cellar,) in Crematorium II (p. 432, letter by Karl Bischoff, head of the Central 
Construction Office, of Jan. 29, 1943): 
“The planking of the reinforced concrete ceiling of the corpse cellar (referring 
to Morgue #2] could not yet be stripped because of the effect of frost. This is, 
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Figure 70: Morgue #1 of Crenatoriim lil, with its roof are demolished (February 
1997.). 


however, of no importance, because the gassing cellar can be used for this in- 

stead.” 

Fact_3: There is a document which lists “J4 Brausen” (14 showers) for 
Crematorium III (p. 430). 

Fact 4: Pieces of wooden planking left in the underside of the ceiling of 
Morgue #1 in Crematorium II are visible even today (p. 488). 

Incorrect conclusion: Morgue #1 of Crematoria II & III was built as a hom- 
icidal “gas chamber,” equipped with “false” shower heads, which were fas- 
tened to the pieces of wood left in the concrete and used to deceive the vic- 
tims; Morgue #2 was used as the undressing room for the victims. '”* 

Correct_conclusions: The term “Vergasungskeller” does not clarify, in 
which way “gas” and “cellar” are linked here: for homicidal, for disinfesta- 
tion, or for other purposes. The meaning of this term cannot be reconstructed 
with precision, because the correspondence to which this letter refers has been 
“lost,” although the majority of all the other documents of the Central Con- 
struction Office has been preserved. From a memo of the Topf firm written on 
February 17, 1943, it can be deduced, however, which room was meant:!** 


'23 See the four pages in Pressac 1989 just mentioned; Gray 2000, $13.69, 13.82. 

'24 First mentioned by Pressac 1996. The document was made available in a brochure in 2005 
prepared for an exhibition on Topf & Sdéhne in Germany in the context of a Holocaust- 
memorial exhibition at the Berlin Holocaust Museum, which took place from January to 
April 2006. It is reproduced online at www.codoh.com/library/document/879; and in print in 
Butz 2015, p. 478. 
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“Herr Schultze called and informed us as follows: The aeration blower no. 

450 for the gas cellar [Gaskeller] cannot be found there [i.e. at Auschwitz], 

although it is said to have been shipped by us.” 
The terms “Gaskeller” and “Vergasungskeller” were obviously used for the 
same room, and from the ventilation system described in this document it 
derives that it was Morgue #1. It is evident, however, that these terms were 
not used in connection with a top-secret mass-extermination program, because 
Schultze’s phone call about the “gas cellar” was made to a civilian company, 
and Bischoff’s letter containing the term “gassing cellar” was prepared in 
several copies and dutifully filed away. Orthodox historians nonetheless make 
the unfounded claim that these were “slip-ups” or “mistakes” deviating from 
the otherwise-maintained rules of secrecy, including a “code language.” 

It derives from Bischoff’s letter that the “gassing cellar” — Morgue #1 — 
could take on the role of the other, not yet operational morgue. Orthodox his- 
toriography has it that the words “can be used for this” referred to the undress- 
ing of the victims, which was to be carried out in the homicidal gas chamber 
instead of Morgue #2. However, the letter continuous by stating that the venti- 
lation system had not yet been delivered due to freight restrictions, and that 
this system will be ready on February 20. Why would anyone have forced the 
alleged gassing victims to temporarily undress in the claimed homicidal gas 
chamber, if they could not be gassed at all due to the missing ventilation sys- 
tem? 

In addition, it would have been no problem at all for any alleged victims to 
undress themselves in a room still containing planking on the ceiling. This 
reference makes more sense for a room planned to be used as a morgue, which 
was not to be filled with corpses for several days in order to avoid them hay- 
ing to be carried around again, once the planking was to be removed. 

As A.R. Butz rightly pointed out, the technical term “gas cellar” usually re- 
ferred to a gas shelter during the war, i.e., to a room providing safety from air 
raids with poison gas (Butz 2015, pp. 473f.). Samuel Crowell has thoroughly 
documented the German wartime regulations for the construction of air-raid 
shelters (1997a&b, 2011), which made their inclusion in new structures oblig- 
atory. Since Crematoria II & III were the only solid structures with basements 
in the Birkenau Camp, it is logical to assume that at least one room in the 
basements of these buildings was designed to serve as a gas-tight air-raid shel- 
ter in case of need. As we have seen before, this was also confirmed by the 
senior engineer involved in the construction of these buildings (see p. 107). 
Hence, the use of the term “Vergasungskeller” in the document mentioned 
above may simply have been a misnomer for “Gaskeller.” Mattogno has 
pointed out, though, that no document indicates that any of the morgues was 
equipped as auxiliary air-raid shelters (2000b). He opines that the term “gas- 
sing cellar” originates from the disinfestation wing of Buildings 5a and 5b, 
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which was also called “gassing room,” meaning that the basement room in 
question was temporarily planned to serve as an auxiliary delousing chamber 
(2019, pp. 57-59). 

Regarding the alleged fake showers, it should be kept in mind that by the 
1940s no neat plastic dowels existed yet. There was therefore only one way to 
fasten installations to bare concrete walls and ceilings: conical pieces of wood 
were cast into the concrete, onto which electrical lines, lamps, water pipes, 
and other installations were screwed tightly. The existence of such pieces of 
wood in the ceiling of Morgue #1 does not prove that shower heads were fas- 
tened there. It is more probable that lamps or electrical lines were installed 
there. 

Nor is there any proof that the “showers” mentioned in the document were 
“false,” as stated by Pressac. In actual fact, the Central Construction Office 
temporarily considered expanding the Birkenau crematoria into hygiene cen- 
ters equipped with disinfestation installations, inmate showers and undressing 
rooms, but nevertheless later drastically downsized these plans. Carlo Mat- 
togno has produced extensive documentation in support of this argument, 
which I will summarize here (Mattogno 2000b; 2019, pp. 134-142): 

At the behest of the garrison physician, a thoroughgoing program was 
launched at Birkenau in early May 1943 with the official designation “Special 
measures for the improvement of the hygienic installations.” The official order 
for this arrived at Birkenau on May 14, 1943,'?° yet measure for the urgently 
needed improvement of the camp’s hygienic conditions were evidently taken 
already prior to the issuance of that order. 

For instance, in an “itemization” by the Topf Company dated 13 April, 
1943 concerning requested metals to be used in the construction of certain 
machinery for Crematorium II at Auschwitz, the following item appears:'*° 


, 


“2 Topf disinfestation furnaces for Crema II in the PoW Camp Auschwitz.’ 
On May 13, 1943, the head of the Auschwitz Central Construction Office, 
Karl Bischoff, drew up a “Report on the work scheduled for immediate action 
program at PoW camp Auschwitz,” with which the civilian employee Jahrling 
was charged with installing the “the showers in the undressing room of Crem- 
atorium III.”!?7 

On May 15, Bischoff sent the following “urgent telegram” to the Topf 
Company:'”8 


'25 Karl Bischoff, letter to Hans Kammler, May 16, 1943, RGVA, 502-1-83, pp. 309-311; as 
well as a file memo by Werner Jothann of Oct. 5, 1943. RGVA, 502-1-83, p. 77. For a de- 
tailed description of the history and scale of this program see Mattogno 201 6d, esp. pp. 60- 
62. 

!26 4APMO, BW 30/34, p. 47; see Document 3 in the Appendix. The Topf Company also pro- 
duced hot-air-disinfestation devices. 

27 RGVA, 502-1-83, p. 338. 

28 APMO, BW 30/34, p. 40; similar a report by Bischoff to Kammler of May 16, 1943, RGVA, 
502-1-83, p. 311. 
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“On Monday bring the overdue warm water project for approximately 100 
showers. Installation of water heater or boiler in the still-under-construction 
trash incinerator in Crematorium III or flue for the purpose of utilizing the 
high temperature of the emissions.” 
On June 5, 1942, Topf sent Drawing D60446 to the Central Construction Of- 
fice “regarding the installation of the boilers in the trash incinerator.” This 
project involved the installations intended for Crematorium II.'” 

In an undated “questionnaire” apparently written in June 1943 regarding 
the Birkenau crematoria, in answer to the question, “Are the exhaust gases 
utilized?,” the head of the Central Construction Office, Bischoff, responded: 
“planned but not carried out,” and in response to the following question: “If 
yes, to what purpose?,” Bischoff answered: “for bath facilities in Crematorium 
I and IIt.””"*° 

Finally, there is an invoice from the firm VEDAG, Vereinigte Dachpap- 
pen-Fabriken Aktiengesellschaft (United Roofing-Felt Factories, Incorpo- 
rated) dated July 28, 1943, with the subject “Auschwitz-crematorium” refer- 
ring to “completed sealing work for the disinfestation facility” (emphasis 
added) which was carried out between May 21 and July 16, 1943.'*! 

The two Topf disinfestation furnaces were later actually installed in the 
Zentralsauna, and the project of installing 100 showers in Crematorium III 
(and in Crematorium IJ) were later drastically downsized to only 14 showers. 

Since, as was shown in Subsection 5.2.2, the installation of hygiene centers 
with showers, disinfestation, undressing and dressing rooms and adjacent 
crematoria is not at all unusual, the “traces” adduced by Pressac and van Pelt 
turn out to have been incorrectly interpreted. 


5.4.1.2.3. “Gas-tight Doors” for Crematorium II 


Fact_1: Morgue #1 in Crematorium II was equipped with gas-tight doors 
with a peephole (pp. 434-436). 

Fact 2: An initially planned double door opening to the inside of Morgue 
#1 was replaced by a single door opening to the outside (pp. 285, 302). 

Incorrect conclusion 1: Morgue #1 in Crematorium II was converted into a 
homicidal “gas chamber,” equipped with a gas-tight door sporting peepholes 
to observe the victims’ demise. '*” 

Incorrect conclusion 2: Doors opening to the inside of Morgue #1 would 
have been blocked by gassing victims piling up in front of it so that the doors 
could not have been opened. Realizing this, the SS changed the doors to open 
to the outside. 


129 RGVA, 502-1-336 (page number illegible). 

130 RGVA, 502-1-312, p. 8. 

131 RGVA, 502-1-316, p. 431, “Zweitschrift” in 502-1-323, p. 137. 
'32 Pressac 1989, pp. 436ff.; Gray 2000, $13.84; Green 2001, p. 6. 
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Correct conclusions 1: 
Even if a peephole was not 
entirely necessary for a disin- 
festation chamber, it has nev- 
ertheless been proved that the 
disinfestation-chamber doors 
installed in Auschwitz were 
also equipped with just such 
peepholes, as shown in the 
photograph reproduced here 
(Figure 71; see Pressac 1989, 
pp. 46-50). Peepholes were in 
fact required for all disinfesta- 
tion doors, because anyone 
entering a disinfestation cham- 
ber had to be observed by an- 
other person from the outside 
in order that, in case of an 
accident, help could be provid- 
ed immediately.'** 

One document indicates : \ 
that gas-tight doors measuring — 2 ila AG EA 
100 cm x 192 cm were ordered Figure 71: Wooden disinfestation-chamber door 
for Morgue #1 (the “gas at Auschwitz, rendered provisionally gas-tight 
chamber”) of Crematoria II with peephole and metal protection grid. This is 
what the gas-tight doors for the homicidal “gas 


134 : 
and Ill." But since the same chambers” are supposed to have looked like. 
kind of door was also ordered Note the extremely flimsy lock. 


for the inmate sauna in build- 
ing BW Sa (for hygienic and health reasons the inmates had a sauna, see Fig- 
ure 40), this merely shows that gas-tight doors do not prove any homicidal 
intent per se.'*° 

On the delivery plan, i.e., the final plan for Crematorium II, the size of the 
doors is drawn in as 190 cm x 170 cm, 30 cm less-wide than on older plans. 
Hence this gas-tight door would not have fit.'*° Based on the ruins, it must be 
possible even today to establish whether the door was possibly walled in to 


'33 §S-Hauptsturmfiihrer Eduard Krebsbach, SS garrison physician of the Mauthausen Camp, 
“Dienstanweisung fiir die Bedienung der Blausdiure-Entwesungskammer im K.L.M. Unter- 
kunft Gusen,” Feb. 25, 1942; Offentliches Denkmal und Museum Mauthausen. Archive, M 
9a/1; reproduced in C. Mattogno 2004c, p. 152. 

134 Pressac 1989, p. 436. In the inventory list on p. 430, a handwritten entry mentioning a gas- 
tight door only appears in Crematorium II. 

35 RGVA, 502-1-328, p. 70: “Herstellung von 2 Stck. Gasdichte Tiiren 100/200 fiir die Sauna.” 

136 Pressac 1989, p. 311, blueprint of March 20, 1943; older blueprints: pp. 227, 308, 312, 322. 
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Gas caulking 
Upper door bolt 
Outer peephole, with 
protective grid 
Door handle 


Reinforced frames (steel in concrete) 


Figure 72: German air-raid-shelter door from 1939 in the cellar of a private house in 
Karlsruhe © Photo: R. Faurisson, 1991 


make it even narrower and whether there are any traces of door frames and 
hinges. Excavations would be necessary to determine this. 

Willy Wallwey has shown that the “gas-tight” doors manufactured at 
Auschwitz by inmates from wooden planks could not have been gas-tight in a 
technical sense. The planks did not close hermetically, the fittings were simply 
fastened through the wood by means of bolts, and the seals consisted of felt 
strips (Wallwey 2019, pp. 317-329). 

One has to consider that a hypothetical homicidal-gas-chamber door would 
have to open outwards — a door opening inwards would be blocked by victim 
bodies lying in front of the door. In order to be escape-proof, such doors 
would require an especially sturdy arrangement, because the locks and hinges 
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would have to be capable 
of resisting the pressure of 
hundreds of panicking peo- 
ple. 

The pressure exerted by 
such masses of people be- 
comes apparent when one 
recalls the photographs of 
panicky spectators at foot- 
ball/soccer matches. Sepa- 
rating fences and partitions 
between individual specta- 
tor blocks are commonly 
trampled down like mere 
blades of grass in such 
situations.'*’ In any case, a 
simple wooden door, ren- 
dered provisionally  gas- 
tight, as have been found in 
Auschwitz, photographs of 
which are amply repro- 
duced by Pressac in his 
book (pp. 46-49, 425-428, 
486, 500; see Figure 71), 
could never have resisted 


such pressure. Figure 73: Gastight, escape-proof steel-frame door 
In this context, a com- to one of the Degesch circulation delousing 
parison of the flimsy chambers at the Buchenwald Camp. (© C. 
Mattogno) 


wooden doors as found in 
Auschwitz (used for delousing purposes only) with technically gastight, mas- 
sive iron doors as used for executions in U.S. homicidal gas chambers is re- 
vealing, compare Figure 71 with Figure 10 (page 32). 

The installation of a door with felt seals in Crematorium II may have been 
temporarily considered either in connection with the temporarily considered 
expansion into a hygiene center or because it was desired to use the only solid 
reinforced-concrete basement room in the Birkenau Camp as an air-raid shel- 
ter, as remarked by senior engineer Schreiber. Several witness testimonies 
suggest indeed that this cellar was actually used as an air-raid shelter for in- 
mates.'** This would also explain other more minor “traces” which cannot be 


'37 See for instance the so-called Heysel Stadium disaster of May 29, 1985, when a concrete 
wall collapsed under the onslaught of hundreds of panicking people, 
https://youtu.be/XHetzhB8FNY. 

'38 Former inmate Miklos Nyiszli (1993, p. 128) alleges that the inmates took refuge in the gas 
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[ae 


Figure 74: Gastight, escape-proof steel doors to the Degesch circulation delousing 
chambers at the Dachau Camp. (1998) 


discussed here. Samuel Crowell has shown in several articles the extent to 
which the SS actually built air-raid-shelter installations not only for them- 
selves but also for the camp inmates (Crowell 1997b; 1998, 2000; 2011). 
Correct conclusions 2: The change in orientation of the doors was probably 
instigated by the design of this morgue’s ventilation system. Since the air inlet 
of this system had a higher resistance than the outlet (see next chapter), a con- 
siderable subpressure was caused in Morgue #1, constantly sucking air in 
from the rest of the building. This is a desired effect for a morgue where many 
corpses had to be stored, so that unpleasant smells would not reach other parts 
of the building. A double door opening to the side with a lower pressure (in- 
side Morgue #1) would open automatically, whereas a door opening to the 
side of higher pressure closes automatically due to the direction of the draft. 


chamber during air raids. Martin Gilbert (1981, p. 309) quotes the testimony of a female sur- 
vivor, according to which she, together with many other female arriving inmates, was led to 
a darkened room to remain there during an air raid. What is most interesting about this tes- 
timony is the description of the manner in which some of the women became hysterical dur- 
ing the air raid and believed that they were inhaling poison gas. Another conclusion which 
could be drawn from this testimony is that the SS were concerned with protecting their in- 
mates from air raids, and that there must have existed several such air-raid shelters at Birke- 
nau, which must have been gas-tight, that however remained entirely unnoticed and unstud- 
ied (from Crowell 1997b, p. 242, fn. 4). Another survivor reports that the inmates were regu- 
larly led into an air-raid shelter during Allied air raids in 1944 (Rushton 1998). 
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5.4.1.2.4. Ventilation Systems 


Fact: All rooms in Crematoria II and III were equipped with efficient venti- 
lation installations.'*° 

Incorrect conclusion: Morgues #1 of Crematoria II and III were converted 
into homicidal “gas chambers” equipped with installations for the intended 
purpose of extracting poison gases. '*° 

Correct conclusion: It is in fact inconceivable that a large morgue without 
windows and with only one door filled with innumerable bodies of the victims 
of epidemic disease would not be equipped with a ventilation system. The 
capacity of the ventilation system, however, proves that these installations 
were designed for typical morgues.'*! The capacity of the blowers can be 
gleaned from invoices sent to the Central Construction Office by the Topf 
corporation after installation of the systems.'*? According to this, both 
Morgues #1, i.e., the alleged “gas chambers” (in the invoice designated as the 
“B-room”), were each equipped with a 4,800 m*/hr intake and exhaust blow- 
er,'“? while for the “L-room” (the so-called “undressing room”) only one ex- 
haust blower was installed with a flow rate of 10,000 m?/hr.!“ 

When considering the volume of the two morgues (Morgue #1: 504 m*; 
Morgue #2: 900 m°), this results in (4,800+504 =) approximately 9.5 air ex- 
changes per hour for the alleged, planned “gas chambers,” and in (10,000= 
900 =) approximately 11 air exchanges per hour for the undressing rooms. 
How come the SS assumed that the “gas chambers” would need less ventila- 
tion than the undressing rooms, or even less than the dissecting rooms, laying- 


'39 The ventilation ducts of Morgue #1 are visible in the plans published by Pressac 1989, pp. 
224, 289; chapter on the ventilation installations of Crematoria II and III: pp. 355ff.; engine 
power of the ventilation installations for all rooms in Crematoria II and II: p. 374 and 377; 
size of the ventilation outlets: p. 234; photo of an outlet cover in the ventilation outlets: p. 233. 

'40 For Pressac see previous footnote; similar van Pelt 1999, p. 208; Gray 2000, $7.62. 

'41 See in this regard Mattogno 2016h, pp. 173-176. 

'42 Invoice no. 729 dated May 27, 1943. APMO, D-Z/Bau, nr. inw. 1967, pp. 246f.; ibid., 231f.: 
invoice no. 171 dated 22. February 1943 for Crematorium II. 

'43 The engines’ power, originally set for 2 HP in a November 1941 estimate when the build- 
ing’s exact specifications had not yet been fully defined, was increased in March 1942 to 3.5 
HP — at a time when no criminal intentions can be imputed. The innocuous nature of this 
power increase is confirmed by the fact that the engine powers were increased proportionally 
for all the other rooms as well. Since the fan types and thus the flow rates remained un- 
changed, this change was caused by a more-accurate estimate of the system’s internal fric- 
tion. This means that the initially calculated back-pressure of 40 mm water column was too 
low. Incremental calculations for estimating the ventilation-shaft resistances in Crematoria II 
& III according to engineering handbooks, as performed by Dipl.-Ing. Winfried Zwerenz and 
me in 1990, have shown that the back pressure to be expected would probably have been 
higher (in the region of 50-60 mm water column), due, particularly, to the primitive lids with 
many small holes covering the fresh-air-intake openings. See also Mattogno/Poggi. 

'44 T__C. Pressac gives the output of these blowers at 8,000 m*/hr, but without proving it (to- 
gether with Robert van Pelt in: Gutman/Berenbaum 1994, pp. 210, 232). He probably erro- 
neously and impermissibly increased the fan’s flow rate proportionally to the increased en- 
gine power. See the previous note. 
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out rooms and wash rooms, which had an even greater capacity of approxi- 
mately 13'/; air exchanges per hour? 

Wilhelm Heepke’s classic work on the construction of crematoria states 
that a morgue requires a minimum of 5 air exchanges per hour and 10 during 
intensive use (1905, p. 104). Thus it is clear that the ventilation installations 
provided for the morgues were designed, in terms of orders of magnitude, for 
morgues in intensive use or for morgues containing the bodies of epidemic- 
disease victims. 

For comparison: professionally designed Zyklon-B-disinfestation chambers 
with circulating-air systems were equipped with 72 air exchanges per hour 
(Peters/Wiistinger 1940, p. 195). Furthermore, it should be mentioned that the 
original plans for a new crematorium in the Main Camp from 1941 — a time 
when even Pressac admits that the SS had no criminal intentions — provided 
for 17(!) air exchanges per hour for the dissecting room(!) and the morgues 
(Pressac 1993, p. 18). This exchange rate is considerably higher than what was 
later installed for all rooms of the redesigned Crematoria II and III, including 
the alleged “gas chambers.” Thus, on the way from beneficial planning to 
allegedly sinister redesign, the air-exchange rates — including that for the 
claimed homicidal gas chamber — had been drastically reduced (probably in 
order to reduce costs). This is thus the final refutation of any argument on the 
alleged criminal characteristics of the ventilation installations in these crema- 
toria. 


5.4.1.2.5. Pre-heated Morgues 


Fact: The morgues of Crematoria II and III were never heated, although a 
heating system was temporarily considered; in addition, water pipes in 
Morgue #1 were removed (pp. 221, 223, 286). 

Incorrect_conclusion: Morgues need no heating for normal operational 
functioning. Crematoria II and III were converted into homicidal “gas cham- 
bers,” (intended to be) equipped with a heating system so that “the gas would 
work more rapidly.” It was necessary to eliminate the plumbing system in the 
morgue because panic-stricken inmates would have damaged the pipes.'*° 

Correct conclusion: According to expert literature, morgues do indeed need 
some kind of heating equipment, because corpses must be protected from the 
effects of frost and freezing temperatures in winter (Neufert 1962, pp. 423f). 
Hence, under normal operation, morgues would have been equipped with 
heating devices, but the initial plans to equip the morgues in Auschwitz with 
heaters were cancelled,'*© rendering the argument obsolete. Regarding the 
removal of the water pipes, a “non-criminal” explanation follows logically: 


'45 See the previous page number re. Pressac; similar van Pelt 1999, p. 296; Gray 2000, §7.68. 
'46 Pressac 1989, p. 230. The waste heat of the forced-draught blowers was to be used, but since 
these burned out and were removed, the entire pre-heating project was cancelled. 
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Since no heating was ever installed in these morgues, there was a danger that 
the water pipes would have burst in freezing temperatures due to the lack of 
any heating (if the pipes could not be completely drained). In order to prevent 
burst pipes and a subsequent flooding of the morgues, the pipes were re- 
moved. 


5.4.1.2.6. “Cremation with Simultaneous Special Treatment “ 

Fact: With regard to the “Electrical supply and installation of the concen- 
tration camp and prisoner of war camp” a file memo of the Auschwitz Central 
Construction Office of January 29, 1943 states:'4’ 

“This putting into operation [of Crematorium II] can however only extend to 

restricted use of the available machines (in which case cremation with simul- 

taneous special treatment [original: “Sonderbehandlung “] will be made possi- 
ble) since the [electrical] supply leading to the crematorium is too weak for its 
output consumption. ” 

Incorrect conclusion: Since the “special treatment” mentioned apparently 
required electricity and because the homicidal gas chamber possessed an elec- 
trical ventilation, R.J. van Pelt concludes that “Sonderbehandlung” referred to 
homicidal gassings, which were made possible by operating the ventilation 
despite a reduced power supply (van Pelt/Dwork 1996, p. 330). 

Correct conclusion: First, it is not apparent from this document whether or 
not electricity is required for “special treatment.” Furthermore, on January 29, 
1943, the ventilation installation for the morgue had not yet even been deliv- 
ered, let alone installed and put into operation. Commencement of the installa- 
tion was not anticipated before February 10.'** Installation was only charged 
to the account on February 22, 1943.'° Therefore, the “available machines” 
on January 29, 1943, did not include the ventilation system. Actually, the con- 
cept of “special treatment” in this connection has no “criminal” significance at 
all, as Mattogno has described in detail (2004b, 2016d, pp. 95-102): 


5.4.1.2.7. “Gas Testers” and “Indicator Devices for HCN Residues” 


Fact 1: There is a telegram of February 26, 1943, by means of which heat- 
ing technician Jahrling of the Topf & Sdhne furnace-construction firm orders 
“10 gas testers” for Crematorium II:!°° 


’ 


“Ship instantly 10 gas testers as discussed; submit cost estimate later.’ 


47 RGVA 502-1-26, p. 21, Jan. 29, 1943. 

'48 File memo by Kirschnek dated 29 January 1943. APMO, BW 30/34, p. 105. 

49 Topf, invoice no. 171 dated 22. February 1943 relating to the installation for the ventilation 
of Crematorium II. RGVA, 502-1-327, pp. 25-25a. 

'50 4 PMO, BW 30/40, p. 48; cf. Pressac 1989, p. 371. 
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Fact_2: There is a letter from the Topf corporation of March 2, 1943, 
which, referring to the above telegram, mentions “Anzeigegeréite fiir Blausdu- 
re-Reste” (indicator devices for HCN residues).'*! 

Incorrect conclusion: The SS ordered the indicator devices in order to veri- 
fy whether the ventilation of the “gas chamber” was successful after comple- 
tion of mass murder with hydrogen cyanide in Crematorium II.’ 

Correct conclusion: According to the technical literature, “gas testers” are 
flue-gas analyzers intended to determine the composition of furnace exhaust 
gases (Akademischer Verein Hiitte 1942, p. 1087). Such devices were stand- 
ard equipment in crematoria. That the above-mentioned order referred to such 
devices is clear from the fact that they were ordered by a heating technician 
from a furnace-construction firm. The letter in reply from the Topf corporation 
dated March 2, 1943, stating that one must first find out who marketed these 
devices, has been revealed on several occasions to be an absurdity:'™ 

— According to contemporary literature, devices for the detection of HCN 
residues were called “Blausdurerestnachweisgerite” (HCN residue detec- 
tion devices) or “Gasrestnachweisgerdte fiir Zyklon” (Gas-residue-detec- 
tion devices for Zyklon; Richtlinien...). Since the Topf & Sdhne corpora- 
tion, according to the letter, had already received information on the possi- 
bility of procurement of such devices from three firms, the correct name of 
these devices must in the meantime have penetrated even to Topf & Sdhne. 

— Furthermore, these detection devices are based on a wet chemical method 
which possessed no “indicator” and could not, therefore, be designated as 
indicator devices. On the other hand, the gas testers mentioned in the tele- 
gram had a physico-chemical sensor connected to a dial (see Figure 75). 

— According to contemporary regulations, testing with HCN-residue-testing 
devices was obligatory in every disinfestation action using hydrogen cya- 
nide in order to test whether the ventilation of a fumigated room had been 
successful before it could be entered without a gas mask. Since disinfesta- 
tion had been performed on a large scale in Birkenau since 1941, it is cate- 
gorically impossible that no one should have concerned himself with the 
possibility of ordering such devices before early 1943! 

— Since the creation of Birkenau Camp in 1941, the SS garrison doctor for 
Auschwitz Camp was responsible, among other things, for the ordering, 
administration, and use of Zyklon B and all materials for its handling (dis- 
infestation installations, gas masks, HCN-residue-detection devices, etc.). 
He therefore had three years’ experience in this business. Why then should 
the Central Construction Office, which was neither competent in this mat- 
ter nor authorized, have issued the order for the procurement of HCN- 
residue-detection devices in 1943? 


'5! Pressac 1993, illustration page 28. 
!52 Ror Pressac see two previous footnotes; van Pelt 1999, pp. 200, 254. 
53 Liiftl 2019, pp. 76-78; Mattogno 2004c. 
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Fig. 234 bis. Fig. 235 bis. 
Indicatore del % CO, tipo in  Indicatore del % CO+H,, tipo 
custodia ermetica (Siemens). in custodia ermetica (Siemens) 


Figure 75: Photograph of two indicator devices from the Siemens 
corporation for the COz and CO+H2 content, respectively, in %. 
Component of a gas tester. (Cantagalli 1940, p. 308) 


— The order was sent by the expert for furnace systems Jahrling, and the re- 
sponse letter by the Topf Company has a handwritten note in the receipt 
stamp of the Central Construction Office indicating that civilian engineer 
Jahrling was indeed in charge of the matter. Jahrling, however, was the 
Central Construction Office’s expert in charge of furnace systems. Hence 
this was definitely a matter concerning furnace systems, not poison-gas fa- 
cilities. 

—In addition to cremation furnaces, the Topf Company also produced hot- 
air-disinfestation furnaces as well as silo fumigation installations which 
were, however, not operated with HCN.'™* Why then should the heating 
technician Jahrling, a civilian engineer, order devices, of which he had no 
knowledge, from a firm, which obviously did not even know the supplier 
of the devices, when the health service of Auschwitz Camp had already 
been supplied with these devices by the Tesch & Stabenow corporation for 
two years and therefore knew the supplier? There was very probably even 
a supply of them in stock at the camp. 

— The Central Construction Office’s ordering telegram clearly states that they 
expected immediate delivery of the gas testers “as discussed,” implying 
that the Topf Company had them in stock. In addition, this order was so 
urgent that the legally prescribed official procedure of getting cost esti- 
mates prior to an order was ignored. That does not fit to Topf’s search for 
weeks for a supplier of unknown items with an inevitably unknown price. 


'54 Hydrogen cyanide would form poisonous residues with moist food. The gases Areginal and 
Cartox were used; see Kunike 1941, pp. 53f. 
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— The number ten matches the ten smoke flues of the Crematoria II and III, 
in which gas testers would have been or were installed. 

I am therefore convinced that this reply from the Topf Company is a forgery, 
for instance by replacing the letter’s original text (which perhaps contained the 
subsequently submitted cost estimate) with a new text. Or else one has to as- 
sume that the individuals signing this letter (the cremation specialist engineer 
Kurt Priifer and Topf’s chief engineer Fritz Sander) completely misunderstood 
the telegram and went off on a weeks-long wild-goose chase for something 
that can neither have been requested nor be lacking at Auschwitz. At any rate, 
that letter’s text as it is today makes no sense at all. 


5.4.1.2.8. Zyklon-B-Introduction Holes 


Fact 1: There are witness testimonies claiming that there were three or four 
square holes measuring 70 cm in the roofs of both Morgues #1 of Crematoria 
II and IU, through which Zyklon B is alleged to have been introduced for the 
purpose of mass killings.'°° 

Fact 2: There are two photographs showing objects on the roof (see further 
below). 

Incorrect conclusion: The photos confirm the witness statements. 

Correct_conclusion: Pressac reproduced a photo of Crematorium II of 
around February 10, 1943, showing three objects located on the roof of 
Morgue #1 (p. 340; the fourth object obviously lies behind the cellar). The 
same photograph also appears in Danuta Czech’s book (1989, p. 454), see 
Figure 76. The decisive detail is magnified in Figure 77. If these objects are 
really Zyklon-B-introduction shafts, as Pressac believes, then one must as- 
sume that the objects are: 

a) of equal size 

b) regularly aligned 

c) evenly distributed along the roof 

d) nearly the same color and 

e) casting approximately the same shadows. 


Figure 77 points out the outlines of the cellar, indicating its breadth as well as 
the approximate width of the three objects. Despite the mediocre resolution of 
the photograph, it may be concluded that these objects are of differing widths, 
not evenly distributed over the roof, but stand, on the contrary, close together. 
It also seems peculiar that the shady side of the first object seen from the 
left, compared with those of the other two objects, is remarkably light in color. 
Figure 79 shows the alignment of perspective, viewed from above, on which 


'S5 Henryk Tauber: Pressac 1989, p. 484; Miiller 1979, p. 95; Charles Sigismund Bendel: Ko- 
gon et al. 1993, p. 163 (he speaks of only two openings); Michat Kula: ibid., p. 166; for a 
summary and critique of some of these and other witness accounts on these alleged openings 
and introduction devices, see Rudolf 2000a, pp. 34-37; and Rudolf 2000b&c. 
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Figure 76: Photograph of Crematorium Il of Birkenau taken in early Fabian) 1943 
7 ea 1989, p. eee = 


Figure 77: Magnification of detail from Figure 76 with outlines of the morgue and 
scale of measurements drawn in. The width of the three objects in Figure 76 shows 
strong variation between ca. 50 and 75 cm. Furthermore, it is notable that the shady 

side of the first object, seen from the left, is considerably weaker than those of the 

others. 


these objects can possibly be located (Boisdefeu 1994, p. 168). As none of the 
requirements set forth above is met, the argument that these objects are above- 
roof parts of Zyklon-B-introduction shafts must be rejected. 

It should be mentioned in passing that these objects are not to be seen in 
other photographs of the morgue, see Figure 78 taken on January 20, 1943 
(Czech 1989, p. 398; Pressac 1989, p. 335), as well as another photograph 
reproduced by Pressac and taken in the summer of 1943.'*° It will therefore be 


156 1989, p. 341. Although Pressac claims that Zyklon-B-introduction shafts are there, nothing 
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Figure 78: Photograph of Crematorium II from Jan. 20, 1943, similar in perspective to 
Figure 76, but without objects on the roof of Morgue #1. (Czech 1989, p. 398; 

Pressac 1989, p. 335). 


necessary to find another explanation for the objects in the photograph taken 
in February 1943, such as, for example, that some sort of objects had been 
placed on the roof — perhaps in the course of constructing the building, under- 
takings which were obviously still underway — or less likely that the picture 
has been retouched at a later date. 

Figure 80 shows an enlargement of an Allied air photo of Birkenau Camp 
taken on August 25, 1944.'°’ Darkened areas (arrow) are clearly visible on the 
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Figure 79: Schematic drawing of a view onto Morgue #1 of Crematorium Il. 
Longitudinal doted line: the concrete longitudinal beam with the 7 supporting 
pillars. Drawn in as three intersecting red lines: vanishing lines somewhere upon 
which the center of the three objects located on the roof must have been located. 
Obviously, they were not evenly distributed along the roof. Green shapes: actual 
location of the two openings in existence today (following Boisdefeu 1994, p. 
168). 


of the sort can be seen. 

'57 Allied aerial photographs, National Archives Air Photo Library, Washington, D.C., RG 373 
Can F 5367, exp. 3185; first published by the CIA: Brugioni/Poirier 1979; see also J. Ball 
2015, pp. 64f. 
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Figure 80: Enlargement of Allied Air Photo RG 373 Can F 5367, exp. 3185 of 
Birkenau Camp, taken on August 25, 1944 (north is to the left). Of particular interest 
are the dark spots on Morgue #1 (“gas chambers”) of both crematoria (red arrows), of 

which it is known today that there are no introduction shafts for Zyklon B. 


lateral wing, the roof of Morgue #1 (the “gas chamber’) of Crematorium II. A 
stereoscopic evaluation of this air photo shows that these darkened areas on 
Figure 80 cannot have possessed any height.’ 

If the Zyklon-B-introduction shafts really possessed the dimensions of 70 
cm (2'/3 ft.) on each side as described by the witnesses, this cannot be recon- 
ciled with the spots on the air photo, which are approximately 2 to 3 m? in 
area (20-23 ft.’). 

It must be noted that the chimneys of the inmate barracks as well as the 
large crematorium chimneys are rich in contrast, symmetrical, and straight. 
The spots on Morgue #1 of both crematoria, by contrast, form an angle of 
approximately 75-80° (Crematorium IT) or 80-90° (Crematorium II, irregular) 
to the arrangement of the main wing of Crematorium II (see schematic draw- 
ing Figure 81). If these spots were shadows of elevated objects of any kind, 
these shadows would have to exhibit the same alignment as those of the crem- 
atorium chimney of Crematorium II, the chimney of an inmate barracks, and 
other sharply conspicuous parts of the picture. The actual shadows, in contrast 
to the spots above, form a 45° angle to the main direction of Crematoria II and 
III (see Figure 81). 

We know that the chimney of Crematorium II was 15 m high (Pressac 
1989, p. 329). It casts a shadow on the picture which is five times as long as 
the spots on the roof of Morgue #1 (“gas chamber”) of Crematorium III 
(length of shadow of chimney: 20 m, that is, the angle of the sun was approx- 


58 Lenski 1990, pp. 356ff., testimony of aerial photographical appraiser Kenneth R. Wilson, pp. 
8 927-8 941e of the trial transcript; see also Kulaszka 2019, pp. 378f. According to Wilson, 
the spots on the photos dated Sept. 13, 1944 cannot be seen. 
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Figure 81: Schematic drawing of the air photo in Figure 80. It is immediately 
apparent that the spots on the roofs of Morgues #1 cannot be introduction shafts: too 
large, too irregular, wrong direction for “shadows.” 


imately 37°, length of the spots on Morgue #1 (“gas chamber”) of Crematori- 
um III: approximately 4 m). This means simply that the alleged Zyklon-B- 
introduction shafts would have projected 3 m above the roof of Morgue #1 
(“gas chambers”) of Crematorium III in order to cast such long shadows, 
which may be ruled out as impossible. 

Absence of spatial height, irregular shape, incorrect size (length and 
width), and wrong, irregular direction of the spots therefore prove definitively 
that these spots are neither the shadows of any objects, nor can they be the 
legendary Zyklon-B-introduction shafts. The irregular, vague nature of these 
spots, as well as the fact that they are missing on at least one air photo,’ 
gives rise to the conclusion that they are the retouching of a forger, added at a 
later time. John C. Ball, a Canadian mineral exploitation geologist knowl- 
edgeable in interpreting air photos, has suggested that the air photos were 
tampered with while they were in the possession of the CIA.’ 

As a result of the long-lasting wrong interpretation of these spots on this air 
photo, the otherwise-unfounded allegation was made that the alleged Zyklon- 
B-introduction shafts were aligned linearly on the middle of the roof in case of 


5° Rudolf 2018, pp. 69, 91, Morgue #1 of Crematorium II, photograph dated 13 September 
1944, RG 373 Can B 8413, exp. 6V2. 

‘60 The manipulations on this picture are overly abundant, such as, for example, a drawing of a 
group of inmates accidentally marching over the roof of a barracks! See Rudolf 2018, pp. 
62-65; Ball/Rudolf 2019, pp. 269-274. 
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Figure 82: Schematic drawing of the 
location and size of the spots (3) on the 
roof of Morgue #1 (the “gas chamber’) 
of Crematorium II (1) visible on the air 
photos, as well as the location (2) of 
the only holes to be found today. 
(Illustration by John C. Ball with his 
kind permission.) 


a 


Morgue #1 (“gas chamber”) of Crematorium II, and aligned alternating to the 
left and to the right of the middle of the roof in case of Morgue #1 of Crema- 
torium II, according to the location of the spots on this air photo. The alter- 
nating alignment, however, would contradict the argument that the Zyklon-B- 
introduction columns were aligned behind the concrete support pillars in order 
to conceal them so that the entering victims would not become suspicious. As 
a matter of fact, no introduction column could have been hidden behind a con- 
crete pillar, because this would have necessitated the opening of a hole not 
only through the reinforced concrete roof, but also through the massive longi- 
tudinal support beam, see Figure 60, which would have compromised the sta- 
bility of the entire morgue. Hence, an alignment to the left and/or right of the 
support pillars would have been unavoidable. 

After the building was destroyed towards the end of the war — by whom 
does not matter — one occasionally encounters the attitude that the remaining 
ruins are fakes, and that the original installations have disappeared without a 
trace. Thus, the author of the present book was rejected as an expert witness 
by a court on December 6, 1991, and May 5, 1992, on the grounds that his 
research on the “gas chambers” was fully irrelevant since, as it was allegedly 
well known, the structures in Auschwitz were only fakes, the authentic “gas 
chambers” having disappeared without a trace. '°' 

Such absurd auxiliary hypotheses aiming at explaining away the unequivo- 
cal results set forth here are of course impermissible. Such a hypothesis would 
require that the Poles rebuilt the crematoria true to the original for many mil- 
lions of zlotys after the war, only in order to blow them up and turn them into 
ruins. This is not only grotesque, but there is not the slightest trace of any 
evidence to support it. 

Such statements merely testify to the technical incompetence of the judges 
entrusted with these matters. It is a shame that such individuals are given the 
power to decide the fate of others in these disputes. 

When I visited the Birkenau Camp in the summer of 1991, the roofs of the 
morgues of both crematoria were broken in pieces and had collapsed. The roof 
of Morgue #1 of Crematorium III was utterly destroyed on the ground and 


‘61 County Court Munich, ref. 451 Cs 112 Js 3326/90 and ref. 432 Cs 113 Js 3619/90. 


Germar Rudolf - The Chemistry of Auschwitz 138 


Figure 83: Interior photograph taken from rear section of the ruins of Morgue #1 


(‘gas chamber”) of Crematorium II, August 1991. The arrow points to the sampling 
location (see Subsection 8.3.3). 


broken in small pieces (see Figure 70, p. 119). The roof of Morgue #1 of 
Crematorium II, however, was still relatively intact, so that an examination of 
those ruins was still rather meaningful. This situation remained pretty much 
unchanged until early 2000. The photographs reproduced and discussed here 
were made between 1991 and 1997. 

Figure 62 (p. 110) shows the collapsed roof of Morgue #1 of Crematorium 
II in 1997, seen from its south end along its entire length. The last support 
column, seen from the south, pokes through the roof. Somewhat to the left of 
it is a hole that has been chopped through the concrete roof. It provides access 
to the area below (see also the photo of this southern section of the roof in 
Figure 66, p. 114, as well as the close-up photo of this access hole in Figure 
84, p. 139). The last-but-one support column, seen from the south, was still 
supporting a part of the roof back then. One can discern how the fragments of 
the roof buckle up in this area due to that column. As a result of this buckling, 
a major, irregular crack formed in this area which still has some of the original 
reinforcement bars running through it, see the photo showing this buckling 
part of the roof, as well as the close-up photos in Figure 65a-c (p. 113). 

More toward the center of this basement room, the roof was also still fairly 
well connected in one piece, with no major visible holes or gaping cracks, 
except for an almost-square-shaped hole visible in Figure 64 (p. 112) at the 
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bottom left. Close-up photos of 
that hole are reproduced in Fig- 
ures 86 to 88 (p. 142). We will 
discuss that hole in more detail 
later. 

The northern section of this 
morgue’s roof, which is closest to 
the main part of the Crematorium, 
was more-thoroughly destroyed 
than the southern part, see Figure 
63a (p. 111). Yet even here, clear- 
ly visible holes are missing, ex- 
cept for an area where the roof 
was severely damaged. However, 
a dense network of reinforcement 
bars runs all through this large, 
irregularly shaped hole, see the 
section enlargement of this area in 
Figure 63b (p. 111). Evidently 
only the concrete was destroyed 


here, while the structure of rein- ; * {2 

forcement bars was left relatively Figure 84: Hole in the ceiling of Morgue #1 

undamaged. (‘gas chamber”) of Crematorium II, entry to 
The southern section of the the still-accessible part of the morgue. 

iioreue:. whieh, Ae aooesanle Maximum width: 50 cm; maximum length: 86 
g cm. © 1992 Carlo Mattogno 


through the access hole is partly 

shown in Figures 83 (p. 138) and 85 (p. 141). Groundwater was standing in 
the lower-lying parts of this basement room even in mid-summer of 1991. 
Large parts of the masonry work and concrete ceiling accessible there were 
relatively well protected from wind and weather. There are no visible signs of 
erosion or corrosion. In his first book, Pressac shows illustrations of the intact 
circular openings through the ceiling of Morgue #2 of Crematorium II, 
through which the ventilation duct once ran, as well as images of the rectangu- 
lar ventilation holes through the concrete ceiling of the furnace room of Crem- 
atorium III (Pressac 1989, pp. 365f.), which I will refer to later. 

Figures 91-96 (p. 146) show four of the five openings in the ceiling of the 
furnace room of Crematorium III as of December 1991. They were used to 
dissipate radiant heat from the cremation furnaces. The ceiling collapsed dur- 
ing the demolition of the furnace room, and some of the five holes were dam- 
aged to some degree during the process. 
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If the four Zyklon-B-introduction holes described by witnesses really ex- 
isted, with the wire-mesh columns installed inside them as will be discussed 
later, then what observations were to be expected? 

1. Several hundred people, locked into a cellar with a very small floor area, 
anticipating death, would panic and attempt to escape, damaging everything 
that stood in their way. There exist statements to that effect by witnesses. Ac- 
cording to Henryk Tauber, for instance, the victims allegedly demolished all 
the equipment in this room:'™ 

“The people going to be gassed and those in the gas chamber damaged the 

electrical installations, tearing the cables out and damaging the ventilation 

equipment.” 
Under these circumstances, all objects in that room not solidly constructed and 
not bolted in a panic-proof fashion would have been either damaged or de- 
stroyed. Wire-mesh columns, as they have been described by certain witness- 
es, would have been among the first casualties of such a mass panic. To pre- 
vent this, their outer framework would have to have been of solid steel, but 
certainly not of fragile wire-mesh construction. 

2. These columns would, in addition, have to have been solidly anchored in 
the concrete ceiling, the floor, and the concrete pillars. But since solid anchor- 
ing dowels did not yet exist at that time, hoop irons would have been cast into 
the concrete during the construction of the cellar, spread out to a “dovetail” 
inside the concrete.'® If carried out after completion of the building, holes 
would have been drilled into the concrete, and hoop irons would have been 
cast in cement filling these holes, see Figure 89 (p. 143). In both cases, a re- 
moval of such cast-in hoop irons would have been impossible. All one could 
do is cut them off with a saw or a welding torch.'™ Hence, if any introduction 
device was ever installed in these morgues, traces of such hoop irons must still 
be present. 

3. Furthermore, the steel reinforcement rods in the reinforced concrete 
would have to run wreath-like around the hole, and would be capable of veri- 
fication by means of induction devices, even today. 

4. Since, in addition, the morgues’ roofs were covered with a layer of soil 
approximately half a meter thick, the entire construction would have to be 
protected against the intrusion of soil and rainwater, and in so doing it would 
have been indispensable to build chimney-style shafts around the holes up to 
and above the layer of soil. 

Nothing of the kind can be found on the roof of Morgue #1 of Crematori- 
um II, which has remained largely intact. The only two holes which can be 


162 Pressac 1989, p. 483; van Pelt 1999, p. 106. 

‘63 T am grateful to Carl Hermann Christmann, a certified building engineer, for this infor- 
mation. 

164 T am grateful to Robert FaBbender, a certified building engineer, for this information, who 
also provided the drawings (FaBbender 2003). 
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Figure 85: Ceiling of Morgue #1 (“gas chamber’) of Crematorium II with the author in 
August 1991. Sampling location of Samples 1 and 2. 


found today of anything approaching the alleged size involved and somewhat 
regular and rectangular in shape were obviously crudely pierced at a later 
time, as may been seen in Figures 86 and 84 (p. 139). Even Pressac admits 
that these are the only holes visible today (1989, p. 354). Nevertheless, his 
lavishly illustrated book includes not one clear photograph of these two exist- 
ing holes. 

All other smaller breakthroughs, cracks, and openings in the roofs of 
Morgues #1 (“gas chamber’) of Crematoria I and II visible today are breaks 
in the reinforced concrete effected at a later time with the iron reinforcing rods 
sticking out or running through them. Nowhere does one find cleanly poured 
concrete edges or rough, chiseled out edges with some remaining plaster 
work; there are no remains of ascending concrete or brick/mortar shafts; no 
steel reinforcement rods running other than would be expected for an ordinary 
flat roof without holes; and there are no traces of any hoop irons, dovetails, or 
any other means of anchoring any device to the morgue’s floor, ceiling, or 
concrete pillars. 

If any holes were used as Zyklon-B-introduction holes, they would have to 
have been broken through following completion of the roof, i.e., shortly be- 
fore the commencement of the alleged mass murders.'® Such holes with no 
plasterwork to finish their rough edges, however, could neither have been 
sealed against escaping poison gas, nor against intruding soil and water, nor 


'65 The ceiling was finished towards the winter of 1942/43, while the mass exterminations 
allegedly began in March 1943; see Pressac 1989, pp. 338f. 
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would it have been possible to 
safely install any panic-proof in- 
troduction devices in them. Using 
such crude holes would truly be 
an incredibly stupid piece of bun- 
gling. 

But there is more. In the open- 
ing shown in Figure 86, the rein- 
forcement rods were only cut at 
one point and bent back. In 1991 
they still possessed their full 
length. Theoretically speaking, 
one could have bent them back 
again and welded them back to- 
gether with their stumps at the 
other end. 

This remark from the first edi- 
tion of my expert report enticed 


the Australian Dr. Fredrick Tében 
: + tet : (“gas chamber’) of Crematorium II in 

during his visit to the camp in December 1991. It is clearly visible that it 

February 1997 to try to bend back _was not cleared of the steel reinforcement 


two of the reinforcement rods. rods. These were simply bent back. © Carlo 
Much corroded as they were, weegne : 
however, they merely broke off. E 
Toben simply let them drop into 
the hole to the bottom, see the 
photos reproduced in Figures 87f., 
which he took before and after his 
failed attempt. Another rod was é , / 
broken off later by an unknown Figure 87 & 88: The same hole as before, 


person (see Mattogno 2017a, pp. photo taken in Feb. 1997 by Dr. Fredrick 
346-348) Tében. Left: before his attempt to bend two 


: of the iron bars back. Right: after that 

There is, of course, no trace of attempt, with both bars broken off lying on 
any reinforcement rods running in the bottom of the hole. 
a wreath-like pattern around the 
hole. This hole, therefore, can never have been used as an introduction hole, 
since it was evidently never finished. And what makes matters worse: this is 
still the “best” of all the holes and cracks in this roof in existence today. All 
others are even more irregular and filled with reinforcement rods. 

No apparatus, using the technology available at that time, could be an- 
chored in such crudely pierced, unplastered holes, from which the reinforce- 
ment rods were not even removed; therefore, no gas-introduction device could 
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ever have been firmly installed, let alone sealed from 
the exterior. This means that the entire environment 
including the supposed perpetrators would have been 


Angle Iron 


endangered by the gas streaming out of the opening. S 
The supposed victims could furthermore only have 2 = 
been prevented by force from escaping through these = 3 
holes, or even throwing the Zyklon B back out |- E 8 
through the hole, since these holes could obviously : Sm 
not be closed. ® fs 
Oo 
We might even go much further in this direction: | & 
6) 
we can tell from the concrete when at least one of the Cement 


two large holes was pierced. An opening pierced 
through the concrete of the roof of one of the morgues _—_ Figure 89: Hoop iron 
under consideration (“gas chamber”) — after its con- with dovetail, cast in 

; : cement in a hole in 
crete roof had been poured and cured — would inevi- nenckats: 
tably have had the consequence, when the building 
was blown up, that breaks and fissures caused to the roof by the explosion 
would have run preferentially through these holes. 

The reason for this is that explosions exert extraordinarily great forces, and 
that the formation of cracks is favored by any weakness in the structure, since 
the tension peaks attain very high values in the vicinity of acute angles (notch 
effect, see Figure 90; see Neuber 2001). In particular holes which have dam- 
aged the structure of the concrete already due to their incorporation following 
completion of the structure, represent not only points of likely fracture, but 
points of inevitable fracture. This is made more obvious by Figures 91 to 96 
(p. 146). Although the explosion pressure in the furnace room, on an even 
level with the ground, could turn aside in all directions, and the roof remains 
relatively intact to the attic, three of the five furnace room ventilation holes, 
cleanly cast and reinforced in the concrete roof, were destroyed. In the case of 
two of the other holes, clearly visible cracks formed at the corners, visible in 
the photos reproduced by Pressac (1989, pp. 365f.). 

In the morgues of Crematoria II and III, the explosion pressure could only 
escape upward, causing their roofs to be much more seriously damaged than 
the roof of the furnace room. The only two holes with a somewhat geometric 
shape in the roof of Morgue #1 of Crematorium II, however, are conspicuous 
for having remained relatively intact. In the case of the hole in Figure 86, all 
the cracks and fissures run around this hole! On the spot, one furthermore 
recognizes the arbitrary arrangement of this hole in a location at which the 
roof of the morgue is undamaged. 

This alone proves with technical certainty that this hole was broken 
through after the destruction of the roof! Consequently, even those researchers 
who support the orthodox thesis no longer assume that this hole was one of 
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Figure 90: Notch (fatigue) effect resulting at inserted openings from the 
application of force. The only crack running through the wall proceeds, naturally 
enough, from the corner of the window. (Kurier, Aug. 30, 1992, p. 20: “Wenn 
Felsen zu-fallen” — when rocks fall by accident). 


those through which Zyklon B is said to have been poured in (Keren/McCar- 
thy/Mazal 2004). 

The chisel marks on the edge of the hole in Figure 84 resemble those in 
Figure 86 to such a degree that it is reasonable to assume the same history for 
both holes. ' 

There were therefore no holes in the ceilings of these rooms through which 
the poison gas preparation could have been introduced by means of wire-mesh 
pillars or otherwise, as described by witnesses. 

These two holes probably have their origin in the investigations conducted 
by the Polish investigative judge Jan Sehn after the end of the war. In his al- 
ready-mentioned letter to the Institute for Forensic Research in Krakow, with 
which several objects were submitted in order to have them tested for cyanide 
residues (see Paragraph 4.4.1.1), it is stated that a mortar sample had been 
taken from the side wall of Morgue #1 of Crematorium II, and the ventilation 
covers that were submitted for analysis allegedly originated from the same 
room. The expert report compiled by Sehn and his expert Dr. Roman Dawid- 
owski, in which all kinds of criminal traces are listed, does not mention any 
openings at all in the roof of that room, which had already collapsed back 
then.*’ One may therefore assume that no such holes existed. But then, how 
could one gain access to that room in order to take a mortar sample and to find 


166 Mattogno (2017a, p. 322) argues that the size of this hole increased over the years, probably 
because the Auschwitz Museum wanted to give it a more regular, rectangular shape. 
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the ventilation covers, since the entry area was completely buried in rubble? 
They forced their entry by chopping two holes in the roof! That also explains 
why those reinforcement rods were never removed: they merely needed to be 
bent back in order to allow access to the area underneath. Unfortunately, this 
criminal manipulation of evidence seems to have remained undocumented, 
just as were those committed at Crematorium I of the Main Camp. 

Prof. van Pelt remarked accurately with regard to the lack of any appropri- 
ate holes in the roof of that room:'® 

“Today, these four small holes that connected the wire-mesh columns and the 

chimneys [on the roof of Morgue #1, Crematorium II] cannot be observed in 

the ruined remains of the concrete slab. Yet does this mean they were never 
there?” 
An interesting question, which the professor of architectural history answers 
as follows: 

“While there is no certainty in this particular matter, it would have been logi- 

cal to attach at the location where the columns had been some framework at 

the bottom of the gas chamber ceiling, and pour some concrete in the holes, 

and thus restore the slab.” 
Van Pelt’s claim that the camp administration could have filled the holes in 
the ceiling with concrete in the fall of 1944 in order to restore the ceiling, is 
without evidence to support it. But at least Prof. van Pelt believes that the SS 
administration acted logically, in that they allegedly attempted to efface all 
trace of their alleged crime. But does van Pelt really believe that it would have 
made more sense to fill up the holes with concrete instead of removing the 
entire roof of the “gas chamber,” as was done with the roofs of Morgues #2, 
the “undressing rooms”? An Allied air photo taken on December 21, 1944, 
shows that the roof of the other morgue, which is not alleged to have been 
used to commit any murders, was completely removed (Rudolf 2018, p. 109). 
Obviously, the whole matter makes no sense. 

To believe van Pelt, we must believe that the SS arbitrarily created archi- 
tectural relics to confuse later tourists and Holocaust researchers instead of 
destroying the roof entirely, as in the case of the undressing room. This seems 
too absurd to be taken seriously. 

But if van Pelt had the most rudimentary knowledge of architecture, he 
would know that it is impossible to close holes measuring 70 x 70 cm (that is 
almost half a square meter!) from a concrete roof without leaving clearly visi- 
ble traces. Actually, however, there are no traces of openings in the roof later 
closed with concrete. 

In addition, concrete patches filled in later would have flown out of these 
holes during an explosion like a cork out of a shaken champagne bottle, thus 
making the holes just as visible as they were before. On closer inspection, 


'67 van Pelt 1999, p. 295; see also the criticism by Renk 2001. 
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; * rn 
Figures 91-96: Four of the five properly constructed ventilation holes in the 

ceiling of the furnace room on the ground floor, Crematorium III (no. of holes 

indicated; #2 and #3 twice); condition: December 18, 1991. Note the cracks 
caused by the explosion, especially at the corners. The close-up photo of Hole 

#3 (third row on the left) shows a reinforcement bar running around the hole 
and still holding the concrete fragments together. 


Prof. van Pelt’s allegation turns out to be not only demonstrably wrong, but 
utterly absurd. 

But at least Prof. van Pelt agrees with the revisionists that there are no re- 
mains of these alleged holes. In remarking that there are no such traces, van 
Pelt has in fact proven that there were never any holes in the ceiling of this 
room, and, consequently, no Zyklon-B-introduction holes of any nature what- 
ever, and, consequently, no introduction of any poisonous substances whatev- 
er in the manner described by the witnesses. He has proven that his witnesses 
were testifying falsely, which casts a bad light on all the witnesses who have 
testified about mass murder with poison gas at Auschwitz. He has demonstrat- 
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ed that there is no reliable proof for mass murder with poison gas at Ausch- 
witz. 

It is nice to see that the Professor of Architectural History Robert Jan van 
Pelt came to the same conclusion in 2000 as I did in 1991 (as described in the 
first edition of my expert report in 1993) when I investigated the ceiling of the 
alleged “gas chamber” of Crematorium II of Birkenau. Only our further con- 
clusions are somewhat divergent... 

I may introduce another witness at this point who contacted David Irving 
by e-mail after conclusion of Mr. Irving’s legal proceedings against Deborah 
Lipstadt in May 2000. He is an engineer named Paul Barford; his colleagues 
are assisting in the conservation and restoration of the camp for the Auschwitz 
Museum administration. He informed David Irving that, during his trial, in- 
vestigations were made in complete secrecy at Auschwitz with regard to the 
mystery of the holes, and then remarked: 

“(What happened to their [the Auschwitz Museum’s] tests on the roof of 

Crema II mentioned in the attachment? Did they find the Zyklon B holes or 

not? Did they report those results to Lipstadt’s lawyers, and when? [...] 

As you can guess, despite my belief that you and the Revisionists are wrong, 

and despite spending half an hour examining the collapsed roof of the under- 

ground gas chamber of Crematorium II from different angles, I found no evi- 
dence of the four holes that the eyewitnesses say were there [...]. 

Secondly several areas of the slabs are covered in small rubble from an outer 

layer of concrete which was fractured by the blast. Now I would have expected 

these fragments to have fallen through the holes, if they were there, into the 
void beneath. [...] 

I remain puzzled by the lack of physical evidence for these holes.” 

The search for the introduction holes mentioned by Barford, which was con- 
ducted by the Auschwitz Museum during Irving’s libel suit against Lipstadt, 
comes as a surprise. Right after the war, the investigative judge Jan Sehn 
should have conducted a forensic examination about this, but that was evi- 
dently not done. During the decades since, the museum should also have con- 
ducted research on this issue. Nothing has ever been published about the re- 
sults of the search conducted in 2000. That result evidently disappeared in 
some drawer. If we consider the unscrupulousness with which the museum 
manipulated material evidence in a completely undocumented fashion with 
regard to the crematorium at the Main Camp, any competent researcher will 
be horrified about these apparently once-more-undocumented sledge-hammer 
methods used by this search of those holes in early 2000. 

In addition to the deterioration of this physical evidence caused by the rav- 
ages of time, we are therefore dealing here also with the destruction of evi- 
dence by the museum authorities. What should have been done —meticulously 
putting together the fragments of this morgue’s roof like a big jigsaw puzzle 
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while thoroughly documenting it, as is done with crashed airplanes —, evident- 
ly remained undone. Instead of doing it in a professional manner, that topic 
was left to be covered by amateurishly acting outsiders. 

The first of them was a U.S.-American amateur researcher. In early 2000, 
the late Charles D. Provan distributed a paper claiming he had located the 
missing holes in the roof of Morgue #1 of Crematorium II (Provan 2000). 
What Provan did, however, was simply to declare those cracks as “holes,” 
which were caused by the concrete support pillars piercing through the col- 
lapsing roof and cracks caused by the roof bending over the longitudinal 
beam. All holes described by Provan are full of reinforcement bars, they lack 
regular shape, have no straight edges and corners (as is to be expected for 
regular, planned-in holes), no traces of plaster (as is to be expected if holes 
were chiseled in later), no traces of chimney extensions to lead these shafts 
through the soil, no traces of anchoring devices (dowels, hoop irons, dove- 
tails...). 

In his schematic drawing of the roof, Provan even possesses the boldness 
to display these cracks as holes with regular shapes (ibid., p. 36). Mattogno 
has pointed out in detail how unfounded and distorted Provan’s claims really 
are (Mattogno 2017a, pp. 295-354). 

Four years later, Provan’s futile attempt to prove the existence of non- 
existing holes was carried to extremes by three other amateur researchers, 
whose 35-page article was even published by the prestigious periodical Holo- 
caust and Genocide Studies (Keren/McCarthy/Mazal 2004). They, too, merely 
found irregular cracks and holes full of reinforcement bars, but they neverthe- 
less declared victory, because otherwise they would have had to convert to 
revisionism, become social pariahs, and couldn’t have had their paper pub- 
lished in a mainstream journal. 

I highly recommend that the reader peruse this paper, for it is a formidable 
lesson in how orthodox Holocaust historians are trying to make their readers 
believe that the naked emperor is actually wearing the finest clothes. Their 
wild-goose chase was expertly exposed by the indefatigable Carlo Mattogno 
in a fitting rebuttal (Mattogno 2017a, pp. 373-407). 

That these legendary introduction openings with shafts installed inside 
them did in fact not exist results also from the final invoices by the Huta Cor- 
poration that built these crematories. These invoices are very detailed, yet 
there is no trace in them about such holes or shafts, see Documents If. in the 
Appendix (starting on p. 397). 


5.4.1.2.9. Wire-Mesh Push-in Device 

Fact_1: There are witness testimonies claiming that the Morgues #1 of 
Crematoria II and III were equipped with devices made of wire mesh running 
from the floor through holes in the roof to the outside, protruding over the 
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roof. Zyklon B is alleged to have been introduced into these columns for the 
purpose of mass killings.’™ 

Fact 2: There is a document mentioning “Drahtnetzeinschiebevorrichtun- 
gen” (wire-mesh push-in devices). 

Incorrect conclusion: The witnesses are right. 

Correct conclusion: The most frequently quoted “eyewitness” for these 
legendary “Zyklon-B-introduction columns” is Michat Kula. He gave detailed 
descriptions of these columns, so detailed, in fact, that he must have been in- 
volved in the columns’ manufacture, if they existed in the first place. Here is 
Kula’s statement from his deposition made prior to the trial against the former 
Auschwitz commandant Rudolf Héss:'° 


“Among other things, the fake showers intended for the gas chambers and the 
wire-mesh columns to pour the contents of the Zyklon cans into the gas cham- 
bers were manufactured in the metal workshop. This column was about 3 me- 
ters high, with a square section of about 70 cm [wide]. This column was com- 
posed of three mesh works inserted one inside the other. The outer screen was 
made from wire three millimeters thick, fastened to angle irons of 50 by 10 
millimeters. Such corner posts were on each corner of the column and were 
connected at the top and the bottom by an angle iron of the same type. The 
openings of the wire mesh were 45 millimeters in square. The second screen 
was made in the same manner, and constructed within the first column 
[screen] at a distance of 150 millimeters from the first. The openings of this 
wire mesh were some 25 millimeters in square. In the corners these screens 
were connected to each other by iron struts. The third part of this column 
could be moved. It was an empty column of thin galvanized sheet metal with a 
square cross-section of about 150 mm, which ended in the upper part with a 
cone and below with a flat square base. At a distance of some 25 millimeters, 
thin sheet metal corners were soldered to the corners of this column supported 
by sheet metal brackets. On these corners was mounted a thin mesh with open- 
ings of about one millimeter in square. This mesh ended at the bottom of the 
cone, and from there, extending the meshwork, ran a sheet-metal casing for 
the entire height up to the top of the cone. The content of a Zyklon can was 
poured from above in the distributor cone, which allowed for an equal distri- 
bution of the Zyklon to all four sides of the column. After the evaporation of 


168 There are, to my knowledge, eight witnesses claiming such columns: M. Kula, M. Nyiszli, 
C.S. Bendel, F. Miiller and J. Erber (see Rudolf/Mattogno, pp. 285, 287-291f.), as well as W. 
Lutecki, W. Girsa and K. Gracz (see Setkiewicz 2011a, pp. 43-45). Miiller’s and Erber’s de- 
scriptions stem from the late 1970/early 1980s, while Bendel’s, Nyiszli’s, Lutecki’s and Gir- 
sa’s description are very superficial. Gracz’s description is a little more detailed and resem- 
bles Kula’s first description (70 cm wide, sheet metal core with cone on top, green inner 
screen), although his version has only two layers and is merely 2.20 m high (ibid., p. 45). 
Kula is the one witness who described the columns early and in great detail, so I will focus 
on him here. 

169 Files of the Hiss Trial, Vol. 2, pp. 99f.; cf. Document 9 in the Appendix. 
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the gas, the entire central column was extracted and the evaporated [depleted] 

silica [carrier] removed.” 

It doesn’t cast a favorable light on Kula’s credibility that the showers were 
actually real, as we have seen earlier (Subsection 5.4.1.2.2). 

Kula was working in the inmate metalworking shop at Auschwitz, about 
whose activities a vast number of documents survived the war. No document 
about the creation of columns as described by Kula is among them, though. In 
fact, there is neither any material nor documentary evidence that these col- 
umns ever existed (see Mattogno 2019, pp. 76-85). Kula himself must have 
anticipated this objection, because in the same testimony he claimed that work 
done for the crematoria were not registered presumably due to their alleged 
secret, criminal auspices. This, too, is untrue, as there is an abundance of work 
orders for items needed for the crematoria.'”° 

To make matters worse, Kula also testified during the Hoss Trial itself on 
the Sth day of the trial, where he stated the following:'”! 

“On Hoss’s order, the gassing columns that were used for the gassing were 

made by the metalworking shop. The columns were 2 meters and a half high, 

the inner space 150 square mm in diameter, the following [layer'”] at a dis- 
tance of 30 mm, the third 15 mm away. The wire mesh used was like those 
used for windows, green in color; between the mire mesh and the sheet metal 
there was a distance of 15 mm. All this was about I meter and a half tall. At 
the mouth of this network was a so-called distribution cone. 7 pieces of these 
columns were made. The columns were installed in the gas chamber right next 
to the opening through which the can of gas was thrown in. This column was 
installed beneath this opening, the gas was poured directly onto the distribu- 
tion cone. The cone was to uniformly distribute the gas into these four slots of 
15 mm between the sheet metal and the netting, since that increased the gas 
evaporation surface. That way the victims could be killed more rapidly. [Ques- 
tion:] What did such a gas chamber look like? [Answer:] In one crematorium, 
it was calculated for 2,500 men, in the other, smaller one [gas chamber] in the 
same crematorium for 1,500. The workers of the metalworking shop, inmates, 
had built this chamber. The chamber was higher than 2 meters, at the top were 
closed rectangular channels; these were the air-extraction openings through 
which fans expelled the gas. Zyklon is lighter than air; hence it dissipates 
quickly after the gassing. Makeshift [fake] showers were made so that the 
whole thing looked like a bath. Lamps were lit, the concrete floor was always 
wet. After a homicidal gassing, inmates of the Sonderkommando cleaned the 


'70 See for instance the many references to such work orders in Mattogno 2019, Mat- 
togno/Deana 2015, 2019. 

'7l Hoss Trial, APMO, Vol. 25, p. 498; see Document 10 in the Appendix. 

'72 “nastepna” is an adjective in the nominative feminine singular that could refer only to “Sred- 
nicy” (diameter), the only feminine noun in the sentence, but that makes no sense. The wit- 
ness obviously referred to the next wire-mesh layer of the column (“siatka” = netting; 
“warstwa” = layer; both feminine). 
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concrete [floor]. These were Jewish inmates who were assigned to doing that 

work. Every three months, the Sonderkommando was exterminated, gassed, yet 

not at Auschwitz, but somewhere in the vicinity of Gleiwitz instead. The leader 
of this unit was Hauptscharfiihrer Moll, [...|” 

This passage is riddled with untrue statements. 

1. The showers and thus the bathing facilities were real. 

2. The claimed capacity of 2,500 men for the alleged homicidal gas chamber 
is physically impossible (see Paragraph 7.3.2.1.1. for details). 

3. There were not two gas chambers of different sizes in that crematorium, 
but allegedly only one (Morgue #1). 

4. The inmates of the metalworking shop had nothing to do with the construc- 
tion of the crematoria, of which the gas chambers are said to have been in- 
tegral parts. These inmates merely provided numerous iron fittings. 

5. Even according to the orthodox narrative, nobody was ever gassed “in the 
vicinity of Gleiwitz.” 

Since Kula was not a member of the Sonderkommando, one wonders what the 

source of his “knowledge” about the gas chambers and their operation is any- 

way. It probably is mere hearsay or rumor “knowledge,” which indicates that 

Kula’s testimony has been “cross-pollinated” by other witnesses. 

Most important is, however, that he completely changed the dimension of 
the Zyklon-B-introduction columns. That should be the first-hand, reliable and 
thus immutable aspect of his testimony. According to his first, pre-trial depo- 
sition, the column was 3 meters high, which he changed to 2.50 meters during 
the trial. While the inner core measures 150 mm wide in both testimonies, the 
column described in his testimony during the trial was only 
(15+30+150+30+15=) 240 mm wide in total, compared to the 700 mm of his 
pre-trial statement. These are obviously two entirely different objects he is 
describing. While one can confuse 3 m with 2.5 m, confusing 70 cm with 24 
cm is not likely. Hence Kula has adjusted his statement. I’Il get to the proba- 
ble reason for this later. 

To fully assess the reliability of Kula as a witness, it is worthwhile to also 
consider his last testimony, which he gave during the trial against the Ausch- 
witz camp garrison a few months after the Héss Trial. During that testimony, 
he did not mention the columns at all. But among other things, he stated the 
following:'” 

“Then they began to build gigantic crematoria. They were set up so that the 
victims could not understand where they were taken. Each crematorium had 
two gas chambers, one for 1,500 and one for 2,000 people. There was a spe- 
cial concrete ski-jump [skocznie, meaning chute] on which the people were 
thrown from the truck, [whose load bed] tipped automatically, and in this way 
the people were falling into the gas chambers.” 


3 AGK, NTN 162, p. 46; see Document 11 in the Appendix. 
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Figure 97: Author's drawing, to 
scale, of the “Zyklon-B- 
introduction columns” as 
described by Michat Kula in his 
pre-trail deposition (left) and 
during the trial while under oath 
(right). Black: 5-cm-wide corner 
irons of the outer column, 70 cm 
wide (left) or 24 cm wide (left); 
red: 3-mm-thick wire mesh with 
mesh size 4.5 cm; green: outer 
column connected by struts 
(green; number of sets my guess) 
at the corners to the middle 
column (blue), made of the same 
corner irons, 15 cm away from the 
outer screen (column width: 40 cm 
(left) or 21 cm (right)); wire mesh 
with mesh size 2.5 cm (light 
green); orange: inner column, 20 
cm wide (left) or 15 cm (right), with 
fine wire mesh of mesh size 0.1 
cm, 2.5 cm (left) or 1.5 cm (right) 
away from the inner sheet-metal 
column of 15 cm width (left) or 12 
cm (right) (ochre). At the top end 
of the fly screen is the sheet metal 
extension covering the distributor 
cone (light grey). See the next 
Figure for a close-up view of the 
top part of the inner column. 
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light grey: “distributor cone” of grey: inner empty column of 
galvanized sheet metal, 


150 mm wide and deep 


sheet-metal extension 
to top of cone —, 
(only left and 
rear part shown) 


red: sheet-metal brackets 
supporting sheet-metal 
edges (green) 
keeping the fly screen layer 
25 mm away from 
inner sheet-metal column 


25 mm gap 
for pouring in 
Zyklon B 


lipped f 
orange: thin wire mesh “aa tices 


; 3 fly screen 
with openings of about oe fae view 
one millimeter in square behind it 


(like fly screen) 


Figure 98a (top) an d b (bottom): Schematic drawing of the top part of the 
innermost column of the introduction device initially described by Kula (top) and later 
under oath in court (bottom). The width of the sheet-metal corners (green) and the 
height of the “distributor cone” and hence also of the sheet-metal extensions reaching 
to the height of the cone’s top are my assumptions. 


light grey: “distributor cone” of 
galvanized sheet metal 


grey: inner empty column of 
galvanized sheet metal, 
120 mm wide and deep 


sheet-metal extension 
to top of cone —, 
(only left and 
rear part shown) 


red: sheet-metal brackets 
supporting sheet-metal 
edges (green) 
keeping the fly screen layer 
15 mm away from 
inner sheet-metal column 


15 mm gap 
for pouring in 
Zyklon B 


: lipped f 
orange: thin wire mesh ee ee 


; ; fly screen 
with openings of about to lig view 
one millimeter in square behind it 


(like fly screen) 


This is a unique testimony, indeed. Although I do have words to characterize 
it, I will refrain from using them here. Evidently, with each opportunity to tell 
his tales, Kula’s claims became increasingly eccentric. 

Since his first description of the introduction column is more-detailed and 
was made earlier, orthodox scholars have relied on it. Pressac (1989, p. 487) 
and van Pelt (van Pelt 2002, pp. 194, 208) have prepared drawings of these 
columns based on Kula’s initial description. Neither of them is without flaws, 
though,’ hence I created my own, see Figures 97f. I have added only those 
features in them that Kula specifically mentioned. For instance, Kula did not 
say anything about any cross-bracing of the column, which would have been 
'74 Pressac got the dimensions of the inner column wrong and changed its design, while van 

Pelt’s translation of Kula’s testimony is erroneous. Although the data supplied in Kula’s tes- 
timony is rather meager, van Pelt uses it to make five different, very detailed drawings — 


some of it necessarily based on van Pelt’s conjecture, and the rest based on Kula’s narrative. 
Similar McCarthy/van Alstine. 
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indispensable to make the device sturdy 
enough to withstand a panicking crowd. 
Van Pelt recognized this deficiency, 
hence the model created based upon his 
drawing (van Pelt 2002, p. 208; see Figure 
99) shows tacit “corrections” to Kula’s 
claims: van Pelt’s column has cross braces 
dividing the column into three sections of 
roughly equal height. To reinforce the de- 
vice further, van Pelt’s model also has 
much thicker wires on the outer layer — 
some 8 mm rather than the meager 3 mm 
claimed by Kula. In addition, van Pelt has 
reduced the width of the center column 
from the 40 cm claimed by Kula to some 
30 cm. In fact, he should have reduced it 
even further than that, for the innermost, 
removable column with a claimed width of 
20 cm needed a guide so it would not get 
accidentally stuck with one of its corners in 
the wire mesh of the middle column when 
accidentally lowered slightly tilted. The 
angle irons forming the corners of the mid- 
dle column actually could have had no 
other purpose than to function as guide 
rails for the inner column when moving in 
and out. The middle column’s wire mesh 
was utterly superfluous and a waste. How- 
ever, Kula claimed that the middle column 
was 40 cm wide, while the innermost was 
20 cm wide. Hence it was a total mis- 
match. The situation is different for Kula’s 
second description, which has an equal 
clearance between each layer of just 15 
mm. 
Van Pelt also reduced the height of the 
outer column to considerably less than 3 
meters as initially claimed by Kula. The 
reason for that is probably because there 
are no holes in the roof of the morgue in 
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Figure 99: A Kula column freely 
(=falsely) interpreted by Robert 
van Pelt, exhibited at the Venice 
Architecture Biennale in 2016 
(Schuessler 2016; section of photo 
by Gianni Cipriano). Thus, an 
apparent reality is created from 


fiction. 


question measuring 70 cm x 70 cm into which Kula’s columns could have fit. 
The largest hole in that roof (Figure 84) was only 50 cm wide in 1991. Hence 
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Fa. (oF Purine 
Figure 100: Cross section through Morgue #1 of Crematories II and III (Pressac 
1989, p. 329). Green: column according to Kula — theoretically installable from the top 
only, but too short and too wide; yellow: middle column according to van Pelt — 
installable from the top, but also too short; red: outer column according to van Pelt, 
which had to be assembled on the spot from its components. 


van Pelt simply let the outer layer of his column end at the morgue’s ceiling 
and let only the smaller middle column protrude through the roof. This lack of 
holes of the required size proves categorically that Kula’s initially described 
columns cannot have been installed. That may also be the reason why Kula 
reduced the height down to 2.50 m in his testimony during the Hoss Trial (alt- 
hough the ceiling in that room was only 2.40 m high). 

Figure 100 illustrates the issues involved. The green rectangle depicts Ku- 
la’s column, first design, with a huge, gaping hole needed to install it. The red, 
tilted rectangle shows a column of 2.40 m in height and 70 cm wide, as posit- 
ed by van Pelt. Since it would have been impossible to carry it in one piece 
into that room and install it, it would have been necessary to assemble it from 
its components right on the spot. The yellow rectangle depicts Kula’s middle 
column, 40 cm wide, which could have been inserted through a hole of that 
size. 

At 3 m high, these columns were therefore either too tall or not tall enough, 
because the combined height of the room, the roof’s thickness and the layer of 
soil on top of this roof was 3.10 m.'” Hence, in order to let an introduction 
column protrude noticeably from the soil, it had to be considerably longer than 
that (3.50 m and more). 
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Figure 101: Anchoring bolts in Kula’s column according to van Pelt. Section 
enlargement of Figure 99. 


‘5 The thickness of the concrete roof and the layer of soil are shown in various blue prints; cf. 
Mattogno 2017a, p. 378; 2019, pp. 83f. 
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In other words: Kula’s columns, first design, would have been way too 
long to fit into the room, too short to stick out of the soil, and too wide to fit 
through any hole in that roof. Someone must have figured that out, because 
when testifying in court several months later, Kula’s column had shrunk to 
almost a fitting height and to a slender width of almost only a third of Kula’s 
first design. 

I pointed out earlier that these columns had to be securely anchored into 
the concrete of the ceiling and floor with a hoop iron. This can be illustrated 
for the hole shown in Figure 84. Van Pelt (2002) and Keren et al. (2004) posit 
that this was the northern-most introduction hole into which Kula’s columns 
were mounted. In his version of Kula’s column, van Pelt even added the bolts 
with which the outer part of the column would have been anchored into the 
ceiling, see Figure 101. Figure 102 shows a top view of this hole. Its maxi- 
mum width is indicated by the red arrows (50 cm). Kula’s column, first de- 
sign, is said to have had a square side length of 70 cm (yellow arrows). The 
semi-transparent yellow rectangles indicate the area where van Pelt’s bolts 
required to anchor the columns in the ceiling would have been located. It 


» off lin I tie Ei Oa 
Figure 102: Topview of the hole in the roof of Morgue #1 of Crematorium Il, entry to 
the still accessible part of the morgue (as Figure 84). Maximum width: 50 cm (red); 
Kula’s introduction columns allegedly had a square side length of 70 cm (yellow 
arrows). These would have had to be bolted to the ceiling somewhere along the semi- 
transparent yellow rectangles. Some of the anchoring points should still be visible 
today, but there aren’t any. © of the photo: 1997 Fredrick Tében. 
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should therefore be possible to find 
remnants of some of these anchoring i} é- 
points in the concrete still today, but as 


I said before, there is no trace of them. 

On top of that, I also posit that Ku- = 
la’s column could not have worked as 
he claimed. Kula initially stated that e~ 
the Zyklon B gypsum granules were 
poured into the narrow space of 2.5 cm 
between the inner column’s sheet met- | 
al core and its outer screen. When he | 
had to testify under oath in court, he 
“corrected” the dimensions of the col- 
umn, and the gap shrank to only 1.5 cm. 

The gypsum pellets of Zyklon B were about 0.5 to 1 cm in size, see Figure 
103. When pouring these pellets into a 1.5 cm narrow slit, one wall of which 
is made of a fly screen and the other of a smooth sheet iron, the pellets will 
inevitably wedge at the top of the slit. According to specialist literature, a 
rapid flow of bulk material through a narrow smooth-walled opening requires 
at least three to seven times the width of the maximum particle size, hence at 
least 3 cm in this case (Schulze 2006, p. 302). However, we are dealing with a 
very rough wire-mesh surface on one side in our case, which is why the slot 
size should be at least 6 cm for an unobstructed flow. 

The slit would have been clogged at the top, and it would have been im- 
possible to insert further Zyklon-B granules without further action. It would 
have been necessary to constantly knock on the fly screen in order to get the 
granules to fall down. This would have dented the fly screen, making the slit 
even narrower and more uneven, and consequently its tendency to clog would 
have increased further. Of course, one would have had to fill this pillar at the 
outside, because that alone would have made it possible to knock on the pillar. 
This would have taken many minutes, during which the poison gas would 
have readily spread around the executioners who were trying to fill in the pel- 
lets. 

It would have been even more difficult to get the Zyklon-B granules out of 
this column after a hypothetical gassing, because the gypsum pellets would 
have gotten very wet. There are two reasons for this. 

First because the room it was inserted into is said to have been filled with 
people. They would have produced an atmosphere saturated with water. This 
humidity would have condensed on anything colder than the air those people 
exhaled. In addition to this, in the case under investigation here, hydrogen 
cyanide would have evaporated vigorously from the carrier, withdrawing con- 


Figure 103: Size of the gypsum pellets 
in Zyklon B (acc. to Mazal) 
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siderable amounts of energy from it, hence cooling it down. This would have 
led to the condensation of large quantities of air humidity onto the pellets. 

Wet gypsum tends to stick and clump together. Getting this wet gypsum, 
which would have stuck to the screen while still releasing poisonous hydrogen 
cyanide, out of the inner column would have been rather difficult. Pounding 
the screen to get the pellets out would quickly have ruined that flimsy inner 
column. In brief, it would have been a mess. 

There is one document which orthodox scholars claim proves the existence 
of Kula’s columns. It is a handwritten entry in an inventory list for Crematori- 
um II saying “4 Drahtnetzeinschiebevorrichtungen” (Pressac 1989, p. 430), 
which, literally translated means something like “wire-mesh push-in device.” I 
have reproduced this handwritten entry in Figure 104. The following points 
deserve to be emphasized: 

— It is unknown by whom and when this handwritten entry was made. 

— This entry is made for Morgue #2, the alleged undressing cellar, not(!) for 
Morgue #1, the alleged “gas chamber.” 

—If Kula’s introduction columns had been included in this inventory list, 
they would appear with an appropriate name describing the whole thing, 
not just a “push-in device,” which could only be the inner, movable part of 
Kula’s device. 

— In German, schieben describes horizontal (pushing) movements,'”° whereas 
for vertically lowering an object, the word /ass is used, i.e., Einlassvorrich- 
tung instead of Einschiebevorrichtung. 

There is, in fact, a very mundane explanation for this entry. In furnace tech- 
nology, devices used to push objects into hot furnaces are generally referred to 
as “Einschiebevorrichtungen” (push-in devices) in the German language. Al- 
exander Zimmermann writes, for instance, about baking ovens (2006, p. 303): 

“For the loading and unloading [of the oven], baking plates are hitched and 

unhitched from the support chains by a slider for unloading and loading [Aus- 

und Einschiebvorrichtung], which operates without jolting, and are automati- 

cally inserted into and then removed from the oven.” 
In a German patent for an automatic pizza oven, this term is mentioned several 
times.'”’ In the context of devices for pushing coffins into cremation muffles, 
the term shows up as well (cf. Driessen 2011), but more often the closely re- 
lated term “Einschubvorrichtung” (Schlickenrieder 2010; Romanowski 2011). 
On March 7, 2003, the voluntary fire fighters of the German city of Hof had to 
respond to a call from the local crematorium, because a “deficient [corpse] 
Einschubvorrichtung” had caused a fire of the furnace system.'”* It is in fact 


176 FE g., a cabinet’s drawer is a Schublade (the German verb schieben (to push) is irregular: 
schieben, schob, geschoben; noun: Schub=thrust). 

'77 www.google.com/patents/WO1999008537A 1 ?cl=de 

"8 www.fw-hof.de/index.php/einsaetze?monat=3 &submit=OK 
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Figure 104: Handwritten entries | in an inventory list of Grematarim Il for 
Morgue #2. The lower one reads “Holzblenden” (wooden shutters). The upper 
one may read “Drahtnetzeinschiebevorrichtung” (wire-mesh push-in device; 
Pressac 1989, p. 430). 


easy to find many more contexts in which the term is being used, but I will 

leave it at those few examples of interest in the present context.'” 

The crematories of Auschwitz, by the way, indubitably had one opening 
each to throw in items: that of the waste incinerator in the chimney wing of 
Crematories II and II, which was called “Einwurfblende,”'*° and the opening 
to fill in coke into the coke-storage space of Crematories IV and V, called 
“Kohleneinwurffenster.”'®! “Einwurf’ means throw-in, and as such any Zyk- 
lon-B-throw-in column should have been called as well: “Einwurfvorrich- 
tung” — “throw-in device.” 

Whatever this handwritten entry in the inventory of Morgue #2(!) really re- 
ferred to, one thing is clear: it does not support Kula’s claim of the existence 
of complex Zyklon-B-introduction devices in Morgue #1(!) of Crematoria II 
and III (whose inventory has no such entry). 

But let us assume for a moment that the SS faced the problem of introduc- 
ing HCN into Morgues #1 of Crematoria II and II after their roofs had already 
been finished. I offer two options to solve the problem, and every reader might 
pick the solution that seems more likely: 

a) Pierce (2x4=) eight holes through the reinforced concrete roofs — a labori- 
ous and expensive task, leading to massive, irreparable damage to the 
roofs’ layer of tar and upper cement layer; add (2x4=) eight brick or con- 
crete shafts of at least 1 m height to lead the holes through the layer of soil 
on top of the roofs, and attempt to repair the damage done to the roof by 
the violent hole-piercing process — another laborious, material consuming, 
and expensive task; design and construct (2x4) eight wire-mesh columns 3 
m high, consisting of three parts: a panic-proof, outer column made of 
massive steel (which does not correspond to Kula’s claims, though), a 
middle wire-mesh column (with no purpose at all but to hinder the HCN 
from spreading out), and a removable inner wire-mesh column, another la- 


'79 On this see also Vincent Reynouard’s documentary “Oven loaders at Auschwitz—a mystery 
solved?,” https://vid.me/qrp6???offline. 

180 Files of the Hoss Trial, APMO, Vol. 11, p. 84 (list of orders from the Central Construction 
Office to the metalworking shop regarding the crematoria as compiled by Jan Sehn). 

'81 Daily labor reports of the company Riedel & Sohn of March 11 + 12, 1943; APMO, BW 
30/4/28, pp. 36f. 
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borious, material- as well as time-consuming, and expensive task; find a 
way to anchor these eight devices panic-proof in the concrete floor, ceiling 
and maybe even in the pillars, another laborious and expensive task; all 
these works had to be planned, approved, tested, and material had to be al- 
located, leaving a thick and long “paper trail” of documents (which, by the 
way, doesn’t exist); but finally, all one would possess at the end would be a 
primitive device allowing for the simple introduction of Zyklon B into the 
inner column; one had to sit and wait for a long time until a lethal amount 
of HCN had evaporated from the Zyklon-B carrier and had spread 
throughout the morgue, or alternatively, one had to apply an excessive 
amount of Zyklon B to ensure high evaporation rates for quick execution 
success, and remove and destroy the Zyklon B after the gassing, though 
only a fraction of the HCN contained on the carrier had been released by 
then.!*? 


But there was a second, much simpler option: 
b) Installing a simple basket — to hold Zyklon B — in the air intake ventilation 


shaft of Morgue #1 right after the easily accessible intake fan, which then 
would blow the HCN vapors right into the “gas chamber,” similar to the 
Degesch circulation procedure. This would have reduced the gassing time 
and the amount of Zyklon B required to a fraction compared to any scenar- 
io where Zyklon B is simply kept closely together in heaps without any 
moving air.'*’ Since the intake and exhaust ducts were close together, one 
could have connected both with a duct, so that with the help of a few 
dampers in the ducts it would have been possible to switch the system to 
circulation, thus circulating the air filled with poison gas during the gassing 
procedure. 


I assume the point I am making is clear: there were all sorts of cheaper, way- 
better and less-complicated solutions available than suggested by Michat Ku- 
la. His solution is simply impracticable and is an insult to every engineer’s 
and architect’s intelligence — naturally bearing in mind the fact that the ruins 
of Crematorium II clearly prove that no such columns were ever installed any- 
way, if they ever existed in the first place. 


In summary, the arguments relating to the introduction columns may be 
listed as follows: 


'82 For evaporation rates of Zyklon B, see Section 7.2 and Paragraph 7.3.1.3. 
'83 The brick air-intake duct was easily accessible from the attic, where the fans were installed, 
and from the ground floor; see Pressac 1989, pp. 276, 291, 329, 369. 
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Table 1: Arguments relating to the Zyklon-B-introduction columns 


ALLEGATION 


Zyklon-B-introduction shafts 
are visible on Morgue #1 
(“gas chamber”) Crematoria 
II and III on air photos. 


The introduction shafts are 
visible in a ground photo of 
Crematorium II. 


For planned introduction 
holes, cleanly cast and rein- 
forced holes with con- 
crete/brick shafts protruding 
over the layer of soil lying on 
this roof would be required. 


For holes chiseled in, the 
reinforcement rods would 
have to be removed, the edges 
polished off, and a protruding 
shaft built. Such holes would 
be severely damaged by an 
explosion. 


The installation of introduc- 
tion devices running from the 
ceiling to the floor requires 
panic-proof fixtures, such as 
bolts attached to hoop irons 
with dovetails. 


5.4.1.2.10. Conclusions 


FACT 


An analysis of this air photo shows that the spots visi- 
ble have no spatial height, have an irregular shape, an 
incorrect size (much too long and wide), and irregular 
directions different from the ambient shadows; these 
spots can therefore neither be shadows of any objects, 
nor can they be the legendary Zyklon-B-introduction 
shafts. 


These three objects are only visible in one photograph; 
they are missing in others. They stand closely together, 
have different dimensions and irregular alignment and 
are not evenly distributed across the roof. Introduction 
shafts would have the same size, a regular alignment 
and would be evenly distributed over the roof. The 
objects do not accord with the holes actually found, 
either in location or in number. 


The only two holes deserving this name clearly show 
chisel marks; the concrete structure was destroyed at a 
later time; there are no smooth, cast concrete edges and 
surfaces, no shaft-like elevation to prevent the entry of 
rainwater and soil into the hole. All other cracks and 
openings are highly irregular, filled with reinforcement 
rods, and obviously caused by the collapsing roof 
being pierced by pillars and bent over the longitudinal 
beam. 


In all cases the reinforcement rods still project into the 
holes; in one case, these were only cut in one place and 
bent back. The edges of all holes and cracks were not 
plastered; the tar insulation is openly visible; there is 
no trace of any shafts added. The “best” of these holes 
is in an area relatively unaffected by the explosion that 
blew up this morgue, proving that this hole was chis- 
eled in after the war. 


No trace of such fixtures can be found anywhere, 
hence no such devices were ever installed. There is 
also no documentary or physical evidence that such 
devices ever existed. The most important witness for 
these devices contradicted himself and made demon- 
strably false statements rendering him untrustworthy. 


The hypothesis about the criminal traces is based on the assumption that, start- 
ing in the fall of 1942, several changes were made to the design of Crematoria 
II and III in order to be able to repurpose them for the claimed mass extermi- 
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nation. The most-important changes necessary for this, however, were not 
implemented: 

— The capacity of the ventilation system was not increased, but corresponded 
to that common for morgues. 

—No heavy, gastight and escape-proof steel doors were ever installed. 

— No device was ever planned to introduce the poison gas into the claimed 
“gas chamber” (the never-existing holes are seen to have been knocked 
through afterwards). 

This not only refutes Pressac’s “criminal traces,” but in addition also all the 
“eyewitnesses,” who have been discredited without exception. The alleged 
homicidal gas chambers in the Crematoria I-III are therefore already now re- 
futed upon the grounds of building engineering alone. 


5.4.2. Crematoria IV and V 


Figure 105 shows the ground plan of Crematorium IV and mirror-symmetri- 
cally that of Crematorium V.'** Based on cost considerations, these buildings, 
planned and begun later, were constructed in a simpler manner than Cremato- 
ria II and II. Due to low-quality materials, the furnaces of both crematoria 
broke down shortly after they had been put into operation. Due to an apparent 
cremation over-capacity, Crematorium IV was taken out of service permanent- 
ly, while Crematorium V was more often out of service due to repair than 
operational (cf. Mattogno/Deana 2019, pp. 397-400). There are few docu- 
ments as well as contradictory and, to some extent, incredible witness testi- 
monies relating to these installations, which, according to Pressac, must be 
considered the least well-known.'* 

These crematoria were planned starting in the summer of 1942 and built 
until early 1943. According to Pressac, in addition to the two western rooms, 
which bear no designation in the plans, the vestibules are also supposed to 
have been used as homicidal “gas chambers.” All these rooms possessed al- 
legedly gas-tight hatches with wooden shutters approximately 1.50 m from the 
floor and measuring 30x40 cm, in the exterior walls, for the introduction of 
Zyklon B,'*° which are later supposed to have been widened to 40x50 cm 
(1989, p. 386). 

Both rooms had heating furnaces that needed to be fired from the vestibule, 
which, according to Pressac, was allegedly also used as a “gas chamber.” A 
ventilation system was ordered only for Crematorium V, since Crematorium 


'84 Blueprint received from R. Faurisson. The same blueprint is reproduced in Pressac 1989, p. 
401, but with very poor quality. 

'85 Pressac 1989, pp. 379ff., chapter on Crematoria IV and V: “[...] the least known of the 
instruments of extermination [...] a comparison of such testimonies reveals inconsistencies.” 

186 Tbid., p. 384. For an illustration of the gas-tight door and hatches, see pp. 46-49, 425-428, 
486, 500. 
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North side of Crematorium IV 
(same as south side of Crematorium V) 


Figure 105: North lateral view (above) and ground plan (below) of Crematorium IV 
and/or V (mirror image) in Auschwitz II/Birkenau Camp.'® 
1: Alleged “gas chambers”; 2: alleged Zyklon-B-introduction hatches; 3: heating 
furnaces; 4: coke room; 5: doctor’s office; 6: morgue; 7: ventilation chimneys; 8: 
gullies; 9: furnace room; 10: cremation furnaces 


IV had been decommissioned. This system was delivered in early 1944 and 
evidently installed sometime during spring 1944, although it is unclear in 
which rooms, since the construction drawings attached to the cost estimate 
apparently are lost (Pressac 1993, pp. 88-90; Mattogno 2019, pp. 156-158). 

In 1982 Pressac posited that these “gas chambers” were not planned and 
built as such either, which he based, among other things, on the fact that the 
absence of a ventilation installation (for Crematorium V at least until early 
1944) would have led to a need to evacuate the entire building for many hours 
during a gassing. It is in fact inconceivable for a gas chamber not to possess a 
ventilation system, regardless of the purpose for which it was designed. 

In his second book, Pressac leaves these arguments unchanged (1993, pp. 
67, 89). But since the mass extermination of the Jews was supposed to have 
been already fully underway — particularly in Bunkers I and II — when Crema- 
toria [IV and V were being planned, it is of course absurd to believe that these 
installations could have been incorrectly designed and built. Hence Pressac 
intermittently assumed a “criminal planning” of the crematoria (1989, p. 447), 
although he had to admit that the hypothetical gassing procedure would have 
been “irrational and ridiculous” (ibid., p. 386). The claim of such criminality 
is allegedly supported by various documents mentioning the “installation of 
gas-tight windows,” “pouring concrete floor in gas chamber,” and repeated 
references to gas-tight doors in various connections (ibid., pp. 406, 442-455). 

As already shown in the chapter on the disinfestation of personal effects, 
the German word “Gaskammer’”’ (gas chamber) was the designation common- 
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Figure 106: Cremaitori 
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rium IV, summer 1943 (photo taken by Ss Unterscharfuhrer 
Dietrich Kamann) 


ly used at that time for spaces used for the disinfestation of personal effects. 
The combination of crematoria and disinfestation installations in one and the 
same building was very common practice at that time.'*’ Hence, in the case of 
Crematoria IV and V, one may assume that the rooms in question here were 
temporarily intended for disinfestation purposes, but in the absence of any 
ventilation system, the respective rooms of Crematorium IV were certainly 
never used as such, and those of Crematorium V could have been used as such 
no earlier than early 1944, if the ventilation system installed even served these 
rooms to begin with. 

Mattogno has shown that the term “gas chamber” is always used in the sin- 
gular and that documentary evidence points to the installation of showers in 
one of the two rooms in question. Both rooms in question had waste-water 
drains. Construction activities, which are referred to as “water installations” or 
“sanitary installations” in the documents, lasted from March 15 to April 23, 
1943, and comprised a total of 816 man hours, hence were rather large con- 
struction projects. Mattogno posits that the large stoves installed in these 
rooms, which had to be fired from the hallway, served to both heat the shower 
rooms and provide hot water for the showers. The moisture in those shower 
rooms would also explain why the lamps were placed in recesses.'** This sup- 
ports the thesis that these rooms served as hygienic centers. 

'87 For a prominent example, one need only consider Dachau Concentration Camp, the cremato- 
rium building of which contained a series of Degesch circulation delousing chambers, see p. 
TA. 


188 Pressac 1989, pp. 399f.: “Kavernischen” / “Wand-Lampen versenckt [sic].” According to 
Pressac, the lamps were recessed to render them waterproof, ibid., p. 400. 
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Figure 107: Ruins of Crematorium V. if the freuen the wrought-iron frame of the 
Topf eight-muffle furnace (© 1997 Mattogno 2015e, Vol. 3, p. 144) 


Figure 108: Ruins of Crematorium IV with foundation walls rebuilt by the museum. 
(December 1997) 


Mattogno also concludes from the extant documents that the vestibule may 
have been considered to serve as a disinfestation gas chamber (Mattogno 
2019, pp. 160-162). A ventilation system would have been indispensable for 
this, however. 

Pressac quotes a document by means of which “210 gas-door anchorings” 
were ordered in Auschwitz (1989, p. 451). This document indicates that the 


Germar Rudolf - The Chemistry of Auschwitz 166 


Figure 109a & b: Crematorium IV, side view. Photo by SS Unterscharfiihrer Dietrich 
Kamann. (Yad Vashem photo archive, ref. 8FO2). 

Below: section enlargement of the western annex. The red arrows point to the small 

openings through which Zyklon B was allegedly thrown in. 


term gas-tight (“gasdicht’) does not necessarily constitute a reference to exe- 
cution of disinfestation chambers, since it has never been claimed that there 
was a need for roughly one hundred doors for homicidal “gas chambers” at 
Auschwitz. It is entirely possible that all doors and windows were designated 
as “gastight,” if they were equipped with felt insulation and were therefore 
sealed off against air infiltration, a characteristic not at all common at that 
time in windows for inmate barracks in a concentration camp.'*” 

Pressac provides yet another item of proof that the term “gas chamber” has 
no criminal significance in Auschwitz documents. One document states: “1 
key for gas chamber.” Since all “gastight” doors found at Auschwitz, as well 
as all surviving photographs of such doors, show that these doors had no 
locks, this document must refer to a door for another type of room, such as a 
room for the storage of Zyklon B, which truly required storage under lock and 
key (1989, p. 456). 

The walls of Crematoria IV and V, which were built entirely above ground, 
were of simple brick masonry. After they were blown up, both buildings were 
demolished to their foundation walls and concrete foundations. The founda- 
tion wall of Crematorium V, which today is approximately 1 m high, is sup- 
posed to have been rebuilt (ibid., p. 390). The foundation wall of Crematorium 


189 At least the windows of those inmate barracks still accessible today in Birkenau have been 
installed in a very sloppy way, so that the wind blows intensely through the gaps. It is, how- 
ever, questionable whether these barracks are authentic or were rebuilt after the war. 
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IV, which is approximately 50 cm high, is also supposed to have been rebuilt 
out of other rubble at a later time (Markiewicz et al. 1991). 

Even these reconstructions can still speak to us, even if, in this case, only 
the concrete foundations are authentic. Because another technical precondition 
for the use of the rooms alleged to have been homicidal “gas chambers” would 
be that it would have to have been rendered impossible for the victims on the 
inside to get anywhere near the introduction hatches, since otherwise they 
could have simply pushed the SS man off the ladder while he was throwing 
the Zyklon B into the chamber; they could then have attempted to escape. A 
U-shaped, solid steel grid construction anchored in the floor and in the mason- 
ry of the walls with steel hoop anchors spread out into dovetails would have 
been necessary to keep the victims on the inside at arm’s length from the 
hatches. The concrete floors of these rooms surviving today, however, make it 
clear that nothing of the sort was ever anchored in the floor. 

Mattogno has discovered that the small openings in those rooms, which 
came in two sizes of only 15 cm x 25 cm or 20 cm x 30 cm when deducting 
the frames, had iron bars in front of them. This would have made it impossible 
to stick a can of Zyklon B through them, hence the introduction of the poison 
as attested to by witnesses was not possible (Mattogno 2019, pp. 152f.; see 
Documents 7f., pp. 410f.). These bars were even confirmed by the witness 
Henryk Tauber, whom Pressac considers to be 95% reliable (1989, p. 481; 
Tauber 1945, p. 6): 

“For throwing in the ‘Zyklon,’ there were openings with bars in the walls at a 

height of two meters that could be closed hermetically by means of covers.” 


5.4.3. Bunkers | and 2 


According to witness accounts, there are supposed to have been two farm- 
houses (usually referred to as Bunkers 1 and 2, but sometimes also as Red 
House and White House), located west-northwest of the Birkenau Camp, 
which are said to have been converted into homicidal gas chambers. Pressac 
mentions contradictory witness reports in this regard (1989, pp. 161ff.). Relat- 
ing to the testimony of Pery Broad, for example, he writes: “[...] not ex- 
ploitable [...], since it has been rewritten by and for the Poles [...],” and: “It is 
impossible to make a synthesis of all these accounts.” H6ss’s report relating to 
the characteristics and location of these buildings is only superficial (Bez- 
winska/Czech 1984, pp. 95, 111, 116, 123f.). 

The claimed procedure has been described in some detail by the former SS 
man Richard Bock.!”’ There are, moreover, a number of other witnesses!”! 


190 Interrogation of Bock during pre-trial investigations for the so-called Frankfurt Auschwitz 
Trial; ref. 4 Js 444/59, sheets 6881-6883; cf. Rudolf 2003b, pp. 470-472. 

191 Alphabetically: Charles S. Bendel, Maurice Benroubi, Pery Broad, Milton Buki, Shaul Cha- 
san, Leon Cohen, Szlama and Abraham Dragon, Eliezer Eisenschmidt, Friedrich Entress, 
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Figure 110: Remnants of foundation walls of what is said to have been the so-called 
Bunker 2. The layout contradicts all witness claims. (© 1992 Mattogno 2016), p. 243) 


whose statements have been analyzed by others, to which I refer.'"* According 
to this, the homicidal mass gassings are supposed to have taken place in a 
manner similar to those in the chambers of Crematoria IV and V, as described 
above: These gassing facilities are said to have contained several small gas 
chambers without any technical equipment (i.e., no ventilation, no circulation 
device, no device to release the poison). Zyklon B is said to have been thrown 
in through small openings in the wall. Ventilation allegedly occurred through 
the access door(s). The witnesses disagree about any other detail (number and 
size of the chambers, the doors, the openings etc.). 

The location of Bunker 2 is today generally identified as being identical 
with the ruins of an old brick house west of the Zentralsauna.'** The details of 
this building as they can be inferred from the ruins, however, cannot be recon- 
ciled with the witness claims (Mattogno 2016), pp. 190-192). There is no trace 
of Bunker 1. Although the Auschwitz Museum has erected a memorial near 
the museum’s tract on a spot where this bunker supposedly stood (see Figure 
111),'** no material evidence seems to exist in support of that claim. Although 


Horst Fischer, Jaacov Gabai, Moshe Maurice Garbarz, Maximilian Grabner, Franciszek 
Gulba, Karl Holblinger, Johann Paul Kremer, André Lettich, Filip Miiller, Hans Erich 
Muffeldt, Miklos Nyiszli, David Olére, Dov Paisikovic, Adolf Régner, Josef Sackar, Hans 
Stark, Jerzy Tabeau, Shlomo Venezia, Alfred Wetzler. 

192 Pressac 1989, pp. 161-182; Mattogno 2016), pp. 64-159. 

'93 See e.g. the photos of the ruins in Pressac 1989, p. 176; Mattogno 2016), pp. 242-244, 251f. 

194 See http://auschwitz.org/en/gallery/memorial/former-auschwitz-ii-birkenau-site/bunkers- 
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Figure 111: Memorial on a location where the so-called Bunker 1 is said to have 
been. There is no evidence that any building that might have existed here was ever a 


“gas chamber.” (http://auschwitz.org/) 


a German wartime map of the camp reveals that several buildings did indeed 
exist at the location where Bunker 1 is said to have been, these buildings were 
evidently demolished during the development of the Birkenau Camp’s Sector 
Ill in order to make room for the wastewater treatment facility (Mattogno 
21061, pp. 171f.). 

Documents indicating that these buildings were ever used for anything by 
the camp administration don’t seem to exist. Although the Auschwitz Museum 
published two documents dating back to early 1944 which mention a “Bunker 
I, Birkenau” (Bartosik/Martyniak/Setkiewicz 2014, p. 101), it is unclear what 
building this could have been and where it was located. The orthodox narra- 
tive moreover claims that Bunker 1 had been dismantled in early 1943 and has 
never been rebuilt. 

Fact is that in 1942 the SS converted an existing building at a location near 
where Bunker 1 is said to have been, into a disinfestation and sauna facility 
for the camp guards (at some distance from the area of the Birkenau Camp, 
which at that time was still rather small). But for now, it has to remain open 
whether this disinfestation facility for the SS guards was the seed crystal for 
rumors about the existence of an alleged homicidal gas chamber. It is at any 
rate not credible that the SS would have set up a disinfestation and sauna facil- 


provisional-gas-chambers,2.html 
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ity near a mass-murder facility with gigantic cremation pits, because the leg- 
endary Bunker 1 is said to have been in that area as well.!”° 


5.4.4. The Drainage System in Birkenau 
5.4.4.1. Background: Witness Accounts 


J.-C. Pressac quotes various witnesses claiming that due to the limited capaci- 
ty of the Auschwitz crematoria, a large portion of the bodies of the victims of 
homicidal mass gassing were cremated in open-air pits. These pits were alleg- 
edly located north of Crematorium V as well as close to Bunkers 1 and 2. The 
size of these pits is described as roughly 20-60 m long, 3-7 m wide, and 1.5 to 
3 m deep (Pressac 1989, pp. 162-164, 171, 177, 253; cf. Mattogno 2016). 


5.4.4.2. The Groundwater level in Birkenau 


In his expert report, Fred Leuchter pointed out that due to the high groundwa- 
ter level he found in Birkenau in 1988, it would have been impossible to dig 
deep pits and to light and maintain a fire in them (Leuchter/Faurisson/Rudolf 
2017, p. 47). The reason for the high groundwater level is that the Birkenau 
Camp lies in the immediate vicinity of the confluence of the Sola River into 
the Vistula River. A few hundred meters away from the camp one finds 
swampy meadows even today. 

Leuchter, however, did not investigate the important question of whether 
the groundwater level was similarly high in 1942-1944, when the events at- 
tested to by the witnesses took place. It has been pointed out that the Birkenau 
Camp had a sophisticated gridwork of drainage canals which lowered the 
groundwater level.'*° This drainage system is still functioning fairly well to 
this day. Whereas the groundwater level around the camp is basically right at 
the surface, the drainage system in and around the camp must have lowered it 
to some degree. When I visited the camp in the midst of August 1991, the 
groundwater stood at some 60 to 70 cm beneath the surface near the so-called 
Zentralsauna. Figure 112, a photo taken on August 15, 1991, during a period 
with little precipitation, shows me dangling my leg into a construction trench 
in front of the Zentralsauna located in the western part of the camp. 

But how effective was this drainage system in 1942-1944, and most im- 
portant, how effective was it in the area north of Crematorium V and in the 
vicinity of the alleged bunkers, which were located outside the camp’s drain- 
age system? 

There are two pieces of circumstantial evidence indicating that the 
groundwater level was not much different than it is today. The first piece is 
the well-known small pond in the vicinity of Crematorium IV, which is sup- 


'95 Cf. in this regard my discussion in the epilogue to Mattogno 2016), pp. 203-212. 


196 Pressac 1989, p. 209, drainage plan POW Camp Birkenau. 
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posed to have existed the same 
way during the war (see Figure 
113). If the drainage system 
had lowered the groundwater 
level by several meters, the 
pond next to Crematorium IV 
would have dried up. This sug- 
gests a more-or-less unchanged 
groundwater level from then 
until now. The second piece is 
that the subterranean location 
of the morgues of the Cremato- 
ria If and II, as well as some 
of the building sections of the 
Zentralsauna, were possible 
only because they were con- 
structed by sealing the build- 
ings’ basements against intrud- 
ing water with a waterproof 
layer of tar. This of course 
indicates that there was aneed ye. 


2 = 2 
to protect against such water in ‘Figure 112: Groundwater level in the Birkenau 
the first place. Also, since the Camp in August 1991 — in a construction trench 
with the author (center) and Anita Philipp (left) in 
front of the Zentralsauna: approximately 70 cm. 


drainage ditches in the camp 
are only 1 to 1.5 meters deep, 
they could not have lowered the groundwater level by much more than one 
meter. This maximum value, though, can only be achieved in the immediate 
vicinity of the ditches. 

Two complementary studies have demonstrated with a vast amount of con- 
temporary German documents dealing with the camp authorities’ problems 
caused by the high groundwater level that between the end of 1941 and the 
middle of 1944, the groundwater level in Birkenau in general and outside the 
camp perimeter in particular was very high, coming close to or even reaching 
the surface and turning the entire area into a swamp.'®’ There are even Ger- 
man wartime documents showing that construction on buildings with base- 
ments was possible only by permanently pumping out groundwater. One doc- 
ument even expressively forbade the digging of pits for outhouse latrines, 
because this would have contaminated the drinking water of the entire 
Auschwitz region.!”* 


'97 Gartner/Rademacher 2003; Mattogno 2003a; both papers were reprinted in Part 3 of Mat- 
togno 2016g. 
198 RGVA, 502-1-83, pp. 111f. 
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Both studies ignore the fact, however, that the groundwater level is never 
fixed. Especially in relatively flat river plains such as the area around the 
Birkenau Camp, the groundwater level not only depends on the amount of 
precipitation fallen prior to the observed period, but most of all also from the 
water level of the nearby rivers. During dry-weather periods, the groundwater 
level may have fallen, yet longer-lasting rainy weather within the upstream 
drainage basins of the rivers Vistula and Sola could swiftly turn this area into 
a swamp again. 


5.4.4.3. Open-Air Incineration in Pits 


In general, it is of course possible to burn corpses in open-air pits, though it 
certainly takes more time and fuel than any cremation in a crematorium, and it 
also leaves many more traces due to incomplete combustion. In 1999, Dr. 
Myroslaw Dragan conducted an experimental incineration of an 80-lb. deer in 
a pit roughly 1 m deep, 70 cm wide, and 1.2 m long. This incineration with a 
relatively small amount of wood lasted some 4-5 hours and was almost com- 
pletely successful.'? Dr. Dragan found that for open-air incinerations, small, 
narrow holes are advantageous over large, wide holes or, even worse, crema- 
tions on ground level, since the soil walls of a pit act like the walls of a crema- 
tion furnace, storing and reflecting a great deal of the heat produced by the fire 
— provided that the soil has a considerable amount of clay stabilizing the wall 
of the pit, and, of course, that no groundwater flows into the pit and extin- 
guishes the fire. 


199 Only small pieces of the skull were left over, which were located in a corner of the pit. 
Communications of Dr. M. Dragan, whom I helped to investigate the cremated carcass’s re- 
mains in June 1999, 
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Figure 114: Google Earth satellite photo of a section of the Birkenau Camp of 2016. 


The situation in Birkenau, however, was drastically different from that of 
Dragan’s experiment. Not only did the witnesses claim that those pits were 
very wide and long, but as Wallwey (Giartner/Rademacher), and Carlo Mat- 
togno (2003a) have shown, the groundwater level in the areas around the al- 
leged location of those cremation pits was so high that it would have been 
impossible to dig such deep pits, arrange hundreds of corpses and fuel in 
them, and maintain a fire for many hours without these pits quickly filling 
with water. These findings show clearly that the attested burning of corpses in 
pits many meters deep was impossible under such conditions, since these pits 
would have filled up with groundwater rather quickly. 

It is known that in Birkenau the corpses which had accumulated during the 
typhus epidemic of the summer of 1942 were first buried in mass graves. Due 
to the danger of the contamination of the groundwater, however, they had to 
be exhumed shortly afterwards. Since the new cremation facilities were still 
under construction then, it is possible that at least a portion of these corpses 
were burned on funeral pyres. For this purpose, as a rule, one removes the turf 
and the upper layer of topsoil in order to preserve them from damage and to 
absorb the ashes of the wood and the corpses. But holes many meters deep are 
not dug. 
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Figure 115: White ellipse: possible site of old mass graves of typhus victims in 
Auschwitz north of Crematorium V. 


Indeed, one can unearth in excavations west of the Birkenau Camp ashes 
and bone splinters (whether from humans or cattle remains open) to the depth 
of several decimeters, extensively mixed with all kinds of refuse (glass and 
porcelain shards, slag, bits of iron, etc.). Apparently, this place served as a 
rubbish heap for the camp under German administration and/or after the war 
under Polish administration. 

The decisive questions regarding open-air mass incinerations of corpses is: 
what should have been visible on air photos? Following the orthodox narra- 
tive, which is based on witness accounts, many hundreds if not as many as 
thousands of corpses are said to have been burned this way on certain days 
from the middle of May until the summer of 1944. As mentioned before, this 
allegedly occurred near the so-called Bunker 2 and also north of Crematorium 
V. (Since Bunker | is said to have been torn down in early 1943, it cannot be 
an object of our scrutiny of air photos taken in 1944.) However, neither the 
exact number of corpses cremated on those pyres can be determined nor on 
what exact days these fires would have burned. One could therefore posit that 
exactly on those days when air photos were taken not one of these large fires 
was burning. Mattogno has demonstrated, however, that so many Hungarian 
Jews arrived at Auschwitz immediately prior to and on May 31, 1944 — most 
of whom are said to have been instantly killed and cremated — that the air pho- 
tos taken on that day must perforce show huge outdoor fires — yet they don’t 
(Mattogno 2016g, pp. 57-59). 

What should be visible on those air photos can be gleaned from data ob- 
tained in 2001 during a major outbreak of hoof-and-mouth disease among 
livestock mainly in Great Britain. In order to contain the epidemic, thousands 
of cattle, pigs and sheep had to be culled. Since the capacity of local incinera- 
tion facilities for animal cadavers was absolutely insufficient for this huge 
amount of animal corpses, huge open-air incineration sites were set up all 
across Great Britain in order to simultaneously incinerate hundreds of animal 
cadavers. 
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Figure 116: Smoke from incinerating animal cadavers on pyres in England during the 
2001 outbreak of hoof-and-mouth disease.?°' 


K6chel has collected the data of this catastrophic epidemic and has ana- 
lyzed it for the problem of interest here.*°’ The two results relevant in the pre- 
sent context are first that pyres comprising hundreds or thousands of corpses 
would not have burned for a few hours but rather for several days. Clearing 
out and subsequently reusing such a burned-down pyre could be done only 
many days after the pyre had been lit initially due to the enormous latent heat 
of the embers and ashes. 

From this as well as from the collected data regarding the space require- 
ments of such pyres, it can be deduced that the weekly outdoor incineration of 
thousands of corpses as claimed for Auschwitz would have required an area in 
the order of magnitude of a hectare (10,000 m’, 2% acres), if not a full square 
kilometer (0.4 square mile). Such an area would be clearly recognizable on air 
photos due to the destruction of the vegetation and the inevitably turned-up 
soil caused not only by the pyres themselves but also by the transportation of 
corpses, fuel and cremation remains in the surrounding areas. Such massive 
activities would be easily visible even if by chance none of these huge pyres 
was blanketing the area with thick smoke at the time the air photos were tak- 
en. 


200 Kéchel 2015; reprinted in Part 3 of Mattogno 2016g. 
201 . See also the video clip at 
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The huge amount of ashes and charcoaled fuel and corpse remains which 
inevitably would have been scattered over a large area, as well as the continu- 
ally rising clouds of more-or-less dense smoke emanating from burning or 
smoldering pyres would have featured prominently in air photos, no matter 
whether or not fires had just been lit on the day photos were taken. Such pyres 
would have been clearly discernible from the air for weeks or even months. 

None of this is even remotely visible in air photos taken between May and 
September 1944. Merely one tiny fire site of a few square meters in size north 
of Crematorium V can be seen on some air photos (Rudolf 2018, pp. 97-101; 
Mattogno 2016g). 

On the other hand, all of these air photos show four extended rectangular 
objects of some 10 m x 100 m in size north of Crematorium just outside the 
camp area. These could be flat, backfilled pits or mass graves. But there were 
evidently no activities around them, for the topsoil and the vegetation around 
them is undisturbed (Rudolf 2018, pp. 117-119; see Figure 115). These are 
probably older mass graves no longer in use — possibly for the victims of the 
catastrophic typhus epidemic that raged in Auschwitz since July 1942. Due to 
limited cremation capacities, not all of those victims could be cremated back 
then. 


5.5. Construction Conclusions 


Even the most-primitive temporary disinfestation installations — whether in the 
initial period of the Auschwitz Camp’s existence or elsewhere — were always 
equipped with ventilation and a heating system, the latter being, of course, 
useful but not absolutely necessary. But no room not possessing a ventilation 
system need be considered as a room for repeated application of poisonous 
gases, whether to kill vermin or human beings. Homicidal gas chambers must 
furthermore be panic-proof and have to be equipped, apart from the entry 
doors, with an opening for the introduction of the poison gas material from the 
outside. Although the latter is not absolutely necessary for disinfestation in- 
stallations, it is nevertheless useful. It must be concluded, therefore, that no 
installation possessing either no option to introduce the poison from the out- 
side, or no possibility of forced ventilation, or which could not be closed in a 
panic-proof manner, can seriously be considered to serve as a homicidal gas 
chamber. When summarizing the features of the rooms discussed above under 
these aspects, Table 2 ensues. 

Not taken into consideration in the above, among other things, is the fact 
that the ventilation system of hypothetical homicidal “gas chambers” would 
have to be efficient enough for homicidal purposes, which, in view of the 
above, was not the case at Auschwitz, and that the evacuation of the poison 
gas into the environment after the gassing/execution required special measures 
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Table 2: Equipment and suitability of actual or alleged “gas chambers” 
Poison gas Heatin Venti-| panic} Suitable for Suitable for 
exes introduction ®] lation proof | disinfestation | mass homicide 


Crematorium I = ae ee ee 
Crematoria I and TI a ae 
i x 


© = present or possible; O = possibly present; x = not present 


in order to avoid people around the “gas chambers” — both inside the building 
as well as in its vicinity — getting hurt or even killed. 

Although we have some information about the equipment of the rooms in 
Crematoria IV and V, the information is, to a certain extent, speculative due to 
the lack of documents and material evidence. This applies even more so to the 
bunkers, on which practically no documents exist. 

Fortunately, it is precisely the one “gas chamber” in which the largest 
number of people was allegedly killed by poison gas during the Third Reich 
that has remained intact to some degree: Morgue #1 of Crematorium II. Con- 
trary to all witness testimony, this cellar, during the period of its operation, 
possessed no Zyklon-B-introduction holes in the roof, and none of its equip- 
ment (door, alleged introduction columns) was panic-proof. It is only logical 
and consequential to transfer these conclusions also to the mirror-symmetri- 
cally built, but otherwise-identical Crematorium HI, even though we do not 
possess any physical evidence for this due to the almost complete destruction 
of the roof of its Morgue #1. If this is so, then those rooms cannot have been 
used for mass homicide using poison gas, as alleged by witnesses. 

When one considers the technical circumstances prevailing in and around 
Auschwitz in the broadest sense, one becomes aware of the absurdity of the 
entire claim of homicidal mass gassings. The camp administration was fully 
aware of the methods and technical preconditions for Zyklon-B disinfestation, 
and was even informed as to the latest developments in the related technology. 
A document found in the files of the Central Construction Office even demon- 
strates that the Auschwitz camp authorities were always informed about the 
most-recent technical developments of gassing technologies, because on July 
3, 1941, they received a copy of a special edition on the Degesch circulation 
device.” But instead of using these methods, the currently reigning dogma 
has it that the camp administration allegedly took recourse, for homicidal 
mass-gassing purposes, to extremely crude methods, particularly where Bun- 
kers 1 and 2 and later also Crematoria IV and V were concerned: 

Allegedly, hundreds or thousands of people were killed with highly poi- 
sonous gas in rooms, 


202 Peters/Wiistinger 1940; RGVA 502-1-332, pp. 86/90; cf. Figure 31, p. 74. 
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— which had walls and ceilings made of a material absorbing huge amounts 
of the poison gas and letting it penetrate; 
— which did not have escape-proof doors and windows; 
— which did not have panic-proof equipment; 
— which did not have technically gastight doors and shutters; 
— which had no provision to quickly release and distribute the poison gas;°? 
— which had no effective device to ventilate or otherwise render ineffective 
the poison gas after the end of the execution.*™ 
At the same time, the most-modern disinfestation installations were being 
built all over German-occupied Europe, 
— which had walls and ceilings covered with gastight coatings; 
— which were equipped with massive steel doors and had no windows; 
— which had technically gastight doors; 
— which had devices to quickly release and distribute the poison gas; 
— which had effective devices to ventilate or otherwise render ineffective the 
poison gas after the end of the gassing procedure. 
There were never any perceptible delivery problems for these installations. In 
the Auschwitz Main Camp, the latest technology for disinfestation using HCN 
was even incorporated (cf. Paragraph 5.2.3.5), while the Zentralsauna at 
Birkenau was equipped with the most-modern hot-air disinfestation technolo- 
gy! And to top it all off: the Germans even invented the microwave technolo- 
gy, which is so well-known today, to kill lice! They erected these installations, 
which were still very expensive at that time, exclusively in the Auschwitz 
Camp, to save inmate lives! And we are supposed to believe that the Germans 
were incapable of installing technical equipment at least adequate for Zyklon- 
B fumigations in their alleged homicidal “gas chambers”! Can anything be 
more insulting to the human mind? 

So much for the claim that homicidal “gas chambers” existed at Ausch- 
witz. We have also proven that the largest room, the one allegedly most-often 
used as a homicidal gas chamber, could not have been used for that purpose as 
stated by alleged witnesses. Together with the untruthful witnesses to a homi- 
cidal gas chamber in the Main Camp (see Section 5.3), and in view of the fact 
that there is no documentary indication of a criminal use of these rooms, we 
must conclude that there is no credible proof, and no “criminal trace,” in sup- 
port of the claimed existence of homicidal gas chambers in Auschwitz. 

Considering these facts, it cannot really be surprising that finally even 
mainstream historians and media are taking notice of them: In May 2002, 


203 Richard J. Green’s claim (2001, p. 31) that “there were in fact devices to distribute the gas 
over the room” is wrong. He refers to a paper dealing with M. Kula’s columns (McCar- 
thy/van Alstine), but those would have impeded rather than facilitated the distribution of the 
gas (see page 152 and 239 of this present book). 

204 Except maybe for Crematorium V starting in early 1944, when its ventilation system of 
unknown design was probably installed, and in case it could serve such a purpose. 
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Fritjof Meyer, a senior editor at Germany’s largest, left-wing weekly maga- 
zine Der Spiegel, stated in an article that documents and witness statements 
regarding the alleged gas chambers in the Crematoria II and III of Birkenau 

“[...] rather indicate that attempts were made in March and April of 1943 to 

use the mortuary cellars for mass murder in the early summer of 1943. Appar- 

ently, the tests were not successful [...] The actually committed genocide 
probably took place mainly in the two converted farmhouses outside of the 
camp.’?°° 
In other words: there is a tendency to abandon those locations, which Prof. Dr. 
R. van Pelt called “the absolute center” in the “geography of atrocities” (see 
page 114), or even the Birkenau crematoria altogether, since, according to 
Meyer, the genocide is now supposed to have taken place mainly in those 
elusive bunkers, of which we possess no documentary evidence. 

Following Meyer, the final destruction of the corpses of the alleged victims 
of mass murder is now supposed to have happened almost exclusively by 
means of open-air incinerations in deep pits. However, all claims made re- 
garding the alleged open-air incineration of corpses in deep pits are obviously 
untrue, because no traces of such incinerations can be found in contemporary 
air photos, and because the high groundwater level in Birkenau would have 
prevented the maintenance of fires in deep pits. 

Those readers who take no interest in the chemical problems relating to the 
alleged “gas chambers” in Auschwitz may skip the following Chapters 6 
through 8. Prior to a solution to the problem of how the poisonous preparation 
was introduced into the presumed “gas chambers,” further speculation as to 
the manner and method of the murders, and their possible chemical traces, 
remains a mere academic exercise with no basis in reality. Our study of 
Auschwitz could, therefore, conclude here. 

However, because the chemical questions involved attracted so much at- 
tention, caused the hottest controversies, and stirred the most-intensive de- 
bates, detailed remarks are nevertheless in order about the chemical questions 
first raised by Faurisson and Leuchter relating to the formation of residues 
(Iron Blue) which can be caused by chemical reactions of hydrogen cyanide 
with building materials. 


5.6. Missing Documents 


The lack of documents demonstrating the existence and use of homicidal gas 
chambers at Auschwitz goes beyond those dealing with architectural, engi- 
neering and administrative issues of certain buildings inside the camp. 


205 Meyer 2002, p. 632; for a discussion of this paper see: Rudolf 2003d; Mattogno 2003b & 
2004a; Graf 2004; Rudolf 2004a. 
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Mattogno has pointed out that “among the thousands of tons of seized 
German [wartime] documents, which included numerous documents on exper- 
iments on human beings of various kinds, there was nothing on experiments 
with hydrogen cyanide” (Mattogno 2015c, Chapter V). Considering the wide- 
spread use of Zyklon B for disinfestation with the danger to all involved, 
German authorities should have had an interest in finding out exactly how 
dangerous hydrogen cyanide is to humans, and how best to protect people 
from it with protective garments and gas mask etc. This is even more true 
when claiming that they planned to use this chemical for vast mass-murder 
activities. Although German experiments with war gases are documented, 
none of them pertains to Zyklon B or hydrogen cyanide. Only in the mid- 
1970s did a researcher approach this question on behalf of the U.S. Army in 
the context of using this chemical as a war gas for mass killings (of soldiers). I 
will return to this in Subsection 7.1.2 

In 1941, British Intelligence analysts cracked the German “Enigma” code. 
As a result, the British managed to intercept and decrypt radio communica- 
tions sent between the German concentration-camp headquarters and the SS 
headquarters in Berlin between January 1942 and January 1943, right during 
the time period when the so-called final solution with the mass murder of Jews 
is said to have been at its peak. The information revealed by these radio mes- 
sages, however, does not expose a program of mass murder and racial geno- 
cide. Quite the opposite, it reveals that the Germans were determined, desper- 
ate even, to reduce the death rate in their work camps, which had escalated 
due to catastrophic typhus epidemics. Hence, the UK’s intelligence decrypts 
prove that the German camp authorities were desperately trying to save their 
inmates’ lives, rather than to mass murder them (Kollerstrom 2019, esp. pp. 
104-118). 
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6. Formation and Stability of Iron Blue 


6.1. Introduction 


Tens or even hundreds of thousands of people are claimed to have been killed 
in each of the alleged Auschwitz “gas chambers” by hydrogen cyanide in the 
form of the product Zyklon B®. The question which now arises is the follow- 
ing: could this poisonous gas leave chemical traces which could perhaps be 
detected in these alleged chemical slaughterhouses? 

If hydrogen cyanide (HCN), the reactive compound in Zyklon B, were only 
bound to the walls by adsorption (adhesion),””° there would be no detectable 
residues left today, because hydrogen cyanide is highly volatile (boiling point: 
25.7°C); all the hydrogen cyanide involved would long since have evaporated. 

But if it turns out that, during a fumigation or gassing, hydrogen cyanide 
would combine with certain materials in the masonry to create other, consid- 
erably more-stable compounds, then one might anticipate the possible exist- 
ence of chemical residues even today. 

The reaction products of interest to us in this respect are the salts of hydro- 
gen cyanide, called cyanides;”” of particular interest here are iron cyanides 
formed by the reaction of iron compounds with HCN. Iron occurs ubiquitous- 
ly in nature. It is iron which gives bricks their red color, sand its ochre color, 
and clay its color ranging from yellowish to reddish-brown. More-precisely, 
we are speaking of iron oxide, popularly known as “rust.” Basically, all walls 
consist of at least 1% rust, as a result of the rust contents in the sand, gravel, 
clay and cement of which walls are constructed. 

Iron cyanides have long been known for their extraordinary stability. One 
of them has achieved particular note as one of the most-commonly used blue 
pigments during the last three centuries: Iron Blue,'* also often referred to as 
Prussian Blue. 


6.2. Instances of Disfigured Buildings 


Section 1.3 already contained a discussion of two instances of disfigurement 
of churches which occurred in the 1970s in Bavaria, Germany. In the many 


206 Absorption and adsorption are not the same! Absorption is the incorporation (sometimes 
even consumption) of a matter into a medium (light is absorbed/consumed by a pigment, gas 
is absorbed/dissolves into a liquid), whereas adsorption is the adhesion of matter onto a — 
usually solid — surface (dust on furniture, fog on windscreens, vapors on any solid sur- 
face...); 

Adsorption is further subdivided into chemisorption, in which the matter is bound to a sur- 
face by chemical bonds, and physisorption, in which the bonding is only a physical effect. 
The transition between both is fluid. 

207 For simplicity’s sake, “cyanide” is frequently understood to mean only the anionic part of 

the cyanide salts, the cyanide ion, CN’. 
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hundreds of thousands of fumigations which have been carried out since 1920, 
there cannot, as a rule, have been any complications. Otherwise the procedure 
would have been very rapidly abandoned. The cases in question were, there- 
fore, exceptions. But what exactly was it that made these churches exceptions? 

Change of scene. 1939-1945. In the camps of the Third Reich, hundreds of 
thousands of people — Jews, political prisoners, criminals, “anti-socials,” and 
prisoners of war — were crammed together. To stem the raging epidemics, 
attempts were made, not always with great success, to kill the carriers of dis- 
ease, particularly body lice. This was done frequently with hydrogen cyanide, 
Zyklon B. This was done often in chambers professionally designed for such 
purposes, but sometimes ordinary rooms were equipped for such purposes in 
an auxiliary manner and temporarily used for disinfestation. 

Many of the camps in the Third Reich were leveled at the end of the war or 
afterwards. In other camps, the existing buildings were torn down and the 
building materials sometimes used to rebuild the destroyed cities. A few 
buildings, however, remain intact to this very day. The walls of these build- 
ings look as in Figures 117 to 129, 145 to 155 and 157 to 169. 

From the remarks of a Polish team of researchers who conducted investiga- 
tions on behalf of the Auschwitz Museum, we also know that the disinfesta- 
tion chamber in the Auschwitz Main Camp is stained with a blotchy blue 
(Markiewicz et al. 1991, 1994). To my knowledge, only the Zyklon-B-disin- 
festation chambers at the Buchenwald and Dachau camps (Degesch circula- 


Figure 117: Northern external wall of the Zyklon-B-disinfestation wing of BW 5b in 
the Birkenau Camp. (© Carlo Mattogno) 
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tion chambers) exhibit no blue pigmentation, probably because first of all the 
walls were professionally coated with a paint impermeable to gas and water, 
and facilities of this type were moreover operated with heated dry air. Warm, 
dry walls, however, don’t tend to absorb hydrogen cyanide and to accumulate 
them as cyanide salts, as we shall see further below. 

It seems therefore that a blue pigmentation of masonry is no exception, but 
rather the rule, particularly where bare masonry is repeatedly exposed to hy- 
drogen cyanide over long periods of time. The large-scale, long-term use of 
hydrogen cyanide for vermin control in disinfestation chambers only began, in 
practice, with the onset of the Second World War. And with the dissolution of 
the National Socialist camps, the confiscation of the corporation having manu- 
factured and marketed Zyklon B (the I.G. Farbenindustrie AG), and the adop- 
tion of DDT toward the end of World War II, this large-scale use of hydrogen 
cyanide ended just as abruptly. No one cared about any “instances of disfig- 
ured buildings” having occurred in the former National Socialist disinfestation 
chambers in this period. The question never arose in the literature... until 
Frederick A. Leuchter came along. 

The following is an attempt to find out how these blue pigments, referred 
to as Iron Blue, form in the masonry during fumigations with HCN, and the 
conditions favorable to their formation. 

There have been many publications on this chemical compound since the 
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Figure 118: Southern external wal of the Zyklon- -B- Aereeein wing 7 of BW 5b in 
the Birkenau Camp. (© Carlo Mattogno) 
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Figure 119: Zyklon-B/hot-air disinfestation facility, Chamber Il of Barrack 41 in 
Majdanek Camp. (i.imgur.com/ztpHrYv.jpg) 


end of World War II, which were perused and will be summarized in the fol- 
lowing in relation to our topic. In so doing, attention was directed at: 


1. the circumstances which lead to the formation of Iron Blue, and 
2. the long-term stability of Iron Blue under the existing circumstances. 


When writing the initial versions of this expert report intended to be presented 
in German courts of law, I was extremely anxious not to make any mistakes, 
because I knew that the topic was extremely controversial. As a consequence, 
I over-examined several chemical aspects involved, some of which can be 
understood only by chemical experts. Other aspects are not really necessary 
for an understanding of the core issue. In order to have a complete English 
version of my expert report, I nevertheless decided to include all the material I 
had accumulated over the years. Those sections, however, which are consid- 
ered of marginal interest or of interest to experts only, I have given headings 
always starting with “Excursus.” For some readers, it might be advisable to 
skip these chapters. They will most likely not miss anything. 
But first a short description of the starting substance, hydrogen cyanide. 
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6.3. Properties of Hydrogen Cyanide, HCN 


Hydrogen cyanide, a colorless liquid, is similar to water in many of its physi- 
cal properties.” This similarity explains the limitless solubility of HCN in 
water and its strong tendency towards absorption (dissolution) in water. The 
equilibrium concentration” of hydrogen cyanide in water is investigated in 
more detail in Subsection 6.5.4. 

The opinion is often expressed that, because gaseous hydrogen cyanide is 
approximately 5% lighter than air (see Table 3), it must separate from air and 
rise. Hydrogen-cyanide gas is, however, only slightly lighter than air and does 
not separate because of the thermal movement of every gas particle. To illus- 
trate this, let me explain it by considering the main components of air: 21 per- 
cent by volume (vol.-%) of our air is made up of oxygen, while 78 vol.-% is 
nitrogen. Oxygen, however, is some 14% heavier than nitrogen.”'° If a separa- 
tion took place between hydrogen-cyanide gas and air with a mass difference 
of only 5%, it would all the more occur between the two main components of 
air. This would have as a result that all the oxygen in a room would settle in 
the lower fifth of that room, hence we could breathe only in the lower one and 
a half feet of air in our rooms. Or in case of the earth’s atmosphere, this would 
result in all the oxygen settling in the lower fifth of the atmosphere. Pure oxy- 
gen atmospheres, however, are extremely conducive to fires. As a conse- 
quence, the entire surface of our planet would get oxidized, i.e., burn. Obvi- 
ously, none of this happens, because the 14% mass difference between oxygen 
and nitrogen is not enough to cause a spontaneous separation of these two 
components of our air. Thus, a spontaneous separation of hydrogen-cyanide 
gas would never take place in air either. 

However, the lower density of pure hydrogen-cyanide gas compared to air 


Table 3: Physical properties of HCN a 
Molecular weight 27.026 g mol"! 


-13.24°C 


Explosivity limits in air 6-41 vol.%*"* 


208 High polarity, low molecular mass, possibility of formation of hydrogen bridge bonds. 

209 Concentration is the number of parts per volume. 

210 Roughly speaking, nitrogen, N2, brings 2x14=28 nucleons to the table, while oxygen, O2, 
brings 2x16=32. 32+28=1.143 

711 Braker/Mossman 1971, p. 301. I have left out some of the less-interesting dimensions in this 
connection: heat capacity (20.9°C): 2.625 J g! K! (Water=4.187 J g"! K"'); dielectric con- 
stant (20°C; Weast 1986, E 40): 114 (Water=78.5); evaporation heat: 28 kJ mol; evapora- 
tion entropy: 190 J mol"! K"!; spontaneous combustion temperature: 538°C; flash point: - 
17.8°C. However, under normal conditions (1 atm, 25°C), hydrogen cyanide is not even a 
gas. 

212 1 vol.% is 10,000 ppm (for HCN, roughly 12 g/m?) 
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vapor pressure HCN [%] 


boiling temperature, 25.7 °C 


Temperature [°C] 


Chart 2: Vapor pressure of hydrogen cyanide in percentage of air pressure as a 
function of temperature. 


(5% less, which corresponds to a density difference of air at 35°C as com- 
pared to air at 20°C) can very well lead to a density convection, if pure gase- 
ous hydrogen cyanide is released in a location with the same temperature as 
the ambient air. The gas would then rise slowly, but gradually mix with the 
ambient air. But it would be incorrect to conclude from this that hydrogen 
cyanide vapors always rise. At 15°C, for example, on physicochemical 
grounds, no concentrations higher than 65% of hydrogen cyanide can occur in 
air (see Chart 2). The density of such a mixture lies only approximately 3% 
below that of air. Furthermore, a great deal of energy is withdrawn from the 
ambient air by the evaporating hydrogen cyanide. Consequently, the ambient 
temperature sinks until exactly as much energy is transported to the evaporat- 
ing liquid HCN as is needed for the decelerated evaporation at the correspond- 
ing lower temperature. It is therefore theoretically possible for hydrogen- 
cyanide vapors containing little HCN, but which are cold, to be denser, that is 
heavier, than the ambient air. 

Chart 2 shows the saturation or equilibrium percentage of hydrogen cya- 
nide in air as a function of temperature. Even at 0°C, the percentage still lies at 
approximately 36% by volume. Condensation of HCN on surrounding objects 
would occur only if the percentage rose over the saturation point (the so-called 
dew point). Since in all cases here under consideration, a maximum concentra- 
tion of 10% HCN in air would only be reached for a short period of time close 
to the source of HCN (the Zyklon-B carrier), no condensation of HCN on 
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Figure 120: Zyklon-B/hot-air disinfestation facility, east wall of Chamber III of Building 
41 in Majdanek Camp. (Graf/Mattogno 2004a, p. 307) 


walls can be expected. An exception is, however, the so-called capillary con- 
densation, which can occur in finely porous materials such as cement mor- 
tar 

Hydrogen cyanide forms explosive mixtures with air in the range of 6 to 
41% by volume. With strong initial ignition, its explosive effects can be com- 
pared with nitro-glycerin, the usual explosive in dynamite (Foerst 1954, p. 
629). In the applications under discussion here, a share of 6% by volume and 
more can be reached in the immediate vicinity of the source, which suffices 
for local blow ups at the most. 

Hence, only inappropriately high concentrations can lead to explosive mix- 
tures, as shown by an accident that occurred in 1947.'! With correct applica- 
tion quantities and concentrations, the technical literature indicates that there 
is practically no danger of explosion (Schiitz 1943, p. 201). 


6.4. Composition of Iron Blue 
6.4.1. Overview 


The stoichiometric composition of an ideal Iron Blue crystal is: 
Fe,[Fe(CN)e]3 
It is characteristic that the iron in this compound is present in two different 


oxidation states: Fe’* (here in square brackets) and Fe** (here on the outer 


213 The lowered vapor pressure caused by adsorption effects in a narrow hollow space leads to 
early condensation. 
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left). The interaction between these two different iron ions gives rise to the 
blue color of this compound (charge-transfer complex). The actual composi- 
tion can be quite variable, depending on the stoichiometry on formation and 
the presence of impurities, hence the color can vary between dark blue and 
greenish-blue tones. 


6.4.2. Excursus 


It was with support of the Mésbauer spectroscopy~™” that a long-lasting argu- 
ment could be settled:?!° Turnbull’s Blue, Fe3[Fe(CN)]2, is actually the same 
as Berlin Blue, Fe4[Fe(CN)¢]3, even if the formulas suggest they are different. 
As a matter of fact, the formula of Berlin Blue is closest to the reality. In the 
ideal Iron Blue crystal, up to 16 molecules of coordination water are included: 


Fe,[Fe(CN)6]3 - x H2O (x=14 to 16) 


It is known today that the “soluble” Iron Blue, a term frequently found in old- 
er literature, is mainly a substance with the following composition: 


MeFe"[Fe!(CNo)] - x H20, 


214 


where Me is the counter ion to 
the opposite — cyanoferrate, 
[Fe(CN)«]*"*, mostly potassium 
(K*) or ammonium (NHj). 
According to Buser ef al., 
“soluble” Iron Blue is formed 
mainly during quick formation 
and precipitation of the pigment, 
leading to the inclusion of large 
amounts of water and potassium 
or ammonium ions in the ex- 
tremely voluminous precipitate. 


The resulting crystal is therefore Peete ety | Sa Bn 
very faulty and more dae ) Figure 121: Large Zyklon-B disinfestation 

ately called a polymer. By chamber, ceiling, Barrack 41 in Majdanek 

filtration, drying and intensive Camp. (Grat/Mattogno 2004a, p. 310) 


214 Tmpulseless resonance absorption of y quants (gamma radiation) from a radioactive isotope, 
here Cobalt: °’Co — °’Fe + y (main quant: 122 keV; quant used for spectroscopy has a dif- 
ferent energy). 

215 Fluck et al. 1964); Duncan/Wigley 1963; Buser et al., 1977), pp. 2704-2710. Single crystals 
of Iron Blue of high purity and homogeneity were obtained by slow oxidation of a solution 
of Fe[Fe"(CN)6] in concentrated (!) HClaq. in air. Even in the presence of molar amounts of 
potassium, only some 2% inclusions were observed. 

216 Originally, this term was used only in organic chemistry for chainlike connected, sometimes 
also branched attachments of equal segments. 
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Figure 122: Large Zyklon-B-disinfestation chamber, Building 41 at Majdanek 
Concentration Camp, with blue stains on walls and ceiling. (© C. Mattogno 1992) 


grinding, this very inhomogeneous, polluted Iron Blue can be transformed into 
a pigment which is colloidally dispersible, although only with difficulty.*”” 
This “soluble” Iron Blue is not soluble in the original sense of the word, but 
can more easily be colloidally dispersed than the “insoluble” Iron Blue, which 
is very important for its application as a pigment.”'* However, these colloids 
are very unstable and precipitate easily when salts are added.*”” 

According to Buser, even in the presence of high concentrations of potas- 
sium ions, almost-pure “insoluble” Iron Blue can be obtained, if the formation 
process proceeds slowly enough (Buser et al. 1977). This is supported by 
Meeussen’s findings that stoichiometrically pure Iron Blue forms in aqueous 


217 Dispersion (Lat.: dispersere, to disperse, distribute) are distribution of two different phases 
within each other. They are called colloids (Gr.: glue-like) if the particles are between 10° 
and 10-7 m small. Such a mixture in liquids scatters the light (Tyndall effect), thus is not 
clear. But due to electrostatic repulsion (equally charged particles), colloids do not tend to 
coagulate and precipitate. 

Suspension: (Lat.: to float) are coarsely dispersed system with particle sizes bigger than 10° 


m. 

218 American Cyanamid Company 1953, p. 26; Kirk/Othmer 1979, pp. 765-771; Sistino 1974; 
Holleman/Wiberg 1985, p. 1143; Ferch/Schafer 1990. 

219 Hofmann 1973, p. 677; Gosh/Ray 1957; Zhel’vis/Glazman 1969; East European Sci. Abs. 
1969. 


Germar Rudolf - The Chemistry of Auschwitz 190 


solutions even in the presence of considerable amounts of alkali ions (Me’), 
rather than MeFe(Fe(CNe)) (Meeussen 1992, p. 83). 
In case of deeper interest in the structure, please consult the literature.””° 


6.5. Formation of Iron Blue 
6.5.1. Overview 


In the present context, we are only concerned with how Iron Blue arises from 
hydrogen-cyanide and iron compounds in masonry materials. In masonry ma- 
terials, the iron is generally present in trivalent form (Fe**), in the form of 
rust.” 

For the formation of Iron Blue, therefore, a part of this iron must be re- 
duced to the bivalent form (Fe”*). The subsequent combination of these differ- 
ent iron ions with CN to Iron Blue occurs spontaneously and completely 
(Krleza et al. 1977, pp. 7-13). The most probable mechanism’ is one in 
which the cyanide ion itself acts as a reducing agent. The starting point in so 
doing is an Fe** ion, largely surrounded (complexed) by CN ions: 
[Fe(CN)4-6]"”. A slightly alkaline environment is favorable to the final re- 


duction of the iron(IID ion to iron(Il):?” 


66. 


220 Buser et al. 1977; Robin 1962, pp. 337-342; Deutsche Chemische... 1932, pp. 670-732; 

Wilde et al. 1970; Saxena 1951; Bhattacharya 1951. 

21 Photolytic decomposition of the [Fe!(CN)«]* by means of UV radiation is also conceivable 
as an alternative. Since the interior walls of the rooms in question are not exposed to any UV 
radiation, this mechanism is ignored here. Stochel/Stasicka 1985; Ozeki et al. 1984; Moggi 
et al. 1966. 

pH value of 9-10 according to Alich et al. 1967: Spectroscopic studies of the reaction of 
hexacyanoferrate(III) in water and ethanol. 3.3x10+ M Fe(NO3)3 were exposed with a cya- 
nide excess of likewise 3.3x10+ mol L"!. With pH values of approximately 10, all the 
iron(II) hexacyanoferrate(III) was converted into Iron Blue within 48 hours. Cyanate, the 
anticipated product of the oxidation of the CN’, could not, however, be proven. Perhaps this 
is converted to CO2 and NHs. According to de Wet and Rolle (1965), iron(II) hexacyanofer- 
rate(II]) spontaneously auto-reduces in aqueous solutions to iron(II) hexacyanoferrate(ID, 
during which some of the cyanide gets oxidized to CO2 and NH}. Even presumably dry 
hexacyanoferrate(III) undergoes this auto-reduction, as water molecules included in the lat- 
tice suffice for this. If this mechanism is assumed, the result, purely stoichiometrically 
speaking, is that an alkaline environment must be favorable. This finding is supported by the 
known fact that hexacyanoferrate(III) is a strong oxidation agent in alkaline medium and is 
even able to oxidize trivalent to hexavalent chrome, hence CN ions must be oxidized very 
quickly: Bailar 1973, p. 1047. An overly alkaline environment would, however, disturb the 
complexing of the Fe** ion by cyanide, which is then displaced by OH™ (so that Fe(OH)3 
precipitates) and/or the latter can hardly be displaced from the iron. 

The driving force in the reduction of the Fe** is the considerably more favorable energetical 
situation of the hexacyanoferrate(II) as compared to hexacyanoferrate(III). Calorimetric 
measurements relating to the formation enthalpies of Iron Blue from the respective educts (in 
parentheses) were as follows (Izatt et al. 1970): 

AH(Fe?* + [Fe(CN),]**)= -66.128 kJ mol!; AH(Fe** + [Fe(CN),]*)= 2.197 kJ mol". 
Along the same line, Capone ef al. (1986) report formation constants pK® for several hexa- 
cyanoferrates(II) from Fe*+ and cyanide between 50 and 57. 

For this reason, a direct reduction of uncomplexed Fe**, i.e., not surrounded by cyanide, has 


222 
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Figure 123: Large Zyklon-B-disinfestation chamber, Building 41 at Majdanek 7 
Concentration Camp, side room, with blue stains on walls and ceiling. (© C. Mattogno 
1992) 


2 [Fe(CN)6]> +CN + OH + H,O — 2 [Fe(CN)6]* + CO. + NH3 


The pigment formation in the case under consideration proceeds in five steps: 

a. Ad-/absorption of hydrogen cyanide (HCN);7° 

b. Ionic splitting (electrolytic dissociation)” of hydrogen cyanide in water 
to the cyanide ion, which alone can form complexes with iron; 

c. Complexing of trivalent iron (Fe**) to the complex iron(II) cyanide 
(hexacyanoferrate(III)), that is, the displacement of oxygen and/or OH™ 
ions in rust by cyanide ions; 

d. Reduction of iron(II) cyanide to iron(II cyanide; 

e. Precipitation of iron(II) cyanide with trivalent iron as Iron Blue. 


The velocity of formation of the pigment can be influenced by various factors, 
which will be considered: 


1. Water content of the reaction medium; 
2. Reactivity of the iron; 
3. Temperature; 
4. Acidity. 
an energy disadvantage and is therefore negligible here. 
223 Dissociation: is the splitting of a compound, in this case into two oppositely charged ions 


(heterolytic) in aqueous medium (electrolytic): 
HCN + H20 s CN + H30* 
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Figure 124: Zyklon-B/hot-air disinfestation facility, Chambers II and III (exterior wall) 
of Building 41 in Majdanek Camp with blue stains. (© Carlo Mattogno 1992) 


6.5.2. Water Content 
6.5.2.1. Overview 


The formation of cyanide through absorption and subsequent dissociation of 
hydrogen cyanide in water is the necessary precondition for a reaction with 
iron compounds, since hydrogen cyanide itself exhibits only a low reactivity. 
All reactions listed in Subsection 6.5.1 under a. through e. occur almost exclu- 
sively in water. Water furthermore ensures that the reaction partners — all salts 
capable of being dissolved in water — come together in the first place. Finally, 
the moisture contained in building materials also acts as a hydrogen-cyanide 
trap, since hydrogen cyanide dissolves eagerly in water. Or the other way 
around: the drier a solid material is, the easier hydrogen cyanide, which was 
ad-/absorbed before, will be released back into the gaseous phase. A relatively 
high water content in the masonry will therefore considerably increase the 
speed of reaction. 
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Figure 125: Zyklon-B-disinfestation chamber in Stutthof Camp, south side, exterior. 
(© Jeff Linamen 2013) 


6.5.2.2. Excursus 


The reason for the low reactivity of HCN compared to the cyanide ion is be- 
cause HCN is less nucleophilic than the ion.” Aside from the dissociation of 
hydrogen cyanide in water, the process of chemisorption?” on solid surfaces 
deserves being mentioned, where the hydrogen cyanide releases its proton 
(H*) to an alkaline oxide and is itself attached to a metal ion. 

Absorption and dissociation of the superbly soluble hydrogen cyanide (see 
Subsection 6.5.4) is clearly superior to chemisorption. Furthermore, the aque- 
ous solution (as solvent) is indispensable for the complex formation and redox 
reactions of the cyanide with Fe**. Additionally, the aqueous medium makes 
the reacting agents mobile, which do not always form at the same location. 


224 nucleophilic (Gr.: core/nucleus loving) is the tendency of a particle to react with positively 
charged particles. For this, at least a partial negative charge of the nucleophilic particle is re- 
quired. In this case, cyanide is, due to its negative charge (CN ), much more nucleophilic 
towards the positively charge iron (Fe**) than the formally uncharged (though polar) hydro- 
gen cyanide. 
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Figure 126: Zyklon-B-disinfestation chamber in Stutthof Camp, east side, exterior. 
(Grat/Mattogno 2004b, color photos) 


Experiments I performed with reactions of hydrogen cyanide (some 4 g per 
m? in air, 15°C, 75% rel. humidity) with mixtures of Fe(OH)2-Fe(OH); at- 
tached to wet paper strips showed no blue discoloration after 30 min at a pH 
value**> of 2 to 3, since at such low values almost no hydrogen cyanide disso- 
ciates to the reactive cyanide (see Subsection 6.5.5). At pH values of 7 to 9, a 
visible blue discoloration occurred after a few minutes of inserting the sample. 
At higher pH values, this time span grew again, because the initially absorbed 
hydrogen cyanide had to lower the pH value first, before it could form the 
pigment (see Subsection 6.6.1, pH Sensitivity). 

These experiments show clearly that undissociated, gaseous HCN or HCN 
dissolved as gas shows little reactivity. An addition of small amounts of KCN 
to an aqueous sulfuric-acid solution of Fe**/Fe**, however, results in the im- 
mediate precipitation of the pigment. The cyanide obviously reacts faster with 
the iron salts than it is protonated by sulfuric acid, i.e., converted into hydro- 
gen cyanide. 


225 nH (pondus hydrogenii = weight of hydrogen) is a measure for the acid content of aqueous 


solutions (negative common logarithm of H30* concentration: -logio(c(H30*))): pH < 7: 
acidic; pH = 7: neutral; pH > 7: alkaline. 
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Figure 127: Zyklon-B-disinfestation chamber in Stutthof Camp, interior view taken 
from the south door. (Graf/Mattogno 2004b, color photos) 


6.5.3. Reactivity of Trivalent Iron 
6.5.3.1. Overview 


The solubility of trivalent iron diminishes rapidly with increasing alkalinity 
(rising pH value). Even in a pH-neutral environment, almost all iron is bound 
as rust.**° The reaction between iron compounds and cyanide ion resulting in 
the formation of the intermediate product iron(III) cyanide, [Fe(CN).]*, is 
therefore largely a reaction on the solid-liquid interface, that is, between the 
iron adhering to the solid body and the cyanide ion in solution. Such reactions 
occur considerably more slowly than those in an aqueous solution. The fastest 
possible reaction requires a large surface area on the solid-liquid phase bound- 
ary, that is, a large interior, microscopically rough surface and a fine, highly 
porous solid body, since in such cases a lot of the iron compounds lie on the 
surface and are less firmly bound and can relatively quickly combine with 
cyanide. 

In an increasingly alkaline environment, only decreasingly small amounts 
of “rust” can slowly be converted into iron(II cyanide, but the latter cannot 
react with iron(II) ions to form Iron Blue. 


26 Fex03-x1(OH)2x- x H2O 
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Figure 128: Zyklon-B-disinfestation chamber in Stutthof Camp, west side, exterior. 
(Graf/Mattogno 2004b, color photos) 
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6.5.3.2. Excursus 


Even in an alkaline environment, it must be expected that rust, in the presence 
of perceptible cyanide concentrations, will be quite slowly transformed into 
iron(II) cyanide and finally into iron(II) cyanide.””’ The last step required for 
the formation of Iron Blue, however, the combination of iron(II) cyanide with 
iron(II), will not occur due to the lack of dissolved iron(II) ions. In a strong- 
ly alkaline environment, an increasing concentration of iron(II) cyanide, 
which is chemically stable, can slowly accumulate. It might be said to remain 
in a stand-by position, pending a drop in the pH value. 

Iron salts generally tend to incorporate water, and Iron Blue is no excep- 
tion to this. A higher water content in the solid body results in increased water 
accumulation in rust, too. The rust swells up, so to speak, which makes it easi- 
er for cyanide ions and other ligands*”* to replace the OH ions around the iron 
ion. Freshly precipitated, extremely moist and non-homogenous iron hydrox- 
ide is very reactive, and together with hydrogen cyanide, as mentioned in Par- 
agraph 6.5.2.2, they form the pigment in visible quantities in minutes. 


227 Although the equilibrium of the reaction Fe(OH)3 + 6 CN- --— [Fe(CN)«]* + 3 OH™ under 
such conditions is strongly on the left-hand side, a minute quantity of iron(II) cyanide will 
still be formed, as is well known. The latter, however, is withdrawn from the equilibrium in 
alkaline medium in the presence of excess cyanide, by being reduced by the latter to iron(II) 
cyanide, which is considerably more stable in alkaline medium than iron(II) cyanide; for 
further details, see also Subsection 6.6.1. 

228 Tn complex chemistry, the term /igand usually refers to negatively charged particles (anions) 
surrounding a positively charged central particle (cation, in general a metal ion). In this case, 
the central atom iron (Fe?*3+) is surrounded by the ligand cyanide (CN°). 
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For the formation of colloidally dispersible Iron Blue, the quick formation 
in aqueous solution with high concentrations of the agents is required (see 
Subsection 6.4.2), since this leads to heterogeneous crystallites (tiny crystals) 
with many inclusions (ions, solvent molecules) and a high degree of disorder. 
These crystallites have only a small tendency to coagulate. 

The slow reaction at the liquid-solid interface with quite-low concentra- 
tions of the reacting agents will suppress the formation of colloidally dispersi- 
ble Iron Blue. The process described here, occurring in walls exposed to hy- 
drogen cyanide, strongly resembles the formation of monocrystals as de- 
scribed by Buser (1977), since in this case also, one reagent (Fe**) has to be 
formed through slow reduction by excess cyanide. Thus, except for the inho- 
mogeneous material, the conditions here under consideration are suitable for a 
slow crystal growth of insoluble Iron Blue without large amounts of inclusions 
and with formation of few crystal defects. 


6.5.4. Temperature 
6.5.4.1. Overview 


The environmental temperature has an influence on the following processes 
and features: 


a. Accumulation of hydrogen cyanide in the moisture of the masonry; 
b. Water content of the solid body; 
c. Velocity of reactions. 


a: Chart 3 shows the maximum solubility of HCN in water at various tempera- 
tures with a hydrogen-cyanide content of 1 mol% in air,””? which corresponds 


10 15 20 
temperature [°C] 


Chart 3: Saturation concentration of hydrogen cyanide in 
water as a function of temperature at 1 mol% HCN in the air. 


229 mol is a standard number of particles: 1 mol = 6.023 x 10? particles, according to the defini- 


tion, the number of atoms contained in 12 g of carbon. 
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to approximately 13 g hydrogen cya- 
nide per m* air (Landolt/Bornstein 
1962, pp. 1-158). It increases, as with 
any gas, with decreasing temperature 
and lies between 0.065 mol per liter 
at 30°C and 0.2 mol per liter at 0°C. 

These high concentrations demon- 
strate the extreme solubility of hy- 
drogen cyanide in water.*” It de- 
creases by approximately half every 
20°C. It is therefore approximately 
10,000 times more soluble in water 
than oxygen (Oz) and approximately 
250 times more soluble than carbon 
dioxide (CO2).”*° 

b: The moisture content of mason- 
ry is very strongly dependent on the 
relative humidity of the surrounding 
air and the temperature. With rising 
temperature, the tendency of water to" Figure 129: Zyklon-B-disinfestation 


evaporate (water-vapor _ pressure) chamber in Stutthof Camp, east side, 
increases, whereas, as a rule, the rela- exterior, detail. (Graf/Mattogno 2004b, 


tive humidity of the air decreases. color photos) 

Both effects lead to a drop in the 

water content; they therefore have a cumulative effect in case of an increase in 
temperature. Drops in water content by a power of ten at temperature increas- 
es of 10°C have been proven in the temperature ranges of 10 to 30°C under 
consideration (see Section 6.7). 

c: Only an acceleration in the slowest of the five steps described in Subsec- 
tion 6.5.1 can be responsible for a change in the velocity of the entire reaction. 
In neutral or alkaline medium, this is the displacement of the oxygen or OH” 
ion in rust by the cyanide ion (Point c). Although the iron(II) cyanide 
[Fe(CN)«]* itself is stable in a moderately alkaline medium**' — that is, the 
iron(II) cyanide is more stable than the rust — the displacement of OH” by 
cyanide ions is inhibited in rust, since the rust is not dissolved in water. An 
increase in temperature by 20°C usually doubles the velocity of a reaction, if 
the other parameters remain unchanged. But they are not unchanged here in 
quite an extreme manner, because the massively decreased water content at 
higher temperatures (see above) has a drastically negative influence on the 
overall reaction’s velocity: a lack of the reaction partner’s mobility, a decrease 
230 


See www.engineeringtoolbox.com/gases-solubility-water-d_1148.html. 
231 See also Bailar’s remarks on the massive reduction force of Fe(CN)«]* in the alkaline envi- 
ronment (1973, p. 1047; see note 222). 
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in the reactivity of iron, and less available cyanide due to a lower solubility of 
HCN in the capillary water and due to an accelerated degassing of ad- 
/absorbed hydrogen cyanide (see Subsections 6.5.2. and 6.5.3.). A strong re- 
duction in pigment formation must therefore be expected at increased tem- 
peratures. 

A decisively higher water content of the solid material and the considera- 
bly better absorption and solubility properties of hydrogen cyanide in cold 
water are the reasons for the tendency of solid materials to accumulate more 
cyanides at lower temperatures. In addition, an increase in the reactivity of 
iron oxide (rust) in the solid body with relation to hydrogen cyanide must be 
anticipated with a higher water content of the solid material at lower tempera- 
tures, as well as with a general increase in the reactivity of all agents. Cooler, 
and thus moister, solid materials are therefore better suited to the formation of 
Iron Blue than warm, dry materials.” 


6.5.4.2. Excursus 


There are two more reaction steps which could, theoretically, have an influ- 
ence on the reaction under consideration: 


A. Adsorption on the solid material; 
B. Dissociation of hydrogen cyanide. 


A: The adsorption of hydrogen cyanide on solid surfaces decreases with rising 
temperature, according to Langmuir (see Chart 4; Oudar 1975, pp. 26ff.). 


=~ .p- ecAWRT © = Degree of adsorption (1) 
_ JT K =constant 
so K ane AH = adsorption enthalpy (negative) 
ie \T “pee R= =universal gas constant 


e =Euler’s number (2.71828...) 
T = temperature 
Pp = gas pressure 


The intensity of the decrease of the equilibrium degree of adsorption (cover- 
age) with rising temperature as well as the point of approximate saturation, 
however, are unknown for the problem at hand. But since, as discussed before, 
all chemical reactions under consideration require aqueous solutions anyway, 
adsorptions on solid, i.e., dry, surfaces are of no importance to our investiga- 
tion. 


B: According to the literature, the dissociation behavior of acids as a func- 
tion of temperature is not uniform (Weast 1986, p. D 163). Although a ten- 
dency of increasing protolysis** prevails with rising temperature, this tenden- 


232 Needless to say, in the immediate vicinity and below the freezing point of water, the reactivi- 
ty drops precipitously. 
233 Protolysis is the splitting of acids (HAc) into their corresponding acid anion (base, Ac”) and 
proton (H*, or with water to H30*): HAc + H20 s Ac” + H30+ 
here: HCN + H20 s CN” + H30*. 


Germar Rudolf - The Chemistry of Auschwitz 200 


100 + 

90 + 
=) 
o 70 E 
® 60+ 
® E 
S 50 E 
2 40 ¢ 
(eo) c 
» 30¢ 
oO E 
a> 20+ 
oy E 
OD 10+ 

0 E 

temperature 


Chart 4: Degree of coverage of the surface of a solid 
material with an adsorbed gas as a function of 
temperature (schematic). 


cy inverts at higher temperatures for some acids, others show generally falling 
values. Since the changes are generally in the range of low percentages only 
for the relevant range of temperatures, and because speed of protolysis is gen- 
erally very high anyway, hence never a restricting factor, this can be neglected 
here. 


6.5.5. Alkalinity 


The pH value (acidity or alkalinity) influences the formation in various ways. 
In Subsection 6.5.1, reference was already made to the higher reduction power 
of cyanide and iron(II) cyanide in alkaline environment. The pH value also 
influences the reactivity of iron compounds in the solid body (Subsection 
6.5.3). 

As remarked above, dissolved hydrogen cyanide hardly exhibits reactivity. 


50% at pH 9.31 = pK, of HCN 
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Chart 5: Degree of disassociation of hydrogen cyanide as a 
function of the pH value at room temperature: pKa = 9.31 
(Weast 1986, p. D 163). 
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Chart 6: Cyanide equilibrium concentration in water as a function of the 
temperature and pH value at 1mol-% HCN in the air. 


The formation of cyanide ions by absorption and dissociation of hydrogen 
cyanide only starts in sufficient degree at neutral pH values and above, see 
Chart 5. 

When using the saturation concentration of HCN as a function of tempera- 
ture (Chart 3, p. 197) in combination with the equation that led to Chart 5, we 
obtain the relationship between temperature, pH value (alkalinity), and CN” 
saturation concentration as shown in Chart 6 at a concentration of 1 mol% 
HCN in air, which is approximately 1% by weight, the usual disinfestation 
concentration.*** 

At neutral pH values, equilibrium concentrations of CN” are within the 
range of 3x10“ to 1x10° mol per liter, depending on the temperature. An in- 
crease in the pH value by one point results in a ten-fold increase in the cyanide 
equilibrium concentration. The actual cyanide concentration in masonry is 
determined, apart from the material’s alkalinity, by the actual concentration of 
HCN in the air, the velocity of absorption of the gas, adsorption effects within 
the solid material, and possible reactions of the cyanide. 


6.5.6. Carbon Dioxide 


Carbon dioxide (COz) is a natural trace gas, today making up some 0.04% of 
earth’s atmosphere. Since some four to five percent of our exhaled breath 
consists of carbon dioxide,”** enclosed spaces used by humans frequently con- 
tain considerably more carbon dioxide than fresh air does, depending on how 
well they are ventilated. In the (alleged) cases under consideration, no ventila- 


234 Valid for ideal solutions. 
235 http://en.wikipedia.org/wiki/Breathing 
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tion would have taken place at all for an extended period of time in a room 
packed full of people. Hence the CO: content could have risen to several per- 
cent relatively fast.**° 

As stated already earlier, CO2 dissolves in water roughly 250 times less 
than HCN. In addition, it reacts only reluctantly with water to form carbonic 
acid (H2COs). As a result, CO2 has an effective acidity which is roughly 870 
times stronger than HCN.**’ At equilibrium concentrations, CO is therefore 
effectively (870 + 250 =) 3.5 times “stronger” than HCN. This means that 
plain water saturated with both CO2 and HCN would slow down the dissocia- 
tion of HCN and hence the formation of cyanide salts. 

The situation is different in the capillary water of mortar and concrete, 
though, as this is not plain water. Since calcium carbonate is a main (lime 
mortar) or at least a sizeable constituent (cement mortar & concrete) of these 
materials, their capillary water is saturated with calcium and the various disso- 
ciation levels of carbonic acid, including CO2, while the actual saturation con- 
centrations depend on the material’s pH value (see Section 6.7 for details). 
Hence adding any CO: to the surrounding air can shift the existing equilibrium 
only marginally and slowly by CO: slowly diffusing into the wall’s capillaries. 
For saturated calcium-carbonate solutions, the diffusion of COz and any other 
gaseous compound, HCN included, is hampered, however, by the precipitation 
of calcium carbonate at the air-water interface. This effect is stronger, the 
more alkaline the capillary water is, as this raises the equilibrium concentra- 
tion of carbonate. This is the basis for the long-term stability of reinforced 
concrete, whose capillary water stays alkaline over long periods of time even 
in the presence of larger amounts of CO2. This alkalinity provides an effective 
corrosion protection via passivation of the reinforcement iron bars, which 
would otherwise rust, expand, and burst the concrete cast around it (see Sub- 
section 6.7.2 for more details). 

In contrast to this, there is, thermodynamically speaking, nothing which 
prevents HCN added to the atmosphere from diffusing into the capillaries. 
However, the above-mentioned thin solid film of calcium carbonate at the air- 
water interface will slow down the diffusion of any compound through this 
layer. This barrier works both ways, though, as it slows down both the accu- 
mulation of HCN in the capillary water as well as later HCN losses due to 
degassing, when the surrounding air no longer contains HCN. Since COz is 
naturally present to some degree in enclosed spaces frequented by humans 
under any circumstances, its presence will continue to act as a diffusion barri- 


236 Paragraph 7.3.1.3.2., p. 252, contains an indirect indication of the CO2 content, as it is basi- 
cally the difference between the baseline O2 concentration in the atmosphere (21%) and the 
actual O2 concentration. 

237 bKa(HCN) = 9.31; pKn(CO2/H2COs) = 2.77; pKai(H2CO3/HCO3) = 3.6; pKa'1(CO2/ HCO3) = 
(2.77+3.6) = 6.37; pKa2(HCO3V/CO%) = 10.25; see 
http://en.wikipedia.org/wiki/Carbonic_acid 
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er even after ventilation of the space. Hence the dominating effect of CO2 in a 
space should be that it traps HCN in the capillaries, once it has managed to 
diffuse into them. This trapping effect should be stronger, the more alkaline 
the wall is, all the more so as an alkaline environment also supports the disso- 
ciation of HCN and thus the formation of cyanides. 

High concentration of CO2 will considerably accelerate the setting of fresh 
lime mortars and will decrease the pH value of their capillary water, until the 
equilibrium pH of ca. 7 of saturated calcium-carbonate solutions is reached, 
with the resulting effects of this lower pH value (see Subsection 6.5.5). This 
effect is much less-pronounced and much slower in cement mortars and con- 
crete, which exhibit a different chemistry (see Subsection 6.7.2). 

This issue is of importance because the opinion is sometimes expressed in 
the literature that the carbon-dioxide content of air can have a decisive nega- 
tive influence on the formation of cyanide salts in wall material.*** This is 
done under the assumption that the capillary system contains pure water, 
which is not the case, though. 

The only data available so far are contradictory and due to a flawed method 
of analysis not really of any value (see Subsection 8.4.2). Appropriate experi- 
ments are therefore required to settle this issue by quantifying the influence of 
COz under realistic conditions. 


6.5.7. Conclusion 


The result of all factors which can currently be quantified is that slightly alka- 
line pH values are favorable to the formation of the pigment. 

The individual parameters and their influence on the formation of Iron 
Blue are summarized in the following table: 


Table 4: Factors influencing the formation of Iron Blue 


Parameter _| Effect 

Water Increase in water content results in the following: increased absorp- 

content tion of hydrogen cyanide; long-term retention of ad-/absorbed hydro- 
gen cyanide; increased mobility of reaction partners; increased reac- 
tivity of iron oxide; water is the basic precondition for disassociation 
and redox reactions; generally positive influence with increasing 
water content. The water content is dependent above all upon the 
temperature. 

Reactivity of | Factor determining reaction velocity; it depends on the type of mate- 

the iron rial and pH value (see below) and is positively influenced by increas- 
ing water content. 

Temperature | Increased ad-/absorption of hydrogen cyanide as well as — under 


otherwise identical conditions — decreased velocity of individual 
reactions with falling temperature; strong increase on water content, 
and therefore a strongly positive net influence upon all other factors 
with a falling temperature. 


238 Markiewicz et al. 1994; Green 1998b; Green/McCarthy 1999. 
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Effect 

Increased iron reactivity with falling pH, as well as a massive reduc- 
tion in cyanide accumulation and redox reactivity of iron(II) cya- 
nide; compromise between iron reactivity and cyanide formation/Fe*+ 
reduction: A weakly alkaline pH value is favorable to absorption of 
hydrogen cyanide and accumulation of cyanide as well as for the 
reduction in iron(II) cyanide, which determines the velocity of the 
reaction. Although more-strongly alkaline media can accumulate 
iron(II) cyanide over longer periods of time, no Iron Blue can form 
under such circumstances. An extremely high pH value fixates 
iron(II) as hydroxide and hence impedes the formation of any iron 
cyanides. 

CO2 lowers the pH value and therefore inhibits the formation of 
cyanides. Especially in alkaline walls it leads to the formation of 
insoluble CaCO3 films at the air-water interface, which slows the 
diffusion of HCN both into and out of the capillaries. Once in the 
capillaries, HCN and cyanides hence get trapped, which supports 
the formation of iron cyanides. 


Parameter 
pH value 


CO2 


6.6. Stability of Iron Blue 
6.6.1. pH Sensitivity 


Iron Blue is an extremely acid-resistant, but base-decomposing pigment.” 
Hydrogen cyanide is released from this pigment only by warm, diluted sulfu- 
ric acid, while cold hydrochloric acid, by contrast, has no effect.™° In a clearly 
alkaline environment, i.e., in the presence of high concentrations of OH ions, 
these displace the cyanide ion from the iron(II) ion. Fe(OH); is then precipi- 
tated (“rust sludge”), and the Iron Blue is destroyed.4! 

The literature contains authenticated cases of studies with Iron Blue at pH 
values of 9 and 10, in which it is still stable (Alich et al. 1967). The pH range 
around 10 to 11 can be considered the critical limit for the stability of this 


239 The hexacyanoferrate acids are very strong acids. The findings of analyses of disassociation 
constants show, for hexacyanoferrate(III]) (Jordan/Ewing 1962): KYS KES KY 50.1; hexacy- 
anoferrate(II):; K>K5>0.1; K#=6x103; KY=6.7x10°. Thus, hexacyanoferrate(II]) is still al- 
most completely disassociated at pH=1, hexacyanoferrate(II) doubly, from pH=3 triply, from 
pH=5 complete. 

240 Miiller 1986, p. 108; the pigment is, however, reversibly soluble in concentrated hydrochlo- 
ric acid, i.e., the pigment is not decomposed, but merely physically brought into solution; 
there is therefore no release of hydrogen cyanide; see also Buser et al. 1977; see also Section 
8.2.: analytical method for total cyanide content according to DIN: the pigment is destroyed 
by boiling HClaq.. Iron Blue suspensions (see note 217) have an acid pH value of approxi- 
mately 4. At this slightly acid eigen pH, as is formed, for example, by acid rain in surface 
waters, Iron Blue is at its most stable (Ferch/Schafer 1990). In technical applications, the al- 
kaline resistance is increased by adding nickel (Kirk/Othmer 1979, pp. 765-771; Sistino 
1974; Elsermann 1951; Beck 1952). 

241 Tron(III)-hydroxide is even less soluble in this range than Iron Blue; on the solubility of 
Fe(OH)3 see Subsection 6.6.2.; to be exact, Iron Blue is not totally destroyed at a high pH; 
rather, the Fe** is, initially, merely withdrawn; the base-resistant [Fe(CN)s]* remains intact; 
see Note 227. 
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pigment. Based on the alkaline behavior of fresh mortar and concrete (in this 
regard, see also Subsection 6.7.2), Iron Blue is only used to paint these surfac- 
es to a limited extent.*” In his classic work on the chemistry of paints, Church 
wrote about Iron Blue (1915, pp. 239f.): 
“Tts colour is changed by lime and by the weakest alkalies, so that it cannot be 
employed in fresco or on newly-plastered walls. [...] 
A mixture of Prussian blue and cobalt blue [...] is, of course, not adapted for 
use in fresco, as the Prussian blue in it at once yields rust through the action 
of the lime of the intonaco.’*™ 
A handbook for artists’ pigments states (Berrie 1986, p. 200): 
“Prussian blue is very sensitive to alkali and cannot be used in fresco or alka- 
line media such as lime paints, [...]. Hasluck (1916) warned against using 
Prussian blue in distemper for the walls of new buildings containing lime or 
whiting as the alkali will turn the blue into a ‘dirty-brown colour.’” 
Along the same line, we read in a handbook of pigments (Able 1999, p. 155): 


“However, [Iron Blue] has poor alkali stability, making it unsuitable for col- 
ouring emulsion paints that are to be applied to plaster.” 


6.6.2. Solubility 
6.6.2.1. Overview 


Iron Blue is considered one of the least-soluble cyanide compounds, which is 
the precondition for its widespread use as a pigment.”’ The literature flatly 
refers to Iron Blue as “insoluble.”**° 

Concrete, reliable values on the solubility of Iron Blue are not recorded in 
the scientific literature. However, based on comparative calculations between 
the known solubility of Fe(OH)3 on the one hand, and the threshold value of 
the pH stability of Iron Blue on the other hand (pH 10), the approximate solu- 
bility of Iron Blue in water can be calculated (see Paragraph 6.6.2.2). It 


242 Sistino 1974; Beakes 1954. Mixtures of Iron Blue and phthalocyanine blue generally find 
application, since both, alone, lack sufficient long-term stability; Degussa describes the lime 
fastness of Iron Blue as “not good” (Ferch/Schafer 1990); however, Degussa is referring to 
its fastness on still-uncarbonated, alkaline plasters and concretes: H. Winkler, Degussa AG, 
letter to this author, June 18, 1991. My own experiments with the dissolution of fresh Iron 
Blue precipitations resulted in a threshold value of pH 10-11 for the stability of Iron Blue. 

243 Intonaco is an Italian term for the final, very thin layer of plaster on which a fresco is paint- 
ed. 

244 This property was used in Soviet industry, for example, for the passivation of steel pipes 
against aggressive waste waters, since CN contained in waste waters coats the interior of 
pipes with an insoluble protective layer of Iron Blue: Chen 1974. But it should be noted that 
this borders on criminal negligence, since toxic cyanides simply do not belong in waste wa- 
ters. 

245 DIN Safety Data Sheet VOSSEN-Blav®, in Degussa 1985; see also Ferch/Schifer 1990. Last 
but not least, pigments, by definition, are coloring agents practically insoluble in solvents 
and binding agents (DIN 55 943 and 55 945). 
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amounts to ca. 10™ g Iron Blue per liter of water, this means that 
0.000000000000000000000001 g Iron Blue dissolves in 1,000 g of water. 

In addition to a compound’s solubility in water, its condition (large or 
small crystals, fresh or aged, superficially adherent or adsorbed by capillary 
effects) as well as, in particular, the quality and quantity of the water supplied 
are decisive in determining the actual velocity of dissolution of a substance. 
Iron Blue formed in masonry will be present in a fine crystalline form and 
adsorbed by capillary effects, in which case the former favors dissolution, 
while the latter is extremely detrimental to dissolution. Water almost or entire- 
ly saturated with iron(II) ions is no longer capable of dissolving further iron. 
Furthermore, water permeation through finely porous solid material like ma- 
sonry is extremely low even at high groundwater levels, and the saturation 
concentration of iron ions is quickly reached, which, in addition, as remarked 
above, is generated by the slightly more-soluble iron oxides of the solid body 
rather than by the Iron Blue, once it has formed. It is furthermore very well 
known that mortar and concrete permeated with paints practically cannot be 
rendered colorless.”“° It must, therefore, be anticipated that the Iron Blue con- 
tent formed in walls cannot be perceptibly reduced by dissolution in water. 
Water running down the exterior surfaces is considerably more aggressive, 
although the effect caused is primarily erosive in nature, i.e., it damages the 
masonry as such. 


6.6.2.2. Excursus 


Tananaev and colleagues (1956) examined the solubility of metal hexacyanofer- 
rate(Il) and discovered a value of 3 - 107! (pKs =40.5) for the solubility prod- 
uct™’ of Iron Blue, without giving a unit. 

Assuming they used the formula of Fe4[Fe(CN)«]3 (unit being mol’ L”), 
one may infer a solubility of 0.5 mg per liter water. Thus, it would be 14 times 
less-soluble than the difficultly soluble calcium carbonate (CaCOs, 7.1 mg per 
liter water, Ks = 4.95 - 10°'° mol’I?; Weast 1986, p. B222). Later publications 
support these findings (Krleza et al. 1977). Note, however, that deviations in 
the stoichiometry (composition) of Iron Blue with impurities can lead to an 
increased solubility. 

Tananaev et al. precipitated the complex metal cyanoferrate from an ap- 
propriate metal-salt solution with Lis[Fe(CN)¢], thus probably acquiring a high 


246 See also, in this regard, the remarks of a company dealing in colored cements and concretes: 

Kuenning 1993. 

The solubility product of a compound is defined as the product of the entire ionic concentra- 

tion of the totally dissociated compound: Fea[Fe(CN)6]3 5 4 Fe** + 3 [Fe(CN)6]*; 
Ki(Fea[Fe(CN)6]3) = 

c(Fe**)- c(Fe**): c(Fe**)- c(Fe**)-c([Fe(CN)«]*)-c([Fe(CN)s]*)-c([Fe(CN)«6]*) = 

c*(Fe*)-c3([Fe(CN)«]*). 

The pKss value correlates to the negative common logarithm of the product of solubility. 


247 
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Table 5: Dissociation constants and solubility products 
of iron compounds 


Compound Constant Source 
Ks(Fes[Fe(CN)o]3) | 4.1x10'87 mol’L7 [calculated 
Kpw)([Fe(CN elt) 10 mol L! Wilson 1960, p. 162 


Ks(Fe(OH)2) 4.79x10"7 mol L? 
Weast 1986, p. B222 


Ks(FeCO3) 3.13x107!! mol? L? 


rate of inclusions (lithium, water). As a result and in spite of the four-hour- 
long sedimentation of the precipitate, the solution they obtained after filtering 
probably still contained some colloidally dispersed Iron Blue. Since they ulti- 
mately determined the amount of free Fe** in the filtrate by precipitating it 
with ammonia as Fe(OH)3, they will undoubtedly also have precipitated the 
Fe** of the colloidally dispersed Iron Blue, as ammonia raises the pH value so 
much that Iron Blue is no longer stable (see Subsection 6.6.1). 

Therefore, they probably did not determine the solubility of Iron Blue, but 
rather the mid-term stability of dispersions of the freshly precipitated pigment. 

The solubility product of Pb2[Fe(CN).6] given by Krleza et al. is much low- 
er than the one used by Tananaev et al., which the latter used as a reference to 
determine the solubility products. If Krleza’s value is applied to Tananaev’s 
calculations, this produces a solubility of Iron Blue of only 0.05 mg per liter. 
Krleza et al., however, find similar results for the solubility of most of the 
metal cyanides analyzed, including Iron Blue. Since conventional methods of 
analysis, such as gravimetry and titration, tend to be unreliable when dealing 
with minute traces, one must wonder about these similar results. 

However, one can escape this dilemma by thoughtful reasoning. 

It is safe to say that Iron Blue is stable at a pH value of 7, i.e., in a neutral 
aqueous medium, so we take this as a minimum value. As mentioned earlier, a 
pH value of about 10 can be considered the upper limit of stability for Iron 
Blue, so we take this as a maximum value for the following calculations. At 
pH=7, and even more so at pH=10, the free-iron concentration is extremely 
low, since Fe(OH); is nearly insoluble (see Table 5). 

At pH 7 and 10, respectively, a saturated Fe(OH)3 solution has the follow- 
ing free-Fe** concentration: 


3x, _ _Ks(Fe(OH)s) 
c(Fe") = (OH) (2) 
-39 44-4 
pH=7: ee 2.67x10°7'8 mol L"! (3) 
-39 44-4 
pH=10: ae 2.67x102" mol L"! (4) 
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If the free-Fe** concentration surpasses this value due to a better solubility of 
Iron Blue, then Fe** would precipitate as hydroxide and would be increasingly 
removed from the pigment, thereby destroying it in the end. Since this does 
not happen at all at pH=7, and pH=10 can be considered the point where it just 
starts to happen, the concentration of the Fe** ion in a saturated Iron Blue so- 
lution must lie well below 10°'* mol/liter, and more likely in the area of 10°’ 
mol/liter. Thus, the solubility of Iron Blue must also have a value around 10°’ 
mol per liter (actually: 4 of the free-Fe** concentration, Ks less than 
4.1 - 10°'8’ mol’ L”, pKs larger than 186.6) which, at a mol mass of 1,110 g 
mol"! ((Fea[Fe(CN)s]3 - 14 H2O) would correlate to 10°* g. 

With this, the complex iron pigment does indeed deserve to be called in- 
soluble, as only one part of dissolved Iron Blue can statistically be found in 
100,000,000,000,000,000,000,000,000,000 parts of water (107"5, The actual 
solubility would therefore be lower by a factor of 10*° than determined by 
Tananaev et al., which is still much higher than the value of so-called “insolu- 
ble” compounds like mercury sulfide (HgS). However, one must consider that 
the chemistry of Fe** in aqueous solutions doesn’t justify the terms “dis- 
solved” or “precipitated,” since a multitude of complexes does exist in the 
broad pH-spectrum, partly as polymer-type hydroxo-aquo-complexes (see 
Subsection 6.5.3). 

Chart 7 shows the correlation between the pH value of the free-Fe** con- 
centration in a hypothetical saturated solution of Iron Blue and the respective- 
ly resulting minimum and maximum pKs values possible for Iron Blue which 
it must possess, if it is stable at the given pH values. From Tananaev’s pKs 
value results that, if that value were correct, the pigment would remain stable 
only up to pH 3. Accordingly, it would destroy itself by its eigen pH value of 
4 (see Subsection 6.6.1, note 240), which is formed in its own dispersions. Of 
course that does not happen. 

Meeussen/Keizer/van Riemsdijk et al. (1992) determined the stability of 
fresh, dispersed precipitates of Iron Blue as a function of the pH value and 
redox potential prevailing in a number of aqueous solutions in the presence of 
four different chelating agents which remove Fe** from Iron Blue above a pH 
value of around 3, depending on the chelating agent. Precipitation of Fe(OH)3 
started at around pH 6 in cases where the chelating agent was not strong 
enough to keep the Fe** activity sufficiently low (citrate, EGTA’). Their 
calculations and a number of measurements indicate that this Iron Blue be- 
comes unstable at a pH value of 5, when its Fe** starts being removed by pre- 
cipitation as Fe(OH)3. When corrected by the redox potentials considered, 
they conclude that their results are very similar to those of Tananaev ef al. 
They state, however, that 


248 Triethylene glycol diamine tetraacetic acid. 
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Chart 7: Free-Fe*+ concentration as a function of pH value and the resulting 
minimal pKs value of Iron Blue, depending on its stability at the corresponding pH 
value. pKs value acc. to Tananaev et al.: 40.5; according to reflections made here: 

greater than 123, smaller than 186. 


“The actual solubility product probably depends on the crystallinity of the 
precipitate, and therefore will change upon aging.” (Meeussen 1992, p. 86) 
This is a crucial statement. As will be discussed in more detail later, Iron Blue 
obviously did form in large quantities in and on masonry at a number of loca- 
tions after exposure to hydrogen cyanide. Since the acidity of carbonated ma- 
sonry in equilibrium usually is around pH 7 but certainly cannot drop much 
lower than that, or else its carbonate component would simply dissolve and 
vanish, it is safe to say that Iron Blue which formed in masonry as a result of 
exposure to HCN by force must be stable at that pH value, probably because it 
is exactly not a dispersed precipitate formed in solution but an aged crystal 

formed during a slow solid-liquid interface reaction. 

I will return to Meeussen’s work when discussing contaminated soils in 
Subsection 6.6.6. 

In a later study, Ghosh et al. (1999a) have deepened the research into the 
stability of fresh Iron Blue precipitates, finding that they are unstable at higher 
pH values only if forming in the presence of co-precipitating iron(II) hydrox- 
ide, because the precipitate formed that way is a solid solution (mixed crystal) 
of the two components. Such a scenario does not apply in the case under con- 
sideration here, because the pore water in masonry does not contain any ex- 
cess Fe(OH)3 that could co-precipitate with any forming Iron Blue. For that 
scenario, the situation is entirely different. In that case, the pure Iron Blue 
precipitates are stable well into the alkaline regime. This is shown in Chart 8, 
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Chart 8: Predominance diagram for Prussian/Turnbull’s Blue as a function of pH 
value and redox potential (0E) (adapted from Ghosh et al. 1999a, p. 309). 


where the areas of Iron Blue’s stability are shown in blue as a function of pH 
value and redox potential.” 

These reflections show that, in a pH-neutral medium, iron bound as hy- 
droxides in solid materials tends to dissolve more readily than Iron Blue, since 
the former’s equilibrium concentration is higher than that of Iron Blue. 


6.6.3. Excursus: Competing Ligands 


As shown, OH ions may, due to the low solubility of Fe(OH)3, noticeably 
precipitate the Fe** of Iron Blue in aqueous solutions with a pH value above 9 
to 10. The residual hexacyanoferrate(II), on the other hand, would only de- 
compose in strongly alkaline media, because Fe(OH)2 is considerably more 
soluble (compare Table 9 haa 

Tartrate*>’ has, in contrast to oxalate, hardly any effects so that Fe** can be 
quantitatively removed from sour wine with [Fe(CN)«]*, a usual procedure to 


49 The redox potential is a measure of the tendency of a chemical species or an environment to 
acquire electrons and thereby be reduced. It is usually given in millivolts with a standard hy- 
drogen electrode being the zero point. However, it can also be given as a negative logarithm 
of the equivalent hypothetical free-electron activity: pe = —log(e’), as is common in envi- 
ronmental chemistry (with 1 pE = 59.2 mV at 25°C). See Lindsay 1979, p. 449; 
Deutsch/Siegel, p. 35. 

250 Tn absence of free cyanide ions, the pH-stability limit of hexacyanoferrate(II) (total dissocia- 
tion) is at 11.8, but already very small amounts of free cyanide (10°!° mol L"') push the limit 
up to pH=13. 

°5! Tartrate, corresponding base of tartaric acid. The mixed potassium-sodium-salt is the fa- 
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remove iron ions from wine (Lapp ef al. 1985). Concentrated alkali carbonate 
solutions can precipitate even the Fe’* of Iron Blue as FeCOs, so that they 
destroy the entire pigment by precipitating both the Fe** as Fe(OH); (due to 
alkalinity) and the Fe” of the residual hexacyanoferrate(II) [Fe(CN)«]* (Miil- 
ler 1986, p. 108). Calcium-carbonate solutions, however, would not be able to 
do this at all due to the marginal solubility of CaCO3. I may mention in pass- 
ing that Kohn (1949, 1951, 1954) has investigated the supportive effect of 
mostly organic ligands to disperse Iron Blue. See also Meeussen/Keizer/van 
Riemsdijk et al. 1992 for the study of Fe**-chelating ligands not found in na- 
ture. 

Thus, apart from OH (alkaline medium), there are no other ligands to be 
considered competing with CN’ in the formation or dissolution of Iron Blue in 
the cases here under consideration. 


6.6.4. Effects of Light 
6.6.4.1. Overview 


Iron Blue as such is generally considered a light-resistant pigment which is 
only slowly decomposed by the effects of UV radiation.*” There are even 
patents utilizing Iron Blue as a UV-absorbing pigment, which is only mean- 
ingful with sufficient resistance to UV radiation (Tada et al. 1990). Since the 
walls of interest to us here are protected from UV radiation and because UV 
radiation can only exert a superficial effect on the walls, while the Iron Blue 
would form and remain within the walls, a possible process of decomposition 
by UV radiation can have no influence upon our investigation. 


6.6.4.2. Excursus 


Certain wavelengths of ultraviolet radiation may set free CN’ from hexacy- 
anoferrate(I]) and (IID), the preliminary stages of Iron Blue. As far as hexacy- 
anoferrate(II) is concerned, this leads to the formation of Iron Blue.”! As far as 
hexacyanoferrate(II) is concerned, quantum efficiencies** of 0.1 to 0.4 are re- 
ported for wavelengths of 365 nm (Moggi et al. 1966; Carassiti/Balzani 1960). 

It has been discussed whether complex cyanides can be removed from in- 
dustrial waste waters by ultraviolet radiation. Free cyanide ions would be oxi- 
dized and destroyed by hydroxyl radicals originating from the parallelly oc- 


mous tartrate (potassium bitartrate), which crystallizes on the corks of wine bottles (Sei- 
gnette salt). 

252 Winnacker/Kiichler 1982, p. 197; Ferch/Schafer 1990; Foerst 1962, p. 794; Bartholomé et 
al. 1979, pp. 623ff.; Watanabe 1961; Miiller-Focken 1978. 

253 Quantum efficiency is that part of the absorbed light quants that leads to photo reactions 
under scrutiny, here from 10 to 40%. 
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curring photolysis of water.*** However, results are not unequivocal (Gurol/ 
Woodman 1989; Zaidi/Carey 1984). 

As for Iron Blue, one knows of the bleaching effect under strong, perpetual 
sun radiation and the ensuing re-darkening during the night.*°° Here also, the 
liberation of CN” is responsible, which reduces parts of the Fe** ions to Fe** 
ions. The latter process, however, will reverse during the night under the in- 
fluence of oxygen and moisture. The Iron Blue concentration will eventually 
be reduced by the loss of the released cyanide, either by evaporation of hydro- 
gen cyanide, by washing out as CN, or by oxidation through Fe**/atmospheric 
oxygen or hydroxyl radicals from the natural photolysis of water. The latter 
process is minute and can therefore be neglected. At any rate, most of the cya- 
nide released by photolysis will again be complex-bound to iron. 


6.6.5. Long-Term Test 


The best long-term test available to us consists of the disinfestation buildings 
BWe 5a and 5b in Birkenau, which have defied wind and weather of the 
strongly corrosive climate in the industrial region of Upper Silesia since the 
end of World War II, and which are still colored blue, both inside and out, 
exhibiting a high cyanide content. The same holds for the disinfestation build- 
ings in the Majdanek and Stutthof camps (Graf/Mattogno 2004a&b; color 
photos). These findings are also supported by two other long-term tests. 

The color durability of Iron Blue, in addition to other pigments, was tested 
during an environmental-resistance test lasting 21 years in the industrial town 
of Slough, west of London (Kape/Mills 1958, 1981). In so doing, pieces of 
aluminum sheet metal were alternately dipped in an iron(II) cyanide and then 
in an iron(II])-salt solution (K3[Fe(CN)¢] or Fe(NO3)3), by which the resulting 
pigment was adsorbed on the aluminum sheet metal. The test sheets were then 
exposed to the environment on the roof of a building in a vertical 45° angle 
facing southwest. 

During the 21-year-long test, in which eight Iron Blue samples were tested 
among other pigments, the Iron Blue, in particular, followed by iron ochre 
(Fe20s, rust), exhibited only minimal alterations after this period of time. Only 
one sample each of Iron Blue and iron ochre was removed after 10 to 11 
years.”°° All other samples still exhibited an intense blue color. On the gray 


254 Photolysis of water leads to the splitting of water into uncharged parts with unpaired elec- 
trons (formation of radicals through homolytic splitting (homolysis); see also dissociation, 
note 223): 

2 H20 + hv > H30'+ OH’ (hv = photo quant) 
hydroxyl radical 

255 Deutsche Chemische... 1932; Foerst 1962, p. 794; Bartholomé et al. 1979, pp. 623ff.; Miil- 
ler-Focken 1978. 

256 The literature does not, however, mention this Iron Blue sample as “Prussian Blue,” like the 
others, since it was, at that time, considered to be of another type, i.e., “Turnbull’s Blue” or 
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scale used in this context for the determination of color changes, half of the 
seven remaining Iron Blue samples received the value 4 out of a maximum of 
5 points for the best retention of quality. Hence only minor alterations were 
detected.*°’ 

The exhibits were therefore exposed to the environmental conditions of a 
heavily industrialized area, with full effects of precipitation, direct sunshine, 
and wind erosion for more than 21 years. Under intense summer sunshine and 
in the absence of wind, the temperature of the dark-blue-colored aluminum 
metal sheets rose steeply (Iron Blue is only stable up to approximately 
140°C). Snow, frost, hail, storms, and the finest, penetrating acidic drizzle 
had obviously just as little an effect on the pigment as the UV radiation of 
direct sunlight. 

What is remarkable is that in determining the degree of destruction of the 
pigment no unexposed samples were used, since these had been lost over the 
21-year period; rather, places on the surface of the exhibits which had been 
relatively well protected from direct environmental influences by the frames 
and by rubber rings on the screw joints were used as control samples. These 
exhibited almost no alterations. 

In comparison to the environmental conditions which are of interest in our 
case, this long-term test involved considerably more-severe conditions, since 
in this case, the externally formed Iron Blue was only superficially adsorbed 
upon the aluminum sheets. The pigment nevertheless resisted extremely well. 


6.6.6. Iron Blue in Contaminated Soils 


Another event proves the extraordinary long-term stability of Iron Blue. From 
the end of the 19th to the early decades of the 20th century, Iron Blue was a 
by-product in the generation of city gas, because the hydrogen cyanide con- 
tained in coke gas had to be eliminated for safety reasons by washing it with 
iron hydroxide prior to introduction into the city gas network. Iron Blue is the 
end product of this washing process. City gas utility companies frequently 
disposed of this product by scattering some of it over their factory terrain with 
the intention to kill weeds — in vain, though, since Iron Blue has no effect as 
an herbicide. Today, the grounds of former German city gas works still con- 
tain high quantities of Iron Blue, many decades after the facilities were put out 
of operation. It was neither decomposed, nor dissolved nor washed away to a 
major extent by rainwater and other environmental influences. But because it 


“ferrous ferricyanide.” 

257 A negative influence was observed when adding transition metal oxides to the dyeing pro- 
cess (vanadate, chromate, dichromate). An explanation could be that transition metal oxides 
such as molybdenum, chromium or vanadium have a decomposing effect on the pigment; 
there exists a research series about this using titanium (Miiller-Focken 1978). Since such 
transition metal oxides are irrelevant in the present context, it can be neglected here. 

258 Ferch/Schafer 1990; Barbezat 1952; Gratzfeld 1957; Herrmann 1958. 
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was considered _ physiologically 
harmless due to its stability, terrain 
with a high Iron Blue content was not 

considered polluted (Maier ef al. ‘os Of i a 
1989). 

A Dutch study disagreed with that 
assessment, though. In a series of 
studies which were later combined 
into a PhD thesis, the previously 
mentioned Johannes Meeussen set 


out in the late 1980s and early 1990s 3° 4° «5 °6 7 8 9 
to determine exactly how stable Iron pH 

Blue deposits in the soil are (Meeus- Chart 9: Calculated half-life for the 
sen 1993). Not all factors considered decay of iron-cyanide complexes in 


hacks Ha) h solution as a function of redox potential 
y Neeussen are OF relevance here, (pe) and acidity (pH). (Meeussen 1992, 
but his study is so far the most-tho- p. 42) The pH value of carbonated 


rough investigation into the stability masonry is around 7. 
of Iron Blue, hence I will discuss his 
findings in more detail in addition to what I already stated in Subsection 6.6.2. 

Meeussen’s first paper discussed a new analytic method for determining 
different kinds of cyanides (Meeussen/Temminghoff ef al. 1989; Meeussen 
1992, p. 21). In the context of the present study, we are only interested in his 
discussion of various substances interfering with the analysis. I will return to 
this in Section 8.2. 

Meeussen’s next paper of interest concerned the chemical stability of iron- 
cyanide complexes in solutions (Meeussen/Keizer/de Haan 1992). While we 
are dealing almost exclusively with iron-cyanide complexes in the solid state 
in the present study, I nevertheless want to reproduce here a chart from 
Meeussen’s paper that is of relevance to our topic, see Chart 9 (also in Meeus- 
sen 1992, p. 42). It shows the calculated values of the half-life (in years) of 
iron-cyanide complexes in aqueous solutions for various redox potentials and 
acidity levels as they are commonly found in soil. Since masonry not sub- 
merged in water contains basically no organic material and is exposed to at- 
mospheric levels of oxygen at all times, it is a thoroughly oxidized and oxy- 
genated material. The redox potential of its capillary water is therefore neces- 
sarily in a range located in the upper area of this chart. The acidity value of 
carbonated masonry is around pH 7. From this it results that iron cyanides in 
masonry have a chemical half-life of hundreds, if not thousands of years. 
Hence, they are chemically stable. 

Meeussen next determined the solubility of Iron Blue, which I already dis- 
cussed in Subsection 6.6.2. In yet another paper, he applied the solubility thus- 
ly determined to predict the mobility of Iron Blue in soils. However, the levels 


215 Germar Rudolf : The Chemistry of Auschwitz 


of dissolved cyanides actually detected in soils contaminated with Iron Blue 
were one order of magnitude and even more Jower than what he predicted 
(Meeussen 1992, pp. 104-107). This disparity between calculated and meas- 
ured values was observed by Meeussen earlier, when he wrote (Meeussen 
1992, p. 34): 

“From the observed ratio of total dissolved cyanide to dissolved iron it can be 

concluded that virtually all cyanide is complexed with iron. Clearly this disa- 

grees completely with the calculated speciation of cyanide under the condi- 

tions measured.” 
Worse still, when considering that according to Meeussen’s findings Iron Blue 
should be utterly unstable in a soil with a pH value of about 7, that therefore 
not much of it should be expected to still be present in the soil of former cok- 
ing plants where it was dumped on the factory grounds a century or so ago, 
the astonishing find is that to this day these soils have Iron Blue contents of 
the same order of magnitude as acidic soils, staining the soil blue (some 1,000 
mg of total cyanide per kg of soil sample in his example; ibid., pp. 106-108). 
He explains it with the “limited dissolution kinetics of Prussian blue” (ibid., p. 
109), because, as we all know, if Nature does not conform with our theories, 
Nature must be wrong. As mentioned earlier, the later studies by Ghosh et al. 
(1999a) have shown that Meeussen’s assumptions were simply incorrect: Iron 
Blue, if not mixed with “rust,” is much more stable than he assumed. 

Anyway, according to Meeussen, Iron Blue in soils is a dangerous contam- 
inant. Kjeldsen (1999, p. 279), on the other hand, saw it more realistically: 

“At gas work sites, where cyanide is mainly present as iron cyanide complex- 

es, the risk for effects on humans from exposure to cyanide compounds seems 

to be of minor relevance.” 
Fact is that after many decades or even a century and more of exposure to the 
most-unfavorable environmental, chemical and physical conditions, Iron Blue 
persists in large quantities in the ground of thousands of former coking and 
gas-work plants (for a similar U.S. study of contaminated soils see Ghosh et 
al. 1999b). 


6.6.7. Summary 


In summary, it may be stated that Iron Blue, having formed in the interior of a 
wall as a component of the wall itself, possesses a longevity comparable to the 
iron oxide from which it has formed. This means simply that Iron Blue posses- 
ses a degree of stability which is comparable to that of the masonry itself: The 
Iron Blue will remain contained in the wall for as long as the wall itself remains 
in existence.*” 


259 An interesting study has been conducted in this connection about the reduction of soluble 
components in concrete standing in water, providing support to the statements made here: 
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Therefore, once perceptible quantities of cyanide have accumulated within a 
wall and if conditions have permitted the conversion of the cyanide into Iron 
Blue, no perceptible reduction in the Iron Blue content can be anticipated, even 
after seventy years or more. 

A typical example of the manner in which the media deal with these facts is 
a press report issued by the German Press Agency (Deutsche Presse-Agentur, 
DPA) on March 29, 1994, and which was then published in many German 
newspapers and even broadcast on radio. The report sweepingly claimed that, 
according to unnamed experts,” 

“Cyanide compounds decompose very quickly. In the ground, this occurs even 

after six to eight weeks; in masonry, these compounds could only be preserved 

under ‘absolute conditions of conservation including complete exclusion of air 
and bacteria.’” 
Inquiries with the DPA press office in Stuttgart, which had published the re- 
port, revealed that the writer responsible for the report, Albert Meinecke, had 
simply invented this expert opinion.”*' This obvious lie continues to be further 
disseminated, even by German government agencies such as, for example, the 
Bavarian Ministry of the Interior.“ 


6.7. Influence of Various Building Materials 
6.7.1. Brick 
6.7.1.1. Overview 


Bricks are well-known to acquire their hardness and stability during their fir- 
ing process. This causes an intensive binding of the components in bricks 
(sintering). One result of this is that the reactivity of the iron oxide contained 
in bricks (2 to 4%) is strongly reduced, so that a perceptible inclination to 
form iron cyanide can hardly be anticipated. The immediate surface of bricks, 
which can be slightly eroded by atmospheric influences (weathering), is an 
exception to this rule, though. In that case, iron oxide present on the surface is 
available for conversion into Iron Blue. 


not even the concentration of alkali ions, which are the most-soluble components of con- 
crete, was massively reduced: El-Sayed et al. 1981. 

260 Printed by German daily newspapers, for instance: Siiddeutsche Zeitung, Stuttgarter Zeitung, 
Stidwestpresse-Verbund (March 29, 1994), taz, Frankfurter Rundschau (March 30, 1994). 

61 Rudolf 1994, 2016a, pp. 119-131; English see Rudolf 2016c, 2nd section of Chapter 6. 

262 See Bayerisches... 1998, p. 64. A corresponding reference to the factual incorrectness of the 
remarks made in this regard by the Arbeitskreis Zeitgeschichte und Politik (in a letter by 
Hans-Jiirgen Witzsch, dated Oct. 8, 1998, Fiirth) was countered by the Ministry as follows: 
“Your efforts to deny and/or relativize the crimes of the National Socialists have been 
known to the security authorities for years. [...] We see no occasion for a discussion of gas 
chambers.” Letter from Dr. Weber of the Bavarian Ministry of the Interior dated Oct. 13, 
1998, ref. IF1-1335.31-1. 
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6.7.1.2. Excursus 


The chemical composition of bricks varies due to the different sorts of marl 
and loam used as initial material. The content of clay (included in this are 20 
to 60% kaolinite, consisting roughly of 47% SiOz, 40% Al2O3, 13% H20) may 
lie between 20 and 70%, the rest being carbonate, finest sand and iron oxides 
(Hahnle 1961, p. 384). According to my own analyses, the latter content may 
vary between 2 and 4%. 

The porosity values of bricks lie between 20 and 30 vol.% (Landolt/Born- 
stein 1972, pp. 433-452), according to other sources up to 50% (Robert 1983, 
p. 120). According to my own mercury-penetration tests, the pore size of 
bricks lies heavily concentrated around 1 um.?™ 

Due to the decreased specific surface (0.5 to 1 m* per g, BET,?™ own 
tests), the reactivity of the iron oxide is strongly reduced. However, activated 
iron at brick surfaces directly exposed to weathering can be set free for reac- 
tions to a larger degree. 

The normal free, i.e., not chemically bound, water content of bricks in dry 
rooms (20°C) is in the area of one volume percent, but it can rise up to 4% ata 
relative humidity of over 90% (Wesche 1977, p. 37). 


6.7.2. Cement Mortar and Concrete 
6.7.2.1. Overview 


The rust content (Fe2O3) of Portland cement, of particular interest to us here, 
the cement most-frequently used for concrete and cement mortars, is usually 
between 1 and 5% (Duda 1976, pp. 4ff., as well as my own analyses). The 
sand added to the mortar can also have a high iron content (up to 4%). As 
mentioned in Subsection 6.5.3, a large surface area of the solid-liquid interface 
(iron oxide—cyanide solution) is favorable to the formation of Iron Blue. This 
interface is potentially extraordinarily large in cement mortars and concrete 
due to their huge interior, microscopically rough surfaces of approximately 
200 m? per gram (W. Czernin 1977, pp. 49f.). 

Fresh concrete and cement mortars — which are identical from a chemical 
point of view — are relatively strongly alkaline (with a pH value of approxi- 
mately 12.5). It later falls, however, due to the binding of carbon dioxide from 
the air. Due to the special chemistry of the cement mortar, this process of car- 
bonation proceeds very slowly into the depth of the material. Depending on 
the composition of the cement mortar, this may last from a few months to 
many decades, until the pH value of such a mortar or concrete becomes neu- 


63 These mercury penetration tests as well as the BET tests mentioned later were performed at 
the research institute of the VARTA Batterie AG in Kelkheim, Germany, in late 1991. 

264 BET: Method to determine the specific surface with nitrogen adsorption following Brunauer, 
Emmet, Teller. 
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tral even in the deepest layers (Duda 1976, pp. 4ff.; W. Czernin 1977, pp. 49f.; 
Waubke 1966). This chemical behavior explains the stability of reinforced 
concrete, because the long-lasting alkaline medium prevents the embedded 
steel rods from rusting further.*” 

The water content of concrete and cement mortars depends on the tempera- 
ture and relative humidity of the air and fluctuates between 1% and less at 
20°C and 60% relative humidity up to 10% in air saturated with moisture 
(Wesche 1977, p. 37). In the case of permanently high humidity, penetrating 
wetness from outside, a major part of the pore system can be filled with water 
(Wesche 1981, pp. 51f.). 

Poorly insulated rooms built underground always have cool and humid walls 
due to their great exchange-surface area with the ground. The high water con- 
tent is due partly to the absorption of humidity from the ground and partly to the 
condensation of humidity from the air on the cool walls, when the temperature 
falls below the dew point. The water content of non-insulated cellar walls in 
unheated rooms therefore lies around 10%, i.e., a factor of approximately 10 or 
more above that of dry walls of heated rooms above ground. 


6.7.2.2. Excursus 


The chemical composition of Portland cement, the most-frequently used ce- 
ment for concrete and water mortar, can be seen in Table 6: 


Table 6: Composition of Portland cement (Duda 1976, pp. 4ff.) 


AlLOs: 5 to 10 % KO: 0.2 to 0.6 % 
SiO2: 20 % Na20: 0.5 to 3 % 
CaO: 60 % Fe203: < 5 % 


The specific surface of the cement powder is in the order of 0.3 m° per g. 
Concrete and cement mortar get their stability by hydration of the cement 
compounds calcium oxide CaO (burnt lime), silicon dioxide SiOz (quartz), 
iron and aluminum oxide Fe203/Al.03, to mixed, microfibrous calcitum- 
alumosilicate hydrates with a chemically bound water content of some 25 
mass % (Verein... 1972, pp. 19ff.). It then has a specific surface of up to 200 
m? per g when measured with water adsorption, which is an extremely high 
value. Other methods (e.g. BET-measuring with nitrogen) yield a value of 
only a third of this or less (W. Czernin 1977, pp. 49f.). 


265 Tn the strongly alkaline environment, iron is passivated by a passive layer of Fe(OH)3. 
“Botched work” on building sites, i.e., rusting reinforcement rods and cracking concrete af- 
ter only a few years or decades, due to overly low pH value in the vicinity of the embedded 
reinforcement rods, is caused by a) an incorrect composition of the concrete (too little ce- 
ment — it’s cheaper that way — and/or too much or too little water — incompetence), or b) by 
installing the reinforcement rods too close to the surface of the concrete, where the pH value 
drops noticeably after a few years or decades; see Duda 1976, pp. 4ff.; W. Czernin 1977, pp. 
49f. 
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Chart 10: Cumulative pore-size distribution of concrete, according to 
“Forschungs- und Materialprufungsanstalt, Abteilung 1: Baustoffe” (Research and 
Material Testing Agency, Department 1: Building Materials), Stuttgart, and of wall 

mortar, own analysis. In each case determined by Hg penetration. 


The porosity of mortar and concrete heavily depends on the amount of wa- 
ter added during preparation and lies at a minimum of 27% according to the 
literature (Wesche 1981, pp. 51f.), in which case the volume of the microca- 
pillary pores between the silicate fibers is included as well, which cannot be 
determined with mercury-penetration measurements. 

Aside from the absolute porosity, the pore-size distribution is decisive for 
the reactivity towards gases. If the main pore volume is formed by microscop- 
ic pores, then the gas diffusion into the material is more inhibited than in a 
case where the main pore volume is formed by larger pores. Chart 10 shows 
the cumulative pore-size distribution of concrete and one wall mortar (exact 
composition unknown, since taken from an old wall, but according to its brit- 
tle consistency probably a lime mortar). 

Having a similar total pore volume to the wall mortar (here only 14% due 
to the test method), the concrete’s largest portion of pore volume lies between 
a pore radius of 0.01 and 0.1 tm, whereas the wall mortar’s largest portion 
lies between 0.1 and 10 pm. Hence, if compared with the wall mortar, the gas 
diffusion into the concrete will be disadvantaged. In general, the average pore 
size of cement building materials changes to larger values whit increasing 
content of sand and lime. 

Fresh concrete is relatively strongly alkaline, caused by the high content of 
calcium hydroxide, which, however, gets bound as calcium alumosilicates 
rather quickly. However, depending on the type of cement, a certain amount 
of it is released as time goes by. The pH value of non-carbonated concrete is 
around 12.5. It later falls, however, due to the binding of carbon dioxide from 
the air. 
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The speed of carbonation into the depth of the concrete depends strongly 
on the consistency and porosity of the material and follows a square-root rela- 


tionship:*” 


d=C- yt (5) 


d = depth of carbonation 
C =constant 
t= time 


In hydraulic concretes, it takes many years for the carbonation front to ad- 
vance only a few centimeters due to the inhibition of diffusion in this highly 
compact material. 

In the area of carbonation, the pH value decreases to roughly 7, the equilib- 
rium value of saturated calcium-carbonate solutions. But if the wall is wet, 
this results in a proton exchange and therefore no sharp pH border is formed. 
If a large portion of the air pores (size on the order of a tenth of a millimeter) 
is flooded with water poor in carbon dioxide, the carbonation advances more 
slowly, because compared to the gaseous phase, diffusion in the aqueous 
phase is much slower, by some orders of magnitude. In case of waters rich in 
carbon dioxide, however, this can accelerate the carbonation. 


6.7.3. Lime Mortar 


The iron content of lime mortars results primarily from the added sand (up to 
4% Fe203). Lime mortar is manufactured using only burnt lime (CaO), sand 
and water, and acquires its solidity through the binding of slaked lime 
(Ca(OH)2) with atmospheric carbon dioxide to lime (CaCO3). This procedure 
takes only days or weeks (depending on the thickness of the layer and the CO2 
content of the surrounding air), due to the cruder porous system, which facili- 
tates the diffusion of gas. For fresh lime mortar, high water contents can be 
damaging, as the carbon dioxide necessary for the binding process can no 
longer penetrate into the wall. 

The final pH value of this material lies within the neutral range. Since this 
medium no longer provides sufficient protection for steel reinforcement rods 
and offers only slight environmental resistance, it is usually used for the plas- 
tering of interior walls and as mortar for interior brick walls only, in the latter 
case often mixed with cement (Wesche 1981, pp. 51f.). Due to the lack of 
formation of microcrystalline alumosilicates, the specific surface of lime mor- 
tar lies considerably beneath that of cement mortar (up to one order of magni- 
tude). The water content is similar to that of cement mortar. 


266 W. Czernin 1977, pp. 49f.; Verein... 1972, pp. 19ff.; the actual equation was determined by 
Waubke 1966. 
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6.7.4. Effects upon the Formation of Iron Blue 


The first step in the formation of Iron Blue in masonry is the diffusion of gas- 
eous HCN into the gas-filled pores of the masonry. The German industrial 
norm DIN 4108, Part 4, deals among other things with diffusion of steam into 
building materials. The most-important coefficient for building materials is 
the so-called coefficient of diffusion resistance. This is a dimensionless num- 
ber indicating how much longer the diffusion of steam takes to penetrate a 
layer of certain materials compared to the time it takes to diffuse through the 
same layer of still air. This coefficient is valid not only for water vapor, but 
also for gaseous hydrogen cyanide as well as for any other gases. Table 7 
shows a few values taken from that norm. 

As an example, if a gas diffuses through a layer of still air with a speed of 
1 cm per second, it takes 15 to 35 seconds to diffuse through a 1-cm-thick 
layer of lime or cement mortar and 5 to 10 seconds to diffuse just as deep into 
a brick wall. The variations for each material are due to variations in pore 
sizes and pore-size distribution depending on how the material was produced. 

The second step in the process is the diffusion of HCN through the air- 
water interface into the capillary water of the masonry. 

On the one hand, the capillary systems of cement mortars and concretes 
with their small pores will impede the diffusion of HCN more than the coarser 
capillaries of lime mortar. The potentially larger air-water interface of cement 
mortars and concretes, on the other hand, will facilitate the diffusion through 
this interface, as long as the microscopic capillary system isn’t flooded with 
water. In the case of an increased CO, content, however, the formation of a 
solid calcium-carbonate film at the air-water interface impedes the diffusion. 
Since the thickness of this film will increase proportionally with the pH value, 
the diffusion of HCN into the capillary water of alkaline cement mortars and 
concretes will be impeded by this effect. Which factor dominates in cement 
mortars and concretes — the conducive larger interface or the detrimental 
thicker CaCO film — will depend largely on the water content of the wall and 
on the CO: content of the air and could be calibrated only by experiments. 

The third step is the accumulation of gaseous hydrogen cyanide in the ca- 
pillary water. A cool (10°C) wall in a basement room with atmospheric hu- 
midity near the saturation point, due to its higher water content (by a factor of 
at least 10), has an increased ability (by a factor of 10) to absorb hydrogen 


Table 7: Diffusion resistance coefficient 1 of gaseous water through masonry 


materials 
Material u Material ul 
lime plaster 10-35 concrete 70-150 
gypsum plaster 10 brick wall 5-10 
cement mortar and screed 10-35 mineral wool 1 
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cyanide, compared to warm walls in a heated room built above ground with 
lower atmospheric humidity (20°C, 50% rel.). 

The fourth step in the formation of Iron Blue is the ionic split (disassocia- 
tion) of the hydrogen cyanide, that is, its conversion into simple cyanide, and 
its accumulation.*”’ This procedure is favored by an alkaline environment, 
which, in lime mortars, lasts only for a few days or weeks, but which is pre- 
sent for months or years in cement mortars and concretes. 

Consequently, research on the diffusion of hydrogen cyanide through brick 
walls or plastered walls some 5 cm thick has shown that basically no hydrogen 
cyanide penetrates those materials, if they are only a little bit moist or alka- 
line, as all HCN was completely absorbed in them (Thilenius/Pohl 1925). 

The next step is the formation of iron(II]) cyanide, a process that hardly 
occurs in a strongly alkaline environment but which proceeds slowly in slight- 
ly alkaline environments. In the neutral range, this reaction comes to a stand- 
still, because the cyanide converts back into non-reactive, volatile hydrogen 
cyanide by the humidity in the wall. The area around the carbonation front of 
concrete and mortar (which is slightly alkaline) can therefore be addressed as 
the area in which iron(II] cyanide can form easily. In more-alkaline areas of 
the masonry, the formation of iron(II) cyanide is strongly impeded, but an 
accumulation of iron(II) cyanide may occur over longer periods of time. 

A large surface area, as found in cement mortars and concrete, is especially 
favorable to the solid-liquid interface reaction between the solid rust and the 
cyanide in solution (capillary moisture with dissolved cyanide). These materi- 
als moreover have the advantage of retaining an alkaline medium for longer 
periods of time, so that the cyanide accumulated in the masonry is not lost and 
has enough time to react with rust. High levels of water content are further- 
more advantageous, as they broaden the range of moderately alkaline pH val- 
ues.°° 

A moderately alkaline medium is furthermore conducive to the reduction 
of iron(II) cyanide to iron(II) cyanide, the next-to-last step in the formation of 
Iron Blue, but it occurs in the strongly alkaline range as well. 

Three areas of different reactivity can be distinguished in masonry: 


1. Large quantities of cyanide ions can accumulate in the non-carbonated 
portion, due to the alkaline medium, further favored by the increased ab- 
sorption of hydrogen cyanide by the still-humid material. The cyanide is 
bound as iron(IID cyanide only to a slight extent. Due to its strong oxida- 
tion behavior in the alkaline medium, however, it is converted quite rapidly 


?67 Tn masonry, this largely corresponds to the neutralization of the hydrogen cyanide by calci- 


um hydroxide Ca(OH), into calcium cyanide Ca(CN)>. 
268 Very humid mortars and concretes, due to proton diffusion, exhibit no sharp carbonation 
limit, i.e., pH limit. 
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Table 8: Absorption of hydrogen cyanide by various building 
materials under the effect of 2% HCN by volume over 24 hours 
(Schwarz/Deckert 1929, p. 201). 
MATERIAL HCN [mg m7] 
_ Terracotta Si) 


Concrete block, dried for 3 days 8,148.0 


_Cement-mortar blocks, a few days old* 540.0 


Cement blocks, pure, a few days old* 1,550.0 
* 2.5 to 3.3% HCN by volume (ibid. 1927, p. 801). The vol.% data, according to the authors, 
represent theoretical nominal values, which, in practice, however, are only reached up to 50% 
or less, through adsorption onto walls and fumigation materials. 
into the more-stable iron(II) cyanide. An accumulation of iron(II) cyanide 
will therefore take place over a longer time period. 


2. In the zone of carbonation, the tendency to accumulate cyanide is reduced, 
since the disassociation equilibrium lies increasingly on the side of hydro- 
gen cyanide. The oxidation strength of iron(II) cyanide is also diminished. 
On the other hand, the pigment itself now becomes stable, so that near the 
carbonation front increased quantities of iron(II) cyanide will combine with 
the somewhat-more-easily soluble iron(II) ion to form Iron Blue. It will be 
intimately mixed with the lime which is also forming in this area.” 


3. In the pH-neutral, carbonated part of the masonry, the formation is consid- 
erably dependent on the available cyanide concentration, which is extreme- 
ly reduced there. Already-formed iron(II) cyanide is gradually converted 
into Iron Blue in the presence of humidity. 


Table 8 shows the adsorption values of hydrogen cyanide in various building 
materials (Schwarz/Deckert 1927 & 1929). They confirm the assumption of 
considerably higher reactivity of cements compared to brick, as well as the 
greater tendency of fresh cement compared to older, and generally more- 
humid building materials toward accumulating hydrogen cyanide. 

The hydrogen-cyanide accumulation in the concrete block, the age of 
which is unfortunately not indicated, is astonishingly high, if compared with 
the cement-mortar blocks. Because there is no considerable difference be- 
tween the composition and hence the physical and chemical properties of ce- 
ment mortar and concrete, it is not clear how the differing analytical results 
are to be interpreted. 


269 From the COz in the air and the Ca(OH)» in the mortar. 
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Table 9: Decrease of HCN content in fumigated masonry samples with 
time 

acc. to Schwarz/Deckert 1929, p. 203; values in mg HCN per m? of surface area 

time after end of exposure [hr] 

Material 0 1 3 4 | 22 | 30 | 66 | 72 | 90 | 104 

Cement Mortar, 

well-dried and set | 200 | 170 | 160 | 150 | 80 | 70 |61.4*| 60 |36.2*| 30 


Concrete, still 
somewhat fresh [5,198 2,209 1,835 1,926 


factor difference 26 27.6 30 53 
* interpolated value 

All samples were exposed to a nominal concentration of 22.5 g/m? HCN for 24 hours; the actual con- 
centration was lower due to this very absorption. 


It must be kept in mind that the method used by the authors actually 
measures only the amount of hydrogen cyanide released by the samples after 
their exposure to HCN. Hence this method cannot establish any possible long- 
term physical or chemical binding of hydrogen cyanide in the samples. The 
authors moreover gave no details about the composition of their samples, oth- 
er than giving them the names as listed. These data are therefore not unassail- 
able. 

At least the tendency of humid masonry to absorb higher quantities of hy- 
drogen cyanide is confirmed (compare lime sandstone: factor 8 at equal tem- 
perature and relative atmospheric humidity, but different prior history). W.A. 
Uglow showed in a detailed series of tests that concrete absorbs approximately 
four to six times as much hydrogen cyanide as lime mortar. He also found a 
tendency of humid building materials towards increased adsorption of hydro- 
gen cyanide. He noted moreover a dark pigmentation running through the 
entire concrete sample and did not therefore exclude the possibility of a chem- 
ical reaction of the hydrogen cyanide with the material (Uglow 1928). 

A very interesting set of data was gained by Schwarz and Deckert as pub- 
lished in 1929 (p. 203), which I list in Table 9. They had exposed different 
masonry materials to a nominal concentration of 22.5 g/m? HCN for 24 hours, 
and then measured the amount of HCN contained in their samples right after 
the gassing and again after several hours of ventilation. For one thing, the 
results show the durability of very high concentrations of hydrogen cyanide 
over longer periods of time even in dry, chemically bound cement (see Chart 
11). Concentrations did not fall below % of the initial values even after three 
days. With daily fumigation lasting several hours, this would result, in this 
example, in an average HCN concentration in the wall swinging around ap- 
proximately 100 to 200 mg hydrogen cyanide per m? of masonry. 

The second result we can obtain from this is that fresh concretes and ce- 
ment mortars absorb much more HCN in comparison to samples that are 
chemically set (here by a factor 26), and that their HCN content doesn’t seem 
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200 


c(HCN) = 100 - e*°3 + 100 - e*4 


50 


0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 


time [days] 
Chart 11: Decrease of hydrogen-cyanide concentration in old, dry, cement blocks, 
after 24-hour fumigation with 22.5 g/m? HCN (Schwarz/Deckert 1929, p. 203; see 
footnote in Table 8, p. 223). 


to drop anymore at all after some 3 days. It seems to have been chemically 
bound. In any case, the difference between the somewhat fresh sample and the 
set sample increases with time. 

The measurement values in Chart 11 were approximated by a function con- 
sisting of two terms: 


c(t)= 100: e “+100 - e (6) 
c(t) = HCN concentration at time t 
t = time in days 
The first term in the above equation can be interpreted as desorption from the 
surface material with a t of 0.3 days.””” The second term describes a slower 
desorption of hydrogen cyanide with a t of four days, perhaps caused by the 
much-slower diffusion through the capillary water of the samples. Relating to 
the drop of concentration described here, larger errors will be made over long- 
er periods of time, because the release of hydrogen cyanide is increasingly 
inhibited by physical and chemical effects (formation of stable compounds). 
An analogous function is assumed for the absorption of hydrogen cyanide: 


c(t)= 100 - (2-—e)_ et) (7) 
This is only a correct description of the process if the concentration of hydro- 
gen cyanide in air in the room remains constant. The function then reaches its 


maximum saturation after approximately 20 days. In order to allow for such 
an approximation of a constant concentration, one must reduce the assumed 


270 < is the time after which the value has fallen to the 1/e-multiple (0.368...) of the initial value. 
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chlorinate rubber coating 


whitewashed 


c(HCN) [g/m?] 


10 20 30 40 50 60 
time [min] 


Chart 12: Development of HCN concentration with time in fumigation 
chambers with and without sealed walls 
(acc. to Puntigam/Breymesser/Bernfus 1943, p. 38). 


gassing time with constant concentration in such a way that it correlates to 
realistic cases with variable concentrations. In the case of a series of consecu- 
tive gassings and airings of masonry, a quasi-constant concentration will be 
reached after 20 cycles as well. 

A final example may illustrate the amount of hydrogen cyanide that is ab- 
sorbed by walls of fumigation chambers whose walls have not been sealed 
with a gastight coating. Chart 12 shows the development of the concentration 
in fumigation chambers with and without such a coating. The nominal concen- 
tration amounted to 20 g HCN per m’. The reduction of HCN concentration in 
the case of the sealed chamber was caused by a leaking door. I will get back to 
HCN losses due to absorption and adsorption in Paragraph 7.3.1.3.4. 
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7. Zyklon B for the Killing 
of Human Beings 


7.1. Toxicological Effect of HCN 
7.1.1. Physiology 


The effect of hydrogen cyanide is based on the fact that it paralyzes the respi- 
ration of every individual cell in the body. Oxygen can no longer be transport- 
ed from the blood through the cell walls into the cells.*”' As the vital cell func- 
tions are thereby starved of oxygen, the animal or human being suffocates. 

Insects and in particular insect eggs are considerably less sensitive to hy- 
drogen cyanide than warm-blooded animals. On the one hand, this is due to 
their greater resistance (slower metabolism). On the other hand, this is due to 
the fact that lethal concentrations of the gas must penetrate every crack and 
fissure, no matter how tiny. Every hem and seam of the garments to be fumi- 
gated must be filled with the poison in order to kill, for example, every con- 
cealed louse. Warm-blooded animals, by contrast, are rapidly exposed to high 
concentrations of the gas, not only because of their size, but above all due to 
their continuous breathing through lungs.”” 

Lethal doses of cyanide can be ingested orally, inhaled, or absorbed 
through the skin. Oral poisoning (for example with potassium cyanide KCN) 
is very painful due to muscular convulsions caused by cell suffocation. Even 
though victims of poisoning by inhalation of high concentrations of hydrogen 
cyanide become more-rapidly unconscious than with oral ingestion, painful 
convulsions caused by muscular suffocation appear in these cases as well.’ 
For this reason, execution by use of hydrogen-cyanide gas, as it was per- 
formed in some U.S. states, has been a topic of much controversy and was 
completely abandoned around the turn of the millennium; see Chapter 1. A 
dose of 1 mg cyanide per kg body weight is generally considered lethal. Non- 
lethal doses of cyanide are quickly decomposed and excreted by the body.” 


271 Reversible attachment of the cyanide onto the Fe** of the enzyme cytochrome oxidase, the 
terminal oxidase of the mitochondrial electron transport chain. Therefore, the cells are pre- 
vented from using oxygen, and the entire aerobic metabolic pathway collapses, leading to 
death in the long run (Petrikovics et al. 2015). 

2? Tnsects can “hold their breaths” for a long time: “The respiratory organs of terrestrial insects 
consist of tracheal tubes with external spiracular valves that control gas exchange. Despite 
their relatively high metabolic rate, many insects have highly discontinuous patterns of gas 
exchange, including long periods when the spiracles are fully closed.” Hetz/Bradley 2005, p. 
516. 

273 For a detailed description of the clinical symptoms of cyanide poisonings see Manz 1971, 
pp. 90-93. 

274 With a decomposition rate of some 0.017 mg CN~ per kg of body mass and minute 
(McNamara 1976, p. 7). The most-important pathway is binding onto sulfur (conversion to 
rhodanide), but there are other pathways as well, see Petrikovics et al. 2015. Severe poison- 
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Absorption through the skin is especially likely when the skin has become 
moist, for example, as a result of sweating at work. It is generally advised to 
avoid sweating during the handling of hydrogen cyanide. In this regard, con- 
centrations from 6,000 ppm*”> (0.6% by volume) constitute a health hazard, 
while 10,000 ppm (1% by volume) can cause death in just a few minutes.*”° 


7.1.2. Appearance 


Symptomatic of hydrogen-cyanide poisoning in fatal cases is the bright-red 
coloration of the blood and thus also of bruised spots and at times even of the 
entire skin. This is caused by the over-saturation of the blood with oxygen, 
resulting in almost all hemoglobin carrying oxygen, forming the so-called 
oxyhemoglobin, because the blood can no longer give off its oxygen to the 
cells (see Figure 130).7”” 

This discoloration is similar to, but not quite as intense as, the discoloration 
caused by carbon-monoxide poisonings (see Figure 131), where the blood’s 
hemoglobin is almost completely depleted of oxygen and instead loaded with 
carbon monoxide. The resulting carboxy-hemoglobin is even more intensely 
red than oxyhemoglobin. In contrast to that, oxygen-depleted blood not loaded 
with carbon monoxide is dark-red, even almost black. Victims of suffocation 
due to a mere lack of oxygen therefore have a darkened skin with a bluish or 
greenish hue. 

Interestingly, almost none of the 
witnesses claiming to have seen vic- 
tims of gassings with hydrogen cya- 
nide ever mention to have seen any 
pinkish-reddish discolorations of the 
victims’ skin. Quite to the contrary. 
Whenever witnesses made statements 
about the appearance of the victims’ 
skin, they usually claimed that it 
looked dark, bluish or greenish. This Figure 130: Pinkish discoloration of the , 
agrees with the widespread miscon- skin ofa elite a eu rs 
ception that victims gassed to death ae ee - oF 
were suffocated, hence look like suf- 
focated people look in the imagination of the general populace. 


ing, however, can result in permanent brain damage, which in some cases can be fatal hours 
or days afterwards; cf. Manz 1971, pp. 93-95. 

275 ypm stands for “parts per million”; here, 1 ppm HCN corresponds to 1 ml HCN per m? 
(1,000,000 ml) of air, which converts as 1 ppm HCN = 1.205 mg HCN m*?. 

276 Flury/Zernik 1931, p. 405; see also Daunderer 1987, pp. 4ff.; see Subsection 7.1.3. on the 
problematic nature of lethal concentrations given in the literature. 

277 Moeschlin 1986, p. 300; Wirth/Gloxhuber 1985, pp. 159f.; Forth et al. 1987, pp. 751f.; 
Wellhéner 1988, pp. 445f. 
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Here are a few examples of such 
false testimonies. I start with Michat 
Kula:?” 


“The cart [transporting the gassing 
victims] broke down below the win- 
dow of the practice, the corpses fell 
on the ground, and I then saw that 


they had a greenish color.” Figure 131: Pinkish-red discoloration of 
oe 7 : the skin of a victim of CO poisoning. 
Filip Miiller, who claims to have Victims of HCN-gas poisoning look 
carried gassing victims out of a hom- __ similar, if not quite as intensely red, as 
icidal gas chamber, wrote (Miiller their blood is oversaturated with oxygen 
1979, p. 186): (Norwegian Centre..., Chapter 32; Lyle, 
ee : Chapter 8). 


“Many [gassing victims] had their 
mouths wide open; on the lips of most of them, a trace of white dried-up saliva 
could be seen. Some had turned blue, and many faces were disfigured beyond 
all recognition due to beatings.” 
Milton Buki, who also claims to have dragged victims out of a gas chamber, 
stated (Pressac 1989, p. 163): 


“The bodies were all naked and some had blue stains on them.’ 
Former SS man Pery Broad declared (Bezwinska/Czech 1984, p. 174): 


“As they lay in the yard, they looked strangely bloated and had a bluish tinge, 
though they were relatively fresh.” 


d 


Walter Petzold, a German deportee to Auschwitz, wrote the following about 
.279 


the appearance of gassing victims he claimed to have seen: 
“The nature of the corpses, on account of the terrible effect of the poison gas, 
was such that one could see only blue-black, bloated, and mushy flesh that had 
once belonged to human beings.” 
Auschwitz detainee Jan Wolny testified (Ktodzinski 1972, p. 89): 
“The sockets of their [the gassing victims’] eyes were swollen, their fingers, 
toes, and bellies all blue.” 
In the same vein, three more Auschwitz witnesses whose statements were also 
documented by Ktodzinski stated “independently” from each other that the 
corpses of the victims were “bluish” (ibid., p. 91): J6zef Weber, Aleksander 
Germanski and Tadeusz Kurant. 
The inmate paramedic Wiestaw Kielar, who claims to have been forced to 
clear out the victims of a gassing, stated (Kielar 1979, p. 193): 


“Their faces were blue, almost purple-black.”’ 


278 Deposition of Michat Kula, June 11, 1945. APMO, sygn. Dpr.-Hd/2, Hoss Trial, APMO, 
Vol. 2, pp. 97f. 

279 Staatsanwaltschaft beim LG Frankfurt (Main), Strafsache beim Schwurgericht Frankfurt 
(Main) gegen Baer und Andere wegen Mordes, ref. 4 Js 444/59, Vol. 31, p. 5313. 


Germar Rudolf - The Chemistry of Auschwitz 230 


Former Auschwitz inmate Ludwik Banach declared after the war:**” 
“The corpses were bluish, one could see traces of blood around their mouths 
and noses.” 
In 1978, while serving his life sentence from the first Frankfurt Auschwitz 
Trial, Josef Klehr, from March 1943 the head of the disinfestation unit at 
Auschwitz for one year, stated (Demant 1999, 38 min., 20 sec.): 
“Well, when I saw this, when the corpses came out, they were green and blue, 
they were.” 
The only exception of my knowledge is the “95%-reliable” witness Henryk 
Tauber, who has it both ways (Pressac 1989, p. 489): 
“We found heaps of naked bodies, doubled up [in the gas chamber]. They were 
pinkish, and in places red. Some were covered with greenish marks and saliva 
ran from their mouths. Others were bleeding from the nose.” 
Since a pinkish-red discoloration of the skin is not what people expect to see 
when confronted with victims of suffocation — be it by means of poison gas or 
simple oxygen deprivation — the sight of such pinkish-red corpses should have 
left a distinct impression in the memory of basically all those who claim to 
have witnessed it. Yet the rule is that almost all witnesses making statements 
about this followed the beaten path of a false cliché. 


7.1.3. Lethal Concentration 


Table 10 shows the effects of various concentrations of hydrogen cyanide as 
claimed by one of the world’s biggest producers of HCN (DuPont 1983, pp. 
5f.). 

Before we can delve more deeply into the matter, we have to first introduce 
and explain a few toxicological terms. The term of the lethal (deadly) dose 
(LD) is of central importance, usually given in mg of the poison per kg of 
body mass. Each poison has a specific lethal dose, and each human being also 
reacts a little differently to a certain poison. There is therefore no fixed lethal 
dose for any poison. There are mere statistical data. For instance, the LD; 
value of a given poison is the amount leading on average to the death of 1% of 
all individuals of the species under consideration. LDso is the median value 
where half of the individuals die, while LDoo is the value at which almost all 
individuals succumb. Parallel to this, one finds values giving the lethal con- 
centration LC (in mg/L, mg/m? or ppm) for toxins in solutions or noxious 
gases. 

LD; values as well as other threshold limit values such as maximum per- 
missible concentrations at the workplace are at times kept intentionally low in 
the literature in order to also “protect sensitive individuals” (Talmage/Rodgers 


280 Deposition of Ludwik Banach, July 18, 1947. APMO, sygn. Drp.ZOd/55, Trial of the 
Auschwitz Camp Garrison, Vol. 55, p. 102. 
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Table 10: Effect of various concentrations of hydrogen cyanide 
in air upon human beings 
2 to 5 ppm: Perceptible odor 


281 


Slight symptoms after a few hours 


300 ppm: Rapidly fatal 


2002, p. 215). LDoo values, on the other hand, are of interest in particular to 
the military regarding ABC warfare or civil defense. Hypothetical (mass) 
murderers, which we are dealing with in the present study, belong into the 
same category. 

Especially Fritz Haber has conducted research on the effects of poison gas- 
es on the battlefields of World War I. In this context, he created the so-called 
Haber Rule, according to which the product of a poison’s concentration (c) 
and its exposure time (t) results in a constant biological effect: c - t = k (Haber 
1924; cf. Sartori 1939, pp. 3f.). If, for instance, it takes a certain concentration 
of a toxic gas to kill a creature within 10 minutes, twice this concentration is 
required to kill it in half the time, or half the concentration to kill in twice the 
time. Hence, when dealing with war gases, the lethal dose is frequently given 
as the product of exposure time and concentration: LCt (usually mg - m® - 
min) 

This rule is applicable only, however, if the victim does not secrete or de- 
toxify the toxin to a noticeable degree. As mentioned, however, this is exactly 
the case for hydrogen cyanide, so that the LCt values of hydrogen cyanide are 
not constant, but rather increase with reduced concentration or increased ex- 
posure time. 

In a thorough study conducted for the infamous Edgewood Arsenal” of 
the U.S. Army, McNamara demonstrated that the lethal concentrations of hy- 
drogen cyanide as listed in the above Table 10 as well as in various toxicolog- 
ical works are based on experiments with rabbits which cannot be transferred 
to humans.”*? 

The experiment of simultaneously exposing a dog and a man to hydrogen- 
cyanide gas resulted in the following (Barcroft 1931): 

“One human being and one dog (about 12 kg) were exposed simultaneously, 

without protection, to an atmosphere containing a nominal concentration of 


281 HCN has a very faint smell which is not perceptible to everyone. The literature frequently 
mentions a smell like “bitter almonds,” even though this is misleading, as bitter almonds 
have a very strong nutty scent, which HCN does not have. The HCN content of bitter al- 
monds is too low to be perceptible next to the strong scent of nuts. 

282 Cf. www.publichealth.va.gov/exposures/edgewood-aberdeen/index.asp. 

283 McNamara (1976); he has traced back the values of the following works to a research series 
conducted by Karl Lehmann prior to World War One (mentioned in Lehmann 1919): Korb- 
ert 1912; Henderson/Haggard 1927; Flury/Zernik 1931; Dudley et al. 1942; Fassett 1963. 
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Figure 132: Zyklon-B cans with the grey gypsum granules which once were soaked 
in hydrogen cyanide; Yad Vashem exhibit. 
(Photo by Adam Jones; commons.wikimedia.org) 


1/1600 hydrocyanic acid, the actual concentration being probably between 

that and 1/2000. {?**...] This procedure was followed up to the point at which 

the dog became unconscious.” 
The dog was unconscious after a minute and 15 seconds, and its respiration 
ceased after 1 minute and 33 seconds (it recovered later). Up to this point, the 
man had felt no symptoms at all! Only a few minutes after the experiment’s 
termination did he briefly feel nauseated, and some ten minutes later he exhib- 
ited slight signs of difficulties to focus. Barcroft obtained similar results dur- 
ing the simultaneous gassing of two monkeys and two dogs: when the dogs 
died, the monkeys were only beginning to show signs of unsteadiness. 

McNamara therefore recommended using threshold values for humans that 
are close to those of similarly sized mammals (monkeys, goats). Table 11 
gives McNamara’s estimated values for human beings. They are set at four 
times the average values as established in experiments with mice, which is 
close to the experimental values for goats. 

The first part of the table gives the values of the Haber product (concentra- 
tion times minutes of exposure time). It shows that the values in each column 
are anything but constant. The second part of the table gives the actual con- 
centrations. 

I will not discuss the details of this table, which is based on the statistical 
evaluation of many experiments primarily with mice. I may point out, howev- 


284 1/1600 = 625 ppm, ca. 688 mg/m?; 1/2000 = 500 ppm, ca. 550 mg/m’. 
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Table 11: Lethal hydrogen-cyanide concentrations for humans 


acc. to McNamara 1976, p. 20 (with breathing rate of 10 L min‘') 
Lethal concentration LCt (Haber product) LCtso 
Exposure time |_ 1% 16% 30% 50% 84% 99% | Mouse 
[min] [mg - m?- min] 
0.5 1,177} 1,606) 1,791) 2,032*) 2,552) 3,480 508 
1 1,930] 2,632) 2,937) 3,404*| 4,183} 5,705 851 
3 2,546} 3,473} 3,874) 4,400*} 5,519) 7,526) 1,100 
10 3,888] 5,312) 5,916} 6,072*| 8,426} 11,491; 1,518 
30 11,992} 16,355} 18,247} 20,632*) 25,991) 35,443) 5,158 
* Man LCtsp = mouse LCtso x 4 at various exposure times. 

[min] Lethal concentration LC [mg - m™°] Mouse 
0.5 2,354) 3,212) 3,582 4,064; 5,104} 6,960) 1,016 
1 1,930] 2,632) 2,937 3,404} 4,183) 5,705 851 
3 849) 1,158) 1,291 1,467} 1,840} 2,509 367 
10 389 Sail 592 607 843) 1,149 152 
30 400 545 608 688 866} 1,181 172 


er, that the lethal concentration for an exposure time of 30 minutes cannot 
possibly be higher than the one for 10 minutes. This is obviously a statistical 
anomaly. 

Talmage and Rodgers suggested that human beings are roughly only half 
as sensitive as monkeys to hydrogen-cyanide-gas exposure due to our slower 
breathing (smaller breathing volume per body mass; Talmage/Rodgers 2002, 
p. 214). The above concentrations could therefore be doubled. The LCo9 value 
for a murder within 10 minutes would thus be roughly 2,200 mg/m’. For a 
murder within 3 minutes, this value would even be as high as some 5,000 
mg/m’, 

We always have to keep in mind that these data are not the result of exper- 
iments with human beings, which are of course out of the question, but of 
extrapolations. 

An example may illustrate how even among humans the same concentra- 
tion of toxic gas can cause completely different times before the onset of death 
occurs. I subsequently assume that the median lethal dose (LDs0) of HCN for 
humans is roughly 1.1 mg/kg (intravenous application), and that humans 
incorporate 70% of the hydrogen cyanide inhaled with each breath, while ex- 
haling again the remaining 30%.**° The time required to inspire lethal amounts 
is calculated as follows (rearranged from Moore/Gates 1946, p. 12): 


85 This value given by Moore/Gates 1946, p. 12, is based on animal experiments (lethal doses 
and decomposition rates) as well as proven cyanide amounts in suicide victims. I ignore the 
fact that McNamara’s research indicates a higher value. 

286 Measured in dogs according to McNamara 1976, p. 7. 
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1.1 mg kg! V = breathing volume in L min"! (8) 
tS ae a = fraction of absorbed HCN = 0.7 
m D C =concentration in mg I"! 


D = decomposition rate in mg kg! min! 
m = body mass in kg 


At a concentration of 1 mg HCN per liter (some 830 ppm), this results in the 
following values for humans with different body masses and breathing rates: 


Table 12: Required exposure time before inspiration of the 


nominal lethal dose of HCN 
as a function of breathing rate and body mass 
breathing rate [L man 10 0 40 80 
body mass [kg] [min] 
50 8.9 4.2 2.0 1.0 
100 20.8 8.9 4.2 2.0 
150 37.1 14.4 6.5 3.1 


A small person with a body mass of 50 kg who panics and hyperventilates (80 
L/min breathing rate) may, according to the above example, incorporates a 
lethal amount of hydrogen cyanide already after one minute, while a large or 
overweight person who keeps calm would have incorporated the lethal dose 
only after more than half an hour. 

The lethal concentrations given in the literature are therefore not only too 
low because they have been extrapolated inadmissibly from values valid only 
for small mammals, but in order to “protect sensitive individuals,” they also 
refer to the above-mentioned small person who may even be ailing. A mass 
murderer, however, who intends to murder many hundreds or even thousand 
and more victims at once, faces the challenge of also murdering all perfectly 
healthy, massive victims who stay absolutely calm. I call this the lethal dose 
for 100% of the victims (LDj00 or LC joo). 

Although evidently no data exists in the literature regarding differences in 
sensitivity toward hydrogen cyanide among individuals (Talmage/Rodgers 
2002, pp. 213-215), it may be assumed that ailing individuals will die already 
when administered considerably lower doses than 1.1 mg/kg, just as there are 
healthy individuals who must incorporate higher doses to make them suc- 
cumb. That can again double the required exposure times listed above.”*’ If we 
apply this factor of two to the estimated value of the lethal concentration for a 
murder of 99% of all victims within ten minutes (LCo9, p. 233), the value of 
2,200 mg/m* turns into 4,400 mg/m?, 


°87 Cf. for instance the different individual sensitivities toward carbon monoxide in Simpson 
1965, pp. 366f.: some, mainly older, individuals died already at a CO/O>2 ratio of 40:60 in 
their blood (7/3), while other, mostly younger individuals succumbed only at a ratio of 80:20 
(4). This is a more than four-fold difference in sensitivity. 
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Table 13: Conversion of mg HCN per m3 to ppm 


air tempera- |air density [kg/m3] [mol/m?] conversion factor 
ture [°C] (100% rel. hum.) (29g/mol) [mg/ppm] 
10 1.2408 42.79 i MSS) 
15 1.2171 41.97 1.133 
20 1.1935 41.16 1.111 
25) 1.1698 40.34 1.089 
30 1.1458 39.52 1.067 
35) 1.1213 38.67 1.044 


How do we find out how realistic this estimated value of 4,400 mg/m? is 
for an LCjo9 within 10 minutes? The only data available to us are those gath- 
ered during executions with hydrogen cyanide carried out exclusively in the 
United States. In his thoroughly researched book on homicidal gassings in the 
U.S., Christianson has collected a wealth of data showing execution times 
ranging from a mere 30 seconds up to 18 minutes.”*8 An analysis of 113 HCN 
executions performed at the San Quentin Penitentiary in California showed an 
average time of loss of consciousness of 5 minutes, and an average time of 9.3 
minutes until death (Christianson 2010, p. 220). Another investigation showed 
that on average brain activity (consciousness) continues for 2 to 5 minutes 
after the start of the execution, while the heart keeps beating for 5 to 7 minutes 
and longer, whereas actual death occurs after 10 to 12 minutes and more 
(ibid., p. 209). 

These values were achieved with hydrogen-cyanide concentrations that, 
according to various sources, amounted to 3,200 or 3,600 ppm.”*? Now we 
have to convert the concentrations given above in mg/m? into ppm. For this 
we need the molar mass of both air (ca. 29 g/mol) and HCN (27 g/mol) as well 
as the density of air as a function of temperature and humidity using conver- 
sion calculators available online.*”? If the values for the concentrations given 
for U.S. executions relate to a temperature of 20°C, 50% rel. humidity and a 
standard-sea-level pressure, the conversion factor is 1.118 mg - m°*/ppm, 
which means that 3,200 and 3,600 ppm convert to some 3,600 and 4,000 
mg/m*, which is pretty close to what we just established. 

I also calculated the conversion factors from mass concentration to particle 
concentration at standard pressure for various temperatures and a relative hu- 


88 Christianson 2010: pp. 81f.: 6 min.; p. 85: 2% min.; pp. 99f.; 7 min.; 30 sec., p. 106; 10 min., 
p. 111; 7% min., p. 112; 13 & 17 min., p. 114; 2 min., p. 116; 6 min., p. 117; 10 min., pp. 
180f.; 5-9 min., p. 189; >5 min., p. 199; 10-12 min., p. 209; >8 min., pp. 210f.; 14 min., p. 
214; 11 min., p. 216; average of 9.3 min from 113 cases, p. 220; 12 min., p. 223; 18 min., p. 
229. 

289 Leuchter et al. 2017, pp. 33: 3,200 ppm; van Pelt 2002, p. 387: 3,600 ppm. 

290 www.gribble.org/cycling/air_density.html for the density as a function of temperature, pres- 
sure and dew point, with a pressure of 1013.25 hPa (mbar); 
http://bmcnoldy.rsmas.miami.edu/Humidity.html for converting rel. humidity to the dew 
point. 
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midity of 100%, which is what we would have to expect inside a room packed 
with human beings, see Table 13. 


It must be stressed that the times of death quoted above apply to the point 
when the executee is actually declared dead by a physician, which requires 
that the heart must have stopped beating for some period. Unconsciousness, 
immobility, respiratory arrest and cardiac arrest will have set in before that. 
Lethal amounts incorporated already before death occurs would lead to the 
victim’s demise, even if the exposure to HCN were to end before cardiac ar- 
rest — unless immediate and drastic medical help is provided. This slow death 
can drag on for up to an hour for incorporated amounts of HCN bordering on 
the lethal dose.””’ 

In relation to the quantities used, the U.S. execution gas chamber in Ra- 
leigh (North Carolina), for example, is said to use 454 g KCN in half- 
concentrated sulfuric acid, leading to instant formation of hydrogen cyanide 
vapor, which is even visible for a short period to the witnesses in the witness 
room and which reaches the victim in seconds.' As a matter of pure calcula- 
tion, this generates approximately 180 g of hydrogen cyanide, corresponding 
to 150 liters of gas. However, since a considerable part of it remains dissolved 
in the half-concentrated sulfuric acid (approximately 50%, see Paragraph 
8.3.3.4), I assume in the following that approximately 90 g or 75 liters of hy- 
drogen cyanide are released as gas. In North Carolina, this gas rises immedi- 
ately from beneath the execution chair, so that the victim must be exposed, 
immediately after the beginning of the execution process, to a concentration 
which probably exceeds 10% by volume for a short period of time, but then 
falls steadily as a result of dissipation of the hydrogen cyanide throughout the 
chamber.” 

At a normal respiration volume of approximately 15 to 20 liters per minute, 
and assuming an average concentration of HCN in the inhaled air during the 
entire execution of only 0.75% by volume, approximately 1.35 to 1.8 grams of 
HCN will be ingested in 10 minutes (150-200 liters of inhaled air), which 
corresponds to ten to twenty times the fatal dose. I will return to the issue of 
overdose later. 


7.2. Evaporation Characteristics of Zyklon B 


Zyklon B does not release its poison gas instantaneously, but rather over an 
extended period of time. Since this fact can be decisive for the evaluation both 


291 Daunderer 1987, p. 15; Somani 1992, p. 213. 

292 Assuming a volume of 10 m? in the chamber, 75 liters HCN corresponds to 0.75% by vol- 
ume, i.e., somewhat more than double the end values taken by Leuchter. Christianson (2010, 
pp. 117) refers to 324% oz (921.4 g) of KCN used in the gas chamber in Wyoming, whose 
volume is unknown to me, though. 
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Ercco as carrier material 
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Chart 13: Evaporation rate of hydrogen cyanide from the Erco carrier material 
(gypsum with some starch) at various temperatures, low relative humidity and fine 
distribution, according to Irmscher 1942. 


of witness accounts as well as of chemical analyses, it will be investigated 
more thoroughly in this section. 

Richard Irmscher of the Degesch company reported in a paper written in 
1942 that, at that time, the use of cardboard discs and gypsum (Erco) were the 
most commonly used carrier materials.” The gypsum version was used — 
even according to witness testimony — in the concentration camps. An analysis 
of Zyklon-B granules found at the Auschwitz Camp at war’s end using a 
scanning electron microscope confirmed that the product used there was the 
Erco version, whose carrier material was based on gypsum.”™* 

The evaporation characteristics of this product at various temperatures, low 
relative humidity of the air, and a fine distribution of the carrier material are 
reproduced in Chart 13 as given by Irmscher. 

The evaporation is “seriously delayed” at high atmospheric humidity, be- 
cause the evaporating hydrogen cyanide withdraws considerable quantities of 
energy from the liquid HCN, the carrier material and the ambient air. As a 
consequence, the temperature of the product and the ambient air drops. If the 
temperature of the air reaches the dew point, atmospheric humidity condenses 


293 Trmscher 1942; Peters/Rasch 1941b; on the history of the development of Zyklon B see 
Lambrecht 1997; Leipprand 2008. 

294 Mazal; this contradicts Leipprand’s thesis (2008, pp. 13-22) that the carrier material used 
consisted of a mixture of gypsum and diatomaceous earth. 
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Table 14: Evaporation rate of Zyklon B (Erco) at 15 °C, low relative hu- 
midity and fine distribution, following Irmscher 1942 
t [min] % t [min] % t [min] % 


out onto the carrier material, which binds hydrogen cyanide and slows down 
the evaporation process. 

I have used a magnified version of Chart 13 in order to obtain the 
smoothed values in 5-minute increments as listed in Table 14.”°° Unfortunate- 
ly, Irmscher’s chart does not contain data for higher temperatures, but when 
considering the difference between the graphs for 0°C and 15°C, we can make 
a rough extrapolation of a few values for 30°C. 

For later references, we want to keep in mind that, at 15°C and in the pres- 
ence of low relative humidity, approximately 10% of the hydrogen cyanide 
used at Auschwitz has left the carrier material during the first five minutes, 
and approximately 45% after half an hour. At a temperature of 30°C, it can be 
expected that 15% would have been released within the first five minutes, and 
up to 60% after half an hour. In areas with a relative humidity of approximate- 
ly 100%, however, the evaporation times would have been “seriously de- 
layed.”””° 

The question of how Zyklon B would have behaved if dumped in a heap on 
the floor — hence not finely spread out — in a room filled with human beings, is 
somewhat more difficult. The radiant heat of the bodies would have accelerat- 
ed the evaporation by increasing the temperature in the vicinity of the floor. 
Further acceleration of evaporation may have occurred due to a possible re- 
duction in size of the carrier granules as a result of being trampled upon or 
crushed by falling human bodies, as well as direct bodily contact. 

On the other hand, the relative atmospheric humidity in the cellars of 
Crematoria II and II, which certainly would have approached 100% when 


295 Trmscher (1942) gives in his Table 2 only values for full hours (75% for one hour, errone- 
ously reported as 57%, and 96.4% for two hours). 

296 We have one point of reference from “Erco” Zykon B evaporation experiments carried out 
by the Soviets after they occupied the Majdanek Camp in August 1944. They left the Zyklon 
B in the cans (bulk distribution) and found that, at a temperature of 28 °C and presumed low 
humidity, the cans had lost some 90% to 94% of their HCN contents, which is a little less 
than the evaporation rate recorded by Irmscher for finely distributed Zyklon B at 15 °C after 
two hours (96.4%); see Graf/Mattogno 2004a, p. 127). 


239 Germar Rudolf : The Chemistry of Auschwitz 


100 


2 
Oo 
: 40 —@— Evaporation of HCN from Erco at 15°C 
i=) 


Exponential approximation with t= 47 min 


0 10 20 30 40 50 60 70 80 90 100 110 120 
Time [min] 


Chart 14: Reproduced graph of evaporation of HCN from the Erco carrier of 
Zyklon B at 15°C and low humidity, finely dispersed, acc to. Irmscher (blue) plus 
exponential approximation with T = 47 min (red). 


packed full of people, would have “seriously delayed” evaporation,””’ as well 
as the possible fluid secretions on the floor caused by panicking victims, 
which could very well have occurred as soon as the door was closed, that is, 
prior to release of the Zyklon B. If considering witness claims that the cham- 
ber floor was rinsed out with water hoses after each gassing,””* then the floor 
would indeed have been wet already before the entry of any victim. Under 
such conditions, a serious delay in the discharge of the hydrogen cyanide from 
the considerably wet carrier material would have to be anticipated. 

If assuming — against the actual situation as supported by material evidence 
— that Zyklon-B-introduction devices were installed in some of the Auschwitz 
“gas chambers” as attested to by Michat Kula and others,””? such a device 
would have had the following effects: 
a. The Zyklon-B granules would not have been spread out, but rather would 

have been kept together by the inner wire mesh — or, even worse, within a 


°°7 Unheated cellar rooms by their very nature, have very high relative atmospheric humidity. 
As a result of the large numbers of human beings crammed into the cellar, the atmospheric 
humidity would certainly approach 100%, resulting in the condensation of water on cold ob- 
jects. 

298 For instance H. Tauber, in: Pressac 1989, p. 484. 

299 See Paragraph 5.4.1.2.9., p. 152, for this. 
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tin or a can, as claimed by Henryk Tauber and Josef Erber (McCarthy/van 
Alstine), reducing the evaporation rate drastically. 

b. The three layers of wire mesh claimed by Kula, in particular the inner-most 
fly screen, would have drastically reduced any air convection within them, 
reducing both evaporation rate as well as the speed with which the gas 
could spread out into the chamber. 

c. Due to high humidity in the air and the lack of air convection, moisture 
would have condensed intensively on the Zyklon-B carrier, reducing the 
evaporation rate of HCN “seriously.” 

The present study regarding homicidal mass gassings will be based on the 

assumption that the Zyklon B would at best have behaved in the manner de- 

scribed by Irmscher at 15°C (see above), which is assumed to be similar to a 

temperature inside the chamber of 30°C, a relative humidity near 100%, and a 

carrier wetted by a wet floor and/or not finely distributed, depending on the 

scenario considered.*”” 


7.3. The Gassing of Human Beings 
7.3.1. Eyewitness Testimonies 
7.3.1.1. Boundary Conditions 


This subsection will examine a few related witness testimonies for a determi- 
nation of the chemical, physical and technical boundary conditions of the al- 
leged homicidal gassings. A complete and detailed analysis of the many wit- 
ness testimonies in the individual trials and in the literature would be too vo- 
luminous to include here.*°! The following survey is therefore neither com- 
plete nor necessarily representative. 

In two separate studies, I have analyzed the coercive and manipulating 
conditions under which many witness statements were made, to which I refer 
the interested reader (Rudolf 2019a; Rudolf 2017, pp. 356-400). It suffices to 
say that those conditions, many of which prevail to this very day in western 
societies, undermine the trustworthiness of most witnesses and the credibility 
of their claims. These statements should therefore never be accepted at face 
value, but subjected to careful, skeptical scrutiny. 

300 How clueless even the most-knowledgeable of the German experts on Zyklon B were about 
its lethality is demonstrated by the 1948 testimony of Dr. Herbert Rauscher, foreign repre- 
sentative of the Zyklon-B-distribution company Heli and close co-worker of Germany’s 
foremost expert on pest control, Dr. Gerhard Peters. We read there: “[A 500-g can of Zyklon 
B] “... would be absolutely sufficient to kill all present within 2 minutes, if one opens and 
empties it out here. [...] In order that death occurs, say, within one minute, a gas concentra- 
tion of some 5 grams per cubic meter needs to be present.” (Walendy 1981, p. 186). He 
didn’t know any better, precisely because they had no experiences with killing of humans 
using Zyklon B. 


On critical analyses of witness statements about “gas-chamber” murders at Auschwitz see, 
among others, Graf 2018; Mattogno 2016e,g¢,j,k, 2019. 
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7.3.1.2. Claimed Procedures 


The following is a closer examination of three of the more frequently quoted 
witnesses: Rudolf Héss, former commandant of the Auschwitz Camp, Richard 
Bock, a camp SS man of subordinate rank, as well as Henryk Tauber, former 
inmate and member of the “Sonderkommando” in Crematorium II in Birke- 
nau.” 

The H6ss statements may be consulted in their German original (Broszat 
1981; Bezwinska/Czech 1973) or in a published English translation as follows 
(Bezwinska/Czech 1984): 


“Then the fires in the pits had to be stoked, the surplus fat drained off, and the 
mountain of burning corpses constantly turned over so that the draught might 
fan the flames. [°°...] While they dragged the corpses about, they ate or they 
smoked. [...]” (p. 102) 

“In the early days oil refuse was poured on the bodies, but later methanol was 
used. [...] He [Paul Blobel*™] had also attempted to dispose of the bodies with 
explosives, [...]” (pp. 116f.) 

“The door [of the gas chamber in Crematorium II or III] The door would now 
be quickly screwed up and the gas immediately discharged by the waiting dis- 
infectors through vents in the ceilings of the gas-chambers, down a shaft that 
led to the floor. This ensured the rapid distribution of the gas. It could be ob- 
served through the peep-hole in the door that those who were standing nearest 
to the induction vents were killed at once. It can be said that about one-third 
died straight away. The remainder staggered about and began to scream and 
struggle for air. The screaming, however, soon changed to the death rattle and 
in a few minutes they were all on the floor. The time required for the gas to 
have effect [was between five and ten minutes and*™] varied according to the 
weather, [...] on the quality of the gas, [...] and on the composition of the 
transports [...]. The victims became unconscious after a few minutes, accord- 
ing to their distance from the intake shaft. [...] After twenty minutes at the lat- 
est no movement could be discerned. The door was opened half an hour after 


302 For a more thorough analysis of Héss’s and Tauber’s statements with further references see 

Mattogno 2019, pp. 331-388; Mattogno/Hoss 2017. 

Liberal translation; the original says here “das Herumstochern in den brennenden Leichen- 

bergen, um Luft zuzuftihren,” which translates to “poking around in the burning heaps of 

corpses to bring in air” (Bezwinska/Czech 1973, p. 101). 

304 Paul Blobel was the commander of Unit 4a of Einsatzgruppe C, one of the German military 
units in Russia charged, among other things, with fighting partisans behind the Russian 
front. Mainstream historiography has it that in summer 1942 he was charged with the de- 
struction of evidence of German mass murders in Eastern Europe (cf. 
http://en.wikipedia.org/wiki/Paul_ Blobel). In the context of this task he allegedly made the 
most grotesque attempts at destroying corpses as stated by Hoss. I will not dwell on this top- 
ic in this book. 

305 This phrase was left out of the English translation; see Bezwinska/Czech 1973, p. 133: “dau- 
erte die Wirkung des Gases fiinf bis zehn Minuten.” 
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the induction of the gas, and the 
ventilation switched on. Work was 
immediately begun on removing the 
corpses. [...]” (pp. 134f.) 
During an interrogation on April 2, 
1946, Hoss stated (Friedlander 1982, 
p. 113): 
“O But was not it [sic] quite dan- 
gerous work for these inmates to go 
into these chambers and_ work 
among the bodies and among the 
gas fumes? 
A No. 
Q Did they carry gas masks? 
A They had some, but they did not 
need them, as nothing ever hap- 
pened.” 
Anyone who has ever grilled meat 
knows that fat cannot be scooped up 
from burning flesh. Fat ignites at 


Figure 133: Wooden makeshift 


approximately 184°C (Perry 1949, p. 
1584). It is therefore the first thing 
that burns on a corpse located in a 
fire. Hence, it is impossible to collect 


“gastight” door of the delousing gas 
chamber in the personal-effects storage 
area “Kanada I,” 2m x 1 m, with the 
upper end of the peephole at a height of 
some 1.60m; manufactured by the 


the easily combustible fat during the 
incineration of a corpse. After all, the 
bodies were burnt — not grilled. 

The incineration of corpses in the open air with combustible fluids doesn’t 
work because fluids have the property of flowing down or away and/or evapo- 
rating. When corpses, which consist of more than 60% water, are burnt, this 
must take place with the expenditure of quite large quantities of fuel and great 
heat.°°° In particular, oil or methane combustion in the open would be insuffi- 
cient. 

Large pyres generate enormous heat, making it impossible to be close to 
them without fireproof suits, let alone constantly turning over the corpses (or 
poking around in the fire, as the original states here). 

The alleged attempt to destroy bodies by means of explosives requires no 
further comment. 

The door to Morgue #1 of Crematorium II and III were two meters high. 
The upper end of the peephole included in some of the “gastight” wooden 


Deutsche Ausrtistungswerke (Pressac 
1989, p. 46). 


306 Mattogno 2003a; Mattogno/Graf 2016, pp. 145-152; Graf/Kues/Mattogno 2016, pp. 130- 
148; Mattogno/Kues/Graf 2015, Vol. 2, pp. 1169-1332. 
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doors manufactured by the Deutsche 
Ausriistungswerke workshop for the camp 
was at a height of 1.60 m (see Figure 133). 
If a room is filled with people who are on 
average 170 cm tall, it is not possible to 
observe what is going on several meters 
away from that peephole, especially since it 
has to be expected that panicking people 
crowd around the door. 

I will discuss the claimed speed of the 
gassing procedure later. Suffice it here to 
say that the speed attested to by Hdss (a 
third died instantly, the rest was on the floor 
within a few minutes) is not possible with 
hydrogen-cyanide gas or Zyklon B. 

Entering the “gas chamber” without a 
protective filter, eating and smoking in the - —EE 
“gas chamber,” as well as the commence- hare res sy ead a 
ment of the corpse-dragging operation im- Camp, photographed by the 
mediately after the opening of the doors British while in their custody, with 
would only be conceivable if there were no a bloody nose attesting to the 

: : deeds of his torturers. 
longer any dangerous quantity of gas in the 
chamber. The question of whether this was 
possible will be the subject of Paragraph 7.3.2.2. 

Hdéss also wrote the following, which also sounds rather incredible (Bez- 
winska/Czech 1984, p. 136; similar on page 102): 


“Although they were well fed and given many additional allowances, they [the 
Jewish Sonderkommandos] could often be seen shifting corpses with one hand 
while they gnawed at something they held in the other. Even when they were 
engaged in the most gruesome work of digging out and burning the corpses 
buried in the mass graves, they never stopped eating. 

Even the cremation of their near relations failed to shake them.’ 


, 


This is really a bit hard to digest. 

Hoss was repeatedly tortured and abused by his captors.*”’ This may ex- 
plain the absurdities he put down on paper — or was forced to sign. At any 
rate, it renders his statements inadmissible in any court of law — and should 
also render them unfit in the scientific community to serve as evidence for 
anything not independently confirmed by documents or material evidence. 

Another commonly quoted witness is Henryk Tauber. Tauber was, accord- 
ing to his own testimony, a member of the inmate Sonderkommando of Crem- 
atorium II during the war. J.-C. Pressac writes that this witness testimony is 


3°7 Butler 1983, pp. 235-237; Faurisson 1986. 
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the best in relation to the crematoria, which he considers to be 95% reliable. 
This testimony contains the following:*” 
“During the incineration of such [not emaciated] corpses, we used the coke 
only to light the fire of the furnace initially, for fatty corpses burned of their 
own accord thanks to the combustion of the body fat. On occasion, when coke 
was in short supply, we would put some straw and wood in the ash bins under 
the muffles, and once the fat of the corpse began to burn the other corpses 
would catch light themselves. [...] 
Later on, as cremations succeeded one another, the furnaces burned thanks to 
the embers produced by the combustion of the corpses. So, during the incin- 
eration of fat bodies, the fires were generally extinguished. [...] 
Another time, the SS chased a prisoner who was not working fast enough into 
a pit near the crematorium that was full of boiling human fat. At that time 
[summer 1944], the corpses were incinerated in open-air pits, from which the 
fat flowed into a separate reservoir, dug in the ground. This fat was poured 
over the corpses to accelerate their combustion. [...|” 
Tauber’s claims as to self-igniting, self-combustible corpses are completely 
absurd and in contradiction to all the laws of physics and engineering (Mat- 
togno/Deana 2015). He also confuses grilling with burning with relation to the 
allegedly boiling fat from the corpses. What is more, fat cannot boil at all. It 
simply begins to ignite at temperatures of approximately 180-190°C.*” 
Tauber’s statements are untrue also in the technical details related by him. 
He claims, for instance, that the Sonderkommandos shoved extraordinarily 
many corpses into each muffle (up to eight) when they heard Allied planes 
approaching. Tauber claims that, by their so doing, huge flames would have 
come out of the crematorium’s chimney, which they hoped would make the 
Allied bomber pilots aware of them. But as is common knowledge and has 
been pointed out many times, no flames ever come out of crematorium chim- 
neys (Mattogno 2004d, Mattogno/Deana 2015, pp. 375-379). It is also impos- 
sible to push eight corpses into a cremation muffle whose door was just two 
feet wide and high.*!° And apart from that, before Tauber and his co-inmates 
would have been able to push eight corpses into each muffle and get a huge 
blaze going, any plane they claim to have heard approaching would have long 
since flown far, far away. Such testimonies are, to use Pressac’s words, noth- 
ing but downright lies and pure invention (1989, pp. 469ff., on several claims 
made by the witnesses C.S. Bendel, M. Nyiszli, and H. Tauber — the five per- 
cent of Tauber’s testimony which according to Pressac are unreliable). 


308 Interrogation of Henryk Tauber dated May 25, 1945, Annex 18, Vol. 11 of the Héss Trial, 
APMO, quoted acc. to Pressac 1989, pp. 489f.; this testimony is rather typical; see Neu- 
maier/Rudolf, pp. 495-498. 

309 On the myth of fat extracted from pyres see Boisdefeu 2009, pp. 145-155. 

310 For a more-thorough critique of Tauber’s testimony see Mattogno 2019, pp. 331-375. 
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Now to the testimony of the witness Richard Béck as quoted during the 
Frankfurt tribunal:'°° 
“One day, it was during the winter of 1942/43, H. asked me whether I wanted 
to drive with him to a gassing action. [...] 
The transport train, which had already arrived, stood on the free stretch of 
track. [...] 
They were all loaded, and driven to a former farmhouse. [...] 
After the entire transport — there must have been approximately 1,000 people — 
was in the building, the gate was closed. Then an SS man came, I believe it 
was a Rottenfiihrer, to our ambulance and got out a gas canister. He then went 
to a ladder with this gas canister. [...] At the same time, I noticed that he had 
a gas mask on while climbing the ladder. [...] he shook [...] the contents of the 
canister into the opening. [...| When he had closed the little door again, an in- 
describable crying began in the chamber. [...| That lasted approximately 8-10 
minutes, and then all was silent. A short time afterwards, the gate was opened 
by inmates, and one could see a bluish cloud floating over a gigantic pile of 
corpses. [...] At any rate, I was surprised that the inmate commando who was 
assigned to remove the bodies entered the chamber without gas masks, alt- 
hough this blue vapor floated over the corpses, from which I assumed that it 
was a gas. [...]” 
In winter of 1942/1943, none of the crematoria under construction in Birkenau 
was operable (the first became operable in March 1943). For this reason, the 
alleged victims of homicidal mass gassings in a farmhouse (one of the so- 
called bunkers) as attested to by B6ck are supposed to have been cremated in 
open-air pits close to the farmhouse. 
In view of our previous study of the subject, we can establish: 

— According to professional air-photo analyses of the decisive locations, 
there were no large cremation ditches, no fuel stockpile, no development of 
smoke or flames.*'’ Accordingly, the scenario of destruction is obviously 
false in this regard. 

— One thousand people occupy a surface area of at least 200 m?. According 
to witness testimonies, the so-called bunkers had only half this much sur- 
face area, at the most.?!” 

— Section 7.1: Hydrogen cyanide is a colorless, invisible gas. Therefore, no 
“blue vapor floating over the corpses” could be seen. This passage is a sign 
of pure fantasy, obviously suggested by the German name of HCN, 
“Blausdure” (blue acid), which only relates, however, to the formation of 
the pigment Iron Blue. A similar claim was made by Jaacov Gabai, an in- 
mate who claims to have worked in a homicidal gas chamber (Greif 1995, 
p. 141). 

— Section 7.2: Since the events described are alleged to have taken place in 


311 See Rudolf 2018, pp. 97-102, 103-105; Mattogno 2016g. 
312 Pressac 1989, pp. 161 ff.; cf. Mattogno 2016). 
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winter, the rapidity of the procedure is incredible, since Zyklon B only re- 

leases gas slowly at freezing temperatures. 

— The described entry into chambers with a high concentration of toxic gas 
without a protective filter is impossible; obviously, such a procedure would 
sooner or later be fatal. 

German public prosecutor Willy Drefien had the following to say about 
Bock’s testimony:*'3 

“Dear Mr. [...], 
I enclose a copy of the witness testimonies of former members of the SS on the 
gassing of inmates at Auschwitz [...| for your information. They are only a se- 
lection — there are numerous other such testimonies. In contrast to you, I am of 
the opinion that, as far as the fact of the occurrence of homicidal gassings is 
concerned, these eyewitness testimonies are entirely suitable to refute the de- 
nial of this fact. 

Faithfully, (DreBen), Public Prosecutor” 

And yet again: 

“Dear Mr. [...], 

[...] Furthermore, the testimony of B6ck is only one of numerous similar 

statements [...] 

Faithfully, (DreBen), Public Prosecutor” 

Bock’s testimony was one of the few which the Frankfurt tribunal considered 
credible after careful examination, that is, the inconsistencies would not be so 
easily recognized by the layman, in contrast to many other testimonies which 
the court rejected. And yet it is entirely incredible. 

In his first book, Pressac himself makes quite a few critical remarks about 
the reliability and credibility of witness testimonies;*'* yet it is upon these 
witness testimonies that all the descriptions of the “gas chamber’ killings are 
based. He lists the untruths, impossibilities, and exaggerations of the witnesses 
and tries to explain how they presumably materialized. Finally, in an inter- 
view, he said:*° 

“No, no. One cannot write serious history based only upon witness testimo- 

nies.” 

At the same time, however, he bases all of his remarks on the alleged exist- 
ence of homicidal “gas chambers” exclusively on these witness testimonies! 
And elsewhere, he states, with a naiveté which can hardly be surpassed:*'° 


3 Letter from public prosecutor Willy Dre8en, Zentrale Stelle der Landesjustizverwaltung 
Baden-Wiirttemberg, Ludwigsburg, ref. 110 AR 916/89, July 26, 1989, and Oct. 11, 1989, 
respectively; see Klee/DreBen 1988. 

4 J.-C. Pressac 1989, pp. 124-128, 162, 174, 176f., 181, 229, 239, 379f., 459-502. For addi- 
tional witness testimonies, see Bezwinska/Czech 1973/1984 (Héss, Broad, Kremer) and Ko- 
gon et al. 1993, pp. 139-173. 

>In the German weekly newsmagazine Focus no. 17/1994, pp. 118, 120. 

® Now-defunct German weekly newspaper Die Woche, Oct. 7, 1993, p. 8. 
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, 


“Witnesses never lie, but they can be mistaken.’ 


Pressac seems to have been the only person of the establishment who took 
notice of the progress of revisionist research. He knew that traditional histori- 
ography of the Holocaust is reduced to absurdity by the facts revealed by this 
research. Consequently, he kept changing his attitude when making public 
statements. The most vehement attack of the (once) media darling Pressac on 
the dominating historiography occurred during an interview published as an 
appendix to a PhD thesis analyzing the history of Holocaust revisionism in 
France. In it, Pressac described the established historiography of the Holo- 
caust as “rotten” and stated (Igounet 2000, p. 652): 

“Can we alter the course? It is too late. A general correction is factually and 

humanely impossible [...]. New documents will unavoidably turn up and will 

overthrow the official certainties more and more. The current view of the 

world of the [National Socialist] camps, though triumphant, is doomed. What 

of it can be salvaged? Only little.” 
In his first and most-comprehensive book, Pressac was compelled to correct 
the statements of witnesses in many cases in order to eliminate errors and, in 
his opinion, technical impossibilities. But when so doing, he never revealed 
the basis upon which he undertook these corrections. In actual fact, he merely 
replaced the capriciousness of “witnesses” with his own. Thus, the numbers of 
victims per gassing procedure, as estimated by Pressac, for example, are con- 
siderably lower than those estimated in the witness statements, which often 
speak of several thousand victims per gassing operation per day for Cremato- 
ria IT and HI. One thousand people could only have been made to enter a cellar 
with a surface area of 210 m* under the maintenance of extraordinary disci- 
pline accompanied by a readiness to cooperate(!) on the part of the victims 
(see Paragraph 7.3.2.1.1). The numbers of people reported in places by wit- 
nesses, on the other hand (2,000 and more*!’), could not have been contained 
by Morgue #1. To arrive at the number of victims of Auschwitz-Birkenau as 
spread by sensationalist media and superficial literature until the late 1980s — 
four million — one is in fact forced to resort to technically impossible figures 
of “gas-chamber’” occupancy, as some witnesses did — which indicates that 
they were not reporting true events but were aiming at supporting a propagan- 
da myth. 

At the moment, the official estimates range from approximately 1 to 12 
million victims,*'* though in his second book, Pressac downgraded the “gas- 
chamber” victims to 630,000 (1993, p. 147) and later even further down to 
470,000-550,000 (1994, p. 202). In an article published in a small German 


317 2,000 according to R. Hiss (IMT, Vol. 33, p. 277), as well as C.S. Bendel; 3,000 according 
to M. Nyiszli (Pressac 1989, pp. 471, 473, respectively); 2,500 acc. to Kula (see quote on p. 
150). 

318 On the death-toll change of the early 1990s see Rademacher 1999; on the origin of the 4- 
million propaganda figure see Mattogno 2003d. 
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periodical in early 2002, a German mainstream journalist even attempted to 
reduce the death toll of the Auschwitz “gas chambers” down to as little as 
356,000.*”? But as long as this revolutionary development has not been ac- 
cepted by orthodox scholars, I will continue to address the claimed number of 
roughly one million “gas-chamber” victims for all further considerations. 

The following is a description of the homicidal gassing procedures for the 
individual installations, as they were posited by Pressac (1989) with the as- 
sumption that one million human beings were actually gassed: 


Crematorium I: The crematorium environs are cordoned off for third parties; 
500-700 victims undress outdoors (what a spectacle for all other in- 
mates!); they enter into the “gas chamber” (morgue) through the fur- 
nace room; on their way there, they march past piles of corpses of earli- 
er victims or “non-genocidally” deceased inmates; Zyklon B is intro- 
duced through (non-existent) roof vents while using gas masks after 
closing the doors; the ventilation system is turned on, and doors are 
opened after the victims’ demise (approximately five min.); inmates 
remove the corpses from the “gas chamber” without gas masks or pro- 
tective garments; the victims are cremated (p. 125). According to Pres- 
sac, only a few gassings occurred, with a total of only 10,000 victims 
(pp. 131f.). 

Crematoria II/II: 800 to 1,200 victims enter via the western entrance stairway 
into Morgue #2, where they undress; they walk through the hallway into 
Morgue #1 (“gas chamber’); Zyklon B is introduced through (non- 
existent) roof openings either onto the floor or into (non-existent) wire- 
mesh pillars while using gas masks; after the victims’ death (approxi- 
mately five min.), the ventilation system is turned on; the door is 
opened after some 20 min.; the corpses, soiled with blood, vomit and 
excrement, are hosed down; inmates remove them with or without using 
gas masks, but without protective garments; the victims’ hair is cut, and 
any gold teeth are removed while the bodies are still in the basement; a 
lift (payload 300 kg*°) hoists them to the ground floor; there they are 
dragged through a water-filled channel to the furnaces for cremation (p. 
253). Some 400,000 victims are claimed for Crematorium II, and 
350,000 for Crematorium III (p. 187). 

Crematorium IV/V: During good weather a few hundred victims undress out- 
doors (again: what a spectacle for all other inmates!), otherwise in the 
morgue, some of them next to corpses of the last gassing victims (or 
“non-genocidally” deceased inmates) awaiting cremation; they enter in- 
to the “gas chambers” past the coal room and doctor’s office; the entire 


319 Meyer 2002. For an overview of the wide range and development of claims about the 
Auschwitz death toll, see Faurisson 2003. 
320 Crematory II only received a makeshift elevator, see C. Mattogno 2019, pp. 47-49. 
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building needs to be evacuated; Zyklon B is introduced through wall 
openings from a ladder after the doors have been closed (despite iron 
bars in front of those openings); the doors are opened after 15 to 20 
minutes to ventilate the chamber by natural draft (since early 1944, 
Crematorium V might have had a powered system); inmates — some of 
them wearing gas masks, some not — remove the corpses to the morgue 
or to cremation ditches behind Crematorium V. According to Pressac, 
the number of victims can only be estimated with difficulty, probably 
some 100,000 each (pp. 384-390). A similar scenario applies to the 
Bunkers 1 and 2 (see Subsection 5.4.3). 


7.3.1.3. Quantities of Poison Gas 


7.3.1.3.1. Claims about Amounts of Zyklon B Used 


How much Zyklon B is claimed to have been used in the homicidal gas cham- 
bers at Auschwitz? 

There are two ways of answering this question. The first and direct one is 
by determining what amount witnesses claimed was applied. The second way 
is by drawing conclusions about the applied concentrations from the time it 
took to kill the victims. 

Unfortunately, there seems to be only one witness who has made state- 
ments about the actual amount of Zyklon B used: Rudolf Héss.*”! In his affi- 
davit of May 20, 1946, written under coercion while in British custody, he 
wrote:>”” 

“5 to 7 cans of Zyclon B with I kg each were needed for gassing 1,500 people; 

the number of cans varied depending on the size of the gas chamber, and the 

weather conditions, which is to say, during cold weather 2 or 3 additional 
cans were needed.” 


A few days earlier, on May 14, Hoss had allegedly stated during an interroga- 
tion that the gassing of 1,500 to 1,600 required the following amounts of 
Zyklon B:°3 


“in the crematories, in the large crematories 7, in the other rooms 5 cans. But 
it depended on the weather. If it was very cold and wet, 2-3 more cans had to 
be used.” 


It is quite unclear what the expression “other rooms” refers to, as that would 

include the rooms of the alleged bunkers and all those rooms of the Cremato- 

ria I, IV and V which are claimed to have been used as homicidal gas cham- 

bers. Some of them have well-defined sizes, while others are subject to specu- 

321 Figures given in works of secondary literature either give Hiss as a source or no source at 
all; see Buszko 1985, p. 118: 6 to 12 kg; Poliakov 1971, p. 205: 5 to 7 kg; Pressac 1989, p. 
253: 4 to 6 kg. 


322 Nuremberg Document NI-034; quoted in Walendy 1981, pp. 87-95, here p. 88. 
323 Nuremberg Document NI-036. 
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lation. Since that renders the problem pretty much unsolvable, I will focus on 
the claimed gas chambers in the “large crematories” mentioned by Héss, 
which are the Morgues #1 of Crematoria II and III. 

These rooms were 7 m wide, 30 m long and 2.40 m high (see Figure 60 on 
page 109), resulting in a volume of 504 m>.*™ Estimating the victims’ average 
body weight to be 60 kg,*” and their density at roughly 1 kg L“, the volume 
of 1,500 of them would have been 90 m*. A more-realistic maximum number 
of victims per gassing — 1,000 — would result in 60 m*. The free volume to be 
filled with the toxic gas would therefore have been 414 m? or 444 m*, respec- 
tively. 

If seven cans of Zyklon B with 1 kg HCN each have released all of their 
poison into that free air space, the concentration would amount to 16 or 17 g 
per m°, respectively, or 13,000 and 14,000 ppm respectively. 

As stated in Section 7.2, we may assume that under realistic conditions 
Zyklon B will have given off only some 10% of its nominal amount of HCN 
within the first five minutes after applying it. This would amount to some 
1,300 to 1,400 ppm at the end of those five minutes. 

Assuming that the victims are panicking and thus moving the air in the 
chamber vigorously, we may also assume that it takes not more than another 
minute for the gas to have been more-or-less evenly distributed throughout the 
room. This is to say that at this point in time even the persons standing farthest 
away from the source — in the room’s comers — will be exposed to that con- 
centration. 

Assuming a constant increase from zero to the final concentration after six 
minutes (a permissible assumption during the first 20 to 30 minutes), the aver- 
age concentration experienced over time by the remotest person would have 
been half of that value, hence 650 to 700 ppm. Since the release of HCN from 
the carrier slows down with time, the average concentration over time after 
(10+1=) 11 minutes cannot have been more than twice this amount. An aver- 
age concentration over time of some 3,200 ppm or even 3,600 ppm, as it was 
once instantly applied in U.S. execution chambers, would be reached only 
after some 30 minutes, at which point some 50% of the HCN has left the car- 
rier. 

Another way of approaching the issue of how much Zyklon B was used at 
Auschwitz for homicidal gassing is to look at the amount of Zyklon B deliv- 
ered to the camp. These supply figures can be found in the protocols of the 
Allied postwar tribunal against the Degesch officials as already mentioned in 


324 From this we should deduct the volume of the room’s seven concrete pillars and the concrete 
beam on top of them running through the entire length of the room, but we also should add a 
part of the ventilation ducts’ volume, into which some of the poison would dissipate. For 
simplicity’s sake and because the possible errors are minute, I assume that both cancel each 
other out. 

325 Since they were a mix of children and adults; Pressac 1989, p. 475; van Pelt 2002, pp. 470ff. 
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Subsection 5.2.4. In total, these deliveries reached some 19,500 kg during the 
years 1942 and 1943.*°° The total supplied amount to the camp during the 
entire period when mass executions with Zyklon B are said to have happened 
(early 1942 to late 1944) will hardly have exceeded 30 tons.*”’ Pressac as- 
sumes that 95 to 98% of all the Zyklon B delivered to the camp was used for 
the original purpose, i.e., for delousing clothes and rooms (1989, pp. 15, 188). 
This was also claimed by the defense during the trial against the individuals 
responsible for the activities of the company Tesch & Stabenow, which sup- 
plied Zyklon B to the Auschwitz Camp:*”* 

“The amount of Zyklon B sufficient to kill half a million or even a million peo- 

ple was so negligibly small compared to the amount needed for pest control 

that one could not have been noticed it.” 
If we follow this line of argument that not more than 2-5% of the total deliver- 
ies were used for killings, then some 600 to 1,500 kg were used for extermina- 
tion of humans. 

When dividing up this amount of Zyklon B for one million people alleged- 
ly killed with it, however, inconsistencies appear. With an assumed 1,000 
victims per gassing — the “gas chambers” (Morgues #1) of Crematorium II and 
II could hardly hold 1,000 persons per execution — only roughly 0.6 to 1.5 kg 
HCN would have been available for each gassing, much less than claimed by 
Hoss. This amount would have resulted in a theoretical end concentration of 
only 1.4 to 3.4 g per m*, which means that the average concentration during 
the first five or ten minutes would have been much lower (5 to 10% of that), 
which isn’t even lethal. 

If, on the other hand, one million victims were killed according to Héss’s 
statements, i.e., with 7 kg used during a gassing in Crematoria II and III (with 
1,000 assumed victims for each event), this would have amounted to 1,000 - 7 
kg = 7 tons of Zyklon B, or some 23% of the estimate entire Zyklon-B deliv- 
ery to the camp. Whatever the truth, the actual Zyklon-B deliveries obviously 
would have sufficed for both disinfestations and homicidal gassings under the 
circumstances considered here. We can conclude from this is that it would not 
have been possible to use much more than 7 kg per 1,000 inmates, as claimed 
by Hoss, as that would have excessively depleted the camp’s badly needed 
supplies for disinfestations.*”” 


326 7,478.6 kg. in 1942 and 12,174.09 kg in 1943; cf. Lindsey 1983, p. 283; Ebbinghaus 1999, p. 
70. 

327 See in this regard also Mattogno 2015c. 

328 Document No. NI-12 207, in: Walendy 1981, p. 83; Ebbinghaus 1999, pp. 59f. Trial against 
Bruno Tesch, Joachim Drosihn and Karl Weinbacher. Drosihn was acquitted, while Tesch 
and Weinbacher were sentenced to death and hanged. In contrast to that, no staff member of 
the former Zyklon-B producers Degesch was ever convicted, because no evidence was found 
linking them to a crime: Degussa 1993, pp. 148f. 

329 By the end of 1943, the buildings in the various Auschwitz camps (Main Camp, Birkenau, 
Monowitz) had a total volume of almost 500,000 m. One single fumigation of all these 
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7.3.1.3.2. HCN Quantities Deduced from Execution Times 


The second, indirect way of estimating the amount of Zyklon B used is based 
on the execution times reported by witnesses, which in turn permit a rough 
estimate of the concentrations used. Over the years, I have collected quite a 
few sources citing witness statements about the execution times.**’ To summa- 
rize this long list of sources, let me simply list the times claimed so that we 
may have an overview: 


instantly (2x) some minutes 7 min. 

sudden silence 3 min. (3x) 8 to 10 min. 

a few seconds 3 to 4 min. up to 10 min. (2x) 
a few moments 2 to 5 min. 10 min. (2x) 

Y to 1 min. 3 to 15 min. at least 10 min. 

1 min. (2x) 4 min. (2x) 20 min. (4 x) 

2 min. 5 min. (2x) 

a few min. (4x) 5 to 7 min. (2x) 


330 


building using a concentration of 8 g/m? would have required 4 metric tons of HCN. See 
Mattogno 2015c, pp. 77-79. 

With relation to the killing times, see in, for example: Jury Court Hagen, verdict of July 24, 
1970, ref. 11 Ks 1/70, p. 97 (5 min.); Buszko 1985, pp. 114, 118 (a few min.); Adler et al., 
1984, pp. 66, 80, 200 (a few min., up to 10 min.); Hamburger Institut... 1987, pp. 261ff., 
294 (instantly, up to 10 min.); C. Vaillant-Couturier, IMT, Vol. 6, p. 216 (5 to 7 min.); M. 
Nyiszli in: Schoenberner 1981, p. 250 (5 min.); C.S. Bendel in: Langbein 1987, p. 221/NI- 
11953 (end of screaming of victims after 2 min.; doors open after 5 min.); Public Appeal of 
former Auschwitz detainees; IMT. Vol. 7, p. 174 (4 min.); P. Broad in: B. Naumann 1968, p. 
217 (4 min.), opening of doors after 10-15 min.: Riickerl 1984, pp. 58f.; K. Holblinger in: 
Fritz Bauer..., p. 11647 (1 min.); R. Bock, ibid., p. 14148 (screaming victims for 10 min); F. 
Miiller, ibid., p. 20599 (8-10 min.); E. Py8, ibid., p. 10791 (ventilators switched on after only 
a few min.); K. Lill, ibid., p. 18323 (a scream a few seconds after the introduction of Zyklon 
B, pall of thick smoke exiting the chimney a few min. later); H. Fischer, appendix to the 
transcript of the expert testimony of Prof. Dr. G. Jagschitz, 3rd-5th hearing days of criminal 
proceedings against G. Honsik, April 4., April 30, May 4, 1992, ref. 20e Vr 14184 and Hv 
5720/90, District Court Vienna, pp. 443f. (respiratory arrest after 5 to 7 min.; opening of 
doors after 20 min. for the bunker), p. 472 (unconsciousness after seconds, 2 min. all in all 
for Crematorium II); F. Entress (5 min.), NO-2368, p. 5; J.P. Kremer (few minutes), Bez- 
winska/Czech 1984, p. 214; R. Héss, Doc. 3868-PS, IMT, Vol. 33, p. 277 (3 to 15 min.); R. 
Hoss, in: Broszat 1981, p. 166 (20 min. until no one moved; see quote here p. 241); Hans 
Miinch, in Rudolf 1997b, pp. 139-190 (2 to 5 min. in winter); S. Lewenthal, Staatliches Mu- 
seum... 1972, p. 155 (sudden silence); D. Paisikovic, in: Léon Poliakov 1964, pp. 159ff. (3- 
4 min.); R. Vrba alias Walter Rosenberg, A. Wetzler, in: Wyman 1990, p. 20 (everyone in 
the room was dead after 3 min.); J. Tabeau, in: Aynat 1990 (10 min.); H. Stark on Cremato- 
rium I, in: Mattogno 2016e, p. 68 (a few min.); H. Aumeier, British National Archives, file 
WO.208/4661, www.fpp.co.uk/Auschwitz/Aumeier/, p. 32 of 43-page manuscript of 1945; 
p. 6 of 17-page manuscript of July 25, 1945 (2-1 min.); M. Buki, in: Pressac 1989, p. 163 
(20 min. until door of Bunker was opened); A. Lettich, in: idem. 1946 (a few moments). J. 
Weiss, in: Hackett 1997, p. 394 (3 min.); A. Pilo, in: Setkiewicz 2011a, pp. 47f. (3 min); H. 
Mandelbaum, Deposition, AGK, NTN, 162, p. 167 (7 min.); J. Klehr, in: Demant 1978, 
38:40 (at least 10 min.). If longer killing times appear in the witness testimonies, they usual- 
ly refer not to Crematoria II and III but rather to Crematoria IV/V, Bunkers 1-2, or Cremato- 
rium I in the Main Camp. The killings in Crematoria II and III are therefore alleged to have 
been committed very swiftly. 
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AS we can see, pretty much every 
time between instantly and 20 
minutes is present. The longest re- 
ported time was reported by Hoss, 
but he also stated that after 30 
minutes the inmates of the 
Sonderkommando entered the “gas 
chamber” without any gas masks, 
hence ventilation must have been 
included in that time, although Hdéss 
stated that it was turned on only at 
the time of entry — an impossible 
claim, as this would have killed the “Figure 135: Filip Miller, Oct. 8, 1964 
inmates also — plus potentially any (Fritz Bauer..., Bilder). 
supervising/guarding SS — men. 

H6ss’s testimony is, of course, encumbered with a history of coercion and 
with provably false claims.**' In addition, it is hard to see how the comman- 
dant of the camp could even have had intimate knowledge about the details of 
mass executions going on in his camp. 

It would be a big mistake to list all the claims that can be found in the 
sources and to form an unweighted average from them, because not all state- 
ments are of the same value. A proper analysis would require to analyze how 
trustworthy each of the witnesses is and how credible their respective state- 
ments are. Such a task is beyond the scope of this study. We can, however, 
focus on those claims which seem more credible than others. If the gassings 
took place in the first place, the question to ask is: which group of individuals 
could have been in the position to know a) when a mass gassing started and b) 
when exactly the victims in the “gas chamber” were considered dead? 

Although the start of an execution could potentially be observed by many, 
for instance because they saw SS men pouring Zyklon B into some room pre- 
sumably filled with victims, knowing when a gassing was completed required 
that the observer not only had a watch or some other time-tracking device 
(which few inmates will have had, if any), but also and more important that he 
was able to see what was going on inside the “gas chamber” during the execu- 
tion. There are only two groups of individuals who could possibly know such 
details: first and foremost the perpetrators, and second, but less likely, the 
detainees charged with cleaning out the “gas chambers”. 

It is unlikely, however, that the SS would have allowed the inmates 
charged with the horrific work of cleaning out the “gas chamber” afterwards 
to linger near the chamber doors during a gassing, right next to the few SS 


331 See Mattogno/Héss 2017 for a detailed account of Héss’s abuse and for a thorough analysis 
of his various allegations. 
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men and doctors also present, and to look through the doors’ peep holes in 
order to see what transpired inside. As a matter of fact, Tauber stated that he 
was locked up during the gassing and could come out only once everything 
was over, and that would make perfect sense (Pressac 1989, p. 494). As a re- 
sult of this, Tauber, Pressac’s 95-%-reliable witness, does not make any 
statement about the duration of the procedure. 

Inmate physician Dr. Charles Bendel, on the other hand, who said he 
worked for one day at Crematorium V in order to observe what transpired 
there, claimed right after the war that all went silent after just 2 minutes, and 
that 5 minutes later the doors were opened (Langbein 1987, p. 221; NI-11953; 
Pressac 1989, pp. 470f.). 

Miklos Nyiszli, another inmate physician, claimed shortly after the war to 
have been an assistant of the infamous Dr. Mengele, working closely with him 
and the inmates charged with clearing out the “gas chamber” of Crematorium 
II. Nyiszli stated that, once the Zyklon B had been dumped on the floor, the 
gas filled the room “within a few seconds” and that “within five minutes eve- 
rybody was dead.” (Schoenberner 1981, p. 250; Pressac 1989, p. 473) 

An appeal by former Auschwitz inmates, published shortly before the end 
of the war and primarily drafted by former inmate physicians, stated in the 
same vein (IMT, Vol. 7, p. 174; Dirks 2006, pp. 191f.): 

“Then the door of the underground gas-chamber was closed, and the people 

were gassed. Death occurred approximately 4 minutes later. After 8 minutes 

the gas chamber was opened...” 

Filip Miiller, who right after the war claimed to have cleared out and cremated 
gassing victims in Crematorium I of the Main Camp only, claimed 8 to 10 
minutes for this gassing procedure (probably also until the door was opened; 
Langbein 1965, p. 463; Fritz Bauer..., p. 20599). Miiller, however, is a prob- 
lematic witness, because in his later book (1979) he claimed to also have 
worked at the Birkenau crematoria, although he never mentioned anything to 
that effect in his earlier testimonies. As Mattogno has shown, Miller actually 
plagiarized his tales about Birkenau from Nyiszli’s writings (Mattogno 1990; 
2019, pp. 527-529), which are, of course, themselves characterized by hyper- 
bole, as Pressac has correctly noted.*” 

This is probably the best information we can get from statements by in- 
mates who claim to have been forced to clear out the “gas chambers.” 

Among the perpetrators, the medics or “disinfectors” who allegedly per- 
formed the murders, and the SS physicians who supervised them, are probably 
most competent to testify in this regard. It is doubtful, though, whether the 
medics or disinfectors, charged with pouring in the Zyklon B, could have had 


332 For critical remarks on Bendel’s and Nyiszli’s exaggerations and inventions see Pressac 
1989, pp. 470, 474f.; Mattogno/Nyiszli 2018. 
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Figure 136: Mug shots by the Frankfurt Police of Josef Klehr, defendant during the 
first Frankfurt Auschwitz Trial (Fritz Bauer..., images). 


any first-hand knowledge about what was going on inside the chamber and 
how long it took for all to die. 

Josef Klehr, one of the defendants during the first Frankfurt Auschwitz 
Trial, denied ever having poured Zyklon B into a “gas chamber” and denied 
just as steadily that he gave the orders to his subordinates for the claimed gas- 
sings. However, he did give four last names of individuals who are said to 
have committed the gas murders during his time at Auschwitz:*** the SS Un- 
terscharfiihrers Hans Koch and Adolf Theuer, as well as the SS Rottenfiihrers 
Georg Wosnitzka and Schmunitza. 

Hans Koch was among the defendants of the Polish-Stalinist show trial in 
Krakow in 1947 against the Auschwitz camp staff, where he was sentenced to 
life imprisonment. He died in a Danzig prison in 1955.** Adolf Theuer was 
sentenced to death during a communist show trial in Czechoslovakia in front 
of the People’s High Court in Prague and was hanged on April 23, 1947 (Piper 
et al. 1996, p. 311; Fritz Bauer..., p. 46414). Nothing seems to be known 
about Georg Wosnitzka other than what several witnesses claimed about him 
(see Fritz Bauer..., p. 46752), and it seems that Schmunitzer was invented by 
Klehr. Nothing is known also about two more SS men mentioned in passing 
by other witnesses.**° 

The files of the Krakow Trial against the Auschwitz camp staff are extant, 
from which could be gleaned whether Hans Koch made any statements about 
the claimed extermination procedure. I do not know, however, whether the 
files of the trial against Adolf Theuer, which revolved around other claimed 
crimes, still exist in Prague. It is beyond my current means to get access to 
these files, or to locate them to begin with. Considering, however, that the 


333 Fritz Bauer..., interrogation of Sept. 22, 1961, p. 4138, and interrogation of July 6, 1962, p. 
4168. 

334 Fritz Bauer..., p. 44584; https://en.wikipedia.org/wiki/Hans Koch (SS_man) 

335 SS man Berthold Riegenhagen was mentioned by Witness Ignacy Golik (Fritz Bauer..., p. 
10019); an unspecified SS Unterscharfiihrer Franke by Witness Edward Py8 (ibid., p. 
10866). 
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Figure 137: Mug shots by the Frankfurt Police of Hans Stark, defendant during the 
first Frankfurt Auschwitz Trial (Fritz Bauer..., images). 


disinfectors’ knowledge necessarily had to be limited to the beginning of a 
gassing, I will not delve deeper into this here. 

Hans Stark, who was also a defendant during the first Frankfurt Auschwitz 
Trial and who had worked in the Auschwitz inmate registry of the Political 
Department, claimed to have once poured Zyklon B into the “gas chamber” of 
Crematorium I at the Main Camp, and he stated that, after having poured in 
the poison: 

“A few minutes later, it was quiet. After some time, perhaps 10-15 minutes, 

the gassing room was opened.”’ 

How he managed to know this is unclear. In any case, these 10 to 15 minutes 
must have included time to ventilate the room at least to some degree. I have 
analyzed Stark’s testimony elsewhere, showing that it is rather implausible 
(Rudolf 2004b, pp. 94-97). 

The SS physicians’ competence to answer the pending question should be 
unparalleled. The former camp commander Rudolf H6ss stated in this regard 
(Dirks 2006, p. 90, similar p. 108): 

“During the extermination procedure at the gas chambers, they [the SS camp 

physicians] had to be present and had to supervise the regulated use of the 

toxic gas Cyklon B by the disinfectors SDGs [Sanitdtsdienstgrade, medical 
corpsmen]. Furthermore, after opening the gas chambers, they had to con- 
vince themselves that the extermination was complete.” 
Dr. Hans Miinch, who served as an SS physician at Auschwitz, confirmed this 
(Rudolf 1997b, p. 154): 

“Supervising the g[assing]... That was, that really wasn’t the task. I only had 

to determine whether they were really dead, right? But that, that was no prob- 

lem either.” 
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Dr. Horst Fischer, however, who was 
promoted to deputy garrison physi- 
cian of Auschwitz toward the end of 
1943 (Dirks 2006, p. 120), contra- 
dicted in an interrogation of Oct. 19, 
1965, p. 2:6 


“IT cannot remember that I, as an SS 

physician, had the task to determine 
the inmates’ death in the gas cham- 
ber.” 


I have found statements by four SS 
physicians which are of interest in the 
present context.**” The first is by the 
just-mentioned Dr. Hans Miinch in an 
interview with me (Rudolf 1997b, p. 
162): 
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Figure 138: Horst Fischer during his 
show trial in communist East Germany in 
1966. 


336 See here in the Appendix p. 390; similar in one of his personal writings of Sept 25, 1965 


(Dirks 2006, p. 109). 


337 | haven’t found anything from other Auschwitz physicians, but further research might 
change this. According to https://de.wikipedia.org/wiki/Personal_im KZ Auschwitz, these 


include: 


—Fritz Klein: sentenced to death by a British Military Tribunal and executed on Dec. 12, 


1945. 


—Heinz Thilo: committed suicide on May 13, 1945. 
—Bruno Kitt: sentenced to death by a British Military Tribunal and executed on Oct. 8, 1946. 
—Erwin von Helmersen: sentenced to death by the District Court Krakow and executed on 


April 12, 1949. 


— Werner Rohde: sentenced to death by a British Military Tribunal and executed on Oct. 11, 


1946. 


—Hellmuth Vetter: sentenced to death by the U.S. Military Tribunal at Dachau and executed 


on Feb. 2, 1949. 


—Horst Schumann: denied charges and managed to have his case stayed due to permanent 


illness on April 14, 1971. 


—Carl Clauberg: sentenced to 25 years’ imprisonment by a Soviet court; released in October 
1955, arrested again by German authorities a month later, died in August 1957 after a 


stroke. 


—Hans Wilhelm K6nig: went underground; whereabouts unknown. 
—Franz Lucas: denied participating in gassings and was acquitted on Oct. 8, 1970. 
—Alfred Trzebinski: sentenced to death by a British Military Tribunal and executed on Oct. 


8, 1946. 


—Oskar Dienstbach (garrison physician): died on Oct. 18, 1945 as a PoW. 

—Siegfried Schwela (garrison physician): died of typhus on May 10, 1942. 

—Franz von Bodmann (garrison physician): committed suicide on May 25, 1945. 

—Kurt Uhlenbroock (garrison physician): denied participating in selections or gassings; pe- 


nal case dismissed due to lack of evidence. 


—Eduard Wirths (garrison physician): committed suicide on Sept. 20, 1945 while incarcer- 


ated. 
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“A safety coefficient of some 5 Minutes 
was made [for the gassing time], and dur- 
ing my time, at my time back then, that is 
in summer, after three minutes everything 
was over.” 

In a letter exchange with a former inmate, 

Dr. Miinch had written two years earlier:*** 
“The effects of the gas were observed 
through a peephole by an assigned doctor 
of the SS officer on duty. After three to 
five minutes, death could be certified, and 
the doors were opened as a sign that the 
corpses were Cleared to be burned.” 

I demonstrated in my long interview with 

him that his testimonies from the 1990s are 

heavily contaminated by what he learned 


Figure 139: Dr. Hans Munch, July 
after the war. 1997 


The second physician is Dr. Friedrich 
Entress, who was active as an SS physician at Auschwitz from late 1941 until 
October 1943. During that time, he was First Camp Physician of the Ausch- 
witz Main Camp until February 1943, and for the rest of his stay at Auschwitz 
First Camp Physician of the Auschwitz II/Monowitz Camp. Entress faced 
charges in 1946 in front of a U.S.-American War Crimes Trial at Dachau, 
where he was sentenced to death and executed on May 28, 1947 in the prison 
for war criminals at Landsberg, Germany.**’ A month after having been sen- 
tenced, he wrote an affidavit where we read, among other things, the follow- 
ing statements about gassings in the “two old farmhouses,” that is the Bunkers 
(Nuremberg Document NO-2368, p. 5): 

“A camp physician had to be present at every gassing, because this presence 

was required by the army regulations in order to protect the SS personnel. 

The initially loud screams and the moaning was over after 5 minutes. After 

another 25 minutes, the doors were opened, and an inmate unit wearing gas 

masks brought the corpses outside.” 
This suggests a time span of five minutes until respiratory arrest. The U.S.- 
American trials at Dachau, however, have become infamous for the wide- 
spread use of torture on the defendants and “forced witnesses,” which puts 
Entress’s affidavit in a bad light (cf. Rudolf 2017, pp. 386-400). 

Dr. Johann Paul Kremer is our third Auschwitz physician. During an inter- 
rogation for the Krakow show trial against the Auschwitz camp staff, during 
which Kremer was sentenced to death, he testified as follows in Aug. 18, 1947 


338 www.jewishvirtuallibrary.org/hans-m-uuml-nch. 
339 Cf. https://de.wikipedia.org/wiki/Friedrich_Entress. 
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about the gassings in one of the bun- 
kers he allegedly experienced (Bez- 
winska/Czech 1984, p. 214, fn 50): 


“After driving all of them into the 
gas-chamber the door was closed 
and an SS man in a gas-mask threw 
the contents of a Cyclon tin through 
an opening in the side wall. Shout- 
ing and screaming of the victims 
could be heard through that open- 
ing and it was clear that they fought 
for their lives (Lebenskampf). Figure 140: Johann Paul Kremer, June 
These shouts were heard for a very 4, 1964 (Fritz Bauer..., images). 
short time. I should say for some 

minutes but Iam unable to give the exact span of time.” 


Kremer’s sentence was later commuted to a life term in prison, but he was 
released early in 1958, yet once in Germany, he was instantly prosecuted 
again and sentenced to 10 years, which were considered served due to his 
prior imprisonment in Poland. For an overview of the problematic nature of 
Kremer’s testimony see Faurisson 1981b. 

The fourth physician is the already-mentioned Dr. Horst Fischer. He stated 
that the gassings in the bunker (which he called “old sauna”) took 5 to 7 
minutes until respiratory arrest — measured with his stopwatch, he claimed. 
The doors were usually opened after 20 minutes. After another 10 to 15 
minutes of passive ventilation, inmates started dragging out the corpses.*“° 
About gassings in Crematorium II he stated:*"’ 

“Just as in the old sauna in Birkenau, the procedure of the annihilation lasted 

here some 2 minutes as well. Unconsciousness occurred already after a few 

seconds, though, only the breathing, moaning and wheezing could be heard for 
some 2 minutes.” 
Which means that respiratory arrest occurred after about two minutes. How- 
ever, that is not “just as in the old sauna,” but quite different. 

In a personal writing of Sept. 25, 1965, Fischer stated (Dirks 2006, p. 109): 

“[...] after 4-7 seconds, merely a deep, stertorous breathing could still be 

heard, which faded away completely after some 3-5 minutes [...].” 

The trial against Fischer, during which he made his depositions, were con- 
ducted in former communist East Germany. In his dissertation about this trial, 
Dirks documented the show-trial character of the proceeding, during which 
Fischer did not defend himself, readily agreed to all charges, and even incrim- 
inated himself (Dirks 2006). 


340 According to the interrogation protocol as reproduced in the Appendix, pp. 392f. 
341 Personal writing Dr. Horst Fischer of Sept. 11, 1965; see Appendix p. 396. 
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During his pretrial detention in East Berlin, Fischer was also interrogated 
by West German officials on the occasion of the so-called second Frankfurt 
Auschwitz Trial. His statement made on that occasion was given particular 
weight by the Frankfurt District Court (Dirks 2006, pp. 242): 

“In case of any doubt, the probative value of Fischer’s statements was always 

given preference over other witness testimony, because the court assumed that 

Fischer had ‘the better knowledge about the measures taken in the context of 

the extermination program’.”’ 

Hence, whatever we might make of the statements by these physicians, they 
are probably as good as it will ever get. 

This all indicates that death in these crematoria occurred after only a few 
minutes, five at the most. The procedure might have taken somewhat longer in 
the so-called bunkers. Before we can examine (in Subsection 7.3.2) how this 
jibes with H6ss’s claims about the amount of Zyklon B used, we have to ex- 
amine another issue. 

In his testimony, Henryk Tauber wrote the following about the air in the 
“gas chamber” of Crematorium II, after the doors had been opened after a 
gassing (Pressac 1989, p. 489): 

“Tt was very hot in the gas chamber and so suffocating as to be unbearable. 

Later on, we became convinced that many people died of suffocation, due to 

lack of air, just before gassing.” 

This indicates that we possibly are dealing with a combined effect of oxygen 
deprivation and poison gas, which would accelerate the procedure compared 
to gas-chamber executions as they used to be carried out in well-ventilated 
gassing cells in the U.S. 

In addition, because witness statements about the amount of Zyklon B ap- 
plied are rare, and since humans are more sensitive to HCN than insects (see 
Section 7.1), some scholars opine that only small amounts of Zyklon B were 
used for the alleged mass murders in Auschwitz, for example Bailer (1991), 
Wegener (1990) and Wellers (1991), who all assume an applied concentration 
of 1 g per m? (0.083 vol.%) or less. 

Green argues that an amount was applied which would have corresponded 
to some 4,500 to 18,100 ppm after the complete release of all HCN from the 
carrier. He argues that this would have sufficed to kill everybody inside within 
5 to 15 minutes, as a lethal concentration of 450 ppm to 1,810 ppm would 
have been reached by then. At the time the ventilation was switched on (some 
30 min later), a concentration of about 900 to 7,200 ppm would have been 
reached (Green/McCarthy 1999). 

None of this is in accordance with either what we know from gas execu- 
tions in the U.S. or what the most-reliable witnesses have claimed, who spoke 
of large amounts of HCN applied and of brief execution times — unless, of 
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course, these execution times were achieved partly by suffocating the inmates 

prior to applying the poison. Let us take a closer look into this. 

First of all, all the witness statements that I have encountered and which re- 
late procedural details in this regard, mention that the victims were crowded 
into the “gas chamber,” that the door(s) was (were) swiftly closed, and that the 
poison was introduced right afterwards. No one ever claimed that the SS wait- 
ed for an extended period of time after closing the doors before applying the 
poison, which would have led to oxygen depletion. 

However, if we look at Morgues #1 of Crematoria II and III, the worst-case 
scenario in this regard, these basement rooms had no windows, only one door, 
were rather large, and it certainly took a long time to fill them with the pro- 
spected victims. If, for the sake of argument, we assume that one person per 
second walked through its entrance door, and if the room was to be filled with 
1,000 of them, it took some 17 minutes to fill the room — and such a steady, 
docile cooperativeness is probably too optimistic (Ill get back to that later). 
Under these circumstances, oxygen depletion could have set in already well 
before the door was closed, at least in the rear of the room. Unless, of course, 
the ventilation system was running. 

I posit that this was actually the case for a number of reasons: 

1. The ventilation system was designed for a morgue in constant, uninterrupt- 
ed use, hence was designed and was also meant to be used to run constant- 
ly and uninterruptedly. 

2. The morgues of all crematoria in Auschwitz, in particular those whose 
furnaces were used throughout their existence to cremate deceased inmates 
(in Crematoria II, HI and V), were constantly and uninterruptedly used to 
store corpses which resulted from “non-genocidal” deaths. Such deaths oc- 
curred at high rates more or less throughout the entire history of the Birke- 
nau Camp. 

3. Original German wartime documents clearly indicate that inmates who had 
died on a certain day had to be removed within 12 hours at the latest, and 
had to be stored in the crematorium morgues until they could be cremated 
(see Mattogno 2004b, pp. 280f.). 

4. It is inconceivable that a basement morgue which is continually used to 
store many corpses and which has a ventilation system would not be venti- 
lated. It goes without saying that these facts also have repercussions on 
claims that these morgues could have been used at any given time for 
something else than storing corpses, but let’s generously ignore that for 
now. 

5. Getting the inmates to fill up a room over an extended period of time re- 
quired that those entering first and lining up at the end of the room oppo- 
site the door don’t change their minds due to the air become stale or even 
putrid before the door is closed. Such a change of mind would have result- 
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ed in them trying to get 100 
back out while others were | © 
still streaming in, upsetting E 80 
the entire procedure. 2 
Considering all this, it would 7 60 
have made perfect sense to S 4s 
keep the ventilation system |-& 
running, since it was always § ae 
running anyway, and to turn it | 2 
off only during the brief period 0 
of time when the execution ) 1 2 3 4 5 
was catried out in the way t [arbitrary unit] 
claimed by the witnesses (by Chart 15: Schematic representation of 
throwing the poison through breathing-volume behavior relative to time 


holes in the roof). during suffocation/poisoning. 


I will initially assume that 
the air in the “gas chamber” had a normal consistency at the beginning of the 
gassing. When the fans were turned off and the gas was added, the concentra- 
tions of three components of the air started changing: hydrogen cyanide and 
carbon dioxide, which increased, and oxygen, which decreased. I will not 
consider the increase in carbon dioxide here, as it is the 1:1 complement to the 
decrease in oxygen, and because carbon dioxide has no adverse health effects 
at the concentrations under consideration. I will subsequently also consider 
cases of reduced oxygen in the air. 

Per capita, the uptake of HCN until death occurs is the higher, the higher 
the applied concentration is. The reason for this is that, although the victim 
incorporates lethal amounts of hydrogen cyanide in short periods of time in 
case of high concentrations, their organism’s reaction is delayed. During this 
delay, the victim incorporates more overdoses of hydrogen cyanide. 

Chart 15 shows the schematic behavior of the breathing volume per minute 
of persons dying of suffocation or poisoning (biochemical suffocation). Start- 
ing with a basically normal breathing rate, the victim starts to hyperventilate 
with increased anxiety and lack of oxygen. It reaches a maximum when the 
victim starts to succumb and thus lacks both the ability to keep up the in- 
creased breathing rate until breathing finally stops. In our schematic example, 
respiratory arrest occurs at the end of this period of time at 5. Death occurs 
only several minutes after respiratory arrest. If one assumes a time period of 5 
minutes until respiratory arrest, the assumed breathing volume during each 
single minute is: 1st: 20 liters; 2nd: 30 liters; 3rd: 50 liters; 4th: 80 liters; 5th: 
30 liters (based on Schmidt 1979, p. 124). In total, this yields a breathing vol- 
ume of ca. 210 liters. Furthermore, we assume that the function is independent 
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Table 15: Reduction of O» content 
in air-tight Morgue #1 as a function of time 


Time until |Inhaled volume|in free volumes} Reduction of O2 | Reduction of O2 
respiratory | of 1,000 vic- | ofthe room {content (30% per|content (20% per 
arrest [min] tims [m7] (444 m?) inhalation)* inhalation)* 

5 210 0.5 17.6 18.8 

10 420 0.9 15.2 17.2 

20 840 1.9 10.7 13.7 

30 1,260 2.8 Vell 11.2 

45 1,890 4.3 4.5 8.0 

60 2,520 5.7 (lethal) 5.9 

120 5,040 11.4 (lethal) 


=| « (0.7 or 0.8) free-air volumes inhaled) 


of the length of time until respiratory arrest. This means that double the 
amount of air is inhaled if the time period is doubled. 

As mentioned before, we have the following data regarding Morgue #1 
(“gas chamber”) of Crematorium II: Volume: 504 m?; volume of 1,000 per- 
sons: ca. 60 m?; resulting free air volume: ca. 444 m?. 

First, the oxygen content in the room may be studied. In Table 15, the total 
inhaled volume of 1,000 victims is given in m? and multiples of the free air 
volume as a function of time. The average oxygen content is reduced by 20- 
30% per inhalation. Hyperventilation should tend to decrease that value. In the 
present case, moreover, this reduction decreases with time, as the victim’s 
blood steadily saturates with oxygen and hence can absorb increasingly less 
from the air. I will therefore subsequently use the lower value of 20%. From 
this results the remaining oxygen content in the chamber as given in the last 
two columns. Oxygen contents below 6% are lethal even if no other toxins are 
present (Henderson/Haggard, pp. 144f.; Haldane/Priestley, pp. 223f.). So, 
even without adding any toxic gas, we have to reckon with most of the victims 
being suffocated in an airtight chamber already after some 45-60 minutes. 

Let’s turn now to the hydrogen cyanide. We assume a maximum execution 
time of five minutes as established in Paragraph 7.3.1.4. For the sake of argu- 
ment, let us assume that this means that after five minutes the victims were 
lifeless, that is to say, they were motionless, and respiratory arrest has set in. 
That does not necessarily mean that they were dead, clinically speaking, but 
that death would be imminent and inevitable under the circumstances consid- 
ered. 

At the end of those five minutes, oxygen within the chamber will have 
been depleted by at most 16%, or for the entire time span of five minutes on 
average 8% (assuming a roughly linear decrease). A reduced oxygen content 
accelerates the effect of the poison by a factor Fg which is a function of the 
ratio of normal to actual oxygen content. However, since 6% oxygen content 
is a lethal limit already, I will consider this as the lower base value. The dif- 


Germar Rudolf - The Chemistry of Auschwitz 264 


ference between the normal and the lethal oxygen content in air is therefore 
(21% — 6% =) 15 vol.-%. Assuming again a linear decrease, we therefore re- 
ceive for the effective average (=half) poison concentration Cer: 


75 
Cer= C+ Fe=C- Garon (9) 
rr 


where Co,n is 21% and Co,r is the actual, lowered O»-content at any given 
moment. If the difference between the two reaches 15%, the actual Co,r is 
down to a lethal level of 6%. Half the difference is 7.5. This way, as we ap- 
proach the lethal limit of oxygen, the effective concentration of the poison 
goes to infinity, indicating that death occurs anyway, with or without the poi- 
son, so that an increasingly small amount of it suffices to cause final death. 

A nominal maximum execution time (until respiratory arrest) of five 
minutes also includes a minute during which the gas spreads out and reaches 
even the remote corners of the chamber. For instance, in case of an execution 
time of five minutes, we are actually really dealing with a net four minutes 
during which the gas acts on those farthest away from the source. 

I have calculated this in detail in Table 16, with each column defined as 
follows: 


Col. |Data 


1 |to = Time from start to end of the execution. 

tm = Minimum exposure time; effective time during which a person farthest 
from the source has been exposed to the poison. 

3 |Vj = Inhaled volume, a linear interpolation on the assumption that the volume is 
210 liters within 5 minutes. I have assumed here that on average for all victims, 
respiratory arrest occurs after 7 of this time, since those close to the source 
succumb early and drop out as oxygen consumers, while the last victims must 
have dropped out after 5 minutes. So I deduct !/3 of the inhaled volume. 

4 |Nv- = Number of total free-air volumes in the chamber inhaled (based on 444 m? 
for 1,000 persons with a volume of 60 liters each in Morgue #1 of Crematorium 
ID). 

5 |Cao, = Average depleted O2 content in the chamber during the observed time 
span, based on 20% conversion of O2 to CO2 on average with each breath, and 
assuming a linear decrease; hence half the depletion as calculated for that point 
in time. 

Fg = Average efficacy factor following Equation 9. 

Ca = HCN end concentration in fresh air needed to achieve effect as in U.S. 
execution chambers, following Haber’s Rule as an approximation: 3,200 ppm 
on average (half the end concentration, which is thus 3,200 - 2 = 6,400) for 
death within 9.3 min: 6,400 ppm - 9.3 min + tm. Note that 9.3 min. is the average 
time before clinical death occurred during U.S. executions, while the time to 
respiratory arrest was somewhat shorter than this, but longer than the five 
minutes it took to reach unconsciousness. In addition, the maximum time until 
death was twice as long (18 min.), so the concentration I use here is a little 
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higher than LCso, but considerably lower than LC joo. 


8 |Caerr = as before, but corrected by the efficacy factor Fg (Column 6). 
9 |as before, in mg/m’, based on the assumption that the air in the chamber is 30°C, 


100% relative humidity and has normal pressure (see Table 13 on page 235). 


10 |Fz = Fraction of HCN evaporated from the carrier at the observed time, assum- 


11 |Z= Mass of Zyklon B required to reach the value in Column 10 (equal the 


number of 1-kg cans of Zyklon B). 


ing 15°C, low humidity, fine distribution, or 30°C, 100% humidity, bulk distri- 
bution (see Table 14, page 238; intermediate values interpolated linearly). 


Table 16: Zyklon-B quantities required for a given execution time 


to tm Vi Nvr | Cao, | Fe Ca Crete | Cacte | Fz Z 
[min] | [min] |_ [m9] [ppm] | [ppm] | [g/m*] [kg] 
1 0 28.0 eo) oo) oe) ioe) 


11 


10 


168.0 


308.0 


0.38 


0.69 


19.30 


17.99 


1.13 


1.25 


11904 


5952 


10555 


4757 


11.26 


5.08 


11.6 


19.5 


43.1 


11.6 


14 


19 


13 


18 


392.0 


532.0 


0.88 


1.20 


17.24 


16.07 


1.33 


1.49 


4578 


3307 


3432 


2221 


3.66 


23) 


24.0 


31.3 


6.8 


3.4 


22 


21 


616.0 


1.39 


15.41 


1.59 


2834 


1778 


1.90 


Boro) 


2.4 


25 


24 


700.0 


1.58 


14.77 


1.71 


2480 


1450 


1.55 


39.0 


1.8 


27 


26 


756.0 


1.70 


14.36 


1.79 


2289 


1276 


1.36 


IFS) 


30 


29 


840.0 


1.89 


13.77 


1.93 


2052 


1063 


1.13 


45.0 


1.1 


33 


32 


924.0 


2.08 


13.20 


2.08 


1860 


893 


0.95 


48.3 


0.88 
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46|  45| 1288.0 2.90] 10.99] 3.00| 1323] 440] 0.47] 62.5| 0.33. 


51|  50| 1428.0] 3.22] 10.25] 3.53] 1190| 337] 0.36| 67.1] 0.24 
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I have highlighted the rows for executions times (time until respiratory arrest) 
of 5, 10, and 15 minutes, respectively. Only the latter results in an amount of 
Zyklon B that is within what Rudolf Héss has claimed and what mainstream 
scholars assume to be correct. Execution times of 5 minutes, as claimed by the 
“credible” witnesses mentioned above, would require exorbitant amounts of 
Zyklon B: 63.8 kg in the above example, or some 64 cans. If that were used 
for 1,000 gassing operations, the total required would amount to about twice 
the amount of Zyklon B delivered to the camp in the first place. 

Under these circumstances, it becomes quite obvious that execution times 
of five minutes or even less are simply inconceivable. For instance, to achieve 
two minutes, the amount of Zyklon B would have to be increased to more than 
half a metric ton, while ignoring that Haber’s Rule would not apply anymore 
in that range, and also that such huge amounts of Zyklon B located in a few 
spots would result in a reduced evaporation rate due to condensation effects, 
among other things. We won’t discuss in detail claims about execution times 
like “instantly” or “suddenly” and so on, as such lightning-speed killings 
would require the use of infinite amounts of Zyklon B. We’re here clearly in 
the range of the ludicrous. 

To get anywhere near to what could be realistic regarding the amount of 
Zyklon B used, we are forced to extend the execution time (respiratory arrest) 
to at least ten minutes, with clinical death occurring after some fifteen to twen- 
ty minutes. At that point, we’re in the same range as the maximum execution 
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times in the U.S. For the above example, however, we would still need rough- 
ly twice the amount claimed by Héss. This would have consumed about 50% 
of all the estimated total Zyklon-B deliveries if assuming a million victims. 
This is at least possible. 

The amount of Zyklon B needed could be reduced if it had been thrown 
among the detainees who might have ground it down and heated it up with 
their feet. Throwing the pellets among the victims is claimed for Crematoria I, 
IV and V as well as for the bunkers, although Filip Miiller stated about 
Crematorium I that the victims moved away from the Zyklon-B pellets, which 
would thus have been unaffected.*” 

The wire-mesh introduction device claimed by Kula, Tauber and Erber for 
Crematoria II and III, on the other hand, would have led to an even slower 
evaporation rate, rendering the claimed execution times technically impossible 
(see Paragraph 5.4.1.2.8). 

The claims about very small amounts of Zyklon B applied — just 1 g per m? 
(end concentration some 830 ppm) or less are untenable if considering the 
execution times claimed by witnesses. In fact, with that approach a lethal con- 
centration (some 400 ppm) is reached only after the pellets have released half 
of their poison, which takes half an hour or more. The average experienced 
concentration during that period of time would be only half that, which by 
itself would not even be lethal. At that point in time, however, oxygen deple- 
tion in the chamber is considerable and can have increased the effectiveness of 
the poison during those 30 minutes on average by almost by 50%, which 
means that death would occur for most victims within that time by a combina- 
tion of poisoning and suffocation. Though possible, it is nowhere near to what 
the witnesses state. 

Even Green’s claim about a concentration of 1,810 ppm reached after five 
minutes is utterly insufficient, because for a person in a remote corner, this 
amounts only to an exposure to an average concentration of some 900 ppm for 
four minutes. Yet according to the above table, an average successful execu- 
tion within five minutes requires almost 13,500 ppm to have been reached 
after that time, more than 7 times the amount of Zyklon B as claimed by 
Green. 

Let us now consider a scenario where the victims are locked into an airtight 
space for a certain period of time before the poison is added, hence into an 
oxygen-depleted atmosphere. We use the values of the previous table, except 
that we apply the efficacy factors of later times as indicated, see Table 17. 

A room not hermetically sealed but with window(s) and/or door(s) open 
would result in a slower depletion of oxygen, like Morgue #1 of Crematorium 
II and II while slowly filling with people as mentioned before. The values 


3 Fritz Bauer..., p. 20471: “There were these green crystals down there. And a meter [away] 
from it there were no people.” 
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Table 17: Zyklon-B quantities with delayed gassing 
to = time since start of oxygen depletion 

5 min. delay 10 min. delay 15 min. delay 
to Creer Z Caert Z Creer Z 

[min] | [g/m*] | [kg] | [g/m*] | [kg] | [g/m*] | [kg] 


6 ee) oo) 


11 10.2 38.9 eo) eo) 


14 6.0 16.1 15.9 88.1 


19 s3 6.1 So ea eae 


22 2.8 3.9 3.6 al 6.6| 22.3 


30 1.4 1.6 17 23 2.3 4.1 


listed above for certain delay times would, therefore, apply to correspondingly 
longer delay times for such a scenario. 

To make this easier to digest, I have assembled some important data points 
in Table 18. 

Hence, no matter which way we turn it, a scenario with execution times 
lower than 10 minutes after adding Zyklon B need not be considered serious- 
ly. 

A few remarks are due here. There are a number of uncertainties included 
in the above calculations. For once, the behavior of Zyklon B at 30°C and 
100% humidity, when applied in bulk rather than thinly spread out, has to 
remain speculative. My assumption that its behavior would have been similar 
to thinly-spread-out Zyklon B at 15°C and low humidity is reasonable but can 
be erroneous either way. In addition, in some of the claimed gassing facilities, 
the Zyklon B is said to have been dumped among the victims, who might have 
crushed it, thus increasing the evaporation rate. Next, when talking about the 
duration of gassings, no witness states clearly what point during an execution 
they refer to: respiratory arrest, immobility, unconsciousness, or actual death. 
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Table 18: Zyklon-B quantities for various scenarios [kg] 
Time of respiratory arrest execution delayed by 
after adding Zyklon B 0 min. 5 min. | 10 min. | 15 min. 
2 min. 677.5 612.4 551.6 495.0 


5 min. 63.8 57.5 51.7 46.3 
10 min. 14.2 12.8 11.4 10.2 
15 min. 5.8 Sw 4.6 4.1 


Only the doctors who claim to have observed the process could make a com- 
petent statement about this anyway, which is why I consider the statements by 
Dr. Miinch and Dr. Fischer superior to others. Considering their profession, 
they should have referred to a point in time when respiratory arrest and immo- 
bility had set in for a while. That can still be a few minutes away from actual 
death, though. 

Considering all this, I thought it prudent to use here the LCso values as es- 
tablished during U.S. executions as the starting point for the above calcula- 
tions rather than the LCi00 values necessary for the certain murder of all vic- 
tims. That value would be considerably higher, probably close to a factor of 
two, but even that is not certain. 


7.3.1.3.3. Incorporation of HCN 


As stated before, with each breath the human lung is assumed to remove 70% 
of hydrogen cyanide contained in it (McNamara 1976, p. 7). We can use this 
to calculate how much of the hydrogen cyanide released into the chamber has 
been absorbed by the victims until respiratory arrest occurred after any given 
time, and accordingly how much is still left in the air. Starting out with the 
values of Table 16, we have: 


Col. |Data 

1 |to = Time from start until end of execution (respiratory arrest). 

2 |Nve= Number of total free air volumes in the chamber inhaled (as Column 4 in 
Table 16). 
3 |Mucn = mass of HCN released (product of values in Columns 10 and 11 of 
Table 16). 
4 |Cm = average HCN concentration in time span observed (half of value of Col- 
umn 7 in Table 16). 
5 |Cr = average HCN concentration in time span observed, reduced by amount 
absorbed by victims, with Cp = Cm - &°7 NV; see Equation 15 (p. 278), with a 
correction factor 0.7 in the exponent for only 70% of all inhaled HCN being 
absorbed. 
6 |Matooo/Mai = mass of HCN absorbed by all victims (1,000) in g, or by one of 
them in mg (assuming a free volume of 444 m°). 
7 |O= Overdose factor, assuming a lethal dose of 1.1 mg/kg body mass, and an 
average body mass of 60 kg, hence 66 mg per person. 
8 |R=ratio of HCN released (Column 3) and absorbed (Column 6). 
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Table 19: Percentage of released HCN absorbed by victims as a 


function of time until respiratory arrest. 
(lethal dose = 1.1 mg/kg; 60 kg/person, 66 mg/person = 66 g/1,000 persons) 


to 
[min] 


Nv 


Mucn 
[kg] 


Cu 
[g/m3] 


Cr 
[g/m] 


Ma1000/Ma1 


[g|/Lmg] 


O 


R 


14 


17 


20 


0.38 


0.57 


0.88 


1.07 


1.26 


5.00 


2.94 


1.63 


1.24 


0.97 


5.63 


Broil 


1.83 


1.39 


1.10 


4.32 


2.22 


0.99 


0.66 


0.45 


582 


482 


7S) 


sve 


8.8 


3 


Oeil 


4.9 


12% 


16% 


23% 


26% 


270 


286 | 4.3 | 29% 


pos 


60 | 3.78 0.10 0.11 0.01 45 |_ 0.7 


We see from this that extremely short execution times would require an ex- 
treme overdose, while the dose required drops as expected with extended exe- 
cution times (see Chart 16). In this model, death occurs due to oxygen depri- 
vation for most victims at around an hour, at which point HCN is needed only 
in sub-lethal doses to accelerate the already-impending death. 

Note also that the overdose applied in U.S. execution gas chambers, as es- 
timated at the end of Subsection 7.1.2., is within the range of overdoses calcu- 
lated here for very short execution times until respiratory arrest, which is a 
nice confirmation for our approach. 

The approximation made (that Zyklon B gives off a steady stream of HCN) 
leads to the amount of HCN absorbed by the victims approaching asymptoti- 
cally 50% of the released amount. That approximation becomes increasingly 
inaccurate at longer time periods, particularly beyond 30 min. But since such 
long execution times are not reported, I have not corrected it here. It is clear, 
however, that during short execution times, the HCN absorbed by the victims 
is necessarily small compared to the total released. 
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Chart 16: Incorporated amount of HCN as function of time until 
respiratory arrest in overdoses of lethal dose (66 mg). 


In addition, since a fast execution requires the concentration to be as high 
as calculated without any losses, those actual losses would have to be com- 
pensated by additional HCN being released. Hence, the percentage given here 
is actually the percentage by which one had to increase the amount of Zyklon 
B applied to keep the required poison-gas concentration stable at the level as 
listed in the last column of Table 16, which is roughly 10% for 5 minutes, 
18% for 10 minutes and 24% for 15 minutes. I abstain from creating yet an- 
other table for that corrected required amount of Zyklon B which compensates 
for losses due to inhalation by the victims, because we have more factors to 
consider. 

Foremost among them is the loss of HCN due to absorption in the mason- 
ry, on and through the victims’ skin, and onto any effluents discharged onto 
the floor. Those factors can only be estimated, but what is safe to say is that it 
would increase even more the amount of Zyklon B needed to achieve the 
claimed execution times. 


7.3.1.3.4. HCN Loss Due to Adsorption 


It is worth taking a look into HCN losses caused during disinfestations due to 
adsorption on walls and clothes, as well as due to leaks. Puntigam et al. (1943) 
describe the hydrogen-cyanide-concentration behavior at different locations of 
a delousing chamber with and without air circulation (Kreislaufverfahren). 
Puntigam neither gives dimensions and loading of the chamber, nor the type 
of carrier material and its distribution, nor the temperature. Since the different 
measuring points show different concentration peaks, this indicates an uneven 
distribution of the materials in the chamber. For the sake of clarity, only the 
concentration behavior in the center of the room is reproduced in Chart 17. 
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Chart 17: Hydrogen-cyanide concentration behavior in a delousing chamber with 


and without circulating-air systems, measuring points always in center of room 
(intern. correspondence of Degesch; Puntigam et al. 1943, p. 33). 


The loss of hydrogen cyanide as a function of temperature in a disinfesta- 
tion chamber can be seen in Chart 18. The higher losses at lower temperatures 
is caused by a higher moisture content in the gassed material and in the walls 
of the observed room (Peters 1942b). 

According to the already-quoted publication by Schwarz/Deckert (1929), 
their measurements were made in the range of room temperature. Although 
the interesting part of Chart 19 is only poorly resolved, it is nevertheless clear 
that under these circumstances the maximum concentration is reached as late 
as 4 to 5 hours after the start. In those years, circulating-air systems did not yet 
exist, so that only the natural air convection was responsible for distributing 


c(HCN) [Vol.-%] 
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time [h] 


Upper curve: Ideal concentration behavior without Adsorption losses. 
Center curve: Normal concentration behavior in a w arm chamber. 
Lower curve: Normal concentration behavior in ac o | d chamber. 
Chart 18: Relation between hydrogen-cyanide adsorption on clothing and 
temperature in a delousing chamber with circulating-air system (schematic; Peters 
1942b). 
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Chart 19: Hydrogen-cyanide-concentration behavior in 
a disinfestation chamber with and without clothes 
at room temperature (Schwarz/Deckert 1929, p. 206). 


the gas. Remarkable is the strong concentration reduction due to adsorption on 
the load, here lifeless material to be deloused. Due to the slow increase to- 
wards the maximum concentration, it must be assumed that Puntigam’s values 
without circulating-air system (Chart 17, lower curve) were achieved at simi- 
lar temperatures. 

In the case of hypothetical homicidal gassings, the sweat produced by the 
frightened, crowded people and their HCN absorption through their skin 
would cause similar losses, and in the case of the underground morgues of 
Crematorium II and III, additional losses will occur due to the cold and moist 
walls. 

As mentioned before, in order to kill all victims quickly, as attested to by 
the “witnesses,” such losses would have to be compensated by introducing 
even more HCN than calculated before (Paragraph 7.3.1.3.3.) in order to 
quickly reach and maintain high HCN concentrations everywhere in the “gas 
chamber.” 

The human skin has an average surface of 1.84 m°. Factoring in children, 
an average value may be assumed to be around 1.5 m? (U.S. EPA 2008, p. 7- 
4). For 1,000 persons, the total skin surface amounts to some 1,500 m’. In 
comparison with this, the masonry of Morgue #1 of Crematorium II (floor, 
ceiling, walls, pillars and beam) has a surface of some 650 m’, or some 43% 
of the human skin surface.*4? Both surfaces would have been moist, but 
whereas the masonry would have been cold (good for absorption) and with a 
huge but lifeless microscopic inner surface, the human skin would have been 
very warm (bad for absorption) but biologically active (breathing, sweating, 
chemically and physically processing HCN diffusing into the body). Without 


343 30 m- 7m - 2 for ceiling and floor; 30 m : 2.4 m - 2 for the long walls; 7 m- 2.4 m- 2 for the 
short walls (compensating for the door by assuming some absorption in the ventilation 
ducts); 2.4m -0.4m-4- 7 for the four sides each of the seven pillars; and 30 m- 0.4m: 2 
for the vertical sections of the support beam = 648.4 m2. 
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empirical data, it is not possible to decide which of the two types of surfaces 
would absorb more HCN per unit of time, if otherwise exposed to the same 
conditions. It is safe to say, however, that the cumulative effect of both would 
most likely be only a fraction of the amount of HCN absorbed through inhala- 
tion. 

Fact is, moreover, that both effects would have withdrawn even more HCN 
from the air, which would have necessitated further increasing the amount of 
Zyklon B applied in order to compensate for these losses as well.*“* 


7.3.2. Critique of Eyewitness Descriptions 
7.3.2.1. Introductory Remarks 


First, a few critical remarks on three topics of witness statements relating to 
homicidal mass gassings should be made at this point: 

1. The victims’ necessity to cooperate with their murderers. 

2. The necessity to separate the sexes. 

3. The claim that towels and soap were given to the victims to fool them. 


7.3.2.1.1. Necessity of Cooperation 


Imagine the following scene: 1,000 people of both sexes plus children enter 
the undressing room with a surface area of 390 m* (4,200 ft.*, Morgue #2 of 
Crematoria II & III). Each one would therefore have an area of only some 60 
cm xX 60 cm (2x2 ft.) in which to undress. Experience shows that people do 
not pack themselves tightly to the very edge of an enclosed area, not even if 
they are willing in general to do so.**° In order to get people to do this, the 
procedure must be rehearsed; they must be taught about what is happening 
and what steps they must follow — and they must be willing to cooperate. 

Alternatively, of course, the intended victims could be made to undress in 
batches, but this requires that those already undressed go ahead and walk into 
the “gas chamber” and wait there patiently for the next arrival of naked in- 
mates. Once inside the “gas chamber,” however, the same problem arises 
again. Here each individual has only an area of 45 cm x 45 cm (1.5x1.5 ft.) in 
which to stand. Hence the people must press themselves tightly together; the 
first people entering the room must proceed to the end of the room in a disci- 
plined manner and line up against the wall. The next lot will form the line 
directly in front, and so on, until the entire chamber is full, which would take 
approximately half an hour, even with perfect choreography. Without perfec- 
tion, we quickly reach an hour or more. 


344 Although hydrogen cyanide absorbed through the skin also contributes to poisoning the 
victim, this process is much slower than poisoning through inhalation. 

345 Just think of streetcars or buses, where everyone remains near the door, even though there is 
plenty of room at the rear. 
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A simple graphic suffices to illustrated the absurdity of some of 
the testimonies about the victims’ packing density in the alleged 
homicidal gas chamber (2,000, 2,500 or even 3,000 victims at a 
time, see note 317). The Morgues #1 of Crematoria II & III, alleg- 
edly misused as chemical slaughterhouses, were 7 m wide and 30 
m long, as mentioned before. Assuming that the average person 
was some 50 cm wide from shoulder to shoulder (not quite 20 in), and some 
25 cm deep from chest to back (see the top-view sketch of an average person 
in the graphic to the right), exactly 14 persons would have fit side by side in 
one row across the room, and 120 such rows would have filled the entire 
length of the basement room. (I ignore the seven concrete pillars and the 
claimed four Zyklon-B-introduction columns.) That amounts to 1,680 persons 
packed densely like sardines in a can, see Figure 141: 
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Figure 141: Schematic drawing of Morgue #1 of Crematorium II & III filled with 120 
rows of 14 persons each, hence altogether 1,680 persons. 


Hence Bendel, Héss, Kula and Nyiszli were pushing the envelope over the 
edge with their numbers. But even if we take only 1,000 victims, say 10 peo- 
ple in a row with 100 rows in total, the room would still look like in Figure 
142: 
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Figure 142: Schematic drawing of Morgue #1 of Crematorium II & III filled with 100 
rows of 10 persons each, hence altogether 1,000 persons. 


How did they get these 1,000 people to pack themselves so tightly togeth- 
er, as one might expect of soldiers who have practiced this for weeks on a 
parade ground? The only solution is here as well that this must be practiced 
just as intensively and regularly as soldiers do it (cf. Rudolf 2000d). And of 
course, at some point in this alleged scenario, people would have had to real- 
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ize that they were not gathering for a shower, for there would have been no 
way of explaining to these people that such a lineup was for the sake of taking 
a shower, as nobody can take a shower when tightly squeezed together. More- 
over, there weren’t even any showers anyway. The 14 claimed fake shower- 
heads, which probably were real showers, would have been either located only 
in one small area of the room or scattered out to such a degree that they would 
have been virtually invisible on a ceiling of 210 m*. Thus, sooner or later a 
panic and lack of orderly cooperation with their murderers’ procedures would 
have resulted. 

Finally, let us assume that those “gas chambers” were hermetically sealed. 
While it was filling up with people over an hour with the door at one end 
standing open, how would the air quality have developed in that tightly 
packed room, if the ventilation system had been turned off? When the “gas 
chamber” was half-way filled with victims, the people standing at the rear 
wall must have had the first mild symptoms of suffocation due to oxygen de- 
pletion. How do you get people who run out of air to stay where they are for 
another half an hour until everybody is ready? That’s why I posit that the SS 
had to keep the ventilation system running until everybody was in and the 
doors were locked... 


7.3.2.1.2. Failure to Separate the Sexes 

All witness accounts known to the author are unanimous in claiming that the 

victims were not separated by sex before being sent into the “gas chambers.” 

The witness accounts of the failure to separate the sexes are incredible for the 

following four reasons: 

1. This procedure is in contradiction to the procedures followed during disin- 
festation, where, according to the same witnesses, the sexes were carefully 
separated.*"° 

2. Since there were always two alleged “gas chambers” of each type available 
in Birkenau (in Crematorium II and III, or ITV and V, or Bunker 1 and 2), 
there is no apparent reason why the victims could not have been separated 
by sex. 

3. The claims were repeatedly made that the victims were made to believe 
that they were going to shower or undergo disinfestation. These procedures 
would have necessarily separated the populace on the basis of sex, if only 
because of the need for deception. 

4. It is safe to assume that in the 1940s, large numbers of people could only 
have been made to disrobe completely under the watchful eyes of strangers 
of the opposite sex, if they had been threatened with force and violence. 
But this would have nullified all other measures of concealment. 


346 See, for example, the pictures taken by the SS before and after delousing new arriving in- 
mates, neatly separated by sex, as published in Klarsfeld 1980. 
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7.3.2.1.3. Towel and Soap 


According to some witnesses, the victims were handed towels and bars of 
soap to make them believe that they were going to take a shower (although 
there was no shower to begin with...).**7 Who, by the way, would go with a 
towel under a shower? This statement is rather incredible, given the resulting 
chaos in the “gas chamber”: 1,000 corpses, 1,000 towels, and 1,000 bars of 
soap, plus vomit, urine, and blood from 1,000 victims! How was it possible to 
recycle those 1,000 bars of soap? How did they clean 1,000 towels? Or did 
they waste 1,000 towels and 1,000 soap bars for every gassing? It can there- 
fore be concluded that such accounts are untrue, and witnesses testifying about 
it are not trustworthy.*8 


7.3.2.1.4. Testing for Gas Residues 


For the safety of everyone involved, it was prescribed by German law that a 
room used to expose objects to hydrogen cyanide needs to be tested for gas 
residues after ventilation before it could be accessed by any personnel charged 
with clearing the objects from the room (see Mattogno 2004c). This cannot 
have been any different for the claimed homicidal gas chambers, if alone be- 
cause the supervising SS men certainly did not want to jeopardize their own 
health, but also because having the members of the so-called Sonderkomman- 
do charged with removing the corpses repeatedly succumb to various stages of 
HCN poisoning symptoms would have severely impeded the entire procedure. 
Yet when reading the many testimonies about the claimed gassings, it is strik- 
ing that not a single one of those witnesses ever mentions the obligatory resid- 
ual-gas test at the end of the ventilation period. If we assume that no such test 
was ever performed, accidents with people getting poisoned would have 
abounded, leaving a thick paper trail in the records. Yet the extensive Ausch- 
witz camp records contain only two documents dealing with such accidents, 
both of which happened after fumigations to kill vermin (see the quotes on 
page 75). 


7.3.2.2. Speed of Ventilation of the “Gas Chambers” 


7.3.2.2.1. Introduction 


An imaginary experiment may perhaps assist in clarifying a somewhat- 
complicated mathematical relationship: you have a bucket filled to the brim 


347 Cf. the testimony of André Lettich (1946, p. 28); quoted by Kogon ef al. 1993, p. 150. Fur- 
thermore: Smolen, p. 43; anonymous report by the resistance, AGK, NTN, 155, pp. 299f.; 
Jerzy Tabeau, in: Silberschein, pp. 67f.; anonymous report, APMO, D-RO/85, Vol. II, p. 
437; Adolf Régner, AGK, NTN, 131, p. 22. (Mattogno 2017, pp. 53, 61, 65, 69, 104); Sofia 
Schafranov, in: Cavaliere, p. 40; Ada Bimko, in: Phillips, pp. 66f. (Mattogno 2019, pp. 482, 
530); Walter Petzold, Fritz Bauer..., pp. 6219, 6276, 6306. 

348 See also, in this regard, the detailed analysis of the testimony of SS physician Dr. Hans W. 
Miinch: Rudolf 1997b. 
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with seawater in front of you. You now take a second bucket filled with fresh 
water and pour it very carefully into the first bucket, allowing the excess to 
flow over the edge. Now the question: when you have emptied the second 
bucket of fresh water into the first, containing sea water, what is the composi- 
tion of the water in the first bucket? Pure fresh water? Of course not. It will be 
a mixture of salt and fresh water. 


7.3.2.2.2. Excursus 


In mathematics, the equation related to this problem is called a linear, homog- 
enous differential equation. 

In general, the following time behavior applies for the concentration 
change of a substance i with time, dc;/dt, in case of air exchange, provided that 


the newly added gas (free of i) is ideally mixed with the old gas: 
dei 
qe = 7a: c(t) (10) 


i.e., that the concentration change of substance i is proportional to the concen- 
tration c;(t) at time t. Rearranging the equation yields: 


fay dei = f-a- at a 
After integration over dc and dt, this yields, resp.: 

In(ci(t)) = a'—a-t (12) 
or 

c(t) =a". e™, (13) 
For t=0, e “= 1 and thus 

a" = ci(t=0) = Co (14) 
with c, as initial concentration (when the ventilation is started). This leads to: 

ci(t) = co eo. (15) 
From equation (10) results the initial concentration change dc;(t=0)/dt: 

we =-a- Co (16) 


Hence, we get for the constant a: 
_ dei(t=0) 
4 = (at - co) my) 
In the case of a sufficiently low exchange volume dv per time interval dt, the 
ratio of total volume V to the exchange volume dv can be introduced as initial 
concentration change (in the case of infinitesimal transition (dt — 0) this is 
mathematically correct). For example, if the air exchange per time unit is '/;,000 
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of the total, the concentration change per time unit is '/),900, too. This turns 
(17) into 


dv 
a= (18) 


After the time t = ve the complete volume is exchanged one time. 


Therefore, a is the reciprocal of the air-exchange time: 


1 
a= exchange time 


(19) 


After a single air exchange, the concentration is: 
c(t=1) = co €' = 0.37 - Co (20) 


For the '/,-value period (time period in which the concentration drops to '/x) 
the following applies accordingly: 


_ InC/x) 
~~ =a 


(21) 


tix 


Example: If it is required to lower the value down to 1% of the initial value (12 
g per m°, | vol.%, down to 120 mg hydrogen cyanide per m°*, 0.01 vol.%), i.e., 
down to 1/100 of the initial value, this results in: 


InC/i00) 
—a 


tijoo = = 4.6 x air-exchange time. (22) 


The half-value period is: 


0.693 


ty, = = 


(23) 


Therefore, the concentration has dropped down to half after roughly % of a 

complete air exchange. This is true if the fresh and the old air are mixed per- 

fectly. However, this is not necessarily the case, as there are two other possi- 
ble scenarios: 

1. Exchange of old gas only (linear, laminar flow along the entire cross- 
section of the room): air-exchange time roughly identical with ventilation 
time: Technically not given in the facilities under consideration. 

2. Exchange of mainly fresh gas (exhaust close to intake), areas of old gas 
partly not involved: ventilation time is a multiple of what is described 
above. In our case, this is certainly given for the areas between the corpses, 
since here almost no mixing of the gases takes place. Additionally, the un- 
favorable location of the air intakes to the exhausts leads to a partial ex- 
change of fresh gas (air short circuit). This increases the ventilation time by 
a factor of two to four or more. 

The following paragraph will determine which scenario applied to the alleged 

“gas chambers.” 
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7.3.2.2.3. Ventilation of the Morgues of Crematoria I and II 


As shown above, when fresh air and stale air mix together, the concentration 
of the latter falls to only approximately 37% of the initial value after one com- 
plete air exchange, and to approximately 14% after a second exchange. 

Data are only available on the ventilation installations in Crematoria IT and 
III, so that at this point we have to ignore all other “gas chambers” in this re- 
gard. In Paragraph 5.4.1.2.4, the ventilation capacity of Morgues #1 of Crema- 
toria II and III was shown to have been 4,800 m? per hour. With a volume of 
free air in Morgue #1 of 440 m*, the volume of the room would be exchanged 
once in approximately 5-6 minutes. 

For Morgues #1 of Crematoria II and II under consideration at this point, 
however, a further problem arises. In particular, the ventilation intake was in- 
stalled only approximately 2 m away from the ventilation outlet in the same(!) 
wall. The distance to the ventilation outlet on the opposite wall, however, is 7.3 
m, i.e., 3.5 times as far. The result, in these cellars, is a “ventilation short cir- 
cuit,” especially if we assume that the victims of the alleged mass extermination 
were all piled up together, especially in the middle of the room, which would 
further lengthen the fresh-air pathway from one side of the cellar to the other. 
The air blown into the ventilation intake openings would therefore, for the most 
part, be immediately sucked out through the ventilation outlet openings located 
nearby.*”? Therefore, it must be expected that the actual ventilation time would 
be considerably increased in comparison to a perfect mixing of fresh air and 
stale air as a result of this poor design. 

In addition, if we assume that no wire-mesh introduction columns existed, 
as has to be assumed on the one hand based on all extant material evidence, 
and on the other hand because the claimed execution times could not have 
been achieved with it, the following problem would also arise: the Zyklon-B 
granules, which in the meantime would certainly have become moist, would 
lie trapped underneath the bodies in at least some places. To understand how 
this would affect the ventilation, I have carried out a simulation calculation 
based on the following assumptions: 

1. The moist Zyklon B releases hydrogen cyanide in the way determined by R. 
Irmscher for a dry environment at 15°C (see Section 7.2). Although the air 
in the “gas chambers” would have been warmer than 15°C due to the vic- 
tims’ body heat, it also would have had a relative humidity of 100%, plus 
the Zyklon B would have been lying in heaps on a wet floor instead of thin- 
ly spread out. Both factors would have “seriously delayed” the release of 
HCN. Hence, as before, I will subsequently use the data for dry, finely dis- 
persed Zyklon B at 15°C. But because I need a steady function for many 


349 A reasonable design would have been to install the ventilation inlets on one side of the room, 
and the outlets on the other side. 
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Chart 20: Simulation of the concentration of hydrogen cyanide with time in a 
hypothetical homicidal gas chamber of the type of Morgue #1 of Crematorium II in 
Auschwitz-Birkenau; see text. 


hours, I approximate the release of HCN with an exponential function with 
at of 47 minutes (the HCN content in the carrier is down to !/.). 

2. To achieve an execution time of 10 minutes, we will use the amount of 
Zyklon B as calculated in Table 16 for that time: 14.2.kg 

3. The ventilation is turned on after 10 minutes, reducing the concentration of 
hydrogen cyanide according to the known equation (see Paragraph 
7.3.2.2.2). 

The results may be taken from the Chart 20 for four types of air exchanges 

differing in efficiency: one air exchange every 6, 12, 24 and 36 minutes.*” A 

few average values are listed in Table 20, taken from the individual scenarios. 


350 For those who wish to verify it: 
a. Equation for release of HCN from the carrier material (in fractions): 
A(t) =e 
— in which t = time after the initial release of HCN in minutes 
— in which a = 47/minutes (so as to attain the velocity and low atmospheric humidity at 
15°C alleged by Irmscher; see the red graph in Chart 14) 
b. Equation for the reduction of the HCN content through ventilation: 
B(t) =e" 
— in which b = necessary time for a single air exchange of the room in question. 
c. Equation for the actual HCN content: 
i. For the first 10 minutes (no ventilation, only release of HCN): 
Ci(t)=(1 - A(t): D 
— in which D = e/f 
— in which e = mass of Zyklon B introduced (in grams). For an execution time of ten 
minutes according to Table 16: 14.2 kg. 
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Table 20: Some values of the ventilation efficiency of a 
hypothetical homicidal “gas chamber,” with Zyklon B remaining in the 
chamber, see text. Data in minutes. 

Air-exchange duration| t (g/m?) | t (2g/m*) | t (0.4g/m?) | t (0.1 g/m?) |Jc(t) dt/10g/m? 


6 14 45 120 186 24 


36 114 169 253 322 121 


The value for 5g/m* indicates when the HCN concentration has fallen be- 
low a value at which it is possible to enter the chamber with a gas mask, but 
without protective garments and without performing physical work. 

The value for 2g/m* should lie in the vicinity of a value permitting intense 
physical labor with a gas mask, but without protective garments. 0.4 g/m? can 
be considered a threshold value for potentially lethal concentrations. 

The value for 0.1g/m* indicates when the HCN concentration has fallen be- 
low a concentration permitting entry of the chamber without a gas mask and 
without any health hazard. The column with the heading “Jc(t) dt/10g/m*” 
finally corresponds to a tenth of the surface area under the particular curve. 

The value corresponds to the duration of a hypothetical gassing of a cham- 
ber with a constant 10g/m* HCN, when the hydrogen cyanide suddenly rises at 
the beginning of this period of time and then suddenly disappears at the end of 
this period. These values can be used for simulation calculations; see next 
section. 

The 6 min/air exchange applies in the absence of a short circuit of the air in 
the chamber. The 12 min/air exchange corresponds to this necessary correc- 
tion. Both cases assume an empty chamber. In fact, the ventilation of the in- 
termediate area between the hundreds of bodies allegedly lying around on the 
floor, and the Zyklon B trapped underneath, will further slow the procedure to 
a considerable extent, so that, in relation to a hazard-free entry of the chamber, 
the truth will rather lie somewhere between cases two and four or beyond 
them. 

It may be considered established that under no circumstances could these 
basement rooms be entered without a gas mask in less than two to three hours 
after the beginning of the gassing. Intense physical labor with gas masks, but 


— in which f = volume of the chambers = 440 m? (net volume, without the volume 
taken up by the victims) 
— ehas been selected so as to attain a concentration of approximately 10g/m° after 
10 minutes. For the sake of simplicity, I have used 20 kg = 20,000 g. 
ii. Differential equation for the actual HCN content for times after 10 minutes, i.e., with 
ventilation, solved iteratively in one-minute steps: 
C2(t+1) = C2(t) +e!” + (AM) - A(t+1)) - D 
— in which (A(t))-A(t+1)) - D is the quantity of HCN evaporating from the carrier 
with each new minute. 
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Table 21: Some values of the ventilation efficiency of a 
hypothetical homicidal “gas chamber,” with Zyklon B removed from 
chamber, see text. Data in minutes. 


Air-exchange duration| t (5g/m?) | t (2g/m+) |t (0.4g/m?) |t (0.1g/m?) |Jc(t) dt/10g/m? 
6 12 17 27 35 7 
12 13 24 43 60 11 
24 16 38 716 109 18 
36 18 51 109 159 25 


without protective clothes, i.e., the alleged removal of the bodies, would not 
have been possible in less than 1'/ to 2 hours. 

If assuming — against the evidentiary situation — the existence of Zyklon-B- 
introduction devices which allowed the removal of Zyklon B after the end of 
the gassing, the resulting data do, of course, look dramatically different, see 
Table 21. Under such circumstances, it might have been possible to enter the 
“gas chamber” with a gas mask for hard labor already after 30 to 45 minutes, 
and without a gas mask after one to two hours. This would then lie at least 
within the range of some less-extreme witness accounts. That explains also 
why Pressac, van Pelt and Green insist on the existence of these introduction 
columns, contrary to all physical evidence and despite the lack of any docu- 
mentary proof and reliable witness testimony. Without those introduction col- 
umns, the scenarios described by witnesses regarding a swift removal of the 
corpses from the “gas chamber” after the gassing are simply impossible. The 
Zyklon B inside the chamber, which would have kept releasing its poison for 
quite some time, simply would have prevented a fast, successful ventilation. 
Yet the claimed swift executions, at times claimed by the same witnesses, are 
technically impossible with those introduction columns, because the hydrogen 
cyanide would not have evaporated and dissipated fast enough. 

These are, of course, only calculated estimates; if one were to ask me 
whether I would rely upon these values and enter such a “gas chamber” with- 
out a gas mask, I would reply that I preferred to insist upon the performance 
of a traditional chemical test beforehand. The simple reason for this is that all 
reliable calculation is rendered impossible by the Zyklon B trapped beneath 
the bodies, as well as by the wet bodies soaked with hydrogen cyanide. 

The rooms which purportedly served as “gas chambers” in Crematoria IV 
and V (for the latter at least until early 1944), like Bunkers I and II, allegedly 
had no ventilation installation at all and only slight ventilation possibilities by 
means of a few doors. The use of a room without efficient ventilation installa- 
tions for mass murder at a time and in a place where even dissecting rooms, 
wash rooms, and laying-out rooms were equipped with ventilation installa- 
tions, and where many ventilation fans were supplying lots of fresh air in dis- 
infestation rooms right next door, is so absurd that any rational human being 
ought to refuse to take such stories seriously. 
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But be that as it may: There was no way of removing the Zyklon-B gran- 
ules, which kept on releasing their gas for hours to come, from underneath the 
corpses in those rooms. Hence, according to the data given for room fumiga- 
tions in the literature, in technical guidelines and in product information sheets 
of the manufacturer, ventilation times from one day up to several days in case 
of calm and cold weather must be expected (see the literature quoted in Sub- 
section 5.2.2). 

Under these conditions and during these periods of ventilation, nobody 
could have been safely present in the other rooms of the Crematories IV & V 
(physician’s room, cremation). 


7.3.2.3. Simulation Calculations 


The following are the results of a series of simulation calculations for the de- 
termination of the relative saturation of the masonry with hydrogen cyanide 
based on the assumption that similar concentrations of hydrogen cyanide were 
used in all cases. We distinguish two cases: 

1. Disinfestation chamber. The constant concentration assumed for the cal- 
culation amounts to 10 g/m?. However, particularly for the disinfestation in- 
stallations BWe 5a and 5b existing in Birkenau, a constant concentration can- 
not be assumed, since great quantities of hydrogen cyanide would escape 
through the non-airtight roof on the one hand, and since both the masonry and 
the clothing would have absorbed considerable quantities of hydrogen cyanide 
over time (see Paragraph 7.3.1.3.3). We therefore assume two models, as fol- 
lows: a) one gassing daily with a constant concentration over 6 hours, and b) 
one gassing daily with 12 hours of constant concentration.**' This would mean 
that the chamber was used around the clock, i.e., more or less 24 hours a day, 
seven days a week, which must be viewed as the extreme upper value. 

2. Homicidal gas chamber. Here as well, our calculation assumes a con- 
stant concentration of 10 g/m*. I have selected two different gassing times 
here: '/29 day (72 min) and '/i00 of a day (14.4 min). The first value corre- 
sponds to the average constant exposure time of “gas chamber” walls to HCN 
if assuming no Zyklon-B-introduction columns and a fairly good ventilation 
after the gassing (see Column 6 in Table 20), the second value corresponds to 
the same scenario, but this time with Zyklon-B columns and a close-to-perfect 
ventilation after the gassing (see 5th column in Table 21). 


35! Tn order to keep the HCN concentration in those make-shift delousing chambers of BW 5a 
and BW 5b constant over 12 hours, this would have required the application of an initial 
concentration at least twice or thrice as high as 10 g/m, but this would have been impossible 
due to lack of sufficient Zyklon B. The quantities of Zyklon B necessary for such use would 
have corresponded to 24 to 30 kg per day, or approximately 9 to 11 tons per year, which is 
roughly the total quantity delivered to the camp, leaving no HCN for homicidal gassings. 
Hence, this scenario is unrealistic for our purposes, because our scenario requires homicidal 
gassings; see also Paragraph 7.3.1.3. 
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Table 22: Quasi-stationary concentrations of HCN in masonry in per- 
cent of saturation, as a function of daily exposure time to HCN 


time insulated not insulated, not insulated, 
average on inner surface 
14.4 min 1.6% 0.8% 1.6% 


12 hrs 56.1% 29.8% 56.2% 


In former editions of this expert report, I have used the equations deter- 
mined in Subsection 6.7.4 to calculate the relative saturation of masonry cy- 
clically exposed to hydrogen cyanide. However, after using several approach- 
es on exactly how to do it, which lead to sometimes quite different results,*? I 
decided to refer to this equation only in order to establish the time it takes for 
masonry to reach its maximum saturation or a quasi-constant concentration 
(20 days or 20 gassing cycles, respectively). In this edition, the quasi- 
stationary concentrations in masonry were calculated iteratively using Fick’s 
law of diffusion.*° 

One wall model used was considered to be insulated at one end that corre- 
sponds to the situation as given in Morgues #1 of Crematoria II and II, which 
were built of two layers of brick wall with an insulating layer of tar in be- 
tween.*! The other wall model had no such insulation, i.e., it lost HCN on its 
“outside,” leading to an average concentration within the entire wall which is 
roughly half as high as in the insulated case. This was the situation as it exist- 
ed in the Zyklon-B-disinfestation rooms of BWe 5a and BW 5b. 

Table 22 shows the results of these calculations. Whereas the average con- 
centration profile of the insulated-wall model is constant, it is linearly decreas- 
ing in the non-insulated walls from the inside out. The maximum average 
values close to the inner, HCN-exposed surface are quite comparable to the 
respective constant average concentrations in the insulated cases. 

I have emphasized the values of particular interest: In the case of homicidal 
gassings in Morgues #1 of Crematoria II and II (without Zyklon-B-introduc- 
tion columns), the insulated walls will reach a quasi-stationary concentration 
of almost 8% of their saturation concentration (72 min of total exposure time). 
In the case of disinfestation chambers, the value given for 6 hours of exposure 


352 The equations determined in Subsection 6.7.4. consist of two terms, which can be handled 

individually or both together, and it is not at all clear which time value is to be used when 

switching over from gassing to airing, which all influences the result. 

I am not going to explain basic statistical laws of diffusion here. They are so commonly 

known that anybody interested in it might look it up in any physics book. Maybe the itera- 

tive steps I used were a bit too big, so there is a potential larger error margin in my calcula- 

tions, but if so, it affects all series, so it should not make a difference regarding my compari- 

sons. 

354 See Paragraph 5.4.1.1. and Pressac 1989, pp. 325, 327. Though tar is not gas-tight, it still 
prevents most of the water and HCN from penetrating it. 


353 
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to a constant HCN concentration — corresponding to a round-the-clock opera- 
tion — leads to ca. 16% for the average value of the entire uninsulated wall, 
and some 30% for the surface exposed to HCN. 

The values under consideration here are percent values of the saturation 
concentration of a wall, i.e., relative values. The cases of the disinfestation 
and homicidal gas chamber are only correctly comparable when one considers 
the absolute hydrogen-cyanide concentrations in the masonry. If, for example, 
one considers that in particular the interior walls of the disinfestation cham- 
bers were warm and dry, while the walls of the alleged homicidal gas cham- 
bers in Crematoria II and III were cool and very moist, then, with equal gas- 
sing concentrations, one must multiply the relative concentrations of the hom- 
icidal gas chamber by the factor of the increased capability of cool, moist 
walls to absorb hydrogen cyanide. If one assumes the factor of 8 as deter- 
mined in this regard on page 223, then the absolute average hydrogen-cyanide 
content of the homicidal gas chamber would be a value lying around 64% of 
the saturation concentration of a warm, dry wall in a disinfestation chamber, 
i.e., four times higher than the average hydrogen-cyanide content of the disin- 
festation chamber wall (ca. 16%), and more than twice as high as its maxi- 
mum content at the surface (ca. 30%). Even when assuming the existence of 
Zyklon-B-introduction columns and a close to perfect success of the subse- 
quent ventilation (14.4 min of total exposure time), the moist and cool homi- 
cidal gas chamber walls would still have accumulated HCN corresponding to 
13% of the average saturation concentration of dry disinfestation walls, which 
is close to what would accumulate in those disinfestation walls (16%). 

As a result of the high moisture content of these unheated underground 
morgues, one can see that even with such short gassing times, the walls of a 
homicidal gas chamber accumulate a hydrogen-cyanide content which would 
be quite comparable to that of a disinfestation chamber. Much less hydrogen 
cyanide in the quasi-stationary condition of the hypothetical homicidal “gas 
chambers” could only be expected, if one were to assume absurdly short and 
technically unfeasible gassing times, the application of very small amounts of 
Zyklon B, or only very few gassings at all.*°° 


7.3.2.4. Excursus: Capacity of Protective Filters 


Filter devices to protect against hazardous and/or lethal gases and vapors are 
divided a) into types according to the kind of gas to be filtered and b) into 
classes according to their capacity. Filters of Class 3 with a large capacity are 
stored externally, usually in a container to be carried at one’s side, since they 
are too heavy to be carried on the mask. They are connected to the mask with 


355 These calculations were made without considering the elevated CO: content in the alleged 
“gas chambers,” the exact effect of which is not known. Hence, there is plenty of room for 
future research. 
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Table 23: Maximally admissible concentration of 
harmful compound for protection filters (Hauptverband... 1981) 


Gas-filter class |Maximally admissible concentration of harmful 
compound 
ae Lo | OL vol.%; | 1,000 ml m™ (ppm) 
oe 2 fn O-5vol.%; | 5,000 ml m™ (ppm) 
3 1.0 vol.%; 10,000 ml m=? (ppm) 


Short-term excess up to twice of the table value is permissible 


a hose. Filters of Class 2 are screwed into the mask and form the majority of 
all used filter types. Filters of Class 1 are snap-in filters. 

The service life of gas filters depends on: 

— Type and concentration of the hazardous compound; 

— Air demand of the carrier, as a function of the intensity of work per- 

formed and personal constitution; 

— Humidity and temperature of the air. 

Needless to say, the German Institute for Standardization (Deutsche Institut 
fiir Normung, D/N) has determined the minimum values of break-through 
times of filters under standard testing conditions. These conditions are: 

— 20°C; 

— 70 % relative humidity of air; 

— 30 liters flow-through of air per minute. 

The values of different filter types are given in Table 24 with their respective 
hazardous gas. 

Hydrogen-cyanide filters used by the Allies during that time belonged to 
Class 3, with filters to be carried externally. The service life of such filters at 
hard physical labor and 0.05 vol.% of hydrogen cyanide is given as 3 to 5 
hours. At a concentration of over 1 vol.%, the gas quickly breaks through even 
these devices (War Department 1932, 1941). 

Queisner wrote a report about his experiences with German filter devices 
used during the Second World War for delousing procedures with hydrogen 
cyanide (Queisner 1943). The filter inserts “J” and “G” used at that time were 
especially developed for use in atmospheres containing hydrogen cyanide and 
had a service life of 30 min. with a peak load of 1 vol.%. Since the mask user 
is only exposed to small amounts of hydrogen cyanide during delousing ac- 
tivities (during distribution of the product and at the end of the gassing, the 
hydrogen-cyanide concentration is rather low), experience showed that it is 
possible to use the mask for several hours. 

According to Schmidt (1979, p. 124), relaxed humans inhale some 14 liters 
of air per minute. This can increase up to 50 to 60 liters per minute in the case 
of heavy physical work, in extreme cases even up to 100 to 120 liters. 

If large amounts of Zyklon B were used during the gassings to achieve the 
swift execution times claimed, this would have resulted in very high concen- 
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Table 24: Minimum break-through times for filters 
according to DIN 3181, Part 1 in minutes (May 1987) 

Class 1: test | Class 2: test | Class 3: test 

break through : : i 
type | test gas riterion (ppm) concentration | concentration | concentration 

: We 0.1 vol.% | 0.5 vol.% | 1.0 vol.% 

A | CCl 10 80 40 60 


* relating to HCN + (CN) 


trations of HCN in the atmosphere in those rooms that had neither a ventila- 
tion system nor any option to remove the Zyklon B after the end of the execu- 
tion. In fact, it probably would have risen well beyond 1 Vol-%. Under these 
circumstances, the inmates of the special units (Sonderkommandos), who are 
said to have carried the corpses out of “gas chambers” without mechanical 
ventilation (the bunkers as well as the pertinent rooms of Crematorium IV, 
and until early 1944 also of Crematorium V), would have had to wear gas 
masks. Equipped with gas filters of Class 2 and doing heavy physical work, 
they would have been exposed to a high concentration of toxic gas. Since hy- 
drogen cyanide is particularly well absorbed through sweat-wet skin, this 
would certainly have led to signs of poisoning. 

The minimum break-through times of corresponding modern gas filters of 
Class 2, Type B (for hydrogen cyanide) lies at 25 min. for 0.5 vol.% at a flow- 
through of 30 liters per min. In the case of sufficiently hard physical labor, 
this time will be quickly cut to half or a quarter. Therefore, a modern filter of 
Class 2 can offer only several minutes of safety under the circumstances under 
consideration. Breathing would have been seriously hindered by these filters 
(max. 5.6 mbar pressure difference at 95 liters per min. according to the DIN 
norm quoted), hence the working speed would have to have been slow and the 
demand for resting times and forced pauses due to gas poisonings would have 
been huge. Since the German wartime filters were especially designed for 
hydrogen cyanide, they probably had a higher capacity, and consequently their 
durability might have been correspondingly higher, which, in turn, increased 
their service life. 

Pressac (1989, p. 16) writes that a hydrogen-cyanide concentration of 1 
vol.% is not tolerable even with a filter mask, and that an exposure time of up 
to one minute is granted only in emergency cases, and this without any heavy 
physical work! 

Finally, a poisoning through the sweat-wet skin would have been avoidable 
under these circumstances only if the workers would have worked with pro- 
tective garments in the “gas chamber,” which was not reported by any witness 


289 Germar Rudolf: The Chemistry of Auschwitz 


Einsatz ¢; 
u 
Zyklon 


Figure 143: Zyklon-B gas mask at Auschwitz. Still image of the propaganda movie by 
the Red Army after occupying the Auschwitz Camp, January 1945 (Fritz Bauer..., 
images). 


and which would have reduced the working performance even more. The ac- 
counts of some witnesses regarding the applied concentrations and the quick 
clearing of the chamber after the execution without protective garments and 
masks, on which even Pressac relies, exclude each other and thus can certainly 
not be correct. 

It should also be kept in mind that hydrogen cyanide is a contact poison. 
Manually dragging corpses on whose skin huge, possibly lethal amounts of 
hydrogen cyanide are absorbed, would have required that the members of the 
special units dealing with these corpses for hours had to wear protective 
clothes. Finally, when considering the applied concentrations attested to, the 
guards, like the members of the special units, would have at least risked their 
health. This is true for all “gas chambers.” 


7.3.3. Evaluation of Eyewitnesses 


It was possible to provide a satisfactory answer to the problem of the Zyklon- 
B-introduction holes in the roofs of Morgue #1 (the “gas chambers”) of Crem- 
atoria II and III through the interpretation of air photos and structural consid- 
erations. As a result, it must be concluded that the holes and cracks visible 
today were only put in during or after the destruction of the building during 
the winter of 1944-45. This means that the poison gas could not have been 
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introduced into these alleged “gas chambers” in the manner described by the 
witnesses. 

Under the existing technical circumstances, the rapidity of the executions 
as described by the witnesses cannot be attained at all in their extreme values 
(“a few moments,” “a few minutes,” “two minutes,” etc.) and only through the 
use of very large quantities of Zyklon B in the other cases (up to ten minutes). 

Entering the “gas chambers” without protective measures, performing heavy 
physical work in them, sometimes with a naked upper body and while eating 
and smoking, along with testimony relating to large quantities of toxic gas used, 
proves that these witnesses made false statements.**° 

Equally false are the statements relating to the duration of ventilation of 
Morgues #1 (the “gas chambers”) of Crematoria II and III, since the ventila- 
tion would have been greatly impeded by various factors (impeded circulation 
by corpses, short circuit in the ventilation pathway, persistent release of hy- 
drogen cyanide by Zyklon B). In fact, safe entry into the “gas chamber” with- 
out protective measures would hardly have been possible in less than two to 
three hours after the end of the gassing. Finally, even when wearing gas 
masks, heavy physical work would only have been conceivable after at least 
one and a half hours of ventilation. 

The witness testimonies relating to the alleged cremation of the bodies, fi- 
nally, are riddled with rank fantasy: cremation in deep ditches; cremation with 
liquid fuels; entirely without — or with ridiculously little — fuel; the destruction 
of corpses with explosives; the collection of human fat. These have nothing in 
common with technically possible reality and are largely refuted by the Allied 
aerial photographic evidence: no huge ditches, no smoke, no fire, no fuel- 
storage areas. 


99 66. 


The illogical and ridiculous gassing scenarios — thusly characterized al- 
ready by Pressac — in the “gas chambers” of Crematoria IV and V as well as 
the comparable ones in Bunkers 1 and 2, would have been life-threatening 
most of all for the members of the Sonderkommandos (see Subsections 5.4.2 
and 5.4.3). Yet these “gas chambers” must have been planned and built as 
instruments of mass murder, if mass gassings were already underway else- 
where in the camp during their period of construction, as Pressac posits (1989, 
p. 447). All of this must compel people accustomed to thinking in terms of 
technology and the natural sciences to conclude that the Germans must have 
decided to choose absolutely the most-expensive, laborious, most-dangerous 
and difficult way possible in which to kill people en masse. 


For Germany’s enemies, it would have been logical, for propaganda pur- 


poses, to have described the installations such as the disinfestation chambers 


356 There are, of course, witnesses who allege that gas masks were worn, e.g., C. Vaillant- 
Couturier, in: IMT, Vol. 6, p. 216. Protective garments, however, are never mentioned. 
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intended for personal effects located in Buildings 5a and 5b as homicidal “gas 
chambers.” But this was never attempted, nor are there any witness testimo- 
nies as to such a utilization of those premises. Furthermore, the doors drawn in 
the plans of the disinfestation chambers of Building 5b — as well as the doors 
located there today — open inwards, which would have rendered it impossible 
to remove bodies lying behind the doors after a hypothetical mass gassing. 
These rooms were, therefore, certainly never used as homicidal “gas cham- 
bers.” 


Brief mention should be made at this point of the widespread notion that 
the toxic gas streamed into the alleged homicidal gas chamber through shower 
heads, especially as there are even a few such witness statements. Zyklon B’s 
active ingredient, hydrogen cyanide, is adsorbed on a solid carrier material 
(gypsum) and is released only gradually. Since it was neither a liquid nor a gas 
under pressure, the hydrogen cyanide from this product could never have been 
ducted through narrow water pipes and shower heads. Possible showers, or 
fake shower heads, could therefore only have been used to deceive the vic- 
tims; they could never have been used for the introduction of this poison gas. 
There is general unanimity as to this point, no matter what else might be in 
dispute. 


Table 25: Evaluation of witness statements 


EVALUATION 

If high concentrations of hydrogen cyanide are used, as in Ameri- 
can execution chambers, death occurs after a period of 10 minutes 
or even later. During the process, the victim is exposed to a high 
overdose concentration of hydrogen cyanide. Technically this is 
not possible with Zyklon B, since the Zyklon-B carrier base releas- 
es the gas slowly (50% in 30 to 90 minutes, depending on tempera- 
ture and relative humidity). Absent any technical means to spread 
the HCN fumes throughout the alleged large execution chambers at 
Auschwitz, the distribution of the gas would have been seriously 
delayed, also because there are said to have been only a few hydro- 
gen-cyanide sources and because of gas losses due to absorption by 
moist walls and close-in victims. Killing all the victims in five 
minutes or less would have been impossible, even when using very 
large quantities of Zyklon B (much more than 10g per m?). 

Opening of the doors |The ventilation system, if it existed, did not have the capacity to 
to the “gas chamber” |clear the chambers in the timeframe attested to. Assuming that the 
after the execution victims died quickly from the high concentrations of toxic gas, then 
(and sometimes short |the workers in the Sonderkommando would also have been killed 
ventilation times) and |by the gas. Working without gas masks equipped with a filter is 


WITNESS CLAIM 
Death of all victims 
after 0 (instantaneous- 
ly) to 15 minutes. 


immediate start of totally inconceivable; at high concentrations of poison gas, even 
corpse removal with- |these are very unsafe. Heavy respiratory devices must be worm at 
out gas masks and concentrations of over 0.5 vol.%, which would have rendered the 
protective clothing. {corpse removal extremely difficult. Contamination through the skin 


must be expected during heavy work, involving perspiration, and 
due to the high concentrations of hydrogen cyanide on the skin of 
the victims. At the same time, such concentrations are sufficient to 
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WITNESS CLAIM 


Blue vapor over the 
victims. 


Bluish/greenish col- 
oration of the skin of 
the victims. 


Attempted destruction 
of the bodies by 
means of explosives. 
Cremation of bodies 
in cremation furnaces 
without fuel. 
Commencement of 
body transport from 
the chamber of Crem- 
atoria II and III 20 
minutes after com- 
mencement of venti- 
lation, without gas 
masks. 


Cremation of the 
corpses in pits 1.5 to 
3 meters deep. 
Cremation of the 
corpses with metha- 
nol and/or waste oil. 


Pouring escaping 
human fat over the 
bodies. 


Flames shooting out 
of heavily smoking 
crematorium chim- 
neys. 


EVALUATION 
put a stop to the workers’ ability to work (dizziness, nausea, etc.). 
Protective clothing would therefore have been indispensable. 
Hydrogen cyanide is a colorless liquid and/or an invisible gas. The 
German name for hydrogen cyanide “Blausdure” (blue acid), 
which triggered witness fantasies, is due to the reaction of hydro- 
gen cyanide with iron, forming the Iron Blue pigment. There can- 
not have been any “blue vapor.” 
Hydrogen cyanide blocks the oxygen supply to the cells. The blood 
can no longer deliver oxygen to the cells. Saturation of the blood 
with oxygen therefore occurs; the skin of the victim therefore has a 
reddish, not bluish, appearance, especially on the mucous mem- 
branes and during post-mortem lividity. On the other hand, if the 
victims had slowly suffocated, this could produce bluish coloration 
of skin. The background of such statements is again probably the 
German name for HCN. 
Totally unsuited and dangerous. 


This testimony is quite absurd. Cadavers never burn due to their 
own fat content alone. Additional fuel is always required. 


The unheated Morgues #1 of Crematoria II and II], filled with 
bodies, would have been incompletely ventilated in 20 minutes 
using the allegedly built-in ventilation installation. Hydrogen cya- 
nide released for hours from the Zyklon B distributed among the 
bodies, release of hydrogen cyanide absorbed by the skin and walls 
and the impairment of air exchanges between the bodies would 
have led to ventilation times amounting to several hours, before the 
cellar could have been entered without gas masks equipped with 
fresh filters. 

Due to the high groundwater level in Birkenau in 1942-1944, deep 
pits would have quickly filled with water. The maintenance of fires 
in such pits was not possible. 

The complete cremation of corpses requires a high temperature. 
Liquid fuels always burn only near and on the corpse, so that the 
heat is lost upwards; in addition, they trickle down into the subsoil 
in open air. Methanol evaporates very easily and has a very low 
flame temperature. Experience with outdoor cremations using oil 
shows that corpses can be carbonized on the outside, but not thor- 
oughly cremated with such fuels. 

This is an entirely absurd testimony. If anything burns in the flesh 
at all, it is the fat. Since the bodies would have been lying in the 
fire, fat cannot possibly have been collected outside the fire by 
means of channels. 

Coke fires are very short-flamed. Although the cremation of obese 
corpses (which were probably rare at Auschwitz) can lead to large 
flames in the muffle, they could not have traveled through a 10- 
meter-long flue and a 15-ft-high chimney to the outside. Even the 
fire’s luminescence disappears in the flue. 
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7.3.4. An Expert on Cyanide Speaks Out 


Gérard Roubeix Nantes, the 2nd Nov. 1997 
51 Av. de la Coquetterie To M. Michel Adam 
44000 Nantes c/o ANEC 

PO Box 21 


44530 St. Gildas-des-Bois 
Sir, 


Having learned about the odious persecution of which you are a victim in 
the name of “freedom of expression,” let me express all of my sympathy and 
my total solidarity to you. 


I have spent 20 years of my career as an engineer in the hydrogen-cyanide 
industry in the service of the Groups Pechiney-Ugine-Kuhlmann and Char- 
bonnages de France. In particular, I have been the director of the St. Avold 
plant, which in 1970, with its production of 40 tons of cyanides per day, was 
the most-important plant worldwide; theoretically, this production would have 
allowed the lethal poisoning of 500 million human beings on a single day. 
This shows how I am aware of the problems regarding the handling of HCN. 
Well, I affirm that all the “testimonies” I have read or heard of concerning 
these gas chambers, in which 2 to 3,000 people were crammed, are nothing 
but total fantasy. 


I congratulate you for your admirable battle against the hoax. The truth is 
on its way. 
[signed Roubeix] 
P.S: You may use this testimony, if necessary.” 


Michel Adam was a teacher of history and geography in the west of France. 
At the beginning of July 1997, as a former female inmate of the concentration 
camp of Ravensbriick was giving a lecture at his school telling about her 
“memories,” he opposed the lady veteran several times using solid revisionist 
arguments. Michel Adam was immediately suspended and, after one year of 
troubles of all sorts, he was dismissed by French Minister for the Arts Claude 
Allégre on account of the three following official reasons: 

— showing his revisionist views in front of his students; 

— disturbing a meeting of his students with a camp veteran; 

— showing doubts about the credibility of a veteran’s testimony. 
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Already in 1988 Gérard Roubeix wrote a similar letter which has been pub- 
lished elsewhere (Roubeix 1989). Roubeix passed away in 2001. 

ANEC stands for Association Normande pour |’Eveil du Citoyen, (Nor- 
mandy Association for the Awakening of the Citizens), which was an associa- 
tion created by the Normandy teacher Vincent Reynouard, who, just as Michel 
Adam before him, lost his job because of his revisionist views and was sen- 
tenced to fines and various prison terms (Reynouard 2000). ANEC published 
36 issues of the revisionist periodical Nouvelle Vision. Reynouard’s current 
diverse revisionist activities can be followed on the Internet: 


https://blogue-sc.com/ 
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7.3.5. Why, Precisely, Zyklon B? 


Of course, one might ask why the SS are supposed to have decided to use Zy- 
klon B as an instrument of mass murder. After all, the Soviets killed countless 
millions of human beings either simply by shooting them in the back of the 
neck or allowing them to die in camps under miserable conditions. Surely it 
would have been simpler to leave the people deported to Auschwitz to their 
fate; they would have perished from hunger and epidemics within a very short 
time anyway. That is how the Americans murdered approximately one million 
disarmed former German soldiers after the end of the Second World War 
(Bacque 1989, 1996). Instead, the SS at Auschwitz spent almost one billion 
dollars, in today’s values, to bring the epidemics raging there under control, 
incurring huge expenditures on medical facilities, to cure the internees from 
the typhus epidemics, which were very often fatal.**’ This alone speaks vol- 
umes about the credibility of the conventional wisdom. 

The academic question, therefore, of whether or not some other poison gas 
would have been better suited for the mass murders instead of hydrogen cya- 
nide in the form of Zyklon B cannot, in the last analysis, be answered, since 
there are no scientifically documented experimental data for mass murder by 
poison gas. 

Theoretically, the Germans could, at that time, have chosen among nitro- 
gen (Nz), carbon dioxide (CO), carbon monoxide (CO), phosgene (COCI,), 
chlorine (Cl2), hydrogen cyanide (HCN), nerve gases such as Tabun and Sarin, 
exhaust gases from diesel or gasoline engines, producer gas, coke or city gas, 
process gas and possibly still other, maybe even entirely different means of 
mass murder (shooting in the back of the neck, hunger, epidemics). But if one 
really wished to take the trouble to commit mass killings with poison gas, it is 
most probable that one would have used carbon monoxide, which is definitely 
lethal to human beings above 0.1 vol.% in air, for the following reasons: 

1. The poison gas CO was available in almost unlimited quantities and in 
lethal concentrations at giveaway prices, substantially cheaper than Zyklon 

B, on almost every street corner in the Third Reich: 

a. Internal-combustion-engine exhausts easily attain a CO content of 7% by 
volume, so that they would have been suitable for mass murder. Never- 
theless, only a very small minority of witnesses speak in a contradictory 
manner about the use of internal-combustion engines in only one Ger- 
man concentration camp (Sobibor; see Graf/Kues/Mattogno 2016). 

b. Producer-gas generators generate a gaseous mixture with a proportion of 
CO of up to 35% by volume, using only wood or coke, air and water. 
These generators were installed in hundreds of thousands of vehicles all 


357 Wallwey 2019; Gerner et al. 2002; on medical care see Mattogno 201 6a. 
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over German-occupied Europe during the Second World War, since it 
was necessary to convert to alternative fuels due to the Allied oil block- 
ade. As F.P. Berg has shown, every member of the German Reich Gov- 
ernment was familiar with these extraordinarily economical and easily 
operated installations with their quickly lethal toxic gas, especially the 
transport experts, whose duty it was to gradually convert all Diesel and 
gasoline engines to generator-gas-driven devices. These were, in some 
cases, exactly the same people who were entrusted with the deportation 
and allegedly with the killing of Jews — such as Adolf Eichmann, for ex- 
ample (see Berg/Rudolf 2019). But it has never been claimed that any 
such installation was used for purposes of homicide. 

c. Toxic city gas with a CO proportion of up to 30% by volume was avail- 
able in every major city for a ridiculously low price. Consideration 
would obviously have been given to committing murder with it, had 
there been any extermination program. 

d. Process gas: The German corporate giant I.G. Farbenindustrie AG had 
already built a coal-gasification/-liquefaction plant only a few kilometers 
away from Auschwitz Concentration Camp in the early 1940s. Here, by 
means of various conversion processes, coal was converted into chemi- 
cals, from which oils, fats, fuels, and synthetic rubbers could be made. 
The first step in this procedure is the generation of process gas, which 
has a similar composition to coke gas or city gas. The I.G. Farbenindus- 
trie AG factory had a concentration camp in its immediate vicinity by the 
name of Monowitz, which was connected to the extensive system of 
more than 40 different so-called satellite camps of the Auschwitz Main 
Camp in Upper Silesia and Western Poland. If the SS had looked for a 
simple way to kill millions of Jews, the center of extermination certainly 
would have been built in the vicinity of Monowitz, with a direct process- 
gas pipeline from the I.G. Farbenindustrie AG factory.** 

2. It would not have been necessary to order and store CO and pay attention 
to the use-by date, as was necessary in the case of Zyklon B; carbon mon- 
oxide would have been available at all times, as soon as the cheap devices 
had been installed and/or connected. 

3. The handling of CO would have been considerably simpler for the execu- 
tioners. Almost the only thing to pay attention to would have been the 
opening and closing of the CO valve. The handling of Zyklon B, on the 
other hand, demanded a remarkable number of safety precautions on the 
part of the executioners. The wearing of gas masks, and, when possible, 
additional protective clothing (gloves), the careful opening of the cans with 


358 Curiously enough, Dr. Konrad Morgen, an SS judge who investigated criminal activities of 
SS personnel in various camps, claimed after the war at the IMT that exterminations at 
Auschwitz had been carried out at the Monowitz camp close to the I.G. Farbenindustrie plant 
— in stark contrast to all other witnesses; IMT, Vol. 20, pp. 499, 503f. 


. Since CO does not affect insects, 
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a suitable tool, the careful introduction of the carrier through the openings, 
the careful disposal of the Zyklon-B residues. 

CO can be introduced simply and quickly through pressure pipes or 
through a blower, while Zyklon B, on the other hand, releases its toxic 
fumes from the carrier only slowly. 


. In the case of CO, there would not have been as many problems with venti- 


lating the air in the mass execution-areas as with hydrogen cyanide/Zyklon 
B, since the introduction of CO could be stopped simply by closing a 
valve, and because CO does not adhere to surfaces and is almost insoluble 
in water — in extreme contrast to hydrogen cyanide. 

°° it could not be used to combat lice and 
other carriers of disease. Zyklon B was therefore desperately needed for 
this purpose, but it was scarce and expensive, because it was used to com- 
bat epidemics not only by the SS, but also by German civilian companies, 
by civilian government agencies, by the German army as well as by Ger- 
man-allied armed forces. Hence any evitable squandering of it for other 
purposes would have been avoided — even, and especially, at Auschwitz, 
where typhus threatened not only the lives of the inmates, but also the 
guards and civilians entering the camp or who lived in the vicinity. In plain 
English, this means that the typhus epidemic in Auschwitz Concentration 
Camp threatened the extremely important production of the war industries 
located in Upper Silesia, the second-greatest industrial region in Germany 
after the Ruhr at that time. The struggle against epidemics, for which Zy- 
klon B was undoubtedly needed, was therefore of the greatest importance 
and was needed in larger quantities than the manufacturer, Degesch, was 
able to deliver at that time. 


Of course, CO would not necessarily have sped up the execution procedure in 
comparison to hydrogen cyanide, but it would have been safer, more easily 


available nearby, less complicated, and cheaper. 


360 


Certainly, 

“the bottleneck in the extermination process [...would have been] the incin- 
eration of the bodies, not the gassing itself. [Appropriate equipment provided, ] 
A thousand people could be killed in a matter of minutes, or an hour or two at 
most, counting the entire operation from arrival at the camp to the final venti- 
lation of the gas chamber. 

Yet to burn the bodies of those thousand people [...would have taken] quite a 
long while. °°! 


359 


360 
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Most insects do not have hemoglobin, the blood pigment which transports oxygen in mam- 
mals, but which is blocked by CO; see Baker/Wright 1977. 

If for no other reason than because, according to the establishment literature, CO was also 
already used in connection with the euthanasia action. 

According to a part of the answer from “Nizkor” (http://nizkor.com/features/qar/qar29.html) 
to Question No. 29: “Why did they use this instead of a gas more suitable for mass extermi- 
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As Mattogno and Deana have shown (1994; 2015), the cremation installations 
at Auschwitz would never have been able to cremate the bodies resulting from 
the claimed mass murders, in addition to those resulting from the various epi- 
demics and other adverse conditions of the Auschwitz Camp. This is a further 
proof that there was never a program of mass homicide at Auschwitz. 


nation?” of a flyer distributed by the Institute for Historical Review: 66 Questions and An- 
swers on the Holocaust. 
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8. Evaluation of Chemical Analyses 


8.1. Test Sample Taking and Description 


As far as I am aware, test samples from buildings at Auschwitz have been 
analyzed by five persons or groups so far. 

1. Fred A. Leuchter, Consulting Engineers, Boston, Mass., on behalf of the 
defense of E. Ziindel, Toronto (Leuchter 1988; Leuchter et al. 2017). F.A. 
Leuchter marked the locations where he took samples from crematoria in 
maps of these buildings drawn by himself and reproduced in his expert report. 
Only Leuchter’s samples taken from Morgue #1 (“gas chamber”) of Cremato- 
rium II are reproduced in the sketch below (Figure 144). There is moreover a 
video film documenting Leuchter’s sampling.*” J.-C. Pressac has subjected 
the sample taking to criticism (1988). Leuchter failed to indicate a more exact 
specification of the sample material; the designation is “brick” in all cases. 
The sampling was done without regard for depth. From the traces left by 
Leuchter in the corresponding places in the masonry, one must calculate sam- 
pling depths of up to 3 cm and more. 

2. Prof. Dr. Jan Markiewicz, Jan Sehn Institute for Forensic Research, Tox- 
icology Department, Krakow, on behalf of the Auschwitz State Museum. J. 
Markiewicz provides more-exact data on the sampling locations, the type of 
material, and the depth taken in a sampling records for the samples he took in 
1990. The control samples were taken from a disinfestation chamber in the 
Auschwitz Main Camp, the interior walls of which, according to the report, 
were painted during the war, so that only a pale blue tint is visible in places. 
This is not, therefore, unaltered masonry material; thus, in case the samples 
were taken from the upper layer of the wall only, one has to expect lower re- 
sults in comparison to an untreated wall (Markiewicz et al. 1991). In 1994 
Markiewicz et al. did a second series of analysis of more than 60 samples 
taken from various buildings at Auschwitz and Birkenau, plus they performed 
a series of experimental gassings. The descriptions of sampling locations, 
material types and depth are scanty at best (Markiewicz et al. 1994). 

3. Dipl.-Chem. Germar Rudolf, Stuttgart, Germany, on behalf of the de- 
fense of the late Major General O. E. Remer. The samples were taken in the 
presence of witnesses (Karl Philipp, helping with the sampling process and 
taking photographs, and his wife Anita, as well as Mark Dufour, video-taping) 
by hammer and chisel and immediately sealed in plastic bags. The subsequent 
numbering of the bags was recorded by hand, including the measured sam- 
pling location and type of sample. Table 31 shows buildings, sampling loca- 
tions and depths, as well as a brief description of the wall material. The exact 


362 Sections of it are contained in Morris’s documentary on Leuchter. 
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locations are shown in the sketch of the corresponding buildings in Chapter 5 
of this book. 

4. John C. Ball, Ball Resource Services Ltd., Delta, BC, Canada. John C. 
Ball has not given any details about where exactly he took his samples, nor 
what kind of material it was. According to his own description, at least the 
samples from the delousing rooms of BW 5a and BW 5b consist of a mixture 
of material taken at various places of these rooms, both inside and outside. 
Hence, the same might be true for his other samples. For this reason, we will 
only briefly list Ball’s analysis results here without going into too many de- 
tails about how they are to be interpreted (Rudolf 2018, pp. 112-116). 

5. Carlo Mattogno, Rome, Italy. Samples were taken at two locations each 
of Morgues #1 and #2 of Crematorium II. Mattogno mentioned the results 
briefly in a 2016 booklet without giving any more details as to the exact na- 
ture of the samples and the precise sampling locations (Mattogno 2011; 2017, 
pp. 75-77). Since comparing cyanide readings in samples taken in the alleged 
undressing room with those in samples taken in the alleged “gas chamber” can 
be revealing, I will briefly discuss this here. 


8.2. Analytical Methods 
8.2.1. Methods Used 


The analyses were performed in each case respectively by: 

1. Prof. Dr. J. Roth, Alpha Analytic Laboratories, Ashland, Massachusetts. 
For the cyanide analysis, this laboratory used a procedure carried out analo- 
gously to the German standard (see 3.).* Control analyses were prepared for 
some test samples near the detection limit of 1 mg cyanide per kg test materi- 
al. The results fluctuated up to 40%. 

2. Jan Sehn Institute for Forensic Research, Toxicology Department, Kra- 
kow, Poland, under Jan Markiewicz. The Polish scientist used the micro- 
diffusion-chamber procedure, which does not permit the detection of iron- 
cyanide compounds like Iron Blue.*™ The Poles claim that the detection limit 
for other cyanides lies at a concentration of 3-4 ug per kg sample material, yet 
the paper they cite clearly gives 0.2 mg/L (200 g/kg) as a detection limit for 
aqueous solutions. The samples of the second series were analyzed three 
times. For the resulting differences see Table 30. 

3. Fresenius Institute, Taunusstein, Hessen, Germany, with no knowledge 
of the origins of the samples. Proof of the presence of cyanide was produced 
in conformity with DIN 38 405, Section D 13. The detection limit lies nomi- 


363 The iron content was also determined by means of ICP spectrometer. The values lay between 
6 and 7.5 g per kg. 

364 Enstein 1947; in this procedure, the sample is added to semi-concentrated sulfuric acid for 
24 hours. The gases released are only collected by means of diffusion in a KOH collector. 
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nally in the range from 0.5 to 0.1 mg per kg.*® All values below 0.5 mg per kg 
are uncertain and are commonly marked as “not detected (ND)” (see the re- 
production of the analysis results on company stationery on pp. 312f.). Con- 
trol analyses were performed by the Institut fiir Umweltanalytik Stuttgart, IUS 
(Institute for Environmental Analytics) using DIN 38 405, Section D 14, 
which differs from D 13 only by not adding cadmium salts (see the reproduc- 
tion of the analysis results on company stationery on pp. 314f.). According to 
personal communication from the manager of the Jnstitut fiir Umweltanalytik 
Stuttgart, the analytical method used is designed to detect cyanides in aqueous 
solutions. Since cyanides bound within solid samples are at times hard to dis- 
solve, detection limits are expected to be considerably higher than the nominal 
detection limit of 0.5 mg per kg, but he did not know of any defined threshold 
value (on the document: NG = Nachweisgrenze, detection limit). 

4. Unknown. However, the results indicate that the method used was simi- 
lar to the one used by Leuchter/Roth and Rudolf/Fresenius. 

5. Analysis of total cyanide content by Ecolab of Genoa (Jan. 15, 1993). 
The exact method is unknown. However, a sample submitted which had a 
known Iron Blue content of more than 1,000 mg cyanide per kg of sample 
material came back with a detected value of merely about 0.1% of its actual 
cyanide content. It may therefore be assumed that the method used was not 
able to detect complex iron cyanides of the Iron Blue type. 


8.2.2. Interferences and Reproducibility 


Before discussing the individual assays in detail, a few words are necessary to 
understand the problems involved, illustrating them already here with a few 
analytical results. 

One major challenge when analyzing masonry samples is the presence of 
carbonate. Concrete, mortar and plaster samples that are several decades old 
are all carbonated to a high degree, hence contain major quantities of car- 
bonates mainly in the form of calcium carbonate (CaCO3). Meeussen/ 
Temminghof et al. (1989) have determined the false positives caused by car- 
bonate in liquid solutions of 0.1 mg of cyanide per liter of water as listed in 
Table 26. 

Considering that masonry samples can easily contain several thousand mil- 
ligrams of carbonate per liter — for instance, apart from its sand portion, lime 
plaster consists basically only of CaCO3-— cyanide values in the range of 1 mg 
per kg sample material and lower may reflect to a considerable degree the 
samples’ carbonate rather than cyanide content. Since the photometric method 


365 Driving out the hydrogen cyanide by boiling the sample for one hour in aqueous HC] in a 
slightly reductive medium (SnClz), driving out in the continuous stream of air, collection in 
the aqueous KOH collector. Finally, photometric or titrimetric testing depending on the con- 
centration in each case. Proof of iron was achieved here by the ICP spectrometer. 
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Table 26: Carbonate as an interfering substance in water 
containing 100 ug cyanide per liter 


CaCO; [mg L'] Cyanide measured [ug L™'] 
1 101 
10 104 
100 125 
1,000 206 


used by Meeussen/Temminghof et al. is not necessarily identical to those used 
by the laboratories dealt with here, however, those values should be taken 
only as a caveat that large quantities of carbonate yield false positive near the 
detection limit, rendering them unreliable in addition to the problems involved 
in general when testing solid samples, as discussed above. 

To prove this point, Leuchter’s laboratory re-analyzed two low-level sam- 
ples and made a spike analysis for a third. I had four of my samples re- 
analyzed by a different laboratory. The results are given in Table 27. 

Whereas all of Leuchter’s samples are described as “brick,” hence should 
have low contents of interfering carbonates (but that description may simply 
be due to Leuchter’s negligence when labelling them), my Samples 3, 8, and 
11 were plaster samples rich in carbonates, whereas the only sample which 
could be reproduced with accuracy, #25, was a brick. 

As can be seen from this, the reliability of analytic results even of samples 
with high levels of cyanide can be problematic. In the case of Sample R11, the 
first result, by Fresenius, was obtained not by photometric but by titrimetric 
analysis. The lab assistant working on this informed me that she had not ex- 
pected to find such huge amounts of cyanides in any of the samples. There- 
fore, when the first sample with a large cyanide content was measured photo- 
metrically, it was too dark to yield any useful reading. Instead of simply dilut- 
ing the sample 1:10 or 1:100 and measuring it then while correcting the read- 
ing with the proper factor, she resorted to titrimetry. The second result was 
obtained by IUS Stuttgart after having been told the order of magnitude to 


Table 27: Reproducibility of total cyanide analysis of wall samples by 
Rudolf and Leuchter (in mg CN_ kg"; DL = detection limit) 


SAMPLE* | ISTRESULT | 2ND RESULT | % RECOVERY (1ST/2ND) 
L25 3.8 1.9 50 

L30 1.1 < DL 0 

L26 1.3 - 140** 

R3 6.7 < DL 0 

R8 Dal < DL 0 

R11 2,640 1,430 54 

R25 9.6 9.6 100 


* L = Leuchter’s sample no.; R = Rudolf’s sample no. 
** A spike recovery was performed in this case, with only the percentage given. 
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expect, so they diluted the sample before putting the cuvette into the photome- 
ter. I therefore consider the second result by IUS more reliable. 

When being confronted with this unacceptable discrepancy, I wanted to 
have all samples retested, but as a student I did not have the financial means to 
do so, and no one else wanted to finance it either. 

In the following, I will assume that there is a systematic difference between 
the two sets of analytic results, that Fresenius’s results are correct at least 
within one order of magnitude, and that differences between individual sam- 
ples are correct at least regarding their respective ratios. 

The reliability of analytic results of masonry samples rich in carbonate 
with cyanide levels close to the formal detection limit is approaching zero. To 
put this into perspective, a spike-recovery rate of up to +10% is considered to 
signify a reliable analytic method. The acceptability limits are generally con- 
sidered to be at +25%. Here, however, we are dealing with limits between 
+40% and —100% near the detection limit. 


8.3. Evaluation of Analytical Results 
8.3.1. F.A. Leuchter/Alpha Analytic Laboratories 


All of Leuchter’s positive findings from the alleged homicidal gas chamber lie 
in the vicinity of the “official” detection limit (1 mg per kg) and must be ex- 
pected to exhibit rather high fluctuations. Control Sample #32 is from the 
disinfestation wing of Building 5a (which Leuchter calls “Disinfestation 
Chamber 1”). The foundations of Crematoria IV and V are alleged to have 
been rebuilt after the war from the rubble of undefined origin, which renders 
any analytic results questionable (see Subsection 5.4.2). Thus, the analyses of 
samples originating from these walls are nevertheless interesting, due to their 
positive findings in places. 

That the analytical values of samples from areas protected from environ- 
mental influences are just as low as results from exposed locations, or not 
detectable at all, led Leuchter to conclude that environmental influences could 
not have considerably reduced the cyanide content of the exposed buildings,*” 
which would be in accordance with the findings in Section 6.6. Leuchter 
opines that low cyanide traces may have resulted from an isolated fumigation 
of the morgues for pest control, since interior disinfestations were carried out 
in many camp buildings at that time. 

The positive result (1.3 mg per kg) of Sample #28, which Leuchter took 
from the partition of the former washroom to the dissecting room of Cremato- 
rium I, is remarkable. This wall never formed part of the alleged “gas cham- 
ber,” and moreover was perhaps even reinforced during the conversion to an 
air-raid shelter. This result is approximately as high as the other positive sam- 


366 FA. Leuchter, press release, Boston, February 13, 1990. 
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ples from the crematoria buildings, including 
those from the foundation walls of Crematori- 
um IV and V, which were rebuilt after the war 
using material of unknown provenance. These 
values may be explained by any of the follow- 
ing reasons or a combination of them: 

1. Cyanide traces of this minimal order of 
magnitude may be present anywhere.*°’ 

2. This air-raid shelter, like all rooms in 
Auschwitz-Birkenau, was occasionally fu- 
migated with Zyklon B for disinfestation 
purposes. 

3. Analytical values in this order of magnitude 
(near the detection limit) are not reproduci- 
ble and therefore cannot be interpreted due 
to the limited efficacy of the method. They 
are equivalent to zero values. In view of the 
results discussed in Subsection 8.2.2., this 
reason appears the most probable. 

According to Bailer, the high cyanide content 

of the control samples taken by Leuchter in the 

disinfestation wing of Building 5a is to be at- 


; ; : ; Figure 144: Sketch of Morgue 
tributed either to an artifact, an error in the #1 (“gas chamber”) of 


sampling, or an analytical error. He under- Crematorium II in Birkenau 


stands an artifact to mean that the wall of the with sampling locations by 
F.A. Leuchter: 


disinfestation wing was painted with blue _ samples 1,2,3,5 from Masonry; 
paint, precisely, an Iron Blue paint, at an earlier - Sample 4 from the ceiling; 
time. Bailer further expresses the opinion that ~ Sample 6 from the pillars; 

ron Bi ld fi i thi t — Sample 7 from the debris on 
no Iron Blue could form in the masonry mate- the ground. 
rial due to the alkaline environment. In addi- 
tion, the high cyanide content of 1,050 mg per kg would mean that the walls 
consist 0.1% of pigment, which in his opinion could not possibly be true 
(Bailer 1991; similar 1995, pp. 112-118). 

As shown in Section 6.5, the environment is only alkaline in the non- 
carbonated parts of the masonry. It has also been established that an alkaline 
environment even supports the accumulation of cyanide and certain other 
steps in the reaction towards the formation of Iron Blue (the reduction of 
iron(II) to iron(II)). If one assumes, as an extreme case, a complete conver- 
sion of all iron compounds contained in the masonry into pigment (1 to 2% 
iron content), the value found by Leuchter is in fact rather low. Whether the 


367 According to a fact sheet of the U.S. Environmental Protection Agency, cyanides can indeed 
be present in traces just about anywhere, caused by car exhaust and a number of industries: 
U.S. EPA 2000. 
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Table 28: Cyanide concentrations in the masonry of “gas cham- 
bers’’/disinfestation chambers: Leuchter 
According to F.A. Leuchter/Alpha Analytic Laboratories, Ashland, Massachusetts, USA 
Sample # |Sampling Location CN-[mg « kg] 


ley Crematorium II, Morgue #1 


Crematorium IV, morgue, chimney room 0.0 


16 Crematorium IV 1.4 


Crematorium V 0.0 


26 Crematorium I, morgue ilah? 


31 Crematorium I, morgue 0.0 


32 Disinfestation Chamber 1 1,050.0 


The morgue of Crematorium I and Morgue #1 of Crematorium II are alleged to have been homicidal 
gas chambers. 
* A spike-recovery measurement resulted in 140% of the initial value; ND = not detected. 


walls of the disinfestation wing were painted blue, i.e., whether a high cyanide 
content can only be found on the upper, i.e., the paint layer of the wall, will be 
discussed at a later time. 

Pressac opines that the low cyanide traces in the masonry of the crematoria 
are the final proof of the existence of the “gas chambers,” since they are still 
detectable today after what was, in his opinion, a short exposure time, a low 
reactivity of hydrogen cyanide on cool masonry, and despite corrosion and 
erosion (1988; 1989, p. 133). He furthermore expresses the opinion that warm 
walls would be necessary for the formation of the pigment (1989, p. 53). It has 
already been demonstrated, however, that this opinion is really unrealistic: 
First of all, the pigment formed is durable (Section 6.6); second, cool and 
moist walls have a higher reactivity to pigment formation than dry and warm 
walls (Section 6.5); third, Leuchter’s Sample #28 proves that cyanide traces 
near the detection limit are not necessarily caused by homicidal gassings. 
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Table 29: Cyanide concentrations in the masonry of “gas chambers’?/ 
disinfestation chambers: Krakow I 


According to the Jan Sehn Institute for Forensic Research, Department for Toxicology, 
Krakow, Poland, 1990, data in mg per kg 


Disinfestation |Room 4, around the ventilator opening, 
Block 3 2mm 
Disinfestation 


Disinfestation 
Block 3 


Disinfestation |Like No. 8, lower left 

Block 3 

Disinfestation |Room 1, Ventilator opening, 2 mm 
Block 3 

Disinfestation |Like 10, light blue 


* Values as they should have been rendered if abiding by the proven detection limit of the method; 
ND = not detected; 4 additional samples from Crematorium II, 1 from Crematorium I, 1 from Crema- 
torium V, in each case an alleged “gas chamber,” and 2 control samples contained no detectable 
traces of CN. 


8.3.2. Institute for Forensic Research, Krakow 


The analytical values shown in Table 29, which were the result of a prelimi- 
nary “screening analysis,” were never published by the Jan Sehn Institute. 
They became public knowledge only due to an act of indiscretion, when an 
anonymous employee sent a copy of these results to the Institute for Historical 
Review. 

Note that in this and in the subsequent table I have added a column to the 
right in italics listing the cyanide concentration as it should have been ren- 
dered, since the method used warrants a reliable detection only down to 0.2 
mg/kg at best. 

The results appear to suggest that the alleged “gas chambers” exhibit either 
no cyanide residues at all or values which are clearly lower than those found 
in samples taken from the disinfestation chambers. 

In his first report dated September 24, 1990 (published in 1991), the scien- 
tist responsible, Prof. Markiewicz, writes about the chemistry involved: 

“Hydrogen cyanide is a weak acid, which has the result that its salts decompose 

slightly in the presence of stronger acids. One of these stronger acids is carbon- 

ic acid, which arises from the reaction between carbon dioxide and water. 

[Even] stronger acids, such as, for example, sulfuric acid, decompose cyanide 

even more easily. Complex compounds with cyanide ions with heavy metals are 


307 Germar Rudolf : The Chemistry of Auschwitz 


Table 30: Cyanide concentrations in the masonry of “gas chambers’?/ 
disinfestation chambers: Krakow II 
According to the Jan Sehn Institute for Forensic Research, Department for Toxicology, 
Krakow, Poland, 1994, data in mg per kg; unless stated expressly, material and sample 
location not given 


No. _ [Building CN- CN~ 
2 ND 
3___[Auschwitz, Block no. 1, as #1,2,ironhook |_| ND 
4___|Auschwitz, Block no. 1, as #1,2, wood fromdoor |_| ND 
5 | OND 
6 Auschwitz, Block no. | (disinfestation facility) | 0.84-0.9  |0.8-0.9 
7,8 ND 
9,10 _[Auschwitz, dwelling quartersBlock3_ | | ND 
11, 12 |Auschwitz, dwelling quartersBlock8_ | | ND 


13-15 |Auschwitz, cellars of Block 11 0-0.028 ND 


17-19,21,22 | ae 0-0.08 ND 
20 eee tei 0.288-0.292 | 0.3 


25 0.6 
26-30 |Crematorium II ND 
al 0.3 
32-38 ND 
39,40,42,43 ND 


Prematostonly 0.496-0.500 | 0.5 


41 
46 meron 0.232-0.248 | 0.2 
47-52 0-0.248 ND 


53,54 |. : : 0-0.036 ND 
53a Birkenau, Bathhouse, Camp Section B1-A, materials 0.224-0.248 02 


55 taken from the outer side of the building 0.64-0.74 10.6-0.7 


56 ND 
57, 58_[Ditto, plaster from dark-blue stains inside the building | 0.324-0.84_[0.3-0.8 
59 0.028 | ND 
60-63 [Birkenau, dwelling quarters Block 3 | ND 


* Values as they should have been rendered if abiding by the proven detection limit of the method. 
ND = not detected 
more durable. Among such compounds is the already mentioned ‘Prussian Blue’ 

[=Iron Blue], but even this decomposes slowly in an acid environment. 

One could hardly expect, therefore, that building materials (plaster, brick) 
exposed to environmental influences (precipitation, acid oxides, especially sul- 
Juric and nitric monoxide) would contain derivative compounds of cyanides af- 
ter a period of 45 years.” 

This contradicts the facts established above, and so to repeat: 

a. Carbon dioxide is only slightly soluble in water and hardly forms carbonic 
acid in water at all (see Subsection 6.5.6); actually, the water alone is pri- 
marily responsible for the decomposition. 

b. Iron Blue (Prussian Blue) is extraordinarily stable in acids and is not de- 
stroyed by the influences of weathering, even over decades (Section 6.6). 


Germar Rudolf - The Chemistry of Auschwitz 308 


In a private exchange of correspondence with Werner Wegner, Prof. Markie- 
wicz stated, among other things:°™ 
“VII. Water activates many chemical processes. The chambers were certainly 
moist. What kind of influence this exerts upon the binding of HCN by cement 
(wall plaster) — is unknown to us. [...] 
IX. The blue stains on the exterior walls of Building 5a are not easily ex- 
plained. Above all, we must examine whether or not it is actual Berlin Blue 
[=Iron Blue...]” 


Considering that Markiewicz, not being a chemist, obviously had many open 
questions about the issues at hand, it could be expected that he and his col- 
leagues would look deeper into these issues before doing more research in this 
matter. Unfortunately, however, we were disappointed by them, because some 
2¥2 years later these authors published additional analysis results of samples 
taken later, using the same analytic method, without having clarified whether 
Iron Blue is the cause of the blue-stained walls, and whether or not these pig- 
ments could have been the result of exposure to HCN fumes. In this regard, 
they simply declared (on p. 20 of their 1994 study): 
“Tt is hard to imagine the chemical reactions and physicochemical processes 
that could have led to the formation of Prussian blue in that place. Brick, un- 
like other building materials, very feebly absorbs hydrogen cyanide, it some- 
times does not even absorb it at all. Besides, iron occurring in it is at the third 
oxidation state, whereas bivalent iron ions are indispensable for the formation 
of the [Fe(Cn)o]* ion, which is the precursor of Prussian blue. This ion is, be- 
sides, sensitive to the sunlight.” 
The primary issue is, of course, the absorption of hydrogen cyanide not in 
bricks, but in concrete, mortar and plaster, which can be highly absorbent. The 
conversion of iron(II) to iron(II), declared enigmatic and even unimaginable 
by Markiewicz and his colleagues, is thoroughly explained in Section 6.5 of 
the present study. These arguments of mine, including the scientific sources 
upon which they are based, were published in 1993 in a book of mine (Gauss 
1993b, pp. 163-170; 290-294) quoted by Markiewicz ef al. (on their p. 18). 
So, they cannot possibly claim ignorance — unless they quote books they never 
read, of course. The fact that they paid no attention at all to my arguments laid 
out in front of their eyes indicates that they did not read the book indeed — or 
decided to ignore it anyway. 
They continued the defense of their approach as follows (ibid.): 
“J. Bailer [1991] writes in the collective work ‘Amoklauf gegen die Wirklich- 
keit’ that the formation of Prussian blue in bricks is simply improbable; how- 
ever, he takes into consideration the possibility that the walls of the delousing 


368 T etter from the Prof. Dr. Jan Sehn Institute for Forensic Research, Department for Forensic 
Toxicology, Krakow, to Werner Wegner, undated (winter 91/92), (illegible signature) un- 
published. 
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room were coated with this dye as a paint. It should be added that this blue 

coloration does not appear on the walls of all the delousing rooms. 

We decided therefore to determine the cyanide ions using a method that does 

not induce the breakdown of the composed ferrum cyanide complex (this is the 

blue under discussion) and which fact we had tested before on an appropriate 

standard sample.” 
In other words, they made no attempt at all to verify whether traces of any 
paint coating — blue or otherwise — could be detected on the disinfestation- 
chamber walls; they did nothing to find out whether a blue wall paint contain- 
ing Iron Blue exists in the first place; and they did not research whether any 
plausible mechanism for the formation of Iron Blue due to exposure to HCN 
fumes could be perceived. I had even addressed and refuted Bailer’s argu- 
ments in the 1993 book of mine they quoted — to no avail, it appears. 

An exchange of correspondence between me and Dr. Markiewicz in 1995 
revealed his disconcerting indifference toward tackling any of the issues 
raised.*?4 

If we blindly follow the analytic results of this Polish team’s second set of 
samples as listed in Table 30, the cyanide concentration of samples taken from 
walls in a disinfestation chamber and in alleged homicidal “gas chambers” 
were in the range of 0.0 to 0.9 and 0.0 to 0.6 mg/kg, respectively. 

I will return to this in Subsection 8.4.2. 


8.3.3. G. Rudolf/Fresenius Institute 


Only a few samples were taken from the alleged homicidal “gas chambers.” 
Care was taken to ensure that samples were only taken from material not ex- 
posed to weathering. Only a few places in Morgue #1 (the alleged “gas cham- 
ber”) in Crematorium II at Birkenau are suitable for this, where a pillar sup- 
ports the roof even today and has therefore visibly protected both the under- 
side of the roof and parts of the wall from all influence of weathering, exem- 
plified by the presence of spider webs many years old and the absence of any 
trace of lime precipitation on the concrete or mortar, which would be caused 
by rainwater. 

Many samples have already been taken from the alleged “gas chambers” 
by the Krakow team and Leuchter, all with at least nearly negative results. 
Since it was above all a matter of clarifying the question of which circum- 
stances favor the formation of pigment and since clearly positive findings 
were not to be expected according to the analyses performed in the alleged 
“gas chambers” thus far, the sample gathering took place chiefly in the disin- 
festation chambers of Buildings 5a and 5b in Construction Section Ia and/or 
Ib. It is known that their walls not only contain large quantities of pigment, but 
that their age also corresponds approximately to that of the crematoria on the 
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Pr.Nr. 


91TA065282 
91TA065283 
91TA065284 
91TA065285 
91TA065286 
91TA065287 
91TA065288 
91TA065289 
91TA065290 
91TA065291 
91TA065292 
91TA065293 
91TA065294 
91TA065295 


Pr.Nr. 91TA065282-65310 
Unsere Auftrags-Nr. 91/13946-00 


Eingang der Proben: 


Dipl.-Chem. Germar Rudolf 


Institut 
Fresenius 


Chemische und Bioloaische 
Laboratonen GmbH 


6204 Taunusstein-Neuhof 
Telefon 06128/7 44-0 
Teletex 6128925 biosd 
Telefax 06128/74 4890 


09. September 1991 


Herr H. Gorbauch/Wa 


06128 / 744-337 


23.08.91 (iiberbracht) 


Untersuchungsergebnisse: 


Probenbezeichnung Eisen, 
gesamt 
(Fe) 
x 
Probe Nr. 1 1,3 
Probe Nr. 2 2,0 
Probe Nr. 3 1,0 
Probe Nr. 4 1,1 
Probe Nr. 5 0,94 
Probe Nr. 6 0,44 
Probe Nr. 7 1,9 
Probe Nr. 8 1,1 
Probe Nr. 9 152 
Probe Nr. 10 1,0 
Probe Nr. 11 0,60 
Probe Nr. 12 0,85 
Probe Nr. 13 0,90 
Probe Nr. 14 2,5 


attsfuhrer: Prot Dr R. Fresenius. L. Fresenius, Or. H. Schiesing, Or B Stegemund, W. Unger HRE 1338 
Werbenwecken amae deren ausrugsweise Verwendung in sonshgen Fallen edurten unserer schritte: 


Untersuchung von Baumaterial auf die Gehalte an Eisen und Cyaniden 
Ihr Schreiben vom 22.08.91 


Cyanide, 
gesamt 
(CN) 
mg/kg 
7,2 
0,6 
6,7 
0,1 
0,6 
<0,1 
0,3 
aut 
11.000 
3,6 
2.640 
2.900 
3.000 
1.035 
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Institu 
Fresenius 


Chemische und Biologische 
Laboratonen GmbH 


Blatt 2 zum Schreiben vom 09. September 1991 6204 Taunusstein-Neuhof 


an: Telefon 06128/7 44-0 


_ Teletex 6128925 biosd 
Dipl.-Chem. Germar Rudolf Teletax 06128/74 4890 


Pr.Nr. 91TA065282-65310 


Pr.Nr. Probenbezeichnung Eisen, Cyanide, 

gesamt gesamt 

(Fe) (CN) 

z mg/kg 
91TA065296 Probe Nr. 15a 1,0 1.560 
91TA065297 Probe Nr. 15b n.b. 56 
91TA065298 Probe Nr. 15c n.b. 2.400 
91TA065299 Probe Nr. 16 4,7 10.000 
91TA065300 Probe Nr. 17 1,5 13.500 
91TA065301 Probe Nr. 18 n.b. 7.150 
91TA065302 Probe Nr. 19a 0,43 1.860 
91TA065303 Probe Nr. 19b 0,95 3.880 
91TA065304 Probe Nr. 20 1,1 7.850 
91TA065305 Probe Nr. 21 1,8 0,3 
91TA065306 Probe Nr. 22 1,1 4.530 
91TA065307 Probe Nr. 23 0,81 0,3 
91TA065308 Probe Nr. 24 1,3 0,1 
91TA065309 Probe Nr. 25 n.b. 9,6 
91TA065310 Probe Nr. 26 n.b. 0,1 


* . Werte fir Cyanide (gesamt) zwischen 0,1 und 0,5 mg/kg unsicher 


n.b. = nicht bestimmt 


INSTI FRESENIUS GMBH 


Bewat: Vors. Prot Dr 
Me Veritenticnund, Ver 
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IUS 


INSTITUT FUR UMWELTANALYTIK GMBH STUTTGART 


Auftraggeber: Max~-Planck-Institut fur Festkorperforschung 
Projekt: Baumaterial 
Probennahme: = 
Probennehmer: Herr Dipl.-Chem. G. Rudolf 
Entnahmeort: = 
Analysedatum: 06.11.91 
Betreff: Gesamt-Cyanid in Boden angelehnt an DIN 38405 Ti4 
ANALYSENBEFUND Lb 855/91 {MPI855-1) Blatt i 
Gesamtcyanid : 
PROBE CNges 
mg/kg 
Rudolf Probe 1 < NG 
Rudolf Probe 2 < NG 
Rudolf Probe 3 < NG 
Rudolf Probe 4 1430 


ABKGRZUNG NACHWEISGRENZEN KOMPONENTEN 


CNges 0.50 mg/ks Gesamtcyanid 
STUTTGART, DEN 9. November 1991 IUS 
insiitut far Umweltanalytik 
= GmbH Stuttgart 
DR.RER.NAT. GRAF ; 
Laborleiter / GF Mittlerer Pad 4/1 


7000 Stutigart 31 
Telefon 07 11/884559 
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US 


INSTITUT FUR UMWELTANALYTIK GMBH STUTTGART 


Auftraggeber: Herr Dipl.-Chem. G. Rudolf 
Projekt: MPT 
Probennahme: 8/91, 11/91 
Probennehmer: Herr Rudolf 
Entnahmeort: MPI 
Analysedatum: 27./28.01.92 
Betreff: Gesamtcyanid in Gemauerproben angelehnt an DIN 38 405/D13 
ANALYSENBEFUND Lb 37/92 (R37-1) Blatt 1 
PROBE CNges 
mg/kg 
—=1- 109 
-2- 94 
-3- 53 
-4- 58 
ah < NG 
~§- <_NG 
=T= 9,6 


ABKURZUNG NAGHWEISGRENZEN KOMPONENTEN 


CNges 0,50 mg/kg Gesamtcyanid 


STUTTGART, DEN 29. Januar 1992 


Laborleiter / GF 


DR.RER.NAT. GRAF institut fir ——e 
GmbH Stuttgart 
Mittlerer Ptad 4/1 


7000 Stuttgart 31 
Telefon 0711 Peeasee 
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Sy Se SS tm 
Figure 145: The outside of the southern external wall of hydrogen-cyanide-delousing 
wing of Building 5a in August 1991 with the author. Small amounts of cyanide which 
diffused through the walls are discoloring them at places still today. 50 years of the 
most detrimental environmental influences did not efface this. 


same location, which cannot be said of the buildings in the Main Camp. The age 
could but does not necessarily have to have an influence on the chemistry of the 
wall materials. Furthermore, these buildings are not so much in the spotlight of 
the museum activity as those in the Main Camp, and therefore rather permit 
hope of an absence of postwar building alterations. 

Finally, samples were taken from a few inmate barracks to examine Leuch- 
ter’s argument that low cyanide traces could also result from a few fumiga- 
tions for pest control. The numbering of the barracks corresponds to those 
found on the barracks in 1991.°” See also Figure 25 in this regard. 


8.3.3.1. Samples 1-4: Crematorium II, Morgue #1 


On the taking of Samples | to 3, see Figure 60 (page 109). A higher concen- 
tration of cyanide on the surface of the material must generally be expected. 
To investigate this, Sample 1 contains, principally, concrete prongs from the 
ceiling/underside of the roof (caused by concrete seeping through two adjacent 
wooden planks during the pouring of the roof), that is, the most exposed part 
of the concrete, as well as material from the uppermost layer of concrete, 1 to 
2 cm thick, including a piece up to a depth of approximately 3 mm. 


369 Pressac 1989, p. 514, plan of Birkenau Camp with barracks numbering. 
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Figure 146: Room located in the northwest of the disinfestation wing of Building 5a 
(Room 4 in Figure 40) with the author. The exterior walls are located in the 
background and to the right, showing intensive blue discolorations caused by Iron 
Blue. Sampling locations of Samples 9 and 11 are visible. On the left in the picture is 
the interior wall, erected during the conversion to a hot-air-disinfestation chamber. 
Sample 10, with a slightly positive cyanide content, was taken from this wall. 


Sample 2 contains concrete to a depth of 5 mm, taken from the place at 
which the piece extending inward up to a depth of 3 mm was obtained in 
Sample 1. Separation between material from the topmost layer (Sample 1) and 
lower layers (Sample 2) was not entirely possible due to the extreme hardness 
of the concrete. 

Sample 3 is a harder plaster, obviously rich in cement, extending to the 
first row of bricks. 

Sample 4 originates from the plaster of the concrete beam in the chimney 
wing (rubbish incineration) of Crematorium II. It is only interesting as a con- 
trol sample in addition to the others. 

The results lie in the same order of magnitude as Leuchter’s positive find- 
ings from other alleged “gas chambers,” although Leuchter had no positive 
results in samples from Morgue #1 (“gas chamber”) of Crematorium II. The 
difference between Samples 1 and 2 may indicate that a depth profile is actu- 
ally prevalent in the concrete. As mentioned in Subsection 8.2.2., the low cya- 
nide value of Sample 3 of 6.7 mg/kg could not be reproduced when the mate- 
rial was analyzed by a different laboratory. 


Germar Rudolf - The Chemistry of Auschwitz 318 


8.3.3.2. Samples 5 to 8 and 23, 24: Inmate Barracks 


Samples 5 and 8 are from a large lump of plaster a few centimeters thick taken 
from the large room of the respective barracks (see Table 31, p. 310). A depth 
profile was not determined; the values must therefore be viewed as average 
values. Samples 6 and 7 are from the special room located at the west end of 
these barracks. Samples 23 and 24 are from the exterior wall of the large room 
of a third barrack. 

Quantities of cyanide on the order of magnitude of those found by Leuch- 
ter in the alleged “gas chambers” can apparently also be found in the wall 
material of the inmate barracks. This is indicated by the results of Sample 8. 
All others are also positive, but notably lower. In this case as well, the control 
analysis (Table 27, p. 302) failed to yield reproducible results. 


8.3.3.3. Samples 9 to 22: Disinfestation Buildings 


With regard to the sampling locations of the individual samples, see Figures 
39f. Judging from the consistency, the material used to build the brick walls of 
Buildings 5a and 5b is a mortar rich in sand but extremely poor in cement 
(extremely friable), covered with a lime plaster. 

Building 5a: What is remarkable about the outside of the exterior walls of 
the disinfestation chamber of BW Sa is that, in places, it exhibits blue bricks 
and mortar joints (see Figures 145, 160-152, 167-169). Sample 14 is a loose 
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Figure 148: Picture of the door frame in disinfestation wing of Building 5a (between 
Room 2 and Room 1 in Figure 40) with the author. The lower, rusty hinge has 
developed Iron Blue under the influence of hydrogen cyanide. Sampling location of 


Sample No. 18. 


fragment of brick which is clearly dark blue at all points facing outwards and 
therefore exposed to weathering. Sample 15a is mortar from the south wall, 
only the topmost layer of which was blue to a depth of approximately 1 mm. 
The cyanide value at this point must have been above the average value of the 
first approximately 3 mm. Sample 15b is a fragment of brick, the blue layer of 
which was separated with a spatula (Sample 15c). The mass of the remaining 
fragment amounted to approximately twenty times the layer scratched off; 
only slight cyanide concentrations are detectable here. The average concentra- 
tion here must have been around 120 mg/kg. On the brick as well, the pigment 
has only formed in perceptible quantities on the outermost side, that which is 
exposed to weathering. The same phenomenon can also be seen on the exteri- 
or walls of the disinfestation chamber in Stutthof (Figures 125-129) and Maj- 
danek (Figure 124). 

Very important is the confirmation of the fact that the pigment actually 
possesses an enormous environmental resistance, since samples 14 to 15c 
were exposed to intensive sunshine, wind, rain, etc. for more than 40 years. 
But how did the pigment arise in such high concentrations at this precise loca- 
tion, although the outside of the exterior walls was not exposed to any direct 
fumigation? The low quantities of cyanide which diffused through the mason- 
ry are apparently sufficient to enable the formation of pigment on the surface 


Germar Rudolf: The Chemistry of Auschwitz 320 


Figure 149: East wall of the delousing wing of Building BW 5b with only minor stains 
on the plaster rich in lime and poor in iron. 


of the outside wall, which was moist, especially during rainy weather, and 
whose iron compounds were certainly activated by environmental influences. 

The inside of the exterior walls of the disinfestation wing of Building 5a 
exhibits an intense patchy-blue staining throughout, which at points is even 
dark blue (see Figures 146f., 153-157, 158-160). Interestingly, the pattern of 
the brick structure located below the plaster has made an imprint on the inten- 
sity of Iron Blue formation in the upper layer of the plaster in places (especial- 
ly figures 146f. and 155f.). Such a phenomenon is similar to, e.g., the well- 
known condensation of excessive atmospheric humidity on cool walls (for 
example, in large groups of sweating human beings, such as at rock concerts, 
in discotheques, or, generally, in poorly heated rooms), which also leads to the 
formation of patterns exhibiting the underlying brick structure of such walls. 
The mortar as well as differently-baked bricks have a different tendency to- 
wards accumulation through condensation due to their differing heat conduc- 
tivity. Differing reactivity to the formation of cyanides due to differing mois- 
ture contents and temperatures may therefore be the cause of this effect, but 
also differing transport capacities for migrating cyanide salts due to differing 
moisture contents and capillary features. 

Underneath the first layer of wall plaster, only approximately 1 mm thick, 
the material appears, by contrast, pale blue, much like the entire east wall of 
the wing, which is an interior wall of the original disinfestation chamber and 
whose discoloration is much less intensive (Samples 12 and 13; see Figures 
158f.). 

The interior walls of the same room, which were incorporated at a later 
time, i.e., those belonging to the hot-air-disinfestation chamber (see Figure 
40), exhibit, as expected, no trace of blue. 

The results of Samples 9 and 11, and 20 and 22, respectively, confirm the 
first impression. The topmost layer of plaster on the inside of the exterior 
walls has a very high cyanide concentration; underneath, the concentration 
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Figures 150a&b: Interior of the disinfestation wing of Building BW 5b, western part of 
the southern wall. The plaster, rich in lime, is only slightly stained. It has fallen off in 
certain areas. The mortar underneath is much more stained, see the close-up photo 


below. (© C. Mattogno, July 1992) 


a 
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: Pie Wy 4 
Figure 151: In contrast to Building 5a (see Figure 145, 167-169), the disinfestation 
wing of Building 5b was used as a hydrogen cyanide delousing chamber for a longer 

period of time. Subsequently, the outside of its walls is covered with blue spots, 


unimpressed by 50 years of weathering here as well. Here the southern wall (August 
1991, with the author). 


decreases. As mentioned before, however, the high cyanide concentration of 
Sample 11 could not be exactly reproduced. The result of the control analysis 
lies at only 54% of the first value. The slightly different analytical procedure 
may be responsible for this (see Subsection 8.2.2. and Table 27). 

In pure Iron Blue, there is approximately 0.82 gram of iron for each gram 
of cyanide. The iron analysis, assuming that the cyanide is present completely 
in the form of Iron Blue, shows that, in Sample 9, approximately % of all iron 
was converted to pigment. If one considers that not all iron can be reached by 
the hydrogen cyanide, then one can speak of a near-saturation of the upper 
layer of material with the pigment. The drop in the concentration from the 
topmost layer to the lower layers is explained, for one thing, by the linear gra- 
dient of the HCN concentration which must be expected in non-isolated walls 
(see Paragraph 7.3.2.3). Furthermore, as with the blue pigmentation of the 
exterior of the walls, the effect of accumulation of cyanides on the surface 
through evaporation of water carrying soluble cyanide compounds must be 
considered, even though this effect was certainly smaller on inside walls than 
on outside walls due to lack of air exchange in these rooms after the war (high 
relative humidity of the air, no wind). That is particularly true for the room 
equipped with windows facing northwards only, see Figure 146 (Room 4 in 
Figure 40). 
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Samples 12 and 13 correspond to Samples 9 and 11, but taken from the in- 
terior wall, thus from the east wall near one of the hot-air chambers. The sur- 
face concentration is considerably lower than on the inside of the exterior 
walls; there is no recognizable concentration profile. The reason for this may 
be that the dry walls allow the hydrogen cyanide to diffuse more easily into 
the masonry, while the hydrogen cyanide more readily reacts superficially on 
the moist exterior walls. It is more probable, however, that no migration of 
soluble cyanide salts to the surface took place in the interior wall due to dry- 
ness. These samples are also interesting insofar as they prove that high quanti- 
ties of long-term-stable cyanide compounds can form on warm and dry interi- 
or walls. Due to the high groundwater level in Birkenau, as well as due to the 
lack of any heat insulation, the exterior walls must be expected to have been 
quite cool and moist even when the interior was heated, particularly during the 
cold seasons. 

The samples from the walls added during the conversion to hot-air disin- 
festation should exhibit no cyanide residues. Accordingly, Sample 10 from the 
interior wall incorporated at a later time exhibits only a very low cyanide con- 
centration near the detection limit. Sample 21 was taken from the mortar be- 
tween the bricks of the wall installed later, at depths of 1 cm to 5 cm into the 
masonry. There is a crack in the masonry of the interior wall at this location. 
The analysis shows minimal but hardly interpretable traces of cyanide below 
the detection limit in this interior wall as well. This finding may indicate dis- 
infestation of these rooms after the conversion to hot disinfestation, if the 
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i WF ihe j 
Figure 153: Disinfestation wing of Building 5a, with the southern external wall on the 
left. Look through Room 2 into Room 3 in the background (see Figure 40). 

(© C. Mattogno 1992) 


slight quantities have not in any case lost all probative value, as the control 
analyses of the other samples have shown. 

Sample 18, finally, was taken from the door frame, which was only incor- 
porated after the conversion to hot-air disinfestation. Below the lower hinge, 
the wood exhibits a visibly blue pigmentation (see Figure 148, p. 319). The 
pigment was able to form here due to the moisture in the floor, in connection 
with the rusting iron. This is assuming that the rooms were either charged with 
hydrogen cyanide after the conversion of the installation or that the floor of 
the installation continued to give off cyanide over longer periods of time. In 
the first case, the cyanide traces in the walls added later (Samples 10 and 21) 
could actually be explained by fumigation of the rooms. However, during the 
conversion of this wing to a hot-air disinfestation facility, this gas-tight door 
may have been removed from the access way to this wing and re-used here, so 
that the detected cyanide could result from earlier fumigations. The analytical 
results should be considered as qualitative only to some degree, because or- 
ganic material can be a disturbing factor during analysis. In any case, the high 
reactivity of moist iron-oxide mixtures (rust) is confirmed. 

Building 5b: The exterior walls of disinfestation wing BW 5b are not only 
blue in some places, as in the case of BW Sa, but rather stained across large 
areas, even into the ground (see Figures 151f., 164-166). An exception here is 
the eastern wall, which hardly exhibits any blue pigmentation (see Figure 42, 
p. 88). The analysis of a fragment of brick from the south side (Sample 16) 
therefore shows an extremely high value. Here, the pigment extends farther 
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Figure 154: Disinfestation wing of Building 5a, with the southern external wall ahead 
and the western wall at the right (Room 3 in Figure 40). (© C. Mattogno 1992) 


into the masonry. Here as well, weathering has had no apparent or measurable 
effect on the pigment concentration. Approximately 17% of the iron in the 
fragment of brick has been transformed into pigment, despite the only-slight 
concentration in cyanides able to reach the exterior of the masonry wall here 
as well. The conspicuous difference between Building BW 5b and 5a, which is 
only blue in places, is explained by the longer period of use of the 5b wing as 
a Zyklon-B-disinfestation chamber. The reason for the perceptibly lesser blue 
pigmentation of the east side of the exterior wall of this wing can be explained 
by the lesser influence of weathering on this side (east winds are mostly ac- 
companied by dry weather in eastern Europe). 

When examining the interior of this wing, one is surprised by the walls, 
which are mostly white, see Figures 149f. Pale green stains are visible only in 
a few places. The analysis of the green-colored mortar underneath the upper 
layer of 3-4 mm of plaster, Sample 17, however, shows the highest value 
found anywhere. And this despite the thick layer of plaster consisting of a 
compact, very hard material, 3 to 4 mm thick, which covers the underlying 
mortar (the upper layer has fallen off in some places, allowing access to the 
mortar below, see Figures 150a&b). With relation to the transformation of the 
iron, what was said of the upper layer of plaster in BW 5a only, is true here: 
near saturation. The color of the material, here only greenish, is apparently not 
directly meaningful with regard to the cyanide concentration. Because even in 
the presence of maximum values, the proportion of pigment in the plaster only 
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Figure 155: Disinfestation wing of Building 5a, with the southern exiernal wall on the 
left and the western wall on the right (Room 3 in Figure 40). (© C. Mattogno 1992) 


amounts to 1.5 %, the intense blue color in places on the surface of the inside 
of exterior walls of BW 5a cannot moreover be explained in this manner. Ra- 
ther, the dark-blue colors result from a still higher concentration of pigment in 
the uppermost layers in the micro-meter range of magnitude caused by the 
accumulation processes of migrating, soluble cyanide salts as described above. 

That these accumulation processes did not occur on the surface of the in- 
side of Building 5b may be explained by the different type of material and its 
preparation. The hard, iron-poor interior plaster of lime mortar adheres very 
poorly to the wall and is already falling off in some places. The contact be- 
tween plaster and wall is so poor in places that, when one knocks on the wall, 
one hears that there is a hollow space beneath. Such weak contact between 
wall and plaster, however, prevents moisture in the wall from diffusing to the 
surface plaster and carrying soluble cyanide compounds (for example, iron(II) 
cyanide) with it. 

Sample 19 was divided in two, since the upper layer of plaster in this room 
is visibly different from the layer lying beneath: The first 4 mm of plaster 
consists of a white, brittle, hard material (sand-poor lime plaster), while the 
layer underneath consists of an ochre-colored, sand-rich lime mortar. The 
separation was not completely successful; parts of the sand-rich mortar remain 
in Sample 19a. The analysis for iron, which might possibly have been even 
lower in the presence of complete separation, confirms the assumption that the 
upper layer is an iron-poor lime plaster. This explains the deficient formation 
of blue spots of pigment on the surface of the plaster in this room, since there 
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is too little iron available for the formation of pigment. Nevertheless, even the 
upper layer of plaster exhibits quite high cyanide values. This shows that the 
layer of plaster was not applied after termination of the disinfestation actions. 


8.3.3.4. Samples 25-30: Tests 


For an evaluation of the reactivity of hydrogen cyanide with various building 
materials, a series of tests was undertaken. During the first series, only brick 
was fumigated with hydrogen cyanide, generated from a defined quantity of 
KCN+H2SOs in a gas-tight container. Over the course of the tests, it became 
apparent by means of sensitive differential pressure measurements that only a 
part of the hydrogen cyanide added to 16% sulfuric acid was released as gas. 
Hydrogen cyanide is so easily soluble, even 
in this acid, that only a portion of it is actual- 
ly released into the gas room. The actual 
quantity of gas in the reaction container oO: 
therefore lay far below the mathematically 
calculated 3.7% by volume, while the pres- 
sure measurements indicated only 2 % by @- 
volume. 

Regarding the design of the reaction con- 
tainer consisting of a glass cylinder, sealed 
above and below by PVC plates with gas 
outlets and sealed with rubber O-rings, see 
Figure 156. 16% aqueous H2SOx was placed 
in a crucible; KCN was added by means of a 
magnetic lever mechanism with the container ~ \ 
sealed. The mixing was performed by means 10 cm 
of a magnetic stirrer. 
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. ; Figure 156: Construction 
The samples listed in Table 32 were ana- drawing of the experimental 


lyzed. The following parameters were kept container for the fumigation of 
material samples with hydrogen 


constant: ido, (Drawing by Wi 
. ae cyanide. (Drawing by W. 
— air and sample temperature: 11°C; Zwerenz) 
— relative atmospheric humidity: 90%; 1: Glass cylinder 
= : 2: O-sealing ring 
Storage of the samples for approximately 3: PVC lid and floor plate 
five weeks under these conditions prior to 4: Gas outlet and pressure gauge 
initiation of the tests; 5: Gas ventilation outlet 
. : 6: Magnetic stirring motor 
— Sealing of the samples on all sides, except 7. citi dish bine 16 vol.% 
for one frontal surface, with paraffin HeSOx and magnet stirrer 
370 + att : 8: Spoon with KCN, linked to a lever 
52/54°™ (thus fumigation on one side on- Withmagnel thal can bel tianadt 


ly); from the outside 


— Fumigation with 2% by volume hydrogen an ae inetieah (MERE ANEN) 


370 Melting point between 52 and 54°C. 


Germar Rudolf - The Chemistry of Auschwitz 328 


Table 32: Test-sample preparation and fumigation 

: Conditions 

25/26 | Brick from demolished building 16 hrs fumigation with 0.3 
from Bavaria; only Sample 26 was __}vol.%, Storage after fumigation 
fumigated! for 120 days at room tempera- 

ture. No sealing with paraffin 

Cement mortar: 1 part sand, 1 part Portland cement, addition of 1 g 

Y2 part lime. Sample measurements: 55x60x20 mm, __| water 

100 g (ca. 1.5 g/cm?) 

Cement mortar: | part sand, | part Portland cement, 

Y2 part chalk. Sample measurements: 55x60x20 mm, 

108 g (approx. 1.6 g/cm?) 

Lime mortar: 2 ¥% parts sand, | part lime. Sample 

measurements: 55x60x20 mm, 94 g (ca. 1.4 g/cm?) 

Lime mortar: 2 2 parts sand, | part lime. Sample addition of 2 g 

measurements: 52x58x20 mm, 96 g water 

(ca. 1.6 g/cm?) 


cyanide; 
— 24.75 hours of fumigation time; 
— Storage of the samples after fumigation at room temperature and low at- 
mospheric humidity for 71 days. 
Exceptions from these conditions are listed in the right column of Table 32. 
Following fumigation, the topmost layers of the sealed surfaces of Samples 27 
to 30 were removed, and hence the sealing layer of paraffin. The additionally 
moistened Samples 27 and 30 were distinguished by an intense odor of hydro- 
gen cyanide during storage at room temperature, in contrast to Samples 28 and 
29 which were only moist by nature. The odor of hydrogen cyanide disap- 
peared suddenly upon additional moistening. In the case of the cement-mortar 
sample, the odor was no longer perceptible after a week, while in the case of 
the lime-mortar sample, it was no longer perceptible after two weeks. Storage 
of the samples for more than two months at room temperature therefore per- 
ceptibly reduced the hydrogen-cyanide content, while the drying of the sam- 
ples strongly hindered the conversion to iron cyanide. 

The analytical results of the brick samples (Table 31, p. 310, Sample no. 25 
and 26) are surprising, as their values appear paradoxical: the fumigated sam- 
ple exhibited no traces of cyanide, while the unfumigated sample did. The 
value of the unfumigated sample could be exactly reproduced (Table 27). Fur- 
ther analyses of the fumigated brick likewise resulted in no demonstrable cya- 
nide concentrations. These findings prove that cyanide values up to 10 mg per 
kg have only very limited probative value, since these can be attributed to 
traces which occur everywhere.*”' 


371 Tt is also conceivable that the unfumigated samples were contaminated during preparation 
for analysis, perhaps through an improperly cleaned ball mill, in which samples with a high 
cyanide content had previously been crushed. The reason for the good reproducibility may 
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Figure 157: Disinfestation wing of Building 5a, detail of the southern part of the 
western external wall (Room 3 in Figure 40). (© C. Mattogno 1992) 


The analytical results of Samples 27 to 30 lead to the following observa- 
tions: 

— In total, 30 mg of cyanide were found in the samples during the analysis. 
Since 300 mg of cyanide were used during this test, 10% of this quantity 
was found durably bound to the samples. 

— The cement-mortar samples, in contrast to the lime-mortar samples, exhibit 
a higher cyanide concentration by a factor of two. The higher iron content 
of the cement-mortar samples may be the reason for this, since the cyanide 
content increases proportionally to the iron content (see the last column of 
Table 31). In addition, hydrogen-cyanide adsorption was certainly favored 
by the higher inner surface area of the cement mortar as compared to lime 
mortar. 

— The increased hydrogen-cyanide absorption caused by the addition of 
moisture was only slightly perceptible in the analytical results, since the 
samples were all very moist anyway, and because the material dried out 
during the final storage phase and therefore the hydrogen cyanide was only 
able to bind partially. 

— Blue pigmentation of the samples was not to be expected, since even if all 
the bound cyanide were present in the form of Iron Blue, only 0.005-0.01% 
of the total material would consist of the blue pigment, which would cause 
hardly any coloration perceptible to the naked eye. An accumulation of cy- 
anides on the surface of the sample, finally, could not occur due to the ab- 


be that there is hardly any carbonate in brick, since it acts as an interfering ion. 
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sence of diffusing water. In addition, the dry storage of the samples proba- 
bly blocked the conversion process. 


8.3.4. John C. Ball 


John Ball took samples from various locations, but according to his published 
data (see Table 33), he either had each group of samples taken at a specific 
location analyzed together or else he calculated an average of each location 
and published only the average. Hence his data is not suitable for a detailed 
interpretation. 

All samples taken from alleged homicidal “gas chambers” (Nos. 3-6) are 
around or well under the detection limit and must therefore be considered 
zero. From these samples, only Sample Group No. 3 (taken from Morgue #1 
of Crematorium II) has a well-defined history. Ball’s results from samples 
taken at the delousing wings of Buildings 5a and 5b come close to the average 
of my own results from these locations and therefore confirm them. 


Table 33: Cyanide concentrations in the masonry of “gas chambers”’/ 
disinfestation chambers according to J. Ball (Rudolf 2018, pp. 113-116) 


No. | Location c(CN ) [mg/kg] 
1 Delousing Room B1b BW 5b, inside and outside 3,170.0 
2__| Delousing Room B1b BW Sa, inside and outside 2,780.0 
3 | Crematorium II, Morgue #1 (“gas chamber”) 0.4 
4 | Crematorium III, Morgue #1 (“gas chamber”) 117) 
5 | White Farm House, remnants of foundation 0.07 
6 | Crematorium V, remnants of foundation wall 0.1 


8.3.5. Carlo Mattogno/Ecolab 


As is well-known, Morgues #1 of Crematoria II and III at Birkenau are said to 
have been the infamous homicidal gas chambers, whereas the somewhat big- 
ger, not quite as well-ventilated Morgues #2 are said to have served as un- 
dressing rooms for the victims. It therefore stands to reason that the interior 
walls of Morgues #1 ought to contain cyanide concentrations which greatly 
exceed those that may be present in the Morgues #2. Mattogno’s results, how- 


Table 34: Cyanide concentrations in mortar and concrete of the 
masonry of Morgues #1 and #2 of Crematorium II 
according to Mattogno 2011; 2017, pp. 75-77 
Sampling location c(CN ) [mg/kg] 


Morgue #1, ceiling 


Morgue #2, inside, western wall 1.32 
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ever, show the exact opposite — provided that analytical results of that order of 
magnitude, which are right at the nominal detection limit, have any meaning 
at all, and provided that the analytical method used is capable of detecting 
complex iron cyanides of the Iron Blue type to begin with, which seems dubi- 
table (see Subsection 8.2.2.). 


8.3.6. Summary 


I will exclude from my final considerations*” the samples analyzed by Mar- 
kiewicz, Mattogno and Ball. The former two for the admitted or evident inca- 
pacity of their methods to detect the bulk of cyanides present in the form of 
Iron Blue, and the latter because Ball neither specified where exactly he took 
his samples nor whether each reading consisted of just one sample or a mix- 
ture of several samplings from different locations of one building, lumped 
together for analysis. 

My first observation concerns the fumigation chambers. A comparison be- 
tween samples taken by me on the inside (n=11) with those taken on the out- 
side of Buildings BW 5a and 5b (n=5) gives the following result: 


Delousing room, inside: 5,431 + 3,962 ppm (n=11), 
Delousing room, outside: 3,010 + 3,999 ppm (n=5). 


The standard deviations given are not really of any use, as we are dealing here 
with samples taken at different locations with different exposures and histo- 
ries. Strictly speaking, one should use standard deviations only for multiple 
analytical results of the same sample or from very similar samples, which is 
not here the case. 

All of the walls here sampled (except for my Samples 19aé&b) were stained 
blue to some degree. Clearly, the hydrogen cyanide used on a regular basis in 
these delousing chambers had penetrated right through the walls, being 45% 
lower on the outside than on the inside 45 years later. 

Comparing both Leuchter and my fumigation-chamber samples versus all 
other samples of measurable cyanide level gives: 


Table 35: Cyanide levels in fumigation chambers versus other 
sampling locations [ppm] 


SAMPLER DELOUSING CHAMBERS {OTHER LOCATIONS 
Leuchter 1,050 (n=1) 1.22 + 1.94 (n=33) 
Rudolf 4,674 + 4,009 (n=16) 2.61 + 3.6 (n=16) 
Overall mean value: |4,461 + 3,980 (n=17) 1.68 +2.6 (n=49) 


A total of 32 samples were taken by Leuchter, three of which were measured 
twice by Alpha Laboratories. That gave altogether 35 assays performed, of 


3” This summary is largely based on Rudolf/Kollerstrom 2013. 
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Figure 158: Disinfestation wing of Building 5a, eastern internal wall seen from the 

north, intensely stained only along the floor and in the southern section (Room 7 in 
Figure 40). (© C. Mattogno 1992) 


, 


which 16 gave measurable cyanide levels, while 19 had cyanide levels too 
low, if any, to give a reading. This includes all of Leuchter’s measured values, 
except the one consisting of sealing material taken from a_hot-air- 
disinfestation furnace. 

I had 32 analyses made, four of which were repeat analyses by a different 
laboratory. The Fresenius laboratory obtained measurable values from all of 
them, while the other laboratory ((US) was unable to detect any residue in two 
of the four samples. In addition, I also took a sample from a collapsed Bavari- 
an farmhouse as a null test. This sample was tested by both laboratories as 
well (R25). 

The first judgement to be made here is whether the means and standard de- 
viations are similar enough to justify pooling the two data sets. If all of Leuch- 
ter’s too-low-to-measure samples are assigned a value of 0.5 ppm (to choose 
the middle between nothing and the official detection limit of one ppm), then 
his “other locations” values would go up from 1.22 + 1.94 to an overall mean 
of 1.4 ppm + 1.8 for n=33. Thereby Leuchter’s data set and mine are seen not 
to differ significantly, and I therefore felt at liberty to pool the two data sets. 

Comparing all values results in a two-thousandfold differential between the 
two groups. The data of cyanide measurements in masonry therefore falls into 
two very clearly separate groups with no overlap whatsoever. 
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stern internal wall seen from the 

south, not quite as intensely stained as external walls (Room 1 in Figure 40, seen 
from the south). (© C. Mattogno 1991) 


Figure 159: Disinfestation wing of Building 5a, ea 


Next I will consider test results of samples taken from claimed homicidal 
gas chambers. To do this, we need to first assume for the sake of argument 
that readings close to the detection limit accurately reflect the actual total cya- 
nide content in the sample, which is increasingly less likely the closer a result 
is to the detection limit. Next, in this present context, when speaking of a 
“control” sample, I refer to one taken from a location that has not been record- 
ed or alleged to have functioned as a gas chamber, neither for humans nor for 
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clothes or beddings, i.e. it has been neither a disinfestation nor a homicidal gas 
chamber. 

For ascertaining this subgroup among Leuchter’s samples, the careful work 
of Desjardins was used, who in 2007 published an analysis of his 1996 visit to 
Auschwitz-Birkenau, where he re-traced the sites sampled by Leuchter, com- 
menting on the locations of each sample. Thus, three primary sources remain 
available for locating Leuchter’s sample sites: video footage taken during the 
Leuchter sampling, maps drawn up afterwards, and the reconstruction by Mr. 
Desjardins.*”? Thereby it has been possible to group the data for example by 
outdoor/exposed versus indoor/unexposed specimens, but also and more im- 
portantly by homicidal gas chambers versus background or control levels. 

Leuchter sampled from all five Auschwitz crematoria or their ruins. Taken 
from the walls of these locations, Leuchter’s sample numbers stemming from 
locations said to have been homicidal gas chambers were, Desjardins conclud- 
ed: Crematorium II: 1-7; Crematorium II: 8-11; Crematorium IV: 20; Crema- 
torium V: 24, and Crematorium I (Main Camp): 25-27 and 29-31, totaling 19 
samples, three of which have been analyzed twice, hence 22 analytical results 
altogether. The “control” samples then become those taken from locations 
within those buildings which are not claimed to have been part of a homicidal 
gas chamber, i.e. Crematorium V: 13-19; Crematorium V: 21-23, and Crema- 
torium I: 28, totaling 11 samples. These samples came from locations which 
had been a washroom, a chimney room and other unidentified rooms not asso- 
ciated with the use of toxic gases. Obtaining the mean values of the two 
groups gave: 


homicidal gas chambers (n=22): 1.6+2.0 ppm 
control samples (n=11): 1.28 + 1.21 ppm 


The statistically insignificant 21% difference between the means of these two 
groups fails to indicate a historical difference in terms of their exposure to 
cyanide gas. 

Concerning wall exposure to the elements, Desjardins, after carefully re- 
tracing the steps of Leuchter on his 1996 visit to Auschwitz and watching the 
film that had been made of Leuchter’s sampling, commented: 

“Leuchter's samples, numbered 25 through 31, extracted from Crematorium 

I... taken from a facility which was not destroyed and has remained intact 

since the end of the war, were not exposed to the elements. The same might be 

said for samples 4, 5 and 6 taken from Crematorium II. Leuchter removed 
these samples from a pillar, wall and ceiling which, though accessible, were 
nevertheless well protected against wind, rain and sun.” 


373 As Desjardin’s evaluation of Leuchter’s sampling locations disagrees with mine, I give 
Leuchter’s sample numbers for reference. 
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Proceeding likewise by obtaining the two means, using the same data as be- 
fore, gave: 


Sheltered rooms (n=13): 1.77 42.1 ppm 
Exposed surfaces (n=20): 1.32 + 1.6 ppm 


Here, too, the difference is statistically rather insignificant. If we consider it 
anyway, it is indeed remarkable that so-slight a decrease in iron-cyanide levels 
has taken place over more than four decades, a fact which accords with what 
is known about the insolubility and permanence of Iron Blue. 

My three samples from a claimed homicidal gas chamber (Morgue #1 of 
Crematorium I) yielded four analysis values of 7.2, 0.6, 6.7 and 0 ppm. With- 
in the “control” group, I have taken ten samples, seven of which were plaster 
with a mean of 1.2 +1.4 ppm (n=7, Samples 4, 5, 7, 8(twice), 10, 23), and 
three consisted of mortar with a mean of 0.2 + 0.1 ppm (n=3, Samples 6, 21, 
24). Thus, the mortar in between the bricks held a relatively lower level of 
iron cyanide than the plaster. 

Table 36 lists the mean for all of Leuchter’s data, as before assigning val- 
ues of 0.5 ppm to his samples that were too low to measure. The six Leuchter 
samples from Crematorium 1 are {3.8, 1.3, 1.4, 7.9, 1.1, 0.5}ppm, plus his 
seven samples from Crematorium II are {0.5, 0.5, 0.5, 0.5, 0.5, 0.5, 0.5}ppm. 
Also assigning 0.5 ppm to results below the detection limit, the four analysis 
results of mine from Crematorium II are {7.2, 0.6, 6.7, 0.5}ppm. I took my 
controls from two lots of inmate barracks (Samples 5-8 — where 8 was ana- 
lyzed twice — and 23-24), from walls not part of an original delousing cham- 
ber (Samples 10 & 21) as well as from a collapsed Bavarian farm house 
(Sample 25, analyzed twice), giving 11 results altogether: {0.6, 0.1, 0.3, 
2.7/0.5, 0.3, 0.1, 3.6, 0.3, 9.6/9.6}ppm. Combining these gives us: 


Table 36: Mean cyanide values of claimed homicidal gas chambers 
and control locations [ppm] 


SAMPLER MEAN VALUES FOR MEAN VALUES OF 
HOMICIDAL GAS CHAMBER CONTROL SAMPLES 
Rudolf 3.8 + 3.7 (n=4) Daa) 
Leuchter 1.6+2.1 (n=22) 1 eid) 
Combined 1.9 42.4 (n=26) TQEZS(N—22) 


Hence the statistical difference between the two groups of samples is nil. 
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8.4. Discussion of the Analysis Results 


8.4.1. Josef Bailer 


The hypothesis expressed by J. Bailer (1991, 1995) that blue paint could be 
responsible for the high cyanide values in the disinfestation chambers, does 
not correspond to the facts: 


1. 


Iron Blue as such is not sold as wall paint at all, since it lacks sufficiently 
high lime fastness. It is offered only as a mixture with other blue pigments 
(see Subsection 6.6.1).°”* 

If this argument were correct, it would be remarkable that the SS, of all the 
rooms in the concentration camps of the Third Reich, would apply blue 
paint only to their disinfestation chambers where no one could admire it; 
and, strangely, always with the same blue: Auschwitz, Birkenau, Maj- 
danek, Stutthof.... All other rooms were merely whitewashed at best. 

The disinfestation chambers themselves already had a coat of lime paint. 
Why would they cover this coat of lime paint with another paint which, in 
addition, is not even lime-fast? They would therefore have had to wait un- 
til the lime paint and plaster had set before one could (re-)paint the walls. 
And then it would have been by no means certain that the paint would not 
furthermore have become stained as a result of chemical reactions. 

A coat of paint on the interior of the room cannot explain the patchy pat- 
tern of the blue stains on the inside of the exterior walls of the disinfesta- 
tion wing of Building 5a, unless the paint was not applied evenly but by 
some way of random splattering. 

Neither would a coat of paint on the inside of the room explain the ab- 
sence of blue coloration on the interior walls added to the disinfestation 
wing at a later time. It is striking that only such walls have blue stains as 
were exposed to hydrogen cyanide. 

Bailer’s argument is refuted by the fact that none of the colored walls 
shows any pattern of brush marks and also no identifiable coat of paint, 
since wall paint consists not only of pigment, but also of a considerable 
proportion of binding agents to hold the pigment in place and other chemi- 
cals. The blue pigment is, however, simply one component of the lime 
paint and plaster. 


374 T have tried to get information out of the world’s major wall-paint producers as to the kind of 


pigment they use, but they either say they don’t use any Iron Blue in their paint, or they re- 
fuse to give any information, claiming that the kind of pigments they use is a trade secret. I 
found three paint producers referring to Prussian Blue in the paint’s color name or when de- 
scribing their paints, but I could get no information out of them regarding the pigments they 
use: www.anniesloan.com/annie-sloan-products/paints/chalk-paint/aubusson-blue-chalk- 
paint.html; www.benjaminmoore.com/en-us/color-overview/find-your-color/color/cw- 
625/prussian-blue?color=CW-625; www.olympic.com/paint-colors/prussian-blue-ol17085. At 
any rate, this would have little bearing on the paint commercially available in the 1940s. 
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Figure 160: Disinfestation wing of Building 5a, with northern external wall to the right, 


/ AS 


with Room 5 in the foreground and Room 4 in the background (see Figure 40). 
(© C. Mattogno 1992) 


10. 


Bailer’s argument furthermore fails to explain how the artistic skills of the 
painters could have succeeded in imitating the brick structure lying be- 
neath the plaster. 

Bailer’s argument does not explain the only-pale-blue tint of the interior 
south walls of the original disinfestation wing of Building 5a. 

Neither does Bailer’s argument explain the high cyanide concentration in 
the superficially white, iron-poor material of the walls of the disinfestation 
wing of Building 5b — unless one posits that these rooms were painted 
with an “iron white,” a wall paint that does not even exist. 

Bailer’s argument furthermore fails to explain the even higher cyanide 
concentration of deeper, greenish-bluish layers of material in the walls of 
the disinfestation wing of Building 5b; or does he perhaps intend to argue 
that the SS even applied iron-blue paint to wall plaster and wall mortar 
where no one could ever admire it? It would also certainly have been de- 
composed there into its components due to the alkaline pH value of fresh 
mortar, and would have lost its color at least temporarily. 


Germar Rudolf - The Chemistry of Auschwitz 338 


Figure 161: Disinfestation wing of Building 5a, southern wall (of Rooms 4 and 5 in 
Figure 40). (© C. Mattogno 1992) 


11. Finally, Bailer’s argument cannot explain why even the exterior walls of 
the disinfestation rooms, exposed to weathering, have a noticeable cyanide 
content and are discolored with blue stains. Or did the SS employ the pig- 
ment here also in randomness, paying particular attention to the structure 
of the brick, and without leaving any paint layers consisting mainly of 
binders, as is typical for wall paints? Or was the heat-sensitive Iron Blue 
applied to the bricks during manufacture, resisting the baking process of 
the brick in a magical fashion? 

The Krakow scientists under the leadership of Jan Markiewicz, whom I will 

deal with next, adopted Bailer’s argument as indicated above, and therefore 

preferred simply not to prove the presence of Iron Blue at all. Honi soit qui 
mal y pense... (arogue who thinks evil of it). 


8.4.2. Jan Markiewicz and Colleagues 


Many people, both experts and laymen, rely complacently upon the findings 
of the Jan Sehn Institute for Forensic Research in Krakow, i.e., the study pub- 
lished in 1994 by Prof. Markiewicz and colleagues. These scientists, however, 
tested their samples with an analytical method that was unable to detect stable 
iron-cyanide compounds like Iron Blue. They did this because they claimed to 
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be unable to imagine how such stable iron-cyanide compounds could form, as 
already quoted (Markiewicz et al. 1994, p. 20): 
“This dye [Iron Blue] occurs, especially in the form of stains, on the outer 
bricks of the walls of the former bath-delousing house [BW 5b?) in the area of 
the Birkenau camp. It is hard to imagine the chemical reactions and physico- 
chemical processes that could have led to the formation of Prussian blue in 
that place.” 
This is a misrepresentation because, as shown with the multitude of photo- 
graphs in this study, not just some of the bricks on the outside of that building 
are stained, but mortar and plaster as well, in particular on the inside of Build- 
ing BW Sa. 

It is, of course, no shame to fail to understand something initially. Anyone, 
however, who claims to work scientifically must at least attempt to investigate 
and understand before making statements upon the subject. But not so Prof. 
Markiewicz and his colleagues, for they subsequently stated (ibid.): 

“J. Bailer writes in the collective work ‘Amoklauf gegen die Wirklichkeit’ that 

the formation of Prussian blue in bricks is simply improbable; ” 

Even this sentence is a distortion of what Bailer wrote, who in fact stated 
(1991, p. 50): 

“Apart, it is moreover improbable that Iron Blue forms in walls, because in 

bricks and quicklime, the iron is present in the trivalent form, which is unfa- 

vorable for the reaction, and because the alkaline environment impedes the 
reaction.” 


Bailer therefore referred to the entire wall, not just to the interior of bricks, 
where a formation of Iron Blue is indeed almost impossible — but not on the 
surface of corroded bricks. I explained in the previous subsection what I think 
about Bailer’s statement. Hence back to Markiewicz et al.: 
“however, he [Bailer] takes into consideration the possibility that the walls of 
the delousing room were coated with this dye as a paint. It should be added 
that this blue coloration does not appear on the walls of all the delousing 
rooms. 
We decided therefore to determine the cyanide ions using a method that does 
not induce the breakdown of the composed ferrum cyanide complex (this is the 
blue under discussion) and which fact we had tested before on an appropriate 
standard sample.” 
Hence, they simply took Bailer’s utterly unsubstantiated claim at face value 
and decided without any further investigation to exclude from their analysis 
the only cyanide compound that could possibly have survived five decades of 
exposure to the elements. 
It would only be permissible to exclude Iron Blue from the study, if it were 
possible to rule out with practical certainty that iron cyanide, and consequent- 
ly Iron Blue, can be the result of hydrogen cyanide interacting with masonry, 
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Figure 162: Disinfestation wing of Building 5a, southern wall, detail of the previous 
figure. (© C. Mattogno 1992) 


and if there were at least some indication that these rooms had been painted 
with Iron Blue or that there could conceivably be any other reason for its pres- 
ence. But Prof. Markiewicz and his colleagues completely neglected to do 
this. And even worse: they did not even attempt to refute my arguments on the 
formation of stable iron-cyanide compounds, which I had published in early 
1993 (Gauss 1993b, pp. 163-170; 290-294). They were familiar with this pub- 
lication, because they quoted it (Markiewicz et al. 1994, their Note 4, p. 27), 
yet they refrained from mentioning, let alone discussing any of my arguments. 

This should suffice to show that the Polish actions were ideologically mo- 
tivated to a high degree. Had they been neutral scientists, they would have 
applied the correct and interpretable method of analysis and would have dis- 
cussed my publications in a scholarly manner. 

Prof. Markiewicz and his colleagues did not even attempt to find any ex- 
planation for the high iron-cyanide concentration on and inside the walls of 
the disinfestation chambers and their blotchy-blue surfaces. That was in spite 
of the fact that they had a simple opportunity to explore this issue, for they 
conducted a series of experiments during which they exposed masonry sam- 
ples to defined concentrations of HCN. Doubtlessly, these samples had not 
been painted with Iron Blue paint prior to their tests. It made no sense at all to 
exclude iron cyanides of the Iron Blue type from the analysis here. It would 
have suggested itself to test at least some of these samples for total cyanide 
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Table 37: Orders of magnitude of analytical results 
of various samples, in mg CN /kg 
Author:| Markiewicz et al. Leuchter Rudolf 
Cyanide without 
Iron Blue 


Detection of: Total cyanide 


delousing chambers 1,000 — 13,000/2,780 — 3,170 


“gas chambers” 0-1.2 


with the method used by Leuchter, Ball and me. That would have permitted a 
comparison between both methods and would also have permitted conclusions 
regarding the question, which fraction of total cyanides the micro-diffusion- 
chamber method used by the Krakow researchers is able to detect in the first 
place. This in turn could have revealed, whether, how fast and to what degree 
hydrogen cyanide absorbed in masonry material is converted into stable iron 
cyanides. But nothing of that sort was done. They stubbornly kept on using the 
unsuited diffusion method. Even my suggestions along this line during the 
ensuing correspondence between us were simply ignored (Rudolf/Mattogno 
2016, pp. 59-69). 

Although Markiewicz and his colleagues had picked an analytical method 
able to produce the results desired by them — similar, vanishingly small cya- 
nide readings for both fumigation chambers and alleged homicidal gas cham- 
bers — the results of their first series of tests were obviously so disturbing that 
they decided to suppress them and never to published them. Prof. Markiewicz 
and his colleagues therefore rejected the undesired results of their first series 
of tests and took even more samples, until they finally produced the results 
that fitted in with their preconception (Markiewicz et al. 1994): this time, both 
the samples from the disinfestation chamber and the alleged “gas chambers” 
showed cyanide readings on the same order of magnitude — although in most 
cases they were clearly below the detection limit of the method they had cho- 
sen, as given by the original author (Epstein 1947). So strictly speaking, most 
of their results should show “ND” = not detected, instead of giving values 
which are so low that they are beyond the reliability of their method. 

It is true that Markiewicz et al. claim that their method was extremely sen- 
sitive and repeatedly yielded consistent readings down to the level of a few 
parts per billion (Markiewicz et al. 1994, p. 21): 

“Under present circumstances we established the lower limit of determinabil- 

ity of cyanide ions at a level of 3-4 ug CN in I kg of the sample.” 

However, when considering that they determined the cyanide content using 
photometry, we need to keep in mind that Meeussen ef al. had clearly estab- 
lished that major amounts of carbonate can consistently result in reproducible 
false positives (see Table 26 on p. 302). It is therefore not far-fetched to posit 
that the readings Markiewicz and his colleagues obtained from their masonry 
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Figure 163: Disinfestation wing of Building 5a, western wall, with slight staining. 
(© C. Mattogno 1992) 


samples did not reflect their cyanide content but to a major degree or maybe 
even exclusively their carbonate content. 

In order to illustrate the order of magnitude with which Markiewicz and his 
colleagues rigged their results by choosing an unsuitable method, I have jux- 
taposed their analysis results with those of Fred Leuchter, John C. Ball, and 
mine in Table 37. 

I will spare the reader any further discussion of these results, because anal- 
ysis results obtained in a methodically incorrect manner cannot be corrected 
even by correct interpretation. Any attempt at interpretation is therefore a 
waste of time. 

A few words, however, are due on the HCN-CO: mixture used by the Poles 
for their fumigation experiments. They claim that COz has a negative influ- 
ence on the adsorption of HCN in the masonry. Their own (actually worthless) 
test results, however, contradict this view, see Table 38. 

First of all, the Poles unfortunately failed to define what they mean by 
“plaster,” “mortar,” “old,” “fresh,” “dry,” and “moist” (their answer to my 
inquiry wasn’t very elucidating either) so this experimental series, apart from 
having used the wrong method of analysis, is also completely irreproducible 
due to the lack of an appropriate definition of the materials used. 

Next, the apparent absorption of cyanide by fresh plaster (dry and moist) 
and by dry mortar obviously increased in the presence of CO (factors: 247 for 
dry, 27 for moist plaster, 3 for dry mortar) — yet the Poles had the nerve to 
categorically claim the opposite! Only in one case (moist mortar) did the ab- 
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Table 38: Influence of COz on the Absorption of HCN 
According to Markiewicz et al. 
Data in mg CN /kg (values below 0.2 mg/kg are equivalent to ND = not detected) 
Material: Fresh Plaster Fresh Mortar 
Exposed to 2% HCN +: moist 
no added CO» (0.024) ND (0.176) ND 


10% CO2 


0.14 


sorption decrease (factor: 7; the Poles did not test the influence on “old” mate- 
rial). 

If we take the values determined by Markiewicz and colleagues seriously 
in the first place, then they would confirm that moist cement mortar (as was 
present in the morgues of Crematoria II and II) absorbs at least ten times 
more hydrogen cyanide than dry lime mortar (as was present in the disinfesta- 
tion chambers), as I had assumed for my calculations in this work. But when 
considering that they may have detected primarily false carbonate positives, 
the increased readings after exposing their samples to carbon dioxide could 
simply have been the result of exactly that exposure. 

Again, since their flawed analytical method renders any interpretation of 
these results futile, I will not do this here. The shortcomings revealed here 
show only that Markiewicz et al. obviously do not even get the basics of sci- 
entific experimenting and data interpretation straight. 

The head of this “scientific” group, Dr. Jan Markiewicz, obtained a Master 
of Science degree in the field of chemistry in 1947 and a PhD in natural sci- 
ences in 1963. Between 1966 and 1991 he was Director of the Institute of 
Forensic Research in Krakow, and in 1983 he even became Assistant Profes- 
sor of Natural Science.*”* So how can it be that a man apparently so highly 
qualified can bungle this research so pitifully? Dr. Markiewicz died in 1997. 
The other two authors have kept silent all along. 

I will come back to Markiewicz et al. once more when discussing R. Green 
in Subsection 8.4.4, who relies completely on the Krakow study. 

It would be futile to speculate whether the unscientific capers of these 
Polish researchers are politically motivated by more than the usual anti- 
fascism which is so much en vogue nowadays. Such motives might explain 
their strange actions and ways of arguing, but they cannot justify them. Even 
the possible fact that the scientists assigned to the topic were not and are not 
chemists and that their laboratory was perhaps not equipped up to Western 
standards, cannot explain this, because analyzing samples for their total cya- 
nide contents is neither complex in terms of the equipment needed nor is the 
chemistry involved in any way complicated. 


375 www.ies. gov.pl/index.php/pl/o-instytucie/historia-1/104-historia/222-jan-sehn-2 
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The manner with which the Polish scientists approached the problem, how- 
ever, gives rise to serious suspicion that this was an attempt at scientific fraud, 
a suspicion which is also supported by the fact that they were unable to justify 
their incorrect analytical method except through their incompetence and igno- 
rance. 

The conclusions to be drawn from the above are clear: upon closer exami- 
nation, the only “scientific” attempt to refute Fred A. Leuchter’s thesis proves 
to be a scientific fraud. 

How desperate must those be who believe it necessary to stoop to such 
methods? 


8.4.3. James Roth 


At the end of Subsection 6.6.5, I already referred to the bald-faced lies of Al- 
bert Meinecke from the German press agency DPA regarding the allegedly 
short life term of hydrogen cyanide in masonry. A statement made by Prof. 
James Roth from the Alpha Analytic Laboratories, Ashland, Massachusetts 
belongs into the same category of dishonesty. I discuss this incident here be- 
cause Prof. Roth’s allegations were widely publicized by the international 
media in connection with the 2000 libel case of British historian David Irving 
against Deborah E. Lipstadt.*”° 

For his documentary movie Mr. Death on Fred A. Leuchter,* Errol Morris 
also interviewed Prof. Dr. James Roth. In 1988, Roth’s laboratory had ana- 
lyzed the masonry samples from the alleged “gas chambers” taken by Leuch- 
ter in Auschwitz for their cyanide content. During the trial against Ernst Ziin- 
del in Toronto that same year, for which the Leuchter report had been pro- 
duced, Prof. Dr. Roth himself was interrogated as an expert witness. Some ten 
years later, Errol Morris interviewed Roth about this event. During this inter- 
view, Prof. Roth did all he possibly could to distance himself from the possi- 
ble consequences of the analyses performed by his company. His interview 
gained importance only due to the fact that the Dutch architectural historian 
Prof. Robert van Pelt quoted Roth in his 1999 expert report prepared for the 
Irving trial. In it, van Pelt wrote about Roth’s statements in Morris’s movie 
(van Pelt 1999, p. 307; 2002, p. 390): 


“Roth explained that cyanide will react on the surface of brick or plaster, pen- 
etrating the material not more than 10 microns, or 0.01 mm, or one tenth the 
thickness of a human hair [...]. In other words, if one wants to analyze the cy- 
anide concentration in a brick sample, one should take a representative sam- 
ple of the surface, 10 microns thick, and no more.” 


It can be shown that Prof. Dr. James Roth is wrong for the following reasons: 


376 This claim played a role in the verdict, the importance of which should not be underestimat- 
ed, cf. judgment Gray 2000, $13.79; cf. Rudolf 2000a-c. 
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Table 39: Penetration depth of HCN into walls with resulting Iron 
Blue formation 


SURFACE VALUES DEEP-LAYER VALUES OUTSIDE VALUES 
Sample Values Sample Values Sample Value 
9 0-2 mm: i 1-10 mm: Ee a 
[ioe leeeell hae OOO 20000 ee 
O-—2 mm: 2-10 mm 
fee 00 le one 
4—8mm: 0-—7mm 
- ed Lee | tower 
0-4 mm: 4—8mm 
re 1,860 ee 3,880 a Z 


1. It is a fact that the walls of the disinfestation chambers in Auschwitz, 
Birkenau, Stutthof, and Majdanek are saturated with cyanide compounds, 
and this not only superficially, but into the depth of the masonry, as I have 
demonstrated by taking samples from different depths of the wall. Com- 
pare in this regard my mortar and plaster Sample Pairs 9 & 11, 12 & 13, 
19a & b from Table 31 (see Table 39), which were each taken at the same 
spot but at different depths, as well as Sample 17, taken from below the 
overlying lime plaster (which is thus similar to 19b). 

These values prove that hydrogen cyanide can rather easily reach deep lay- 

ers of plaster and mortar. But even the other samples taken from the sur- 

face prove that Prof. Roth’s allegation is wrong: Provided that most of the 
cyanide detectable today is present in the form of iron cyanide (Iron Blue 
and other cyanoferrates), as Prof. Roth assumes himself, his thesis would 
mean that 10% to 75% of the iron content of these samples are located in 
the upper 10 micrometers thin layer of the samples (0.010 mm), i.e., they 
are located in less than 1% of the entire sample mass. The rest of the sam- 

ples, however, would have been massively deprived of iron. How this mi- 

gration of a major portion of iron to a thin surface layer would have hap- 

pened is inexplicable to me. Fact is that this simply could not happen. 

2. Furthermore, expert literature is detailed in about the following: 

a. Hydrogen cyanide is an extremely mobile chemical compound with 
physical properties comparable to water (see Section 6.3., esp. note 
211). 

b. Water vapor can easily penetrate masonry material, and thus also hydro- 
gen cyanide (see Subsection 6.7.4.). 

c. Hydrogen cyanide can quite easily penetrate thick, porous layers like 
walls (Schwarz/Deckert 1929). 

3. In addition, it is generally known that cement and lime mortar are highly 
porous materials, comparable for instance to sponges.*”’ In such materials, 


377 Tn this regard, compare also the analysis about the porosity of masonry, Chart 10, p. 219. 
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Figure 164: Disinfestation wing of Building 5a, northern wall, with intense staining. 
(© C. Mattogno 1992) 


there does not exist anything like a defined layer of 0.01 mm beyond which 
hydrogen cyanide could not diffuse, as there can also be no reason, why 
water could not penetrate a sponge deeper than a millimeter. Steam, for ex- 
ample, which behaves physically comparably to hydrogen cyanide, can very 
easily penetrate walls. 

4. Finally, the massive discolorations of the outside of the walls of the disin- 
festation chambers in Birkenau and Stutthof, as shown in this expert report, 
are clearly visible and conclusive evidence for the fact of how easily hy- 
drogen cyanide and its soluble derivatives can and do penetrate such walls. 

As a professor of analytical chemistry, Prof. Roth must know this, so one can 

only wonder why he spreads such outrageous nonsense. That Prof. Roth is 

indeed a competent chemist can be seen from what he said during his testimo- 
ny under oath as an expert witness during the above mentioned Ziindel trial 

(Kulaszka 2019, p. 388): 

“In porous materials such as brick or mortar, the Prussian blue [recte: hydro- 
gen cyanide] could go fairly deep as long as the surface stayed open, but as 
the Prussian blue formed, it was possible that it would seal the porous materi- 
al and stop the penetration.” 

Prof. Roth might have felt obligated to attack Leuchter in order to avoid be- 

coming himself a target of certain interest groups who already managed to 

destroy Leuchter’s career. That would explain why the truth temporarily 
dropped into a hole in Prof. Roth’s memory while he was being interviewed 
by Errol Morris. It is also revealing that Prof. Roth mentioned during this in- 
terview that, had he known where Leuchter’s samples originated from, his 
analytical results would have been different.*”* Does that mean that Prof. Roth 


378 This passage of the interview was excised from the commercial version of Morris’s movie; 
cf. the statement by D. Irving during his court case against D. Lipstadt; Queen’s Bench Divi- 
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manipulates his result according to whether or not he likes the origin of certain 
samples? Such an attitude is exactly the reason why one should never tell an 
“independent” laboratory about the origin of the samples to be analyzed, simp- 
ly because “independence” is a very flexible term when it comes to controver- 
sial topics. What Prof. Dr. Roth has demonstrated here is only his lack of pro- 
fessional honesty. 


8.4.4. Richard J. Green 


Another strange reaction to my expert report is that of the U.S. American 

Richard Green, a self-professed Jew*”” and PhD chemist with a similar educa- 

tional background to mine (Green 1998a&b, Green/McCarthy 1999). The 

layman would expect two experts, with similar educational background, to 
come to similar conclusions in questions relating to their expert knowledge. 

But this is only partly the case here. The reason for this is that Dr. Green ig- 

nores many facts that are either supported by documentary evidence — like the 

performance of the ventilation installed in Crematoria II and III, or the speed 
of executions in U.S. execution chambers — or by expert literature — like the 
higher tendency of cold, moist walls to absorb HCN, and the longer-lasting 
alkalinity of cement mortar compared to lime mortar. 

However, Dr. Green makes some concessions which are important to note: 

a. He agrees that basically all witnesses attest to very short execution times, 
indicating a rather high concentration of HCN used. 

b. He also agrees “that Rudolf is correct or nearly correct regarding the for- 
mation of blue staining in the delousing chambers” (Green/McCarthy 
1999). 

What he does challenge, though, is the possibility of formation of any notice- 

able quantities of Iron Blue in the homicidal “gas chambers.” One of the 

flawed and deficient arguments to support his thesis is that in his view no no- 
ticeable amounts of cyanide could have accumulated in the walls of the 
morgues (“gas chambers’). According to Dr. Green, one major factor for this 
is supposed to be the fact that masonry has a neutral pH value which does not 
allow the protolysis of hydrogen cyanide and thus the formation of cyanide 
salts. But if that were true, how come huge amounts of cyanides did accumu- 
late in the walls of the disinfestation chambers? 

My argument in this regard is that particularly cement mortars and con- 
cretes, as used in Morgues #1 of Crematoria II and III, are noticeably alkaline 
for many weeks, months, or even years, which I documented thoroughly with 


sion, Royal Courts of Justice, Strand, London, David John Cawdell Irving v. (1) Penguin 
Books Limited, (2) Deborah E. Lipstadt, ref. 1996 I. No. 1113; Day 8, transcript p. 61; 
www.hdot.org/day08. 

379 See his polemical exchange with A.S. Marques, www.codoh.com/library/document/678/, 
where he stated in the mid-1990s: “Liar, Iam a Jew and I receive no reparations.” 
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Figure 165: Disinfestation wing of Building 5b, southern wall, with intense staining. 
(© C. Mattogno 1992) 


expert literature on the chemistry of building materials (see Subsection 6.7.2). 
Hence, I concluded that these walls would have been very much inclined to 
accumulate cyanide salts and to form Iron Blue, even more so than the lime 
plaster of the disinfestation chambers, which in turn provoked the following 
answer by Dr. Green:**° 

“{In 1993] The IFRC [Institute for Forensic Research, Krakow], on the other 

hand measured the pH [of mortar samples from the alleged gas chambers] to 

be between 6 and 7 {i.e. neutral]. ”’ 
Dr. Green obviously did not consult any literature on the chemistry of building 
materials, as he quotes none. He solely relies on the findings of the Krakow 
institute. In order to make the reader see how flawed Dr. Green’s way of argu- 
ing is, let me say it in a parable: 

By referring to a couple of Italian expert pizza-baking instructions, I 
showed that a pizza, when taken out of the oven, is hot or warm for quite a 
while (one hour). Now, Dr. Green comes along claiming that I am wrong be- 
cause a Polish friend of his has just now measured the temperature of a pizza 
which was baked a week ago, and which has been lying around since then. 
And the Polish scientist found out that this pizza is indeed cold right now. 

Of course, samples taken from the surface of walls erected 50 years ago or 
more are now pH neutral! Even this I have documented by referring to a PhD 
thesis showing how the front of neutralization slowly migrates into concrete 
and mortar (Waubke 1966; see Paragraph 6.7.2.2.). So what exactly does the 
pH value of samples taken 50 years after the erection of these buildings prove 
regarding their pH value shortly after they were built? Dr. Green’s way of 
arguing is puerile to the highest degree. 


380 Green/McCarthy 1999; repeated in Green 2001, p. 50, again without any attempt to address 
the issue raised by recourse to expert literature. 
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When it comes to intellectual honesty, Dr. Green reveals some other very 
dubious behavioral patterns, one of which I want to address here. 

Dr. Green agrees with me that the Iron Blue found in delousing chambers 
is the result of gassings with hydrogen cyanide. Hence he disagrees with the 
opinion of Markiewicz and others that this Iron Blue might have its origin in 
residual paint. However, Green comes up with his own auxiliary hypothesis to 
shore up his ongoing defense of the Krakow frauds: He conceives a scenario 
during which items “soaked with aqueous solutions of HCN” were leaned 
against these walls, thus causing the formation of the blue stains (Green 2001, 
p. 18). To achieve this, the disinfestation personnel at Auschwitz had to throw 
Zyklon B into water and then using the solution thusly treated, at the peril of 
their lives, to soak lice-infested clothes or mattresses, which were then leaned 
against walls. Such a highly risky and impractical procedure is not mentioned 
anywhere in the literature, and to my knowledge there aren’t any witness 
claims to that effect either. But I have found one witness statement that comes 
pretty close. It is from Josef Klehr, who since March 1943 was head of the 
disinfestation squad at Auschwitz for roughly a year and who was one of the 
defendants during the Frankfurt Auschwitz Trial. During an interrogation dur- 
ing the pre-trial investigations, he stated on May 25, 1961 (Fritz Bauer..., p. 
4116): 

“the inmates’ clothes were dipped into a diluted Zyklon-B solution and subse- 

quently disinfected in a hot-air chamber.” 

Which proves that one can find witness statements about anything, if only one 
looks long enough, even about alien abductions and flying spaghetti monsters. 
Klehr’s statement is clearly false and nonsensical, because such a procedure 
would have been highly dangerous in several regards. It may well be that 
clothes were soaked in a disinfectant before being treated in a hot-air chamber 
or an autoclave, like for instance Lysol, which was used in Auschwitz on a 
grand scale,**! but most certainly not in a diluted “Zyklon-B solution,” which 
in and of itself is even a nonsensical term. Apart from that, this could theoreti- 
cally apply only to the Birkenau Building 5a, whose disinfestation wing was 
redesigned to serve as a hot-air disinfestation facility, but neither to Building 
5b nor to any of the other delousing facilities extant to this day (Auschwitz 
Main Camp, Stutthof, Majdanek), which all show the same phenomenon of 
blue discolorations of their walls. Not to mention the German churches whose 
walls turned patchy blue after just one gassing, as described in Section 1.3. 
Hence Green’s crutch-like hypothesis doesn’t help his case a bit. 


381 Cf. the statements by the former inmate pharmacist Taduesz Szewcezyk (Fritz Bauer..., p. 
15754) and the former inmate nurse Jan Farber (ibid., pp. 20331, 20410). It is also possible 
that Klehr referred here to the procedure used for the microwave disinfestation device in- 
stalled in 1944 in the Main Camp. Clothes disinfested this way had to be made moist prior to 
being put onto a conveyor belt, which pulled them through the microwave chamber. But that 
moisturizing was effected by spraying, not dipping. 
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Figure 166: Disinfestation wing of Building 5b, southern wall, close-up photo taken 
near the entrance door with intense staining. (© C. Mattogno 1992) 


One major rule of science is that it is impermissible to immunize a theory 
against refutation, here in particular by inventing untenable auxiliary hypothe- 
ses to shore up an otherwise shaky thesis (Popper 1968, pp. 82-97). This is 
exactly what Dr. Green is doing: coming up with a ludicrous attempt at ex- 
plaining a fact which does not fit into his theory. Yet instead of fixing his the- 
ory, he tries to bend reality. 

Let me draw a historical parallel here. When Galileo Galilei discovered 
with his telescope that the moon was not a perfectly smooth sphere, which had 
been an accepted doctrine among astronomers ever since Aristotle, his oppo- 
nents were outraged (Bethune 1832, pp. 105f.): 

“(Galileo] reasoned to no purpose with the slaves of the ancient schools: noth- 

ing could console them for the destruction of their smooth, unalterable sur- 

face, and to such an absurd length was this hallucination carried, that one op- 
ponent of Galileo, Lodovico delle Colombe [...| attempted to reconcile the old 
doctrine with the new observations, by asserting, that every part of the moon, 
which to the terrestrial observer appeared hollow and sunken, was in fact en- 
tirely and exactly filled up with a clear crystal substance, perfectly impercep- 
tible by the senses, but which restored to the moon her accurately spherical 
and smooth surface. Galileo met the argument in the manner most fitting, ac- 
cording to Aristotle’s own maxims, that ‘it is foolish to refute absurd opinions 
with too much curiosity.’ ‘Truly,’ says he, ‘the idea is admirable, its only fault 
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Figure 167: Disinfestation wing of Building 5a, northern wall, with little staining. 
(© C. Mattogno 1991) 


is, that it is neither demonstrated nor demonstrable; but I am perfectly ready 
to believe it, provided that, with equal courtesy, I may be allowed to raise up- 
on your smooth surface, crystal mountains (which nobody can perceive) ten 
times higher than those which I have actually seen and measured.’” 
If Dr. Green were honest, he would reject the misleading approach of the Kra- 
kow team to exclude Iron Blue from the analysis, because this most likely 
excludes the major parts of the cyanide residues formed by gassings with 
HCN in general (not just in the case of delousing chambers). 

Even if we agree to disagree on what happened at Auschwitz during the 
war, we surely can agree that Markiewicz et al. did not use cyanide-containing 
paint to color the samples they themselves prepared for their gassing experi- 
ments, and that they didn’t lean them against items “soaked with aqueous 
solutions of HCN” either. So why did the Krakow team not at least analyze 
the samples from their own experiments with the international standard meth- 
od of detecting the total cyanide content? Or at least they should have used 
both methods side by side, which would have enabled us all to compare the 
results of both methods and thus evaluate what they are worth. This in turn 
could have shed some light on chemical processes as well, like: how fast is 
HCN absorbed in mortar converted into insoluble iron cyanides no longer 
detectable with the one, but readily detectable with the other method? 

If we hold the results of my test gassings up against those conducted by the 
Poles, then we get the impression that most of the absorbed cyanide present in 
gassed mortar samples is turned into long-term stable iron cyanides rather 
quickly. But since the conditions of our experiments were very different, such 
a conclusion would be premature. The Poles had the chance to find out. I had 
asked them to redo their tests with the standard method, but they did not react 
to that suggestion. 
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Subsequently, if Dr. Green were honest, he should state that the Polish sci- 
entists neither tried to understand what they claimed not to have understood 
(the formation mechanism of Iron Blue), nor discussed the attempts to under- 
stand as made by others, which were known to them. No matter which results 
the Polish scientists produced and what their scientific opinion might have 
been: their behavior is extremely unscientific, as the most important task of 
a scientist is to try to understand what has not been understood so far, 
and to discuss the attempts of others to make it understandable. The 
Polish scientists did just the opposite: they decided to ignore and exclude what 
they did not understand. 

Let me quote Prof. A.R. Butz in this connection, who stated another appro- 
priate metaphor to emphasize the degree of intellectual dishonesty revealed by 
Markiewicz and his colleagues (Butz 2000, p. 15): 


“The argument [of Markiewicz et al. for excluding Iron Blue from their anal- 
yses], to the extent that it was intelligible enough to be summarized at all, was 
that they did not understand how the iron-cyanide compounds got to be there, 
so they decided to ignore them in reaching their conclusions. I don’t under- 
stand how the moon got there, so I will ignore all effects associated with it, 
such as tides. I hope I don’t drown.” 
And the amazing thing about Dr. Green is that he — and with him Prof. van 
Pelt, who relies on Green**” — not only defends Prof. Markiewicz’s behavior in 
every regard, but he attacks me for my critique of the Polish scientists, while 
omitting all the reasons | gave for making it. To top this, Dr. Green even de- 
fends the fact that Prof. Markiewicz never bothered to address any part of my 
critique, even though addressing critiques is paramount for scientists. Dr. 
Green argues (Green/McCarthy 1999): 

“Rudolf complains that Markiewicz et al. have not responded to his queries. 

Why should they do so? What credibility does Rudolf have, that demands they 

answer his every objection no matter how ill-founded?” 

First of all, Dr. Markiewicz did in fact respond (see Rudolf/Mattogno 2016, 
pp. 59-61, 65). However, he dodged the decisive issues, and his announce- 
ment that he would continue researching this topic apparently went nowhere, 
probably for one thing because he passed away two years later. 

Since Dr. Green agrees with me that the Iron Blue detectable in disinfesta- 
tion walls is the result of gassings with hydrogen cyanide — whether evapo- 
rated from gypsum pellets or from clothes dipped in his fantastic Zyklon-B 
solution is utterly immaterial — he himself has indirectly admitted that all my 
objections against Markiewicz’s method of analysis are well-founded, i.e., just 
the opposite of “ill-founded.” 

And why does Dr. Green think I possess no credibility demanding a dis- 
cussion of any of my arguments? Not because I lack scientific qualifications. 


382 van Pelt 2002, pp. 391-398 (reference to Markiewicz et al. 1994), 498 (reference to Green). 
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Figure 168: Disinfestation wing of Building 5b, southern wall (of Rooms 4 and 5 in 
Figure 40) with some staining. (© C. Mattogno 1991) 


No, he thinks I am an abomination because of my views (which he merely 
presumes), and because I have been subject to social persecution and political 
prosecution, leading to the total destruction of my social existence, my reputa- 
tion, and finally my freedom (see Rudolf 2016, 2016c). Dr. Green even resorts 
to calling me a “liar,” “obfuscator,” and “hater” because of my different well- 
founded opinions. And to top it all off: when I defend myself against his ad 
hominem attacks, he lambastes me for that as well (Green 2000). So, whereas 
he has a right to attack me, I don’t have even the right to defend myself and 
more important my assertions? 

The scheme is as follows: first, people like Dr. Green attempt to do every- 
thing to destroy my reputation by name-calling, persecution, and prosecution, 
and when they succeed, they claim that there is no need to discuss anything 
with me anymore, since I do not have any reputation and credibility anyway. 
This way they can nicely ignore any argument refuting their flawed thesis. 
And they assert the divine right to call themselves righteous scientists and to 
call me a pseudo-scientific liar and obfuscator of the truth. 

Dr. Green unconditionally defends the scientific fraud of the Krakow insti- 
tute, and both get away with it, because in the eyes of much of the interested 
public, both have the “politically correct,” though scientifically wrong, opin- 
ion about Auschwitz. After all, birds of a feather flock together. 


8.4.5. Wikipedia 


Wikipedia is probably the world’s most frequently consulted encyclopedia. In 
its English-language entry about Germar Rudolf one can read (last accessed 
on Oct. 29, 2016; yes, my birthday. ..): 
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“Richard Green and Jamie McCarthy from The Holocaust History Project 
have criticized the report, saying that like Fred Leuchter in the Leuchter re- 
port, Rudolf did not discriminate against the formation of iron-based cyanide 
compounds, which are not a reliable indicator of the presence of cyanide, and 
that thus his experiment was seriously flawed.” [Emph. added] 


Excuse me? Cyanide compounds do not indicate the presence of cyanide? Not 
even Green has ever made such a nonsensical statement. In fact, Green’s and, 
by extension, Markiewicz’s position is that iron-based cyanide compounds are 
not a reliable indicator of past homicidal gassings. 

Any attempt to get this utterly nonsensical statement corrected or at least 
amended failed, as such changes were reverted only minutes later.** 

But even if the correction were accepted, this wouldn’t change the fact that 
Wikipedia circulates here nothing more than the Krakow untruth, backed by 
Green et al., that iron-based cyanides have to be excluded from the analysis of 
wall samples. Wikipedia rubberstamps this, and so a lie becomes encyclopedic 
“truth.” It goes without saying that any attempt to get the facts about this 
swindle included in this Wikipedia entry is doomed to failure. 

For years, any attempt to get even an innocuous reference to my expert re- 
port added failed, as it was deleted by the censors at Wikipedia almost instant- 
ly.*** Not even a bibliographic listing of an earlier edition of the present study 
was tolerated. The reason given for this censorship was that I and the places 
where my works are published have a bad reputation, whereas my slanderers 
have not. And disreputable sources are subject to deletion. It’s Wikipedia’s 
“quality” control policy. Never mind that this “disreputable source” — the pre- 
sent expert report — is the main reason for this very entry to begin with. You 
people out there are allowed to read about it (from its opponents), but you are 
not allowed to read the thing itself. 

A brief reference which points to my first, 1998 paper addressing some of 
Green’s deliberations was added in July of 2012 and was tolerated for almost 
two years,** but when someone added a note about my second response to 
Green, everything was deleted again on May 9, 2014.**° 


383 http://en.wikipedia.org/w/index.php?title=Germar_Rudolf&diff=next&oldid=588206495; then 
again: reversion reverted at 10:47 on Jan. 2, 2014, nixed not even three hours later: 
...&oldid=588796541 

384 Tn the entry’s revision history, see the changes of Sept. 17, 2009 (10:51), reverted 91 
minutes later, and of May 22, 2010 (17:08), undone 74 minutes later; similar in 2013: a link 
to my report was added by one user at 11:35am on 17 April 2013 and removed at 3pm that 
same day (...oldid=550791896). This dance was repeated over the next days: re-entry at 
2:15am, deletion at 5:49am, re-entry at 9:21pm, deletion at 12:30pm the next day, re-entry at 
4:26am the following day, deleted at 5:47am by some other editor. On Oct. 29, 2016, my re- 
port was listed with a link under External links! 

385 |. &oldid=503023941. 

386 |. &oldid=607753420. 
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Figure 169: Disinfestation wing of Building 5b, southern wall, with some staining at 
the corner. (© C. Mattogno 1991) 


8.4.6. Anticipated Values 


The only case of the formation of Iron Blue through fumigation with hydrogen 
cyanide, which is fairly well documented, is the case of damage to churches in 
Upper Franconia as cited earlier (G. Zimmermann 1981, pp. 120f.). Even to- 
day, buildings are fumigated with hydrogen cyanide, yet Iron Blue is rarely 
formed. The reason for this, however, is quite obvious. Fumigation with hy- 
drogen cyanide is used to kill vermin, such as woodworm, meal moths, corn 
beetles, or lice. However, a massive case of vermin infestation requiring the 
use of hydrogen cyanide occurs, in practice, only in buildings which have 
already been in use for relatively long periods of time, i.e., many years. It is 
therefore to be expected that the interior plaster of such buildings has long 
since become thoroughly carbonated. Furthermore, the rooms to be fumigated 
are, as a rule, heated in order to enhance the effectiveness of the hydrogen 
cyanide (faster evaporation, slower adsorption losses, stimulated metabolism 
of vermin). Since it is not to be expected, according to the findings presented 
here, that a perceptible accumulation of cyanides, let alone the formation of 
Iron Blue, would occur after only one fumigation in warm, dry, and chemical- 
ly set wall materials, one cannot be surprised that such building damage is the 
exception rather than the rule. 
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The disfiguration of the churches quoted (G. Zimmermann 1981, pp. 120f. 
as well as Note 16, p. 28) are typical exceptions, since these unheated church- 
es, notorious for their humid walls, had been freshly plastered only a few 
weeks earlier with cement mortar, which is known to remain alkaline for 
many months. These are exactly the conditions which in this study have been 
demonstrated to be favorable to the formation of Iron Blue. With increasing 
setting of the cement plaster over the course of months, the pH of the masonry 
in the churches finally dropped, so that the final reaction led to the formation 
of long-term-stable Iron Blue. This final reaction of the adsorbed cyanide into 
Iron Blue was only completed after approximately two years. The prior stage 
of this reaction, the formation of considerably paler iron cyanides, could al- 
ready have been completed or well progressed prior to this.**’ 

A comparison with the probable conditions of the disinfestation chambers 
and alleged homicidal gas chambers of the Third Reich is quite informative 
(see Table 40). It can be rightfully assumed that both installations (assuming 
the existence of the homicidal gas chambers) were put into use more or less 
immediately after their construction, i.e., at a time when the concrete, mortar 
and plaster were still not entirely set. In addition, they were in near-constant 
use for one to two years. 

That the entire plaster job on the walls of the churches referred to above 
turned blue even after only one fumigation is explained by the especially 
(un)favorable circumstances. The alleged “gas chambers” of Crematoria II and 
II in Birkenau show a striking similarity to this case. These cool and moist 
cellar rooms were only completed shortly before they were put into service 
and are then said to have been exposed to hydrogen cyanide on a regular ba- 
sis, quite in contrast to the church mentioned above, which was only fumigat- 
ed once. 

The other major difference between the two cases is that only the normal 
atmospheric CO2 concentration was present in the churches, whereas homici- 
dal “gas chambers” would have had an elevated COz level for the duration of 
the entire procedure (from the entrance of the victims to the ventilation of the 
chamber). The exact influence this would have had, if any, is not known. Test- 
ing this has always been beyond my own reach, as I could not afford the 
equipment to do experiments with added CO2. This is a task for future re- 
search. 

Finally, the interesting question of which analytical values were really to 
be expected, if the reported mass gassings with Zyklon B really occurred in 
the “gas chambers” at Auschwitz, will now be examined within what is possi- 
ble. 


387 Incidentally, all the plaster in the church at Wiesenfeld had be to knocked off the walls and 
replaced, since there was no other way to get rid of the Iron Blue. Communication from 
Konrad Fischer, head architect during the renovation of the church at that time. 
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Table 40: Comparison among cases of building disfigurement, morgue and 
disinfestation chamber 


PROPERTY 


Tron Content 


_Type of plaster 


Moisture 


Time elapsed 
between plastering 
and fumigation 


Number of fumi- 
gations 


CO) content 
Proof of cyanide 


PLASTERING OF 
CHURCHES 
> 1 Weight-% 


Lime + Cement 


Moderately high (hydro- 
phobic plaster, cool, 
moist church) 


A few weeks 


low 


CREMATORIUM I/II 
Morcue #1 
1-2 Weight-% 

Cement (+lime?) 


High (unheated cellar 
below groundwater level, 
condensing sweat*) 


Between a few weeks and 
three months* 


Allegedly = 400*, in each 
case at least one hour 


Negative 


DISINFESTATION 
BW5a/B 
0.5-5 Weight-% 


Moderate (exterior wall) to 
low (interior room) (heated 


Probably < 400, in each 
case many hours 


Clear (0.1-1 weight-%) 


* = assuming the correctness of the alleged mass-gassing scenarios 


First, consideration will be limited to Morgues #1 of Crematoria HI and HI, 
because sufficient data are only available for these buildings and because it is 
only here that meaningful samples can be taken, since it is certain that the 


material is in its original condition. 


As a comparative value, let us take two of the samples taken by myself 
from the interior wall of Building 5a: Samples 12 and 13, with total cyanide 
concentrations of 2,900 and 3,000 mg/kg, respectively. 

The following is a list of individual properties which exert an influence 
upon the formation of Iron Blue. 
1. Properties which were approximately the same in both installations: 


— The (alleged) operating time (approximately 1 year). 
— The (alleged) frequency of use (a few hundred times), 


388 


389 even if a docu- 


ment quoted in Paragraph 5.2.3.5. states that shortly after the putting into 
operation of these hydrogen-cyanide-disinfestation chambers, a decision 
was made to stop using them, see p. 81. It may therefore well be that the 
cyanide residues to be found in these disinfestation chambers today result 
from considerably fewer fumigations. 
— The (necessary) application concentration (see Sections 7.1. and 7.3.1.3). 
— Both installations were (allegedly) put into operation more or less imme- 


diately after completion. 


390 


388 With regard to the homicidal gas chambers, the period between March 1943 and the fall of 
1944 is “attested to.” Building 5a was completed in the fall of 1942 (RGVA, 502-1-214; ac- 
cording to 502-1-22-19, it was already completed by June 20, 1942), but converted to oper- 
ate with hot air in the summer of 1943 (Pressac 1989, pp. 55-58; acc. to RGVA, 502-1-24, 
equipment of BW 5a/b with hot-air disinfestation facility started on Nov. 1, 1942). 

389 For the homicidal “gas chambers,” this follows from the alleged victim totals of several 
hundred thousand victims per chamber; for the delousing installations, this follows from the 
maximum number of days available in % of a year (approximately 270 days). 

390 Crematorium IT was completed in February/March 1943, after which the gassings are alleged 
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2. Properties that were conducive to the formation of Iron Blue in the disin- 
festation chamber: 

— The durations of the fumigation times led, in the disinfestation chamber, 
to a concentration of cyanide in the masonry between 16% and 30% of 
saturation; in the case of the homicidal “gas chambers,” however, only 
values of between 1.6% and 8% were reached (factor: 2-19; see Para- 
graphs 7.3.2.2.f., particularly Table 22, p. 285). 

3. Properties which were conducive to the formation of Iron Blue in the hom- 
icidal “gas chambers”: 

— The morgues possessed cool, moist walls, which have a higher tendency, 
higher by a factor of 8, to adsorb hydrogen cyanide than the warm, dry 
interior walls of the disinfestation chamber under consideration (factor: 
8; see Subsections 6.5.1., 6.5.3., 6.7.2.f.). 

— Ceilings and walls of the morgue were made with cement mortar and/or 
concrete, which, due to their longer-lasting alkaline properties and due to 
their greater specific inner surface area, are able to adsorb and bind hy- 
drogen cyanide for a longer time and more strongly than the cement-poor 
mortar and plaster of the disinfestation wing under consideration. Quanti- 
fication in this regard is difficult, but a factor in excess of two may be as- 
sumed (factor: 2; see Subsections 6.5.2., 6.7.2.f.). 

4. Property with an unknown influence: 

— CO content: whereas the disinfestation chambers will have had a normal 
atmospheric concentration (0.33% at that time), the level will have been 
considerably above that in the morgues as soon as the victims assembled 
inside and until the room was ventilated. As discussed in Subsection 
6.5.6, the effect of CO2 on the formation of long-term stable cyanide 
compounds is not clear. Whereas a high COz2 content does lead to a fast 
carbonation and thus neutralization of lime mortar, rendering it chemical- 
ly less active, this is not the case for cement mortar, the material used in 
the underground morgue. This material is carbonated only very slowly, 
hence it retains its activity to bind HCN for a longer period of time. 

According to these considerations, and leaving aside the yet-unknown influ- 
ence of CO», the known factors indicate that rather more iron cyanide would 
have had to form in the homicidal “gas chambers” than on the interior walls of 
the disinfestation chamber in question: 
8:2 
2 to 19 


~0.8 to 8 (24) 


to have begun in mid-March or the end of March. With relation to the delousing installa- 
tions, we have no data, but one may assume that the building was used as soon as it was 
completed, even if it must be expected that the delousing chambers could not be used for a 
while, since, for delousing, it was necessary first to install all the equipment after completion 
of the building, i.e., undressing rooms, showers, saunas, heating, etc. The same applies, of 
course, to the crematoria/morgues. 
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In actual fact, however, the homicidal gas chambers contain such low cyanide 
concentrations that they are neither capable of reproducible detection nor of 
adequate interpretation: The actual detected values are in any case at least 
some 150 to 10,000 times lower than those detectable in the walls of the disin- 
festation chambers, or, if using the values established in Subsection 8.3.6, 
there is a two-thousandfold differential between the two. It seems unlikely that 
CO: could be the reason for such drastic differences. 

Or in plain English: When analyzing wall samples from the alleged “gas 
chambers” of Crematoria II and III, we ought to expect results which are in 
the same order of magnitude as the results of samples taken from the walls of 
the disinfestation chambers of BWe 5a and 5b. What we do find in those “gas- 
chamber” samples, however, is practically nothing. Unless, of course, it turns 
out that CO2 really has a dramatic effect in reducing the reactivity of cement 
mortar to bind cyanides irreversibly. 


8.4.7. Limits of the Chemical Method 


One tendency of orthodox historiography is to modify the boundary condi- 
tions for the claimed homicidal mass gassings, even if this stands in shattering 
contradiction to witness statements or the given technical conditions. 

Whereas it used to be the rule for testimonies to allege daily, or even con- 
tinuous, gassings,*! today it is occasionally assumed, as a result of the drastic 
reduction in the number of victims to a maximum of 630,000, (Pressac 1993, 
p. 147) 470,000 to 550,000 (Pressac 1994, p. 202), or even 356,000 gassing 
victims (Meyer 2002), that there were considerably fewer homicidal gassings 
per “gas chamber” than hitherto believed. Meyer has even posited that none of 
alleged homicidal gas chambers in Crematoria I through V were ever used as 
such, and that only the technically utterly unsuited bunkers were employed for 
gas murder (ibid.). In private conversations, he went even so far as to say that 
there were no gas chambers at Auschwitz at all (see Rudolf 2016a, p. 362). It 
goes without saying that under such circumstances any chemical or technical 
investigations of the crematoria ruins become moot. 

There is furthermore a tendency towards a strong reduction in the quantity 
of hydrogen cyanide allegedly used in contrast to the quantities alleged or 
implied by the witnesses (Bailer 1991, Wegner 1990, Wellers 1991). 

There is much unfounded fantasizing as to the existence of any ominous 
Zyklon-B-introduction devices, which would have permitted the toxic gas to 
be released through holes in the ceiling into the chamber — holes which, unfor- 
tunately, did not and do not exist — and to be removed again following conclu- 
sion of the gassings.*° 


39! According, for example to the testimony of M. Buki in the Frankfurt Auschwitz Trial; see 
Langbein 1965, p. 96. 
392 Pressac (1989, 1993) and van Pelt (1999, 2002) are true masters in the composition of such 
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Furthermore, the opinion is occasionally expressed that the homicidal gas 
chamber was hosed down with water after every gassing. This assertion for- 
gets that it would have taken many hours before the “gas chamber” could have 
been cleared of bodies (they had to be cremated, which is time-consuming and 
lasts many days, after all), that the hydrogen cyanide does not merely sit on 
the surface of the wall, but rather, due to its extremely high diffusion capacity, 
penetrates deeply into the wall within a few hours, and that a water hose 
would be of no assistance in this regard, quite apart from the fact that such an 
action would have had the effect of causing the consequently wet walls to 
adsorb even more hydrogen cyanide during the next hypothetical gassing. In 
addition, the samples taken from the ceiling, which was certainly not hosed 
down, likewise show no reproducible cyanide concentrations. 

Yet there are also physical-chemical boundary conditions which could in- 
fluence the analytical results. It is, for example, not inconceivable that, for 
whatever reason remaining unknown at the present time, the masonry of the 
alleged “gas chambers” was not, or was only slightly, inclined to the for- 
mation of Iron Blue, or that possible residues were destroyed for unknown 
reasons. CO> could be one such compound not factored in so far. 

The assumptions made in relation to the boundary conditions relating to 
hypothetical homicidal gassings are naturally subject to particular reserva- 
tions, since no empirical data are available in this regard. Thus, the question of 
how quickly the hydrogen cyanide contained in Zyklon B could spread out in 
hypothetical “gas chambers” and how quickly it could have caused the death 
of all victims cannot be answered with absolute certainty. The assumptions 
made here are, of course, generally well-founded, but are not infallible. 

All of the above makes prediction with certainty of the quantities of cya- 
nide which one might have expected to find in the masonry of the alleged “gas 
chambers” impossible. The anticipated cyanide values indicated above and the 
subsequently following, summarized conclusions are therefore only the well- 
founded conclusions of an expert; under no circumstances do they constitute 
confirmed truth. An extensive series of tests, for which neither the time, nor 
the equipment, nor the money are available to me, would have been necessary 
under the most-varied conditions for a better prediction of the expected values. 
In view of the importance of the topic, it would perhaps have been proper, 
after so many decades have passed since the end of World War II, for some 
renowned institute to begin with such investigations at long last. 

Matters are different, however, when coming to conclusions based upon 
architectural and engineering questions. Because the structural framework of 
some of the buildings under discussion has remained in its original condition, 
and due to the extensive documentation available about them, we are able to 


inventions. The court historians either fail to notice or deliberately ignore the fact that these 
fairy tales are not based upon documents or physical reality. 


361 Germar Rudolf : The Chemistry of Auschwitz 


atrive at concrete statements. This is especially true regarding the absence of 
alleged Zyklon-B-introduction holes in Crematoria I, II, and II, as well as 
regarding the fact that the wall openings in the annexes of Crematoria IV and 
V, which supposedly served for the introduction of Zyklon B, were occluded 
with iron bars. 
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9. Conclusions 


9.1. Overview 


Even according to the statements of pharmacist Jean-Claude Pressac, who, in 
the late 1980s and early 1990s, was promoted as the technical Auschwitz ex- 
pert, witness testimonies relating to the design of the facilities and their capac- 
ity are, almost without exception, untenable. But even the corrections to the 
testimonies which Pressac considered necessary do not go far enough to make 
them credible. In particular, the testimonies relating to the durations of execu- 
tions in the “gas chambers” (Morgue #1) of Crematoria II and III, as well as 
the ventilation times after the executions go completely awry. This is because 
of the over-estimation of the evaporation rate of hydrogen cyanide from the 
carrier of Zyklon B, false perceptions about the speed with which humans 
succumb to gaseous hydrogen cyanide, as well as incorrect concepts of how 
swiftly these rooms could be ventilated. If the direct and indirect witness tes- 
timonies relating to the quantities of Zyklon B used and at least approximately 
relating to the rapidity of the execution procedure are to be accepted, then they 
are frequently incompatible with testimonies, sometimes of the same witness- 
es, that the victims’ corpses were removed from the “gas chambers” immedi- 
ately after the executions and without gas masks and protective garments. This 
is particularly true for those alleged “gas chambers” without ventilation instal- 
lations (Crematoria IV and (until early 1944) V and Bunkers 1 and 2), since 
working in poorly ventilated “gas chambers” with high concentrations of poi- 
son gas is impossible without gas masks and protective garments. The extreme 
danger of corpses contaminated with HCN to the sweating workers of the 
Sonderkommando, who are supposed to have worked without protective gar- 
ments, makes the witnesses even les trustworthy. The witness accounts are 
therefore completely contradictory, illogical, contrary to the laws of nature, 
and therefore incredible. The witnesses engage in particular contortions when 
it comes to cremations in furnaces or outdoors (amounts and kinds of fuel 
used, speed of cremation, development of flames and smoke), which further- 
more fail to accord with the analyses of aerial photography. 

Even in Pressac’s judgment, the alleged installations for the mass murder 
of human beings were not only impractical for their purpose, but designed in a 
nonsensical way to the point of being unsuitable as instruments of mass ex- 
termination. Considering the actual technical requirements, the impression 
remains of the total inadequacy of the installations in question — which were 
deficient to the point of uselessness — in gross contradiction to the technically 
advanced disinfestation chambers in the immediate vicinity. The facts set forth 
here with relation to Zyklon-B-introduction shafts or pillars through the ceil- 
ings of the “gas chambers” (Morgue #1) of Crematoria I to III strengthen the 
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suspicion of subsequent manipulations almost to a certainty. The fact, finally, 
that the wall openings of Crematoria IV and V, through which the Zyklon B is 
said to have been dumped, makes the conclusion inescapable that none of 
these rooms of Crematoria I through V could ever have been used as a homi- 
cidal gas chamber: It was simply impossible to introduce any poison gas in the 
manner described by the witnesses. 

Due to the well-documented long-term resistance of the Iron Blue pigment 
under the conditions prevailing in the present context, the slight cyanide traces 
in alleged homicidal “gas chambers,” which are detectable in places but are 
not reproducible, cannot be leftovers of a disintegration process, since even on 
the weathered exterior side of the disinfestation wing large quantities of cya- 
nide can be found even today. Towards the end of the operating period of the 
installations, therefore, the cyanide content must have been present in the 
same order of magnitude as it was when the samples were taken for the pre- 
sent study, as well as in the areas which were never exposed to weathering. 
But the cyanide-content values of protected areas in the alleged homicidal 
“gas chambers” are just as low as in places exposed to weathering. Weather- 
ing has, therefore, not actually diminished these slight traces to any considera- 
ble degree. 

The low cyanide-content values cannot be explained by fumigation of the 
premises for vermin, as postulated by Leuchter, since such fumigation would 
probably have left greater quantities of cyanide in the moist basement rooms 
of Crematoria II and IT. 

The cyanide-content values of the alleged homicidal “gas chambers” lie in 
the same order of magnitude as the results, among others, of the samples taken 
by myself and others from other structures where no gassings are claimed to 
have happened (subsequently added partition walls of hot-air-disinfestation 
Building 5a, inmate barracks, the washroom of Crematorium I, Morgue #2 of 
Crematorium IT). These values, however, lie so near the detection limit that no 
clear significance can be attributed to them, most importantly due to their lack 
of reproducibility. It can moreover not be excluded that minute detected 
amounts are caused by natural occurrences or by air pollution (car exhaust 
gases, coal and steel industry in Upper Silesia). From the above, one can safe- 
ly conclude that no cyanide residues capable of interpretation can be found in 
the walls of the alleged homicidal “gas chambers.” 

It was further possible to show that, under the conditions of the mass gas- 
sings as reported by witnesses in the alleged “gas chambers” of Crematoria II 
to V, cyanide residues would have been found in similar quantities, coloring 
the walls blue, as they can be found in the disinfestation wings of Buildings 
5a/b. Since no significant quantities of cyanide were found in the alleged hom- 
icidal “gas chamber,” one must conclude that these installations were exposed 
to similar conditions to the above-mentioned other installations (hot-air disin- 
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festation, inmate barracks, washroom of Crematorium I), i.e., that they most 
likely were never exposed to any hydrogen cyanide. 


9.2. On Chemistry 


The investigation of the formation and stability of cyanide traces in mason- 
ry of the indicated structures as well as interpretation of the analytic results of 
samples of building material from these structures in Auschwitz show: 

1. Cyanide reacting in masonry to produce Iron Blue is stable over periods of 
many centuries. It disintegrates on the same time scale as the masonry it- 
self. Therefore, traces of cyanide should be detectable today in almost- 
undiminished concentrations, regardless of the effects of weather. The out- 
er walls of the delousing chambers in BWe 5a/b in Birkenau, which are 
deep blue and contain high concentrations of cyanide, are evidence of this. 

2. Under the physically possible conditions of the mass gassing of humans 
with hydrogen cyanide, traces of cyanide ought to be found in a similar or- 
der of magnitude in the rooms in question as they are found in the disinfes- 
tation facilities, and the resulting blue discoloration of the walls should 
likewise be present. 

3. In the walls of the supposed “gas chambers” the concentrations of cyanide 
remnants are no higher than in any other building taken at random. 

Hence, the mass gassings with hydrogen cyanide (Zyklon B) in the supposed 

homicidal gas chambers of Auschwitz cannot have taken place as claimed by 

witnesses. 


9.3. On Construction Technology 


The investigation of the practical and technical procedures during the claimed 
mass gassings in the indicated rooms as claimed by witnesses and their chem- 
ical and physical analysis showed: 

1. The extensive documentation on the Auschwitz Camp does not contain a 
single reference to execution “gas chambers”; rather it refutes such suspi- 
cions. 

2. The supposed main gas chambers of Auschwitz, the morgue hall of the 
crematorium in the Main Camp, Morgues #1 (“gas chambers”) of Cremato- 
ria II and III, as well as the rooms in the annexes of Crematoria IV and V, 
did not have any means for the introduction of poison gas pellets in the 
manner attested to by the witnesses. 

3. The release of lethal quantities of hydrogen cyanide from the Zyklon-B 
carrier requires many multiples of the asserted execution times. 
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4. Providing the necessary ventilation for the supposed “gas chambers” of 
Crematoria II and III would have taken many hours, contrary to all witness 
testimony. 

5. It was not possible to effectively ventilate the supposed “gas chambers” of 
Crematoria IV or V (until early 1944) as well as of Bunkers 1 and 2. The 
corpses could not have been removed from the rooms and carried away by 
the Sonderkommando without protective garments and the use of gas 
masks with special filters. 

Hence, the procedures of mass gassing as attested to by witnesses during their 

interrogation before various courts of law, as cited in judicial rulings, and as 

described in scientific and literary publications, in any building of Auschwitz 
whatsoever, are inconsistent with documentary evidence, technical impera- 
tives, and natural scientific law. 


ar Rudolf, Ceft#ied Chemist, in exile, on February 4, 2017 


Of course, I may be wrong. There are many loose ends to this inquiry, some of 
which I have addressed throughout this study. Let me, therefore, close this 
report with a list of issues needing to be addressed by independent scientists 
whose minds are open enough to let the die fall wherever it falls. 
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10. Research Desiderata 


10.1. Point of Departure 


The facts assembled and explained in the present work, and even more so the 
conclusions drawn in it, are highly controversial. They are presented by a sin- 
gle scholar whose research stands in opposition not only to a vast body of 
mainstream research, but also to the laws of many Western countries. If they 
are to be taken seriously and accepted as dispositive, they need to be critically 
analyzed by leading investigators in the fields of analytical and forensic chem- 
istry, of civil engineering and architecture. They need to either verify and cor- 
roborate my results, or they need to show its shortcomings and flaws, or pre- 
sent an honest mixture of the two. 

My research is not unassailable. No research is. Yet in order to make any 
progress in this matter, an open debate about it is necessary, and further re- 
search needs to be done. Threatening me and anyone else arguing along simi- 
lar lines with prosecution will not avail the attainment of truth. It would mere- 
ly show that those who are afraid to lose the debate have no other option left 
than to resort to government-enforced censorship and violence. 

I, on the other hand, suggest that my research be only the entree to a con- 
certed, international effort to explore the matter with the depth and thorough- 
ness it deserves. I therefore present here a list of research desiderata as a start- 
ing point for the international community of scholars interested in determining 
the truth. 


10.2. Forensic Archeology 


If an airliner crashes, it is standard procedure to recover as many pieces of 
debris as possible and to reassemble the plane in an attempt to verify the cause 
of the crash. After all, this is about the life and safety of thousands of passen- 
gers traveling on similar planes. 

Morgue #1 of Crematorium II, the location where as many as 400,000 peo- 
ple are said to have died, deserves at least the same attention. Already after the 
occupation of the Auschwitz Camp by Soviet forces, when witnesses told their 
liberators about the crimes allegedly committed against them, an international 
commission of forensic experts should have been formed with the task to sub- 
ject the ruins of all Auschwitz crematoria, but in particular Morgue #1 of 
Crematorium IJ, to the scrutiny they deserved. The entire Morgue #1 should 
have been excavated. Each fragment of the roof should have been meticulous- 
ly documented as to where, and in which condition and position it was found. 
The whole roof should have been put together like a big puzzle — in search of 
the claimed introduction holes and the anchor points of Kula’s Zyklon-B- 
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introduction columns. In addition, the floor of that room should have been 
completely exposed, freed from roof fragments, rubble and dirt, to determine 
whether it contained any anchor points of the legendary columns. The same 
should have been done with the floor of Morgue #1 of Crematorium II, 
whose collapsed and heavily fragmented roof is easier to remove than that of 
Crematorium II. 

Ever since these buildings were blown up toward the end of the war, the 
ruins have been crumbling, and the evidence keeps deteriorating, quite aside 
from whatever covert tampering they may have been subject to. Time is run- 
ning out. It becomes increasingly questionable whether much can still be 
learned from the condition of the roof today or in years and decades to come. 
Undocumented manipulations are not limited to the two holes chiseled 
through the roof after the war, apparently by the Polish research team prepar- 
ing show trials against German defendants, but later activities also compro- 
mised the evidence. Pressac reports an excavation in the 1960s during which a 
trench was dug around the walls of Morgue #1 of Crematorium II. He shows 
some pictures of that event, which most certainly did not contribute to stabiliz- 
ing the ruins (Pressac 1989, pp. 264f.). That activity seems to have remained 
undocumented as well. At the time of the 2000 London trial of Irving v. Lip- 
stadt, a team of researchers backed by the Auschwitz Museum looked for the 
first time for the claimed Zyklon-B-introduction holes in the roof of Morgue 
#1 of Crematorium II, as Irving was informed informally at that time (see p. 
147), but that activity seems to have remained undocumented as well. This, 
too, might have accelerated the deterioration of evidence, if it did not also 
include outright tampering with it. 

Since the massive concrete floors of Morgues #1 of both Crematorium II 
and III are unlikely to deteriorate much (they are 40 cm thick; see Pressac 
1989, p. 323), except for minor cracks and fractures, that research can proba- 
bly be done for decades to come, so it can wait until a time when such re- 
search is politically acceptable. 


10.3. Forensic Analytical Chemistry 


Since carbonates are a main component of concrete, mortar and plaster sam- 
ples, the influence of carbonates as a main component on analytic results of 
the methods used needs to be determined with accuracy and reliability, or else 
a method needs to be found which is insensitive to large amounts of car- 
bonates. 

The actual detection limit of the analytical method used for solid-state 
samples needs to be determined, because the limits given in the literature were 
determined for aqueous solutions. 
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A new set of core samples should be taken reaching all the way through the 
walls of the Zyklon-B-disinfestation chambers of BWe S5a&b, as well as 
through the walls and the roof of Morgues #1 and #2 of Crematoria II & III. 
The same should be done with the hydrogen cyanide disinfestation chambers 
at the Auschwitz Main Camp, the Majdanek and Stutthof Camps, some of 
which are claimed to also have been used for homicidal gassings. This would 
allow the determination of depth profiles, and would give answers as to the 
depth to which gaseous hydrogen cyanide penetrated the walls and was left as 
long-term-stable deposits. It also addresses claims as to the use of blue wall 
paint or other scenarios to explain Iron-Blue staining on and inside of walls. 

When I took my samples in 1991, I neither had suitable tools to take core 
samples, nor would it have been ethical to undertake such major, invasive 
sampling without the permission of the relevant authorities. Such a permission 
would doubtlessly only be granted to scholars held in high regard by the 
Polish authorities, that is to say, to established mainstream scholars unsuspi- 
cious of iconoclastic views. I cordially invite these scholars to consider getting 
involved in such a research project, and I ask all those who would like to 
sponsor it to get in touch as well. 

The detection of cyanides in future forensic samples and in samples from 
gas-exposure experiments should be split into two sets: one for non- 
complexed cyanides (using mildly acidic processing at pH 4), and one for 
acid-resistant complexed cyanides (using strongly acidic processing similar to 
current methods to determine total cyanide contents; see Meeussen/Tem- 
minghoff et al. 1989 for one way of doing it.). This allows for the determina- 
tion of the speed with which complex iron cyanides develop (during experi- 
ments) and deteriorate (during experiments and in forensic samples). 

Experiments determining the mechanism and speed of the formation of 
complex iron cyanides in various relevant masonry materials should be con- 
ducted. In particular, the influence of different partial pressures of CO2 in the 
atmosphere (e.g. 0.04% to 10%) on the accumulation of cyanides (simple and 
complex) in masonry exposed to gaseous HCN should be determined. 
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Censorship 
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DR. CLAUDIA GUDERIAN 
Hamburg, September 20, 2017 


Dear Mr. Rudolf, 


As a member of the BPjM, I held your book “The Chemistry of Auschwitz” in 
my hands for the first time last Tuesday. I have recently become a member of 
the so-called tripartite committee, which is supposed to ban “obvious” con- 
tent. Your book was an attachment in a file that was preceded by the expert 
opinion prepared in-house. Since I was alone in the room for two hours, I got 
riveted by reading your book and was fascinated by your scientific ethos, your 
scientific approach and the analogies to American methods of execution. I 
would have liked to have read more, and I took the order card from the book 
and took photos of the pages with the table of contents. Then the ladies of the 
BPjM came in and asked whether I had already signed [the banning order]. I 
said I couldn’t possibly go through a 250-page book in two hours, and wheth- 
er I could take it home. The answer: “We never do that. And besides, the book 
has already been read. The report is already on hand.” 

I said, “If I’m really going to examine something here and not be a mere sig- 
nature puppet, I would like to know exactly what I am asked to ban here,” 
already realizing that this would probably be my last meeting as a member of 
the tripartite committee and within the BPjM. I then became increasingly per- 
sistent until Mrs. Hannak-Meinke, the new head of the Federal Monitoring 
Agency, finally sat down with me herself and menacingly argued that Germer 


393 Reproductions of Dr. Guderian’s letter and of the censorship decision by the German author- 
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[sic] Rudolf had already been refuted. 

“Yes, where?” I said. “Can I read this?” 

“No, we don’t have that here right now.” 

“To me, the book seems to be very interesting, and I have never read anything 
about this problem. After all, everything is banned.” 

“Listen: Germer Rudolf is a Holocaust denier, and that’s a criminal offense. 
He is already a convicted offender...” 

“Yes, but according to what I have read, he is no windbag, and he isn’t politi- 
cally motivated either, but instead he looks at the context as a chemist, and in 
fact, a lot seems incredible to me, for example the fact that 1,000 people are 
said to have been crammed into this narrow space.” 

She reacted by becoming more and more threatening, increasingly losing her 
objectivity, and she didn’t want to hear any arguments anymore, similar to 
what you described happened at the Max Planck Institute. At this point it fi- 
nally became perfectly clear to me that they just want to gag you, just like 
many other arguments that I am still very familiar with from oral anecdotes 
from 50, 55 years ago, which are banned as soon as they are available in print. 
(Like the death toll of the air raid on Dresden, which was still given as 
350,000 during the 1960s, but is now said to be 25,000.) 

I then decided to sign the banning order so that I would not completely lose 
the opportunity to gain an insight into the workings of the Federal Monitoring 
Agency, but at the same time I decided to contact you and inform you how 
they are operating in Bonn. I would also like to ask you to send the book to 
the contact address of my friend [name deleted] that I specified on the order 
card. In spite of it all, I would be happy to keep in touch with you and to en- 
courage you to continue your intrepid work. 


Best Regards 


Claudia Guderian 
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AGK Archiwum Gtownej Komisji Badania Zbrodni Przeciwko Narodowi Pol- 
skiemu Instytutu Pamieci Narodowej (Archives of the Central Commission 
for the Investigation of the Crimes against the Polish People — National 
Memorial), Warsaw 

APMO — Archiwum Panstwowego Muzeum w Oswiecimiu (Archives of the State 
Museum of Oswiecim) 

DIN Deutsches Institut fiir Normung (German Institute for Standardization) 
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GARF — Gosudarstwenny Archiv Rossiskoy Federatsii Nationalarchive der 
Russischen Féderation (National Archive of the Russian Federation, Mos- 
cow) 
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12.2. Excerpts from Statements by Horst Fischer 


The documents reproduced below originate from an attachment to the protocol 
of the expert testimony given by the Viennese professor for contemporary 
history Dr. Gerhard Jagschitz during the 3rd to 5th sessions of the penal trial 
against Gerd Honsik (April 29, April 3 and May 4, 1992, ref. 20e Vr 14184 
and Hv 5720/90, District Court Vienna, Austria). Honsik’s defense lawyer Dr. 
Herbert Schaller had the courtesy to give me a photocopy of the protocol. 
Jagschitz did not reveal where he found these documents, but in his disserta- 
tion about the show trial against Fischer, Dirks cites several other interroga- 
tion protocols and personal statements by Fischer from the same period. We 
may therefore assume that the documents reproduced here are located in the 
same or closely related archival files (Dirks, passim, cites the German Bun- 
desarchiv Berlin, DP3 IA — 3/66; and the Bundesbeauftragten fiir die Unterla- 
gen des Staatssicherheitsdienstes der ehemaligen DDR, ZUV 84, HA Vols. 5, 
7f.; GA Vols. 1f., 6, 8). 
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Fischer’s statements contain a number of peculiarities which are worth a 
closer look and a few remarks. First of all, he evidently knew only about one 
farmhouse used as a gas chamber, although during the time period mentioned 
by Fischer (late 1942/early 1943), two of them are said to have existed (Bun- 
kers 1 and 2). Furthermore, his use of the term “Sauna” to describe the build- 
ing at issue deviates from the usual witness statements. Interestingly, close to 
the location at Birkenau where Bunker 1 is said to have been, a disinfestation 
facility and sauna for the guard detail was installed in late 1942 in an existing 
building (maybe even a farmhouse; see Mattogno 2016), pp. 204f.). 

His claims about the amount of Zyklon B used — each time only one can of 
2 kg — as well as his claim that there was only one gas chamber in that farm- 
house (he always uses the singular) contradicts the orthodox version based on 
witness testimony, according to which both bunkers had several gas chambers 
which were used simultaneously, which would have required the introduction 
of Zyklon B into each room, so that one can would not have been enough. 

Just as erroneous is Fischer’s claim that the inmates could have started 
dragging out the corpses after only 15 minutes of natural ventilation. 

Finally, his flawed description of the alleged homicidal gas chamber in 
Crematorium II, which he calls Crematorium I (as was common practice dur- 
ing the war) — 10m: 10m with two opposite doors rather than 7m - 30m 
with only one door — may simply be attributed to his flawed recollections. His 
claim, however, that the victims became unconscious in the gas chamber with- 
in seconds after Zyklon B had be thrown in is absolutely impossible, just like 
his claim that after only a few seconds the victims had a hard time breathing 
(Dirks 2006, p. 109). However, such erroneous views about the speed with 
which Zyklon B operates reminds us of Nyiszli’s claims that the poison gas 
filled the room “within a few seconds.” 

In a similar vein is a statement made by Fischer during an interrogation on 
Dec. 1, 1965. According to this, the SS garrison physician Dr. Eduard Wirths 
allegedly explained to him the chemical properties of the gas which “instantly 
changes into the gaseous state as soon as it gets in contact with oxygen” 
(Dirks 2006, p. 101). Wirths would never have stated such nonsense. 

All of this suggests that Fischer’s statements are a convoluted mixture of 
what he experienced himself but remembers improperly, and of what he heard 
and read elsewhere. Some of it might even be completely made up out of thin 
air in order to satisfy the merciless expectations of his prosecutors and future 
executioners, for at the end Fischer was sentenced to death and decapitated. 
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1965 
Beginn: €.30 / 14.00 Uhx 
Ende: 13.00 17.00 Uhr 
4 Expl./ -7, Ausf. /Sz 


hmungsprovokoll 


des: Beschuldigten 


wohnhafs: éeni Latewall 183 


Frage: Wie haben Sie an Vernichtungen von 
lingen in der als "Sauna" getarnten Gaskammer in Bivkenau 
igenommen? , : . 

habe erstmalig mit dem SS-Standox 
arzt, 55-Sturmbannfii WIRTHS, einex™ Vernix tung GE Es 
durch opmeaetiet B" inde 5 Hoveabenfiintong’ Degember 1942. 
de> "Sauna" 


Lingen 


in Birkenau beigewohnt, AnechlieGend habe ich aed 


als diensthabender SS-Arzt in Abstanden von girlka 14 Tagen, 


je nachdem.wie die Transporte an der "alten Rampe" ‘am’ 


Auschwitz I eintrafen; bis stwa Mai 1943 den Vernichtungsvor- 
gangen. beigewohnt. 


Unter Zugrundelegung dieser 6 Monate una der 
T4t&gigen Abstinde schdtze ich, daB ich etwa 12mal an dem Bauern=2! 
haus, der als "Sauna" g 


Stammlager 


tarnten Gaskammer, in Birkenau’wary ‘ “ee 
Frage: Aus welchen Griinden und! wile lange hatten 
sich.als diensthabender SS-arat eine des. Vernichtungs—’ 


vorganges am Tatort aufzuhalten? 


Sie 


Antwort: Als diensthabender SS+Arzt hatte ich 
die Autgabe, die 


5S-Desinfektoren bei der Binachiittung des. Gases - 
"Zyklon B" in die Gaskammer zu beaufsichtigen, Ich stand in’ 


| De Kodass Lactt 
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daB sich diese Casmésice aufsetzten. 


en ‘der. Biichsen und Hinei inschiitten des "ZyieLon: Bil 


“kein Gas einatmeten, Im Palle einer even ntuellen Vergiftung 


bakig is 2h die Aufgabey sofort Erste meee | 


nmerung nach kann zu diesem 2y, 
B" eine Sauerst 


“Zum AbschiuB des Verni chtungsvorgange 


: inge: tov waren, an der ees ee otis 
dauex. meines Aufentheltes 
“der ZU i ig Seen Seon 
etwa” : 


fay 


jey a 


Wtaeens 


mene. 


schen: "Sauna" und 


eideberacke’ umher, um mir 


: akg FiBe| warmzuleufen, 
einer ‘Er nnerung nach herrschte bei 


den i i oe 


iaftlinge dite ntact 


twort:: Mir ist nicht ler nnerli > da ch als ; 
aii Auf gabe. hatte, den Tod dex’ iftlinge -in” dex” “Gaskem a 
: mer festeustellen, ‘ 


 Prage: Schildern Sic, aur skey Weise die els 
-ausgegonderten Her tLing 
und verhichtet warden | 


“Yarbéi taunt gil in die "Sauna" gebracht | 


Wie ich bereits: dn ‘fritheren Vernehiiungen 
in der “alten Rampe! 


+ 
An wort? 


an Stammlager 7 ‘ale. 


usgesonderten Deportiertén: mit Lastkraf twegen 


>Sauna" nach ‘Birkena U transpoitiert: und vor, ‘der 


efindlichén. Aliskleidebaracke abgeladen worden, . 
it von Ende 1942 bis Ende Mai 1943 betrug die Zahl der 
rensporten eingelieferten Menschen durchschnittlich : 
te: “2. “41500 Deportierte, woven ech meiner Schitzu S 
ten: 200,.uaa 900 als. “arbeitsunfahig" ftir ‘die Gaskammer- 


, 2 We . Die Zahl war abhangig. von der Starke des 
"Gransportes.. 
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eruns aug 


nderreick 
cLeidebaracke, : 
a 
den 
mer cisamnengedringten 
ngelne herauszukommen. Diese 


postierten Ss- 


‘trugen. Diesen 
aug der Schreien 
ie8end wurde die Coppelwan- 


ingeschiittet wurde und die Men- 


ahmten 85= Angeh Ene vor der 


sich in Ruhe eine 
ren von dem Ver~ 


: ‘die an 
nern Sie sich noch? 
Antwort: Ich erinnere mich 4n die SS“Heup teturn 
?uhrer AUMEIER und SCHWARZ sowie den ggu -Untersturnftihrer SCHWAR! 
HUBER - sie waren Lagerftihrer im 1z Auschwitz ’- und andere mir 
namentlich nicht bekannte § SS-Untersturmfitihrer, die abwechselnd 
als diens sthabende Lagerfiihrer an den 


Vernichtungsaktionen teil- 
nahmen, An T&tlichkeiten wa 


aren meiner Erinnerung nach die ss- 
Fihrer nicht beteiligt, haben diese aber 


auch nicht verhindert 
Sie haben die mir namentlich 


nicht bekannten SS -Unterfiihrer 
und Blockfiihrer dazy ermuntert, indem sie diese durch Zuruté 
ermutigten , Ich weiB noch, daB ich wie alle anderen , wore 


go: AR 
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quntex und nahm die Gasmaske ab. 


wurde wieder verschlossen, Ich @laube, daB die 
leere Biichse mit in die Holgkiste gelegt warde,) Wir wartes 
nun den Tod der, Haftlinge ab, 


en 


srape: Welche Menge an “Zyklon 
die Vernichtung der Menschen in der Gagi 


fiir 
- 
er 


Antwort: Wir einen Yergasungevorga ang ind 


"Sauna" in Birkenan wurde jeweils nur eine Biichse ‘nit "Zyklon=B"— 


von etwa 2 kg verwandt. Ich habe nie fest- 


groéBere Mengen 


1 


carn 


SS-Arzt nie den. Tod 


festotetten niissen, 
horige ee g 


Hauses — war ein 


jedoch festgestellt 


ion cingelassen,..Ich habe’ 


ein SS- ~Angehdriger durch 
gen Spion in die Gecke 


Die Gaskammer Asti va meines Wi ns erst nach 20 “Minuten ge-" 
S Offnet werden. Die 


‘tungen gesammelten Tidistenconeae 
wesen sein, 


auf Grund der bei, den-Vernich- 
jedem Palle ausreichena ge- 

um mit Sicherheit den lod dex 

filhren. Auf Grund der Gerius che, 


schwacht nach auBen dra angen, konnte ich Festistellen, daS die 


Hu2tlinge herbeigu-— 
die durch die-Wande abge- 


Menschen in der Gagkamer nach etwa 5 bis 7 Minuten’ aufhtrten 


. zu atmen, Ich habe diesen Vorgang an Hand méiner Armbanduhyr , 
_ die mit einer Stoppuhr versehen war 


war, elmnal zeitmasig geiessen, 
Wahrend des. Binschiittens des Gag 


es drangen deutlicher Schreie, 
Weinen und Jammern durch die gevffnete Klappe heraus. Ich erin. 
de8 einmal der 5S-Desinfektor mit der 


ere mich noch, 
Deter an die Luke herankam, weil diese 


Gasmagke. 


wie 
- ich glaube es - klenmte una 
er hdher als’ sonst auf die Leiter ni 


nineufstieg und von den ein- 
gesperrten Menschen gesechen wurde, Ssenutidln ertonte-aus der : 


Ruf ciner minnlichen Pergon: "Gas} Gag!" 


Rito len 
216 = 


aA 


Gaskammer der leute ’ 
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Mach SehlieBen- der Klappe waren vereinzelte Schreie und schwaches 
Klopfen an der Tir und nach 1 bis 2 Minuten ein tiefes rdéchelndes 


Atmen ZU hdren, das ganz allm&hlich schwacher und leiser warde 


und schlieSlich veretunat > Dn it war auch der Tod’ eingetreten. 


Frage: Haben Sle wihbrend des Vergasungsvor— 


ganges Binblick in die Gaska ammer genommen? 
2 


/ 
Antwort:(Tch erinnsre mich noch genau, zwei- 
mal durch den Spion in die Gaskammer der "Sauna" 


wahrend des 
Vernichtung 


gsvorganges gesehen zu haben. Dies war Anfang Dezember 


1942 bei den ersten ee denen ich béiwohnte. 


Ich habe nur immer fiir renige Augenblicke hineingesehen, da ich 
Wirksamkeit des Giftgases uberzeugen 

wollte und eine gewisse Neugier vorhanden Wars Andererseits war 
. der Todeskamp? der. H&ftlinge so grauenerregend, daB ich” persén= 


lich nach einem kurzen Blick von dem Spion wieder fortging. : 


Ich kann mich an die einzelnen Phasen des Br stickungstodes, die 


ich ohne ‘Zweifel beobachtet habe, nicht mehr erinnern. Ich sehe 
nur noch.das Bild von libereinanderliegenden ermordeten Haftlingen,. 
deren, FilBe zu den Wanden der Gaskammer 


mich einerseits von der 


zoigten und deren KOrper: 
sich unter den Atemziigen hoben und senkten. Das ‘Licht 


im Raum 
war nicht Sas worden \, 


3s 


’ Frage: Wann-und unter wwelehen Umstiinden wur rde" 
mit'der Rdumung der Gaskammer begonnen? 


Antwort: Soweit ich mich erinnere, ‘wurde die 
Gaskammer nach etwa 20 Minuten gedffnet, wenn anschlieBend eine 
weitere Vernichtungsaktion durchgefiihrt wurde. Sonst verblieben 
_ die Leichen in der Gaskammer und warden spiter gerdumt ;. 
ich keine’ ‘Kenntnis habe, da ich dann nicht 


‘Den, Befehl zum Offnen der 


-wortiber - ; 
zugégen war.’ x2 
Tiiren der Gaskammer gab meines ‘Wissens 
der SS-Oberscharfiihrer und Leiter des Haftlings—= ~Leichenkommandos 
MOLL. Es wurden beide Tiiren der Gaskammer. gedffnet, die wiederum 


etwa 10 bis 15 Minuten offen-blieben, damit das Giftgas aus: der 


Gaskanmmer abzi iehen konnte. Eine Absaugvorrichtung. gab -es in der’ 


"Sauna" nicht, Nun zogen Haéftlinge mit étwa.2-m langen Stangen, : 
die an der Spitze einen gebogenen Eisenhaken ha 


tten und vordem’™ 
im Gerdteraum der "Sauna" aufbew 


ahrt warden, die Leichen heraus. 


: Sadeer bat: 


7 - 
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ee ee ae ae es ee er ee ee ee ee gn oar TaL t liod 


Zz Buory we a aaa73qgBeG Sgaungesane 2oqn ¢ “dN Sunuyoortey 1°r40d 


TZ pT ayo ey yh 
‘Jeztlod pun sg-uezyeu uN 
Joep BZunyzte neq {er4ueZ Joe: mi 
FA/Od SLOL*AH i Sia 
Cv6L FEM ° 
of 0 wd / 


<n nell lea Ae Ero yen 2 is wees 


APMO, Akta Zentralbauleitung, BW 30/26, pp. 33-36. 
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“BU Bo/2¢ 


An die 
Zentralbauleitang der 
Varfen-Ss und Peiisei, 


Au @ohwits 0/8 


Exxx = 3ExxX : J Xattewits, 7.5042 
; 2 Angebot 01307043 Fr.7015 Bo/¥i. 


Batr.: Ausgef'hrte Jnuarseiten 4. 


@ “ Ls 3es8tsllten Maseen 
sind nur abgerundet anzeceben und 
werien in der Schlu@rechnung be- 


ricktigt. Ieordarbetten 
1. Bedencushnb der Scugrube bis 2,00 . 

m Tiefe _.. #390 cbm 5,90 14.101, 
2, Bodenhinterft lung 600 " 2,72 1.620,— 
3. Bocenaushud 7er “undanerte 680,- 7% 4,48 3,046,405 
4. ZLesanffGliuns 1160 qi 1,45 2.582,— 

Ileilamrerarvedten. 
5. Ziegelmauernerk in Grdreloh 95 om 19,50 1.252,50 
6. . desgi. der Xellcrminge =f. ¢ 500 "® 20,49 10.200,— 
7. deagl. der Xontro!ischtehte 14" 22,50 247,50 
8. ,Offnnngen angelegt 19.9805 10049, 197469, 1s 
%. 12 om starke Ziegelwand. 400m 3950 132m. 
10. Ziegelmaverwerk des SrdgeschoJes 240 chm 2¢,80 4.992,—— 
44, Offnungen anselogt 48° 43,50 499,20 
412. 12 om atarke ‘Lezelwande 140 qn 3,30 462,—= 
15's Stfnangen angelegt ' 25 ebm 1,70 40 
14, Ziegelmaucrnerk ier Giebel “2 47" 21,40 363,80 
wy 


Joertrag: yer $2. 
Dreedner Benk Kattowits -—~- od if 7s 


—— 
st 


et 


399 Germar Rudolf : The Chemistry of Auschwitz 
| 
. Sbertrag: 40.436 ,—— ? 
45. 15 Hanptzesins ifdm 179,~ 2,75 487,50 w 
16. 16 Sparrenausmanerung Le 170,— 1,30 2244 
17. 17 Trennwinde 6 cm stark qm 23,7> 3,20 64,—— 
18. 13 Penstorpfeiier 25/38 om et. lfam %35,- 3,35 115,50 
19, 2% Entiiuftunsskanal " 3S5y- 95,80 426,-—— 
20. 24 Entluif-angsschacht 37/40 5 
’ om i,t. chu $,- 25,80 129, 
24. 2$a Binascazsocdeat 4,50/1,0 m Stek. 1 - 87,00 37,— 
22, 200 Bincencensdest 3,25/1,9 9 * 1  85,— 5a 
23. 30 Sohibunkxe ifa€m $6,- 2,20 123,20 
24. 32 Fenster 1,10/1,68 m gr. 
.. . agesetst Stok. 47 5,99 282,—— 
25. 33 deegt. 0,60/0,30 * 4 2,70 123,80 * is 
25. 34 Rundfenster eingesetazt NS 
9,7¢ ares = 2 2,70 5,400 
27. 35 Pirrahmen 1,8C/2,20 gro? 
eingesetst = 2 44, 22,-— 
28. 76 desg..2,05/2,20 zred * 2 12,40 24,40 
23. 27 Sdrgeate.at@ teeuzgag he & 
apni eingses*-t = 3 $,4° 17,66 
Mie 73) dees a 1,45/2,17 = ares mm 4 5,56 3,59 
34, 3$ deegiet, uf/2,15 m gros < 6 4,10 24,60 
32, 49 4es2.65,99/2,17 2 groa * 4 4,00 16,00 
33. 41 deagl.c,30/2,10 a gro2 “J _ 4 3,60 14,40 
Us. 42 dengi.3,00/1,90 m sro " 3 6,20 20,46 
S$. 43 deagl.1,3 2,3 = grog ° 4 ~ 4,46 17,66 
: II 8. Putsearbeiten. P , 
36. 52 Grendmanerputs om 226,- 1,20 274,20 . 
37. 53 ‘Yendeouta im Zeilicr qm 782,< 4,75 479,40 
38. 54 dess:.in Urdgeschos qm 1050,= 4 =1,75 1.735 ,—<= 
79. 55 dessl.des jietela qm  at7G,— 2,55 255,55 
40. 56 Zementaneck2isuts qm 496,~ 2,75 1.323; 
44. 58 Wsbitakanal qm 80,— 12,40 Tila 
42. 59 Deekenputz im seller ma 12G,— 1,75 a 210 ,—— : 
43. 60 ‘desg).im Erdgeschos qe G70 1,85 “1.239 450 a 
44, 6a ‘Wandeu.Deekenfitchen unterhalten 2760 qm = 
Pauschsale 150g 
IT de Zatricharseciten. 
46, 65 Zementestrich tm Xel.er qm T309~ 2480 24244,-- 
46. 66 denc'.in Erdgeschet qi 520, 2,50 14436, —— 
47. 67 Stufen 18/25 en Steigung n 16,— 1,75 31,526 


68° 


[i SSR aa i ie 


4eeg.. 17/30 om * 2 


29> 1,50 46,40 


2-527 ,20 


Pee NE ee 
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Ghertreg: 52.527,80 | 
49 «59 22,5 m Stufen 18/26 cm viertelgewandelt, 1,80 _... 40,50. | 
50 2 820. qm glatter Sementeatrich Fe 2,80 - 2,296 ,—— ; 
51 76 6,8 m Rutsche der Treypye bee ae 5,50 ess 
I%- Teor marbetten. 
$2 TT 2350 qm Isolierung der Wenne 1t.Wach- 
es trageangebot vom 10.12.42 
$3 738 820,- qm Isolterung é.Kellerdecke 
‘aad ce] 180,— qu desgl.der Pundanente 
355 80 654,— qm Snferer Isolierungsanstrich i 
ZY. _Baton-u.zisenhetonerd. 
86 at 500,— ebm Stampfocton dee Lallerebcfens 
57 82 563,— qm Stanpfeton 10 om stark 
58 82 $20,— qm tarevheton 
59 83 167,= cbm Betonfandanente 1:7 1T.—  2.89,— 
66 85 28 Sstilck Bloecxatafen der Fe.lertrappe 9,20 
61 86 “48 Stik desgi. 1,00 m brett 8,25 
62 88 . 820,— qu Hohisteindecten 0.4.Keller 13,50 11 4 
3 88 786,— om deogl. t.4.2rdgesehos <1,40 040. i 
“64 89 240,< m Biscndetonunterstige “96,50 3.960,— | 
65 90 94,- m Bisendetonetiteew 47,20 1.616,80 j 
66 91 4,5 m Maesivdecien - I,098 49,50 ; 
67 92 7,5 qa Bisendetontreppe , 16,50 123,75 
68 93 6,0 cbm Bisenbdetonstitse - 19,40 116,40 i 
6 94 
fro 95 - ' : 
“1 950 41,3 = paras st. 
72 95> 100,6 m deegl.25 cm st. 
TT 95e 14,4 = desgi.12 em ot. i: 
74 96 120,- m Feldbahaglets einbetontert 
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MUTA : oad Haushatt.....% whE, boi Kapa4 


Genehmigungsverfogung vom: . 
hoses hr rape vom: ... 


Hoch- oa FJiefese Ai tiengesellachatt. 
Niederlessung, stow ste AM, 


4 shire Gdagerunrte: Soaey ace = ee 
| Fronatoriums 3 lt-Angebot vom 13. 


“gine Sodenhintertil ong. pire 
Bodenaushab -der® Fundamenté 


: pees : 


lmauerwer as ve reich com 

Paes eder elierwiinde:: n 

: hdesgl. der Kontrol lechtchte 8 
Offnungen angelegt 7505 93.5 


“h42°em sterke Ziegelmand | : ~ ath 


x 10. 10° ‘Zi egelmauérierk: “ds Ergeschdfes ‘ebni, <3 
“Sy 11, -14-} 6f2nangen: engélegt ; ebm’ 
. 12. 42.12 cm starke. Zitgelvinde: am 
13./13 | Offnungen engelegt -.- ebm : 
43, 4 | Ziegeimaver::erk der Giebel " i 2 { es ; 
Uoertraz: : Gee BR are Fe Bes 
‘Dresdner Sank Kattowitz Postscheckkoator MF Ae Sy 
-8. Mal ia pois eer “aly ip Biases sf Tell bScitah Rochevens. Titetbtatt. Watsenhous-Buchdruckerei Kassef (1953) B 2a 


J a ead : ee eee . . i 


Document 2: RGVA, 501-1-306, pp. 30, 30a, 31, 31a. 
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KosteAn. = | je Blame 
Ubertrag 
15, 15 Heuntgesims 1fdm 
16, 16 Bparrenausmaverung f 
a ly Sere Wy *rennwinde 6 em stark cm 
“%=18 Bensterpfeiler 25/38 em st. 1fdm 
19.23 Entltiftungskenal : 
20.-24 Entltiftungsschacht 40/30 i.L.cbm 
21, 29a Bingengspodest 4,5/1,0 m Stck. 
22. 29d fiesgl.3,20/1,00 m : 
23. 30 Bohlbinke : ifam 
24. 32 [enster 1,10/1,68 gr.eingesetzt St 
25. 33 -fleegl.0,60/0,90 " = Stek. 
26. 34 ‘fiesgl.Rundfenster 0,70 gr. " : 
27. 35: Pirrahmen 1,80/2,20’gré8 ein- 
: kesetzt. Stck.¢ 
28.- 36" esgl.2,05/1,10 groB Stck. 
29. 37 Plrgestelle 1,80/2,10 m er. 
: eingesetzt Stck.: 
30. 38 #esgl.1,40/2,10 m gro8 " 
31. 39° gesgl.1,00/2,10 m groB 
32. 40 ¢esgi.9,90/2,10 m grog ti 
33. 41°. desgl.0,80/2,10 m gro8. " 
34. 42 desgl.2,00/1,90 m groB " 
35. 43. ¢esgl.1,00/2,00 m gro8 : 
36. IIa Putzerbeiten 
36. 52 |éesg?.Grundmauerputz am 
37. 53. |Wandputz im Keller . qm 
383 _|desgl. im Zrdgescho8 5 qm 
, ; desgl.! des" Giebels qm ees 
6 . Zénentsockalputz aeeurt qm i 
41°58 Rabgtzkanal : qm = 
42. 59 Deckehputz im Keller qm : ay 
430: 60% |desgl.im:ErdgeschoB © qm 4239.59 a ; 
44.64 « mene apbegkenflachen unterhalten FES ee NSSF Se 
Bane Bs qm E .  p202==|kPausetiar ; 
rie 2 et Ile Estricharbeiten. : : el ba nae 
45.65. Zementestrich im Keller om a: 
46. 66 - desl. im “Brageschos: am 
47. 67 .|Stufen 18/25 em Steigung mn 
48. 68. |desgl. 17/30 om " m % 
meses *. aie 
BES..TIR: AUMM Ubertreg: 52 Yo 
o, 50a! on. ft 0.346 £1. 830.308 
* eS 
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Gegenfand 


tenannrmmaangunensaneesetetacesmareseeesinenees meeegeseseanammersesesess: 


Puhdamenté a 


~ ;am_des ® es 
aes = 


-}800s2 ebm. ‘Geanitpeton: des. Kellerbodens es 60} 842! 
Fae basen gm Stampfbeton 10 om stark _ 

g20. gm Magerdeton 
ee — 


bLigh cbr Betonfundamente + As 1:7, ; ez 


‘2. Stick Blockstuten der “etierérepbe ter 
45 | Stiick desgl. 1,00 m breit 
ior aman [-+9eeeemesnnnmaneeernsenenttnensstantssasdeensnopenasentssnnsensineeennenrseeneessenenanns 


ss 820 gm | Hohisteindecke i.d,Keller 
ee = desl. Ugd.Brdgeschoss _ Sess 


240 n _Eisenbetonunterz 
wf inna 24025). sige 


64, fio | Bese Be P m Bisenbetonstiteen 
p --66).81.| |. 455 om Meseivdecken 


19, 


sneatenseranantannensvereersssnmasnteneMine | enesseorigaead on} soveeeaseninnt ee 


1-| aon} 49, | Stok Stitzenfundamente 


629 chm Eisenbetonstiitzen 


tt} .95e| __| 11,3, m desgi. 58 om stark == | | 142,83, 
Bore’ --250.|....._|100,4 m desgl. 25 om stark = | BRS ee ra 
? 


-33).95¢ |_| 1404 m desgl. 12 om stark _ emma gO] 110,88 


i ; an~ 
Q} 99.) nme} 23M Benster und Pirstiirze 52 om st. | 9,60 | 120.—— 
4; 


(fee. B Beksvanelete einbetontert 5 350,| __ $60,== 
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Gelbdbetrag 
Gegenfiand i im 


eingeinen 


Aerauf wurde eine 4. me 


Eien 


- 
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“fe, ee faanssryws spite re PS espe Rie Ey 


s Ak« 


BB 1A TOPE & SOHNE EUR. es 
13.4.1943 


” EMPFANGER Zentralbauleitung der Waffen SS und Polizei,Auschwitz 0.S. yu 


Betr.: Nr. 24678/43/Ro-Pru/Pa. 


Be-und Entliiftungsanlage des Krema. II im K.G.L.,Auschwitz 


30,2 ke CU, 0,7 kez Zn, 6,8 kg Alu, 1,4 ke Zn~Al 
Betr.: Nr. 24676/43/Ro-Pru/Pa. 


Saugzuganlage des Krematoriums II im K.G.L., Auschwitz 


88,5 ke Cu, 4,8 ke Ms, 0,3 Ke Sn-Bz, 0,3 kg Zn 
3,0 kg Zn-Al, 6,0 kg, Cu-leg, 5,0 ke Alu 
Betr.: Nr. 24674/43/Ro—-Pru/Pa. 


2 Topf Entwesungséfen fiir das Krema II im Kriegsgefangenen- 
lager , Auschwitz. : 


25,-ke Al, 15,-ke Zn-Al, 8,-ke Ms, 
Betr.: 24679/43/Ro—Pruy Pa. 


Erweiterung der Be-und Ent 1iiftungsenlage (Warmlaftauftihrung) 
des-Krema II im K.G.L. Auschwitz. i 


5,5 ke Cu, 0,1 ke Zn, 1,4 ke Al, 0,6 ke Zn-Ai 


Erfurt,den 15.4.1943 


: ‘ppa.d. A. TOPF & SOHNE 
16. APR. 1943 


~ 


‘ate 


Document 3: APMO, Akta Zentralbauleitung, BW 30/34, p. 47: “Two Topf 
disinfestation furnaces for Crema II in the PoW Camp.” 
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j St 

ow 

-Konzentrationslager Auschwitz Auschwitz, den Pilea 1942 
Kommandantur 


=S onder bdefeh eon 


‘Blaustiure ‘gutcetsetzacs” ‘Krankheitsfail ‘gibt Veranlassung, 
allen an’ Vergasungen Beteiligten und allen: ‘Wbrigen Ihe 
: “Angehtrigen: ‘bekanntzugeben, da .insb sondere ‘beim ‘Offne 
der vergasten Réume : von HeAngehdrigen ‘ohne Maske- wenigs~ 
=tens 5 Stunden: hindurch ein Abstand von S15 Metern ‘von 
der Kammer gewahrt ‘werden muB, “Hierbei ist besonders. aut 
die Windrichtung zu.achten, =». aot : pee eat 
Das jetzt verwendete Gas enthilt weniger behesinvate 
Geruchstoffe und ist daher besonders gefahrlich, 
Der H-Standortarzt Auschwitz lehnt die Verantwortung fiir 
eintretende Unglticksfalle in den Fallen ab, bei denen 
von be Angehtrigen diese Richtlinien nicht eingehalten 


werden, 


Seze:' HSB 
ocvarebambenniibeds und Konmandant, 


Verteiler: , tie as ; z 

7. Stick an Herastuba. ne e-1. Stitok an: : 
7 ™ Ver@altung . Revier ,HWL,DAW.Funkst. 
sy " Ablage Y 'Fernschreibstelle --~- 

2 # T Bauleitung:.. ¢ kl cho hae 
2 % 8 PolitsAbt. , Kantinengemeinschaft 
Ly th" " 9,/f-T-Stuba, ~~" Fahrbereitachaft _ 

- & " Landwirtschaft Arbeitseinsatz XL.’ 

i bd " Reitstall - oh peer ae FKL 

ee 8 ui Salarcaletninear Abteilung VI’ . 

List ” FKL. ; ; audentisnatatelie des 

ee cage " Gericht soffizier Amtes W.I. 

al " _ Bote dae eee Sonderkommando Zeppelin. 
iL * " Haus der Vaffen~ " 


Document 4: RGVA 502-1-32, p. 300 
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. Jezug > Meldung des {j-Oscha. Klehr \ 


An den 


“Leiter der Bavinspektion 


5 


e Unterkunftsbaracke aufgebrochen, die eben entwest wurde, und - 
* Baracke und damit.vor seinem sicheren Tod bewabrt werden. 


“Der #4-Unterscharfithrer Pantke wurde ‘durch }-Oberscharftthrer Klehr 
~eingehendst auf die mit der Entwesung verbundenen 


‘Auschwitz. | 


Avschriftiv.d.Abschrift. 


4-Standortarzt 
e 


Ge a ee Auschwitz, dan 10.12.43. 


Betreff: Entwesung von Baracken - 
prac RD LE 
Anlagen: keine . F = 


der Waffen-}} und Polizei “Schlesien" _ Aa 4 
vorldufiger Sitz - Py 2 


Nach Meldung des ‘von mir peauftragten Desinfektors, }-Oberschar= 
fiihrer K 1 @h r hat trotz. eingehender Belehrung und Verwarnung 
ein Zivilarbeiter am 9.12.43. mittels eines Nachschliissels eine 


konnte nur zufdllig im letzten Augenblick vor dem Betreten der - 


Gefahrenhin= 
gewieen.Trotzdem hat ein Zivilarbeiter versucht, die soeben ent= 
westeB aracke zu betreten. . 


Der }-Standortarzt Auschw itz weist auf den 
wonah bis zur Freigabe durch den von mir be 


Standortbefehl hin, 
auftragten Desinfektor, 


U-Oberschafiihrer Klehr keine Unterkunftsbaracke betreten werden 
darf und vor jeder entwesten Unterkunft bis zur freigabe ein 
Posten aufzustellen ist. : 


er }-Standortarzt 
5 uschwita 
F . .° g22.Dr.Wirths 


Bftgb.Nr. 723/43/Insp/Mi/s. =" 
18.12.43. os 


U. Andie -. 
Zentralbauleitung der. Waffen-ij 
und Polizei Auschwitz © 


Das vorliegende Schreiben ist zur Kenntnis zu nehnmen.is ist 
in Zukunft genau entsprechend den Weisungen der zustandigen 
Stellen in ea auf Sicherung zu verfanren. 


Der Leiter der Bauinspektion 
der Waffen-}} und Polizei "Schlesien" i 
” _ gez.Bischorf ; 
3 i4-Sturmbannfiinrer. ee 
Verteiler: ia al 
2.)."° KGL. ; 
: 3, )Meliorationen ~ x 
Fod.Red.A. -4,) Bltg.Industriebavte 
; 5.) Abtig.bauwirtschaft 


ge.ii-Uscha.kofler 


FedoRedcAsVodsAo 


Document 5: RGVA 502-1-8, p. 25. 
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, a 
JS ages : Gritagern 
Soe énfotellung Ya 
; se fiber dic im El. und EGL. Auschwits einge~ i 
bauten Entwesungaanlagen, B&der und Desin~ 
’ fektionsapparate. 


a) 4m Ki, (Sohutzhettianer). Poca, 
Block 1: 1 Heiflutten anlage, Fabrikat 
Fa. Klein, mit einer esleiotung fir 1809 Mann 
“ und ca, 3'600 ea . i 


Block 1: 1 grofe Rraxcobadaniage und Yaszehktiche 
Seisehen Block 1 und 2 aide 


HElock 3: im Obergeschos 1 Blaugas-Entweoungeanlage 
; und o&. 20 coo Wischestiicke a 
Block 26: Eftektenkaxsergebiiude, 1 NeiSluftaniage 2000 Mann 
wwe bind %,. ;: 
srinrromauuage oto oo 
ZAvilerbeiterentwecunsebaracke: 


: ' 1 BeiSluftentwesungeanlage, Fabrikat- 
Firza ilochheia, fir eine Tagesleietung 
von 


iéoo Rann 


2000 Kann 
mit groter Brausebadanlage und Derin~ 
fektioneapparat, ortefest einkebaut 

>) im K.G.1. 


B.¥. 5a und Sb: ts 
ae 2 Hei2luftentwesungeanlegen, Pabrikat 
, Firza llochheim flr eine Tageesleietung 
yon sucamsen ; 4coo Mann 
mit 2 grosen Brausebidern, flauna und 
2 ee Desinfektionsapparaten 
sowle 


® 1 Blaugagkemner, Tagesleietung 8000 Deoken. 
4uferdem etehen 4 Stick fuhrbare Danpf- 
Gesinfekticnsanlagen sur Ve: ung mit 


einer durehschnittlichen fagesloistung 
ftir je 500 Hann «- 2000 Hann 


mit 4 Rotweaungekncnern (Hei@luft), Mabrie Ry 
. kat Topt & S8une, mit grofem Brausebad - 7o00 Mann 


; - 2 = ¥ 


Document 6: RGVA 502-1-332, pp. 9f. 
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» 2 /0 
uné 3 ortefesten Dampfdesinfextions— 


: an, : 
eteli ca, Septe: 
. at}. ung Anfang Septenber 


Zigounerlarer:XGyt 


1 Zapweonagebaracke mit 4 Sttick eleke 
trisch betriebenen rere mela 


eulnes 
“A (Fertigeteliung der Anlager15.8,1943). 
Ferner sind in Auftrag gegeben: 
1 puctare Slektsl ees Sekrtobene Kursvel- 
en} eungeanlage fiir eine std) 
Leistung von = 625 = ‘ 15000 " 
Die Bieferung coll ea. Anfang Oktober 
erfolzen,. + 
3 etettoniive elektrigch ap ee me Xurs- 
wellen-Intwesungsanlage on 
Einbau im sufnahmegebtiude EL, bestimet) 
s Le Von = 625 Mann = 15 000 yann 
Die Lieferung soll ca. Anfang oktober 
erfolgen. ' j 


Zur _jMennechaften etehen sur Verftigung: 

@) Im f-Revier Kl. eine Badeaniage mit 4 Wannen’ 
und 9 Brauzebudern, auSerden lo Wasehbecken; 

b) In Ser Bavleitungeunterkunft KL. 2 Yannenbider; 


oe) Im K.G.4.: 1 provisorische truppensaune mit Bad 
und einer HeiSluftentwesungeanlage, Fabrikat 
Firma Hochhein fiir eine Tagerleiatung von . 2000 Nanr 


S, @) 3 zentralbeheiste Truppenwaechbaracken mit je 
4 36 Wasehbeoken und je 24 Brausen; 


e) Fir die im K.G.L, wird ferner ein massivee 
Gebunde erbaut, welches enthilt: 1 elektrisch — 
betriebene Umluftentwesungeanlage ftir 960 * 
1 Dampfdesinfektionsanlage 400 * | 


i Sauna wit Brauecegelezenheit. 
Pertigetelluns ca, Inde August. 


Anfgestellt: f 
Auschwitz, Gen 30.7.1944. . 


Beds 
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ia 27232432 Tre 242. Seatral-Baulettcer 5.6.1 Ereantoriun 5 BY 30.c. 89 


ben cca 12 12, st. out 93 ma. Welle passend.- Licsferzeit: 29.3.43, | 


fenstor 120/165,- 3/ 4 Stick Erdzeschossfenster 60/90,- 4/ 2 Stfick 
‘riezelwerk zu hefestizen:/,- 6/ 2 Stfick Glebelfenster 140/160,=- 
' Yorlegeeisen fiir die Tfiren /: aus Plachetsen 1 cm, stark:/ die in 


_ Quereisen ein reifen /:uiche Zeichnung:/.- 7/ 1 Stfick Einzanstiire 
— Mlverbre csanagsraun 205/220,- 8/1 Stfick Ein jangstfre zu Unterzeschoss 


“Ultra: Ir. 127 voa 29.3, AD - Yykonawey: Loboda, Uxo.tezono: 30.4.43. 


410 


a pa 


przedilot: Scrrneiden von: 32 Stflck Rohrstreifen als Unterlegschei- 
ganultgs. auftras Tr. 120 vor 25.3.43. ity’ sonawey: Puzyser. Ukoiczono: i 
27232425 Ure 243. E.G.1. Ereaavorini IT.<-34 30. Przedaiot: Her- 


stellung von Visengitter ffir die Penster /:einschl. Hilfe bein Fer- 
‘gotzen:/. 1/1 Stticx Kellerfenster 150/115,= 2/ 45 Stfick Erdgeschoss= 


rzade Fenster B/ 70,- 5/ 13 Stick Dachgaubenfenster 70/112 /:anm Yolze 


Sete ee ee 


Gitter ffir Oberlichte 180/54. Eingang bei Rutsche. Herstellun; von 


! 
130/275,- 9/ 1 Stfick "su teigansstOre 133/213 - 10/ 1 stfick Tignn;s- 
tre zur Leichenhalle IT 180/213.- Lieferzsit: ar »nzend. Masse sind 
an Ort und Stelle zu nehaen. Saultgs. auftraz Nr. 121 voi 26.3243. 
Ig'conaxey: Kostkows'eL. Uko:tezono: Fe ee 
29.3.43. cir. 249. Zentral-Biults., E.G.L. Krematoriua II u. ITI.BW, 
Noe 30 u. 30 a, Proud lot: 4 Stick Sta'ltfiren 60/60 /:ascheeinwurf: / 
samt Absperverschluss u. Rahnen,- Licferzeity dringend. auftrag der 


3auleitung Nr. 124 vom 27.3.43. ‘Wy konawcy: Ty susik. Uko:fezno: 244.43. 


29 +2243. nr.252,. %.3.1. ZYremtoriuz4u 5+ BW.30 b.c. Prz:daiot: 
—_—_—_—_—— . 


Nerstellung von Bisenzitter fiir _cachstehenden Fenster: 30 Atfick 1.00 x 
1.50 a, = 4 Stficx 0.50 x 1.00 a, ~ 4 Stick 0.50 x 0.40 2. Anfertigung 
a eee a 


und Lic crung von: 16 3tlick Yorlegeeisen die in Bisenrie-+el greifen, 


Lleforz-it; 8.4.43. Macse sinf an Ort und Stelle zu nehnen. Baultgs. 


3 2 
2.3.45. nr. 253.%.6.1. Freatoriua ITI-BY.2'r.30 a, Przevaiot: 2500 
Jtlck ae zum Acnazeln der 'lera'clithp'atten.- Licferzeit: 


Document 7: Hoss Trial, Vol. 11, p. 89 (list of orders from the Central Construction 
Office to the metalworking shop regarding the crematoria, compiled by Jan Sehn). 
(Red lines added.) 
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Seis oe 
13-be45- eae -Krenatorium III.BY.30 a /s;Zusatzauftrag Con. Ir. 
124201/ Preedmiot: Beschlage ffr 1 Sttick Gestfir wie Com ir.957 
und wie bereits seliefert. Wykonawey; Mirek. Ukof£czono; 2064043.= = 
Lbede45- NPs 525. KeGele B¥. 30 Dd. Przedmiot : 7L - Schlosserei lie- 
vert ffir 4 gasdichte Ttlren; Die Beschl&ge wie bereits schon ein- 
weal celievert. - Die Tflren werien in Halle II angefertist und die 
Seschl&ge sind dahin zu liefern. Wykonawey; Mirek. Ukozczono: 20.4443. 
2204.45- Nre 541. Zentralbauleitung K.G.L. Krematoriun III,2%. 50 a. 
Prieimiots 2 Stflck Riezel, 1 Stfick Vorlegeeisen £, Taroeschlage fttr 
uflleinwurf. 2 Stflck Riezsel - 1 Stick Vorleceeisen f. Brettttire 

_ eum Untergeschoss.7 Stfick Bagel mit je 2 Muttern u. Untergeschei 

Oven. 1 Stfick Kanaleitter 20/20/ sPlacheisenrahmen 2 cn. breit:/. 

“Meferzeits fe 25.4.47. Baultzs.Auftrag. lr. 196 von ee |, ee 

eWykonawey; Walezytiski. Ukoriczono: 29.4.45. --------___ = 

24.4045. Uir.351. Zentral - Bauleitung Neue Lagerleitung BY 49. - - 

Pre edmiots; 15.St. Lefestizungsschellen lt. Skizze 1, = 8 St. Beres- 

* tizungsschrauven 1t. Skizze 2. = Baultg.auftrag U7. 201 ve. 235.4043. 

Br ccusvors Walecyiski. Ukoficzono;: 3.5.43.- ------ = 
Beet 45. Sr. 3535. centralvauleitung K.c.L. Krematorium 4 ue5 Bie. 30 

ee und c. Przedniots; 12 Sttick Fenstercizter 50 x 70 cm.e-4 Sttlok Pen- 

Bterzitter 50 x 100 cn, = 6 Sttick Oberlichte cca 160 x 60 cm,-2 Stick 


Oberlichte cca 110 x 60 cm. Lieferzeit; 4.5.43. Zauleitungs. aAuftrag 
Tr. 202 vom 2744.43. Wykonaveys Rygusik. Uxodzezono;: 3004043. ee = 
4 ict )- Nre563. Verwaltins ies K.L.Ausenitz. Schuppen neven Kre- 
Bcoriun I. Proeduiots 4 Stick Sander mit stat zkloben und 1 Soermrf. . 
2 Sttick Schrauven /s3efesticen der Bander u. Kloben:/, Wykonaweys 
001, Ukofezono; 27.44.43, Auftrag der Verwaltung Nr. 2888.- - - - 


oo. Nr. 376. Keuek. Zremtorium III.33. 30 &e Przedmiot; 2 sittick 


eer Prengelanier & 7-70 m lengs. 1 m hoch /iSiese Sxi_ce 1 a 23/ 
= Sttick Treppenz 


* 


selancer & 12.20 Lng. mehoch /:Skizze 3;/ far die 


~t 
eS Kellertrespen. 2 sttick Keninbfichsen 125 on ffir Harti. Unterkunft 


Document 8: Hoss Trial, Vol. 11, p. 92, as before. (Red lines added.) 
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wykonywaliémy tan drobnie jesse reperac je. W gwigzku & tymi ee: 
anetem ludsi zatrudnionych w sonderkomandsie odetugujqoym I Kre- 
matoriun. Prsypominam Boble, zo pennego razu piektem 2 Mietkiem, 
Jézkiem 1 Wackiem krélika na generatorze. Poniewai w tym ozasie 
wared? prawie do pokoju przed komorga Lachmenn g karabinkien, nie 
mogiem jug wyj6é 1 musiatem przeczekad w ukryciu za piecem, az 
Lachmenn wy jdzie z kremetorium, Z ukrycia tego widzistem, 1% Laoh- 
mann stojic sa drzwiemi, strzelat ludzi Wohodzccych do drugiego 
pokoju przed komorg gazowa, Dwooh wieZniéw z sonderkomanda repeto 
przewrecaj-cego aig po etrzale wigénis 1 odkisdeto na bok, ¥ naj 
pbecnoéei sastrzelit on 6. Byli to sami Polscy, przywiezient sence 
ohodem ze Slgska, sdaje sig z liystowic. Dla krematoriéw w Srzezin- 
o@ robiliémy obremowania zelezne dle wezystkich Plecéw krezatory j- 
nych, wesystkie russta, wyoiggi dla podnoszeni. zwi ok, okucir do 
wezystkieh drawi, orag haki, pogrzebncze 1 narzedsia potrzebne 
do obstugi pieodw 1 do spalania w dotach, Inetalatorzy wykonyrali 
dle tych krematoriéw instalacje woine {1 kaneligsoyjne. Wigksz0s6 
tych robét odnotowane jest w keigéce zamowien élusarni, ktdra of 
obecnie okezeno, Nigdsy innymi w éluserni aykonsane zostaty Slepe 
tusze, przezneozone do komér gagowych oraz stupy siatkowe do wrzu- 
cenia zawartoéoi puszek cyklonomych do komér gazowych. Byty to 
stupy wysokoSei okoto:3 ma. o preekroju kwadratozym, okoto 70 om, 
Stup taki sktedat sie z 3 sistek umieszogzonych jedna w drugiej. 
Siatke zeawngtrena zrcbiona byte z irutu 3 mm usstywnionego na ken- 
téwkach 50 x 10 mm, Xamt6wki tekie anajdowaty Bie we wazyatkich 
rogech stupa i u géry orag u dotu potaczone byty ze sobq teky samy 
kaniéwk;. Cozko siatki miato okoto 45 mm w kwadracie. Druga siatke 
byte tak samo skonstruowans i umieszozone wewnjtrz rierwszej w oi- 
atepie okoto 150 mm. Oozko tej siatki mieto w kwadracie okoto 25 mm 
W nerotnikach obie te aiatki pot:czone byly zeleznymi sztyoart. 
Trzeciea oseSé-stupe bytes ruchoms. By? to prézny stup z ocienkie J 
blachy oynkowej o praekroju okoto 150 mm w kwadracie, zakofhczony 


Document 9: Hoss Trial, Vol. 2, p. 99; page from M. Kula’s pre-trial deposition 
describing the alleged Zyklon-B introduction columns. 
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od gory stozkiem, s od dotu réwng kwadratowa. podetawg. W odstepie 
okoto 25 mm do brzegéw tego stupe przylutowane byty na cienkich 
sztyoach blaszanych kentéwki z Dlachy. Na kantéwkach tych rozoig- 
gnigta byte drobne siatke o oozku okoto 1 om w kwedrecie. Sintka tn 
kofogyta sig u podsteny stotka | Stal ku gérze, » preedtuzeniu sintky 
biegto blaszane cbramrwanie ef do xysckoget wierzchoika stozka, Zr- 
wertoéé puszki cyklonowej waypywano od gory na stozek rozdzielozy, 
prasz CO usyekiwano réwnomierne rogsypywanie sig cyklonu po wasyst- 
kich 4 écianaoh bocanyeh stupka, Po ulotnientu sig gazu myjnowano 
caty stupek drodkowy 1 usumenn zwistrzatg krzeminnkg. Kanety wenty- 
lecyjne komory gazowej kute byty w Sciansch bocanyoh kowory, Otwory 
wentylacyjne zakryte byty przykrywkem! 2 blechy cynkowe j, w ktorej 
majdowsty sig okragte otwory. ----------------------------- 2-2-8. 
SS8-nanni w obozie stareli sig dobiersé spoéréd wigénids konfidentéw, 
ktérzyby im donosili o wszystkim co aig w cbozie dzieje. Pray dcborzs 
konfidentéw uoiekali sig do nejrogzmaitezych syetendu, starejic sig 
tych, ktoérym niechybnie grozite kare Suieroi, nektonié do stuaby 
konfidentéw ze ceng uratowania zycie, 4. in. many ni jest tego ro- 
dge ju wypadek z nie jekin wigéniom Jézkiem, kt(rego blizszych denych 
osobowych nie anam. Byt to 17-létni chtopsk, Polak, pochoda;cy z 
Brzeska, © zeprzyjatniony 2 Kagimierzen Zajqgcem or wigénin 261, ktéry 
pracowat u mnie w élusarni. W roku 1943 Zajno zerécil sie do mnis 
jeko do kolonenfilhrere ne 6luserni, bym spowodowat przyjgcie tego 
Jéske do Sluserni. Poniewaz z Zajjcem zytem w dobrych stceunkeob 
i chcisiem owemu Jézkowi, jego znajomemu, poméc, postaratem sig o to, 
by fatotnie Jézek zostet do Slusarni przyjqty. Cbserwujge Jézke 
atulerdzitem, te ozesto wynyke sig z pracowni, by handlowaéd przcd- 
miotemi, ktére nabyt badé tet skradi « magezynie tzw.Unterkunft. 
Pewnego dnie Jések nie sjawit sic do pracy, © natoniest otrzynaien 
meldunek, ze zostat on osedzony w bunkrze na bloku 1l-tym, po u-rsed~ 
nim preestucheniu go w oddsiele polityosnym w zwigsku s prsytapeniem 
Jézke praes 8S-wenna ne fakoie prsencezenie firanek, Po jakiné ty- 


Document 9 continued: Héss Trial, Vol. 2, p. 100; as before. 
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Szaw. / MD. a. 
oo — 7d | 


5-ty dziai rozpraw. 


11/1. 


/Po przerwie/. 


SueKula: Na zamowienie Hissa w Slusarni zostaty wykonane stu- 
py gazowe, ktére stuzyty do gazowania, = kosSci 2 i pox metra,Sred- 
nicy przelotu wewnetrznego kwadrat 150 milimetréw, nastepna odleg~ | 
Yosé 30 milimetréw przestrzeni,trzecia przstrzeti 15 milimetréwe ¢ 
Siatka jall'si¢ uzywa do okien ,koloru zielonego; pomiedzy siatka i 
blacha byXa odleg¥o$é 15 petaetictien To wszystko byXo oko¥o 1 i p62 
metra wysokosci+ U wylotu tej siatki byt stotek $ 2werozdzielezy. | 
Takich stupéw wykon abjintpyie 7 sztuk. Pakie Srupy zostary wstawior 
ne do komory gazowej tuz przy otworze,gdzie przedtem do komory 
wrzucano puszke z gazean» Pod tym otworem ten stup zostax =F 
gaz byt wsypywany bezpogrednio na stozek rozdzielezy. Stotek byx | 
po to,zeby réwnomiernie w te cztery szozeliny 15 milimetrowe gaz | 
weiskat sie migdzy blache a siatke, wtedy byta wieksza powierachni | 
parowania gaz. W ten sposéb mozna bylo szybciej ofiary uSmiercié. 
Jak wygladaza taka komora gazowa? W jednym krematoriun bya obli- 
ezona na 2.500 ludzi, mxixuzim druga# tym senym krenatorium mi e}- 
sza na 1-500. Pracomicy Slusarni,wieéniowie budowali te komory- | 
Komora miada wysokosé ponad 2 metry, w gorze byzty prostokatne kana- | 
liki zamykane, to byty odwietrzniki,skad wentylatory wypychaty a 
Cyklon jest lzejszy od powietrza wiec sig szynko po zagazowaniu 
‘ulatnia. Byty robione prowizoryczne tusze tak,Ze to miato charakter 
Xadni. Palizy sige lampy, pod¥oga betonowa by%a zawsze mokrae Po za- 
gazowaniu ludzi | ten beton zmywali wiedniowie z Sonderkommando. To 
byli wieéniowie Zydzi, ktérzy przeznaczeli byli aovange tet pracy, 
Esk Sonderkommando przewainie co trzy miesiace byXo niszczone, za- 
gazowane,ale nie w OSwiecimiu tylko gdzie§ w okolicach Gliwic. Do- 


wodea tego komanda byX Haumptscharffiihrer Mollg,najwiekszy okmt- 


Document 10: Hoss Trial, Vol. 25, p. 498; page from the testimony of M. Kula during 
the trial, describing the alleged Zyklon-B introduction columns. 
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4.ty dziei rozprawy . : Bog £ 
16/3 
reszta pozostatych Rosjan nie wyszia juz do pracy .. Natomiast 
wybrano 2 blokéw chorych okoto 200 wkeéniéw, zrobiono im 
opatrunki i zostali odniesieni do bloku ll-go , czyli bunkru . 
Tam dotgczono pozostatych Rosjan i wszyscy zostali zagazowani. 
To byia pierwseza & préba gazowania w Oéwieciminu . Ci wieénio-- 
wie pozostali tam do dnia nastepnego , byto to jakieS éwbeto, 
gdyz popotudniu mieliémy dzieti wm wolny od pracy . Do bunkréw 
tych wszedit Palitsch i drugi Blockfihrer W maskach gazowych e 
Stwierdzono wtedy , ze ludzie jeszcze zyjq i zagazowano ich 
poraz drugi . Ludzie ci podusili sig, pogryéli sig wzajemnie , 
mieli . rece lub nogi . W cZasiexkukewaxiaz tadowania 
. n& "Rollwage" caty czeéci ciata odpadaty . Przewieziono ich 
wazystkich do doku , ktéry byt przygotewany w Brzezince . Wigs. 
niowie : ktérzy ich przewozili m,in. Budzki Stanistaw dostali 
pomieszania zmystéw . Znatem przedtym Budzkiego i moge twier- 
dzié , ze obecnie jest nienormalny . Po roku czasu nastgpize 
fermentacja tych ciat , powstat wulkan , ktéry wybucht . Po. 
wietrze byto tak straszne , ze nie mozna byto dddychaé . Spro- 
Wadzono wigec miotacze ognia , ktérp stuzyty pééniej do podpa. 
lania stosu ciat . Ciata zagazowanych spalono , a dé6zt przeko. 
pano . Nastepnis zacteo budowaé olbrzymie kremtoria . Byty 
urzadzone w ten sposéb, aby ofiara nie zorientowata sig , gdzie 
zostalta wprowadzona « Jedne krematoria miaty 2 komory gazowe , 
jedna na 1.500 , druga na 2.000 ludzi . Byty tam specjalne 
skocznie betonowe , na ktore rzucano ludzi z samochodow , pod- 
noszacych sig automatycznie i w ten sposob ludzie spadali do 
komér gazowych . Komora gazowa byta wysokoSci ok.2.metroe , 
w_koto komory gazowej ciagnety sie kanaliki , szerokofci cegty , 
gdzie byty umieszczone wentylatory . Byty takze prowizoryczne 
rury , co powodowato , ze komora gazowa miata wyglai tazmi, 


dlatego ludzie, ktérzy tam praychodzili mySleli, ze przychodzg 
. 


3 do tagni 


Document 11: Trial against the Auschwitz camp garrison, AGK, NTN 162, p. 46; 
page from the testimony of M. Kula during the trial, describing how people allegedly 
entered the gas chamber, among other things. 
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ily referenced. In contrast to most other works on this issue, the tomes of this series approach 
its topic with profound academic scrutiny and a critical attitude. Any Holocaust researcher ignoring 
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Lectures on the Holocaust. Controversial Is- 
sues Cross Examined. By Germar Rudolf. 
This book first explains why “the Holocaust” is 
an important topic, and that it is essential to 
keep an open mind about it. It then tells how 
many mainstream scholars 
expressed doubts and sub- 
sequently fell from grace. 
Next, the physical traces 
and documents about the 
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scenes and murder weapons 
are discussed. After that, 
the reliability of witness tes- 
timony is examined. Finally, 
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refutes the orthodox “Holocaust” narrative. It 
reveals that the Germans were desperate to re- 
duce the death rate in their labor camps, which 
was caused by catastrophic typhus epidemics. 
Dr. Kollerstrom, a_ science 
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does not make this controversy go away. Tradi- 
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He reveals the weaknesses 
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4th ed., 342 pages, b&w illustrations, 
bibliography, index. (#82) 


pages, b&w illustrations, bibliography 
(#29). 


Air-Photo Evidence: World-War-Two 


The Hoax of the Twentieth Century. 
The Case against the Presumed Ex- 


Photos of Alleged Mass-Murder Sites 


termination of European Jewry. By 


Analyzed. By Germar Rudolf (editor). 


Arthur R. Butz. The first writer to 
analyze the entire Holocaust complex 
in a precise scientific manner. This 
book exhibits the overwhelming force 
of arguments accumulated by the mid- 
1970s. Butz’s two main arguments 
are: 1. All major entities hostile to 
Germany must have known what was 
happening to the Jews under German 
authority. They acted during the war 
as if no mass slaughter was occurring. 
2. All the evidence adduced to prove 
any mass slaughter has a dual inter- 
pretation, while only the innocuous 
one can be proven to be correct. This 
book continues to be a major histori- 
cal reference work, frequently cited by 
prominent personalities. This edition 
has numerous supplements with new 
information gathered over the last 35 
years. 4th ed., 524 pages, b&w illus- 
trations, bibliography, index. (#7) 


Dissecting the Holocaust. The Grow- 
ing Critique of ‘Truth’ and ‘Memory.’ 
Edited by Germar Rudolf. Dissecting 
the Holocaust applies state-of-the- 
art scientific techniques and classic 
methods of detection to investigate 
the alleged murder of millions of Jews 
by Germans during World War II. In 
22 contributions—each of some 30 
pages—the 17 authors dissect gener- 
ally accepted paradigms of the “Holo- 
caust.” It reads as excitingly as a crime 
novel: so many lies, forgeries and de- 
ceptions by politicians, historians and 
scientists are proven. This is the intel- 
lectual adventure of the 21st Century. 
Be part of it! 3rd ed., 635 pages, b&w 
illustrations, bibliography, index. (#1) 


The Dissolution of Eastern European 
Jewry. By Walter N. Sanning. Six Mil- 
lion Jews died in the Holocaust. San- 
ning did not take that number at face 
value, but thoroughly explored Euro- 
pean population developments and 
shifts mainly caused by emigration as 
well as deportations and evacuations 
conducted by both Nazis and the So- 
viets, among other things. The book 
is based mainly on Jewish, Zionist 
and mainstream sources. It concludes 
that a sizeable share of the Jews found 
missing during local censuses after 
the Second World War, which were 
so far counted as “Holocaust victims,” 
had either emigrated (mainly to Israel 
or the U.S.) or had been deported by 
Stalin to Siberian labor camps. 3rd 
ed., foreword by A.R. Butz, epilogue by 
Germar Rudolf, and an update by the 
author containing new insights; 264 


During World War Two both German 
and Allied reconnaissance aircraft 
took countless air photos of places of 
tactical and strategic interest in Eu- 
rope. These photos are prime evidence 
for the investigation of the Holocaust. 
Air photos of locations like Auschwitz, 
Majdanek, Treblinka, Babi Yar etc. 
permit an insight into what did or did 
not happen there. The author has un- 
earthed many pertinent photos and 
has thoroughly analyzed them. This 
book is full of air-photo reproductions 
and schematic drawings explaining 
them. According to the author, these 
images refute many of the atrocity 
claims made by witnesses in connec- 
tion with events in the German sphere 
of influence. 6th edition; with a contri- 
bution by Carlo Mattogno. 167 pages, 
b&w illustrations, bibliography, index 
(#27). 

The Leuchter Reports: Critical Edi- 
tion. By Fred Leuchter, Robert Fauris- 
son and Germar Rudolf. Between 1988 
and 1991, U.S. expert on execution 
technologies Fred Leuchter wrote four 
reports on whether the Third Reich 
operated homicidal gas chambers. The 
first on Auschwitz and Majdanek be- 
came world-famous. Based on various 
arguments, Leuchter concluded that 
the locations investigated could never 
have been “utilized or seriously con- 
sidered to function as execution gas 
chambers.” The second report deals 
with gas-chamber claims for the camps 
Dachau, Mauthausen and Hartheim, 
while the third reviews design criteria 
and operation procedures of execution 
gas chambers in the U.S. The fourth 
report reviews Pressac’s 1989 tome 
about Auschwitz. 4th ed., 252 pages, 
b&w illustrations. #16) 


Bungled: “The Destruction of the Eu- 
ropean Jews”. Raul Hilberg’s Failure 
to Prove National-Socialist “Killing 
Centers.” By Carlo Mattogno. Raul 
Hilberg’s magnum opus The Destruc- 
tion of the European Jews is an ortho- 
dox standard work on the Holocaust. 
But how does Hilberg support his 
thesis that Jews were murdered en 
masse? He rips documents out of their 
context, distorts their content, misin- 
terprets their meaning, and ignores 
entire archives. He only refers to “use- 
ful” witnesses, quotes fragments out 
of context, and conceals the fact that 
his witnesses are lying through their 
teeth. Lies and deceits permeate Hil- 
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berg’s book, 302 pages, bibliography, 
index. (#8) 


Jewish Emigration from the Third 
Reich. By Ingrid Weckert. Current 
historical writings about the Third 
Reich claim state it was difficult for 
Jews to flee from Nazi persecution. 
The truth is that Jewish emigration 
was welcomed by the German authori- 
ties. Emigration was not some kind of 
wild flight, but rather a lawfully de- 
termined and regulated matter. Weck- 
ert’s booklet elucidates the emigration 
process in law and policy. She shows 
that German and Jewish authorities 
worked closely together. Jews inter- 
ested in emigrating received detailed 
advice and offers of help from both 
sides. 2nd ed., 130 pages, index. (#12) 


Inside the Gas Chambers: The Exter- 
mination of Mainstream Holocaust 
Historiography. By Carlo Mattogno. 
Neither increased media propaganda 
or political pressure nor judicial per- 
secution can stifle revisionism. Hence, 
in early 2011, the Holocaust Ortho- 
doxy published a 400-page book (in 
German) claiming to refute “revision- 
ist propaganda,” trying again to prove 
“once and for all” that there were hom- 
icidal gas chambers at the camps of 
Dachau, Natzweiler, Sachsenhausen, 
Mauthausen, Ravensbriick, Neuen- 
gamme, Stutthof... you name them. 
Mattogno shows with his detailed 
analysis of this work of propaganda 
that mainstream Holocaust hagiogra- 
phy is beating around the bush rather 
than addressing revisionist research 
results. He exposes their myths, dis- 
tortions and lies. 2nd ed., 280 pages, 
b&w illustrations, bibliography, index. 
(#25) 


SECTION TWO: 
Specific non-Auschwitz Studies 


The Dachau Gas Chamber. By Carlo 
Mattogno. This study investigates 
whether the alleged homicidal gas 
chamber at the infamous Dachau 
Camp could have been operational. 
Could these gas chambers have ful- 
filled their alleged function to kill peo- 
ple as assumed by mainstream histori- 
ans? Or does the evidence point to an 
entirely different purpose? This study 
reviews witness reports and finds that 
many claims are nonsense or techni- 
cally impossible. As many layers of 
confounding misunderstandings and 
misrepresentations are peeled away, 
we discover the core of what the truth 
was concerning the existence of these 
gas chambers. 154 pages, b&w illus- 
trations, bibliography, index. (#49) 


Treblinka: Extermination Camp or 
Transit Camp? By Carlo Mattogno and 
Jiirgen Graf. It is alleged that at Treb- 
linka in East Poland between 700,000 
and 3,000,000 persons were murdered 
in 1942 and 1943. The weapons used 
were said to have been stationary and/ 
or mobile gas chambers, fast-acting or 
slow-acting poison gas, unslaked lime, 
superheated steam, electricity, Diesel- 
exhaust fumes etc. Holocaust histori- 
ans alleged that bodies were piled as 
high as multi-storied buildings and 
burned without a trace, using little 
or no fuel at all. Graf and Mattogno 
have now analyzed the origins, logic 
and technical feasibility of the official 
version of Treblinka. On the basis of 
numerous documents they reveal Tre- 
blinka’s true identity as a mere transit 
camp. 8rd ed., 384 pages, b&w illus- 
trations, bibliography, index. (#8) 


Belzec: Propaganda, Testimonies, Ar- 
cheological Research and History. By 
Carlo Mattogno. Witnesses report that 
between 600,000 and 3 million Jews 
were murdered in the Belzec Camp, 
located in Poland. Various murder 
weapons are claimed to have been used: 
Diesel-exhaust gas; unslaked lime in 
trains; high voltage; vacuum cham- 
bers; etc. The corpses were incinerated 
on huge pyres without leaving a trace. 
For those who know the stories about 
Treblinka this sounds familiar. Thus, 
the author has restricted this study to 
the aspects which are new compared 
to Treblinka. In contrast to Treblin- 
ka, forensic drillings and excavations 
were performed at Belzec, the results 
of which are critically reviewed. 142 
pages, b&w illustrations, bibliography, 
index. (#9) 


Sobibor: Holocaust Propaganda and 
Reality. By Jiirgen Graf, Thomas Kues 
and Carlo Mattogno. Between 25,000 
and 2 million Jews are said to have 
been killed in gas chambers in the 
Sobibor camp in Poland. The corpses 
were allegedly buried in mass graves 
and later incinerated on pyres. This 
book investigates these claims and 
shows that they are based on the se- 
lective use of contradictory eyewitness 
testimony. Archeological surveys of 
the camp are analyzed that started in 
2000-2001 and carried on until 2018. 
The book also documents the general 
National-Socialist policy toward Jews, 
which never included a genocidal “fi- 
nal solution.” In conclusion, Sobibér 
emerges not as a “pure extermination 
camp”, but as a transit camp from 
where Jews were deported to the oc- 
cupied eastern territories. 2nd ed., 456 
pages, b&w illustrations, bibliography, 
index. (#19) 
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The “Operation Reinhardt” Camps 
Treblinka, Sobibér, Betzec. By Carlo 
Mattogno. This study has its first fo- 
cus on witness testimonies recorded 
during World War II and the im- 
mediate post-war era, many of them 
discussed here for the first time, thus 
demonstrating how the myth of the 
“extermination camps” was created. 
The second part of this book brings us 
up to speed with the various archeo- 
logical efforts made by mainstream 
scholars in their attempt to prove that 
the myth is true. The third part com- 
pares the findings of the second part 
with what we ought to expect, and 
reveals the chasm between facts and 
myth. 402 pages, illustrations, bibliog- 
raphy, index. (#28) 


Chelmno: A Camp in History & Pro- 
paganda. By Carlo Mattogno. At 
Chelmno, huge masses of Jewish pris- 
oners are said to have been gassed in 
“gas vans” or shot (claims vary from 
10,000 to 1.3 million victims). This 
study covers the subject from every 
angle, undermining the orthodox 
claims about the camp with an over- 
whelmingly effective body of evidence. 
Eyewitness statements, gas wagons 
as extermination weapons, forensics 
reports and excavations, German 
documents — all come under Mat- 
togno’s scrutiny. Here are the uncen- 
sored facts about Chelmno, not the 
propaganda. This is a complementary 
volume to the book on The Gas Vans 
(#26). 2nd ed., 188 pages, indexed, il- 
lustrated, bibliography. (#23) 

The Gas Vans: A Critical Investiga- 
tion. By Santiago Alvarez and Pierre 
Marais. Did the Nazis use mobile gas 
chambers to exterminate 700,000 peo- 
ple? Are witness statements believ- 
able? Are documents genuine? Where 
are the murder weapons? Could they 
have operated as claimed? Where are 
the corpses? In order to get to the 
truth of the matter, Alvarez has scru- 
tinized all known wartime documents 
and photos about this topic; he has 
analyzed a huge amount of witness 
statements as published in the litera- 
ture and as presented in more than 
30 trials held over the decades in Ger- 
many, Poland and Israel; and he has 
examined the claims made in the per- 
tinent mainstream literature. The re- 
sult of his research is mind-boggling. 
Note: This book and Mattogno’s book 
on Chelmno were edited in parallel to 
make sure they are consistent and not 
repetitive. 2nd ed., 412 pages, b&w il- 
lustrations, bibliography, index. (#26) 


The Einsatzgruppen in the Occupied 
Eastern Territories: Genesis, Mis- 
sions and Actions. By C. Mattogno. 
Before invading the Soviet Union, 
the German authorities set up special 
units meant to secure the area behind 
the German front. Orthodox histo- 
rians claim that these units called 
Hinsatzgruppen primarily engaged 
in rounding up and mass-murdering 
Jews. This study sheds a critical light 
onto this topic by reviewing all the 
pertinent sources as well as mate- 
rial traces. It reveals on the one hand 
that original war-time documents do 
not fully support the orthodox geno- 
cidal narrative, and on the other that 
most post-“liberation” sources such as 
testimonies and forensic reports are 
steeped in Soviet atrocity propaganda 
and are thus utterly unreliable. In ad- 
dition, material traces of the claimed 
massacres are rare due to an attitude 
of collusion by governments and Jew- 
ish lobby groups. 2nd ed.., 2 vols., 864 
pp., b&w illustrations, bibliography, 
index. (#89) 


Concentration Camp Majdanek. A 
Historical and Technical Study. By 
Carlo Mattogno and Jiirgen Graf. At 
war’s end, the Soviets claimed that up 
to two million Jews were murdered 
at the Majdanek Camp in seven gas 
chambers. Over the decades, how- 
ever, the Majdanek Museum reduced 
the death toll three times to currently 
78,000, and admitted that there were 
“only” two gas chambers. By exhaus- 
tively researching primary sources, 
the authors expertly dissect and repu- 
diate the myth of homicidal gas cham- 
bers at that camp. They also critically 
investigated the legend of mass ex- 
ecutions of Jews in tank trenches and 
prove it groundless. Again they have 
produced a standard work of methodi- 
cal investigation which authentic his- 
toriography cannot ignore. 3rd ed., 
358 pages, b&w illustrations, bibliog- 
raphy, index. (#5) 


The Neuengamme and Sachsenhau- 
sen Gas Chambers. By Carlo Mat- 
togno. The Neuengamme Camp near 
Hamburg, and the Sachsenhausen 
Camp north of Berlin allegedly had 
homicidal gas chambers for the mass 
gassing of inmates. The evaluation of 
many postwar interrogation protocols 
on this topic exposes inconsistencies, 
discrepancies and_ contradictions. 
British interrogating techniques are 
revealed as manipulative, threaten- 
ing and mendacious. Finally, techni- 
cal absurdities of gas-chambers and 
mass-gassing claims unmask these 
tales as a mere regurgitation of hear- 
say stories from other camps, among 
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them foremost Auschwitz. 178 pages, 
b&w ill., bibliography, index. (#50) 


Concentration Camp Stutthof and Its 
Function in National Socialist Jewish 
Policy. By Carlo Mattogno and Jiirgen 
Graf. Orthodox historians claim that 
the Stutthof Camp near Danzig, East 
Prussia, served as a “makeshift” ex- 
termination camp in 1944, where in- 
mates were killed in a gas chamber. 
Based mainly on archival resources, 
this study thoroughly debunks this 
view and shows that Stutthof was in 
fact a center for the organization of 
German forced labor toward the end of 
World War II. The claimed gas cham- 
ber was a mere delousing facility. 4th 
ed., 170 pages, b&w illustrations, bib- 
lography, index. (#4) 


SECTION THREE: 
Auschwitz Studies 


The Making of the Auschwitz Myth: 
Auschwitz in British Intercepts, Pol- 
ish Underground Reports and _ Post- 
war Testimonies (1941-1947). By 
Carlo Mattogno. Using messages sent 
by the Polish underground to Lon- 
don, SS radio messages sent to and 
from Auschwitz that were intercepted 
and decrypted by the British, and a 
plethora of witness statements made 
during the war and in the immediate 
postwar period, the author shows how 
exactly the myth of mass murder in 
Auschwitz gas chambers was created, 
and how it was turned subsequently 
into “history” by intellectually corrupt 
scholars who cherry-picked claims 
that fit into their agenda and ignored 
or actively covered up literally thou- 
sands of lies of “witnesses” to make 
their narrative look credible. 2nd edi- 
tion, 514 pp., b&w illustrations, bibli- 
ography, index. (#41) 


The Real Case of Auschwitz: Robert 
van Pelt’s Evidence from the Irving 
Trial Critically Reviewed. By Carlo 
Mattogno. Prof. Robert van Pelt, a 
mainstream expert on Auschwitz, be- 
came famous when appearing as an 
expert during the London libel trial 
of David Irving against Deborah Lip- 
stadt. From it resulted a book titled 
The Case for Auschwitz, in which 
van Pelt laid out his case for the ex- 
istence of homicidal gas chambers at 
that camp. This book is a scholarly 
response to Prof. van Pelt—and Jean- 
Claude Pressac, upon whose books 
van Pelt’s study is largely based. Mat- 
togno lists all the evidence van Pelt 
adduces, and shows one by one that 
van Pelt misrepresented and misin- 
terpreted every single one of them. 
This is a book of prime political and 


scholarly importance to those looking 
for the truth about Auschwitz. 3rd ed., 
692 pages, b&w illustrations, glossa- 
ry, bibliography, index. (#22) 


Auschwitz: Plain Facts: A Response 
to Jean-Claude Pressac. Edited by 
Germar Rudolf, with contributions 
by Serge Thion, Robert Faurisson 
and Carlo Mattogno. French phar- 
macist Jean-Claude Pressac tried to 
refute revisionist findings with the 
“technical” method. For this he was 
praised by the mainstream, and they 
proclaimed victory over the “revision- 
ists.” In his book, Pressac’s works and 
claims are shown to be unscientific 
in nature, as he never substantiates 
what he claims, and historically false, 
because he systematically misrepre- 
sents, misinterprets and misunder- 
stands German wartime documents. 
2nd ed., 226 pages, b&w illustrations, 
glossary bibliography, index. (#14) 


Auschwitz: Technique and Operation 
of the Gas Chambers: An Introduction 
and Update. By Germar Rudolf. Pres- 
sac’s 1989 oversize book of the same 
title was a trail blazer. Its many docu- 
ment repros are valuable, but Pres- 
sac’s annotations are now outdated. 
This book summarizes the most per- 
tinent research results on Auschwitz 
gained during the past 30 years. 
With many references to Pressac’s 
epic tome, it serves as an update and 
correction to it, whether you own an 
original hard copy of it, read it online, 
borrow it from a library, purchase a 
reprint, or are just interested in such 
a summary in general. 144 pages, 
b&w illustrations, bibliography. #42) 


The Chemistry of Auschwitz: The 
Technology and Toxicology of Zyklon 
B and the Gas Chambers — A Crime- 
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Scene Investigation. By Germar Ru- 
dolf. This study documents forensic 
research on Auschwitz, where mate- 
rial traces reign supreme. Most of the 
claimed crime scenes — the claimed 
homicidal gas chambers — are still 
accessible to forensic examination 
to some degree. This book addresses 
questions such as: How were these gas 
chambers configured? How did they 
operate? In addition, the infamous 
Zyklon B is examined in detail. What 
exactly was it? How did it kill? Did it 
leave traces in masonry that can be 
found still today? Indeed, it should 
have, the author concludes, but sev- 
eral sets of analyses show no trace of 
it. The author also discusses in depth 
similar forensic research conducted 
by other scholars. 4th ed., 454 pages, 
more than 120 color and over 100 b&w 
illustrations, bibliography, index. (#2) 
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Auschwitz Lies: Legends, Lies and 
Prejudices on the Holocaust. By Carlo 
Mattogno and Germar Rudolf. The fal- 
lacious research and alleged “refuta- 
tion” of revisionist scholars by French 
biochemist G. Wellers (attacking 
Leuchter’s famous report, #16), Polish 
chemist Dr. J. Markiewicz and U.S. 
chemist Dr. Richard Green (taking on 
Rudolf’s chemical research), Dr. John 
Zimmerman (tackling Mattogno on 
cremation issues), Michael Shermer 
and Alex Grobman (trying to prove it 
all), as well as researchers Keren, Mc- 
Carthy and Mazal (who turned cracks 
into architectural features), are ex- 
posed for what they are: blatant and 
easily exposed political lies created to 
ostracize dissident historians. 4th ed., 
420 pages, b&w illustrations, index. 
(#18) 


Auschwitz: The Central Construc- 
tion Office. By Carlo Mattogno. When 
Russian authorities granted access to 
their archives in the early 1990s, the 
files of the Auschwitz Central Con- 
struction Office, stored in Moscow, 
attracted the attention of scholars 
researching the history of this camp. 
This important office was responsible 
for the planning and construction of 
the Auschwitz camp complex, includ- 
ing the crematories which are said to 
have contained the “gas chambers.” 
This study sheds light into this hith- 
erto hidden aspect of this camp’s his- 
tory, but also provides a deep under- 
standing of the organization, tasks, 
and procedures of this office. 2nd ed., 
188 pages, b&w illustrations, glos- 
sary, index. (#13) 


Garrison and Headquarters Orders 
of the Auschwitz Camp. By Germar 
Rudolf and Ernst Bohm. A large num- 
ber of the orders issued by the various 
commanders of the Auschwitz Camp 
have been preserved. They reveal 
the true nature of the camp with all 
its daily events. There is not a trace 
in them pointing at anything sinister 
going on. Quite to the contrary, many 
orders are in insurmountable contra- 
diction to claims that prisoners were 
mass murdered, such as the children 
of SS men playing with inmates, SS 
men taking friends for a sight-seeing 
tour through the camp, or having a ro- 
mantic stroll with their lovers around 
the camp grounds. This is a selection 
of the most pertinent of these orders 
together with comments putting them 
into their proper historical context. 
185 pages, b&w ill., bibl., index (#34) 


Special Treatment in Auschwitz: Ori- 
gin and Meaning of a Term. By Carlo 
Mattogno. When appearing in Ger- 
man wartime documents, terms like 


6 


“special treatment,” “special action,” 
and others have been interpreted as 
code words for mass murder. But that 
is not always true. This study focuses 
on documents about Auschwitz, show- 
ing that, while “special” had many 
different meanings, not a single one 
meant “execution.” Hence the prac- 
tice of deciphering an alleged “code 
language” by assigning homicidal 
meaning to harmless documents — a 
key component of mainstream histori- 
ography — is untenable. 2nd ed., 166 
pages, b&w illustrations, bibliogra- 
phy, index. (#10) 


Healthcare at Auschwitz. By Carlo 
Mattogno. In extension of the above 
study on Special Treatment in Ausch- 
witz, this study proves the extent to 
which the German authorities at 
Auschwitz tried to provide health care 
for the inmates. Part 1 of this book an- 
alyzes the inmates’ living conditions 
and the various sanitary and medical 
measures implemented. It documents 
the vast construction efforts to build 
a huge inmate hospital insinde the 
Auschwity-Birkenau Camp. Part 2 
explores what happened to registered 
inmates who were “selected” or sub- 
ject to “special treatment” while dis- 
abled or sick. This study shows that 
a lot was tried to cure these inmates, 
especially under the aegis of Garri- 
son Physician Dr. Wirths. Part 3 is 
dedicated to this very Dr. Wirths. The 
reality of this caring philanthropist 
refutes the current stereotype of SS 
officers. 398 pages, b&w illustrations, 
bibliography, index. (#33) 


Debunking the Bunkers of Auschwitz: 
Black Propaganda vs. History. By 
Carlo Mattogno. The “bunkers” at 
Auschwitz-Birkenau, two former 
farmhouses just outside the camp’s 
perimeter, are claimed to have been 
the first homicidal gas chambers at 
Auschwitz specifically equipped for 
this purpose. They supposedly went 
into operation during the first half 
of 1942, with thousands of Jews sent 
straight from deportation trains to 
these “gas chambers.” However, doc- 
uments clearly show that all inmates 
sent to Auschwity during that time 
were properly admitted to the camp. 
No mass murder on arrival can have 
happened. With the help of other war- 
time files as well as air photos taken 
by Allied reconnaissance aircraft in 
1944, this study shows that these 
homicidal “bunkers” never existed, 
how the rumors about them evolved 
as black propaganda created by re- 
sistance groups in the camp, and how 
this propaganda was transformed into 
a false reality by “historians.” 2nd ed., 
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292 pages, b&w ill., bibliography, in- 
dex. (#11) 


Auschwitz: The First Gassing. Rumor 
and Reality. By Carlo Mattogno. The 
first gassing in Auschwitz is claimed 
to have occurred on Sept. 3, 1941 in 
a basement. The accounts report- 
ing it are the archetypes for all later 
gassing accounts. This study ana- 
lyzes all available sources about this 
alleged event. It shows that these 
sources contradict each other about 
the event’s location, date, the kind of 
victims and their number, and many 
more aspects, which makes it impos- 
sible to extract a consistent story. 
Original wartime documents inflict 
a final blow to this legend and prove 
without a shadow of a doubt that this 
legendary event never happened. 4th 
ed., 262 pages, b&w illustrations, bib- 
lography, index. (#20) 


Auschwitz: Crematorium I and the 
Alleged Homicidal Gassings. By 
Carlo Mattogno. The morgue of Cre- 
matorium I in Auschwitz is said to 
be the first homicidal gas chamber 
there. This study analyzes witness 
statements and hundreds of wartime 
documents to accurately write a his- 
tory of that building. Where witnesses 
speak of gassings, they are either very 
vague or, if specific, contradict one an- 
other and are refuted by documented 
and material facts. The author also 
exposes the fraudulent attempts of 
mainstream historians to convert 
the witnesses’ black propaganda into 
“truth” by means of selective quotes, 
omissions, and distortions. Mattogno 
proves that this building’s morgue 
was never a homicidal gas chamber, 
nor could it have worked as such. 2nd 
ed., 152 pages, b&w illustrations, bib- 
hography, index. (#21) 

Auschwitz: Open-Air Incinerations. By 
Carlo Mattogno. In 1944, 400,000 Hun- 
garian Jews were deported to Ausch- 
witz and allegedly murdered in gas 
chambers. The camp crematoria were 
unable to cope with so many corpses. 
Therefore, every single day thousands 
of corpses are claimed to have been in- 
cinerated on huge pyres lit in trenches. 
The sky was filled with thick smoke, if 
we believe witnesses. This book exam- 
ines many testimonies regarding these 
incinerations and establishes whether 
these claims were even possible. Using 
air photos, physical evidence and war- 
time documents, the author shows that 
these claims are fiction. A new Appen- 
dix contains 3 papers on groundwater 
levels and cattle mass burnings. 2nd 
ed., 202 pages, b&w illustrations, bib- 
lography, index. (#17) 


The Cremation Furnaces_of Ausch- 
witz. By Carlo Mattogno & Franco 
Deana. An exhaustive study of the 
early history and technology of crema- 
tion in general and of the cremation 
furnaces of Auschwitz in particular. 
On a vast base of technical literature, 
extant wartime documents and mate- 
rial traces, the authors establish the 
nature and capacity of these cremation 
furnaces, showing that these devices 
were inferior makeshift versions, and 
that their capacity was lower than 
normal. The Auschwitz crematoria 
were not facilities of mass destruction, 
but installations barely managing to 
handle the victims among the inmates 
who died of various epidemics. 2nd 
ed., 3 vols., 1201 pages, b&w and color 
illustrations (vols 2 & 3), bibliogra- 
phy, index, glossary. (#24) 


Curated Lies: The Auschwitz Muse- 
um’s Misrepresentations, Distortions 
and Deceptions. By Carlo Mattogno. 
Revisionist research results have put 
the Polish Auschwitz Museum under 
enormous pressure to answer this 
challenge. They've answered. This 
book analyzes their answer. It first ex- 
poses the many tricks and lies used by 
the museum to bamboozle millions of 
visitors every year regarding its most 
valued asset, the “gas chamber” in the 
Main Camp. Next, it reveals how the 
museum’s historians mislead and lie 
through their teeth about documents 
in their archives. A long string of 
completely innocuous documents is 
mistranslated and misrepresented 
to make it look like they prove the 
existence of homicidal gas chambers. 
2nd ed., 259 pages, b&w illustra- 
tions, bibliography, index. (#38) 


Deliveries of Coke, Wood and Zyk- (jy 
lon B to Auschwitz: Neither Proof 
Nor Trace for the Holocaust. By Car- 
lo Mattogno. Researchers from the 
Auschwitz Museum tried to prove 
the reality of mass extermination by 
pointing to documents about deliver- 
ies of wood and coke as well as Zyk- 
lon B to the Auschwitz Camp. If put 
into the actual historical and techni- 
cal context, however, as is done by 
this study, these documents prove the 
exact opposite of what those orthodox 
researchers claim. This study exposes 
the mendacious tricks with which 
these museum officials once more de- 
ceive the trusting public. 184 pages, 
b&w illust., bibl., index. (#40) 


Mis-Chronicling Auschwitz. Danu- 
ta_Czech’s Flawed Methods, Lies 
and Deceptions in Her “Auschwitz 
Chronicle”, By Carlo Mattogno. The 
Auschwitz Chronicle is a reference 
book for the history of the Auschwitz 
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Camp. It was published in 1990 by 
Danuta Czech, one of the Auschwitz 
Museum’s most prolific and impact- 
ful historians. Analyzing this almost 
1,000-page long tome one entry at a 
time, Mattogno has compiled a long 
list of misrepresentations, outright 
lies and deceptions contained in it. 
They all aim at creating the oth- 
erwise unsubstantiated claim that 
homicidal gas chambers and lethal 
injections were used at Auschwitz for 
mass-murdering inmates. This liter- 
ary mega-fraud needs to be retired 
from the ranks of Auschwitz sources. 
324 pages, b&w illust., bibliography, 
index. (#47) 


The Real Auschwitz Chronicle. By 
Carlo Mattogno. Nagging is easy. We 
actually did a better job! That which 
is missing in Czech’s Chronicle is 
included here: day after day of the 
camp’s history, documents are pre- 
sented showing that it could not have 
been an extermination camp: tens 
of thousands of sick and injured in- 
mates were cared for medically with 
huge efforts, and the camp authori- 
ties tried hard to improve the initial- 
ly catastrophic hygienic conditions. 
Part Two contains data on trans- 
ports, camp occupancy and mortality 
figures. For the first time, we find out 
what this camps’ real death toll was. 
2 vols., 906 pp., b&w illustrations 
(Vol. 2), bibliography, index. (#48) 


Politics of Slave Labor: The Fate of 
the Jews Deported from Hungary 
and the Lodz Ghetto in 1944, By 
Carlo Mattogno. The deportation of 
the Hungarian Jews to Auschwitz in 
May-July 1944 is said to have been 
the pinnacle of this camp’s extermi- 
nation frenzy, topped off in August 
of that year by the extermination of 
Jews deported from the Lodz Ghetto. 
This book gathers and explains all 
the evidence available on both events. 
In painstaking research, the author 
proves almost on a person-by-person 
level what the fate was of many of the 
Jews deported from Hungary or the 
Lodz Ghetto. He demonstrates that 
these Jews were deported to serve 
as slave laborers in the Third Reich’s 
collapsing war economy. There is no 
trace of any extermination of any of 
these Jews. 338 pp., b&w illust., bib- 
liography, index. (#51) 


SECTION FOUR: 
Witness Critique 


camp autobiography Night. The au- 
thor proves that much of what Wiesel 
claims can never have happened. It 
shows how Zionist control has al- 
lowed Wiesel and his fellow extrem- 
ists to force leaders of many nations, 
the U.N. and even popes to genuflect 
before Wiesel as symbolic acts of sub- 
ordination to World Jewry, while at 
the same time forcing school children 
to submit to Holocaust brainwashing. 
This study also shows how parallel to 
this abuse of power, critical reactions 
to it also increased: Holocaust revi- 
sionism. While Catholics jumped on 
the Holocaust band wagon, the num- 
ber of Jews rejecting certain aspect of 
the Holocaust narrative and its abuse 
grew as well. This first unauthorized 
biography of Wiesel exposes both his 
personal deceits and the whole myth 
of “the six million.” 8rd ed., 458 pages, 
b&w _ illustration, bibliography, index. 
(#80) 


Auschwitz: Eyewitness Reports and 
Perpetrator Confessions. By Jiir- 
gen Graf. The traditional narrative 
of what transpired at the infamous 
Auschwitz camp during WWII rests 
almost exclusively on witness testi- 
mony from former inmates as well as 
erstwhile camp officials. This study 
critically scrutinizes the 30 most im- 
portant of these witness statements 
by checking them for internal coher- 
ence, and by comparing them with 
one another as well as with other 
evidence such as wartime documents, 
air photos, forensic research results, 
and material traces. The result is 
devastating for the traditional nar- 
rative. 372 pages, b&w illust., bibl., 
index. (#36) 


Commandant of Auschwitz: Rudolf 
Héss, His Torture and His Forced 
Confessions. By Carlo Mattogno & 
Rudolf Hoss. From 1940 to 1943, Ru- 
dolf Héss was the commandant of the 
infamous Auschwitz Camp. After the 
war, he was captured by the British. 
In the following 13 months until his 
execution, he made 85 depositions of 
various kinds in which he confessed 
his involvement in the “Holocaust.” 
This study first reveals how the Brit- 
ish tortured him to extract various 
“confessions.” Next, all of Héss’s de- 
positions are analyzed by checking 
his claims for internal consistency 
and comparing them with established 
historical facts. The results are eye- 
opening... 2nd ed., 411 pages, b&w 
illust., bibliography, index. (#35) 


Elie Wiesel, Saint of the Holocaust: 
A Critical Biography. By Warren B. 
Routledge. This book analyzes sev- 
eral of Wiesel’s texts, foremost his 


An _ Auschwitz Doctor’s _Eyewit- 
ness Account: The Tall Tales of Dr. 
Mengele’s Assistant Analyzed. By 
Miklos Nyiszli & Carlo Mattogno. 


Nyiszl, a Hungarian physician, 
ended up at Auschwitz in 1944 as Dr. 
Mengele’s assistant. After the war he 
wrote a book and several other writ- 
ings describing what he claimed to 
have experienced. To this day some 
traditional historians take his ac- 
counts seriously, while others reject 
them as grotesque lies and exaggera- 
tions. This study presents and ana- 
lyzes Nyiszli’s writings and skillfully 
separates truth from fabulous fabri- 
cation. 2nd ed., 484 pages, b&w illus- 
trations, bibliography, index. (#37) 


Rudolf Reder versus Kurt Gerstein: 
Two False Testimonies on the Belzec 
Camp Analyzed. By Carlo Mattogno. 
Only two witnesses have ever testi- 
fied substantially about the alleged 
Belzec Extermination Camp: The 
survivor Rudolf Reder and the SS 
officer Kurt Gerstein. Gerstein’s 
testimonies have been a hotspot of 
revisionist critique for decades. It 
is now discredited even among or- 
thodox historians. They use Reder’s 
testimony to fill the void, yet his 
testimonies are just as absurd. This 
study thoroughly scrutinizes Reder’s 
various statements, critically revisits 
Gerstein’s various depositions, and 
then compares these two testimonies 
which are at once similar in some 
respects, but incompatible in others. 
216 pages, b&w illust., bibliography, 
index. (#43) 
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Sonderkommando Auschwitz II: The 
False Testimonies by Henryk Tauber 
and Szlama Dragon. By Carlo Mat- 
togno. Auschwitz survivor and former 
member of the so-called “Sonderkom- 
mando” Henryk Tauber is one of the 
most important witnesses about the 
alleged gas chambers inside the cre- 
matoria at Auschwitz, because right 
at the war’s end, he made several ex- 
tremely detailed depositions about it. 
The same is true for Szlama Dragon, 
only he claims to have worked at the 
so-called “bunkers” of Birkenau, two 
makeshift gas chambers just out- 
side the camp perimeter. This study 
thoroughly scrutinizes these two key 
testimonies. 254 pages, b&w illust., 
bibliography, index. (#45) 


Sonderkommando _ Auschwitz _ IIT: 
They Wept Crocodile Tears. A Criti- 
cal Analysis of Late Witness Tes- 
timonies. By Carlo Mattogno. This 
book focuses on the critical analysis 
of witness testimonies on the alleged 
Auschwitz gas chambers recorded 
or published in the 1990s and early 
2000s, such as J. Sackar, A. Dragon, 
J. Gabai, S. Chasan, L. Cohen and S. 
Venezia, among others. 232 pages, 
b&w illust., bibliography, index. 
(#46) 


Auschwitz Engineers in Moscow: The 
Soviet Postwar Interrogations of the 
Auschwitz Cremation-Furnace Engi- 


Eyewitness Testimonies Analyzed. 


neers. By Carlo Mattogno and Jiir- 


By Carlo Mattogno. The 1979 book 
Auschwitz Inferno by alleged former 
Auschwitz “Sonderkommando” mem- 
ber Filip Miller has a great influ- 
ence on the perception of Auschwitz 
by the public and by historians. This 
book critically analyzes Miiller’s var- 
ious post-war statements, which are 
full of exaggerations, falsehoods and 
plagiarized text passages. Also scru- 
tinized are the testimonies of eight 
other claimed former Sonderkom- 
mando members: D. Paisikovic, 
S. Jankowski, H. Mandelbaum, L. 
Nagraba, J. Rosenblum, A. Pilo, D. 
Fliamenbaum and 8. Karolinskij. 
304 pages, b&w illust., bibliography, 
index. (#44) 


gen Graf. After the war, the Soviets 
arrested four leading engineers of the 
Topf Company. Among other things, 
they had planned and supervised the 
construction of the Auschwitz crema- 
tion furnaces and the ventilation sys- 
tems of the rooms said to have served 
as homicidal gas chambers. Between 
1946 and 1948, Soviet officials con- 
ducted numerous interrogations 
with them. This work analyzes them 
by putting them into the context of 
the vast documentation on these 
and related facilities. The appendix 
contains all translated interrogation 
protocols. 254 pages, b&w illust., bib- 
liography, index. (#52) 


For current prices and availability, and to learn more, go 
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Three decades of unflagging archival 
and forensic research by the world’s 
most knowledgable, courageous and 
prodigious Holocaust scholars have | 
finally coalesced into a reference 

book that makes all this knowledge 


readily accessible to everyone: 


HOLOCAUST ENCYCLOPEDIA 
uncensored and unconstrained 


Available as paperback (b&w) or hardcover (color), 634 pages, 
8.5”*11”; as eBook (ePub or PDF) and eBook + audio (ePub + 


mp3); more than 350 illustrations in 579 entries; introduction, 
bibliography, index. Online at www.NukeBook.org 


We all know the basics of “The Holo- 
caust.” But what about the details? 
Websites and printed encyclopedias 
can help us there. Take the 4-volume 
encyclopedia by Israel’s Yad Vashem 
Center: The Encyclopedia of the Ho- 
locaust (1990). For every significant 
crime scene, it presents a condensed 
narrative of Israel’s finest Holocaust 
scholars. However, it contains not one 
entry about witnesses and their sto- 
ries, even though they are the founda- 
tion of our knowledge. When a murder 
is committed, the murder weapon and 
the crime’s traces are of crucial impor- 
tance. Yet Yad Vashem’s encyclopedia 
has no entries explaining scientific 
findings on these matters — not one. 

This is where the present encyclope- 
dia steps in. It not only summarizes 
and explains the many pieces that 
make up the larger Holocaust picture. 
It also reveals the evidence that con- 
firms or contradicts certain notions. 
Nearly 300 entries present the es- 
sence of important witness accounts, 
and they are subjected to source criti- 
cism. This enables us to decide which 
witness claims are credible. 

For all major crime scenes, the 
sometimes-conflicting claims are pre- 
sented. We learn how our knowledge 
has changed over time, and what evi- 
dence shores up the currently valid 


narrative of places such as Auschwitz, 
Belzec, Sobibor, Treblinka, Dachau 
and Bergen-Belsen and many more. 

Other entries discuss tools and 
mechanisms allegedly used for the 
mass murders, and how the crimes’ 
traces were erased, if at all. A few 
entries discuss toxicological issues 
surrounding the various lethal gases 
claimed to have been used. 

This encyclopedia has multiple en- 
tries on some common claims about 
aspects of the Holocaust, including a 
list of “Who said it?” This way we can 
quickly find proof for these claims. 

Finally, several entries address fac- 
tors that have influenced the creation 
of the Holocaust narrative, and how 
we perceive it today. This includes 
entries on psychological warfare and 
wartime propaganda; on conditions 
prevailing during investigations and 
trials of alleged Holocaust perpetra- 
tors; on censorship against historical 
dissidents; on the religious dimension 
of the Holocaust narrative; and on mo- 
tives of all sides involved in creating 
and spreading their diverse Holocaust 
narratives. 

In this important volume, now with 
579 entries, you will discover many 
astounding aspects of the Holocaust 
narrative that you did not even know 
exist. 
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The Holocaust: An Introduction. By 
Thomas Dalton. The Holocaust was 
perhaps the greatest crime of the 20th 
Century. Six million Jews, we are 
told, died by gassing, shooting, and 
deprivation. But: Where did the six- 
million figure come from? How, exact- 
ly, did the gas chambers work? Why 
do we have so little physical evidence 
from major death camps? Why haven’t 
we found even a fraction of the six mil- 
lion bodies, or their ashes? Why has 
there been so much media suppres- 
sion and governmental censorship on 
this topic? In a sense, the Holocaust is 
the greatest murder mystery in histo- 
ry. It is a topic of greatest importance 
for the present day. Let’s explore the 
evidence, and see where it leads. 128 
pp. pb, 6”x9”, ill., bibl., index. 


Auschwitz: A Three-Quarter Century 
of Propaganda: Origins, Development 
and Decline of the “Gas Chamber” 
Propaganda Lie. By Carlo Mattogno. 
Wild rumors were circulating about 
Auschwitz during WWII: Germans 
testing war gases; mass murder in 
electrocution chambers, with gas 
showers or pneumatic hammers; liv- 
ing people sent on conveyor belts into 
furnaces; grease and soap made of 
the victims. Nothing of it was true. 
When the Soviets captured Auschwitz 
in early 1945, they reported that 4 
million inmates were killed on elec- 
trocution conveyor belts discharging 
their load directly into furnaces. That 
wasn’t true either. After the war, 
“witnesses” and “experts” added more 
claims: mass murder with gas bombs, 
gas chambers made of canvas; crema- 
toria burning 400 million victims... 
Again, none of it was true. This book 
gives an overview of the many rumors 
and lies about Auschwitz today reject- 
ed as untrue, and exposes the ridicu- 
lous methods that turned some claims 
into “history,” although they are just 
as untrue. 125 pp. pb, 6”x9”, ill., bibl., 
index, b&w ill. 


Auschwitz: A Judge Looks at the Evi- 
dence. By Wilhelm Staglich. Ausch- 
witz is the epicenter of the Holocaust, 
where more people are said to have 
been murdered than anywhere else. 


The most important evidence for this 
claim was presented during two trials: 
the International Military Tribunal of 
1945/46, and the German Auschwitz 
Trial of 1963-1965. In this book, 
Wilhelm Staglich, a former German 
judge, reveals the incredibly scandal- 
ous way in which Allied victors and 
German courts bent and broke the law 
in order to come to politically foregone 
conclusions. Staglich also exposes the 
superficial way in which historians 
are dealing with the many incongrui- 
ties and discrepancies of the historical 
record. 3rd edition 2015, 422 pp. pb, 
6“x9", b&w ill. 


Hilberg’s Giant with Feet of Clay. By 
Jiirgen Graf. Raul Hilberg’s major 
work The Destruction of the European 
Jews is generally considered the stan- 
dard work on the Holocaust. The criti- 
cal reader might ask: what evidence 
does Hilberg provide to back his the- 
sis that there was a German plan to 
exterminate Jews, to be carried out 
in the legendary gas chambers? And 
what evidence supports his estimate 
of 5.1 million Jewish victims? Jurgen 
Graf applies the methods of critical 
analysis to Hilberg’s evidence, and ex- 
amines the results in the light of revi- 
sionist historiography. The results of 
Graf's critical analysis are devastat- 
ing for Hilberg. Graf’s analysis is the 
first comprehensive and systematic 
examination of the leading spokes- 
person for the orthodox version of the 
Jewish fate during the Third Reich. 
8rd edition 2022, 182 pp. pb, 6“x9“, 
b&w ill. 


Exactitude: Festschrift for Prof. Dr. 
Robert Faurisson. By R.H. Countess, 
C. Lindtner, G. Rudolf (eds.)_Fauris- 
son probably deserves the title of the 
most-courageous intellectual of the 
20th and the early 21st Century. With 
bravery and steadfastness, he chal- 
lenged the dark forces of historical 
and political fraud with his unrelent- 
ing exposure of their lies and hoaxes 
surrounding the orthodox Holocaust 
narrative. This book describes and 
celebrates the man and his work dedi- 
cated to accuracy and marked by in- 
submission. 146 pp. pb, 6”x9”, b&w ill. 


9) wie Tat 


‘Coosa Lavorstn, Reooocr, fox 


EXACTITUDE 


FESTSCHRIFT FOR 


ROBERT FAURISSON 


For prices and availability see www. ARMREG.co.uk 


Auschwitz — Forensically Examined. 
By Cyrus Cox. Modern forensic crime- 
scene investigations can reveal a lot 
about the Holocaust. There are many 
big tomes about this. But if you want 
it all in a nutshell, read this book- 
let. It condenses the most-important 
findings of Auschwitz forensics into 
a quick and easy read. In the first 
section, the forensic investigations 
conducted so far are reviewed. In the 
second section, the most-important re- 
sults of these studies are summarized. 
The main arguments focus on two top- 
ics. The first centers around the poi- 
son allegedly used at Auschwitz for 
mass murder: Zyklon B. Did it leave 
any traces in masonry where it was 
used? Can it be detected to this day? 
The second topic deals with mass cre- 
mations. Did the crematoria of Ausch- 
witz have the claimed huge capacity? 
Do air photos taken during the war 
confirm witness statements on huge 
smoking pyres? This book gives the 
answers, together with many refer- 
ences to source material and further 
reading. The third section reports on 
how the establishment has reacted to 
these research results. 2nd ed., 128 
pp. pb., b&w ill, bibl., index. 


Ulysses’s Lie. By Paul Rassiner. Ho- 
locaust revisionism began with this 
book: Frenchman Rassinier, a pacifist 
and socialist, was sent first to Buchen- 
wald Camp in 1944, then to Dora-Mit- 
telbau. Here he reports from his own 
experience how the prisoners turned 
each other’s imprisonment into hell 
without being forced to do so. In the 
second part, Rassinier analyzes the 
books of former fellow prisoners, and 
shows how they lied and distorted in 
order to hide their complicity. First 
complete English edition, including 
Rassinier’s prologue, Albert Paraz’s 
preface, and press reviews. 270 pp, 
6”x9” pb, bibl, index. 

The Second Babylonian Captivity: 
The Fate of the Jews in Eastern Eu- 
rope since 1941. By Steffen Werner. 
“But if they were not murdered, where 
did the six million deported Jews end 
up?” This objection demands a well- 
founded response. While researching 
an entirely different topic, Werner 
stumbled upon peculiar demographic 
data of Belorussia. Years of research 
subsequently revealed more evidence 
which eventually allowed him to 


propose: The Third Reich did indeed 
deport many of the Jews of Europe 
to Eastern Europe in order to settle 
them there “in the swamp.” This book 
shows what really happened to the 
Jews deported to the East by the Na- 
tional Socialists, how they have fared 
since. It provides context for hitherto- 
obscure historical events and obviates 
extreme claims such as genocide and 
gas chambers. With a preface by Ger- 
mar Rudolf. 190 pp. pb, 6”x9”, b&w 
ill., bibl., index 

Holocaust_Skepticism: 20 Questions 
and Answers about Holocaust Revi- 
sionism. By Germar Rudolf. This 15- 
page brochure introduces the novice 
to the concept of Holocaust revision- 
ism, and answers 20 tough questions, 
among them: What does Holocaust 
revisionism claim? Why should I take 
Holocaust revisionism more seriously 
than the claim that the earth is flat? 
How about the testimonies by survi- 
vors and confessions by perpetrators? 
What about the pictures of corpse 
piles in the camps? Why does it mat- 
ter how many Jews were killed by the 
Nazis, since even 1,000 would have 
been too many? ... Glossy full-color 
brochure. PDF file free of charge avail- 
able at www.HolocaustHandbooks. 
com, Option “Promotion”. This item 
is not copyright-protected. Hence, you 
can do with it whatever you want: 
download, post, email, print, multi- 


ply, hand out, sell... 20 pp., stapled, | 


8.5“x11“, full-color throughout. 


Bungled: “Denying the Holocaust” 
How Deborah Lipstadt Botched Her 
Attempt to Demonstrate the Grow- 
ing Assault on Truth and Memory. By 
Germar Rudolf. With her book Deny- 
ing the Holocaust, Deborah Lipstadt 
tried to show the flawed methods 
and extremist motives of “Holocaust 
deniers.” This book demonstrates 
that Dr. Lipstadt clearly has neither 
understood the principles of science 
and scholarship, nor has she any clue 
about the historical topics she is writ- 
ing about. She misquotes, mistrans- 
lates, misrepresents, misinterprets, 
and makes a plethora of wild claims 
without backing them up with any- 
thing. Rather than dealing thoroughly 
with factual arguments, Lipstadt’s 
book is full of ad hominem attacks 
on her opponents. It is an exercise 
in anti-intellectual pseudo-scientific 
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arguments, an exhibition of ideologi- 
cal radicalism that rejects anything 
which contradicts its preset conclu- 
sions. F for FAIL. 2nd ed., 224 pp. pb, 
6”x9”, bibl., index, b&w ill. 


Bungled: “Denying History’. How 
Michael Shermer and Alex Grobman 
Botched Their Attempt to Refute 
Those Who Say the Holocaust Never 
Happened. By Carolus Magnus (C. 
Mattogno). Skeptic Magazine editor 
Michael Shermer and Alex Grobman 
from the Simon Wiesenthal Center 
wrote a book claiming to be “a thor- 
ough and thoughtful answer to all the 
claims of the Holocaust deniers.” As 
this book shows, however, Shermer 
and Grobman completely ignored 
almost all the “claims” made in the 
more than 10,000 pages of more-re- 
cent cutting-edge revisionist archival 
and forensic research. Furthermore, 
they piled up a heap of falsifications, 
contortions, omissions and fallacious 
interpretations of the evidence. Fi- 
nally, what the authors claim to have 
demolished is not revisionism but a ri- 
diculous parody of it. They ignored the 
known unreliability of their cherry- 
picked selection of evidence, utilized 
unverified and incestuous sources, 
and obscured the massive body of 
research and all the evidence that 
dooms their project to failure. 162 pp. 
pb, 6x9”, bibl., index, b&w ill. 


Bungled: “Debunking Holocaust De- 
nial Theories”. How James and Lance 
Morcan Botched Their Attempt to Af- 
firm the Historicity of the Nazi Geno- 
cide. By Carolus Magnus. The novel- 
ists and movie-makers James and 
Lance Morcan have produced a book 
“to end [Holocaust] denial once and for 
all” by disproving “the various argu- 
ments Holocaust deniers use to try to 
discredit wartime records.” It’s a lie. 
First, the Morcans completely ignored 
the vast amount of recent scholarly 
studies published by revisionists; they 
don’t even mention them. Instead, 
they engage in shadowboxing, creat- 
ing some imaginary, bogus “revision- 
ist” scarecrow which they then tear to 
pieces. In addition, their knowledge 
even of their own side’s source mate- 
rial is dismal, and the way they back 
up their misleading or false claims is 
pitifully inadequate. 144 pp. pb, 6x9”, 
bibl., index, b&w ill. 


Stalin’s War of Extermination 1941- 
1945. By Joachim Hoffmann. A Ger- 
man government historian documents 
Stalin’s murderous war against the 
German army and the German people. 
Based on the author’s lifelong study of 
German and Russian military records, 
this book reveals the Red Army’s gris- 
ly record of atrocities against soldiers 
and civilians, as ordered by Stalin. 
Since the 1920s, Stalin planned to in- 
vade Western Europe to initiate the 
“World Revolution.” He prepared an 
attack which was unparalleled in his- 
tory. The Germans noticed Stalin’s ag- 
gressive intentions, but they underes- 
timated the strength of the Red Army. 
What unfolded was the cruelest war 
in history. This book shows how Stalin 
and his Bolshevik henchman used un- 
imaginable violence and atrocities to 
break any resistance in the Red Army 
and to force their unwilling soldiers to 
fight against the Germans. The book 
explains how Soviet propagandists 
incited their soldiers to unlimited ha- 
tred against everything German, and 
he gives the reader a short but ex- 
tremely unpleasant glimpse into what 
happened when these Soviet soldiers 
finally reached German soil in 1945: A 
gigantic wave of looting, arson, rape, 
torture, and mass murder... 428 pp. 
pb, 6“x9“, bibl., index, b&w ill. 


Who Started World War IT: Truth for 
a War-Torn World. By Udo Walendy. 
For seven decades, mainstream his- 
torians have insisted that Germany 
was the main, if not the sole culprit 
for unleashing World War II in Eu- 
rope. In the present book this myth 
is refuted. There is available to the 
public today a great number of docu- 
ments on the foreign policies of the 
Great Powers before September 1939 
as well as a wealth of literature in the 
form of memoirs of the persons direct- 
ly involved in the decisions that led 
to the outbreak of World War II. To- 
gether, they made possible Walendy’s 
present mosaic-like reconstruction of 
the events before the outbreak of the 
war in 1939. This book has been pub- 
lished only after an intensive study of 
sources, taking the greatest care to 
minimize speculation and inference. 
The present edition has been translat- 
ed completely anew from the German 
original and has been slightly revised. 
500 pp. pb, 6”x9”, index, bibl., b&w ill. 
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The Day Amazon Murdered Free 
Speech. By Germar Rudolf. Amazon is 
the world’s biggest book retailer. They 
dominate the U.S. and several foreign 
markets. Pursuant to the 1998 decla- 
ration of Amazon’s founder Jeff Bezos 
to offer “the good, the bad and the 
ugly,” customers once could buy every 
title that was in print and was legal to 
sell. However, in early 2017, a series 
of anonymous bomb threats against 
Jewish community centers occurred in 
the U.S., fueling a campaign by Jew- 
ish groups to coax Amazon into ban- 
ning revisionist writings. On March 
6, 2017, Amazon caved in and banned 
more than 100 books with dissenting 
viewpoints on the Holocaust. In April 
2017, an Israeli Jew was arrested for 
having placed the fake bomb threats. 
But Amazon kept its new censorship 
policy: They next culled any literature 
critical of Jews or Judaism; then they 
enforced these bans at all its subsidia- 
ries, such as AbeBooks and The Book 
Depository; then they banned books 
other pressure groups don’t like; fi- 
nally, they bullied Ingram, who has a 
book-distribution monopoly in the US, 
to enforce the same rules by banning 
from the entire world-wide book mar- 
ket all books Amazon doesn’t like... 
3rd ed., 158 pp. pb, 6”x9”, bibl., color 
illustrations throughout. 


The First Ztindel Trial: The Tran- 
script. In the early 1980s, Ernst Ziin- 
del, a German living in Toronto, was 
indicted for allegedly spreading “false 
news’ by selling copies of Harwood’s 
brochure Did Six Million Really Die?, 
which challenged the accuracy of the 
orthodox Holocaust narrative. When 
the case went to court in 1985, so- 
called Holocaust experts and “eyewit- 
nesses” of the alleged homicidal gas 
chambers at Auschwitz were cross-ex- 
amined for the first time in history by 
a competent and skeptical legal team. 
The results were absolutely devastat- 
ing for the Holocaust orthodoxy. For 
decades, these mind-boggling trial 
transcripts were hidden from pub- 
lic view. Now, for the first time, they 
have been published in print in this 
new book — unabridged and unedited. 
820 pp. pb, 8.5“x11“ 


The Holocaust on Trial: The Second 


spreading false news about the Holo- 
caust” took place in Toronto. This book 
is introduced by a brief autobiographic 
summary of Ziindel’s early life, and an 
overview of the evidence introduced 
during the First Ziindel Trial. This is 
followed by a detailed summary of the 
testimonies of all the witnesses who 
testified during the Second Ziindel 
Trial. This was the most-comprehen- 
sive and -competent argument ever 
fought in a court of law over the Holo- 
caust. The arguments presented have 
fueled revisionism like no other event 
before, in particular Fred Leuchter’s 
expert report on the gas chambers 
of Auschwitz and Majdanek, and the 


testimony of British historian David | 


Irving. Critically annotated edition 


with a foreword by Germar Rudolf. | 


410 pp. pb, 6“x9“, index. 


The Second Ziindel Trial: Excerpts 


from the Transcript. By Barbara Ku- 
laszka (ed.). In contrast to Ernst Ztin- 
del’s book The Holocaust on Trial (see 
earlier description), this book focuses 
entirely on the Second Ziindel Trial by 
exclusively quoting, paraphrasing and 
summarizing the entire trial tran- 
script... 498 pp. pb, 8.5“x11“, bibl., 
index, b&w ill. 


Resistance Is Obligatory! By Germar 
Rudolf. In 2005, Rudolf, dissident 
publisher of revisionist literature, 
was kidnapped by the U.S. govern- 
ment and deported to Germany. There 
aa show trial was staged. Rudolf was 
not permitted to defend his histori- 
cal opinions. Yet he defended himself 
anyway: Rudolf gave a 7-day speech- 
proving that only the revisionists are 
scholarly in their approach, whereas 


the Holocaust orthodoxy is merely | 


pseudo-scientific. He then explained 


why it is everyone’s obligation to re- | 
sist, without violence, a government | 


which throws peaceful dissidents 
into dungeons. When Rudolf tried to 
publish his defence speech as a book, 
the public prosecutor initiated a new 
criminal investigation against him. 
After his probation time ended in 
2011, he dared publish this speech 
anyway... 2nd ed. 2016, 378 pp. pb, 
6x9", b&w ill. 


Hunting Germar Rudolf: Essays on a 
Modern-Day Witch Hunt. By Germar 


Trial against Ernst Ziindel 1988. By 
Ernst Ziindel. In 1988, the appeal 
trial of Ernst Ziindel for “knowingly 


Rudolf. German-born revisionist ac- 
tivist, author and publisher Germar 
Rudolf describes which events made 


Germar Redolt 
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him convert from a Holocaust believer 
to a Holocaust skeptic, quickly rising 
to a leading personality within the 
revisionist movement. This in turn 
unleashed a tsunami of persecution 
against him: lost his job, denied his 
PhD exam, destruction of his family, 
driven into exile, slandered by the 
mass media, literally hunted, caught, 
put on a show trial where filing mo- 
tions to introduce evidence is illegal 
under the threat of further prosecu- 
tion, and finally locked up in prison 
for years for nothing else than his 
peaceful yet controversial scholarly 
writings. In several essays, Rudolf 
takes the reader on a journey through 
an absurd world of government and 
societal persecution which most of us 
could never even fathom actually ex- 
ists in a “Western democracy”... 304 
pp. pb, 6“x9*, bibl., index, b&w ill. 


Love: The Pursuit of Happiness. By 
Germar Rudolf. Rudolf’s autobiog- 
raphy on the sensual and emotional 
aspects of his life: love, affection, ro- 
mance and erotica, as well as the lack 
of it. It tells about his human relation- 
ships with parents, siblings, friends 
and girlfriends, wives and children — 
and with a little puppy called Daisy; 
about his trials and tribulations as 
a lover and husband, and most im- 
portantly as a father of five children. 
This book might assist many readers 
to understand themselves and to help 
resolve or avoid relationship conflicts. 
It is an account filled with both humil- 
ity and humor. Ca. 230 pp. pb, 6”x9” 
(to appear in late 2024) 


The Book of the Shulchan Aruch. 
By Erich Bischoff. Most people have 
heard of the Talmud-that compendi- 
um of Jewish laws. The Talmud, how- 
ever, is vast and largely inscrutable. 
Fortunately, back in the mid-1500s, a 
Jewish rabbi created a condensed ver- 
sion of it: the Shulchan Aruch. A fair 
number of passages in it discuss non- 
Jews. The laws of Judaism hold Gen- 
tiles in very low regard; they can be 
cheated, lied to, abused, even killed, if 
it serves Jewish interests. Bischoff, an 
expert in Jewish religious law, wrote 
a summary and analysis of this book. 
He shows us many dark corners of the 
Jewish religion. 152 pp. pb, 6”x9”. 


Hitler’s Revolution: Ideology, Social 
Programs, Foreign Affairs. By Rich- 
ard Tedor. Defying all boycotts, Adolf 


Hitler transformed Germany from a 
bankrupt state to the powerhouse of 
Europe within just four years, thus 
becoming Germany’s most popular 
leader ever. How was this possible? 
This study tears apart the dense web 
of calumny surrounding this contro- 
versial figure. It draws on nearly 200 
published German sources, many 
from the Nazi era, as well as docu- 
ments from British, U.S., and Soviet 
archives that describe not only what 
Hitler did but, more importantly, why 
he did it. These sourcs also reveal the 
true war objectives of the democracies 
—a taboo subject for orthodox histo- 
rlans — and the resulting world war 
against Germany. This book is aimed 
at anyone who feels that something is 
missing from conventional accounts. 
2nd ed., 309 pp. pb, 6”x9”, index, bibl. 


Hitler on the Jews. By Thomas Dalton. 
That Adolf Hitler spoke out against 
the Jews is beyond obvious. But of the 
thousands of books and articles writ- 
ten on Hitler, virtually none quotes 
Hitler’s exact words on the Jews. The 
reason for this is clear: Those in po- 
sitions of influence have incentives to 
present a simplistic picture of Hitler 
as a blood-thirsty tyrant. However, 
Hitler’s take on the Jews is far more 
complex and sophisticated. In this 
book, for the first time, you can make 
up your own mind by reading nearly 
every idea that Hitler put forth about 
the Jews, in considerable detail and in 
full context. This is the first book ever 
to compile his remarks on the Jews. 
As you will discover, Hitler’s analysis 
of the Jews, though hostile, is erudite, 
detailed, and — surprise, surprise — 
largely aligns with events of recent 
decades. There are many lessons here 
for the modern-day world to learn. 200 
pp. pb, 6x9”, index, bibl. 


Goebbels on the Jews. By Thomas 
Dalton. From the age of 26 until his 
death in 1945, Joseph Goebbels kept a 
near-daily diary. It gives us a detailed 
look at the attitudes of one of the 
highest-ranking men in Nazi Germa- 
ny. Goebbels shared Hitler’s dislike of 
the Jews, and likewise wanted them 
removed from the Reich. Ultimately, 
Goebbels and others sought to remove 
the Jews completely from Europe— 
perhaps to the island of Madagascar. 
This would be the “final solution” to 
the Jewish Question. Nowhere in the 
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diary does Goebbels discuss any Hitler 
order to kill the Jews, nor is there any 
reference to extermination camps, gas 
chambers, or any methods of system- 
atic mass-murder. Goebbels acknowl- 
edges that Jews did indeed die by the 
thousands; but the range and scope 
of killings evidently fall far short of 
the claimed figure of 6 million. This 
book contains, for the first time, every 
significant diary entry relating to the 
Jews or Jewish policy. Also included 
are partial or full transcripts of 10 
major essays by Goebbels on the Jews. 
274 pp. pb, 6”x9”, index, bibl. 


The Jewish Hand in the World Wars. 
By Thomas Dalton. For many centu- 
ries, Jews have had a negative repu- 
tation in many countries. The reasons 
given are plentiful, but less-well- 
known is their involvement in war. 
When we examine the causal factors 
for wars, and look at their primary 
beneficiaries, we repeatedly find a 
Jewish presence. Throughout history, 
Jews have played an exceptionally 
active role in promoting and inciting 
wars. With their long-notorious influ- 
ence in government, we find recurrent 
instances of Jews promoting hard-line 
stances, being uncompromising, and 
actively inciting people to hatred. Jew- 
ish misanthropy, rooted in Old Testa- 
ment mandates, and combined with a 
ruthless materialism, has led them, 
time and again, to instigate warfare 
if it served their larger interests. This 
fact explains much about the present- 
day world. In this book, Thomas Dal- 
ton examines in detail the Jewish 
hand in the two world wars. Along the 
way, he dissects Jewish motives and 
Jewish strategies for maximizing gain 
amidst warfare, reaching back centu- 
ries. 2nd ed., 231 pp. pb, 6”x9”, index, 
bibl. 


Eternal Strangers: Critical Views of 
Jews and Judaism through the Ages. 
By Thomas Dalton. It is common 


knowledge that Jews have been dis- 
liked for centuries. But why? Our best 
hope for understanding this recurrent 
‘anti-Semitism’ is to study the history: 
to look at the actual words written by 
prominent critics of the Jews, in con- 
text, and with an eye to any common 
patterns that might emerge. Such a 
study reveals strikingly consistent 
observations: Jews are seen in very 
negative, yet always similar terms. 
The persistence of such comments is 
remarkable and strongly suggests 
that the cause for such animosity re- 
sides in the Jews themselves—in their 
attitudes, their values, their ethnic 
traits and their beliefs.. This book 
addresses the modern-day “Jewish 
problem” in all its depth—something 
which is arguably at the root of many 
of the world’s social, political and eco- 
nomic problems. 186 pp. pb, 6”x9”, in- 
dex, bibl. 


Streicher, Rosenberg, and the Jews: 
The Nuremberg Transcripts. By 
Thomas Dalton. Who, apart from Hit- 
ler, contrived the Nazi view on the 
Jews? And what were these master 
ideologues thinking? During the post- 
war International Military Tribunal 
at Nuremberg, the most-interesting 
men on trial regarding this question 
were two with a special connection to 
the “Jewish Question”: Alfred Rosen- 
berg and Julius Streicher. The cases 
against them, and their personal tes- 
timonies, examined for the first time 
nearly all major aspects of the Holo- 
caust story: the “extermination” the- 
sis, the gas chambers, the gas vans, 
the shootings in the East, and the “6 
million.” The truth of the Holocaust 
has been badly distorted for decades 
by the powers that be. Here we have 
the rare opportunity to hear firsthand 
from two prominent figures in Nazi 
Germany. Their voices, and their ver- 
batim transcripts from the IMT, lend 
some much-needed clarity to the situ- 
ation. 330 pp. pb, 6”x9”, index, bibl. 
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